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PREFACE 


TO  THE  THIRD  EDITION. 


Most  of  this  treatise  has  been  rewritten  for  this  edition,  and 
much  new  matter  has  been  added.     In  order  to  render  the 
w^ork  more  complete,  some  historical  notes  and  a  brief  account 
of  the  system  of  electric  units  have  been  added  to  the  intro- 
ductory chapter.     In  that  part  of  the  book  which  is  descriptive, 
the   machines  for  furnishing  continuous  currents  have  been 
considered    separately   from    those  for  furnishing  alternate 
currents.     The  mathematical  parts  of  the   work  have  been 
entirely  rewritten  and  curtailed. 

The  algebraic  and  graphic  methods  of  treating  the  various 
problems  connected  with  dynamo-electric  machinery  were  in 
the  former  editions  kept  apart :  in  this  edition  they  are  now 
combined.     Some  additional  data  useful  in  electro-metallurgy 
have  been  inserted  in  Chapter  XIII.     A  chapter  has  been 
added  upon  transformers  for  distributing  alternating  and  con- 
tinuous currents.     The  most  important  change,  however,  is 
the  introduction  (hinted  at  in  the  preface  to  the  first  edition 
of  this  work)  of  the  conception  of  the  magnetic  circuit  into 
the  theoretical  arguments.     This  conception,  which  during  the 
last  four  years  has  revolutionised  the   practice   of  dynamo 
design,  is  developed  in  Chapter  XIV.,  and  is  made  the  basis 
of  the  theoretical  treatment  which  follows.     The  essential  part 
of  the  investigations  of  Rowland,  Hopkinson,  and  Kapp  in 
this  direction  is  embodied  in  this  chapter.     The  author  has 
^  followed  Kapp  in  the  method  of  reckoning  armature- 
quantities  by  counting  the  number  of  conductors  at  the  peri- 
plieiy,  instead  of  the  number  of  convolutions,  so  as  to  make  the 
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formulae  applicable  equally  to  ring  armatures  and  to  drum 
armatures.  An  important  error  in  the  treatment  of  constant- 
current  motors  has  been  rectified.  The  author's  thanks  are 
due  to  numerous  correspondents  and  friends  for  corrections, 
hints,  and  suggestions,  and  for  valuable  information  respecting 
new  machines. 

To  the  Appendices  have  been  added  an  abstract  of  the 
theoretical  researches  of  Clausius,  an  account  of  some  recent 
investigations  respecting  certain  points  in  dynamo  design,  an 
enquiry  into  the  conditions  of  self-excitation,  and  some 
references  to  the  use  of  the  dynamo  in  telegraphy. 

FiNSBURY  Technical  College, 
London,  May  1888. 
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DYNAMO- ELECTRIC 
MACHINERY. 


CHAPTER  I. 

Introductory.    Historical  Notes  and 
Electrical  Units. 

A  dynamo-electric  machine  is  a  machine  for  converting  energy 
in  the  form  of  mechanical  power  into  energy  in  the  form  of 
electric  currents^  or  vice  versdy  by  the  operation  of  setting  con- 
ductors (usually  in  the  form  of  coils  of  copper  wire)  to  rotate 
in  a  magnetic  fields  or  by  varying  a  inagnetic  field  in  the  pre- 
sence of  conductors.  This  definition  is  framed  to  include  all 
machines,  the  action  of  which  is  dependent  on  the  principle  of 
magneto-electric  induction,  discovered  by  Faraday  in  1831. 

Every  dynamo-electric  machine  is,  indeed,  capable  of 
serving  two  distinct  functions,  the  converse  of  one  another. 
When  supplied  with  mechanical  power  from  some  external 
source  of  power,  such  as  a  steam-engine,  it  furnishes  electric 
currents.  When  supplied  with  electric  currents  from  some 
external  source  such  as  a  voltaic  battery,  it  furnishes  me- 
chanical power.  On  the  one  hand  the  dynamo  serves  as  a 
generator,  on  the  other  hand  as  a  motor.  In  general  every 
dynamo,  whether  intended  for  use  as  a  generator  or  as  a  motor, 
consists  of  two  essential  parts,  a  field-magnet,  usually  a  mas- 
sive, stationary  structure  of  iron  surrounded  by  coils  of 
insulated  copper  wires,  and  an  armature,  a  peculiarly  ar- 
ranged system  of  copper  conductors,  usually  wound  upon  the 
periphery  of  a  ring,  drum  or  disk,  fixed  upon  a  shaft  whereby 
rotation   can  be   imparted  mechanically.     For  receiving  the 
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electric  currents  from  the  armature  and  imparting  t 
electric  circuit,  or  vice  versd,  there  are  special  devi* 
as  collectors  or  comtnutators,  attached  to  the  anr 
rotating  with  it,  and  there  are  collecting  brushes,  c< 
sliding  circuit-connections,  which  press  upon  th 
surface  of  the  collector  or  commutator. 

The  function  of  the  field-magnet  is  to  provide  i 
field  of  great  extent  and  intensity  ;  that  is  to  say,  t 
an  enormous  number  of  lines  of  magnetic  force  in 
wherein   the   armature-conductors  are  to   revolve, 
consequently  consist  of  a  large,  and  powerful,  and 
well-designed,  magnet  or  electromagnet,  having  its 
shaped  that  the  magnetic  lines  that  issue  from  them 
utilised  in  the  armature-space.     The  m^^etic  field 
magnetic  lines  are  dealt  with  in  Chapter  II.;  the  fun' 
principles    of  magnetism  and  of  the   magnetic  c 
eluding  the  designing  of   field-magnets,   are   de? 
Chapter  XIV. 

The  function  of  the  armature  is  to  rotate  in  ' 
field,  whilst  carrying  electric  currents  in  its  cc 
conductors.     It  must  be  remembered  that  ther< 
action  between  a  conducting  wire  (forming  pan 
and  a  magnetic  field.     Firstly,   if    the    condr 
forcibly  moved  across  the  magnetic  field  (so  a' 
the  magnetic   lines),   electric  currents  are  g 
conductor,  and  a  mechanical  effort  is  requi 
conductor.     This  action,  discovered  by  Fr 
"  magneto-electric  induction."     In  every  ca 
generation   of  currents    necessitates    the 
chanical  power  and  the  expenditure  of  < 
principle   of    the   dynamo   used   as   a 
if  the  conducting  wire,  while  situated  i 
is   actually    conveying   an   electric   curi 
source)  it  experiences  a  lateral  thrust, 
forcibly,  parallel  to  itself,  across  the  n 
enables  it  to  exert  power  and  to  do  wc 
is  the  converse  of  the  former,  is  the  ] 
used  as  a  motor.     In  the  first  case,  f 
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the  armature ;  in  the  second,  the  armature  rotating  becomes 
a  source  of  power.  If  we  have  the  magnetic  field  and  supply 
power  to  drive  the  rotating  conductor,  we  get  the  electric 
currents;  if  we  have  the  magnetic  field  and  supply  the 
electric  currents  to  the  conductor,  it  rotates  and  furnishes 
power.  Whether  the  machine  be  used  as  generator  or  as 
motor,  the  magnetic  field  must  be  present :  hence  the  most 
important  point  in  theory  is  the  theory  of  the  magnetic  field. 
As  every  dynamo  will  work  (at  least  theoretically)  either  as 
generator  or  as  motor,  it  should  be  possible  to  frame  a  general 
theory  for  any  machine  serving  either  of  these  two  converse 
functions.  For  the  sake  of  simplicity,  however,  these  two 
functions  will  be  separately  considered  in  the  present  work. 

The  mathematical  theory  of  the  dynamo  is,  indeed, 
complex,  and  takes  different  forms  for  its  expression  in  the 
various  classes  of  machine  now  included  under  the  one  name 
of  "  dynamo."  The  progress  recently  made  in  the  theoretical 
treatment  of  magnetic  problems  has  simplified  matters  so 
much  that  it  is  now  possible  to  predict  from  the  construction 
and  dimensions  of  a  dynamo  its  electrical  output  under  given 
conditions  of  speed  and  load.  The  theory  of  alternate- 
current  machines  is  different  in  many  points  from  that  of 
machines  which  are  to  furnish  continuous  currents.  The  theory 
of  the  dynamo,  then,  which  will  be  developed  in  the  present 
work,  will  not  be  a  general  mathematical  theory.  The  aim 
will  be  to  deal  with  physical  and  experimental  rather  than 
mathematical  ideas,  though  of  necessity  mathematical  sym- 
bols must  be  used  here  as  in  every  kind  of  engineering  work. 
A  physical  theory  of  the  dynamo  is  not  new,  though  none 
of  any  great  completeness  had  been  given  ^  prior  to  the 
appearance  of  the  author's  lectures  in  1882. 

There  are,  in  fact,  three  distinct  methods  of  dealing  with 
the  principles  of  the  dynamo  :  (i)  a  physical  method,  dealing 

^  See  J.  M.  Gaugain,  AnnaUs  de  ChimU  et  de  Physique^  1873 !  Antoine  Breguet, 
AnnaUs  de  Chimie  et  de  Physique^  1879 ;  Du  Monccl,  Exposi  dts  ApplUatiofu 
de  t klectrkiti^  yo\,  ii. ;  Niaudct,  Machines  £iectriques;  Dredge's  Electric 
Illumination;  Schellen,  Die  Magneto-  und  Dynamo  -  elektrischen  Masihinen 
(3rd  edition,  1883) ;  Cunynghame,  The  Law  of  Electric  Lightings  1883. 

^  1. 
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with  the  lines  of  magnetic  force  and  with  currents,  in  which 
these  quantities  are  made,  without  further  inquiry  into  theiir 
why  or  how,  the  subjects  of  the  arguments ;  (2)  an  algebraica.1 
method,  founded  upon  the  mathematical  laws  of  electric  in- 
duction and  of  theoretical  mechanics ;  and  (3)  a  graphical 
method,  based  upon  the  possibility  of  representing  the  action 
of  a  dynamo  by  a  so-called  "characteristic"  curve,  in  th^ 
manner  originally  devised  by  Dr.  Hopkinson,  and  subse- 
quently developed  by  Frolich,  Deprez,  and  others. 

These   three    methods   are  really  three   aspects   of   th^ 
theory.    The  number  of  lines  of  magnetic  force,  with  whidm 
we  deal  in  the  next  chapter,  may  be  expressed  by  a  certairm 
length  of  line  geometrically,  or  by  the  symbol  N  algebraically^ 
or  they  may  be  represented  optically   by  a  mere  pictorial 
demonstration.    What  some  people  write  N  for,  other  people 
indicate  by  drawing  a  line  of  a  certain  length  in  a  certdir*. 
direction.     We  approximate,  in  fact,  toward   understanding 
the  true  theory  by  various  processes  :  sometimes  by  algebra  ^ 
sometimes  by  geometry ;  sometimes  by  magnetic  diagrams  ^ 
and  each  of  these  processes  is  of  value  in  its  turn. 

It  will  be  our  aim   first  to  develop  a  general  physical- 
theory,  applicable  to  all  the  varied  types  of  dynamo-electric:^ 
machines,  and  to  trace  it  out  into  a  number  of  corollaries 
bearing  upon  the  construction  of  such  machines.     Having' 
recited  these   consequences,   which  we    shall    deduce  from, 
theory,  it  will  then  remain  to  see  how  they  are  verified  and 
embodied  in  the  various  forms  assumed  by  the  dynamo  in 
practice.    After  that  come  chapters  on  the  magnetic  circuit 
and  on  the  algebraic  and  geometrical  methods  of  treating  the 
theoretical  parts  of  the  subject     The  last  section  of  the  book 
deals  with  the  dynamo  in  its  functions  as  a  mechanical  motor. 

Before,  however,  proceeding  to  the  physical  theory  of  the 
dynamo,  it  will  be  expedient  to  introduce  a  few  explanatory 
historical  notes,  and  also  to  give  some  account  of  the  system 
of  electric  and  magnetic  units  universally  adopted  by  elec- 
tricians. 


Historical  Notes. 


HISTORICAL  NOTES. 

Faiada/s  discovery  of  the  magneto-electric  induction  of  currents 
was  made  in  the  autumn  of  1831,  and  communicated,  on  Nov.  24th, 
to  the  Royal  Society  in  a  paper  printed  in  the  Philosophical  Transac- 
/WW,  and  reprinted  in  the  beginning  of  the  first  volume  of  Faraday's 
Expmmmtal  Researches  in  Electricity.  His  first  experiments  related 
to  the  production  of  induced  currents  in  a  coil  by  means  of  currents 
started  or  stopped  in  a  neighbouring  coil ;  from  these  he  went  on  to 
currents  generated  in  a  coil  moved  in  front  of  the  poles  of  a  powerful 
steel  magnet  Upon  thus  obtaining  electricity  from  magnets  he 
attempted  to  construct  "a  new  electrical  machine."  A  disk  of 
copper,  12  inches  in  diameter,  and  about  one-fifth  of  an  inch  in 
thickness,  fixed  upon  a  brass  axle,  was  mounted  in  frames,  so  as  to 
allow  of  revolution,  its  edge  being  at  the  same  time  introduced 
between  the  magnetic  poles  of  a  large  compound  permanent  magnet, 
the  poles  being  about  half  an  inch  apart  The  edge  of  the  plate  was 
wen  amalgamated,  for  the  purpose  of  obtaining  a  good  but  movable 
contact,  and  a  part  round  the  axle  was  also  prepared  in  a  similar 
manner.  Conducting  strips  of  copper  and  lead,  to  ser\'e  as  electric 
collectors,  were  prepared,  so  as  to  be  placed  in  contact  with  the  edge 
of  the  copper  disk ;  one  of  these  was  held  by  hand  to  touch  the  edge 
of  the  disk  between  the  magnet  poles.  The  wires  from  a  galvano- 
meter were  connected  the  one  to  the  collecting  strip,  the  other  to  the 
brass  axle ;  then  on  revolving  the  disk  a  deflexion  of  the  galvano- 
nacter  was  obtained,  which  was  reversed  in  direction  when  the  direc- 
tion of  the  rotation  was  reversed.  "  Here,  therefore,  was  demon- 
strated the  production  of  a  permanent  current  of  electricity  by 
ordinary  magnets."  These  effects  were  also  obtained  from  the  poles 
of  electro-magnets,  and  from  copper  helices  without  iron  cores.  Two 
other  forms  of  magneto-electric  machines  were  tried  by  Faraday. 

Within  a  few  months  machines  on  the  principle  of  magneto- 
induction  had  been  devised  by  Dal  Negro, ^  and  by  Pixii.*  In  the 
letter's  apparatus  a  steel  horseshoe  magnet,  with  its  poles  upwards, 
was  caused  to  rotate  about  a  vertical  shaft,  inducing  alternate 
ctnrrents  in  a  pair  of  bobbins  fixed  above  it,  and  provided  with  a 
boiseshoe  core  of  soft  iron.  Later,  in  1832,  Pixii  produced,  at  the 
suggestion  of  Amp^re,^  a  second  machine,  provided  with  commutators 

*  PhiL  Mag,  [3]  i.  45,  July  1832  (an  oscillatory  apparatus). 

*  Ann,  Chim,  Phys.  1.  322,  1832. 

*  Ann,  Chim,  Phys,,  \\,  76,  1832. 
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to  rectify  the  altematmg  ctirrents.  Further  improvements  were  made 
by  Ritchie*  aiid  Watkins.^  In  1833  appeared  the  machine  of 
Saxton,^  and  two  years  later  that  of  Clarice  ;^  both  having  the  sted 
horseshoe  magnet  a  fixture,  and  having  as  a  revolving  armature  an 
electromagnet  consisting  of  a  pair  of  bobbins  wound  upon  a  simple 
horseshoe  of  iron.  Clarke's  machine  possessed  many  original 
details,  including  a  special  form  of  commutator  for  giving  short, 
sharp  currents  for  physiological  purposes.  In  it  the  armature 
rotated,  not  opposite  the  ends,  but  in  close  proximity  to  the  flat  ^ces 
of  the  magnet  In  Saxton's  machine,  which  was  shown  to  the 
British  Association  at  Cambridge  in  1883,  the  armature  was  rotated 
opposite  the  polar  ends,  and  consisted  of  four  coils.  Von  Ettings- 
hausen,^  in  1837,  brought  out  a  very  similar  alternate-current 
machine,  with  a  special  device  by  which  the  alternate  currents 
could  be  cut  out  Poggendorff,^  in  1838,  devised  a  special  mercuiy- 
cup  commutator  for  Saxton's  machine,  to  make  the  currents  less 
discontinuous. 

Other  improvements  in    detail  were   made    by  Petrina,'  who 
improved  the  commutator ;  Jacobi,®  who  pointed  out  the  importance 
of  using  short  cores  for  the  armatures;  Sturgeon,*  who  placed  ^ 
shuttle-woimd  coil  longitudinally  between  the  limbs  of  a  horsesho^ 
magnet,  and  who  also  invented  the  simple  two-part  commutator  o^ 
"  unio-directive  discharger,"  as  he  termed  it ;  Stohrer,*®  who  showed 
how  to  construct  a  six-pole  machine  with  six  bobbins  in  the  armature  ^ 
Ritchie,^*  who  employed  tubular  cores  and  a  double  winding.    Wool^ 
rich,"  in    1841,  devised  a  multipolar  machine  for  electroplating'^ 
having  twice  as  many  rotating  coils  as  magnet-poles.     Wheatstone  *^ 
began  his  improvements  in  1841,  with  a  machine  in  which  for  th^ 

>  Phil  Mag.  [3]  viu.  455  ;  [3]  x.  280,  1837  ;  and  Phil  Trans.,  1833,  u.  318. 
«  PhU,  Mag.  [3]  vii.  107,  1835. 

•  Phil  Mag.  [3]  ix.  360,  1836. 

•  Phil  Mag.  [3]  ix.  262,  1836;  x.  365,  455,  1837  ;  and  Sturgeon's  Annals 
of  Electricity,  L  145. 

•  Gehler's  Physikalischcs  W6rterbuch,  ix.  122,  1 838. 

•  Pogg.  Ann.,  xlv.  385,  1838. 
'  ^^gS»  ^nn.,  Ixiv.  58,  1845. 

•  Pogg.  Ann.,  Ixix.  194,  1846. 

•  Annals  of  Electricity,  ii.  I,  1838.     See  also  Sturgeon's  Scientific  Researches, 
p.  252;  also  Phil  Mag.,  viL  231,  1835. 

*°  Pogg,  Ann.,  Ixi.  417,  1844 ;  Ixxvii,  467,  1849. 
»  Loc.  cit. 

"  See  also  Specification  of  Patent,  9431  of  1842. 
"  Specification  of  Patent,  9022  of  1841. 
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first  time  tlie  armatiire  coils  were  so  grouped  as  to  give  a  really  con- 
dnuous  current     For  this  purpose  five  armatures,  each  consisting  of 
a  pair  of  short  parallel  cylindrical  coils  with  iron  cores,  and  each 
having  a  simple  spHt-tube  commutator,  were  arranged  in  a  row  along 
a  single  shaft,  with  six  compound  steel  magnets  between  them,  the 
five  armatures  being  so  set  that  they  came  successively  into  the 
position  of  greatest  activity,  no  two  of  them  being  commuted  at  the 
same  instant.     They  were  connected  in  series  with  one  another  by 
wires,  which  joined  the  positive  brush — a  brass  spring — of  one  to 
the  negative  brash  of  the  next.      In  1845  Wheatstone^  and  Cooke 
patented  the  use  of   electromagnets  instead  of   steel  permanent 
loagnets  in  such  machines.     In  1848  Jacob  Brett^  made  the  impor- 
tant suggestion  of  causing  the  current  developed  in  the  armature  by 
the  permanent  magnetism  of  the  field-magnets  to  be  transmitted 
tbnrngh  a  coil  of  wire  surrounding  the  magnet,  so  as  to  increase  its 
action.    This  suggestion,  which  appears  to  be  the  first  suggestion  of 
the  principle  of  Uie  self-exciting  dynamo,  was  independently  made  in 
185 1  by  Sinsteden,'  who  appears  to  have  had  fiill  knowledge  of  the 
fact,  investigated  by  Miiller,  that  steel  is  capable  of  receiving  a  tem- 
porary magnetisation  not  greatly  inferior  to  that  of  wrought  iron,  and 
iaiin  excess  of  that  which  it  can  permanently  retain.     Sinsteden's 
researches  were  numerous  and  important,  relating  to  the  best  width 
of  polar  surface  to  employ,  to  the  use  of  pole-pieces,  and  to  the 
lamination  of  armature  cores,  for  which  purpose  he  employed,  in  1849, 
iron  wire  bundles.     A  quite  different  type  of  machine  was  suggested 
independently  by  Ritchie,*  by  Page,*  and  by  Dujardin,*  in  which 
neither  field-magnet  nor  armature   rotated;  the  coils  in  which  the 
cmrents  were  to  be  induced  were  wound  upon  polar  extensions  of 
the  field-magnets,  and  the  induction  was  produced  by  rotating  in 
front  of  them  pieces  01  soft  iron,  which  set  up  rapid  periodic  varia- 
tions in  the  magnetic  field.     Machines  on  this  same  principle  were 
^ter  devised  by  Holmes,  Henley,  Wheatstone,  Wilde,  and  Sawyer. 
Nollet,'  in  1849,  devised  an  altemate-current  machine,  in  the 


'  Specification  of  Patent,  10655  of  1845. 
'  Specification  of  Patent,  12054  of  1848. 

*  Pofrg,  Ann,  Ixxxiv.  186,  185 1.  For  Sinsteden's  other  researches  see  Pogg, 
^««.,  Ixxvi.  29,  195  and  524,  1849;  Ixxxiv.  i8l,  1852;  xcii.  I  and  220,  1854; 
*<^353i  1855;  cxxxvii.  290  and  483,  1869. 

*  PhU.  Mag,  [3]  X.  280,  1837. 

*  Annals  of  Electricity^  489,  1 839. 

*  CoMptes  Rendus^  xviii.  837,  1844  ;  xxi.  528,  892,  I181,  1845. 

'  See  Specification  of  Patent,  13302  of  1850.    See  also  Donglass  in  Proc, 
Ifut.  Civil  Engin.,  Ivii.  1878-9. 
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construction  of  which  he  was  joined  by  Van  Malderen 
death  of  NoUet  this  was  developed,  with  the  aid,  fi 
then  of  Masson  and  Du  Moncel,  into  the  "  Alliai 
which,  from  the  year  1863,  did  good  service  in  the 
France.  Hohnes  continued  to  perfect  his  work,  and  ] 
machine,^  which  in  1857  received  high  commendat 
day.  The  large  machine  of  Holmes  shoi^n  in  th< 
Exhibition  of  1862,  was  a  continuous-current  machin* 
commutator  and  rotating  rollers  for  brushes;  the  b 
number,  were  arranged  on  the  peripheries  of  two  whe 

9  ft  in  diameter.  There  were  sixty  horseshoe  magn< 
three  circles,  each  presenting  radially  forty  poles.  Ii 
remodelled  his  machine,  making  the  field-magnets  m( 
proportion,  and  leaving  the  induced  currents  uncon 
1869  he  introduced  the  principle  of  diverting  the  curr 
of  the  armature  coils,  through  a  commutator,  to  e: 
magnets.  This  period  was  one  of  great  activity.  Ir 
patented  a  remarkable  machine,  having  for  its  field-c 
pound  arrangement  of  a  permanent  magnet  to  provide 
and  powerful  electromagnets  to  be  excited  up  by  the 
rated  by  the  machine  itself. 

C.   W.  Siemens^  in   1856  provisionally  patents 
shuttle-wound  longitudinal  armature,  invented  by  W 
In  1859,*  he  made  the  suggestion  that  the  core  only  7 
coils  being  fixed  in  grooves  in  the  pole-pieces  of  the 
Wilde,*  of    Manchester,    embarked    on    a    remark; 
researches  from  1861  to  1867.     Beginning  with  sm? 
telegraphic  purposes,  he  was  led  in  1863  to  devise  an  / 
a  shuttle-wound  Siemens  armature  between  the  po' 
electromagnet,   the    coils    of  which    were    trave* 
furnished  by  a  small  auxiliary  machine — with  shutt 
and  permanent  magnets — mounted  upon  its  sum 

'  See  Du  Moncel's  Exposi  cUs  Applications  de  VElt 
Le  Roux,  BullHin  de  la  Societi  d* Encouragement^  1868. 

'  See  Douglass,  loc»  cit.    Also  Specifications  of  Pa 
1868,  and  1744  of  1869. 

*  Specification  of  Patent,  12,295  of  1848. 

*  Specification  of  Patent,  2017  of  1856.   See  W.  Si* 

1857. 

*  Specification  of  Patent,  512  of  1859. 

'  Specifications  of  Patents,   299,   858,    1994  a' 
3006  of  1863,  14 1 2  and  2753  of  1865  ;  3209  of  1866 
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1867  \^de  devised  alternate-current  machines,  of  which  the  latest 
ittd  a  number  of  bobbins  mounted  on  the  periphery  of  a  disk 
ntating  between  two  opposite  crowns  of  alternately  polarised  field- 
wgBcts — ^  type  which  survives  to  the  present  day.  These  machines, 
originaDy  separately  excited  by  currents  from  a  small  magneto 
wdime,  were  made  self-exciting,  in  1873,  by  diverting  through  a 
commutator  the  currents  induced  in  one  or  more  of  the  armature 
W)bms,  The  principle  of  using  the  whole  or  part  of  the  machine's 
ovn  cnrrents  to  excite  the  requisite  magnetism  of  its  field-magnets 
WIS  by  this  time  becoming  recognised.  As  mentioned  above,  Brett, 
Smsteden,  and  Hjorth  had  all  made  use  of  this  principle.  In  1858^ 
Johnson,*  patent-agent  for  a  foreign  inventor,  states :  "  It  is  proposed 
to  employ  the  electromagnet  in  obtaining  induced  electricity,  which 
soRJlies  wholly  or  partially  the  electricity  necessary  for  polarising  the 
dcctromagnets,  which  electricity  would  otherwise  be  required  to  be 
obtained  from,  batteries  or  other  known  sources."  In  July,  1866, 
Mnrraj'  stated  that  he  had  connected  in  series  with  the  armature 
some  coils  wound  on  the  field-magnets  of  his  magneto  machine, 
^  recommended  the  adoption  of  this  plan.  In  November, 
1866,  Baker^  stated  that  the  secondary  currents  from  the  revolving 
magnets  might  be  applied  to  magnetise  the  fixed  magnets.  In 
December  of  the  same  year  C.  and  S.  A.  Varley*  filed  a  provisional 
specification  for  a  machine  having  electromagnets  only,  which  appa- 
ll however,  required  before  using  to  have  a  small  amount  of 
pcmanent  magnetism  given  to  it  by  passing  an  electric  current 
tlMough  the  coils  of  the  electromagnets ;  a  device  which  reappears  in 
another  machine  patented  by  the  same  inventors  in  June,  1867,  and 
^  in  another  by  O.  and  F.  H.  Varley  in  1869.  The  electro- 
D^cts  of  the  1867  machine  were  wound  with  two  separate  circuits, 
supplied  alternately  with  currents  from  two  commutators  which 
received  the  currents  from  two  separate  pairs  of  coils.  Mr.  S.  A. 
V^  continued,  in  1868  and  187 1,  to  patent  magneto-electric 
generators.  In  1876  he  returned  to  the  self-exciting  method, 
employing  a  multiple  armature  in  which  the  principle  was  applied 
of  catting  out  each  coil  in  succession  during  the  rotation.  In 
^  machine  also  there   were  two  windings  on  the  field-magnets, 

*  SpedfioLtion  of  Patent,  2670  of  1858. 
'  Sec  Engineer  J  July  20,  1 866,  p.  42 

'  Specification  of  Patent,  3039  of  1866. 

•  Specification  of  Patent,  3394  of  1867.  Other  Varley  Specifications  are  1755 
°f '%.  31S  of  1868,  131  and  1150  of  1871,  4905  of  1876,  270  and  4435  of  ^877, 
4x00  of  1878. 
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one  of  greater  resistance  than  the  other,  the  circuit  of  greater  re- 
sistance being  always  closed     It  is  not,  however,  clear  that  this 
method  of  double  winding  was  what  is  now  understood  as  '^  compound 
winding."^     Returning  to  the  self-exciting  principle,  we  fiad  that 
on  January   17th,   1867,   Dr.   Werner  Siemens*  describedMo  the 
Berlin  Academy  a  machine  for  generating  electric  currentS'4>y  the 
application  of  mechanical  power,  the  currents  being  induced,  in  the 
coils  of  a  rotating  armature  by  the  action  of  electromagnetsi  vhicfa 
were  themselves  excited  by  the  currents  so  generated.    Todbirk  the 
importance  of  this  departure  Siemens  coined  the  name  dynamMkcbrk 
machine,  which  now,  in  the  shortened  form  of  dynamo^  has^Secome     j 
the  familiar  term  for  all  these  electric  machines  driven  by  mCUignical 
power,  whether  self-excited  or  not    On  the  same  day  that  dqs  dis- 
covery was  announced  to  the  Royal  Society,  February  14th,  1867,  a 
paper  was  read  by  Sir  C.  Wheatstone,^  making  an  almost  identicil 
suggestion ;  but  with  this  difference,  that  whilst  Siemens  prc^xMedthat 
the  exciting  coils  should  be  in  the  main  circuit  in  series*  with  the 
armature  coils,  Wheatstone  proposed  that  they  should  be  connected 
as  a  shunt     A  self-exciting  machine  without  permanent  magnets  had 
been  constructed  for  Wheatstone  by  Mr.  Stroh  in  the  summer  of 
1866.     In  1867  Ladd^  exhibited  a  self-exciting  machine  having  two 
shuttle-wound  armatures,  a  small  one  to  excite  the  common  field' 
magnet,  a  large  one  to  supply  currents  for  electric  light 

Meantime  the  question  of  procuring  continuous  currents,  with  less 
fluctuation  in  their  strength,  had  come  up,  and  had  received  fxaax 
Pacinotti*  an  answer,  which,  though  it  fell  into  temporary  oblivion,  is 
now  recognised  as  of  great  merit  He  devised  a  machine,  first  dcr 
scribed  in  1864,  having  as  its  armature  an  electromagnet  in  the  fonxi 
of  a  ring,  the  core  consisting  of  a  toothed  iron  wheel,  between  tfa^ 
teeth  of  which  the  coils  were  wound  in  sixteen  separate  sections.  H^ 
denominated  this  a  "transversal  electromagnet"  The  coils  bein^ 
joined  up  in  a  closed  circuit,  if  at  any  point  a  current  was  introduced^ 
it  flowed  both  ways  through  the  coils  to  some  other  point  where  it  wa^ 
taken  off  by  a  return  wire.  By  the  device  of  leading  down  connections^ 
at  sixteen  different  points  around  the  ring,  to  sixteen  insulated  pieces  0; 


'  Sec  Phil,  Mag,  [4]  xlv.  439,  1873. 

*  Berliner  Berichte^  Jan.  1867 ;  Proc,  Poy,  Soc,,  Feb.  14,  1 867.     SpedficadoB^ 
of  patent,  261  of  1867  ;  and  Pogg,  Ann.,  cxxx.  332,  1867. 

*  Proc.  Roy.  Soc,,  Feb.  14,  1867. 

*  Phil,  Mag.  [4]  xxxiii.  544,  1867. 

*  Nuovo  Cirtunto,  xix.  378,  1865. 
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metal  arranged  as  a  commutator,  it  was  possible  to  cause  magnetic  poles 
to  appear  in  the  ring  at  any  desired  points.  The  principle  of  winding 
a  continuous  coil  in  separate  symmetrical  sections  around  a  ring,  or 
other  figure  of  revolution,  was  independently  invented,  in  1870,  by 
Gramme^y  whose  ring  had  no  teeth,  and  was  entirely  overwound  with 
wife.    By  winding  an  armature  with  a  number  of  such  symmetrically 
grouped  coils  which  pass  successively  through  the  magnetic  field, 
currents  can  be  obtained  that  are  practically  steady.     The  introduc- 
tion of  the  Gramme  armature  was  at  once  recognised  as  marking 
an  important  step,  and  it  gave  a  fresh  impetus  to  invention.     In 
1S73  von  Hefiier  Alteneck^  modified  the  longitudinal  armature  of 
Siemens  by  covering  it  with  windings  spaced  out  at  symmetrical 
an^es  to  secure  the  same  advantage  of  continuity,  and  Lontin^  in 
1874  sought  to  perform  a  like  transformation  upon  an  armature  with 
ndiatiDg  poles.     Gramme  and  Siemens  both  devised  many  special 
fanns  of  machines,  some  furnishing  alternating  currents^,  others  con- 
tinues currents.     Bertin  in  1875,  Brush  in  1879,  and  Siemens,^  in 
1880,  revived  the  method  of  shunt-winding. 

In  1878  Pacinotti*  devised  a  form  of  armature  in  which  the 
conductors  took  the  form  of  a  flat  disk  or  fly-wheel.  Brush' 
also  introduced  his  famous  dynamo  embodying  the  principle 
of  open-coil  working.  He  also  introduced  the  simultaneous 
Qse  of  a  shunt  and  a  series  winding  for  the  purpose  of  enabling  the 
DMchine  to  do  either  a  large  or  a  small  amount  of  work.  Another 
open-coil  machine  was  introduced  in  1880  by  Elihu  Thomson  and 
Houston,®  of  Philadelphia.  About  the  same  time  Weston*  devised 
several  forms  of  dynamo,  and  in  particular  developed  shunt-wound 
Dttchines.  Many  other  American  inventors  produced  dynamos, 
*nwngst  them  Edison,^®  who  began  in  1878,  with  a  machine  in  which 
fe  motion  was  oscillatory  instead  of  rotatory,  a  device  which  had 

*  QmpUs  Rendus^  Ixxiii.  175,  1 87 1,  and  Ixxv.,  1497,  1872  ;  and  Specification 
«f  P«eat,  1668  of  1870. 

'  Specification  of  Patent,  2006  of  1873. 

'  Specifications  of  Patent,  473  of  1875,  386  and  3264  of  1876. 

*  Specification  of  Patents,  Gramme,  953  of  1878 ;  Siemens,  3134  of  1878. 

*  f^l  Tram,,  March  1880. 

*  i^uavo  Cimetiio  [3]  i.  1881. 
^  Specification  of  Patent,  2003  of  1878. 

*  Specification  of  Patent,  315  of  1880. 

*  Specifications  of  Patent,  4280  of  1876,  16 14  and  2194  of  1882. 
**  Specifications  of  Patents,  4226  of  1878,  2402  of  1879, 1240  and  2954  of  i88x, 

«d  2052  of  1882. 
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been  tried  by  DujardinS  in  1856,  by  Siemens^  in  185 
1 86 1,  and  abandoned.  Edison  himself  abandoned  i 
form  of  machine  having  a  modified  Hefner- Alteneck  1 
elongated  shmit-wound  electro-magnet  In  1 881,  he 
dynamo  on  the  same  lines  as  Padnotd's  disk.  The  \ 
revival  of  alternate-current  machines  in  the  foi 
Sir  W.  Thomson*  (and  independently  by  Ferranti)  ax 

About  this  time  multipolar  dynamos  began  to  come 
multipolar  drum  armature  introduced  by  Lord  £! 
Mr.  Vincent,  and  the  multipolar  ring,  independently 
Gramme,  Giilcher,  and  Mordey.^  Lord  Elphinsto 
drew  attention  to  the  importance  of  perfecting  the  \ 
though,  for  purely  mechanical  reasons,  his  machin 
obsolete.  Hopkinson^  showed  how  greatly  the  p< 
dynamo  was  improved  by  improving  and  making  n 
magnetic  circuit,  whilst  Crompton,*  amidst  a  number  < 
in  detail,  showed  the  advantage  of  increasing  the  cros 
in  the  armature  core.  Meantime  theoretical  consid* 
Marcel  Deprez,^®  in  1 881,  to  the  conclusion  that  a  d; 
a  certain  critical  speed  ought  to  be  able  to  distrib 
constant  potential  if  its  field-magnets  were  provided 
coil  to  fiimish  firom  a  battery  or  other  source  an  i 
constant  auxiliary  excitation.  This  was  almost  imm< 
by  the  general  adoption  of  the  so-called  compound- 
purpose  of  obtaining  a  self-regulating  dynamo,  this  ac 
subject  of  conflicting  rival  claims.  Since  1883  th 
made  has  been  in  details  of  design  and  mechanical  r 

The  other  branch  of  the  subject,  that  of  the  ek 
back  to  the  discovery  by  Faraday"  in  1821  ol 
rotation,  and  the  invention,  in  1823,  by  Barlow,"  of  1 

*  See  Du  Moncel's  Exposi  des  Applications y  i.  p.  372. 
'  Specification  of  Patent,  512  uf  1859. 

*  Specification  of  Patent,  924  of  186  x. 

*  Specification  of  Patent,  5668  of  1881. 

*  Specifications  of  Patent,  5536  of  188 1,  and  2871  of 

*  Specifications  of  Patent,  332  of  1879,  and  2893  of 
'  Specification  of  Patent,  400  of  1883. 

*  Specification  of  Patent,  973  of  1883. 

*  Specifications  of  Patent,  2618  and  4810  of  1882, 
"  La  Lumitre  EUctriqtie^  December  3,  1 88 1,  and 
"  Joamal  oi  Royal  Institution^  September  182 1. 

"  Barlow,  On  Magnetic  Attraction  (1823),  p.  27 
politana  (1824)  iv.  Art.  Electromagnetismy  p.  36. 
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Tlie  earliest  electric  motors  in  which  the  principle  of  attraction  by  an 
electromagnet  was  applied  were  those  of  Henry,*  in  1831,  and  of  Dal 
N^pro,*in  1832,  and  these  were  followed  in  1833  and  1834  by  the 
motors  of  Ritchie^  and  of  Jacobi,*  and  in  1837  by  that  of  Davenport.* 
Many  other  inventors  devised  machines  of  this  kind,  some  of  the  most 
toons  being  Page*  in  the  United  States,  Wheatstone^  in  England, 
Froment*  in  France,  and  Pacinotti*  in  Italy.  The  discovery  that 
the  action  of  a  dynamo  is  the  simple  converse  of  that  of  the  motor, 
and  that  the  same  machine  can  serve  either  function,  appears  to  have 
been  gradually  made,  and  was  more  or  less  unconsciously  recognised 
before  its  explicit  announcement  It  was  certainly  known  in 
1S52,  for  in  the  fourth  edition  of  Davis's  Magnetism^  published  at 
Boston,  an  apparatus,  described  as  a  "  revolving  electromagnet "  (a 
sliglit  modification  of  Ritchie's  motor)  is  shown,  on  page  212,  as 
a  motor,  and  the  same  apparatus  is  again  shown  on  page  268  as  a 
generator,  accompanied  by  the  remark  that  "any  of  the  electro- 
magnetic instruments  in  which  motion  is  produced  by  the  mutual 
action  between  a  galvanic  current  and  a  steel  magnet  may  be  made 
to  aford  a  magneto-electric  current  by  producing  the  motion 
DMchanically."  Walenn^®  expHcitly  stated  the  same  point  in  i860  ; 
and  it  was  also  stated  by  Pacinotti  in  1864.  The  principle  of  trans- 
mitting power  from  one  dynamo  used  as  a  generator  to  another 
used  as  motor  is  claimed  for  Fontaine  and  Gramme,  as  a  discovery 
made  in  1873,  when  such  an  arrangement  was  shown  at  Vienna.  It 
has  been  noisily  claimed,  but  without  the  shadow  of  reason,  for 
Marcel  Deprez,"  who  did  not,  however,  discover  it  until  1881.  In 
1&82  Ayrton  and  Perry  made  the  important  discovery  of  the  automatic 
regulation  of  motors,  to  run  with  constant  velocity,  by  methods  akin 
to,  but  the  converse  of,  those  adapted  for  making  dynamos  self- 

*  SiUiman's  Journal^  xx.  340,  1831.    Also  Henry,  Scientific  Writings  (1886), 
L54. 

'  AnnaU  delU  Scienze  Lombardo-  Veneto^  March  1 834. 
'  J'kiL  Trans.^  318  [2],  1833. 

*  VlmHtuty  Ixxxii.  Dec.  1834. 

*  See  Annals  of  Electricity^  u.,  1838,  Encyclopedia  Britannica  (Ed.  VIL), 
Art  VoUaic  Electricity,  p.  687. 

*  SilUman's  Journal,  xxxiil,  1838,  and  [2]  x.  344  and  473,  185a 
'  Specification  of  Patent,  9022  of  1 841. 
'  See  Cosmos,  x.  495,  1857,  and  La  Lumihre  Electrique^  ix.  1 93,  June  1883. 

*  Nuovo  Cimento,  xix.  378,  1 865. 
'•  Specification  of  Patent,  2587  of  l86a 
"  Specification  of  Patent,  2830  of  1882.    See  Joum,  Soe.  Telegr,  Engineers, 

M-30I,  1883. 
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reguladng.    Since  that  date  the  improvements  made*  tl 
have  been  in  mechanical  perfection  of  design  and  detaiL 
The  theory  of  the  dynamo  dates  back  to  the  inve 
Weber^  and  of  Neumann^  respecting  the  general  laws  i 
electric  induction,  followed  by  Jacobi's^  calculations  and  t 
respecting  the  performance  of  an  electric  motor,  by  Poggei 
Koosen's*  investigations  of  the  theory  of  the  Saxton  magne 
and  by  the  researches  of  Lienz,*  Joule,^  Le  Roux^  and  of 
These  researches  were  followed  at  a  long  interval  by  those 
followed  by  silence  for  twenty  years,  broken  only  by  the 
but  almost  totally  forgotten,  litde  paper  in  which  Clerk-Ma 
down  a  theory  for  self-exciting  machines.     On  the  revival 
lighting  the  theory  of  the  dynamo  was  again  studied,  imp< 
tributions  being  made  by  Mascart,"  Hagenbach,^^  von  Wal 
Hopkinson,^'  Herwig,^*  Meyer  and  Auerbach,^'  and  Joub< 
latter  founded  the  modem  theory  of  alternate-current 
Hopkinson^*  devised  the  method  of  representing  graphi 
curve  the  relation  between  the  current  and  the  workix 
motive   force  of  the  machine :   such  curves,  under   the 
'^  characteristics,"  subsequently  formed  the  basis  of  the 
researches  of  Marcel  Deprez.*®    In  1880  Frolich^^  began 

'  Elektrodynamische  Maasbestiinmungen  (1846). 

•  BerUntr  Berichte^  1845,  p.  I,  and  1847,  p.  i. 

•  Pogg,  Ann,,  li.  370,  1840;  Ixix.  181,  1846 ;  and  JCrHnig's  Jm 
1 85 1.    Also  Ann,  Chim,  Rhys,  [3J  xxxiv.  451,  1852. 

•  Pogg,  Ann,  xlv.  390,  1 838. 

•  ^^SS*  Ann,  Ixxxv.  226,  and  Ixxxvii.  386,  1 852, 

•  Pogg.  Ann.  xxxi.  483,  1 834,  xxxiv.  385,  1835.  and  xciL  128 
"^  Annals  of  Electricity^  iv.  v.  1839  40,  Phil.  Mag.  [3]  xxiii. ; 

Ann.  Chim.  Phys.  [3]  1.  463,  1857. 

•  PoSS'  A^"'  Ixxxiv.  181,  1 85 1. 

*•  Comptes  Rendus,  xxxvi.  342,  1853  J  xxxix.  12 12,  1854 ; 

"  Proc,  Roy,  Soc.,  Mar.  14,  1867,  and  Phil,  Mag.  [4]  xxxi 

"  Joitrnal  cU  Physique^  vi.  204,  297,  1877;  andvii.  89,  i? 

"  Archives  cUs  Sciences  Physiques^   Iv.  255,  March    18' 
clviii.  599,  1876. 

"   Wiener  Beriehte,  Ixxx.  60 1,  1 879. 

"  Proc.  Inst,  Mech,  Engineers,  238,  1 879,  and  266,  18^ 

'•   Wied,  Ann,,  viii.  494,  1880. 

"   Wied,  Ann.,  viii.  494,  1879. 

^*  Ann.  de  PEcole  Normale,  x.  131,  1881,  and  Jourm 

**  Proc.  Inst.  Mech,  Engineers,  238,  1 879. 

"  Comptes  Rendus,  xcii.  1 1 52,  1881,  and  La  Lumii 

"  Berl.  Berichte,  962,  1880;  Electrotcchnische  Zeil 
and  vi.  128,  etc.,  1885. 
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investigations  both  experimental  and  theoretical,  that  led  to  equations 
of  remarkable  simplicity,  if  not  of  more  than  approximate  value,  and 
in  1883  Gaosius/  adopting  Frolich's  fundamental  expression  for  the 
law  of  the  electromagnet,  evolved  with  great  elaboration  a  theory  in 
whidi  all  the  various  secondary  effects  arising  in  generators  were 
taken  into  account — a  theory  which  he  later  extended  to  the  case  of 
motors.  In  1886  John  and  Edward  Hopkinson^  published  a  remark- 
able paper,  developing,  from  theoretical  considerations  respecting  the 
induction  of  magnetism  in  a  magnetic  circuit  of  given  form  and 
materials,  a  theory  of  the  dynamo,  the  perfection  of  which  may  be 
judged  by  the  fact  that  its  use  enables  the  performance  of  a  machine 
to  be  predicted  with  extraordinary  accuracy  from  the  design  as  laid 
down  in  the  working  drawings.  Other  contributions  to  the  theory  of 
dynamos  have  been  made  by  Sir  W.  Thomson^  (windings  to  secure 
maximum  eflSdency),  Kapp*  (pre-determination  of  characteristic 
coTTc),  Riickei*  (limits  of  self-regulation),  and  others. 

ELECTRIC  AND  MAGNETIC  UNITS. 

The  principal  units  employed  by  practical  electricians,  by  inter- 
national agreement,  are  : — 

The  amptre^  or  unit  of  current  (formerly  called  the  weber). 
The  volt^  or  unit  of  electromotive-force. 
The  Mw,  or  imit  of  electric  resistance. 

These  three  practical  units  are  based  upon  certain  abstract  units, 
derived  by  mathematical  reasoning  and  experimentally  proven  laws, 
from  the  three  fundamental  units : — 

The  centimdre^  as  unit  of  length. 
'^^  gramme,  as  imit  of  mass. 
The  second^  as  unit  of  time. 

The  system  of  "  absolute  "  units  derived  from  these  is  often  de- 
'w^nui^ted  the  "  C.G-S"  sjrstem  o(  units,*  to  distinguish  it  from  other 
^ys^^nis  based  on  other  fundamental  units. 

'  '^.  Ann.^  XX.  353,  1883;  xxi.  385,  1 884;  I^hil.  Mag.  (5)  xvii.  49  and 
"9,1884. 

'  Phil,  Trans.,  1886,  i.  331. 

'  7»irnal  di  PhysiqtuiT)  ii.  240,  1 887,  and  Comptes  Rendus^  xciii,  474,  1 88 1. 

*  >«r«.  Soc.  TeUgr,  Engineers^  xv.  518,  1887. 

*  Phil,  Mag.  (5)  xix.,  462,  June.  1885. 

*  The  reader  who  may  desire  fuller  information  about  the  C.G.S.  system  of 
OMti  is  referred  to  Professor  Everett's  Units  and  Physical  Constants. 
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Eyery  system  of  measurement  is  based  upon  some 
&ct  or  law.    We  can  only  measure  an  electric  current 
it  produces.    An  electric  current  can  (i)  cause  a  i 
metals  from  their  chemical  solutions ;  (2)  heat  the  wire 
through;   (3)  attract  (or  repel)  a  parallel  neighbour 
(4)  accumulate  as  an  electric  charge  that  can  repel  (or  att 
bouring  charge  of  electricity ;  (5)  produce  in  its  neigl 
magnetic  field,  that  is  to  say  can  exert  a  force  upon  tt 
magnet  placed  near  it,  as,  for  example,  in  galvanomi 
any  one  of  these  effects  might  have  been  chosen  as 
a  system  of  units  of  measurement,  and  all  of  them  havi 
posed  by  one  authority  or  another.     As  a  matter  of  fact, 
them  is  made  the  basis  in  the  system  now  adopted  by  ii 
agreement;   and  it  is  the  best,  because,  firstly,  it  co 
electrical  units  with  the  magnetic  ones,  and,  secondly,  it 
connected  with  the  mechanical  units,  enabling  the  mechan 
of  the  electrical  quantities  to  be  readily  calculated. 

Taking  then  the  experimental  fact  that  an  electric  cum 
in  a  wire,  can  exert  a  force  upon  the  pole  of  a  magnet  plac 
we  have  next  to  define  die  conditions  with  the  utmost  pre 
is  found  by  experiment  that  the  force  which  is  exerted 
magnet-pole  by  the  current,  depends  on  several  other  thi 
the  strength  of  the  current :  the  force  is  proportional  (ceU 
(i)  to  the  length  of  the  conducting  wire,  (2)  to  the  inver 
the  distance  between  an  element  of  the  wire  and  the  p' 
strength  of  the  magnet-pole.     To  be  very  precise  the 
take  (i)  a  wire  one  unit  in  length,  (2)  bent  into  an  ar 
so  that  each  element  of  the  wire  is  at  unit  distancf 
(3)  and  take  a  magnetic  pole  of  one  unit  strength, 
were  done,  and  there  was  made  to  flow  through  the 
strong  that  it  acted  on  the  pole  with  one  unit  of  for 
of  such  a  strength  might  be  taken  as  a  standard  of 
a  current  that  was  twice  as  strong  would  exert  twc 
the  pole,  and  so-forth.     But  in  order  to  be  exact  wf 
what  is  meant  by  "  one  unit  of  force  "  and  "  a  r 
unit  of  strength."    Here  again  we  have  to  go  to 
and  choose  such  as  will  best  suit  for  the  purp 
sistent  system  of  units. 

A  force  must  be  measured  by  one  of  its  effe 
as  these :  that  it  can  (i)  raise  a  given  mass 
pull  of  the  earth ;  (2)  elongate  a  spring ;  (3 
given  mass,  or  in  other  words  accelerate  it     1 
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would  seem  the  most  natural  to  select,  is  rejected,  because  the  do\i'n- 
irard  pull  of  the  earth  is  different  at  different  places,  the  second 
"because  it  would  require  awkward  definitions  of  the  elastic  properties 
pf  springs.    So  the  third  is  chosen;  and,  to  make  the  definition 
"precise,  it  must  be  remembered  that  experiment  proves  that  the 
velocity  of  motion  which  a  force  imparts  to  a  mass  is  proportional 
j(i)  to  the  force,  (2)  to  the  time  during  which  it  is  applied,  (3)  in- 
.  versely,  to  the  mass  acted  upon.    If,  therefore,  one  could  get  such  a 
jbrce  th^t,  if  it  lasted  one  second  and  was  made  to  act  on  one 
jpamme,  it  imparted  to  that  mass  a  velocity  of  one  centimetre  per 
jiecond,  then  such  a  force  ought  to  be  called  the  imit  of  force.    This 
rnnit  has  received  the  name  of"  one  dyne."*    It  may  be  remarked  that 
^tbe  downward  pull  of  the  earth  on  a  mass  of  one  gramme  is  sufficient 
to  give  to  it  at  the  end  of  one  second  a  velocity  of  about  32  feet  per 
second,  or,  more  exactly,  981  centimetres  per  second  (in  the  latitude 
of  London) ;  hence  it  is  clear  that  the  pull  of  the  earth  on  one 
.^rramme  (what  is  commonly  called  the  gramme's  weight)  is  equal  (at 
Xondon)  to  981  dynes.    The  pull  of  the  earth  on  a  pound  (commonly 
called  the  pound's  weight)  is  444,971  dynes  (at  London).    (A  pound 
ait  the  Pole  would  weigh  445,879,  and  at  the  Equator  only  443,611 
<lynes.)    One  dyne  is  a  pull  equal  to  0*0157,  or  about  ^  of  the 
^weight  of  a  grain  (at  London).     Now,  as  to  die  unit  strengdi  of  the 
magnet  pole  or  unit  of  magnetism  :  a  magnet  pole  can  (i)  lift  a  piece 
of  iron ;  (2)  repel  (or  attract)  another  magnet  pole  at  a  distance. 
The  first  of  these  two  effects  is  rejected  as  a  basis  for  a  definition  of 
a  unit  because  the  load  that  a  magnet  pole  will  lift  does  not  depend 
only  on  the  amount  of  magnetism  at  the  pole,  but  on  the  shape  and 
quality  of  the  piece  of  iron  lifted.    For  precise  definition  of  the 
second  effect,  upon  which  the  definition  is  based,  it  must  be  remem- 
bered that  experiment  has  shown  that  the  repulsion  of  one  magnet- 
pole  by  another  is  proportional  (i)  to  the  product  of  the  strengths  of 
.  the  two  poles,  (2)  inversely  to  the  square  of  the  distance  between 
them.    If,  therefore,  we  choose  two  similar  and  equal  poles  of  just 
I  such  a  strength  that  when  placed  at  unit    distance    apart   diey 
-  repel  each  other  with  unit  force,  then  such  poles  will  possess  that 
.  amount  of  magnetism  that  ought  to  be  called  the  unit  quantity  of 
magnetism. 

We  may  now  retrace  our  steps  and  build  up  systematically  the 
imits  of  the  C.G.S.  system. 

The  absolute  unit  offeree  ("  dyne  '0  is  that  force  which,  if  it  acte  ou 
one  gramme  for  one  second,  gives  to  it  a  velocity  of  one  centimetre 
per  second. 
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The  unit  of  magnetism^  or  unit  magnet  pole,  is  one  of  such  a  strength 
that  when  placed  at  a  distance  of  one  centimetre  (in  air)  from  a 
similar  pole  of  equal  strength  it  repels  it  with  a  force  of  one 
dyne. 

The  absolute  unit  of  current  is  one  of  such  a  strength  that  when  one 
centimetre  length  of  its  circuit  is  bent  into  an  arc  of  one  centimetie 
radius,  the  current  in  it  exerts  a  force  of  one  dyne  on  a  unit  magnet 
pole  placed  at  the  centre. 

The  last  definition  is  difficult  to  realise  in  practice,  and  a  complete 
circle  of  one  centimetre  radius  is  more  easy  to  work  with  than  an  arc 
one  centimetre  long  only.  If  the  radius  be  more  than  one  centimetre 
and  there  be  more  than  one  turn  of  wire,  as  in  most  tangent  galvanar 
tors,  then  a  formula  is  necessary.  Writing  r  for  the  number  of  centi- 
metres of  the  radius,  the  length  of  circumference  will  be  equal  to  2  rf. 
Then  writing  S  for  the  number  of  turns  of  wire  in  the  coil,  and  /  for 
the  strength  in  absolute  units  of  the  current,  the  formula  connecting 
these  with  the  force  (in  dynes)  exerted  by  the  current  on  a  unit  pde 
at  the  centre  b  : — 

2  TT  r  S  t    _ 
'1       — J* 


Whence 

2  7rSt 


=/. 


In  the  case  of  the  tangent  galvanometer,  the  force,  instead  of  bang 
measured  directly,  is  ascertained  indirectly,  by  knowing  the  value  (at 
the  place  of  observation)  of  the  horizontal  component  of  lie 
magnetic  field  due  to  the  earth's  magnetism,  commonly  represented 
by  S)rmbol  H,  and  measuring  the  tangent  of  the  deflexion  produced 
on  a  magnetic  needle  hung  at  the  centre  when  the  coil  lies  parallel 
to  the  magnetic  meridian.    In  this  case/=  H  X  tan  8;  whence 

?^  =  H  tan  8. 
r 

From  this  it  follows  that  if  S,  r,  H,  and  the  tangent  of  deflezioii 
are  known,  the  strength  of  the  current  i  will  be  reckoned  -by  maVjng 
the  following  calculation : — 

t  = ^  tan  & 

2  TTO 

(The  value  of  H  may  be  taken  as  o*i8  at  London,  and  of  die 
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wing  values  at  other  places:  Glasgow  '17,  Boston  '17, 
treal  'h;,  Niagara  •167,  Halifax,  N.S.,  '159,  New  York, 
eland,  and  Chicago,  '184,  Philadelphia,  '194,  Washington  '20, 
n  '178,  Paris  'iSS,  Rome  '24,  San  Francisco  '255,  New 
ins  '28,  Mexico  '31,  Bombay  •33.) 

)w,  the  current  that  is  so  strong  as  to  fulfil  the  above  defini- 
is  fisu:  stronger  than  anything  used  in  telegraphic  work,  being 
t  as  great  in  quantity  as  the  current  in  an  arc-light  circuit 
rdingly  the  practical  unit  of  current ,  is  fixed  at  one-tenth  part  of 
bsolute  unit ;  and  it  is  called  " one  ampere''  It  follows  that  the 
I  equation,  when  /  is  to  be  given  in  amperes,  must  be  altered 

lorH.      jj 

I  = -zr  tan  0. 

27rS 

ibllows  that  a  simple  tangent  galvanometer  to  read  as  an  ampere- 
can  be  made  as  follows.  Take  a  piece  of  insulated  copper 
of  a  gauge  not  less  than  No  10  B.W.G.,  or,  say,  than  three  milli- 
s  m  diameter,  and  of  this  wire  wind  five  turns  only,  so  as  to  have 
n  radius  exactly  as  below ;  then  such  a  coil  will,  when  traversed 
impure,  deflect  the  needle  exactly  to  45°,  that  is  to  the  angle 
natural  tangent  is  =  i,  and  the  natural  tangents  of  the  de- 
ls will  therefore  read  ampferes  directly.  The  radius  has  to  be 
ely  proportional  to  the  intensity  of  the  horizontal  component 
:  earth's  magnetic  force  at  the  place  where  the  amperemeter  is 
used.  For  use  at  London,  where  H  is  o  •  1 8,  the  radius  of  the 
nust  be  17*45  centimetres  or  6-J  inches.  Other  values  are 
below. 


Plar^ 

Horizontal  Component 
of  Magnetic  Intensity. 

Radius  of  Coil. 

Centimetres. 

Inches. 

eal       

»\v  and  Boston  . . 

•147 
•159 

'I70 

•178 

•184 
•188 
•194 
•200 

•255 
•280 

•330 

21-37 

19*75 
18*50 

17-05 

17-07 
16-76 
i6'i9 
15-70 
12-32 
11-22 
9-52 

3-41 
7-76 
7-28 

6-95 

6'72 
6-6o 

6*37 
6-i8 

4-85 
4-42 

3*75 

i:'ork,  Cleveland,  and 
:a^o 

elphia         

ngton 

'ancisco      

)rleans        

y 

C    2 
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It  may  further  be  noted  that  the  current  of  one  i 
will  cause  the  deposition  in  i  hour  of  1*174  gxaau 
grains  of  copper  in  a  copper  electrolytic  celL  It 
deposit  4*024  grammes,  or  60*52  grains,  of  silver  in  1 

The  other  electrical  units  also  require  definitioi 
motive-force  of  a  battery,  or  of  a  dynamo,  is  only  anoth( 
power  which  it  possesses  to  drive  electricity  thra 
(Formerly  the  electromotive-force  of  a  battery  was 
tensity"  as  a   distinction  from  the  ''quantity"  of  ex 
furnish.)    It  is  also  sometimes  called  the  electric  ''  pr 
basis  for  a  unit  of  electromotive-force  any  one  of  th 
perimental  facts  might  have  been  selected    The  elec 
is  proportional,  (i)  to  the  current  that  it  sets  up  in  a  < 
resistance ;  (2)  to  the  quantity  of  electricity  that  it  ^ 
chaxge  into  a  condenser  of  given  capacity ;  (3)  to  the  i 
of  magnetic  force  cut    per   second  by  a  conductor 
magnetic  field.    The  first  of  these  would  do  if  the  un 
were  given,  but  it  is  more  convenient  to  make  this  & 
definition  of  that  unit  rather  than  of  the  unit  of  elect] 
the  second  is  useful  for  defining  the  unit  of  capacit) 
selected  for  defining  die  unit  of  electromotive-force,  as 
appropriate  for  the  purpose,  as  it  is  the  very  principle 
machine.     Clearly  that  electromotive-force  ought  to  b 
of  unit  value  which  is  produced  by  the  motion  of  a  coi 
across  one  line  of  magnetic  force  in  one  second.    Bu 
the  preliminary  definition  of  the  unit  line  of  magnetic 
as  follows.    The  so-called  magnetic  lines  of  force  re^ 
direction,  the  direction  of  the  resultant  magnetic  fo 
through  which  they  pass :  the  space  traversed  by  1 
and  lines  of  force,  being  called  a  magnetic  "  field.' 
number  of  magnetic  lines  represent  numerically^  as 
direction,  the  intensity  of  the  magnetic  forces,  the  ff 
adopted.     Remembering  that  experiment  shows 
push)  which  a  magnetic  pole  experiences  when  pi? 
field,  is  proportional  to  the  intensity  of  that  field, 
as  many  lines  to  the  square  centimetre  as  there 
exerted  on  the  unit  pole.     For  example,  if  at  an 
that  the  magnetic  pull  on  a  unit  pole  was  40  dyj 
we  should  draw,  or  imagine  to  be  drawn,  40  mag 
within  one  square  centimetre  of  sectional  area, 
zontal  component  at  London  is  only  c  18  (dyr 
it  follows  that  there  would  be  only  18  lines  p? 
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>f  100  square  centimetres  set  up  vertically  east  and  west  Returning 
o  the  definition  of  electromotive-force,  we  see  that  if  the  moving 
conductor  cuts  one  magnetic  line  in  one  second,  the  electromotive- 
brce  engendered  will  be  of  unit  value  in  this  absolute  C.G.S. 
ystem  of  measurement  But  such  a  unit  would  be  ridiculously 
imall — far  too  small  for  practical  use.  Measured  in  such  units  the 
tlectromotive-force  of  a  single  Darnell's  cell  would  be  represented 
)y  the  enormous  number  of  110,000,000,  and  a  Latimer-Clark 
itandard  cell  by  143,400,000  units.  Hence  practical  electricians 
idopt,  as  their  working  unit,  an  electromotive-force  one  hundred 
nillion  times  as  great  as  the  absolute  C.G.S.  unit ;  and  they  call 
:he  practical  unit  "  one  volC  Hence  the  definition  of  "  one  volt"  is 
hat  electromotive-force  which  would  be  generated  by  a  conductor 
:utting  across  a  hundred  million  (10^)  magnetic  lines  per  second. 
The  electro-motive  force  of  a  DanielFs  cell  is  about  i  •  i  volts ;  that 
)f  Clark's  standard  cell  1*434  volts.  The  appropriate  instrument 
or  measuring  volts  is  called  a  volUtneter. 

We  come  then  to  the  unit  of  electrical  resistance.  It  is  found  by 
experiment  that  the  current  which  is  produced  in  a  circuit  by  apply- 
ng  a  given  electromotive-force  depends  on  the  resistance  offered  by 
he  circuit  to  the  flow  of  electricity,  the  current  being  less  as  the 
esistance  is  greater,  in  accordance  with  the  famous  law  discovered 
)y  Dr.  Ohm. 

Ohm's  law  in  fact  states  that  the  current  is  directly  proportional 
0  the  electromotive-force  that  is  exerted  in,  and  is  inversely  pro- 
K>rtional  to  the  resistance  of,  the  circuit  If  the  symbol  £  stands 
[>r  the  number  of  units  of  electromotive-force,  and  R  for  the  number 
f  units  of  resistance  of  the  circuit,  and  /  for  the  current  that  results, 
lien  Ohm's  law  will  be  written  : — 

-  =  / 
R 

►r,  the  resulting  current  can  be  calculated  by  dividing  the  number  of 
mits  of  electromotive-force  by  the  number  of  units  of  resistance. 
Vnother  way  of  writing  Ohm's  law,  which  is  useful  when  it  is  desired 
o  calculate  tiie  electromotive-force  that  will  drive  any  prescribed 
:urrent  through  a  given  resistance,  is 

E  =  R/. 

Now  suppose  we  had  an  electromotive-force  equal  to  one  abso- 
lute C.G.S.  unit,  and  we  required  to  produce  by  its  means  a  current 
rf  unit  strength  as  previously  defined  in  the  absolute  s;^sfc^m^>x^^N^^ 
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be  requi^te  to  adjust  the  resistance  of  the  circuit  to  a 
and  that  value  would  be  extremely  small,  otherwise 
electromotive-force  could  not  maintain  so  large  a  cu 
theless  this  veiy  minute  resistance  would  be  rightly  ta 
in  the  absolute  C.G.S.  system,  for  then  Ohm's  law  wc 
cally  fulfilled  as, 

one  unit  of  electromotive  force  ^ 

: — 7 — : =  one  unit  of  c 

one  umt  of  resistance 

But  as  there  are  already  practical  units  of  electromoti 
current,  so  there  is  required  a  practical  unit  of  resist 
spond.  And  reflection  will  show  that  the  practical  \ 
thousand  million  times  as  great  as  the  absolute  ui 
again,  Ohm's  law  will  be  fulfilled  as 

one  hundred  million  C.G.S.  units  of  electromotiv 
one  thousand  million  C.G.S.  units  of  resistar 
=  one-tenth  C.G.S.  unit  of  current 

The  name  of  **  one  ohm  "  is  given  to  this  practical 
ance;  and  many  researches  have  been  made  to 
working    value.     The    British    Association    Commi 
standard  wire  coils,  which  were  long  accepted  as  be; 
but  they  are  now  known  to  be  all  slightly  too  low  in 
1882  the  International  Congress  fixed  the  legal  vcl 
being  a  resistance  equal  to  that  of  a  column  of  mercury 
metre  in  cross-section ,  atid  106  centimetres  long  (a 
freezing  point  of  water).    According  to  Lord  Rayl 
ful  measurements  the  true  ohm  ought  to  be,  no' 
centimetres  long. 

The  resistances  of  wires  and  circuits  are  meaf 
comparing  them  with  certain  standard  **  resist 
which  are  often  employed  arranged  in  "resistan 
cular  instruments  employed  in  making  the  cor 
kinds,  namely,  the  differential  galvanometers 
bridge.     For  further  information  the  reader 
books  on  electric  testing. 

A  rough  and  ready  idea  of  the  resistai 
may  be  obtained  by  remembering  that  a 
telegraph  line  offers  from  13^  to  20  ohms  res 

One  other  unit  is  required  by  electric 
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fctm^  in  which  to  express  the  quantity  of  work  per  second  done  in 
any  electrical  system. 

To  measure  the  work  done  by  a  current  in  a  wire,  or  in  a  lamp, 
or  other  thing  supplied  with  electric  power,  we  must  measure  both 
the  am^es  of  current  that  are  nmning  through  it,  and  the  volts  of 
electromotive-force  that  are  actually  appHed  at  that  part  of  the 
circuit,  and  having  found  the  two  numbers  we  must  multiply  them 
together.  For  just  as  engineers  express  power  mechanically  as  the 
number  of  "  foot-pounds  "  expended  in  a  given  time,  so  the  electri- 
cian expresses  electric  power  as  the  number  of  "  volt-amperes." 
The  more  convenient  name  of  "  one  watt^^  is  given  to  the  unit  of 
electric  power.  Calculation  shows  that  one  "  watt "  or"  volt-ampfere  " 
is  equal  to  one  seven-hundred-and-forty-sixth  part  of  a  horse-power. 

As  an  example  of  calculation  of  electric  power  the  following  may 
be  taken.    It  was  required  to  ascertain  the  power  expended  in  main- 
taining a  certain  arc  lamp.    The  voltmeter  showed  an  electric  pres- 
sure of  57  volts  between  the  terminals  of  the  lamp,  and  the  ampere- 
meter showed  a  current  of  10*5  ampferes  running  through  it.    The 
product  is  598*5  watts.    Dividing  by  746  to  bring  to  horse-power, 
we  get  o"8o,  or  eight-tenths  of  a  horse-power.     In  the  same  way 
the  output  of  a  dynamo  may  be  measured  and  worked  out     For 
example,  suppose  a  dynamo  to  drive  a  current  of  10  ampferes  through 
a  dicmt  of  arc  lamps  by  exerting  a  potential  or  available  electro- 
notive-force  of  800  volts  at  its  terminals,  the  activity  or  output  of 
electric  energy  per  second  will  be  8000  watts.    Under  the  provisions 
of  the  Electric  Lighting  Act,  the  Board  of  Trade  has  issued  regula- 
tions in  which  1000  watts  of  output  are  termed  "one  imit"    The 
output  of  the  above-mentioned  machine  would  therefore  be  briefly 
expressed  as  8  Board-of-Trade  units,  or  more  simply  as  8  units. 
(Since  746  watts  =  one  electric  horse-power,  it  is  clear  that  one 
Board-of-Trade-unit  =1*34  electric  horse-power.)    Now,  for  every 
dynamo  there  is  a  certain  limit  of  output,  determined  by  the  media- 
i^cal  and  electrical  conditions  of  its  design  and  construction.     It 
niust  not  give  a  current  of  more  than  a  certain  strength,  or  it  will 
l^ecome  overheated.     It  must  not  be  run  too  fast,  or  its  bearings  will 
J*eat    The  maximum  output  at  which  a  machine   is  able  to  be 
^rked  safely  and  continually  is  termed  its  capacity.   If,  in  the  instance 
given  above,  8000  watts  were  the  safe  working  maximum  output  of 
tlie  machine,  it  would  be  known  as  an  Z-unit  machine.     A  machine 
capable  of  giving  100  amperes  at  a  potential  of  80  volts  (for  incan- 
descent lighting),  or  one  capable  of  giving  2000  amperes  at  4  volts 
(for  electrolysis),  would  equally  be  called  an  8-unit  machine.    Taking 
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incandescent  lamps  as  they  are  now  manufactured,  a  20-candle  hac^ 
requires  approximately  50  watts  of  output  A  ^'one-unit"  dynamc^ 
wiU  therefore  supply  about  20  lamps  of  20  candle-power  each. 
Again,  taking  arc  lamps  of  approximately  2000  candle  power  as 
requiring  10  amperes  of  current  at  50  volts  of  potential,  or  500 
watts  per  arc,  it  will  be  seen  that  a  '*  one-unit "  dynamo  will  supply 
about  two  arc  lamps. 

It  may  be  added  that,  for  a  given  type  of  dynamo,  the  capacity  is 
veiy  nearly  proportional  to  the  weight.     But  an  enormous  difference 
is  to  be  found  between  the  relative  capacities  of  dynamos  of  equal 
weight  but  of  different  types.    A  somewhat  fairer  basis  of  compari- 
son between  different  t)rpes  of  machine  than  is  afforded  by  a  mere 
statement  of  their  capacity,  is  the  figure  of  merit  obtained  by  dividing 
their  number  of  watts  of  output  by  the  number  of  revolutions  per 
minute  at  which  they  are  to  be  driven.    Great  strides  have  been 
made  since  1882  in  improving  the  capacity  of  machines,  particularly 
with  regard  to  the  amount  of  copper  employed.     Some  data  as  to 
the  number  of  watts  per  pound  weight  of  copper  in  the  armatures  of 
different  machines  will  be  found  in  the  succeeding  chapters  and  in 
Appendix  XI. 
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■  CHAPTER  11. 

s 

«  Physical  Theory  of  Dynamo-electric  Machines. 

iA.LL  dynamos  are  based  upon  the  discovery  made  by  Faraday 
^Ti  183 1,  that  electric  currents  are  generated  in  conductors  by 
Ticving  them  in  a  magnetic  field.  Faraday's  principle  may 
be  enunciated  as  follows : — ^When  a  conductor  is  moved  in  a 
^eld  of  magnetic  force  in  any  way  so  as  to  cut  the  lines  of 
X)rce,  there  is  •an  electromotive-force  produced  in  the  con- 
3uctor,  in  a  direction  at  right  angles  to  the  direction  of 
ihe  motion,  and  at  right  angles  also  to  the  direction  of  the 
rines  of  force,  and  to  the  right  of  the  lines  of  force,  as  viewed 
rrom  the  point  from  which  the  motion  originates.^ 

This  induced  electromotive-force  is,  as  Faraday  showed, 
proportional  to  the  number  of  lines  of  magnetic  force  cut  per 
second  ;  and  is,  therefore,  proportional  to  the  intensity  of  the 
magnetic  "  field,"  and  to  the  length  and  velocity  of  the  moving 
conductor.  For  steady  currents,  the  flow  of  electricity  in  the 
conductor  is,  by  Ohm's  well-known  law,  directly  proportional 
to  this  electromotive-force,  and  inversely  proportional  to  the 
resistance  of  the  conductor.  For  sudden  currents,  or  currents 
whose  strength  is  varying  rapidly,  this  is  no  longer  true.  And 
it  is  one  of  the  most  important  matters,  though  one  too  often 
overlooked  in  the  construction  of  dynamo-electric  machinery, 
that  the  "  resistance  "  of  a  coil  of  wire,  or  of  a  circuit,  is  by  no 
means  the  only  obstacle  offered  to  the  generation  of  a  momen- 

'  A  more  usual  rule  for  remembering  the  direction  of  the  induced  currents  is 
Ji3ie  following  adaptation  from  Ampere's  well-known  rule : — Supposing  a  figure 
swimming  in  any  conductor  to  turn  so  as  to  look  along  the  (positive  direction  of 
the)  lines  of  force.  Then,  if  he  and  the  conductor  be  moved  towards  his  right- 
hand,  he  will  be  swimming  with  the  current  induced  by  this  motvyx* 
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tary  current  in  that  coil  or  circuit ;  but  that,  on 
the  "  self-induction  "  exercised  by  one  part  of  a  c 
upon  another  part  or  parts  of  the  same,  is  a  con 
many  cases  quite  as  important  as,  and  in  some 
important  than,  the  resistance. 

To  understand  clearly  Faraday's  principle — tl 
how  it  is  that  the  act  of  moving  a  wire  so  as  to  c 
lines  of  force  can  generate  a  current  of  electricity 
— let  us  inquire  what  a  current  of  electricity  is. 

A  wire  through  which  a  current  of  electricit) 
looks  in  no  way  different  from  any  other  wire.  M 
ever  yet  seen  the  electricity  running  along  in 
knows  precisely  what  is  happening  there.  Indeed 
disputed  point  which  way  the  electricity  flows, 
or  not  there  are  two  currents  flowing  simultaneous 
site  directions.  Until  we  know  with  absolute  cer 
electricity  is,  we  cannot  expect  to  know  precis 
current  of  electricity  is.  But  no  electrician  is  in  ai 
to  one  most  vital  matter,  namely,  that  when  an  elec 

flows    through    a 
magnetic  forces 

Fig.  I.  4.i_   ^      •       •     ^1. 

that  wire  is  there 
time,  endowed,  re 
the  wire  at  all, 
space  surrounding 
one  know^  that  t 
"field"  surroundii 

T  TH  T>     »*  is  full  of  magnet 

Lines  of  Force  of  Bar-Magnet.  ^ 

force,    and  that 
run  in  tufts  (Fi| 
the  N-pointing  pole  to  the  S-pointing  pole  of  t 
invisible   until,  by  dusting   iron  filings  into  the 
presence  is  made  known,  though  they  are  alway 
there  (Fig.  2).    A  view  of  the  magnetic  field  at  I 

*  For  the  use  of  Figs.  I,  2,  3,  4,  and  5,  I  am  indebted  to  the 
the  editors  and  publishers  of  Engineerings  who  permit  me  to 
from  the  volume.  Electric  Illumination^  recently  issued  under 
Mr.  James  Dredge,  C.E. 
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magnet,  as  seen  end-on,  would  of  course  exhibit  nierel>' 
il  lines,  as  in  Fig.  .3. 


Magnetic  Field  bound  ows  ?oul. 
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Now,  every  electric  current  (so-called)  is  surrounded  1 
magnetic  field,  the  lines  of  which  can  be  similarly  reve 
To  observe  them,  a  hole  b  bored  through  a  card  or  a  piet 
glass,  and  the  wire  which  carries  the  current  must  be  pa 
up  through  the  hole.  When  iron  filings  are  dusted  into 
field  they  assume  the  form  of  concentric  circles  (Fig 

Fio.  4. 


showing  that  the  lines  of  force  run  completely  round  the 
and  do  not  stand  out  in  tufts.  In  fact,  every  conducting 
is  surrounded  by  a  sort  of  magnetic  whirl,  like  that  shov 
Fig,  5.  A  great  part  of  the  energy  of  the  so-called  el( 
current  in  the  wire  consists  in  these  external  magnetic  w 
To  set  them  up  requires  an  expenditure  of  enei^ ;  ar 
maintain  them  requires  also  a  constant  expenditure  of  en 
It  is  these  magnetic  whirls  which  act  on  magnets,  and  < 
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;3em  to  set,  as  galvanometer  needles  do,  at  right  angles  to  the 
^>nducting  wire. 

Now,  Faraday's  principle  is  nothing  more  or  less  than 
ais : — That  by  moinng  a  wire  near  a  magnet;  across  a  space 
>.  which  there  are  magnetic  lines,  the  motion 
E"  the  wirci  as  it  cuts  across  those  magnetic  Fig.  5. 

cnes,   sets  up    magnetic  whirls    round    the  ♦ 

LOving  wire,  or,  in  other  language,  generates 
so-called  current  of  electricity  in  that  wire. 
csking  a  magnet  pole  into  a  loop  or  circuit 
~  wire  also  necessarily  generates  a  momen- 
\xy  current  in  the  wire  loop,  because  it 
momentarily  sets  up  magnetic  whirls.  In 
^araday's  language,  this  action  increases  the 
Lumber  of  magnetic  lines  of  force  intercepted 
>y  the  circuit. 

It  is,  however,  necessary  that  the  moving 
inductor  should,  in  its  motion,  so  cut  the 
Jnes  of  force  as  to  alter  the  number  of  lines 
of  force  that  pass  through  the  circuit  of 
nrbich  the  moving  conductor  forms  part    If 
a  conducting  circuit — a  wire  ring  orsingle 
coil,  for  example — be  moved  along  in  a  uni- 
form magnetic  field,  as  indicated  in  Fig,  6, 
so   that   only  the  same   lines  of  force   pass  Magnetic  Whikl 
through  it,  no  cun^t  will  be  generated.    Or,    XkT«v"g 
if  again,  as  in  Fig.  7,  the  coil  be  moved  by  a        Current. 
motion  of  translation  to  another  part  of  the 
uniform  field,  as  many  lines  of  force  will  be  left  behind  as  are 
gained  in  advancing  from  its  first  to  its  second  position,  and 
there  will  be  no  current  generated  in  the  coil.    If  the  coil  be 
merely  rotated  on  itself  round  a  central  axis,  like  the  rim  of  a 
fly-wheel,  it  will  not  cut  any  more  lines  of  force  than  before, 
and  this  motion  will  generate  no  current    But  if,  as  in  F^.  8, 
the  coil  be  tilted  in  its  motion  across  the  uniform  field,  or 
rotated  round  any  axis  in  its  own  plane,  then  the  number  of 
lines  of  force  that  traverse  it  will  be  altered,  and  currents  will 


30 


Dynamo-eUctric  Machinery. 


be  gfenerated.  These  currents  will  flow  round  the 
the  positive*  sense  (as  viewed  from  the  point  tows 
lines  of  force  run),  if  the  effect  of  the  movement  u 


Fig.  6. 


*CSS^" 


^ 


Circuit  moved  without  cutting  Lines  of  Force  of 

Magnetic  Field. 

the  number  of  lines  of  force  that  cross  the  coil ;  th< 
round  in  the  opposite  sense,  if  the  effect  of  the  m 
to  increase  the  number  of  intercepted  lines  of  force, 

Fig.  7. 


Circuit  moved  without  cutting  any  more  Lines  of 


If  the  field  of  force  be  not  a  uniform  one,  then  tl 
taking  the  coil  by  a  simple  motion  of  translation  frc 
where  the  lines  of  force  are  dense  to  a  place  whei 

*  The  positive  sense  of  motion  round  a  circle  is  here  taken  as  c 
sense  in  which  the  hands  of  a  clock  go  round. 
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dense,  as  from  position  i  to  position  2  in  Fig.  9,  will  be 
merate  currents.     Or,  if  the  motion  be  to  a  place  where 


Fig.  8. 


Circuit  moved  so  as  to  alter  number  of  Lines  op  Force 

through  it. 

incs  of  force  run  in  the  reverse  direction,  the  effect  will 
le  same,  but  even  more  powerful. 

Fig.  9. 


Motion  of  Circuit  in  Non-Uniform  Magnetic  Field. 


Ve  may  now  summarise  the  points  under  consideration 
some  of  their  immediate  consequences,  in  the  following 
ner : — 
[.)  A  part,  at  least,  of  the  energy  of  an  electric  current 
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exists  in  the  form  of  magnetic  whirls  in  the  space  surrounding 
the  conductor. 

(2.)  Currents  can  be  generated  in  conductors  by  setting 
up  magnetic  whirls  round  them. 

(3.)  We  can  set  up  magnetic  whirls  in  conductors  bj 
moving  magnets  near  them,  or  moving  them  near  magnets. 

(4.)  To  set  up  such  magnetic  whirls,  and  to  maintain  them 
by  means  of  an  electric  current  circulating  in  a  coil,  requires  a 
continuous  expenditure  of  energy,  or,  in  other  words,  consumes 
power. 

(5.)  To  induce  currents  in  a  conductor,  there  must  be 
relative  motion  between  conductor  and  magnet,  of  such  a 
kind  as  to  alter  the  number  of  lines  of  force  embraced  hi  the 
circuit 

(6.)  Increase  in  the  number  of  lines  of  force  embraced 
by  the  circuit  produces  a  current  in  the  opposite  sense  to 
decrease. 

(7.)  Approach  induces  an  electromotive-force  in  the 
opposite  direction  to  that  induced  by  recession. 

(8.)  The  more  powerful  the  magnet-pole  or  magnetic  field 
the  stronger  will  be  the  current  generated  (other  things  being 
equal). 

(9.)  The  more  rapid  the  motion,  the  stronger  will  be  the 
currents. 

(10.)  The  greater  the  length  of  the  moving  conductor  thus 
employed  in  cutting  lines  of  force  {i.e.  the  longer  the  bars,  or 
the  more  numerous  the  turns  of  the  coil),  the  stronger  will  be 
the  currents  generated. 

(11.)  The  shorter  the  length  of  those  parts  of  the  con- 
ductor not  so  employed,  the  stronger  will  be  the  current 

(12.)  Approach  being  a  finite  process,  the  method  of  ap- 
proach and  recession  (of  a  coil  towards  and  from  a  mag^net 
pole)  must  necessarily  yield  currents  alternating  in  direction. 

(13.)  By  using  a  suitable  commutator,  all  the  currents, 
direct  or  inverse,  produced  during  recession  or  approach,  car 
be  turned  into  the  same  direction  in  the  wire  that  goes  tc 
supply  currents  to  the  external  circuits,  thereby  yielding  ar 
almost  uniform  current 
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(14.)  In  a  circuit  where  the  flow  of  currents  is  steady  *  it 
makes  no  difference  what  kind  of  magnets  are  used  to  procure 
the  requisite  magnetic  field,  whether  permanent  steel  magnets 
or  electromagnets,  self-excited  or  otherwise. 

(15.)  Hence  the  current  of  the  generator  may  be  itself 
utilised  to  excite  the  magnetism  of  the  field-magnets,  by 
being  caused,  wholly  or  partially,  to  flow  round  the  field- 
magnetcoik 

A  very  large  number  of  dynamo-electric  machines  have 
been  constructed  upon  the  foregoing  principles.     The  variety 
is  indeed  so  great,  that  classification  is  not  altogether  easy. 
Some  have  attempted  to  classify  dynamos  according  to  certain 
constnictional  pdints,  such  as  whether  the  machine  did  or  did 
not  contain  iron  in  its  moving  parts  (which  is  a  mere  accident 
of  manufacture,  since  almost  all  dynamos  will  work,  though 
not  equally  well,  either  with  or  without  iron  in  their  arma- 
tures); or  whether  the  currents  generated  were  direct  and 
continuous,   or  alternating  (which  is  in  many  cases  a  mere 
question  of  arrangement    of   parts  of   the  commutator   or 
collectors) ;  or  what  was  the  form  of  the  rotating  armature 
(which  is,  again,  a  matter  of  choice   in   construction,   rather 
than  of  fundamental  principle).     A  classification  which  I  have 
adopted,  is  one  which  I  have  found  more  satisfactory  and 
fiindamcntal  than  any  other.     I  distinguish  three  genera  or 
main  classes  of  dynamos. 

Oass  /. — Dynamos  in  which  there  is  rotation  of  a  coil  or 
coils  in  a  uniform  *  field  of  force,  such  rotation  being  effected 
(as  in  the  manner  indicated  in  Fig.  8,  p.  31),  round  an  axis 
in  the  plane  of  the  coil,  or  one  parallel  to  such  an  axis. 

'  For  oments  that  are  not  steady,  there  are  other  considerations  to  be  taken 
ioto  account,  as  will  be  shown  hereafter. 

'  Or  i^ypfoadmateljr  uniform.     A  Gramme  ring,  or  a  Siemens  drum  armature, 

viQ  VQik  in  a  by  no  means  uniform  field,  but  is  adapted  to  work  in  a  field  in 

vhicfa  the  lines  of  force  run  uniformly  from  one  side  to  the  other.     But  in  such  a 

fieU,  a  multipolar  armature  of  many  coils,  such  as  that  of  Wilde,  or  such  as  is 

BMd  in  the  Gramme  alternate-current,   or  in  the  Siemens    alternate-current 

Bicbine^  is  useless  and  out  of  place.      Indeed,  the  classification  almost  amounts 

to  sajiog  that  in  machines  of  Class  I.  there  is  one  field  of  force,  while  in 

nuchines  of  Class  IL  there  are  many  fields  of  force,  or  the  whole  field  of  force  is 

complex. 
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Examples. — Gramme,  Siemens  (Alteneck),  Edison,  Lontin,  Biirgidr 
Fein,  Schuckert,  Brush,  Thomson-Houston,  Crompton,  &c. 

Class  IL — Dynamos  in  which  there  is  translation  ^  of  coil  -^ 
to  different  parts  of  a  complex  field  of  varying  strength,  or  (^ : 
opposite  sign.  Most,  but  by  no  means  all,  of  the  machines  o  i 
this  class  furnish  alternate  currents. 

Examples. — Pixii,  Clarke,  Holmes,  Niaudet,  Wallace-Farmer,  Wiki-^ 
(alternate),  Siemens   (alternate),   Hopkinson  and   Muirhead,  Thomsoa  — 
Ferranti  (alternate),  Gordon  (alternate),  Mechwart-Zipemowsky  (alteniate>  , 
Ayrton  and  Perry  (Oblique-coiled  Dynamo),  Edison   (Disk  Dynamo)  ^ 
Mordey  (alternate),  &c. 

Class  III. — Dynamos  having  a  conductor  rotating  so  as  to 
produce  a  continuous  increase  in  the  number  of  lines  of  force- 
cut,  by  the  device  of  sliding  one  part  of  the  conductor  on  or 
round  the  magnet,  or  on  some  other  part  of  the  circuit 

Examples. — Faraday's  Disc-machine,  Siemens' "  Unipolar  "  Dynamo* 
Forbes'  "  Non-polar  "  Dynamo. 

There  are  a  few  nondescript  machines,  however,  which  do 
not  fall  exactly  within  any  of  these  classes  ;  ^  one  of  these  is 
the  extraordinary  tentative  dynamo  of  Edison,  in  which  the 
coils  are  waved  to  and  fro  at  the  ends  of  a  gigantic  tuning- 
fork,  instead  of  being  rotated  on  a  spindle.  In  a  few  machines 
no  conducting  wires  revolve,  the  only  moving  parts  being  of 
iron,  revolving  so  as  to  vary  the  magnetic  field. 

^  The  motion  by  which  the  individual  coils  are  carried  round  on  such  anni* 
tures  as  those  of  Niaudet,  Wallace-Farmer,  Siemens  (alternate),  &c.,  is,  of  coane, 
not  a  pure  translation.  It  may  be  regarded,  however,  as  a  combination  of  a 
motion  of  translation  of  the  coil  round  the  circumference  of  a  circle,  with  a 
rotation  of  the  coil  round  its  own  axis,  which,  as  we  have  seen  above,  has  m 
electrical  effect  It  is,  of  course,  the  translation  of  the  coil  to  different  parts  of 
the  field  which  is  the  effective  motion. 

'  There  are  a  few  dynamos,  including  the  four-pole  Schuckert,  the  four-pole 
Giilcher,  and  the  four-pole  Elwell-Parker,  which,  though  really  belonging  to  the 
first  class,  are  not  named  above,  because  they  are,  in  reality,  multiple  machines. 
The  Giilcher  with  its  double  field-magnets  and  four  collecting  brushes,  is  really  a 
double  machine,  though  it  has  but  one  rotating  ring.  The  same  is  the  case  with 
an  octagonal-pattern  Gramme  which  has  four  brushes.  The  Schuckert-Mordey,  or 
"Victoria"  dynamo,  though  it  has  only  two  brushes,  belongs  to  the  same 
category.  The  Elphinstone-Vincent  machine,  a  remarkable  one  in  many  respects, 
was  a  triple  machine,  having  six  brushes,  or,  in  the  later  machines,  two  brushes 
only  ;  and  might,  indeed,  be  used  as  three  machines,  to  feed  three  separate  circuits. 
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Suppose,  then,  it  were  determined  to  construct  a  dynamo 
upon  any  one  of  these  plans — say  the  first — a  very  slight 
acquaintance  with  Faraday's  principle  and  its  corollaries 
would  suggest  that,  to  obtain  powerful  electric  currents,  the 
machine  must  be  constructed  upon  the  following  guiding 
lines;— 

[a)  The  field  magnets  should  be  as  strong  as  possible,  and 
their  poles  as  near  to  the  armature  as  possible. 

(A)  The  armature  should  have  the  greatest  possible  length 
of  wire  upon  its  coils. 

[c)  The  wire  of  the  armature  coils  should  be  as  thick  as 
possible,  so  as  to  offer  little  resistance. 

{d)  A  very  powerful  steam-engine  should  be  used  to  turn 
the  annature,  because, 

(<i)  The  speed  of  rotation  should  be  as  great  as  possible. 

Unfortunately,  it  is  impossible  to  realise  all  these  condi- 
tions at  once,  as  they  are  incompatible  with  one  another ;  and, 
moreover,  there  are  a  great  many  additional  conditions  to  be 
observed  in  the  construction  of  a  successful  dynamo.  We  will 
deal  with  the  various  matters  in  order,  beginning  with  the 
various  organs  or  parts  of  the  machine.  Having  discussed 
these,  we  take  up  the  nature  of  the  processes  that  go  on  in  the 
niachine  when  it  is  at  work,  the  action  of  the  magnetic  field 
on  the  rotating  armature,  the  reactions  of  the  armature  upon 
the  field  in  which  it  rotates,  and  the  various  methods  of  ex- 
citing and  governing  the  magnetism  of  the  field-magnets. 
After  that  we  shall  be  in  a  position  to  enter  upon  the  various 
actual  types  of  machines  for  generating  continuous  and  alter- 
nating currents. 
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CHAPTER  III. 
Organs  of  Dynamo-electric  Machii 

To  make  more  clear  the  considerations  which  will 
when  discussing  individual  types  of  dynamo,  vn 
examine  some  fundamental  points  in  the  general  : 
and  design  of  dynamo  machines ;  and  in  particuU 
Class  I.,  which  includes  the  great  majority  of 
machines  in  use.  This  will  lead  directly  to  a  cloi 
of  the  construction  and  design  of  the  various  organs 
the  dynamo  and  essential  to  its  action. 

Ideal  Simple  Dynamo. 

The  simplest  conceivable  dynamo  is  that  sketchec 
consisting  of  a  single  rectangular  loop  of  wire  ro 

Fig.  la 


Ideal  Simple  Dynamo. 


simple  and  uniform  magnetic  field  between  the  pole 
magnet     If  the  loop  be  placed  at  first  in  the  ver 
the  number  of  lines  that  pass  through  it  from  right 
be  a  maximum,  and  as  it  is  turned  into  the  horizor 
the  number  diminishes  to  zero  ;  but  on  continuing 
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the  lines  begin  again  to  thread  through  the  loop  from  the 
opposite  side,  so  that  there  is  a  negative  maximum  when  the 
loop  has  been  turned  through  180°     During  the  half-revolu- 
tion, therefore,  currents  will  have  been  induced  in  the  loop, 
and  these  currents  will  be  in  the   direction  from  back   to 
front  in  the  part  of  the  loop  which  is  rising  on  the  left,  and  in 
the  opposite  direction,  namely  from  front  to  back,  in  that  part 
whidi  is  descending  on   the  right.     On   passing   the   180® 
position,  there  will  begin  an  induction  in  the  reverse  sense,  for 
now  the  number  of  negative  lines  of  force  is  diminishing,  which 
is  equivalent  to  a  positive  increase  in  the  number  of  lines  of 
force ;  and  this  increase  would  go  on  until  the  loop  reached  its 
original  position,  having  made  one  complete  turn.    To  com- 
mute these  alternately-directed  currents  into  one  direction  in 
the  external  circuit,  there  must  be  applied  a  commutator  con- 
sisting of  a  metal  tube  slit  into  two  parts,  and 
mounted  on  a  cylinder  of  hard  wood  or  other  Fig.  ii. 

suitable  insulating  material ;  each  half  being 
connected  to  one  end  of  the  loop,  as  indicated 
in  Fig.  10.  Against  this  commutator  press 
a  couple  of  metallic  springs  or  "  brushes  " 
(Fig.  II),  which  lead  away  the  currents  to 
the  main  circuit  It  is  obvious  that  if  the 
bnishes  are  so  set  that  the  one  part  of  the  mutator  or 
split  tube  slides  out  of  contact,  and  the  other  Collector. 
part  slides  into  contact  with  the  brush,  at  the 
moment  when  the  loop  passes  through  the  positions  when  the 
induction  reverses  itself,  the  alternate  currents  induced  in  the 
loop  will  be  "commuted  "  into  one  direction  through  the  circuit. 
We  should  expect  therefore  the  brushes  to  be  set  so  that 
the  commutation  shall  take  place  exactly  as  the  loop  passes 

-  through  the  vertical  position.  In  practice,  however,  it  is  found 
that  a  slight  forward  lead  must  be  given  to  the  brushes,  for 
reasons  which  will  presently  appear.  In  Fig.  12  are  shown 
the  bnishes  B  B',  displaced  so  as  to  touch  the  commutator  not 
exactly  at  the  highest  and  lowest  points,  but  at  points  dis- 
placed in  the  direction  of  the  line  D  D,  which  is  called  the 

"diameter  of  commutation.*'     The    argument   is   in   nowise 
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-  changed  if  for  the  single  ideal  loop  we  substitute  the  simple 
rectangular  coil  represented  in  Fig,  13,  consisting  of  many 
turns  of  wire  in  each  of  which  a  simultaneous  inductive  action 


RSCTANGULAR  CoiU 

is  going  on,  making  the  total  induced  electromotive-force  pro- 
portionally greater.  This  form,  with  the  addition  of  an  iron 
core  is,  indeed,  the 

form  given   to   ar-  ^ 

matures  in  1856 
by  Siemens,  whose 
shuttle  -  wound  ar- 

FiG.  14. 


OLD  Smrr- 
>  Siemens 

Armature. 


mature  is  repre- 
sented in  section  in 
Fig.  14.  A  small 
magneto  -  electric 
machine  of  the  old 
pattern,  having  the 
shuttle-wound  armature,  is  shown  in  Fig.  15.  Though  this 
form  has  now  for  many  years  been  abandoned,  save  for  small 
motors  and  similar  work,  it  gave  a  great  impetus  to  the 
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tyachines  of  its  day ;  but  for  all  large  work  it  has  been  entirely 
japerseded  by  the  ring  armatures  and  drum  armatures  next 
tf  be  described. 

Armatures, 

Returning  to  the  ideal  simple  loop  we  may  exhibit  it  in 

relation  to  the  2-part  commutator  somewhat  more  clearly 

y  referring  to  Fig.    i6.      The  same  split -tube  or  2-part 

mmutator  will  suffice  if  a  loop  of  two  or  more  turns  be 

ubstituted,  as  shown  in  Fig.  17,  for  the  single  turn. 

But  we  may  substitute  also  for  the  one  loop  a  small  coil 
i^onsisting  of  several  turns  wound  upon  an  iron  ring.  This 
coil  (Fig.  18),  which  maybe  considered  as  one  section  of  a 
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Fig.  16. 


Fig.  17. 


Fig.  18. 


Simple  Loop  Arma- 
ture. 


Loop  Armature  of     Simple  Ring  Armature 
Two  Turns.  with  One  Coil, 


Pacinotti  or  Gramme  ring,  will  have  lines  of  force  induced 
through  it  as  the  loop  had.  In  the  position  drawn,  it  occupies 
the  highest  point  of  its  path  and  the  induction  of  lines  of  force 
through  it  will  be  a  maximum.  As  it  turns,  the  number  of 
lines  of  force  threaded  through  it  will  diminish,  and  become 
zero  when  it  is  at  90°  from  its  original  position.  But  a  little 
consideration  of  its  action  will  suffice  to  show  that  if  another 
coil  be  placed  at  the  opposite  side  of  the  ring  it  will  be  under- 
going exactly  similar  inductive  action  at  the  same  moment, 
and  may  therefore  be  connected  to  the  same  commutator. 
If  these  two  coils  are  united  in  parallel  arc,  as  shown  in 
Fig.  19,  the  joint  electromotive-force  will  be  the  same  as  that 
due  to  either  separately ;  but  the  resistance  offered  to  the  cur- 
rent by  the  two  jointly  is  half  that  of  either.     It  is  evlde.\\t  ^^i*. 
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we  may  connect  two  parallel  loops  in  a  similar  fashion  to  one 
simple  2-part  collector.  If  the  two  loops  are  of  one  turn 
each,  we  shall  have  the  arrangement  sketched  in  Fig.  20 ;  but 


Fig.  19. 


Fig.  2a 


Simple  Ring  Armature  with 
Two  Coils  in  Parallel. 


Simple  Loop  Armature  with 
Two  Coils  in  Parallel. 


the  method  of  connecting  is  equally  good  for  loops  consisting 
of  many  turns  each. 

Now  with  all  these  arrangements  involving  the  use  of  a 
2-part  commutator,  whether  there  be  one  circuit  only  or  two 
circuits  in  parallel  in  the  coils  attached  thereto,  there  is  the 
disadvantage  that  the  currents,  though  commuted  into  one 
direction,  are  not  absolutely  continuous.  In  any  single  coil 
without  a  commutator,  there  would  be  generated  in  suc- 
cessive revolutions,  currents  whose  variations  might,  if  the 
coil  were  destitute  of  self-induction,  be  graphically  expressed 
by  a  recurring  sinusoidal  curve,  such  as  Fig.  21.     But  if  by 

Fig.  21. 


the  addition  of  a  simple  split-tube  commutator  the  alternate 
halves  of  these  currents  are  reversed,  so  as  to  rectify 
their  direction  through  the  rest  of  the  circuit,  the  resultant 
currents  will  not  be  continuous,  but  will  be  of  one  sign  only, 
as  shown  in  Fig.  22,  there  being  two  currents  generated  during 
each  revolution  of  the  coil.  The  currents  are  now  "  rectified/' 
or,  redressed  "  as  our  Continental  neighbours  say,  but  are 
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*^  continuous.  To  give  continuity  to  the  currents,  we  must 
France  from  the  simple  2-part  commutator  to  a  form 
fing  a   latter  number  of  parts,  and  employ  therewith  a 
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-;^er  number  of  coils.    The  coils  must  also  be  so  arranged 

at  one  set  comes  into  action  while  the  other  is  going  out  of 

^on.     Accordingly  if  we  fix  upon  our  iron  ring  two  sets  of 

lis  at  right  angles  to  each  other's 

Holies,   as   in   Fig.   23,   so    that   one  Fig-  »3- 

cxies  into  the  position  of  best  action 

Lxle  the  other  is  in  the  position  of 

kst  action    (one  being  parallel   to 

s  lines  of  force  when  the  other  is 

armal   to    them),  and  their   actions 

superposed,  the  result  will  be,  as 
own  in  Fig.  24,  to  give  a   current 
mich  is  continuous,  but  not  steady, 
.ving  four    slight    undulations   per         foo«-part  Rikg 
volution.       If    any    larger    number    Armature  (Closed-coil). 

separate  coils  are  used,  and  their 
fects,  occurring  at  regular  intervals,  be  superposed,  a  similar 
uve   will   be    obtained,  but  with   summits  proportionately 
Lore  numerous  and  less  elevated.    When  the  number  of 

Fig.  24. 


ill  ■ '  , Iliil iillBia. 

kils   used    is    very    great,    and   the    overlappings    of    the 
arves    are  still   more   complete,  the   row  of    summits  will 
►rm  practically   a  straight  line,   or  the   whole   current  wiU 
a   practically   constant.     As  arranged   in   Fig-   25^^'^*^  Vcam 
ills  are  all  united  together  in  a  chiti  cVtcmt,  \4vc  «tv4.  o^  ^^^ 
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first  being  united  to  the  beginning  of  the  secon 
all  round,  the  last  section   closing  in  to   tl 
perfect  uniformity  of  effect  the  coils  on  the  ai 
to  be  divided  into  a  very  large  number  of  secHoi 
tions,  Chap.  XV.),  which  come  in  regular  succe 
position  of  maximum  induction  at  regular  inter 
the  other.     In  Fig.  25  a  sketch  is  given  of  a  di 
wound  with  two    pairs    of   coils  at    right   an 
the  other,  and 
a  4-part  collect 
examination  of  '. 
3$  will  show  th 
tion  of  the  coils 
to  the  next  in  < 
the   whole   of    tl 
constituting  there 
closed  coil.    Alsa 
one  section  and  tl 
of  the  next  are  boi 
with  asegment  of  1 
In  practice,  the  o 
ments  are  not  mi 
metal  tubing,  but 
of  a  number  of  parallel  bars  of  copper,  gun  metal,  < 
bronze,  such  as  maybe  seen  in  Figs.  it2and  I29,[ 
the  periphery  of  a  cylinder  of  some  insulating  subsb 
also  be  noticed  that,  owing  to  the  fact  that  there  is  e 
circuit  all  round,  there  are  two  ways  in  which  the  1 
flow  through  the  armature  from  one  brush  to  the 
all  the  ring  and  drum  armatures  ;   of  which,  indec 
and  25   may  be  taken  as  simplified  instances, 
reasoning   now  applied  to  4-part  armatures  holi 
those  having  a  still  larger  number  of  parts,  such 
in  Fig.   26.     Of  these  more  will  be  said  in  the 
chapters.      Let  it  suffice  to  say  here  that  in  all 
armatures,   whether   of    the   "  ring "   or    the   "  di 
there  must  be   just  as  many  segments    to  the  < 
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commutator  as  there  are  sections  in  the  coils  of  the  armature. 
The  special  case  of  open-coil  armatures  is  considered  in 
Chapter  X.  In  these  machines  the  separate  coils  are  not 
connected  up  together  in  series,  and  a  special  commutator 
is  used  instead  of  the  usual  collector. 

As  already  explained,  the  "  brushes "  press  against  the 
commutator  or  collector,  being  usually  held  in  position  by  a 

Fig.  a6. 


qiriog.  As  the  collector  rotates,  each  of  the  bars  passes 
nccessively  under  the  brush,  and  makes  contact  with  it  At 
one  side — that  towards  which  the  two  currents  in  the  armature 

;  «e  flowing — the  current  flows  from  the  collector-bar  into  the 
l»ush.  At  the  other  side  the  return  current  flows  from  the 
o^adve  brush  into  the  collector-bar  in  contact  with  it,  and 
tittnce  divides  into  two  parts  in  the  two  circuits  of  the  arma- 
tBte.-  If  the  brushes  press  strongly  against  the  collector-bars, 
flien  when  one  collector-bar  is  leaving  and  the  next  coming 
iq>into  contact  with  the  brush,  there  will  be  contact  made  for 
a  moment  with  two  adjacent  bars;  and  the  coil,  or  section, 
*l>osc  two  ends  are  united  to  these  two  bars,  will,  for  an 
■wtant,  btf  short-circuited    The  effect  of  this  will  be  con- 

sdered  in  dealing  with  the  reactions  in  armatures  at  a  later 

So  far,  the  only  types  of  armature  considered  have  been 
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the  "  drum  "  type,  and  the  "  ring "  t>'pe ;  but  these  are  not 
the  only  possible  cases.  The  object  of  all  such  combinations 
of  coils  is  to  obtain  the  practical  continuity  and  equability  of 
current  explained  above.  To  attain  this  end  it  is  needful 
that  some  of  the  individual  coils  should  be  moving  through 
the  position  of  maximum  action,  whilst  others  are  passing 
through  the  neutral  point,  and  are  temporarily  idle.  Hence, 
a  symmetrical  arrangement  of  the  individual  coils  or  groups 
of  coils  around  an  axis  is  needed ;  and  such  symmetrical 
arrangements  may  take  one  of  the  four  following  types  : — 

(i.)  Ring  Armatures^  in  which  the  coils  are  grouped  upon 
a  ring  whose  principal  axis  of  symmetry  is  its  axis  of  rotation 
also. 

(2.)  Drum  Armatures,  in  which  the  coils  are  wound  longi- 
tudinally over  the  surface  of  a  drum  or  cylinder. 

(3.)  Pole  Armatures,  having  coils  wound  on  separate  poles 
projecting  radially  all  round  the  periphery  of  a  disk  or  central 
hub. 

(4.)  Disk  Armatures,  in  which  the  coils  are  flattened 
against  a  disk.  These  armatures  are  mostly  appropriate  to 
dynamos  of  Class  II. 

Ring  armatures  were  adopted  in  practice  in  the  dynamos 
of  Pacinotti,  Gramme,  Schuckert,  Giilcher,  Fein,  Heinrichs, 
De  Meritens,  Brush,  Jiirgensen,  and  others.  Drum  armatures 
are  found  in  the  Siemens  (Altcneck),  Edison,  Elphinstone- 
Vincent,  Weston,  and  other  machines.  Pole  armatures  were 
used  in  the  dynamos  of  Allan,  Elmore,  and  of  Lontin.  There 
are  several  intermediate  forms.  The  Biirgin  armature  con- 
sists of  eight  or  ten  rings,  side  by  side,  so  as  to  form  a  drum. 
The  Lontin  (continuous-current  dynamo)  had  the  radial  poles 
affixed  upon  the  surface  of  a  cylinder.  The  Maxim  armature 
was  a  hollow  elongated  drum  wound  like  a  Gramme  ring,  and 
a  similar  construction  is  used  in  numerous  excellent  recent 
machines  by  Crompton,  Cabella,  Gramme,  Paterson  and 
Cooper,  Kapp,  and  Mather  and  Hopkinson.  One  early  form 
of  the  Weston  armature  had  the  drum  surface  cut  up  into 
longitudinal  poles;  there  was  a  similar  armature  by  Jablochkoff, 
in  which  the  poles  were  oblique. 


Armatures.  45 

Ring  armatures  are  found  in  many  machines,  but  the 
ingenuity  of  inventors  has  been  exercised  chiefly  in  three 
directions  : — The  securing  of  practical  continuity  ;  the  avoid- 
ance of  eddy  currents  in  the  cores ;  and  the  reduction  of 
useless  resistance.  In  the  greater  part  of  these  machines,  the 
armatures  are  constructed  with  closed-coils :  but  there  is  no 
reason  why  open-coil  armatures  should  not  be  constructed 
in  the  ring  form,  as  indeed  is  the  case  with  the  well- 
known  Brush  dynamo.  Most  inventors  have  been  content 
to  secure  approximate  continuity  by  making  the  number 
of  sections  numerous.  Pacinotti's  early  dynamo  had  the 
coils  wound  between  projecting  teeth  upon  an  iron  ring. 
Gramme  rejected  these  cogs,  preferring  that  the  coils  should 
be  wound  round  the  entire  surface  of  the  endless  core. 
To  prevent  wasteful  currents  in  the  cores.  Gramme  employed 
for  that  portion  a  coil  of  varnished  iron  wire  of  many  turns. 
In  Giilcher's  dynamo,  the  ring  core  was  made  up  of  thin 
flat  rings  cut  out  of  sheet  iron,  furnished  with  projecting 
cogs,  and  laid  upon  one  another.  In  the  Schuckert-Mordey 
(Victoria)  dynamo  the  core  is  built  of  hoops.  The  parts  of  the 
coils  which  pass  through  the  interior  of  the  ring  (in  spite  of 
the  late  M.  Antoine  Breguet's  ingenious  proof  that  some  of  the 
lines  of  force  of  the  field  turned  back  into  the  core  in  this 
interior  region)  cut  very  few  lines  of  force  as  they  rotate,  and 
therefore  offer  a  certain  amount  of  wasteful  resistance.  But 
this  resistance  in  well-designed  machines  is  insignificant  com- 
pared with  that  of  the  external  circuit,  and  the  disadvantage 
is  largely  imaginary.  Inventors  have  essayed  to  amend  this, 
by  either  fitting  projecting  flanges  to  the  pole-pieces  (Fein 
and  Heinrichs),  or  by  using  internal  magnets  (Jiirgensen), 
or  else  by  flattening  the  ring  into  a  disk  form,  so  as  to 
reduce  the  interior  parts  of  the  ring  coils  into  an  insignificant 
amount  (Schuckert  and  Gulcher).  Indeed  the  flat-ring  arma- 
tures may  be  said  to  present  a  distinct  type  from  those  in 
which  the  ring  tends  to  the  cylindrical  form. 

Drum  armatures^  as  constructed  by  Siemens,  had  iron 
cores  made  of  wire  wound  upon  an  internal  non-magnetic 
nucleus.     Weston  substituted  stamped  washers  of  iron  with 
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teeth.  Edison,  iron  washers  without  teeth.  Special  modes  of 
winding  or  joining  the  copper  conductors  have  been  devised 
by  these  inventors,  and  more  recently  by  Immisch  and  by 
Crompton  and  Swinburne. 

Pole  armatures,  having  the  coils  wound  upon  radially 
projecting  poles  have  been  devised  by  Allan,  Lontin,  and 
Weston.  They  are  also  used  in  some  forms  of  alternate-current 
machine  by  Gramme,  also  by  Elwell  and  Parker,  and  in  the 
large  Mechwart  -  Zipemowsky  dynamo  shown  in  1883  at 
Vienna.  The  principle  of  Lontin's  machine,  in  which  the  coils 
are  connected  like  the  sections  of  a  Pacinotti  or  Gramme  ring, 
is  indicated  in  Fig.  27.     Here  the  diameter  of  commutation 

Fic  27. 


Simple  Folx  Auuture  showing  Connexions. 

is  parallel  to  the  polar  diameter,  because  the  number  of 
lines  of  force  in  this  case  is  a  maximum  in  the  coils  that 
are  on  the  right  and  left  positions.  This  armature  is  struo- 
turally  a  difficult  one,  because  it  is  not  mechanically  stroi^ 
unless  the  cores  are  solid  ;  and  solid  cores  are  electrically 
bad  owing  to  their  heating.  It  is  impracticable,  too,  in  this 
form  to  have  very  many  sections,  and  the  coils  act,  by 
reason  of  their  position,  prejudicially  on  one  another.  This 
form  of  armature  is  practically  obsoleta 

Disc  armatures  are  now  differentiated  into  two  kinds  :  (l) 
those  in  which  the  coils  are  grouped  on  a  number  of  small 
bobbins,  side  by  side  ;  an  arrangement  suitable  for  alternate- 
current  machines,  such  as  those  of  Wilde,  Holmes,  Siemens 
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and  Gordon  ;  (2)  those  in  which  the  coils  are  made  to  overlap 
over  a  considerable  angle  of  the  periphery,  as  in  the  disk 
dynamos  of  Pacinotti,  Edison,  Ayrton  and  Perry,  and  of 
Rupp  and  Jehl,  all  of  which  are  adapted  to  give  continuous 
currents. 

Armature  Cores. 

(a.)  Theory  dictates  that  if  iron  is  employed  in  armatures, 
it  must  be  slit  or  laminated,  so  as  to  prevent  the  generation 
of  eddy  currents.  Such  iron  cores  should  be  structurally 
divided  in  planes  normal  to  the  circuits  round  which  electro- 
motive-force is  induced ;  or  should  be  divided  in  planes 
parallel  to  the  lines  of  force  and  to  the  direction  of  the  motion. 
Thus,  drum-armature  cores  should  be  built  of  discs  of  thin 
sheet  iron.  Ring  armatures,  if  of  the  cylindrical  or  elongated 
type,  should  have  cores  made  up  of  rings  stamped  out  of 
sheet  iron  and  clamped  together  side  by  side ;  but  if  of  the 
flat-ring  type  they  should  be  built  of  concentric  hoops.  Cores 
built  up  of  varnished  iron  wire,  or  of  thin  discs  of  sheet  iron 
separated  by  varnish,  asbestos  paper,  or  mica,  partially  realise 
the  required  condition. 

(*.)  The  magnetic  discontinuity  of  wire  cores  is,  however, 
to  a  certain  extent  disadvantageous :  it  is  better  that  the  iron 
should  be  without  discontinuity  in  the  direction  in  which  it  is 
to  be  magnetised.  It  should  therefore  be  laminated  into 
sheets,  rather  than  subdivided  into  wires.  Pole  armatures, 
however,  ought  to  have  wire  cores.  For  this  reason  they  are 
structurally  unsatisfactory.  Cores  of  solid  iron  are  quite  in- 
admissible, as  currents  are  generated  in  them  and  heat  them. 
The  Wallace  -  Farmer  armature,  in  which  the  coils  were 
mounted  on  a  solid  disc  of  iron,  used  to  grow  very  hot. 
Cores  of  solid  metal  other  than  iron — for  example,  of  gun- 
metal,  or  of  phosphor-bronze — should  on  no  account  be  used 
in  any  armature. 

(c.)  In  constant  potential  machines  there  ought  to  be  so 
much  iron  in  the  armature  that  it  is  magnetised  to  about  16,000 
magnetic  lines  to  the  square  centimetre  when  the  dynamo 
is  generating  its  maximum  working  current.     On  the  other 
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handy  in  constant  current  machines  it  is  usual  to  work  with 
a  much  higher  degree  of  saturation. 

Armature  Coils, 

{d.)  All  needless  resistance  should  be  avoided  in  armature 
coils,  as  hurtful  to  the  efficiency  of  the  machine.  The  wires 
should  therefore  be  as  short  and  as  thick  as  is  consistent  with 
obtaining  the  requisite  electromotive-force  without  requiring 
an  undue  speed  of  driving.  In  some  dynamos — as,  for 
example,  some  of  Siemens*  dynamos  as  used  for  electro- 
plating, and  in  those  of  Goolden  and  Trotter — several  wires 
separately  wound  have  their  ends  united  in  parallel  arc. 
It  is  easier  to  wind  four  wires  side  by  side  than  to  coil  up  one 
very  thick  and  unbendable  wire. 

{e.)  Theoretically,  since  the  function  of  armature  coils  is  to 
enclose  magnetic  lines  of  force,  the  best  form  ought  to  be  that 
which  with  minimum  length  of  wire  gives  maximum  area — 
namely  a  circle.  In  the  Thomson  -  Houston  machine  the 
armature  is  spherical,  and  the  coils  circular ;  and  in  some  ring 
armatures^  the  section  of  the  ring  is  circular.  A  drum  arma- 
ture, whose  longitudinal  section  is  rectangular,  ought  to  be  as 
broad  as  long  to  preserve  maximum  area  with  minimum 
length  of  wire.  Convenience  of  construction  appears  to 
dictate  greater  longitudinal  dimensions. 

(/)  The  wire  should  be  of  the  very  best  electric  conduc- 
tivity. The  conductivity  of  good  copper  is  so  nearly  equal  to 
that  of  silver  (over  96  per  cent.)  that  it  is  not  wortii  while  to 
use  silver  wires  in  the  armature  coils  of  dynamos. 

{g,)  In  cases  where  rods  or  strips  of  copper  are  used 
instead  of  mere  wires,  care  must  be  taken  to  avoid  eddy 
currents  by  laminating  such  conductors,  or  slitting  them  in 
planes  parallel  to  the  electromotive-force,  that  is  to  say,  in 
planes  perpendicular  to  the  lines  of  force  and  to  the  direction 
of  the  rotation.^ 

*  It  will  be  observed  that  the  rule  for  eliminating  the  eddy-currents  is 
different,  in  the  three  cases,  for  magnets  and  their  pole-pieces,  for  moving  iron 
armature  cores,  and  for  moving  conductors  in  the  armature. 
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(A)  We  have  seen  that  in  order  to  obviate  fluctuations  in 
the  current,  the  rotating  armature  coils  must  be  divided  into  a 
large  number  of  sections,  each  coming  in  regular  succession 
into  the  position  of  best  action.  If  these  sections,  or  coils,  are 
independent  of  each  other,  each  coil,  or  diametral  pair  of  coils 
must  have  its  own  commutator  (as  in  the  Brush  machine).  If 
they  are  not  independent,  but  are  wound  on  in  continuous 
connection  all  round  the  armature,  a  collector  is  needed 
consisting  of  parallel  metallic  bars  as  numerous  as  the  sec* 
tions,  or  pairs  of  sections,  each  bar  communicating  with  the 
end  of  one  section  and  the  beginning  of  the  next. 

(/.)  In  any  case,  the  connections  of  such  sections  and  of 
the  commutators,  or  collectors,  should  be  symmetrical  round 
die  axis ;  for,  if  not  symmetrical,  the  induction  will  be  unequal 
in  the  parts  that  successively  occupy  the  same  positions  with 
respect  to  the  field-magnets,  giving  rise  to  inequalities  in  the 
electromotive-force,  sparking  at  the  commutator  or  collector, 
and  other  irregularities. 

(J.)  In  certain  cases  it  has  been  considered  advantageous 
to  arrange  the  commutator  to  cut  out  the  coil  that  is  in  the 
position  of  least  action,  as  the  circuit  is  thereby  relieved  of 
the  resistance  of  an  idle  coil.  But  no  such  coil  should  be 
short-circuited  to  cut  it  out,  otherwise  the  harmful  effects  of 
induction  will  soon  make  themselves  apparent  by  heating. 
Armatures  so  arranged  are  known  as  "  open-coil  '*  armatures. 

(>fc.)  In  the  case  of  pole  armatures,  the  coils  should  be 
wound  on  the  poles  rather  than  on  the  middles  of  the  pro- 
jecting cores ;  since  the  variations  in  the  induced  magnetism 
are  most  effective  at  or  near  the  poles. 

(Z)  Since  it  is  impossible  to  reduce  the  resistance  of  the 
armature  coils  to  zero,  it  is  impossible  to  prevent  heat  being 
developed  in  those  coils  during  their  rotation ;  hence  it  is 
advisable  that  the  coils  should  be  wound  with  air  spaces 
in  some  way  between  them,  that  they  may  be  cooled  by 
ventilation.  In  a  welUventilated  armature  a  current-density 
of  nearly  2500  amperes  per  square  inch  of  the  conductor  may 
be  attained. 

(jyr.)  The  insulation  of  the  armature  coils  should  be  en- 
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sured  with  particular  care,  and  should  be  carried  out  as  far  as 
possible  with  mica  and  asbestos,  or  other  materials  not  liable 
to  be  burned  or  melted  if  the  armature  coils  become  heated. 

(«.)  Care  must  be  taken  that  the  coils  of  armatures  are  so 
wound  and  held  that  they  cannot  fly  out  when  rotating, 
Armatures  have  been  known  to  become  stripped  of  their 
insulating  covering,  and  even  to  fly  to  pieces,  for  want  of 
simple  mechanical  precautions. 

{p.)  Armatures  ought  to  be  very  carefully  balanced  on 
their  axles,  otherwise  when  running  at  a  high  speed  they  will 
set  up  detrimental  vibrations,  and  will  tend  to  bend  the  axles. 
Great  care  should  therefore  be  taken  to  secure  perfect  sym- 
metry of  construction. 

Some  further  considerations  respecting  the  reactions 
between  the  armature  and  the  field-magnets  are  reserved 
for  consideration  until  the  rules  for  design  of  field-magnets 
have  been  considered. 

Field-Magnets. 

The  coils  of  the  field-magnets  of  a  dynamo  cannot  be  con- 
structed so  as  to  offer  no  resistance.  They  inevitably  waste 
some  of  the  energy  of  the  currents  in  the  form  of  heat  It  has, 
therefore,  been  argued  that  it  cannot  be  economical  to  use 
electromagnets  instead  of  permanent  magnets  of  steel,  which 
have  only  to  be  magnetised  once  for  all.  Nevertheless,  there 
are  certain  considerations  which  tell  in  favour  of  electro- 
magnets. For  equal  power,  their  prime  cost  is  less  than  that 
of  steel  magnets,  which,  moreover,  are  not  permanent,  but 
require  remagnetising  at  intervals.  Moreover,  as  we  have 
seen,  from  the  fact  that  there  is  a  limiting  velocity  at  which  it 
is  safe  to  run  a  machine^  it  is  important,  in  order  not  to  ha\'e 
machines  of  needlessly  great  size,  to  use  the  most  powerful 
field-magnets  possible.  But  if  we  do  not  get  our  magnetism 
for  nothing,  and  find  it  more  convenient  to  spend  part  of  our 
current  upon  the  electromagnets,  economy  dictates  that  we 
should  so  construct  them  that  their  magnetism  may  cost  us  as 
little  as  possible.    To  magnetise  a  piece  of  iron  requires  the 
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expenditure  of  energy;  but  when  once  it  is  magnetised,  it 
requires  no  further  expenditure  of  energy  (save  the  slight  loss 
by  heating  in  the  coils,  which  may  be  reduced  by  making  the 
resistance  of  the  coils  as  little  as  possible)  to  keep  it  so 
magnetised,  provided  the  magnet  is  doing  no  work.  Even 
when  doing  no  work,  there  will  be  loss  if  the  current  flowing 
round  it  be  not  steady.  If  the  magnet  does  work  in  attract- 
ing a  piece  of  iron  to  it,  then  there  is  an  immediate  and  corre- 
sponding call  upon  the  strength  of  the  current  in  the  coils,  to 
provide  the  needful  energy.  This  point  may  be  illustrated  by 
the  following  experiment: — Let  a  current  from  a  steady 
source  (see  Fig.  28)  pass  through  an  incandescent  lamp,  and 

Fig.  28. 


Reaction  of  Moving  Mass  of  Iron  on  an  Electromagnet. 

also  through  an  electromagnet,  whose  cores  it  magnetises. 
When  once  established,  the  current  is  perfectly  steady,  and 
none  of  its  energy  is  wasted  on  the  magnet  (save  the  negli- 
gible trifle  due  to  the  resistance  of  the  coils)  But  if  now 
the  ms^net  is  allowed  to  do  work  in  attracting  an  iron  bar 
towards  itself,  the  light  of  the  lamp  is  seen  momentarily  to 
fade.  When  the  iron  bar  is  snatched  away,  the  light  exhibits 
a  momentary  increase ;  in  each  case  resuming  its  original 
intensity  when  the  motion  ceases.     Now,  in  a  dynamo  there 

£  2 
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are,  in  many  cases,  revolving  parts  containing  iron,  and  it  is 
of  importance  that  the  approach  or  recession  of  the  iron 
parts  should  not  produce  such  reactions  as  these  in  the 
magnetism  of  the  magnet  Large,  slow-acting  field-magnets 
are  therefore  advisable.  The  following  points  embody  the 
conditions  for  attaining  the  end  desired. 

(p.)  The  body  of  the  field-magnets  should  be  solid.  Even 
in  the  iron  itself,  currents  are  induced,  and  circulate  round  and 
round,  whenever  the  strength  of  the  magnetism  is  altered. 
These  self-induced  currents  tend  to  retard  all  changes  in  the 
degree  of  magnetisation.  They  are  stronger  in  proportion  to 
the  square  of  the  diameter  of  the  magnet,  if  cylindrical,  or  to 
its  area  of  cross-section.  A  thick  magnet  will,  therefore,  be  a 
slow-acting  one,  and  will  steady  the  current  induced  in  its  field. 

{q.)  Use  magnets  having  in  them  plenty  of  iron.  It  is 
important  to  have  a  sufficient  mass,  that  saturation  may  not 
be  too  soon  attained. 

(r.)  Use  the  softest  possible  iron  for  field-magnets,  not 
because  soft  iron  magnetises  and  demagnetises  quicker  than 
other  iron  (that  is  here  no  advantage) ;  but  because  soft  iron 
has  a  higher  magnetic  susceptibility  than  other  iron — is  not 
so  soon  saturated.  It  is  hardly  possible  to  attach  too  great 
importance  to  this  point  A  small  dynamo  built  of  really  good 
iron  will  do  as  much  work  as,  and  do  it  at  a  lower  speed  than,, 
a  much  larger  dynamo  built  of  inferior  iron. 

(j.)  So  design  the  iron  framework,  cores,  yokes  and  polar 
portions,  that  the  magnetic  circuit,  or  path  of  the  flow  of  the 
magnetic  lines,  shall  have  the  least  magnetic  resistance.  To 
attain  this  the  field-magnet  cores  and  yokes,  together  with  the 
iron  core  of  the  armature,  should  constitute  as  nearly  as 
possible  a  closed  circuit.  And  this  closed  circuit  should  be 
as  short  as  is  consistent  with  providing  room  for  the  requisite 
magnetising  coils,  and  should  have  a  large  cross-section.. 
The  laws  of  the  magnetic  circuit,  as  bearing  upon  the  design 
of  dynamos,  are  considered  in  Chapter  XIV.  Formerly  it  was 
considered  good  to  use  very  long  magnets  as  field-magnets. 
But  with  these  it  is  found  there  is  a  greater  "  leakage  "  of  the 
magnetic  lines,  and,  further,  with  such  elongated  magnetic 
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circuits  a  greater  amount  of  electric  energy  must  be  spent  in 
the  magnetising  coils  to  generate  a*given  number  of  magnetic 
lines,  than  is  the  case  with  more  compact  magnetic  circuits. 

(/.)  Employ  iron  cores  of  such  a  cross-section  that  there 
shall  be  as  much  iron  as  possible  enclosed  within  the  coils. 
The  best  cross-section  might  be  expected  to  be  circular ;  as 
this  requires  less  wire.  Many  constructors,  however,  prefer 
slabs  of  iron  of  rectangular  section,  but  rounded  at  the  edges. 
(1^.)  The  magnetism  so  obtained  should  be  utilised  as 
directly  as  possible  ;  therefore  place  the  field-magnets  or  their 
pole-pieces  as  close  to  the  rotating  armature  as  is  compatible 
with  safety  in  running. 

(v.)  Avoid  edges  and  comers  on  the  magnets  and  pole- 
pieces  if  you  want  a  uniform  field.  The  laws  of  distribution 
of  the  ms^netic  lines  of  force  round  a  pole  are  strikingly  akin 
to  those  of  the  distribution  of  electrification  over  a  conductor. 
We  avoid  edges  and  points  in  the  latter  case,  and  ought  to 
do  in  the  former.  If  the  field-magnets  or  their  pole-pieces 
have  sharp  edges,  the  field  cannot  be  uniform,  and  some  of  the 
lines  of  force  will  run  uselessly  through  the  space  outside  the 
armature  instead  of  going  through  it.  Projecting  edges  invite 
leakage  of  the  magnetic  field. 

(w.)  It  is  of  great  importance  that  the  magnetising  effect  of 
the  field-magnets  on  the  iron  core  of  the  armature  should  be 
much  greater  than  the  magnetising  effect  due  to  the  current 
generated  in  the  armature  coils.  If  the  latter  is  relatively 
powerful,  there  will  be  a  great  lead  and  much  sparking  at  the 
brushes.  The  lead  of  the  brushes,  and  its  variation  under 
different  loads,  can  be  reduced,  and  the  tendency  to  spark 
can  therefore  be  reduced,  by  making  the  field-magnets  very 
powerful  in  proportion  to  the  armature. 

(x.)  Reinforce  the  magnetic  field  by  placing  iron,  or  better 
still  electromagnets,  within  the  rotating  armature.  In  most 
cases  this  is  done  by  giving  the  armature  coils  iron  cores 
which  rotate  with  them ;  in  other  cases,  the  iron  cores  or 
Eternal  masses  are  stationary.  In  the  former  case  there  is 
loss  by  heating  ;  in  the  latter,  there  are  structural  difficulties 
to  be  overcome.     Siemens  has  employed  a  stationary  mass 
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within  his  rotating  drum  armature.  Internal  electromagnets 
serving  the  function  of  concentrating  the  magnetism  of  the 
field,  have  been  used  by  Lord  Elphinstone  and  Mr.  Vincents 
A  similar  device  was  tried  in  Sir  W.  Thomson's  "  mousemill  '* 
dynamo,  and  in  Jiirgensen's  dynamo. 

(^•)  In  cases  where  a  uniform  magnetic  field  is  not  desired,, 
but  where,  as  in  dynamos  of  the  second  class,  the  field  must 
have  varying  intensity  at  different  points,  it  may  be  advisable 
specially  to  use  field-magnets  with  edges  or  points,  so  as  to 
concentrate  the  field  at  certain  regions. 

(jer.)  It  is  of  great  importance  that  the  iron  should  present 
no  physical  discontinuity  in  structure  in  the  direction  in  which 
it  is  to  be  magnetised.  The  grain  of  the  iron  should  lie  in  the 
direction  of  the  lines  of  magnetic  force  that  run  through  it. 
The  maximum  magnetic  susceptibility  of  wrought  iron  is  in 
the  direction  of  its  grain.  Further,  at  all  surfaces  of  the 
field-magnets  which  are  destined  to  be  polar  surfaces,  where, 
therefore,  the  lines  of  force  will  run  out  of  the  iron  into  the  air, 
the  grain  of  the  iron  ought  to  be  end-on.  This  rule  was  not 
observed  in  the  early  form  of  Siemens  dynamos,  in  which 
there  were  arched  pieces  of  wrought  iron  as  cores  for  the  field- 
magnets,  arranged  as  shown  in  Fig.  29,  so  as  to  be  magnetised 

Fig.  29. 
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from  both  ends,  with  a  "  consequent  pole  *'  in  the  middle  of 
the  arch.  Here  the  lines  of  force  run  along  the  grain  to 
the  middle,  and  then  have  to  run  out  across  the  grain  of  the 
iron. 

The  student  should  contrast  with  Siemens*  arrangement, 
that  which  is  employed  in  the  Edison  dynamo  (Fig.  140), 
which  is  more  like  that  used  by  Wilde  in  1865  (see  Fig.  72). 
The  ordinary  Gramme  has  consequent  poles  at  the  middle  of 
each  of  the  electromagnets  (see  Figs.   87   and   88).      The 
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modified  double  Gramme  machine  constructed  by  Marcel 
Dcprez  is  sketched  in  Fig.  30.  Other  forms  are  con- 
sidered in  Chapter  XIV. 

{acL)  A  great  advantage  is  gained  by  thus  working  as 
nearly  as  possible  with  closed  magnetic  circuits ;  that  is  to 
say,  with  a  nearly  continuous  circuit  of  iron  to  conduct  the 
lines  of  magnetic  force  round  into  themselves  in  closed  curves. 
The  enormous  importance  of  this  was  pointed  out  so  far  back 
as  1879  by  Lord  Elphinstone  and  Mr.  C.  W.  Vincent,  whose 
dynamo  embodied  their  idea.  Every  electrician  knows  that  if 
a  current  of  electricity  has  to  pass  through  a  circuit,  part  of 
which  consists  of  copper  and  part  of  liquids — such  as  the  acid 

Fig.  3a 
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in  a  battery,  or  the  solution  in  an  electrolytic  cell — the  resist- 
ance  of  the  liquid  is,  as  a  rule,  much  more  serious  than  the 
resistance  of  the  copper.  Even  with  dilute  sulphuric  acid  the 
resistance  to  the  flow  of  the  current  by  a  thin  stratum  is 
760,000  times  as  great  as  would  be  offered  by  an  equally 
thick  stratum  of  copper.  And  in  the  analogous  case  of  using 
a  field-magnet  to  magnetise  the  iron  core  of  an  armature,  the 
stratum  of  air — or,  it  may  be,  of  copper  wire — in  between  the 
two  pieces  of  iron,  offers  what  we  may  term  a  relatively 
enormous  resistance  to  the  magnetic  induction.  If  we  take 
the  magnetic  permeability  of  air  as  i,  then  the  permeability 


56  Dynamo^ledric  Machinery. 

of  iron  will  be  represented  by  values  lying  between  5  and 
20,000  according  to  the  quality  of  the  iron.  The  permeability 
of  copper  is  not  very  different  from  that  of  air.  Or,  in  other 
words,  a  stratum  of  air  or  copper  offers  from  5  to  20,000 
times  as  much  resistance  to  the  magnetic  induction  as  if  the 
space  were  filled  up  with  soft  iron.  Obviously,  then,  it  would 
be  a  gain  to  diminish  as  much  as  possible  the  gaps  between 
the  portions  of  iron  in  the  circuit  The  values  of  the  magnetic 
permeability  for  iron,  air,  and  copper,  have  been  known  for 
years,  yet  this  simple  deduction  from  theory  was  long  set  at 
defiance  in  the  vast  majority  of  cases.  Further,  all  unnecessary 
joints  in  the  iron  cores  of  the  field-magnets  should  be  avoided  ; 
and,  where  inevitable,  should  be  tooled  up  to  fit  with  the 
greatest  nicety.  Many  makers  now  get  their  forgings  made 
all  in  one  piece. 

Pole-pieces. 

(ab.)  If  pole-pieces  are  used  they  should  be  massive,  and  of 
the  softest  iron,  for  reasons  similar  to  those  urged  above.  In 
many  cases  no  specific  pole-pieces  are  employed,  the  polar 
surfaces  being  cut  out  in  the  face  of  the  solid  iron  core. 

(ac.)  The  pole-pieces  should  be  of  shapes  really  adapted 
to  their  functions.  If  intended  to  form  a  single  approximately 
uniform  field,  they  should  extend,  but  not  too  far,  on  each  side. 
In  the  case  of  dynamos  with  flat-ring  armatures,  it  is  found, 
as  demonstrated  later  on,  that  a  narrow  pole-piece  is  more 
advantageous  than  a  very  broad  one.  The  distribution  of  the 
electromotive-force  in  the  various  sections  of  the  coils  on  the 
armature  depends  very  greatly  on  the  shape  of  the  pole- 
pieces. 

(ad.)  Pole-pieces  should  be  constructed  so  as  to  avoid,  if 
possible,  the  generation  in  them  of  useless  eddy  currents. 
The  only  way  of  diminishing  loss  from  this  source  is  to  con- 
struct them  of  laminae  built  up  so  that  the  mass  of  iron  is 
divided  by  planes  in  a  direction  perpendicular  to  the  direction 
of  the  currents,  or  of  the  electromotive-forces  tending  to  start 
such  currents. 
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(fl/.)  If  the  bed-plates  of  dynamos  are  of  cast  iron,  care 
should  be  taken  that  these  bed-plates  do  not  short-circuit  the 
magnetic  lines  of  force  from  pole  to  pole  of  the  field  magnets. 
Masses  of  brass,  zinc,  or  other  non-magnetic  metal  may  be 
interposed ;  but  are  at  best  a  poor  resource.  In  a  well- 
designed  dynamo  there  should  be  no  need  of  such  devices. 


FieldrMagftets  in  Practice. 

In  the  classification  of  dynamos  laid  down  in  Chapter  II., 
we  found  that  those  of  the  first  class  required  a  single  ap- 
proximately uniform  field  of  force,  whilst  those  of  the  second 
class  required  a  complex  field  of  force  diflfering  in  intensity 
and  sign  at  different  parts.  Accordingly,  we  find  a  corre- 
sponding general  demarcation  between  the  field  magnets  in  the 
two  classes  of  machine.  In  the  first,  we  have  usually  two  pole- 
pieces  on  opposite  sides  of  a  rotating  armature.  In  the  second, 
a  couple  of  series  of  poles  set  alternately  round  a  circumference 
or  crown,  the  coils  which  rotate  being  set  upon  a  frame  between 
two  such  crowns  of  poles. 

Further  differences  in  detail  are  pointed  out  in  Chapter 
XIV.  on  Field-Magnets. 

Field-magnet  Coils. 

{af,)  The  function  of  the  field-magnets  is  to  force  magnetic 
lines  through  the  armature ;  and  since  the  function  of  the 
field-magnet  coils  is  to  magnetise  the  field-magnets,  it  might 
We  been  expected  that  the  best  way  of  arranging  the 
magnetising  coils  would  have  been  to  place  them  as  near  as 
possible  to  the  armature,  close  to,  or  even  over  the  pole- 
pieces.  Some  inventors  have  even  essayed  to  place  the 
niagnetising  coils  over  the  armature  itself.  This  arrangement 
is,  however,  not  successful ;  it  is  inconvenient  for  the  rotating 
annature  to  be  enclosed  within  stationary  coils ;  it  is,  more- 
over, found  that  the  same  quantity  of  wire  wound  in  turns  of 
smaller  diameter  upon  the  iron  core  of  the  field-magnet 
produces  more  powerful  results.     Formerly,  when  dynamos 
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were  designed  without  special  regard  to  the  g( 
magnetic  circuit,  it  was  a  matter  of  some  impo 
portion  of  the  ironwork  the  coils  were  placed, 
on  or  near  the  poles  of  a  long  straight   ma 
greater  changes  in  the  distribution  of  the  ma^ 
]X)le  than  do  coils  placed  at  the  middle  of  the  c 
for  this  reason  that  in  Hughes*s  magnets  and 
phones,  where  it  is  desired  to  make  a  magnet  1 
to  variations  in  the  strength  of  the  current,  the  < 
on  at  the  pole.     liut  where  the  iron  cores  and  yo! 
a  good  magnetic  circuit  it  makes  very  little  diflei 
the  coils  are  placed  at  one  part  of  the  magn< 
another ;  each  turn  of  wire  produces  (with  a  give 
equal   magnetising  effect.     In   such   cases,    the 
obvious  that  the  greatest  magnetising  cflfect  wil 
from  a  given  length  of  wire  by  not  heaping  up 
any  one  point  but  by  distributing  the  turns  ol 
uniformly  along  the  iron  circuit. 

(«^.)  The  proper  resistances  to  give  to  the 
coils  of  dynamos  have  been  calculated  by  Sir  Wi 
who  has  given  the  following  results  : — 

For  a  **  Series  Dynamo/'  make  the  resistance 
magnets  a  little  less  than  that  of  the  armature, 
should  be  small  compared  with  the  resistance  oi 
circuit. 

For  a  "  Shunt  Dynamo "  the  rule  is  differer 
proportions  are  when  such  that 

or  that 

R' 
r.  =  — , 

r 
where  the  symbols  R,  r„  and  r„  stand  respect 
resistances  of  the  external  circuit,  of  the  shunt 
the  armature.     The  proof  of  this  rule,  as  deduc 
economic  coefficient,  is  given  in  due  place  in  Chapt 
the  Algebraic  Theory  of  the  Shunt  Dynamo. 

*  British  Association  Report ,  i8Si,  p.  528. 


Commutators.  59 

shunt  dynamos  when  worked  out  shows  that  the  resistance 
of  the  shunt  coils  ought  to  be  at  least  324  times  as  great  as 
that  of  the  armature,  otherwise  an  efficiency  of  90  per  cenL 
is  quite  unattainable. 


Commutators^  Collector s^  and  Brushes. 

{o/l)  Commutators  and  collectors  being  liable  to  be  heated 
through  imperfect  contact,  and  liable  to  be  corroded  by 
sparking,  should  be  made  of  very  substantial  pieces  of  copper, 
or  else  of  gun  metal ;  or,  better  still,  of  phosphor-bronze. 
Some  makers  cast  the  metal  in  the  form  of  a  hollow  cylinder 
and  saw  it  up  into  parallel  strips.  More  frequently  the  metal  is 
cast  or  drawn  in  rods  of  the  form  of  the  bars,  which  are  after- 
wards filed  up  true  and  fitted  into  their  places.  Collectors  of 
substantially  such  type  as  is  here  described  are  common  to 
all  dynamos  of  the  first  class,  except  only  the  "  open-coil  '* 
dynamos,  which  require  a  special  pattern  of  commutator. 
The  collector  of  Pacinotti's  early  machine  differed  only  in 
having  the  separate  bars  alternately  a  little  displaced  longi- 
tudinally along  the  cylinder,  but  still  so  that  the  same  brush 
could  slip  from  bar  to  bar.  Niaudet's  modification,  in  which 
the  bars  are  radially  attached  to  a  disk,  is  a  mere  variety  in 
detail,  and  is  only  applicable  for  small  machines.  In  the 
collector  once  used  in  Weston*s  dynamo,  and  in  some  forms  of 
Schuckert's  dynamo,  the  bars  are  oblique  or  curved,  without, 
however,  any  other  effect  than  that  of  prolonging  the  moment 
during  which  the  brush,  while  slipping  from  contact  with  one  bar 
to  contact  with  the  next,  short-circuits  one  section  of  the  coil. 

(aL)  In  the  case  of  a  collector  made  of  parallel  bars  of 
copper,  ranged  upon  the  periphery  of  a  cylinder,  the  separate 
bars  should  be  capable  of  being  removable  singly,  to  admit  of 
repairs  and  examination.  In  the  latest  Siemens'  dynamos  the 
collector  bars  are  of  iron,  very  massive,  and  insulated  with 
air-gaps. 

{nj\)  The  brushes  should  touch  the  commutator  or  the 
collector  at  the  two  points,  the  potentials  of  which  are  respec- 
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tively  the  highest  and  the  lowest  of  all  the  circumference, 
and  close  to  the  points  of  least  sparking.  In  a  properly  and 
symmetrically  built  two-pole  dynamo,  these  points  (called 
neutral  points)  will  be  at  opposite  ends  of  a  diameter.  In 
multipolar  dynamos  there  are  more  than  two  neutral  points, 
and  therefore  more  than  one  pair  of  brushes,  unless  the 
neutral  points  of  the  armature  are  cross-connected. 

{ak.)  In  consequence  of  the  armature  itself,  when  traversed 
by  the  currents,  acting  as  a  magnet,  the  magnetic  lines  of 
force  of  the  field  will  not  run  straight  across,  from  pole  to  pole, 
of  the  field-magnets,  but  will  take,  on  the  whole,  an  angular 
position,  being  twisted  a  considerable  number  of  degrees  in  the 
direction  of  the  rotation.  This  reaction  of  the  induced  current 
will  be  more  particularly  dealt  with  presently.  In  consequence 
of  this  and  other  reactions,  the  diameter  of  commutation 
(which  is  at  right  angles  to  the  resultant  lines  of  force  in 
machines  of  the  Siemens  and  Gramme  type,  and  parallel  to 
the  resultant  lines  of  force  in  machines  of  the  Lontin  type) 
will  be  shifted  forward.  In  other  words,  the  brushes  will  have 
a  certain  angular  lead.  The  amount  of  this  lead  depends  upon 
the  relation  between  the  intensity  of  the  magnetic  field  and 
the  strength  of  the  current  in  the  armature.  This  relation 
varies  in  the  four  different  types  of  field  magnets.  In  the 
series  dynamo,  where  the  one  depends  directly  on  the  other, 
the  angle  of  lead  is  nearly  constant  whatever  the  external 
resistance.  In  other  forms  of  dynamo,  the  lead  will  not  be 
the  same,  because  the  variations  of  resistance  in  the  external 
circuit  do  not  produce  a  proportionate  variation  between  the 
two  variables  which  chiefly  determine  the  angle  of  lead. 

{aL)  Hence,  in  all  dynamos,  it  is  advisable  to  have  an 
adjustment,  enabling  the  brushes  to  be  rotated  round  the 
commutator  or  collector  to  the  position  of  the  diameter  of 
commutation  for  the  time  being.  Otherwise  there  will  be 
sparking  at  the  brushes,  and  in  part  of  the  coils  at  least  the 
current  will  be  wasting  itself  by  running  against  an  opposing 
electromotive-force. 

{am,)  The  arrangements  of  the  collector  or  commutator 
should  be  such  that,  as  the  brushes  slip  from  one  part  to  the 
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next,  no  coil  or  section  in  which  there  is  an  electromotive* 
force  should  be  short-circuited,  for  any  appreciable  time, 
othenrise  work  will  be  lost  in  heating  that  coil.  For  this 
reason,  it  is  well  so  to  shape  the  pole-pieces  that  the  several 
sections  of  coils  on  either  side  of  the  neutral  point  should 
differ  but  very  slightly  in  potential  from  one  another. 

[an)  The  number  of  contact  points  between  the  brush  and 
the  collector-bar  should  be  as  numerous  as  possible,  for  by 
increasing  the  number  of  contacts,  the  energy  wasted  in  sparks 
will  be  diminished  inversely  as  the  square  of  that  number.    The 
brushes  might  with  advantage  be  laminated,  or  made  of  parallel 
loose  strips  of  copper,  each  bearing  edgeways  on  the  collector. 
[ao^  The  segments  of  the  collector  or  commutator  should 
be  efficiently  insulated  from  one  another  and  from  the  axle. 
Many  makers  place  layers  of  vulcanised  fibre,  asbestos  paper, 
or  mica  between  and  below  them.     Others  leave  air  spaces. 
If  care  is  not  taken  the  insulation  may  be  spoiled  by  copper- 
dust  worn  off  the  brushes,  or  by  the  formation  of  a  film  of 
charred  oil.     The  latter  accident  sometimes  occurs  where 
asbestos  is  employed ;  and  is  the  more  annoying  as  it  is  often 
accompanied  with  an  unaccountable  falling-off  in  the  power 
of  the  dynamo,  due  to  an  invisible  short-circuiting  through  a 
charred  carbonaceous  mass  beneath  the  surface.     The  only 
remedy  is  to  remove  the  insulating  material  and  replace  with 
new.     On  this  account  some  experienced  engineers  prefer  to* 
treat  the  collector  with  French  chalk   instead  of  oil.      In 
Hochhausen's  dynamo  the  collector-bars  are  L-shaped,  and 
are  firmly  bolted  to  an  end-plate  of  slate,  leaving  air-gaps 
between  the  bars.     Some  makers  drive  air  from  a  fan  between 
the  separate  collector-bars  to  prevent  dust  lodging  there  and 
to  keep  them  cool.    To  keep  the  collector-bars  from  flying,  it 
is  the  general  practice  to  furnish  them  with  projecting  lugs  at 
the  ends  (see  Figs.  112,  124,  129,  and  148),  so  that  they  can 
be  clamped  between  insulated  rings. 

The  collector  should  never  be  allowed  to  wear  into  ruts  or 
to  run  untrue,  otherwise  there  will  be  an  altogether  unneces- 
sary and  detrimental  amount  of  sparking,  which  will  rapidly 
ruin  the  machine.    Whenever  needed,  the  collector  should  be 
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Figs.  31,  32,  33. 


filed  or  turned  down  until  it  runs  truly.  Sometimes  one  or 
more  of  the  collector-bars  wear  down  flat ;  this  is  usually 
caused  by  a  fault  in  some  one  of  the  armature  coils,  or  by  some 
mechanical  defect  in  the  construction  that  causes  a  periodical 
spark. 

Bruslus, 

The  kind  of  brush  most  frequently  used  for  receiving  the 

currents  from  the  collector,  consists  of  a  quantity  of  straight 

copper  wires  laid  side  by  side, 
soldered  together  at  one  end, 
and  held  in  a  suitable  clamp. 
The  number  of  points  of  con- 
tact secured  by  this  method  is 
advantageous  in  reducing  spark- 
ing. Two  layers  of  wires  are 
often  thus  united  in  a  single 
brush,  as  shown  in  Fig.  31. 

Brushes  are  also  made  of 
broad  strips  of  springy  copper, 
slit  for  a  short  distance  so  as  to 
touch  at  several  points,  Fig.  32. 
Such  are  used  in  the  Brush  and 
Thomson  -  Houston  dynamos. 
This  kind  of  brush  is  usually  set 
tangentially  to  the  surface  of  the 

commutator,  not  sloping  to  it  at  an  angle  as  is  the  case  with 

the  thicker  kinds  of  brushes. 

Edison  used  as  brushes  a  number  of  copper  strips  placed 

edgeways  to  the  collector,  and  soldered  flat  against  one  another 

at  the  end  furthest  from  the  collector.  Fig.  33.     Here,  also,  the 

object  in  view  was  the  subdividing  of  the  spark  at  the  contact 
In  some  of  the  Edison  machines,  a  compound  brush  made 

up  alternately  of  layers  of  wire,  like  Fig.  31,  and  slit  strips  of 

copper,  like  Fig.  32,  has  been  adopted. 

Rotating  brushes  in  the  form  of  metal  disks  have  been 

tried    by    Gramme,   and    others    have    been    suggested    by 

Sir  W.  Thomson  and  Mr.  C.  F.  Varley. 


Different  kinds  of  Brushes. 


Brush'Holders.  (>7^ 

In  those  cases  where,  as  in  alternate-current  machines 
and  in  dynamos  of  the  '•  unipolar  "  type,  a  brush  is  used  to 
obtain  a  sliding  contact  against  an  undivided  collar  or  cylinder, 
it  has  been  suggested  by  Professor  G.  Forbes  to  replace  the 
brush  by  a  slab  of  fine-grained  and  good  conducting  carbon. 

The  brushes  of  the  dynamo  should  be  properly  trimmed 
before  the  machinery  is  set  into  motion.  Neglect  of  this 
simple  point  will  result  in  rapid  deterioration. 

Brush'Iiolders  and  Rockers. 

The   brush-holders  should   be  furnished  with  springs  to 
bring  a  steady  and  even  pressure  to  bear  upon  the  points  of 
contact     Spring  brush-holders  are  shown  in  several  of  the 
figures  of  machines.     If  the  pressure  is  too  light  the  vibra- 
tions of  the  machine  when  running  will  cause  a  jumping  of  the 
brushes  and  consequent  sparking  and  destruction  of  brushes 
and  collector,  and  will  probably  cause  one  or  more  bars  of  the 
collector  to  become  more  worn  away,  and  flattened  at  its  sur- 
face, than  the  others.     If  the  pressure  of  the  brushes  is  too 
heavy  the  collector  will  be  worn  into  ruts,  and  metal  dust  will 
be  thrown  off.     Flimsy  and  rickety  brush-holders  always  give 
trouble.     Brush-holders  in  which  the  pressure  is  applied  longi- 
tudinally, are  preferable  in  those  cases  where  the  brush  is  a  thick 
one  set  at  a  considerable  angle  to  the  surface  of  the  collector. 
The    rockers    which    support  the   brush-holders    should 
admit  of  a  sufficient  angular  displacement  being  given  to  the 
brushes.     Both    rockers  and  brush-holders   should   be  very 
substantial ;  if  they  are  not,  trouble  will  arise  from  vibration 
and  consequent  sparking.     In  many  dynamos   the   arrange- 
ment  and   construction   of   these    parts    is    very   defective. 
Good  mechanical  design  is  here  all-essential ;  but  it  must  be 
combined  with  the  two  essential  electrical  conditions,  (i)  that 
the  brush-holder  shall  be  in  perfect  metallic  contact,  on  the 
one  hand  with  the  brush,  on  the  other  with  the  conducting 
leads ;  (2)  that  all  these  parts,  brush,  brush-holder,  and  leads 
shall  be  perfectly  insulated  from  the  bed-plate,  brackets  and 
bearings  of  the[machine. 
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CHAPTER  IV. 

On  the  Induction  of  Currents  in  Armatures  ani> 
THE  Distribution  of  Potentials  around  the 
Collector. 

In  considering  the  case  of  an  ideal  simple  dynamo,  it  was 
shown  that  the  induction  in  the  rotating  loop  or  coil  was  zero 
at  the  position  where  it  lay  in  the  diameter  of  commutation, 
and  that  the  induction  increased  (as  the  sine  of  the  angle)  to 
its  maximum  value  at  about  90°  (see  Fig.  10,  p.  36).  In  actual 
machines  the  induction  at  different  points  round  the  circle 
depends  on  the  density  of  the  magnetic  lines  of  force  in  the 
gaps  between  the  polar  faces  and  the  armature-core.  In 
every  well-designed  dynamo  it  rises  and  falls  according 
to  a  regular  law  of  fluctuation.     In  fact  Fig.  34,  which  re- 


FiG.  34. 


presents  a  curve  of  sines,  will  serve  to  represent,  by  the  height 
of  the  curve,  the  amount  of  induction  going  on  in  an  armature 
at  every  10°  round  the  circle.  If  there  are,  for  example, 
thirty-six  sections  in  a  ring  armature,  so  that  the  sections 
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are  spaced  out  at  10°  apart,  the  least  active  sections  will  be 
those  at  0°  and  i8o^  whilst  the  most  active  are  those  at  90° 
and  270°.  But  in  all  the  ordinary  "  closed-coil "  armatures, 
the  separate  sections  are  connected  together  so  that  any 
electromotive-force  induced  in  the  first  section  is  added  on  to 
that  induced  in  the  second,  and  that  in  the  third  is  added  to 
these  two,  and  so  on  all  the  way  round  to  the  brush  at  the 
other  side.  The  separate  electromotive-forces  are  added  to- 
gether just  as  are  the  separate  electromotive-forces  of  a 
battery  of  voltaic  cells  united  in  series.  A  ring  of  battery 
cells  united  in  series,  but  having  one-half  the  cells  set  so 

Fig.  35. 


Ring  of  Cells. 


that  the  current  in  them  tends  to  run  the  other  way  round 

the  ring,  forms  a  not  inapt  illustration  of  the  inductions  in  the 

sections  of  a  ring  armature.     If  it  could  be  indicated  that 

those  sections  which  are  at  90°  from  the  brushes  are  much 

more  powerful  in  their  inducing  effect  than  those  that  occupy 

positions  near  the  brushes,  the  analogy  would  be  still  more 

perfect* 

Now,  knowing  how  the  induction  in  individual  coils  or 
sections  rises  and  falls  round  the  ring,  let  us  inquire  what  this 
^U  result  in  when  we  add  up  the  separate  electromotive- 
forces,  so  as  to  find  the  total  effect  We  shall  have  to  add  up 
fte  effects  of  all  the  sections  round,  from  the  negative  brush 
^t  0°  on  one  side,  to  the  positive  brush  at  1 80°  on  the  other 

*  In  Fig.  35  the  middle  cells  of  each  row  are  drawn  larger  to  suggest  this  ; 
^t  nnfortuiiately,  large  cells  do  not  possess  a  higher  electromotive-force  than 
"Ball  ones,  though  they  have  less  resistance  internally. 

F 
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Fig.  36. 


side :  and  the  result  will  be  the  same  la  each  half  of  the  ring 
because  of  symmetry.  Suppose  we  take  the  side  from  ot 
by  90'' to  180°  (on  the  lefl  in  Pigs.  11  and  12).  If  we  loall 
at  the  curve  given  above  (Fig.  34),  we  shall  see  that  as  Ita 
heights  of  the  dotted  lines  represent  the  amount  of  Inductto^ 
the  total  effect  will  be  got  by  adding  up  the  lengths  of  al 
those  from  0°  to  1 80° ;  and  of  course,  the  sum  is  equal  to  til 
sum  of  the  negative  lengths  between  180°  and  360°.  ButM 
may  do  the  thing  in  another  way,  which  beside  giving  us  dH 
final  total,  will  show  us  how  the  sq 
grows  as  each  length  is  successv^ 
added  on.  We  should  find  that  tla 
sum  grew  slowly  at  first,  then  i» 
pidly,  then  slowly  again  as  it  neaid 
its  highest  value.  Thesumofthedi 
fects  would  grow,  in  fact,  in  a  fashkt 
represented  on  a  reduced  scale  q 
the  curve  of  Fig.  36.  This  pn 
cess  of  adding  up  a  continuously!! 
varying  set  of  values  is  calld 
by  mathematicians  int^ratiiig 
Fig.  36  is  got  by  integrating 'thl 
values  of  the  curve  Fig.  34 
the  limits  of  0°  and  180°.  Ni 
in  the  actual  dynamo  this  int« 
tion  is  effected  by  the  very  nature  of  things,  in  conseqi 
of  the  fact  that  each  section  is  united  to  those  on  dl 
side  of  it. 

It  is  possible  to  investigate  by  experiment  both 
effects  :  the  induction  in  the  individual  coils,  and  the  total 
integrated  potential. 

The  electromotive-force  induced  in  a  single  section  as  fe 
passes  any  particular  position,  may  be  examined  by  meaoi  dj 
a  voltmeter  or  potential-galvanometer  in  the  following  wqSi 
Two  small  metal  brushes  are  fixed  to  a  piece  of  wood  at  • 
distance  apart  equal  to  the  width  between  two  consecuth 
bars  of  the  collector.  These  brushes  are  united  by  wires '1 
the  voltmeter  terminals,  so  that  any  difierence  of  potetltb. 
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m  them  will  be  indicated  on  the  dial  of  the  instrument. 

vo  brushes  are  placed  against  the  collector,  as  shown  in 

7,  while  it  rotates ;  and  as  they  can  be  applied  at  any 

they  will  give  on  the  voltmeter  an  indication  which 

res  the   amount  of  electro* 

s-force  in  that  section  of  the  Fig.  37. 

ure  which  is  passing  through 

uticular  position  in  the  field 

ponding   to  the   position  of 

•ntact&   This  method  was  de- 

independently  by  the  author 

y  Dr.  Isenbeck.    The  author 

,  in  the  case  of  a  small  Sie- 

d3mamo  which  he  examined,     ,, 

L     j-fl"  r  •  1  •  Method  of  Kxperimenting 

he  difference  of  potential  m-      at  Collector  of  Dynamo. 

d  was  almost  nil  at  the  sec- 
dose  to  the  proper  brushes  of  the  machine,  and  was  a 
num  about  half-way  between.  In  fact,  the  difference  of 
^als  rose  most  markedly  at  90°  from  the  usual  brushes, 
cisely  in  the  region  where,  as  seen  in  Fig.  35,  the  induc- 
s  theoretically  at  its  highest  point,  and  where,  as  seen  in 
6,  the  slope  of  the  curve  of  total  potential  is  greatest. 
Her  the  experiment  above  detailed,  the  author  experi- 
d  on  his  Siemens  dynamo  in  another  way.  The 
ne  was  dismounted,  and  its  field  magnets  separately 
d.  Two  consecutive  bars  of  the  collector  were  then 
cted  with  a  reflecting  galvanometer  having  a  moderately 

and  slow-moving  needle.  A  small  lever  clamped  to 
)Uector  allowed  the  armature  to  be  rotated  by  hand 
^  successive  angles  equal  to  10°,  there  being  thirty- 
is  to  the  collector.  The  deflexions  obtained,  of  course 
ircd  the  intensity  of  the  inductive  effect  at  each  position. 
esult  confirmed  those  obtained  by  the  method  of  the 
ire  brushes. 
le  rise  of   the  totalised   {i.e.  "integrated")  potential 

the  armature  can  be  measured  experimentally  by  a 
lA  first  sug^^ted  by  Mr.  Mordey,  and  also  involving  the 
f  a  voltmeter.        . 

F  2 
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In  a  well-arranged  dynamo  of  the  first  class,  if  one 
measures  the  difference  of  potential  between  the  negative 
brush  and  the  successive  bars  of  the  collector,  one  finds  that 
the  potential  increases  regularly  all  the  way  round  the  col- 
lecting cylinder,  in  both  directions,  becoming  a  maximum  at 
the  opposite  side  where  the  positive  brush  is. 

Mr.  W.  M.  Mordey,  who  first  drew  the  author's  attention 
to  the  fact  that  this  distribution  was  irregular  in  badly  de- 
signed machines,  had  devised  the  following  method  of  ob- 
serving it.  One  terminal  of  a  voltmeter  was  connected  to 
one  of  the  brushes  of  the  dynamo,  and  the  other  terminal  was 
joined  by  a  wire  to  a  small  metallic  brush  or  spring,  which 
could  be  pressed  against  the  rotating  collector  at  any  desired 
part  of  its  circumference.  The  author  then  made  the  sugges- 
tion that  these  indications  might  with  advantage  be  plotted 
out  round  a  circle  corresponding  to  the  circumference  of  the 
collector.     Figs.  38  and  39,  which  are  reproduced   from  his 


Fig.  38. 


Fig.  39. 


Horizontal  Diagram  of  Potentials  at 
.  Collector  of  Gramme  Dynamo. 


Cantor  Lectures,  serve  to  show  how 

Diagram   of   Potential    ^^  potential  in  a  good  Gramme  ma- 
ROUND  the  Collector  ^  r  •      t 

of  Gramme  Dynamo.        chine  rises  gradually  from  its  lowest 

to  its  highest  value. 
It  will  be  seen  that,  taking  the  negative  brush  as  the 
lowest  point  of  the  circle,  the  potential  rises  perfectly  regu- 
larly to  a  maximum  at  the  positive  brush.  The  same  values 
as  are  plotted  round  the  circle  in  Fig.  38  are  plotted  out 
as  vertical  ordinates  upon  the  level  line  in  Fig.  39,  which  is 
nothing  else  than  Fig.  36  completed  for  both  halves  of  the 
collector.  Fig.  36  is,  however,  a  theoretical  diagram  of  what 
the  distribution  ought  to  be,  whilst  Fig.  39  is  an  actual  record 
taken  from  an  "  A  "  Gramme.    If  the  magnetic  field  in  which 
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the  armature  rotated  were  uniform,  this  curve  would  be  a  true 
**  sinusoid,"  or  curve  of  sines  ;  and  the  steepness  of  the  slope 
of  the  curve  at  different  points  will  enable  us  to  judge  of 
the  relative  idleness  or  activity  of  coils  in  different  parts  of 
the  field.  The  points  marked  +  and  —  are  close  to  the  points 
of  least  sparking,  or  neutral  points. 

The  rise  of  potential  is  not  equal  between  each  pair  of  bars, 

otherwise  the  curve  would  consist  merely  of  two  oblique 

strsught  lines,  sloping  right  and  left  from  the  neutral  point 

On  the  contrary,  there  is  very  little  difference  of  potential 

between  the  collector-bars  immediately  adjoining  either  of 

the   neutral    points.      The  greatest  difference  of   potential 

occurs  where  the  curve  is  steepest,  at  a  position  nearly  90° 

from  the  brushes,  in  fact,  at  that  part  of  the  circumference  of 

the  collector  which  is  in  connection  with  the  coils  that  are 

passing  through  the  position  of  best  action.     Were  the  field 

perfectly  uniform,  the  number  of  lines  of  force  that  pass 

through  a  coil  ought  to  be  proportional  to  the  sine  of  the  angle 

which  the  plane  of  that  coil  makes  with  the  resultant  direction 

of  the  lines  of  force  in  the  field,  and  the  rate  of  cutting  the 

lines  of  force  should  be  proportional  to  the  cosine  of  this 

angle.     Now  the  cosine  is  a  maximum  when  this  angle  =  o*^ ; 

hence,  when  the  coil  is  parallel  to  the  lines  of  force,  or  at  90® 

from  the  brushes,  the  rate  of  increase  of  potential  should  be 

at  its  greatest — as  is  very  nearly  realised  in  the  diagram  of 

F^.  39,  which,  indeed,  is  very  nearly  a  true  **  sinusoidal " 

curve.     Such  curves,  plotted  out  from  measurements  of  the 

(Ustribution  of  potential  at  the  collector,  show  not  only  where 

to  place  the  brushes  to  get  the  best  effect,  but  enable  us  to 

judge  of  the  relative  "  idleness "  or  "  activity "  of  coils   in 

different  parts  of  the  field,  and  to  gauge  the  actual  intensity 

of  different  parts  of  the  field  while  the  machine  is  running.    If 

the  brushes  are  badly  set,  or  if  the  pole-pieces  are  not  judi- 

dously  shaped,  the  rise  of  potential  will  be  irregular,  and 

there  will   be  maxima  and   minima  of  potential  at  other 

points.    An  actual  diagram,  taken  from  a  dynamo  in  which 

these  arrangements  were  faulty,  is  shown   in  Fig.  40,  and 

again  is  plotted  horizontally  in  Fig.  41  ;  from  which  it  will 
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be  seen,  not  only  that  the  rise  of  potential  was  irregular,  but 
that  one  part  of  the  collector  was  more  positive  than  the  posi- 
tive brush,  and  another  part  more  negative  than  the  negative. 
The  brushes,  therefore,  were  not  getting  their  proper  dif- 
ference of  potential ;  and  in   part  of  the  coils,  the  currents 


Fig.  40. 


Fig.  41. 


Diagram  of  Potential 
round  the  collector 
OF  A  Badly-arranged 
Dynamo. 


Horizontal  Diagram  of  Potentials  at 
Collector  of  Faulty  Dynamo. 


were  actually  being  forced  against  an 
opposing  electromotive-force. 

This  method  of  plotting  the  dis- 
tribution of  potential  round  the  collec- 
tor has  proved  very  useful  in  practice, 
and  elucidates  various  puzzling  and  anomalous  results  found 
by  experimenters  who  have  not  known  how  to  explain  them. 
In  a  badly  arranged  dynamo,  such  as  that  giving  a  diagram 
like  Fig.  40,  a  second  pair  of  brushes,  applied  at  the  points 
showing  maximum  and  minimum  potential,  could  draw  a  good 
current  without  interfering  greatly  with  the  current  flowing 
through  the  existing  brushes  ! 

Curves  similar  to  those  given  can  be  obtained  from  the 
collectors  of  any  dynamo  of  the  first  class — Gramme,  Siemens, 
Edison,  &c.  —  saving  from  the  open-coil  machines,  which 
having  no  such  collector,  give  diagrams  of  quite  a  different 
kind.  It  is,  of  course,  not  needful  in  taking  such  diagrams 
that  the  actual  brushes  of  the  machine  should  be  in  place, 
or  that  there  should  be  any  circuit  between  them,  though  in 
such  cases  the  field-magnets  must  be  separately  excited.  It 
should  also  be  remembered  that  the  presence  of  brushes, 
drawing  a  current  at  any  point  of  the  collector,  will  alter 
the  distribution  of  potential  in  the  collector  ;  and  the  manner 
and  amount  of  such  alteration  will  depend  on  the  position 
of  the  brushes,  and  the  resistance  of  the  circuit  between  them. 
The  suggestion  has  several  times  been  made  to  regulate 
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fte  available  electromotive-force  of  a  dynamo  by'shifting  the 
brushes  forward  beyond  the  neutral  point  Of  course  any 
desired  fraction  of  the  whole  electromotive-force  can  thus  be 
taken,  but  there  is  generally  much  sparking  at  brushes  applied 
at  any  other  point  than  the  neutral  point 

One  immediate  result  of  Mr.  Mordey's  observations  on  the 
distribution  of  potential,  and  of  the  author's  method  of  mapping 
it,  may  be  recorded.  The  author  pointed  out  to  Mr.  Mordey 
that  in  a  dynamo  where  the  distribution  was  faulty,  and  where 
the  curves  of  total  potential  showed  irregularities,  the  fault 
was  due  to  irregularities  in  the  induction  at  different  parts  of 
the  field ;  and  that  the  remedy  must  be  sought  in  changing 
the  distribution  of  the  lines  of  force  in  the  field  by  altering  the 
shape  of  the  pole-pieces.  The  author  was  able  after  the  lapse 
of  fifteen  months,  to  congratulate  Mr.  Mordey  on  the  entire 
and  complete  success  with  which  he  had  followed  out  these 
suggestions.  He  entirely  cured  the  Schuckert  machine  of  its 
vice  of  sparking.  The  typical  bad  diagram  given  in  Fig.  40, 
was  taken  from  a  Schuckert  machine  before  it  received 
from  his  hands  the  modifications  which  have  been  signally 
successful,  and  which  are  detailed  in  Chapter  VII. 

These  methods  have  been  dwelt  on  at  some  length  here 
because  of  their  great  usefulness  when  applied  to  dynamos  in 
which  any  such  defect  appears.  They  are  also  very  closely 
related  to  the  researches  of  Dr.  August  Isenbeck,  which  next 
claim  attention. 

Dr.  Isenbeck  described,  in  the  Elektrotechnische  Zeitschrift 
for  August  1883,  a  beautiful  little  apparatus  for  investigating 
the  induction  in"  the  coils  of  a  Gramme  ring,  and  for  examin- 
ing the  influence  exerted  by  pole-pieces  of  different  form  upon 
these  actions. 

Isenbeck's  apparatus  (Fig.  42)  consists  of  a  circular  frame 
of  wood  placed  between  the  poles  of  two  small  bar  magnets  of 
steel,  each  25  centimetres  long,  lying  25  centimetres  apart. 
On  the  frame,  which  is  pivoted  at  the  centre,  is  carried  a  ring  of 
wood  or  iron,  upon  which  is  placed  at  one  point  a  small  coil  of 
fine  wire.  This  corresponds  to  a  single  section  of  the  coils 
of  a  Pacinotti  or  of  a  Gramme  ring,  of  which  the  ring  of  wood 
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or  iron  constitutes  the  core.  The  coil  can  be  adjusted  to  any- 
desired  position  on  the  ring,  and  the  ends  communicate  with  a 
galvanometer.  On  vibrating  it  isochronously  with  the  swing 
of  the  needle  of  the  galvanometer,  the  latter  is  set  in  motion 
by  the  induced  currents,  and  the  deflection  which  results  shows 
the  relative  amount  of  induction  going  on  in  the  particular 
part  of  the  field  where  the  coil  is  situated.  The  vibrations  of 
the  frame  are  limited  by  stops  to  an  angle  of  7°  5'.  Pole- 
pieces  of  soft  iron,  bent  into  arcs  of  about  160°,  so  as  to 
embrace  the  ring  on  both  sides,  but  not  quite  meeting,  were 
constructed  to  fit  upon  the  poles  of  the  magnets.  In  some  of 
the  experiments  a  disk  of  iron  was  placed  internally  within  the 
ring ;  and  in  some  other  experiments  a  magnet  was  placed 
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inside  the  ring,  with  its  poles  set  so  as  either  to  reinforce  or 
to  oppose  the  action  of  the  two  external  poles.  In  Dr. 
Isenbeck's  hands  this  apparatus  yielded  some  remarkable 
results.  Using  a  wooden  ring,  and  poles  destitute  of  polar 
expansions,  he  observed  a  very  remarkable  inversion  in  the 
inductive  action  to  take  place  at  about  25°  from  the  position 
nearest  the  poles. 

Fig.  42  is  a  sketch  of  the  main  parts  of  Isenbeck's  instru- 
ment,  and  shows  the  small  coil  mounted  on  the  wooden  ring, 
and  capable  of  being  vibrated  to  and  fro  between  stops. 
When  vibrated  at  0°,  or  in  a  position  on  the  diametral  line  at 
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right  angles  to  the  polar  diameter,  there  is  no  induction  in  the 
coil ;  but  as  the  coil  is  moved  into  successive  positions  round 
the  ring  towards  the  poles,  and  vibrated  there,  the  induction  is 
observed  first  to  increase,  then  die  away,  then  beg^n  again  in 
a  very  powerful  way,  as  it  nears  the  pole,  where  the  rate  of 
cuttmg  the  lines  of  force  is  a  maximum.  This  powerful  indue* 
ticMi  near  the  poles  is,  however,  confined  to  the  narrow  region 
within  about  12°  on  each  side  of  the  pole.  It  is  beyond  these 
points  that  the  false  inductions  occur,  giving  rise  in  the  coil,  as 
it  passes  through  the  regions  beyond  the  12°  to  electromotive- 
forces  opposing  those  which  are  generated  in  the  regions  which 
are  close  to  the  poles. 

These  inverse  inductions  were  found  by  Isenbeck  to  be 
even  worse  when  an  iron  disk,  or  an  internal  opposing  magnet, 
was  placed  within  the  ring ;  but  a  reinforcing  magnet  slightly 
improved  matters.  Of  course  such  an  action  in  a  Gramme 
armature  going  on  in  all  the  coils,  except  in  those  within  12°" 
of  the  central  line  of  the  poles,  would  be  most  disastrous  to 
the  working  of  the  machine ;  and  the  rise  of  potential  round 
the  collector  would  be  anything  but  regular.  In  Fig.  43  I 
have  copied  out  Isenbeck's  curve  of  induction  for  the  conse- 
cutive four  quadrants.  From  0°  to  90°  the  exploring  coil  is 
supposed  to  be  vibrated  in  successive  positions  from  the  place 
where,  in  the  actual  dynamo,  the  negative  brush  would  be^ 
round  to  a  point  opposite  the  S.  pole  of  the  pointed  field 
magnet  From  90°  to  180°  it  is  passing  round  to  the  positive 
brush ;  from  180°  to  270°  it  passes  to  a  point  opposite  the  N. 
pole ;  and  from  270®  to  360°  returns  to  the  negative  brush. 
Now,  since  the  height  of  this  curve,  at  any  point,  measures  the 
induction  going  on  in  a  typical  section  as  it  moves  through 
the  corresponding  region  of  the  field,  and  since  in  the  actual 
Pacinotti  or  Gramme  ring  the  sections  are  connected  all  the 
way  round  the  ring,  it  follows  that  the  actual  potential  at  any 
point  in  the  series  of  sections  will  be  got  by  adding  up  the 
total  induced  electromotive-force  up  to  that  point.  In  other 
words,  we  must  integrate  the  curve  to  obtain  the  corresponding 
curve  of  potential,  corresponding  with  the  actual  state  of  things 
round  the  collector  of  the  machine.  Fig.  44  gives  the  curve 
as  integrated  expressly  for  me  from  Fig.  43  by  the  aid  of  the 


74 


Dynamo-electric  Machinery. 


very  ingenious  curve  integrator  of  Mr.  C.  Vernon  Boys.  The 
height  of  the  ordinate  of  this  second  curve  at  any  point  is  pro- 
portional to  the  total  area  enclosed  under  the  first  curve  up  to 
the  corresponding  point  Thus  the  height  at  90°  in  the  second 
curve  is  proportional  to  the  total  area  up  to  90*^  below  the  first 


Fig.  43. 


Fig.  44. 


curve.  And  it  will  be  noticed  that  though  the  induction  (first 
curve,  Fig.  43)  decreases  after  90°,  and  falls  to  zero  at  about 
102°  the  sum  of  the  potentials  (second  curve,  Fig.  44)  goes  on 
increasing  up  to  102°,  where  it  is  a  maximum,  and  after  that 
falls  off,  because,  as  the  first  curve  shows,  there  is  from  that 
point  onwards  till  180°  an  opposing  false  induction.     If  this 
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potential  cur\^e  were  actually  observed  on  any  dynamo,  wc 
alight  be  sure  that  we  could  get  a  higher  clectromotivc-force 
by  moving  the  brush  from  180°  to  102^,  or  to  258*^,  where  the 
potential  is  higher.  Any  dynamo  in  which  the  curve  of 
potentials  at  the  commutator  presented  such  irregularities 
as  Fig.  44  would  be  a  very  inefficient  machine,  and  would 
probably  spark  excessively  at  the  collector.  It  is  evident  that 
the  induction  in  some  of  the  coils  is  opposing  that  in  some  of 
the  adjacent  coils. 

Two  questions  naturally  arise — Why  should  such  detri- 
mental inductions  arise  in  the  ring ;  and  how  can  they  be 
obviated  ?    The  researches  of  Dr.  Iscnbeck  supply  the  answer 
to  both  points.     Dr.  Isenbeck  has  calculated  from  the  laws  of 
magnetic  potential  the  number  of  lines  of  force  that  will  be 
cut  at  the  various  points  of  the  path  of  the  ring.     lie  finds 
that  the  complicated  mathematical  expression  for  this  case 
when  examined,  shows  negative  values  for  angles  between  12^ 
t     and  90^     The  curves  of  values  that  satisfy  his  equations  have 
minima  exactly   in    those    regions    where  his   experiments 
revealed  them.     This  is  very  satisfactory  as  far  as  it  goes. 
But  we  may  deduce  a  precisely  similar  conclusion  in  a  much 
simpler  manner,  from  considering  the  form  and  distribution  of 
the  lines  of  magnetic  force  in  the  field.     These  arc  shown  in 
Fig.  45,  together  with  the  exploring  coil  situated  as  in  Fig.  42 
(p.  72).    A  simple  inspection  of  the  figure  will  show  that  at  o'' 
^certain  number  of  lines  of  force  would  thread  themselves 
through  the  exploring  coil.     As  the  coil  moved  round  towards 
the  S.  pole,  the  number  would   increase  at  first,  then  become 
I     for  an  instant  stationary,  with  neither  increase  nor  decrease  ; 
i    ^fter  that  a  very  rapid  decrease  would  set  in,  which,  as  the  coil 
f     passed  the  90°  point,  would  result  in  there  being  no  lines  of 
I     force  through  the  coil.     But  at  the  very  same  instant  the  lines 
-{     offeree  would  begin  to  crowd  in  on  the  other  side  of  the  coil 
.:  {     and  the  number  so  threaded  through  negatively,  would  increase 
^\     until  the  coil  turned  round  to  about  the  position  marked  T, 
:{     vhere  the  lines  of  force  are  nearly  tangential  to  its  path,  and 
:i     here  the  inversion  would   occur,   because,   from   that   point 
■j     <«iwards  to  180",  the  number  of  lines  of  force  threaded  through 
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the  coil  would  decrease.    We  see,  then,  that  such  ini 
in  the  induction  must  occur  of  necessity  to  a  small  coil 
tating  in  a  magnetic  field  in  which  the  lines  of  force 
distributed    in    the    curved    directions,    and  with     unequal 
density.     The  remedy  is  obvious  ;  either  arrange  a  fielt^  ' 
Fio.  45. 


which  the  lines  of  force  are  more  equally  distributed,  and 
straightcr,  or  else  use  a  coil  of  larger  aperture.      Another 
remedy  is  to   abandon  the  ring  armature  and  use  a  di 
armature  which  gives  no  inversions. 

If  an  iron  core  be  substituted  for  the  wooden  core, 
useful  induction  is  greater,  and  the  false  induction  less;  there 
is  still  an  inversion,  but  it  takes  place  at  about  25°  from 
pole,  and  is  quite  trifling  in  amount.  The  introduction  of  iraa  i 
pole-pieces  extending  in  two  nearly  semicircular  arcs  fionJ 
the  magnets  on  either  side  has,  if  the  wooden  ring  be  still  leqiC  1 
as  a  core,  the  effect  of  completely  changing  the  induction,  ••  \ 
that  the  curve,  instead  of  showing  a  maximum  at  90^  fiocB '^ 
starting,  shows  one  at  about  10°,  and  another  at  170'.  This  i* 
given  in  Fig.  46. 

The  integrated  curve  of  potential  given  in  Fig.  47  is  curions  ' 
there  arc  no  reversals  ;  but  the  potentials  rise  and  fall  so  vtX^ 
suddenly  on  cither  side  of  the  0°  and  180°  points  that  aoy 
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small  displacement  of  the  brushes  might  produce  disastrous 
inversions. 

If,  however,  we  make  the  double  improvement  of  using  the 
iron  pole-pieces  and  the  iron  core  at  the  same  time,  the  effect 
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is  at  once  changed.  There  are  no  longer  any  inversions, 
though  the  induction  still  shows  some  peculiarity.  Fig.  48 
shows  the  curve  of  induction  adapted  from  Dr.  Isenbeck's 
paper,  and  Fig.  49  the  curve  of  potential  which  I  have  had 
integrated  from  it  Looking  at  Fig.  48,  we  see  that  on  starting 
from  o**,  induction  soon  mounts  up,  and  becomes  a  maximum  at 
about  20°,  where  the  coil  is  getting  well  opposite  the  end  of 
the  encircling  pole-piece.  From  this  point  on,  though  the 
induction  is  somewhat  less,  it  still  has  a  high  value,  showing  a 
slight  momentary  increase  as  the  coil  passes  the  pole  at  90% 
and  there  is  another  maximum  at  about  160%  as  the  coil  passes 
the  other  end  of  the  pole-piece.  My  integrated  curve  (Fig.  49) 
tells  us  what  would  go  on  at  the  collectors  if  this  were  the  action 
in  the  connected  set  of  coils  of  a  Pacinotti  or  Gramme  ring. 
The  potential  rises  from  0°  all  the  way  to  close  upon  iSo^ 
Still  this  is  not  perfect  In  the  perfect  case  the  potential  curve 
would  rise  in  a  perfect  harmonic  wave  form,  like  that  shown  in 
Fig.  36  (p.  66).     Fig.  49  departs  widely  from  this,  for  it  is 


78 


Dynanuhclectric  Machinery. 


convex  from  o**  to  90°  and  concave  between  90®  and  li 
But  there  are  no  inversions.  The  cause  of  the  improvemen' 
easily  told  :  the  field — such  as  there  is  between  the  pole-pi« 
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Fig.  49. 
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the  core — is  **  straighter,"  and  the  density  of  the  lines  of 
e  in  it  more  uniform.  I  proved  this  experimentally  in  1 87S, 
:he  simple  process  of  examining  the  lines  of  force  in  such  a 
I  by  means  of  iron  filings  ;  the  actual  filings,  secured  in 
r  places  upon  a  sheet  of  gummed  glass,  were  sent  to  the 
M.  Alfred  Niaudet,  who  had  requested  mc  to  examine 
matter  for  him.  Fig,  50  shows  the  actual  lines  of  force 
veen  the  encircling  pole-piece  and  the  iron  ring.     It  will 
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een  that,  though  nearly  straight  in  the  narrow  intervening 
on,  they  are  not  equally  distributed,  being  slightly  denser 
osite  the  ends  of  the  pole-pieces.  One  other  case  examined 
Dr.  Isenbeck  we  will  glance  at.  The  cfTect  of  introducing 
lin  the  ring  an  interior  magnet,  having  its  S,  pole  ojjposite 

external  S.  pole,  and  its  N.  pole  opposite  the  external  N. 
t,  was  found  to  assist  the  action.  The  induction  curve 
^presented  in  Fig.  51.  As  will  be  seen,  there  are  two 
xima  at  points  a  little  beyond  the  end  of  the  polc-picces,  as 
are  ;  but  in  between  them  there  is  a  stiil  higher  maximum, 
it  between  the  poles.    This  case  also  has  been  integrated 

Mr.  Boys'  machine,  and  shows  the  potential  curve  of 
.  52.    This  curve  is  a  still  nearer  approach  to  the  harmonic 
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wave  form,  being  concave  from  o°  to  90"^,  and  convex  from  90® 
to  i8o^ 

I  pass  from  Dr.  Isenbeck's  researches,  and  the  integrated 
curves  of  potential  which  I  have  deduced  from  them,  to  some 
further  researches  of  my  own,  which  were  undertaken  with 
the  view  of  throwing  some  light  on  the  question  whether  the 
Pacinotti  form  of  armature,  with  protruding  iron  teeth,  or  the 
Gramme  form,  in  which  the  iron  core  is  entirely  over-wound  with 
we,  is  the  better.  It  has  been  assumed,  without,  so  far  as  I  am 
aware,  any  reason  having  been  assigned,  that  the  Gramme 
ring  was  an  improvement  on  that  of  Pacinotti.  Pacinotti's 
was  of  solid  iron,  with  teeth  which  projected  both  outwards 
and  inwards,  having  the  coils  wound  between.  Gramme's  was 
made  "  either  out  of  one  piece  of  iron,  or  of  a  bundle  of  iron 
wires,"  and  had  the  coils  wound  "  round  the  entire  surface." 
Now  the  question  whether  the  Gramme  construction  is  better 
than  the  Pacinotti  or  not,  can  readily  be  tested  by  experiment ; 
and  experiment  alone  can  determine  whether  it  is  better  to  keep 
a  thickness  of  wire  always  between  pole-pieces  and  the  core,  or 
to  intensify  the  field  by  giving  to  the  lines  of  force  the  powerful 
reinforcement  of  protruding  teeth  of  iron.  The  apparatus  I 
constructed  for  determining  this  point  is  sketched  in  Fig.  53. 

First,  there  are  a  couple  of  magnets  set  in  a  frame  so  as  to 
give  us  a  magnetic  field,  and  there  are  pole-pieces  that  can  be 
removed  at  will ;  in  fact,  there  are  three  sets  of  pole-pieces 
for  experimenting  with  different  forms.  Between  the  poles 
^s  set  an  axis  of  brass,  upon  which  the  armatures  can  be 
slid.  These  armatures  are  three  in  number.  One  is  shown 
'"  Figs.  54  and  55,  and  consists  of  two  coils  of  fine  wire 
^vound  upon  a  wooden  ring ;  another  armature  is  exactly  like 
this,  but  is  built  up  on  a  ring  of  iron  wire ;  a  third  (shown  in 
'^  place  in  Fig.  53)  is  constructed  upon  a  toothed  ring  made 
^Pof  a  number  of  plates  of  ferrotype  iron  cut  out  and  placed 
"^t  upon  one  another.  On  each  of  the  armatures  are  wound 
^0  coils  at  opposite  ends  of  a  diameter.  The  coils  contain 
precisely  equal  lengths  of  silk-covered  copper  wire,  cut  from 
one  piece.  The  cross-section  of  the  core  within  each  of  these 
coils  is  in  each  case  a  square  of  i  centimetre  in  the  side,  so 
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that  the  number  of  turns  in  each  coil  is  as  nearly  equal  j 
possible.     I  can  slip  any  one  of  these  armatures  into  the  fid 

F"=.  S3. 


Apparatus  fok  investigatihg  Induction  op  AKtuTUKB& 


EXPIXIUIHTAL  AKKATUM. 


Induction  of  Armature. 


83 


and  connect  it  with  a  galvanometer.  There  is  a  lever  handle 
screwed  to  the  armature,  by  means  of  which  it  can  be  moved. 
I  have  used  two  methods  of  proceeding  in  order  to  compare 
the  coils.  One  of  these  methods  is  to  turn  the  armature 
suddenly  through  a  quarter  of  a  revolution,  so  that  the  coils 
advance  from  c?  to  90°,  when  the  "  throw  "  of  the  needle  of  the 
galvanometer — which  is  a  slow-beat  one — gives  me  a  measure 
of  the  total  amount  of  induction  in  the  armature.  The  results 
are  as  follows : — 


Gkamhk. 


Wooden  Ring. 


Grammb. 


Iron  Ring. 


24 


Pacinotti. 


Iron  Toothed  Ring. 
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My  second  method  of  using  these  armatures  consists  in 

jerking  the  coils  through  a  distance  equal  to  their  own  thickness, 

the  coils  being  successively  placed  at  different  positions  in  the 

field,  the  throw  of  the  galvanometer  being  observed  as  before. 

Each  of  the  coils  occupies  as  nearly  as  possible  1 5°  of  angular 

breadth.     Accordingly,  I  have   two  stops  set,  limiting  the 

motion  of  the  handle  to  that  amount,  and  at  the  back  there  is 

a  graduated  circle  enabling  me  to  set  the  armature  with  the 

coils   in  any  desired  position.     If  we  move  the  coils  by  six 

such  jerks,  through  their  own  angular  breadth  each  time,  then, 

starting  at  0°,  the  sixth  jerk  will  bring  us  to  90^     The  three 

curves  thus  obtained  are  plotted  out  in   Fig.  56,  and  the 

corresponding  numbers  are  given  in  the  following  table : — 


0P-I5O 

Grammb. 

Grammb. 

Pacinotti. 

Wooden  Ring. 

Iron  Ring. 

Iron  Toothed  Ring. 
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These  figures  leave  no  doubt  as  to  the  question  aj 
The  Gramme  pattern  of  ring  armature,  so  far  from  \» 
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improvement  on  the  Pacinotti,  is  theoretically  a  retn 
step ;  always  supposing  that  the  cost  of  construction,  U 
to  heating,  and  other  kindred  matters  be  equal  for  the  t 

In  practice,  however,  there  are  two  objections  to  tl 
of  the  toothed  armature.  The  6rst  is  that  the  prese 
these  discontinuous  projections  causes  heating  in  the 
pieces  of  the  field  magnets.  The  second  is  that  when 
are  projecting  teeth  it  is  less  easy  to  secure  durable  inst 
for  the  armature  coils  than  when  no  such  teeth  projecL 

It  ought  not  to  be  omitted  that  induction>cuTves 
similar  to  those  of  Isenbeck,  were  obtained  in  [8; 
M.  J.  M.  Gaugain  in  an  investigation  into  the  act 
the  Gramme  ring ;  an  exploring  coil  being  displaced  tb 
angles  of  io°.  Gaugain's  work  was  published  in  the  A 
de  Chimie  et  de  Physique,  March  1873. 


Reactions  in  Armature.  85 


CHAPTER  V. 
Reactions  in  the  Armature  and  Magnetic  Field. 

When  a  dynamo  is  running,  a  set  of  entirely  new  phe- 
nomena arises  in  consequence  of  the  magnetic  and  electric 
reactions  set  up  between  the  armature  and  the  field-magnets, 
and  between  the  separate  sections  of  the  armature  coils. 
These  reactions  manifest  themselves  by  the  "  lead "  which  it 
is  found  necessary  to  give  to  the  brushes,  by  sparking  at  the 
brushes,  by  variations  of  the  lead  and  of  the  sparking  when 
the  speed  or  the  number  of  lamps  is  altered,  by  heating  of 
annature  cores  and  coils,  by  heating  of  the  pole-pieces  of 
the  field  magnets,  and  by  a  discrepancy  between  the  quantity 
of  mechanical  horse-power  imparted  to  the  shaft  and  the 
electric  horse-power  evolved  in  the  electric  circuit  The 
nature  of  these  reactions  demands  careful  attention. 

Obliquity  of  Resultant  Magnetisation, — We  have  seen  (p.  65 
^d  Fig.  35)  that  any  closed-coil  armature  may  be  regarded 
as  acting  like  a  double  voltaic  battery,  the  two  sets  of  coils 
acting  like  two  rows  of  cells  united  "  in  parallel."  We  have 
now  to  show  that  a  ring  armature  may  be  regarded  also  as 
a  double  magnet.  Suppose  a  semi-ring  of  iron  to  be  sur- 
rounded, as  in  Fig.  57,  by  a  coil  carrying  a  current,  it  will 
become,  as  every  one  knows,  a  magnet  having  a  N.  pole  at  one 
end,  and  a  S.  pole  at  the  other.  If  a  complete  ring  be  simi- 
larly over-wound,  but  with  an  endless  winding,  and  if  then 
dcctric  currents  from  a  battery  or  other  source  are  introduced 
into  this  coil  at  one  point,  flowing  round  the  two  halves  of 
the  ring  to  a  point  at  the  other  side,  and  then  leave  the  coil 
by  an  appropriate  conductor,  each  half  of  the  ring  will  be 
Qiagnetised.  There  will  be,  if  the  currents  circulate  as  re- 
presented by  the  arrows  in  Fig.  58,  a  double  S   pole  at  the 
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point  where  the  currents  enter,  and  a  double  N.  pole  at  the 
place  where  the  currents  leave.  The  currents  circulating  in  a 
Gramme  ring,  will  therefore  tend  to  magnetise  the  ring  in  this 

FiQ.  57. 


fashion.  Let  us  see  how  such  a  magnetisation  is  distributed 
inside  the  iron  itself.  Fig,  59  shows  the  general  course  of  the 
magnetic  lines  of  force  as  they  run  through  the  iron ;  where 


Fig.  58. 


Fig.  59- 


they  emei^e  into  the  air  are  the  effective  poles  of  the  ring 
regarded  as  a  magnet.  Fig.  59  should  be  very  carefully 
compared  with  Fig,  58.  It  will  be  noticed  that  though  the 
majority  of  the  lines  of  force  pass  externally  into  the  air  at 
the  outer  circumference,  a  few  of  the  lines  of  force  find  their 
way  across  the  interior  of  the  ring,  from  its  N.  to  its  S. 
pole.  This  part  of  the  magnetic  field  would  in  an  actual 
dynamo  be  deleterious  if  the  number  of  lines  of  force  were 
not  so  few. 
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Now  turn  back  to  Fig.  50,  p.  79,  and  observe  the  way  in 
which  the  field-magnets  tend  to  magnetise  the  ring  when  it  is 
standing  still,  or  at  least  when  there  is  no  current  circulating 
in  the  armature  coils.  It  is  evident  that  when  the  dynamo  is 
at  work,  if  the  brushes  were  set  on  a  diameter  at  right  angles 
to  the  line  joining  the  poles,  the  ring  will  be  subjected  to  two 
magnetising  forces  at  once :  the  field  magnets  tending  to 
magnetise  it  as  in  Fig.  50,  the  armature  current  tending  to 
magnetise  it  as  in  Fig.  59.  In  consequence,  the  magnetisation 
which  results  is  an  oblique  one,  the  lines  of  force  in  the  field 
between  the  armature  and  the  field-magnet  being  twisted 
round.  But  if  the  magnetic  field  is  itself  twisted  round,  the 
brushes  must  be  correspondingly  shifted,  or  else  commutation 
will  not  take  place  at  the  moment  when  the  number  of  lines 
of  force  is  a  maximum.  This  first  reaction  of  the  armature 
currents  on  the  magnetisation  of  the  ring,  and  on  the  magnetic 
lines  of  the  field,  shows  that  there  ought  to  be  in  consequence 
a  certain  lead  given  to  the  brushes ;  and  that  the  lead  will 
be  greater  as  the  armature  currents  are  g^reater. 

Neutral  Points, — From  the  earliest  time  that  dynamos 
have  been  used,  engineers  have  found  that,  in  order  that  the 
sparking  may  be  a  minimum,  the  brushes  must  be  placed 
in  certain  positions,  to  be  found  by  trial,  called  the  neutral 
points.  In  ordinary  two-pole  dynamos  the  two  neutral  points 
lie  at  opposite  ends  of  a  diameter,  which  diameter  is 
therefore  called  the  neutral  line  or  diameter  of  commutation. 
Experiment  shows  that  in  almost  every  case  the  neutral 
line  is  not  exactly  at  right  angles  to  the  line  joining 
the  middles  of  the  two  pole-pieces,  but  lies  obliquely  across, 
being  (in  a  generator)  shifted  round  a  few  degrees  in  the 
direction  of  rotation.  It  was  further  found  that  in  many 
machines  the  exact  position  of  the  neutral  point  was  different 
according  to  the  work  that  the  dynamo  was  doing.  If  the 
brushes  were  set  so  as  not  to  spark  when  a  certain  number  of 
lamps  were  alight,  then  if  the  load  of  lamps  was  altered  the 
machine  sparked  unless  the  brushes  were  adjusted  to  the 
corresponding  neutral  points.  Hence  arose  the  practice  of 
mounting  the  brushes  on  rockers^  by  means  of  which  their  line  of 
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contact  could  be  altered  forward  or  backward  to  the  neutral 
point.  Great  attention  has  naturally  been  paid  by  con- 
structors to  the  practical  problem  how  to  get  rid  of  variations 
in  the  angle  of  lead.  On  p.  69  it  was  stated  that  the  neutral 
points  lie  close  to  the  points  of  maximum  positive  and 
maximum  negative  potential  on  the  commutator.  But  they 
are  found  not  to  coincide  exactly  with  those  points.  At  the 
point  of  maximum  potential  there  is  usually  some  sparking. 
The  point  of  maximum  potential  has,  as  just  shown,  a  forward 
lead,  but  the  point  of  least  sparking,  the  true  tieiitral  point, 
lies  a  little  forward  of  this,  this  increased  lead  being  due  to 
another  of  the  reactions  now  under  consideration. 

Lead  of  Brushes. — Formerly  the  fact  that  a  lead  must 
be  given  to  the  brushes  was  ascribed  to  a  sluggishness  in  the 
demagnetisation  of  the  iron  of  the  armature,  and  even  now 
Professors  Ayrton  and  Perry  take  the  view  that  part  of  the 
displacement  of  the  pole  is  due  to  the  sluggishness  of  demag- 
netisation of  the  iron.  On  the  other  hand  no  experimental 
proof  has  ever  yet  been  given  that  the  displacement  is  due  to 
a  true  magnetic  lag ;  the  apparent  magnetic  sluggishness  of 
thick  masses  of  iron  is  demonstrably  due  to  internal  induced 
currents ;  ^  and  no  one  uses  solid  iron  in  armature  cores  for 
this  very  reason.  Neither  has  it  been  shown  that  thin  iron 
plates  or  wires,  such  as  arc  used  in  armature  cores,  are  slower 
in  demagnetising  than  magnetising.  Indeed,  the  reverse  is 
probably  true;  and,  until  further  experimental  evidence  is 
forthcoming,  it  will  be  assumed  that  the  alleged  magnetic  lag 
is  negligibly  small  in  its  effects.  For  further  discussion  of 
this,  see  Appendix  III.  On  Movement  of  Neutral  Point 

In  1878,  the  late  M.  Antoine  Breguet^  suggested  as  a 
reason  for  the  oblique  position  of  the  diameter  of  commuta- 
tion, the  influence  of  the  actual  current  circulating  round 
the  armature  coils,  which  would  tend  to  produce  in  the  iron  of 
the  armature  a  magnetisation  at  right  angles  to  that  due  to 
the  field-magnets.     Breguet  showed  as  above  that  there  would 

*  The  reader  is  referred  to  Appendix  II.  for  farther  evidence  on  this  point 
'  Antoine  Breguet :  *  Theoric  dc  la  Machine  de  Granune.*    Ann,  de  Chim,  et  dt 
Fhys,  [5],  xvi.,  1879. 
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be  a  resultant  oblique  direction  of  the  lines  o£  magnetism 
in  the  field,  and  therefore,  since  the  **  diameter  of  commu- 
tation" is  at  right  angles  to  this  direction,  the  brushes  also 
must  be  displaced  through  an  equal  angle.  Clausius  accepts 
this  view  in  his  investigations,  and  adopts  for  the  angle  of 
the  resultant  field  that  whose  tangent  is  the  ratio  of  the 
two  magnetising  forces  due  to  the  current  in  the  armature 
and  field-magnets  respectively.  It  will  be  shown  presently 
that  this  rule  is  not  correct,  and  that  the  sine,  not  the  tan- 
gent of  the  angle  of  lead,  represents  the  ratio  of  the  two 
forces. 

It  may,  however,  be  pointed  out  that,  assuming  as  a  first 
approximation  that  either  the  sine  or  the  tangent  of  the  angle 
of  lead  represents  the  ratio  between  the  magnetising  power  of 
the  field-magnets  and  of  the  armature  coils,  the  lead  may  be 
diminished  to  a  very  small  quantity,  by  increasing  the  relative 
power  of  the  field-magnets,  a  course  which  is  for  many  other 
reasons  advisable.  All  practice  confirms  the  rule  that  the 
magnetic  moment  of  the  field-magnets  ought  to  be  very  great 
as  compared  with  that  of  the  armature.^  Further  than  this, 
in  all  constant-potential  machines  there  ought  to  be  so  much 
iron  in  the  armature  as  only  to  be  magnetised  to  near  the 
critical  point  of  saturation  when  the  dynamo  is  working  at  its 
greatest  activity.  If  there  is  less  than  this,  there  will  be 
great  alterations  of  lead,  for  after  the  armature  core  is  well 
saturated  then  the  magnetic  effect  due  to  the  current  in  the 
armature  will  be  of  less  importance  relatively  to  that  due  to 
thej  field-magnets,  and  the  machine  will  not  regulate  itself 
welL  Every  cause  that  tends  to  reduce  the  lead,  makes  the 
lead  more  constant,  and  therefore  tends  to  reduce  sparking  at 
the  brushes ;  and  the  best  means  to  secure  this  is  obviously 
to  use  an  unstinted  quantity  of  iron — and  that  of  the  softest 
kind — both  in  the  field-magnets  and  in  the  armature,  for  then 

'  The  field-magnets  ought  to  be  so  powerful  as  entirely  to  overpower  the 
armatiire.  I  hare  seen  a  dymimo  in  which,  on  the  contrar>',  the  armature  over- 
poweied  the  field-magnets.  When  the  brushes  had  a  small  lead  there  was  a 
good  dectromotive-force,  but  it  sparked  excessively.  With  a  large  lead  the  sparks 
bnt  the  electromotive-force  also  vanished  I 
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the  currents  circulating  in  the  armature  will  have  less  chance 
of  perturbing  the  field.  In  constant-current  dynamos,  however, 
wherein  usually  the  iron  is  less  in  quantity,  and  excited  up  to 
a  high  degree  of  saturation  even  when  the  machine  is  not 
lighting  up  its  full  load  of  lamps,  there  is  much  lead,  and  that 
lead  varies  greatly  with  the  load. 

Diminution  of  Effective  Magnetisation. — In  relation  to  the 
magnetisation  of  field-magnets,  it  may  be  pointed  out  that 
the  "  characteristic  "  curves  of  dynamo  machines  (see  Chap. 
XVII.),  which  are  used  to  show  the  rise  of  the  electromotive- 
force  of  the  machine  in  relation  to  the  corresponding 
strength  of  the  current,  are  sometimes  assumed,  though  not 
quite  rightly,  to  represent  the  rise  of  magnetisation  of  the 
field-magnets.  Now,  though  the  magnetisation  of  the  magnet 
may  attain  to  practical  saturation,  it  does  not,  under  a  still 
more  powerful  current,  show  a  diminished  magnetisation. 
But  the  characteristics  of  nearly  all  series-wound  dynamos  show 
— at  least  for  high  speeds — a  decided  tendency  to  turn  down 
after  attaining  a  maximum  ;  and  in  some  machines,  for  ex- 
ample the  older  form  of  Brush  with  cast-iron  ring  (see  Fig.  i8i), 
this  reaction  is  very  marked.  The  electromotive-force  dimi- 
nishes, but  the  magnetism  of  the  field  magnets  does  not 
An  explanation  of  this  dip  in  the  characteristic  was  put  forward 
by  Dr.  Hopkinson,  in  his  lecture  on  "Electric  Lighting," 
before  the  Institution  of  Civil  Engineers,  April  1883,  attributing 
this  to  the  reaction  of  self-induction  and  mutual  induction 
between  the  sections  of  the  armature.  No  doubt  this  cause 
contributes  to  the  effect,  as  all  such  reactions  diminish  the 
effective  electromotive-force.  Part  of  the  effect  is  due  to  the 
shifting  of  the  effective  line  of  the  field  in  consequence  5f 
the  iron  of  the  armature  becoming  saturated  at  a  different 
rate  from  the  iron  of  the  field-magnets.  It  is  at  least  signi- 
ficant that  in  the  older  form  of  Brush  machine,  where  the 
reduction  of  electromotive-force  is  very  great,  there  is  also 
such  a  mass  of  iron  in  the  armature,  and  so  variable  a  lead 
at  the  brushes.  Machines  with  descending  characteristics  are 
preferred  for  arc  lighting. 

Frolich,  in  certain  experiments  with  an  old-type  Siemens 
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dynamo,  found  that  the  reaction  of  the  armature  current 
diminished  the  effective  magnetism  of  the  field-magnets 
nearly  25  per  cent.  For  other  researches  on  the  effect  of 
a  cross  magnetism  in  diminishing  the  magnetism  of  the  core, 
see  papers  by  Siemens^  and  Schiiltze  in  Wiedeinanfis 
Annalen,  Schiiltze,  in  the  course  of  twenty-four  experiments, 
found  that  the  cross-magnetisation  of  an  iron  core  ahvays 
diminished  the  longitudinal  magnetisation:  the  diminution 
varied  from  o  to  13*7  per  cent  according  to  the  relative 
strength  of  the  two  magnetising  forces.  In  a  more  recent 
reseanrh  Strombei^,^  using  a  Schuckert  dynamo,  measured 
the  demagnetising  effect  of  the  armature  current,  and  ex- 
pressed it  as  being  equivalent  to  a  certain  number  of  negative 
ampire-tums.  When  the  exciting  power  of  the  current  in 
the  field-magnet  coils  was  maintained  at  6250*amperc-tums, 
the  demagnetising  effect  of  the  armature  current  was  as 
follows : — 

Armature  Cttrreni.        Equivalent  Negative  Am/>ere-turns. 

7'4  ..  .•              650 

12*0  ..  ..              850 

25  4  ..  ..             1450 

44*0  ..  2450 

6o*4  ..  3650 

With  stronger  constant  excitation  of  the  field-magnets  the 
demagnetising  effect  of  the  armature  currents  was  greater. 
With  1 3,400  ampire-tums,  the  demagnetising  effect  of  sixty 
amperes  in  the  armature  was  equivalent  to  4400  ampire-turns. 
With  25,200  ampere-turns  the  demagnetising  effect  of  only 
30*5  amperes  was  equivalent  to  3100  ampire-tums.  This 
unexpected  effect  may  probably  arise  from  the  iron  of  the 
field-magnet  arriving  earlier,  by  reason  of  inferior  quality  or 
insufficient  section,  at  a  higher  stage  of  saturation  than  the 
armature  core.     It  may  also  have  been  dependent  on  the 


'  Werner  Siemens.     Wiedemann's  Annalen^  XIV.  p.  634,  1882. 
•  Schatie.     Wied.  Ann.,  XXIV.,  p.  663,  1885.     See  also  Obcrbeck,  HabiU- 
tfttions-Schrift,  1878. 

'  Stidmbeiig.    CentralblaUfur  Elektroteeknik,  IX.,  p.  283,  1887. 
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positions  of  the  brushes,  the  lead  of  which  is  not  specified  by 
Stromberg.  The  greater  the  lead  given  to  the  brushes  in  a 
dynamo  used  as  a  generator,  the  greater  is  the  demagnetising 
effect  of  the  armature  current ;  the  reverse  is  true  in  the  case 
of  the  dynamo  used  as  a  motor,  as  will  be  seen  in  due  course. 
If  a  negative  lead  (/.  e,  a  displacement  from  the  neutral  line 
in  the  opposite  direction  to  the  sense  of  the  rotation)  is  given 
to  the  brushes  of  a  generator,  the  magnetising  effect  of  the 
armature  currents  will  tend  to  assist  the  magnetisation  of  the 
core.  Drs.  J.  and  E.  Hopkinson  ^  have  even  shown  that  with 
a  backward  lead  a  dynamo  can  excite  itself  by  means  of  the 
armature  currents  only  ;  but  in  such  cases  of  negative  lead 
there  is  a  destructive  amount  of  sparking.  The  demagnetis- 
ing effect  is  of  course  proportional  to  the  number  of  effective 
ampere-turns  of  the  armature  circuit  that  surround  the  mag- 
netic circuit ;  and  therefore  to  the  actual  number  of  ampdre- 
turns  multiplied  by  the  sine  of  the  angle  of  lead.^  Several 
expedients  have  been  proposed  to  compensate  the  cross- 
magnetising  tendency  of  the  armature  currents,  and  so  obviate 
the  variations  of  lead.  In  one  due  to  Mather^  a  small  bar 
electromagnet  excited  by  the  armature  current  is  placed  per- 
pendicularly between  the  pole-pieces.  Professor  E.  Thomson 
proposes  to  place  a  series  coil  on  a  movable  frame  over  the 
armature  and  tilt  it  till  it  brings  back  the  neutral  point 

T/ieory  of  Angle  of  Lead, — A  reference  to  Fig.  50,  which 
represents  the  state  of  things  when  there  is  no  current  in  the 
ring,  shows  that  in  the  field  between  the  ring  and  the  pole- 
pieces  the  lines  of  force  are  nearly  parallel  and  nearly 
uniform,  with,  however,  a  slight  tendency  to  take  a  greater 
density  near  the  outer  extremities  of  the  pole-pieces.  Con- 
sider what  will  be  the  effect  of  inducing  a  current  into  the 
ring,  thereby  superimposing  upon  it  the  magnetisation  which 
was  shown  in  Fig.  59.     The  result,  carefully  thought  out  for 

"  Phil  Trans. y  1886,  Pt.  I.,  p.  347. 

•  According  to  Peukert,  who,  however,  does  not  specify  the  angle  of  lead* 
the  demagnetising  eflect  of  the  armature  current  is  proportional  to  the  1*3 
power  of  the  armature  current.  See  Centralblattfiir  EUktrotechnik^  IX.,  4S4, 1887. 

•  iSee  La  Lumiirc  EUctrique,  XIX.,  p.  404,  1885. 


Angle  of  Lead.  93 

a  particular  case,  is  shown  by  the  lines  of  Fig.  60,  where, 
however,  a  slight  further  development  has  been  introduced. 
Suppcse  that  at  first  the  brushes  were  set  to  touch  at  two 
paints  on  the  vertical  diameter.  The  field-magnets  tend  to 
magnetise  the  ring,  so  that  its  extreme  left  point  is  a  N.  pole, 
and  the  currents  tend  to  magnetise  it  so  that  its  highest 
point,  where  the  brush  is,  is  a  N.  pole.  The  consequence 
of  this  will  be  a  resultant  magnetbation  in  an  oblique  direc- 
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tioo.  Draw  a  line  O  F  (F^.  61)  to  represent  the  magnetising 
force  due  to  the  field  magnets,  and  a  line  O  C  at  right  angles 
to  represent  the  m^^etising  force  due  to  the  armature 
current;  then  the  diagonal  O  R  of  the  parallelogram  will 
represent  the  direction  of  the  resultant  magnetisation.  Draw 
a  circle  round  O,  and  the  point  N  will  show  how  far  the 
resultant  induced  pole  is  shifted  round  from  the  horizontal 
line.  But  the  diameter  of  commutation  where  the  brushes 
touch  ought  to  be  at  right  angles  to  the  resultant  poles  in 
the  ring,  if  the  rise  of  potential  round  the  commutator,  as 
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explained  in  the  preceding  (section)  is  to  be  regular.  There- 
fore we  must  give  the  bruslus  a  lead^  and  shift  them  round 
until  the  diameter  of  commutation  is  at  right  angles  to  O  N. 
But  shifting  O  C  will  itself  alter  N  a  little.    We  can  find  out 


Fig.  6 1. 


Fig.  62. 


easily  the  new  position.  On  O  F  (Fig.  62)  describe  a  semi- 
circle, and  set  off  F  R,  equal  to  the  length  that  O  C  is  to  be, 
as  a  chord.  Draw  O  C  parallel  and  equal  to  F  R ;  and  draw 
also  the  diagonal  O  R  as  before.  The  angle  C  O  N  is  now 
a  right  angle,  and  N  is  very  nearly  where  it  was  before.  If 
O  V  be  a  vertical  line,  then  angle  V  O  C  =?  angle  F  O  R  is  the 
angle  of  lead  All  this  rearrangement  of  the  lead  is  supposed 
to  have  been  done  in  Fig.  60. 

But  a  reference  to  Fig.  60  will  also  show  that  the  mag- 
netism of  the  ring  reacts  on  the  magnetism  of  the  pole- 
pieces.  The  lines  of  force  in  the  iron  of  the  left  pole-piece 
are  crowded  up  towards  the  top  comer,  and  in  the  right  pole- 
piece  are  crowded  toward  the  bottom,  as  if  the  polarity  had 
been  attracted  upwards  on  one  side  and  downwards  on  the 
other.  The  density  of  the  field  is  completely  changed  from 
what  it  was  in  Fig.  50.  The  lines  of  force  at  the  upper  left 
side  are  crowded  together  and  are  twisted  across.  The 
resultant  N.  pole  of  the  ring — marked  n,  n,  n,  where  the 
lines  of  force  emerge  from  the  ring — attracts  the  S.  pole — 
marked  s,  s,  s,  where  the  lines  of  force  enter  the  field  magnet — 
and  the  steam-engine  which  drives  the  dynamo  has  to  do 
hard  work  in  dragging  the  armature  round  against  these 
attractions.  The  stronger  the  current  in  the  armature  the 
stronger  will  be  the  poles  in  the  ring,  and  in  the  field  magnets 
the  stronger  will  be  the  attraction  of  n,  n,  n  toward  j,  s,  s,  and 
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the  steam-engine  must  work  still  harder  to  keep  up  the 
speed.  It  will  also  be  noticed  in  this  figure  that  a/<fw  of  the 
lines  of  fcirce  due  to  die  current  in  the  armature— two  of  them 
are  shown  dotted  in  the  figure — leak  across  internally  and 
oonttibute  nothing  to  the  external  field.  The  oblique  direc- 
tion of  this  internal  field  marks  the  angle  of  lead  of  the 
brushes.  It  will  be  remarked  that  the  innermost  layers  of 
iron  of  the  ring  are  magnetised  differently  from  the  outer- 
most, for  the  "  n  "  pole  of  the  outer  layers  of  iron  occupies  a 
region  lying  obliquely  on  the  left,  while  the  "»"  pole  of  the 
inner  layers  lies  to  the  right  of  the  highest  point  All  these 
phenomena — the  shifting  of  the  field — its  concentration  under 
the  pole-piece — the  weak  internal  field — the  discrepancy 
between  the  positions  of  the  induced  poles  on  the  inner  and 
outer  sides  of  the  ring,  can  all  be  observed  in  an  actual 
dynamoi     Fig.  63  shows  the  pattern  produced  experimen- 


tally in  iron  filings  by  placing  a  magnetised  ring  between  the 
poles  SN  of  a  field  m^net,  which  would  tend  to  induce  in  it 
poles  ii,  i,  and  giving  its  own  poles  n,  s,  the  proper  lead.  It 
should  be  compared  with  Figs.  50  and  6a    It  may  perhaps  be 
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objected  that  in  Fig.  60  the  internal  poles  marked  do  not  lie 
exactly  at  right  angles  to  the  external  poles  of  the  ring. 
Nor  do  they  in  actual  dynamos.  The  position  of  the  internal 
poles  is  determined  by  the  lead  given  to  the  brushes,  and  the 
brushes  are  so  set  titat  the  diameter  of  commutation  lies  at 
the  point  of  least  sparking ;  and  this,  as  we  shall  see,  is  not 
exactly  at  right  angles  to  the  induced  external  poles  in  the 
ring,  or  to  the  diameter  in  which  the  density  of  the  magnetic 
field  is  the  greatest.  Returning  for  a  moment  to  Fig.  62^  it 
will  be  seen  that  if  O  F  or  R  C  represents  the  intensity  of  the 
magnetic  force  due  to  field-magnets,  and  O  C  or  F  R  that  due 
to  the  armature  current,  then 


§^=j/«CRO  =  j/«FOR, 


or  the  ratio  of  the  two  magnetic  fields  is  proportional  to  the 
sine  of  the  angle  of  lead — not  to  the  tangent,  as  assumed  by 
Breguet 

In  the  case  of  drum  armatures,  the  phenomena,  though  ot 
the  same  kind,  are  a  little  less  easily  traced.  In  consequence 
of  the  over-wrapping  of  the  windings  on  the  outside  of  the 
armature,  the  currents  in  some  of  the  windings  are  partially 
neutralised  in  their  magnetising  effect  on  the  core  by  those 
that  lie  across  them,  and  consequently  the  polarity  due  to 
the  current  is  not  so  well  marked  as  with  ring  arma- 
tures. Neither  can  there  be  any  internal  field.  But,  with 
these  exceptions,  the  same  considerations  apply  as  those 
we  have  traced  out  above.  In  fact  drum  armatures  are  less 
liable  to  induction  troubles  of  all  kinds  than  are  ring-arma- 
tures. 

That  the  obliquity  of  the  diameter  of  commutation,  and 
the  resulting  lead  of  the  brushes  is  chiefly  due  to  the  obliquity 
of  the  effective  magnetisation  of  the  armature  core,  is  finally 
demonstrated  by  the  following  facts.  In  those  dynamos 
which  are  arranged  to  give  a  constant  difference  of  potentials 
at  the  terminals,  the  current  in  the  field-magnet  rises  very 
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neariy  fori  passu  with  the  current  in  the  armature,  and  the 
lead  in  such  machines  is  very  constant,  whether  the  currents 
are  large  or  small.    Moreover,  in  these  dynamos  if  (as  is  the 
case  in  all  good  modem  machines)  the  magnetism  induced  by 
the  field-magnets  in  the  armature  core,  is  very  much  more 
powerful  than  that  induced  by  the  armature  coils,  there  is 
pfacdcally  no  lead  at  all ;  for  the  cross-magnetisation  being 
negligible,  sin  FOR  (Fig.  66)  will  be  =  o^  and  the  angle  of 
lead  V  O  C  =3  0°  also.    On  the  other  hand,  in  those  dynamos 
which  are  designed  to  yield  a  constant  current  (for  arc-light 
circuits),  there  ought  on  this  theory  to  be,  and  is  in  fact,  a 
considerable  lead,  and  one  which  varies  with  the  resistance 
introduced  into  the  circuit.    For  O  C  is  constant,  whilst  O  F 
must  vary  very  nearly  in  proportion  to  the  resistance  of  the 
circuit.    The  author  has  therefore  suggested  that  in  a  con- 
stant current  dynamo,  there  should  be   an   automatic  ar- 
rangement, to  continually  adjust  the  angle  of  lead,  so  that 
its  sine  shall  be  proportional  inversely  to  the  magnetism  of 
the  field-magnet 

Causes  of  Sparking. — Sparking  at  the  brushes  is  due  to 
several  causes,  chiefest  amongst  them  being  defective  adjust- 
ment of  the  brushes  ;  long  flashing  sparks  will  inevitably  be 
produced  if  the  brushes  are  not  set  close  to  the  neutral  point. 
Hence  the  need  of  the  adjustment  mentioned  on  page  60. 
Another  cause  of  sparking  is  want  of  symmetry  in  the 
winding  of  the  armature :  some  of  the  older  forms  of  the 
Siemens  armature  were  defective  in  this  respect.  If  the  coils 
of  one  half  of  the  armature  are  either  more  numerous  or 
nearer  to  the  iron  core^  on  the  average,  than  those  of  the  other 
half,  the  two  induced  electromotive-forces  in  the  two  halves 
of  the  armature  will  be  unequal,  and,  consequently,  at  every 
revolution,  the  neutral  points  will  shift  first  forward,  then 
backward,  giving  rise  to  sparks.  Jumping  of  the  brushes 
when  the  collector  is  untrue,  or  when  the  brush-holders  are 
defective^  is  another  prolific  cause  of  sparking. 

Reactions  due  to  Itiduction. — We  have  next  to  consider 
certain  effects  due  to  self-induction,  and  to  mutual  induction. 

In  the  armature  when  at  work,  half  the  current  flows  up  the 
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coils  on  one  half  of  the  ring — say  on  the  left — and  the  other 
half  of  the  current  flows  up}  those  in  the  other  half  of  the  ring 
on  the  right  If  the  brush  is  near  the  top,  the  current  flows 
from  left  to  right  through  the  section  on  the  left  of  the  brush, 
and  from  right  to  left  through  the  section  that  is  on  the  right 
of  the  brush.  But  the  section  on  the  left  of  the  brush  is 
gliding  round  (to  the  right  in  almost  all  these  diagrams), 
and  will  presently  belong  to  the  other  half  of  the  ring.  It  is 
clear  then  that  as  each  section  passes  the  brush  the  current 
in  it  is  stopped  and  reversed.  Of  course,  if  things  are  pro- 
perly arranged,  it  will  itself  not  be  actively  inducing  any 
current  at  the  moment  when  it  passes  the  brush,  but  it  is 
receiving  the  current  generated  in  the  other  sections.  More* 
over,  there  is  just  an  instant  when  the  two  collector-bars,  to 
which  the  ends  of  this  section  of  the  coil  are  connected,  are 
both  in  contact  with  the  brush;  and  therefore,  just  for  an 
instant,  this  section  of  the  coil  will  be  short-circuited. 

If,  at  the  moment  of  being  short-circuited,  the  coil  is 
cutting  any  lines  of  force,  there  will  be  an  electromotive- 
force  acting  in  that  coil.  Such  an  electromotive-force,  even 
though  small,  may  produce  momentarily  a  large  current, 
because  the  short-circuited  resistance  is  so  small.  If,  as 
in  ring-armatures,  there  is  an  internal  field  (p.  95,  top),  then 
the  position  of  no  induced  electromotive-force — and  this  in  a 
well-designed  dynamo  (see  p.  68)  is  the  same  point  as  the 
point  of  maximum  potential — will  be  at  such  a  point  of  the 
field  that  the  algebraic  sum  of  the  lines  of  force  which  enter 
and  leave  the  ring  at  that  point  is  zero.  Even  if  the  induction 
at  the  moment  of  short-circuiting  is  zero,  still  short-circuiting 
produces  a  reaction.  The  ideal  arrangement  is  attained  if 
the  brushes  be  shifted  just  so  far  beyond  the  point  of  maxi- 
mum electromotive-force  that  while  the  sections  pass  under 
the  brush  and  are  short-circuited  they  should  be  actually 
beginning  to  cut  the  lines  of  force  and  have  a  small  negative 

*  That  is  to  say  the  currents  flow  up  if  the  north  pole  is  on  the  right,  the  ring 
right-handedly  wound  and  the  rotation  right-handed:  but  if  any  one  of  these 
things  is  reversed  the  currents  will  flow  down.  If  any  two^of  them  are  reversed 
the  currents  will  (low  up. 
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electromotive-force  induced  in  them  ;  and  this  action  should 
last  just  so  long  in  each  successive  section  as  to  stop  the 
current  that  was  circulating,  and  start  a  current  in  an  opposite 
direction  and  let  it  grow  exactly  equal  in  strength  to  that 
which  is  circulating  in  the  other  half  of  the  armature,  which 
it  is  then  ready  to  join.  If  this  set  of  conditions  could  be 
attained  there  should  be  no  sparks.  This  is  the  main  reason 
why  the  true  neutral  point  is  found  to  be  a  little  ahead  (in 
generators)  of  the  point  of  maximum  potential. 

If  the  brushes  are  not  shifted  forward  as  far  as  the  point 
of  maximum  potential,  there  will  be  more  waste  of  energy 
in  the  coils  than  if  they  are  short-circuited  at  that  point. 
If  the  brushes  are  shifted  far  beyond  that  point  there  will  also 
be  waste  of  energy. 

We  know  that  every  electric  current  possesses  a  property 
sometimes  called  "  electric  inertia,"  sometimes  called  "  self- 
induction/'  by  virtue  of  which  it  tends  to  go  on.  Just  as 
a  fly-wheel  once  set  in  motion  tends  to  go  on  spinning,  so  a 
cnrrent  circulating  round  a  coil  tends  to  go  on  circulating,  even 
though  the  connection  with  the  source  be  cut  off.  True, 
the  current  lasts  in  most  cases  only  for  a  small  fraction  of 
a  second,  but  it  tends  to  go  on.  It  is  also  known  that  this 
quasi-inertia  is  connected  with  its  magnetic  properties  (see 
die  Introductory  Remarks,  p.  26),  and  that  it  is  in  the  cur- 
rent's own  magnetic  field  that  this  inertia  of  self-induction 
resides. 

A  current  circulating  round  an  iron  core  has  a  much  greater 
electric  inertia  (or  self-induction),  because  it  has  a  more  intense 
magnetic  field,  than  one  without  an  iron  core.  It  requires  an 
expenditure  of  enei^  to  start  a  current  because  of  this  pro- 
perty ;  and  that  energy  may  be  considerable.  We  know  that — 
to  return  to  a  mechanical  analogy — it  requires  much  energy  to 
set  a  heavy  grindstone  spinning ;  when  once  spinning  it  does 
not  require  much  energy  to  keep  it  going,  only  enough  in  fact 
to  overcome  the  friction  of  the  pivots.  Also,  if  we  stop  the 
spinning  gfrindstone,  say  by  holding  a  piece  of  wood  against 
it  as  a  "brake,"  it  will  give  up  the  energy  that  has  been 
put  into  it  and  will  manifest  this  energy  in  the  form  of  heat. 

H  2 
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So  also  the  electric  current  circulating  in  a  coil  possesses 
energy,  and  if  we  stop  it  by  opening  the  circuit,  that  energy 
will  show  itself  by  a  spark,  the  spark  of  the  so-called  (but 
mis-named)  "extra-current"  If  we  short-circuit  the  coil, 
its  current — unless  there  is  an  electromotive-force  to  keep 
it  up — ^will  also  be  stopped  by  the  internal  quasi-friction 
which  we  commonly  call  the  "  resistance  "  of  the  wire,  and 
the  wire  will  be  heated.  A  frequent  accident  to  dynamos 
is  the  burning  of  the  insulation,  or  even  the  fusion  of  the 
wire  of  one  section  of  the  armature  which  has  become  short- 
circuited. 

Spurious  Resistance, — Now  all  these  things  clearly  have  a 
bearing  on  that  which  happens  as  the  sections  of  the  coils  pass 
the  brushes.  In  each  section  the  current  tends  to  go  on,  and 
in  fact  does  actually  go  on  for  a  brief  time  after  the  brush 
has  been  reached.  Then  the  energy  of  the  current  in  that 
section  is  wasted  in  heating  the  copper  wire  during  the  interval 
when  it  is  short-circuited ;  and  as  it  passes  on,  energy  must 
again  be  spent  in  starting  a  current  in  it  in  the  inverse  direc* 
tion.  All  these  reactions  are  of  course  detrimental  to  the 
output  of  current  by  the  dynamo :  especially  the  loss  in  short- 
circuiting.  It  has  been  shown  by  M.  Joubert  *  that  the  loss  of 
energy"  due  to  the  mere  reversals  of  the  current  in  the  sections 

n  L  ia 

of  a  ring  armature  is  equal  to —  per  second,  where  n  is 

4 

the  number  of  revolutions  per  second,  L  the  coefficient  of  self- 
induction  for  the  entire  ring,  and  ia  the  armature  current 
Professors  Ayrton  and  Perry  have  more  recently  pointed  out  * 
that  the  matter  may  be  conveniently  expressed  in  another  way. 

•  Contpies  Rendusy  June  23,  1880,  January  9, 1882,  March  5,  1883 ;  and  V&Uc 
tricietiy  April  1883.  The  proof  of  the  above  expression  is  simple.  Electric  work 
per  second  is  expressed  as  product  of  an  K.  M.  F.  and  a  current.  If  N  magnetic 
lines  are  cut  n  times  per  second  the  average  E.  M.  F.  is  «  N.  If  a  ring  circuit  hai 
coefficient  of  self-induction  L,  then  current  §1"  on  being  sent  through  that 
circuit  will  create  }  L/a  lines  of  force.  Hence  the  current  \ia  is  virtually  caused 
»  times  per  second  to  cut  across  JLi'a  lines  of  force;  or  the  work  done  in 
stopping  the  half-armature  current  in  all  the  sections  one  after  the  other  for  a 
second  of  time  is  i  «  Li  J  . 

•  Journ,  Soc.  Tele^,  Eng.  and  Electr.^  vol.  xii.,  No.  49,  18S3,  where^  how- 
ever, the  letters  n  and  L  arc  used  in  a  slightly  different  sense. 
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Since  the  energy  per  second  conveyed  by  a  current  running 
through  a  resistance  r  is  equal  to  rz^  it  is  evident  that  the 
energy  lost  per  second  by  self-induction  is  the  same  as  if  there 
were  an  additional  resistance  ^  in  the  armature  of  the  value 

r  = .     There  is,  therefore,  in   a   rotating  armature,   an 

4 

apparent  increase  of  resistance  proportional  to  the  speed,  and 
this  apparent  increase,  due  to  self-induction,  cannot  be  got  rid 
of  by  increasing  the  number  of  sections  of  the  armature.  It 
can  be  diminished  in  degree  by  using  in  the  armature  more 
iron  and  fewer  turns  of  wire,  in  other  words  by  diminishing  the 
ma^^etic  moment  of  the  coil  while  giving  the  field  magnet  an 
increased  advantage.  The  existence  of  an  apparent  resist- 
ance varying  with  the  speed  was  first  pointed  out  by  M. 
Cabanellas.' 

Eddy-Currents. — There  are  two  other  inductive  reactions 
in  the  armature  to  be  considered.  In  the  iron  of  the  arma- 
ture cores,  internal  eddy-currents  (the  so-called  "  Foucault 
currents ")  may  be  set  up,  absorbing  energy  and  producing 
detrimental  heat ;  and  such  currents  may  be  even  produced 
within  the  conductors  which  form  the  coil  of  the  armature, 
if  these  are  massive  as  are  the  bars  in  Edison's  dynamo. 
Frolich,  in  1880,'  pointed  out  the  effect  of  the  presence  of 
these  currents  ;  and  to  them  he  attributed  not  only  the  other- 
wise unexplained  deficit  in  the  work  transmitted  electrically 
by  a  generator  to  a  motor,  but  also  the  diminution  in  the 
effective  magnetism  (discussed  above  as  a  result  of  cross- 
magnetism,  and  found  by  Frolich  to  amount  to  25  per  cent. 
of  the  whole  magnetism)  observed  with  great  currents  and 
high  speeds;  and  further  he  attributed  to  this  cause  the 
apparent  increase  in  the  number  of  '*  dead-turns  "  *  at  high 
speeds.     Doubtless  such  currents  exist,  and  the  energy  they 

*  Professor  O.  J.  Lodge  has  given  the  more  accurate  value  of  the  spurious 

L  {it  n  \S^ 

resUtance  as  r  =  «  -  +  - .  V-  -    '-  -- ;  see  Ehctrician^  July  31,  1885. 

•  Compta  Rendus^  January  9,  1882  ;  see  also  Picou,  Mamul  <r ^Uctrometrie^ 
p.  123. 

■  Berlin  Academy,  Beruhte^  Nov.  18,  1880,  and  Elcktrotechniichi  Zeitschrift^ 
▼oL  it,  p.  174,  May  1881.  *  See  Appendix  VII. 
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waste  will  be  nearly  proportional  to  the  square  of  the  speed  ^ : 
but  they  may  be  indefinitely  diminished  by  proper  lamination, 
insulation,  and  disposition  of  the  structures  of  the  armature. 
The  new  laminated  armature  of  the  Brush  Machine  (Fig.  i8i), 
when  used  in  place  of  the  old  solid  armature  (Fig.  182),  was 
found  to  diminish  greatly  the  number  of  dead  turns,  as  well 
as  not  wasting  so  much  energy  in  heating. 

Effects  of  Mutual  Induction, — Some  forms  of  armature  are 
peculiarly  defective  in  the  matter  of  being  so  constructed  as 
to  allow  of  much  induction  between  neighbouring  sections 
or  parts  of  the  coil,  causing  the  rise  of  the  current  in  one 
section  to  exert  an  opposing  induction  on  a  neighbouring 
section,  and  thereby,  though  not  necessarily  wasting  any 
energy,  making  the  machine  act  as  if  it  were  a  smaller 
machine.  The  Biirgin  armature,  which  has  six  or  eight  rings 
side  by  side  on  one  spindle,  suffers  from  induction  between 
each  section,  and  those  belonging  to  the  rings  on  the  right 
and  left  of  it :  and  it  is  only  by  a  careful  alternation  of  posi- 
tions that  this  defect  has  been  mitigated.  In  armatures  of 
the  Niaudet  and  Wallace-Farmer  type  each  of  the  parallel 
coils  acts  inductively  on  its  neighbour.  Beyond  doubt  the 
armature  with  least  of  this  defect  is  the  Siemens  (Alteneck) 
drum  armature  as  used  in  Siemens,  Edison,  and  Weston 
machines.  Clausius  has  shown  ^  that  after  a  coil  has  been 
short-circuited  on  passing  a  brush,  it  exercises  a  deleterious 
inductive  effect  on  the  neighbouring  coil  in  advance  of  it,  and 
that  this  effect  is  proportional  to  the  number  of  turns  in  the 
section.  It  can  therefore  be  diminished  by  increasing  the 
number  of  sections,  thereby  diminishing  the  number  of  turns 
of  wire  in  any  one  section  of  the  armature. 

Lag  due  to  Self-Induction. — This  electric  inertia  of  the 
current  which  circulates  in  the  sections  affects  slightly  the 
lead  that  must  be  given  to  the  brushes,  and  it  also  reacts  on 

'  Clausius  has  introduced  terms  into  his  equations  ( Wicd.  Ann,  xx.,  p.  354, 
1883;  and  Fhil.  xMa^.y  Series  5,  xvii.,  p.  46  and  119,  1 883)  to  include  the  effects 
of  the  eddy-currents  ;  see  Appendix  viii.  They  have  also  been  theoretically  treated 
by  H.  Lorbcrg.     {JVied.  Ann.  xx.,  p.  389,  1 887.) 

'  IVicdeniann^s  AnnaUn^  Nov.  and  Dec.  1883,  and  FML  Mag.^  Jan.  and 
Feb.  1884. 
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the  neighbouring  coils.  Whenever  a  coil  is  short-circuited,  the 
sudden  rush  of  its  own  current  round  itself  tends  by  mutual 
induction  to  stop  the  current  in  the  coil  behind  it,  and  to 
accelerate  the  inverse  current  in  the  coil  in  front  of  it.  These 
actions  are  diminished  by  increasing  the  number  of  sections 
and  making  the  individual  sections  consequently  smaller.  The 
self-induction  even  extends  to  the  iron  of  the  cores.  In  every 
particle  of  the  iron  at  the  moment  when  it  arrives  at  the 
position  where  its  magnetism  must  be  reversed,  an  internal 
current  is  set  up  which  retards  the  reversal  of  the  magnetism 
and  makes  it  apparently  lag  in  its  magnetisation,  as  well  as 
grow  hot.  This  effect  can  also  be  diminished  by  properly 
laminating  the  core  and  arranging  it  so  that  its  magnetism 
is  reversed  gradually  instead  of  suddenly.  Niaudet's  arma- 
ture and  that  of  the  Wallace- Farmer  machine  are  essentially 
defective  from  this  latter  point  of  view. 

Induction  is  of  enormous  importance  in  alternate-current 
machines ;  and  indeed  everywhere,  throughout  dynamos  in 
general,  but  we  cannot  dwell  longer  on  its  effects  at  this 
point 

Remedy  for  Ifiduction  Troubles, — The  one  important  way 
of  diminishing  these  deleterious  reactions  is  happily  a  very 
simple  one.  It  is  shown  in  Chapter  XV.  that  the  electro- 
motive-force of  the  dynamo  is  proportional  to  three  things, 
the  number  n  of  revolutions  per  second,  the  total  number 
N  of  magnetic  lines  in  the  effective  field,  and  the  number 
C  of  conductors  around  the  armature.  Now,  for  a  given 
size  of  armature,  the  inductive  reactions  are  proportional 
to  C.  If  we  can  decrease  C  while  increasing  either  of 
the  other  terms,  we  may  thereby  decrease  the  deleterious 
reactions  and  yet  keep  the  same  electromotive-force  as  before. 
Now  it  is  inconvenient  to  increase  the  speed,  and  moreover 
some  of  the  deleterious  reactions,  mechanical  (such  as  friction) 
as  well  as  electrical,  increase  when  the  speed  increases.  The 
only  way  then  is  to  increase  N,  the  number  of  magnetic  lines 
in  the  effective  magnetic  field.  This  can  be  done  by  having 
enormously  strong  field-magnets  which  will  entirely  overpower 
the  armature.     If  the  field-magnets  are  large,  and  of  wrought 
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iron,  and  if  there  is  plenty  of  iron  in  the  armature  core,  then, 
without  increasing  the  speed,  we  may  get  the  same  electro- 
motive-force while  using  fewer  turns  of  wire  in  the  armature. 
The  ideal  dynamo  of  the  future  has  but  one  turn  of  wire  to 
each  section.  It  will  have  practically  no  lead  at  the*  brushes, 
will  not  spark,  and  its  internal  resistance  will  be  practically  nil. 

It  is  also  important  to  observe  that  distortion  of  the 
magnetic  field  and  some  of  the  resulting  troubles  can  be 
partially  obviated  by  so  shaping  the  polar  surfaces  that  they 
come  nearer  to  the  armature  at  the  region  at  right  angles  to 
the  diameter  of  commutation  ;  the  pole-pieces  being  cut  away 
so  as  to  give  a  wider  clearance  at  the  outer  edges.  It  is 
obviously  possible  by  proper  shaping  to  produce  concentration 
of  the  magnetic  lines  at  any  desired  region  of  the  magnetic 
field 

Heating  of  Cores, — It  is  impossible  to  prevent  the  cores 
of  armatures  from  heating ;  and  this  is  in  every  case  detri- 
mental to  the  action  of  the  dynamo.  Hot  iron  has  a  lower 
magnetic  susceptibility  than  cold  iron,  and  therefore  re- 
quires a  greater  expenditure  of  current  to  magnetise  it  to 
an  equal  degree.  This  causes  the  output  and  efficiency  of  a 
dynamo  to  be  less  when  hot  than  when  cool.  To  say  nothing 
of  the  risks  of  destruction  by  overheating,  this  is  an  additional 
reason  for  so  designing  dynamos  as  to  secure  proper  ventila- 
tion of  armatures. 

Heating  of  Magnets. — All  field-magnets  are  liable  to 
heat :  the  cores  by  reason  of  eddy-currents  induced  in  them ; 
the  coils  because  even  the  purest  copper  offers  resistance. 
The  amount  of  heat  developed  per  second  in  a  coil  is  the 
product  of  the  resistance  into  the  square  of  the  strength  of  the 
current.  To  avoid  waste,  therefore,  no  unnecessary  resistance 
should  be  introduced  into  the  coil.  It  is  easy  to  show  that 
with  a  coil  oi  given  volume^  the  heat-waste  is  the  same  for  the 
same  magnetising  power,  no  matter  whether  the  coil  consist 
of  few  windings  of  thick  wire  or  many  windings  of  thin  wire. 
The  heat  per  second  is  t^  r,  and  the  magnetising  power  is  S  f ; 
/  being  the  current,  r  the  resistance,  and  S  the  number  of 
turns.     But  r  varies  as  the  square  of  S,  if  the  volume  occupied 
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by  the  coils  is  constant :  for  suppose  we  double  the  number  of 
coils,  and  halve  the  cross-sectional  area  of  the  wire.  Each 
foot  of  the  thinner  wire  will  offer  twice  as  much  resistance  as 
before ;  and  there  are  twice  as  many  feet  of  wire.  The 
resistance  is  quadrupled  therefore.  The  heat  is  then  propor- 
tional to  f*  S' :  and  therefore  the  heat  is  proportional  to  the 
square  of  the  magnetising  power.  If,  therefore,  we  apply  the 
same  magnetising  power  by  means  of  the  coil,  the  heat-waste  is 
the  same^  however  the  coil  is  wound.  To  magnetise  the  field- 
magnets  of  a  dynamo  to  the  same  degree  of  intensity  requires 
the  same  expenditure  of  electric  energy,  whether  they  are 
series-wound  or  shunt-wound,  provided  the  volume  is  the  same. 
But  if  the  volume  of  the  coil  (and  the  weight  of  copper  in  it) 
may  be  increased,  then  the  heat-waste  may  be  proportionally 
lessened.  For  example,  suppose  a  shunt  coil  of  resistance  r 
lias  Z  turns,  if  we  wind  on  another  Z  turns  in  addition,  the 
magnetising  power  will  remain  nearly  the  same,  though  the 
current  will  be  cut  down  to  one-half  owing  to  the  doubling  of 
the  resistance ;  and  the  heat  loss  will  be  halved,  for  2  r  x 
(^  i')  will  be  i  I'r.  In  fact  one  ought  to  wind  on  so  much 
copper  wire  that  the  annual  interest  on  the  prime  cost  is 
exactly  equal  to  the  annual  cost  of  the  electric  energy  spent 
in  the  inevitable  heating.  This  law  is  not  quite  exact,  because 
the  magnetising  effects  of  all  the  turns  are  not  exactly  equal 
to  one  another  except  when  the  core  forms  a  closed  circuit 
It  is  also  assumed  in  the  foregoing  argument  that  we  get 
double  the  number  of  turns  on  if  we  halve  the  sectional  area 
cf  the  copper  wire.  This  is  not  quite  true,  because  the  thick- 
ness of  the  insulating  covering  bears  a  greater  ratio  to  the 
diameter  of  the  wire  for  wires  of  small  gauge  than  for  wires  of 
hu|;e  gauge.  In  designing  dynamos,  moreover,  one  ought  to 
be  guided  by  the  question  of  economy,  not  by  the  accident  of 
there  being  only  a  certain  volume  left  for  winding.  If  there 
is  insufficient  space  round  the  cores  to  wind  on  the  amount  of 
wire  that  economy  dictates,  new  cores  should  be  prepared 
having  a  sufficient  length  to  receive  the  wire  which  is  econo- 
mically appropriate. 

But  there  is  another  cause  of  heating  in  field-magnet 
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cores.  Whenever,  either  from  a  change  in  the  strength  of  the 
exciting  current,  or  from  a  change  in  the  reactive  influence  of 
the  armature,  any  variation  in  the  magnetisation  of  the  core 
occurs,  such  variation  is  inevitably  accompanied  by  a  genera- 
tion of  internal  induced  currents.  Every  one  knows  how,  in 
the  ordinary  induction-coil,  the  changes  of  magnetisation  of 
the  core  induce  transient  currents  in  the  secondary  wire.  The 
same  is  true  of  dynamos ;  any  change  in  the  magnetism 
arouses  transient  currents  in  the  surrounding  coil  (which  acts 
both  as  primary  and  secondary),  or  in  the  core,  or  in  both. 
If  the  core  is  solid  it  heats.  Ought  we  then  to  laminate  the 
entire  structure,  or  build  our  field-magnets  of  bundles  of  iron 
wire  ?  If  we  do  they  will  certainly  heat  less,  but  any  changes 
in  their  magnetisation  that  occur,  will  occur  much  more  sud- 
denly ;  the  momentary  extra-currents  induced  in  the  external 
coils  will  be  fiercer  and  more  dangerous.  The  necessity  for 
keeping  the  magnetism  of  the  field-magnets  steady,  dictates 
solidity  (p.  52).  In  certain  machines  a  copper  envelope 
is  purposely  placed  around  field-magnet  cores  to  absorb  the 
induced  extra-currents  that  arise  from  variations  in  the 
magnetism  of  the  core.  They  add,  electrically  speaking,  to 
the  stability  of  the  field-magnets,  for  the  induced  extra- 
currents  always  circulate  in  such  a  sense  as  to  oppose  the 
change  of  magnetisation  which  gives  rise  to  them. 

Heating  in  Pole-pieces. — If  the  masses  of  iron  in  the  arma* 
ture  are  so  disposed  that  as  it  rotates,  the  distribution  of  the 
lines  of  force  in  the  narrow  field  between  the  armature  and 
the  pole-piece  is  being  continually  altered,  then,  even  though 
the  total  amount  of  magnetism  of  the  field-magnet  remains 
unchanged,  eddy-currents  will  be  set  up  in  the  pole-piece  and 
will  heat  it.  This  is  shown  by  Figs.  64  to  68,  which  represent 
the  effect  of  a  projecting  tooth,  such  as  that  of  a  Pacinotti 
ring,  in  changing  the  distribution  of  the  magnetism  of  the 
pole-piece.  Figs.  6j  and  68  (corresponding  respectively  to 
Figs.  65  and  66)  show  the  eddy-currents,  grouped  in  pairs 
of  vortices.  The  strongest  current  flows  between  the  vortices* 
and  is  situated  just  below  the  projecting  tooth,  where  the 
magnetism  is  most  intense ;  it  moves  onward  following  the 


Heating  of  Pole^eces. 


107 


tootL    Fig.  69  shows  what  occurs  during  the  final  retreat 
of  the  tooth  from  the  pole-piece.     These  eddy-currents  pene- 


Fi&  64. 


Fig.  65. 


Fig.  66. 


Alrration  of  Magnetic  Field  due  to  Movement  of  Mass  of  Iron 

IN  Armature. 


Fio.  67. 


Fig.  68. 


Fig.  69. 


£dd¥-current8   induced   in   Pole -pieces   by   Movement   of   Masses 

OF  Iron. 


trate  into  the  interior  of  the  iron,  although  to  no  great 
depth.  Clearly  the  greatest  amount  of  such  eddy-currents 
will  be  generated  at  that  part  of  the  pole-piece  where 
the  magnetic  perturbations  are  greatest  and  most  sudden.  A 
glance  at  Figs.  60,  63,  68,  and  69  will  at  once  tell  us  that  this 
should  be  at  the  leading  corner  or  "  horn  "  of  the  pole-piece 
of  the  generating  dynamo.    As  a  matter  of  fact,  when  any 
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dynamo  which  has  horned  pole-pieces  (such  as  the  Gramme) 
has  been  running  for  some  time  as  a  generator  this  is  found 
to  be  the  case.  The  leading  horns  a  and  r,  of  Fig.  70,  are 
found  to  be  hot,  whilst  the  following  horns  b  and  d  are  found 
to  be  comparatively  cool.  When  the  dynamo  is  used  as  a 
motor,  the  reverse  is  found  to  be  the  case  :  the  leading  horns 
a  and  c  are  cool,  the  following  horns  b  and  d  are  hot  A 
reference  to  the  magnetic  field  of  the  motor,  as  drawn  in 
Chap.  XXVIIL,  will  explain  the  latter  case. 

Closely  connected  with  this  effect  is  another,  first  pointed 
out  to  the  author  by  M.  Cabanellas.  A  Gramme  magneto 
machine  with  permanent  magnets  is  observed  to  lose  power 
during  its  use  as  a  motor ;  the  field-magnets  decrease  in 
strength.  If,  then,  it  is  used  as  a  generator,  the  field-magnets 
regain  their  magnetism.    This  seems  at  first  sight  impossible^ 


because  the  magnetic  fields  respectively  due  to  the  field- 
magnet  and  to  the  armature  help  one  another  in  the  motor 
(Chap.  XXVII I.),  whilst  they  oppose  one  another's  actions 
(p.  90)  in  the  generator.  The  effect  is  explicable  ^  when  the 
magnetising  effect  of  the  eddy-currents  is  taken  into  con- 
sideration. 

'  The  following  explanation  was  given  by  the  author  at  the  InternatioDal 
Conference  of  Electricians  at  Philadelphia,  1884  (see  report  in  Electrical  Reviiw^ 
Dec.  13,  1884).  "To  explain  these  facts,  and  their  mutual  relation,  I  most 
relate  one  other  observation  which  I  have  made,  ^d  which  connects  both  sets 
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of  fiKti.  .  •  •  .  S^ipOK  70a  tike  m  horse-ilioe  magnet,  having  the  nsnal  anna- 
t»e  or  'keeper*  of  iron.    Yon  can  pnrdiaie  snch  an  instrument  of  any  optician, 
vho  win  prabnfaly  pve  yon  instradions  nerer  to  pnll  the  armatnre  oflf  suddenly 
far  far  JOB  injvre  Uie  magnetism.    He  could  not  possibly  give  you  worse  direc- 
Take  aadi  a  magnet  and  tzy  what  the  effect  really  is.    Fasten  it  down 
a  baud  with  fanss  iciewi,  and  fix  a  magnetometer  near  it — a  common 
win  amwcr^aiid  notice  how  much  the  magnet  pulls  the  needle  round. 
Then  pot  on  the  annatnie,  by  placing  it  at  the  bend  of  the  magnet ;  draw  it 
dowly  to  its  nsoal  pontioo,  and  suddenly  drag  it  oflf.    You  will  find  that  by  this 
iCiioB  joor  magnet  will  have  grown  stronger.    Do  this  twenty  times,  and  you 
«I1  make  it  considerably  stronger.    I  have  made  a  magnet  i '  2  per  cent,  stronger 
bypotti^g  on  the  armatnre  very  gently  and  pulling  it  off"  suddenly.    If  you  reverse 
tte  opcmtion,  by  letting  the  armatnre  slam  suddenly  against  the  poles  and  then 
ddMUng  it  gently,  you  win  find  that  the  magnetism  will  go  down.    I  have  made 
■spnts  lose  i  '3  to  2*  X  per  cent  in  this  way.    Why  does  this  occur  ?    How  does 
it  csphm  die  two  phenomena  noticed  just  now  ?    If  you  suddenly  take  away  a 
pine  of  iron  from  a  magnet,  yon  do  work  against  the  magnetic  attraction,  and 
Ae  ■■**tT*^  cttircnts  which  are  set  up  in  the  iron  or  steel  of  the  magnet  are 
ihn^  (n  we  know  firom  Lens's  Law)  in  snch  a  direction  as  to  oppose  the  motion  ; 
that  ii  to  say,  they  are  in  snch  a  direction  as  will  make  the  magnet  pull  more 
than  before;.    By  suddenly  detaching  the  armature,  we  magnetise  the 
more  strongiy  than  before,  by  means  of  cnrrents  circulating  within  its 
own  mass  and  within  the  mass  of  the  armature.    In  the  reverse  motion,  when 
yon  aDow  the  armatnre  to  slam  up,  there  are  induced  currents  which  are  in  such 
t  directian  as  to  oppose  the  motion  of  slamming ;  they,  therefore,  decrease  the 
of  the  magnet    Apply  this  to  the  dynamo  and  to  the  motor.    You 
more  highly  by  pnlUng  off*  the  armature.     That  is  precisely  what  is 
occuiiiag  in  the  field  when  the  machine  is  being  used  as  a  generator.    You  are 
dngging  away  the  armatnre  from  the  active  horn  a  of  the  pole-piece,  and  the 
eSect  is  to  generate  induced  currents  in  that  horn.    It  therefore  gets  hot.    So 
does  the  other  leading  horn  r,  for  the  very  same  reason.    In  the  case  of  the  motor 
die  horns  h  and  d  are  the  active  ones,  and  the  armature  is  being  continually 
^^fTqfd  iq>  toward  them,  and  they  get  hot  from  internally  induced  currents.    It 
is  far  this  reason  that  in  my  Cantor  Lectures  (and  also  p.  56,  ante)  I  recommended 
that  pole*pieces  should  always  be  laminated.     The  presence  of  these  induced 
eaplains  the  heating  effect,  and  it  also  explains  how  it  is  that  when  a 
ma^hifi^^  is  used  as  a  motor  the  magnet  is  weakened,  and  when  used  as 
a  fOMsator  the  magnet  is  strengthened." 


no 


DynanKhelectric  Machinery. 


CHAPTER  VI. 
Government  of  Dynamos. 


Fig.  71. 


Methods  of  Exciting  tite  Field-Magnetism. 

The  five  simple  methods  of  exciting  the  magnetism  that  is  to 
be  utilised  in  the  magnetic  field  may  be  grouped  under  two 

heads,  according  to  whether  the 
armature  of  the  machine  sup- 
plies the  machine's  own  magnet- 
ism, or  whether  the  magnetism 
is  provided  for  from  some  other 
source. 

Magneto  -  dynamo.  —  In  the 
oldest  machines  there  was  no 
attempt  to  make  the  machine 
excite  its  own  magnetism  ;  this 
was  provided  for  it  once  for  all 
by  the  employment  of  a  per- 
manent magnet  of  steel.  Un- 
fortunately, the  supposed  per- 
manent magnetism  of  steel 
magnets  slowly  decays,  and  is 
diminished  by  every  mechanical 
shock  or  vibration  to  which  the 
machine  is  subjected. 

The  magneto-electrtc  machine^ 
or  magneto-dynamo,  a  diagram- 
matic drawing  of  which  is  given 
in  Fig.  71,  survives,  indeed,  in 
numerous  small  types  of  machines.     It  has  the  serious  disad- 
vantage of  being  both  heavier  and  bulkier  than  other  dynamos 
of  equal  capacity,  because  steel  cannot  be  permanently  mag^- 
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netised  to  the  same  high  degree  as  that  to  which  wrought 
iron,  or  cast  iron,  or  even  steel  itself  can  be  temporarily  raised. 
S^arutelyexcited  Dynamo. — It  was  an  obvious  step  to 
substitute  for  steel  magnets,  electromagnets  excited  by  means 
of  currents  from  some  independent  source  such  as  a  voltaic 
battery.    The  separately-excited  dynamo  (Fig.  72)  comes  there- 
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ftie  second  in  the  order  of  development.  Though  used  by 
Faraday,  this  method  did  not  come  into  acceptance  until,  in 
1866^  Wilde  employed  a  small  auxiliary  magneto  machine  to 
iomish  currents  to  excite  the  field-magnets  of  a  larger  dynamo. 
The  separately-excited  dsmamo,  in  common  with  the  magneto 
macfainey  possesses  the  property  that,  saving  for  reactions  due 
to  the  armature-current,  the  magnetism  in  its  field,  and  there- 
fore the  electromotive-force  of  the  machine,  is  independent  of 
changes  of  resistance  going  on  in  the  working  circuit. 
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The  dynamos  of  either  of  the  preceding  kinds  can  be 
governed,  either  by  altering  the  speed  or  by  altering  the 
amount  of  magnetism  that  passes  across  the  armature.  For 
long  it  has  been  the  fashion  to  control  the  electromotive-force 
of  magneto  machines  by  the  device  of  providing  a  movable 
piece  of  iron,  which  could  be  placed  more  or  less  over  the 
poles  of  the  field-magnet,  serving  as  a  magnetic  shunt  to 
divert  some  of  the  magnetism  from  the  armature.  In  the 
case  of  separately  -  excited  machines  there  are  two  other 
methods  of  diminishing  at  will  the  effective  magpnetism^ 
namely  by  weakening  the  exciting  current,  for  example,  by 
introducing  more  or  less  resistance  into  the  exciting  circuit,, 
or  by  altering  the  number  of  turns  of  wire  through  which  the 
exciting  current  circulates  around  the  field*magnet 

The  simple  methods  of  making  dynamos  self-exciting  are 
three  in  number :  (i)  the  whole  current  from  the  armature  may 
be  carried  through  field-magnet  coils  that  are  connected  in 
series  with  the  main  circuit ;  (2)  a  portion  of  the  current  from 
the  armature  may  be  diverted  from  the  main  circuit  and 
carried  through  field-magnet  coils  of  somewhat  high  resist- 
ance connected  as  a  shunt ;  (3)  the  current  required  to  excite 
the  field-magnet  may  be  procured  either  from  a  second 
armature  revolving  in  the  same  field,  or  (if  the  armature  con- 
sists of  many  coils)  from  some  of  the  coils  of  the  armature 
that  may  be  separately  joined  up  for  that  purpose. 

Series  Dynamo, — The  series-wound,  or  ordinary  dynamo 
(Fig.  73),  possesses  but  one  circuit  It  has  the  disadvantage 
of  not  starting  action  until  a  certain  speed  has  been  attained, 
or,  unless  the  resistance  of  the  circuit  is  below  a  certain  limit ; 
the  machine  refusing  to  magnetise  its  own  magnets  when 
there  is  too  much  resistance  and  too  little  speed.  The  speed 
that  is  critical  for  a  given  resistance  in  the  circuit  is  discussed 
in  Chapter  XXII.  Series-wound  machines  are  also  liable  to 
become  reversed  in  polarity,  a  serious  disadvantage,  and  one 
that  unfits  this  type  of  machine  for  employment  in  electro- 
plating or  for  charging  accumulators.  Any  increase  in  the 
resistance  of  the  series-wound  dynamo  lessens  its  power  to 
supply  current,  because  it  diminishes  the  current  in  the  coils 
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of  the  field-magnet,  and  therefore  ci-ir.iihcs  :he  .ir.:: 
the  effective  magnetism.  When  lamps  are  in  series  a 
'Brush'  arc-light  circuit,  in  the  circ-,;!:  ci  3  scnvr- 
dynamo,  the  switching  in  of  an  additio::^'.  lasc:-^  bi?:::  a 
the  resistance  of  the  circuit  ar.d  din]in:~hes  the  power 
machine  to  supply  current.  On  the  other  hand,  when 
are  in  parallel  across  a  pair  of  mains  fed  by  a  dyr.a:no, 
dynamo  is  series-wound,  the  switching  on  of  addiiiona'i 
not  only  diminishes  the  resistance  of  the  circuit,  but 
the  field-magnets  to  be  further  excitej  by  the  inc 
current,  so  that  the  more  lamps  are  on,  the  greater  ha 
the  risk  of  their  getting  too  great  a  current. 
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Shunt  Dynamo. — In  the  shuiit-wouiid  maehiiu;  (I'l:;,  7.1 
the  field-magnet  is  wound  with  many  turns  tif  liiu'  win:  l 
receive  only  a  small  portion  of  the  whole  currciil  ncneraleil  i 
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the  armature.     These  coils  are  connected  to  the  brushes  of 
the  machine,  and  constitute  a  by-pass  circuit  or  shunt    Shunt 
machines  are  less  liable  to  reverse  their  polarity  than  series 
machines.     Owing  to  the  somewhat  greater  cost  of  the  fine 
wire  of  the  shunt  coil  they  are  slightly  dearer  in  prime  cost 
than  series  machines   of  equal  power ;  but  the  expenditure 
of  electric  energy  to  keep  up  the  magnetism  is  practically 
alike  in  both   cases.     It  requires   the    same  expenditure  of 
electric  energy  to  magnetise  an  electromagnet  to  the  same 
degree,  whether  the  coil  consists  of  many  turns  of  thin  wire 
or  of  a  few  turns  of  thick  wire,  provided  the  volume  occupied 
by  the  coil  be  alike  in  the  two  cases,  and  provided  the  in- 
sulation is  relatively  of  the  same  thickness.     When  a  shunt 
machine  is  supplying  lamps  in  parallel  the  addition  of  lamps, 
which  brings  down  the  nett  resistance  of  the  circuit,  will 
increase  the  current,  but   not  proportionally,  for  when  the 
resistance  of  the  main  circuit  is  lowered  a  little  less  current 
goes   round  the   shunt   and   the  magpnetism   drops  a  trifle ; 
nevertheless,  such  a  machine  may  regulate  itself  tolerably  well 
if  the  internal  resistance  of  its  armature  is  very  small.     For  a 
set  of  lamps  in  series,  the   power  of  a  shunt   dynamo  to 
supply  the  needful  current  increases  with  the  demands  of  the 
circuit,  since  any  added   resistance  sends  additional  current 
round  the  shunt  in  which  the   field-magnets  are  placed,  and 
so  makes  the  magnetic  field  more   intense.     On   the  other 
hand,  there  is  a  greater  sensitiveness  to  inequalities  of  driving 
in  consequence  of  the  great  self-induction  in  the  shunt    As 
previously  pointed  out,  when  there  are  sudden  changes  in  the 
electromotive-force  acting  in  a  complex  circuit,  the  momen- 
tary currents  thus  set  up  do  not  distribute  themselves  in  the 
various  parts  of  the  circuit  in  the  simple  inverse  ratio  of  the 
resistances,  for  their  distribution  depends  also,  and  in  some 
cases  chiefly,  upon  the  self-induction  in  the  various  parts.    As 
previously  explained  (p.  99)  self-induction  is  an  effect  like 
inertia.     It  is  more  difficult  to  set  up  a  sudden  current  in  a 
circuit  whose  self-induction   is  great  (or  which,  for  example, 
consists  of  many  turns  wound  closely  together,  so  that  they 
exercise   great  inductive   action  on  each  other,  especially  if 
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they  be  wound  about  an  iron  core)  than  in  one  in  which  the 
self-induction  is  smalL  We  cannot  here  follow  further  the 
mathematical  law  of  the  action  of  self-induction  on  momen- 
tary changes  of  electromotive-force ;  but  the  application  to 
the  shunt-wound  dynamo  is  too  important  to  be  passed  over. 
The  shunt  part  of  the  circuit  in  the  present  case  consists 
of  a  fine  wire  of  many  turns  wound  upon  iron  cores.  It 
tberefore  has  a  much  higher  coefficient  of  self-induction  than 
the  rest  of  the  circuit ;  and,  consequently,  any  sudden  varia- 
tions in  the  speed  of  driving  cannot  but  affect  the  current  in 
the  main  circuit  more  than  in  the  shunt  Briefly,  the  shunt- 
winding,  though  it  steadies  the  current  against  perturbations 
due  to  changes  of  resistance  in  the  circuit,  does  not  steady  the 
current  against  perturbations  due  to  changes  in  speed  of 
driving.  In  the  series-wound  dynamo,  the  converse  holds 
good.  The  electromotive-force  of  the  shunt-machine  can  be 
controlled  by  introducing  a  variable  resistance  into  the  shunt 

dicuit 

S^arate<ircuit  Self-exciting  Dynamo, — There  is  yet  the 
third  spedes  of  self-exciting  machine,  in  which  the  field- 
magnet  coils  are  arranged  to  form  part  of  a  circuit  entirely 
separate  from  the  main  circuit,  but  are  supplied  with  currents 
firom  coils  rotating  in  the  field.  There  are  two  ways  of 
carrying  this  into  effect :  (i)  a  second  armature  may  be  made 
to  rotate  between  the  same  field-magnets  in  order  to  supply 
the  exciting  current  Machines  on  this  plan  were  devised  by 
Ladd^  and  by  O.  and  F.  H.  Varley* ;  (2)  a  few  of  the  ar- 
mature coils  may  be  connected  up  separately  to  a  special 
commutator  to  supply  an  exciting  current  Such  systems 
were  devised  by  Wilde,  Holmes,  and  Lontin,  about  the  year 
1868  or  1869,  in  order  to  make  their  alternate-current  machines 
excite  themselves.  Holmes  described  a  machine  having 
twenty  helices  in  the  armature,  ten  of  which  supplied  alternate 
currents  to  the  lamps,  whilst  the  remaining  ten,  or  any  part  of 
them,  could  be  so  connected  up  through  a  special  commutator 

>  Phil,  Mag,,  xxxiii.,  544,  1867. 

'  Specification  of  Patent,  2525  of  1S69. 
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as  to  supply  the  exciting  current  to  the  field-magnets, 
Ruhmkorff  attained  the  sanne  end  by  winding  a  second  wire 
upon  the  Siemens  (shuttle-wound)  armature,  which  then  was 
provided  with  a  commutator  at  each  end. 

Any  of  these  systems  may  be  applied  for  direct-current 
machines.  For  alternate-current  machines,  neither  series 
winding  nor  shunt  winding  is  applicable.  Each  of  these  five 
systems  of  exciting  the  field-magnetism  has  its  own  merits 
for  special  cases,  but  none  of  them  is  perfect  Not  one  of 
these  methods  will  ensure  that,  with  a  uniform  speed  of 
driving,  either  the  potential  at  the  terminals  or  the  current 
shall  be  constant,  however  the  resistances  of  the  circuit  are 
altered 

But  though  theory  tells  us  that  none  of  these  systems  is 
perfect,  theory  does  not  leave  us  without  a  guide.  Thanks  to 
M.  Marcel  Deprez,  to  Professor  Perry,  to  Mr.  Paget  Higgs, 
to  Mr.  Bosanquet,  to  Messrs.  Crompton  and  Kapp,  to  Herr 
Schuckert,  to  Messrs.  Watson  and  Mordey,  to  Herr  Ziper- 
nowsky  and  others,  we  have  been  taught  how  to  combine 
these  methods  so  as  to  secure  in  practice  a  machine  which 
shall,  when  driven  at  a  constant  speed,  give  either  a  constant 
potential  or  a  constant  current.  These  methods  are  carefully 
developed  in  Chapters  XX.  and  XXI.  They  are  briefly 
described  here  also,  so  as  to  complete  our  summary  of  the 
methods  of  exciting  the  field-magnets. 


COMBINATION  METHODS. 

The  discovery  of  the  method  of  rendering  a  dynamo 
machine  automatically  self-regulating  when  driven  at  a  uni- 
form speed,  is  due  to  M.  Marcel  Deprez,  and  is  a  result 
arising  from  the  study  of  the  diagrams  of  the  characteristic 
curves  of  dynamos.^  There  are  two  distinct  cases  for  which 
self-regulation  is  required. 

As  the  first  function  of  a  dynamo  in  practice  is  to  feed  with 

*  Sec  La  Lumihe  EUctrique,  December  3,  1881,  and  Jan.  5,  1884. 
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sufficiency  and  regularity  a  system  of  lamps,  and  as  those 
lamps  are  always^  in  practice  arranged  either  in  parallel  or  in 
series,  it  is  clear  that  in  the  former  case  a  constant  difference 
4if  fotemiials^  and  in  the  latter  a  constant  current  between 
the  mains,  is  required. 

Suppose  a  dynamo  to  have  an  armature  without  internal 
resistance,  and  to  have  its  iield-m^^ets  excited  from  some 
independent  constant  source.  At  a  constant  speed  it  would 
give  a  constant  potential  at  its  terminals  whatever  the  resist- 
ance in  the  circuit.  But  if  it  has  internal  resistance,  the  ex- 
ternal potential  will  be  less  than  the  whole  electromotive-force, 
and  the  discrepancy  will  be  greater  according  as  the  internal 
redstance  and  the  current  are  greater.  Any  resistance-less, 
sqiarately-excited,  or  shunt  dynamo  would  thus  be  self- 
T^ulating. 

Now  it  is,  we  know,  impossible  to  have  an  armature  of 
no  resistance.  But  if,  knowing  the  resistance  of  the  armature 
of  our  dynamo,  we  find  out  what  additional  magnetising 
power  is  necessary  to  increase  the  working  electromotive- 
force  of  the  d)mamo,  so  that  the  nett  electromotive-force 
{after  discounting  the  part  needed  to  overcome  the  internal 
resistance)  shall  be  constant,  and  then,  having  found  it  out, 
provide  for  this  variable  part  of  the  magnetisation  by  putting 
on  coils  in  series,  our  dynamo  thus  reinforced  will  act  as  if  it 
had  no  internal  resistance,  and  will  give,  within  certain  limits, 
a  constant  difference  of  potentials  at  its  terminals. 

On  the  other  hand,  if  a  shunt  dynamo  were  constructed, 
with  an  armature  of  considerable  resistance,  the  electromotive- 
force  which  it  would  develop  at  a  constant  speed,  would  be 
nearly  proportional  to  the  external  resistance,  for  doubling 
the  external  resistance  would  very  nearly  double  the  propor- 
tion of  current  thrown  round  the  shunt,  and  therefore  (always 
assuming  the  iron  cores  to  be  far  from  saturation)  the  magnet- 
ism of  the  field-magnet  would  be  doubled;  in  other  words 

*  I  am  aware  that  occasionally  incandescent  lamps  have  been  arranged  with 
two  or  three  lamps,  in  series,  in  each  parallel,  or  on  a  multiple  series  plan. 
In  anj  case,  distribution  must  fall  under  one  or  other  of  the  two  cases  con- 
ttdetcd. 
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there  would  be  an  approximately  constant  current^  In  this 
case,  a  high  internal  resistance  in  the  armature  would  not  be 
economical.  But  if  we  ascertain  the  internal  resistance  of  the 
shunt  dynamo,  and  make  a  similar  calculation  as  to  the  amount 
of  additional  electromotive-force  requisite  in  order  that  there 
shall  always  be  enough  current  for  the  shunt  circuit  over  and 
above  that  current  which  goes  to  the  external  circuit ;  and  if 
we  provide  from  some  external  constant  source  for  this  addi- 
tional electromotive-force,  either  directly  or  by  adding  to  the 
magnetisation,  then  the  shunt  dynamo  so  aided  will  theoreti- 
cally give  a  constant  current  in  the  external  circuit,  no  matter 
how  great  or  how  small  the  resistance  of  the  circuit  may  be. 

For  distribution  at  a  coftstant  potential^  we  must  have, 
therefore,  dynamos  in  which  there  is  a  combination  of  series 
coils  with  some  auxiliary  independent  constant  excitation. 

For  distribution  with  a  constant  current^  we  must  theoreti- 
cally have  dynamos  in  which  there  is  a  combination  of  shunt 
coils  with  some  auxiliary  independent  constant  excitation. 

Combinations  to  give  Constant  Potential, 

(i.)  Series  and  Separate  {Deprez). — This  method,  illus- 
trated in  Fig.  75,  can  be  applied  to  any  series  dynamo^ 
provided  the  coils  are  such  that  a  separate  current  from  an 
independent  source  can  be  passed  through  a  part  of  them,  so 
that  there  shall  be  an  initial  magnetic  field,  independent  of 
the  main-circuit  current  of  the  dynamo.  When  the  machine 
is  running,  the  electromotive-force  producing  the  current  will 
depend  partly  on  this  independent  excitation,  partly  on 
the  current's  own  excitation  of  the  field-magnets.  If  the 
machine  be  run  at  such  a  speed  that  the  quotient  of  the  part 

'  In  the  first  edition  of  this  work  it  was  not  adequately  explained  at  this 
point,  as  it  is  in  Chapter  XX.  fully,  how  the  conditions  for  obtaining  either  a 
constant  potential  or  a  constant  current  are  related  to  the  winding  of  the  coils, 
and  to  the  various  resistances  of  the  machine  and  circuit  These  rules  admit,  as 
yet,  of  no  practical  solution  for  constant -current  work.  Brush  arc  lamps  are  rua 
in  series,  and  want  constant  current ;  yet  no  Brush  machines  are  shunt-wound, 
and  the  expense  of  the  fine  wire  for  winding  the  shunts  would  probably  be 
prohibitive  :  there  would  have  to  be  nearly  a  mile  of  wire  for  every  lamp  supplied. 
For  constant-current  work  other  modes  of  regulation  have  to  be  used. 
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of  the  electromotive-force  due  to  the  self-excitation,  divided 
by  the  strength  of  the  current,  is  numerically  equal  to  the 
internal  resistance  of  the  machine,  then  the  electromotive- 


Fig.  75. 
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Combination  op  Series  and  Separate. 

force  in  the  circuit  will  be  constant,  however  the  external 
resistances  are  varied.  M.  Deprez  has  further  shown  that 
this  velocity  can  be  deduced  from  experiment,  and  that,  when 
the  critical  velocity  has  once  been  determined,  the  machine 
can  be  adjusted  to  work  at  any  desired  electromotive-force 
by  varying  the  strength  of  the  separately-exciting  current 
to  the  desired  degree. 

(2.)  Series  and  Magneto  {Perry), — The  initial  electro- 
motive-force in  the  circuit  required  by  Deprez's  theory,  need 
not  necessarily  consist  in  there  being  an  initial  magnetic  field 
of  independent  origin.  It  is  true  that  the  addition  of  a  per- 
manent magnety  to  give  an  initial  partial  magnetisation  to  the 
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pole-pieces  of  the  field-magnets,  would  meet  the  case  to  a 
certain  extent ;  but  Professor  Perry  has  adopted  the  more 
general  solution  of  introducing,  into  the  circuit  of  a  series 
dynamo,  a  separate  magneto  machine,  also  driven  at  a 
uniform  speed,  such  that  it  produces  in  the  circuit  a  con- 
stant electromotive-force  equal  to  that  which  it  is  desired 
should  exist  between  the  leading  and  return  mains.^ 

This  arrangement,  which  is  depicted  in  Fig.  ^6^  may  be 
varied  by  using  a  shunt-wound  exciter,  the  magnets  being, 
as  before,  included  in  the  part  of  the  circuit  outside  the 
machine.    The  combination   of  a  permanent  magnet  with 

'  Professor  Perry  gives,  in  his  specification,  the  following  numerical  illns- 
tration,  to  which  the  only  exception  that  can  be  taken  is,  that  with  so  high 
a  resistance  as  that  of  3  ohms  in  the  machine  the  system  must  be  very  nn« 
economical :  "  As  an  example,  if  there  is  only  one  dynamo  machine,  and  if  the 
resistance  of  the  main  cable,  return  cable,  and  machines,  in  fact  of  that  part  of 
the  total  circuit  which  is  supposed  to  be  constant,  be,  let  us  suppose,  3  ohms, 
then  we  find  that  the  dynamo  machine  ought  to  be  run  at  such  a  speed  that  the 
electromotive-force,  in  volts,  produced  in  its  moving  parts,  b  three  times  the 
current,  in  amperes,  which  flows  through  the  field-magnets;  consequently  this 
speed  can  readily  be  found  by  experiment.  Suppose  the  constant  electromotive- 
force  of  the  magneto  machine  to  be  50  volts,  its  resistance  0*3  ohms,  and  the 
resistance  of  the  dynamo  machine  and  of  the  other  unchanging  parts  of  the 
circuit  2*7  ohms  ;  and  suppose  that  the  speed  is  that  at  which  the  electromotive- 
force  produced  by  the  rotating  armature  of  the  dynamo  is  three  times  the  current 
Now,  let  there  be  a  consumers'  resistance  of  2  ohms,  the  total  resistance  is 
5  ohms.  Evidently  the  electromotive-force  produced  in  the  dynamo  is  75  volts 
(for  call  this  electromotive-force  ;c,  then  the  current  will  be  x  -4-  3,  whence  it 

follows  that =  — ,  or  3  X  +  150  =  5  x,  or  x  =  75),  and  the  total  electro- 

5  3 

motive-force  in  the  circuit  is,  therefore,  125  volts,  and  as  the  total  resistance  is 

5  ohms,   the  current  is  25  amperes,  giving  an  electromotive-force  of  50  volts 

between  the  ends  of  the  consumers'  part  of  the  circuit.    Now,  if  the  consumers' 

resistance  increases  to,  say,  12  ohms,  by  some  of  the  consumers  ceasing  to  use 

their  circuits,   there  is  an  instantaneous  alteration  of  the  electromotive-force 

produced  in  the  dynamo  to  \2\  volts,  or  62}  volts  in  the  whole  circuit,  and  62} 

divided  by  15  gives  4^  amperes ;  and  this  means  ^\  multiplied  by  12,  or  50  volts 

as  before,  between  the  ends  of  the  consumers'  part  of  the  circuit"    (Here,  again, 

X  +  CO  X 

the  calculation  is  ^  =  -,  whence  3x-fl50=  15  jr,  or  12}=  jr. — S.P.T.) 

'5  3 

'  Some  exception  has  been  talen  by  Professors  Ayrton  and  Perry  to  this 

figure  on  the  ground  that  the  magneto  machine  is  drawn  relatively  too  smalL  It 
was  not  intended  that  the  figure  should  represent  the  sizes,  but  rather  to  indicate 
that  the  arrangement  was  essentially  one  of  a  series  dynamo,  plus  an  auxiliary  in- 
dependent excitement  So  also  with  Fig.  80.  The  reader  should  refer  to  Professor 
Ayrton's  lecture  at  the  London  Institution,  Feb.  23,  1883,  of  which  an  abstract  is 
given  in  The  Electrician^  March  10,  1883. 


Methods  of  Governing.  x  2 1 

electiDniagnets  in  one  snd  the  same  machine,  is  much  older 
than  the  suggestions  of  either  Deprez  or  Perry,  having  been 
described  by  Hjdrtli  in  1854. 

(3.)  SerusattdSkuHt{BrusK). — ^A  dynamo  having  its  coils 
mnuid,  as  in  Ftg.  77,  so  that  the  field-magnets  are  excited 
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partly  by  the  main  current,  partly  by  a  current  shunted 
across  the  brushes  of  the  machine,  is  no  novelty,  having  been 
used  in  Brush  dynamos  *  for  some  years  past  The  arrange- 
ment as  used  originally  by  Brush  made  the  machine  into  one 
that  was  very  nearly  self-regulating,  there  being  less  than  one 
vidt  of  variation  in  the  potential  within  a  wide  range  of 

)  TlMiAnBt  put  of  the  drcnit,origiiiaIl7  called  the  "ieaieT,''wu!idopt«d  at 
fint  in  ■— I*™—  fat  elednpUtinB,  with  the  riew  of  preventing  a  re\-ci^l  of  the 
CWT^  by  aa  inrenBan  oT  the  mieneciiaticni  of  the  field- mi^ne is,  bat  has  been 
KtuBcd  in  wne  other  jattenu  of  machine  OD  acconnt  of  its  usefulnen  in  "steady- 
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current.  If  the  shunt  coils  be  comparatively  few,  and  of 
high  resistance,  so  that  their  magnetising  power  is  small, 
the  machine  will  give  approximately  a  uniform  potential 
of  but  few  volts ;  whereas,  if  the  shunt  be  relatively  a  powerful 
magnetiser,  as  compared  with  the  few  coils  of  the  main  circuit, 
the  machine  will  be  adapted  for  giving  a  constant  potential 
of  a  great  number  of  volts  ;  but,  as  before,  each  case  will 
correspond  to  a  certain  critical  speed,  depending  on  the 
arrangements  of  the  machine. 

Fig.  78. 


\ 


> ) 

Series  and  Long  Shunt. 


(4.)  Series  and  Long  Shunt, — In  1882  the  author  proposed 
to  give  this  name  to  a  combination  closely  resembling  the  pre- 
ceding, which  had  not  then,  so  far  as  he  was  aware,  been 
actually  tried  for  this  purpose,  though  it  had  been,  like  the 
preceding,  described  by  Brush.  If,  as  in  Fig.  78,  the  ms^ets 
are  excited  partly  in  series,  but  also  partly  by  coils  of  finer 
wire,  connected  as  a  shunt  across  t/te  wliole  external  circuity  then 
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the  combination  should  be  more  applicable  than  the  preceding 
to  the  case  of  a  constant  electromotive-force,  since  any  varia- 
tion in  the  resistance  of  the  external  circuit  will  produce  a 
greater  eflfect  in  the  "  long  shunt"  than  would  be  produced  if 
the  resistance  of  the  field-magnets  were  included  in  the  part 
of  the  main  circuit  external  to.  the  shunt 

In  1882  it  was  the  author's  opinion  that  although  the  last 
two  combinations  were  not  such  perfect  solutions  of  the 
problem  as  those  which  precede,  they  were  more  likely  to  find 
an  immediate  application/  since  they  can  be  put  into  practice 
upon  any  ordinary  machine,  and  do  not  require,  as  in  the 
first  two  combinations,  the  use  of  separate  exciters,  or  of  in- 
dependent magneto  machines.  This  opinion  has  been  fully 
justified  in  the  great  progress  made  since  in  the  "  compound  " 
or  •*  self-regulating  "  machines. 

(3.)  Series  and  Separate-Coil, — This  method  has  not,  ap- 
parently, been  tried  for  direct-current  dynamos.  For  alternate- 
current  dynamos  a  modification  of  it  has  been  tried  by 
Zipemowsky  with  success,  the  "  series  "  or  main-circuit  excita- 
tion being,  in  this  case,  replaced  by  an  excitation  derived 
from  the  main  circuit  by  means  of  a  small  transformer.  This 
system  is  explained  in  Chapter  XX. 

Combinations  to  give  Constant  Current, 

(l.)  Shunt  and  Separate  {Dcprez). — When  it  is  desired, 
as  in  the  case  of  a  set  of  arc  lamps  in  series,  to  main- 
tain the  current  in  the  circuit  at  one  constant  strength,  the 
previous  arrangement  of  Deprez  must  be  modified,  as  indi- 

'  The  inTention  of  the  "  series  and  shunt "  winding  is  claimed  for  several  rivals. 
Brash  imdonbtedly  first  used  it,  but  whether  with  any  knowledge  of  all  its  advan- 
tages is  doabtfuL  It  was,  however,  mentioned  as  having  some  advantages  by  Sir 
C  W.  Siemens  in  Philosophical  Transactions,  March  iSSo.  It  is  also  claimed  for 
Lanckert  (see  note  by  M.  Boistel,  p.  lOO  of  his  translation  of  first  edition  of  this 
work)  ;  Paget  Higgs  {Electrical  Review,  vol.  xi.  p.  280,  and  Electrician,  Dec.  23, 
1882);  J.  W.  Swan,  see  Bosanquet  {ib.,  Dec.  9,  1882) ;  J.  Swinburne  (/A,  Dec.  23, 
1882);  S.  Schackert  {ib,,  Oct.  13,  1883) ;  it  is  claimed  in  America  by  Edison  ; 
and  it  has  been  patented  by  Messrs.  Crompton  and  Kapp  {ib.,  June  9,  1S83). 
See  also  Hospitalier  iVElectricien,  No.  20,  1882).  Students  should  also  considl 
a  series  of  articles  in  The  Electrician,  vol.  x.,  beginning  Dec.  16,  1S82,  by 
Bfr.  Gisbert  Kapp. 
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cated  in  Fig,  79,  by  combining  a  shunt-winding  with  coils  for 
a  separately-exciting  current  This  arrangement  is,  in  fact, 
that  of  a  shunt  dynamo,  with  an  initial  magnetic  field  in- 
dependent of  the  strength  of  the  current  in  the  circuit. 

Seeing  that  the  only  object  in  providing  the  coils  for 
separate  excitation  is  to  secure  an  initial  and  independent 
magnetic  field,  it  is  clear  that  other  means  may  be  employed 
to  bring  about  a  similar  result. 


SK  PAR  ATE. 


(2.)  Shunt  and  Magneto  {Perry). — Perry's  arrangement  fi>r 
constant  current  is  given  in  diagram  in  Fig.  80,  and  con^sts 
in  combining  a  shunt  dynamo  with  a  magneto  machine  of 
independent  electromotive-force,  this  magneto  machine  being 
inserted  either  in  the  armature  part  or  in  the  field-magnet 
part  of  the  machine.  As  before,  a  certain  critical  speed  must, 
on  Professor  Perry's  plan,  be  found  from  experiment  and  cal- 


Compound  Winding.  135 

In  Chapter  XX.  on  Constant-current  Djoiamos 
die  theoiy  of  tliis  method  is  given  in  the  equations  which 
iam  how  the  permanent  initial  excitation  is  to  be  propor- 
tiooed  to  the  permanent  resistances  in  the  circuit 

(3,)  Shunt  and  SerUs, — There  are,  as  mentioned  above,  a 
gmt  many  claimants   to  the  discovery  of  the  use  of  the 
winding  "  for  the  purpose  of  obtaining  a  constant 
but  the  use  of  the  compound  winding  for  the 
Fig.  8a 


Shunt  and  Magkei' 


purpose  of  obtaining  a  constant  current  was  first  described  by 
the  author  of  this  book  in  his  Cantor  Lectures  in  December 
l88z,  in  the  paragraph  reprinted  above,  which  states  that  for 
this  purpose,  the  essential  part  of  the  magnetisation  will  be  that 
due  to  the  shunt  coils.  The  theory  of  this  winding  in  both 
hs  varieties  was  given  for  the  first  time  in  the  first  edition  of 
this  book,  but  the  wide  range  of  variations  in  the  magnetism 
required  by  the  method  makes  it  useless. 
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Arrangements  of  Co^npound  Winding. 

Compound  windings  may  be  arranged  in  several  diflferent 
ways.  If  wound  on  the  same  core  the  shunt  coils  are  some- 
times wound  outside  the  series  coils  :  less  frequently  the  series 
coils  are  outside  the  shunt  In  some  of  Siemens*  dynamos 
they  are  wound  on  separate  frames  and  slipped  on  side 
by  side  over  the  same  core.  In  other  cases,  where  (as  in 
Siemens*  usual  patterns)  the  pole  is  at  the  middle  of  the 
magnet  core,  one  end  of  the  core  may  carry  the  shunt  coils, 
the  other  the  scries ;  or  both  the  coils  on  one  of  the  cores 
may  be  series  coils,  and  both  those  on  the  other,  shunt  coils. 
Mr.  P.  Higgs  strongly  advocates  the  winding  of  the  two  sets 
on  separate  cores  uniting  at  a  common  pole-piece.  This  is 
bad,  for  constant-potential  machines.  Practice  seems  to  be 
drifting  toward  winding  the  shunt  coils  outside  the  series 
coils.  It  is  advisable  to  keep  down  the  resistance  of  the 
series  coils,  as  they  will  form  part  of  the  main  circuit ;  whilst 
the  additional  resistance  necessitated  by  winding  the  wire  in 
coils  of  larger  diameter  is  not  altogether  a  disadvantage  in  a 
shunt  coil.  In  the  former  editions  of  this  work  the  recom- 
mendation  was  made  to  wind  the  series  coils  nearer  the  pole 
than  the  shunt  coils.  With  the  better  magnetic  circuits  now 
employed  in  dynamos  this  advice  has  ceased  to  have  any 
weight.  If  the  magnetic  circuit  through  the  iron-work  be 
good,  the  position  of  the  coils  makes  little  difference. 

Mr.  Zipernowsky's  method  of  compounding  the  alternate- 
current  dynamo  so  as  to  make  it  give  a  constant  (alternating) 
potential  on  the  mains,  consists  in  introducing  into  the  main 
circuit  that  feeds  the  lamps  the  primary  coil  of  a  small  trans* 
former,  the  secondary  of  which  is  connected  through  the 
commutator  to  the  field-magnet  circuit  This  virtually  makes 
the  machine  a  series-excited  machine  combined  with  initial 
excitation  derived  by  the  separate-circuit  method  from  one 
coil  of  the  set  in  the  armature. 

The  method  of  compound  winding,  though  theoretically 
applicable  to  constant-current  machines  as  well  as  to  those 
for  constant-potential,  is  until  the  present  time  a  failure,  not 
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merely  on  account  of  the  cost  of  the  shunt  winding,  but 
because  the  systems  appear  to  be  unstable.  For  constant- 
cunent  work,  other  methods  of  governing  are  therefore 
cmployed- 

Ottier  Methods  of  A  titomatic  Regulation. 

BrusKs  Automatic  Regulator, — An  ordinary  series  dynamo 
may  be  made  to  yield  a  constant  current  by  introducing 
across  the  field- magnets  a  shunt  of  variable  resistance,  the 
resistance  of  the  shunt  being  adjusted  automatically  by  an 
electromagnet  whose  coils  form  part  of  the  circuit.  The 
system  b   shown  in    the  accompanying  diagram  (Fig.   81). 

Fig.  81. 


Brush's  Automatic  Regulator. 


The  dynamo  at  D  pours  its  current  into  the  circuit,  Icavinc; 
the  commutator  (^as  drawn)  by  the  upper  brush,  whence  it 
flows  through  the  field-magnets  F  M,  and  round  the  circuit 
of  lamps  LL,  back  to  the  negative  terminal.  Suppose  now 
some  of  the  lamps  to  be  extinguished  by  switches  which 
short-circuit  them  ;  the  resistance  of  the  circuit  being  thus 
diminished  there  will  be  at  once  a  tendency  for  the  current 
to  increase  above  its  normal  value  unless  the  electromotive- 
force  of  the  dynamo  is  at  once  correspondingly  reduced. 
This  is  done  by  the  solenoid  B  in  the  circuit.  When 
traversed  by  the  normal  current  it  attracts  its  armature  A 
with  a  certain  force  just  sufficient  to  keep  it  in  its  neutral 
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position.  If  the  current  increases,  the  armature  is  drawn 
upward  and  causes  a  lever  to  compress  a  column  of  retort- 
carbon  plates  Q  which  is  connected  as  a  shunt  to  the  field- 
magnets.  These  plates  when  pressed  together  conduct  well, 
but  when  the  pressure  is  diminished  their  imperfect  contact 
partially  interrupts  the  shunt-circuit  and  increases  its  resist- 
ance. When  A  rises  and  compresses  C,  the  current  is 
diverted  to  a  greater  or  lesser  extent  from  the  field-magnets 
which  are  thus  under  control. 

Edisoiis  Regulator. — In  Edison's  system  for  supplying 
mains  at  a  constant  potential  a  shunt  dynamo  is  employed, 
a  variable  resistance  R  being  introduced  into  the  shunt- 
circuit  (Fig.  82).    A  lever  moved  by  hand,  whenever  the 

Fig.  82. 


Edison's  System  of  Regulating. 

potential  rises  or  falls  below  its  proper  value,  makes  contact 
on  a  number  of  studs  connected  with  a  set  of  resistances 
and  thus  controls  the  degree  of  excitation  of  the  field- 
magnets.  A  similar  device  has  been  used  in  several  other 
systems.  To  make  the  arrangement  perfect  the  variable 
resistance  should  be  automatically  adjusted  by  an  electro- 
magnet the  coils  of  which  are  an  indepehdent  shunt  across  the 
mains.     Edison  has  indeed  used  such  a  device. 

Lane-Fox's  Automatic  Regulator. — A   relay,  the   coil  of 
which  itself  forms  a  shunt  to  the   mains,   is  employed  to 
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actuate  a  regulator  to  introduce  more  or  less  resistance  into 
the  shunt-circuit  of  the  dynamo.    A  figure  of  this  regulator 
was  given  at  p.  145  of  the  second  edition  (1886)  of  this  work. 
Automatic  Regulation  by  shifting  the  Brushes, — Several 
systems  have  been  proposed  for  securing  automatic  regula- 
tion by  shifting  the  brushes  round  the  collector.     Reference 
to  the  curve  of  potentials  (Fig.  38),  will  show  that  if  the 
brashes  do  not  touch  at  the  neutral  points  (marked  +  and 
-)  the  difference  of  potentials  between  them  will  be  less 
than  the  maximum  which  the  armature  can  give.     Maxim 
prepared  an    automatic  regulator   based   on    this    method. 
Similar  adjustments  have  been  used  by  Elihu  Thomson  and 
Hochhausen,  and  by  Statter  for  constant-current  machines. 
As  applied  to  collectors  of  ordinary  closed-coil  dynamos  the 
method  is  hardly  successful.    As  applied  to  the  commutator 
of  the  open-coil  dynamo  in  the  Thomson- Houston  system  (see 
Fig.  194)  it  answers  satisfactorily. 

Section  Metfiod  of  Regulation, — Another  method  has  been 
suggested  by  Brush,  who  winds  the  field-magnets  in  a  number 
of  separate  sections  any  number  of  which  can  be  switched 
into  circuit  by  a  controlh'ng  electro-magnet.  Very  similar 
suggestions  have  been  made  by  Cardcw  and  by  Deprcz. 

Constant-Current  Governing, — ^The  problem  of  getting  a  ' 
self-regulating  constant-current  machine  has  elicited  several 
novel  methods  of  governing.  Messrs.  Goolden  and  Trotter 
have  ingeniously  combined  the  section  method  of  regulation 
with  another  principle,  first  suggested  by  Langlcy,  namely 
that  of  applying  a  magnetic  shunt  to  divert,  more  or  less,  the 
magnetic  lines  from  passing  through  the  iron  core  of  the 
armature.  Some  account  of  this  method  is  given  in 
Chapter  XXI. 

Electric  Governing  of  Engine.  —  Yet  another  way  of 
accomplishing  automatic  regulation  is  possible  in  practice, 
and  this  without  the  condition  of  a  constant  speed  of  driving. 
Let  the  ordinary  centrifugal  governor  of  the  steam-engine  be 
abandoned,  and  let  the  supply  of  steam  be  regulated,  not  by 
the  condition  of  the  velocity  of  driving,  but  by  means  fof 
an  electric  governor  operated  by  the  electric  current  itself. 

K 
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Several  of  these  governors  are  described  in  detail  in  Ap- 
pendix VI.  For  many  purposes  they  are  more  suitable  and 
reliable  than  any  of  the  arrangements  which  necessitate  a 
constant  speed  of  driving.  One  great  advantage  of  the  elec- 
tric governor  is  that  it  cuts  down  the  consumption  of  steam 
to  the  actual  demands  made  upon  the  electric  circuit,  and 
prevents  injury  both  to  the  dynamo  and  to  the  steam-engine. 
Dynamovietric  Governing, — One  other  method  of  govern- 
ing dynamos  is  too  important  to  be  omitted.  Engineers  are 
all  aware  that  the  horse-power  transmitted  along  a  shaft  is 
the  product  of  two  factors,  the  speed  and  the  moment  of 
couple ;  or,  as  it  is  now  often  termed,  of  speed  and  torque. 
If  Q)  stands  for  the  angular  velocity  and  T  for  the  torque  (or 
turning  moment)  then 

o)  T  =  mechanical  work  per  second,  or  "  activity." 

But  the  "  activity,"  or  work  per  second,  or  horse-power,  of 
a  dynamo  can  be  measured  electrically,  by  the  product  of  its 
electromotive-force  into  the  current  it  drives  through  the 
circuit.  If  E  stands  for  the  electromotive-force,  and  i  for 
the  current,  then 

E  /  =  electric  work  per  second. 

In  a  good  dynamo  the  electric  work,  though  not  equal  to 
the  mechanical  work,  will  exceed  90  per  cent,  of  it.  Now  we 
know  that,  other  things  being  equal,  the  electromotive-force  E 
of  a  series  dynamo  or  of  a  magneto  machine  is  proportional  to 
o),  the  angular  velocity  or  speed  of  driving.  It  follows  at  once 
that  the  torque  will  be  proportional  to  the  current  i.  This  at 
once  suggests  that  a  series  dynamo  may  be  driven  so  as  to 
give  a  constant  current  provided  it  be  driven  from  a  steam- 
engine  governed  not  by  a  centrifugal  governor  to  maintain  a 
constant  speed,  but  by  a  dyfiamometric  governor  to  maintain  a 
cofistant  torque  or  turning  mofnent.  Some  good  transmission 
dynamometer,  such  as  that  of  Morin,  or  one  of  the  later 
varieties,  such  as  those  designed  by  Ayrton  and  Perry,  or  best 
of  all  that  designed  by  the  Rev.  F.  J.  Smith,^  and  described 

'  See  the  excellent  little  book,  published  by  Messrs.  £.  &  F.  N,  SpoD,  front 
the  pen  of  this  able  author,  on  '  Work-measuring  Machines.' 
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in  Chapter  XXXII.,  may  be  adapted  to  work  an  equilibrium 
valve,  and  would  fulfil  the  above  condition  of  t^ovcrning. 

Prof.  E.  Thomson  has  suggested  the  use  of  a  dynamo- 
metric  apparatus  to  govern  a  constant-current  dynamo  by 
the  method  of  shifting  the  brushes  as  explained  at  top  of 
p.  71.  A  description  of  this  governor  was  given  in  the  second 
edition  of  this  work. 

Governing  by  Steam-Pressure. — It  was    remarked    above- 
that  electric  power  and  mechanical  power  are  each  a  product 
of  Xrxo  factors.     But  in  an  ordinary  steam-engine  the  work 
per  second  also  consists  of  two  factors,  viz.  speed  of  piston  and 
steam-pressure;  and  the  angular  velocity  of  the  shaft  is  pro- 
portional to  the  former,  and  its  transmitted  torque  to  the  latter. 
Therefore  the  condition  of  maintaining   a   constant   current 
ought  to  be  fulfilled  if  the  pressure  is  always  constant     If  the 
valves  are  such  as  to  admit  a  fixed  quantity  of  steam  at  each 
stroke,  and  if  the   boiler  pressure  is  really  kept  up,  then  the 
average  pressure  behind  the  piston  ought  to  be  constant.     In 
practice  this  is  never  attained  on  account  of  the  friction  of  the 
steam  against  the  steam-pipes  and  port-lioles  of  the  valves. 
The  internal  friction  in  the  engine  plays  the  same  part  in  pre- 
venting absolutely  true  self-regulation,  as  does  the    internal 
electrical   resistance  in   the    dynamo.     An  approximation  is 
all  that  is  possible.     In  an  experiment  made  by  M.  Pollard 
with   a   Gramme  dynamo,    the  current   gave    deflections  on 
a  galvanometer,  varying  only  from   59'  to   54',  while  addi- 
tional   resistances   were   introduced    into   the    circuit,    which 
caused  the  speed  to  run  up  from  436  to  "jzG  revolutions  per 
minute.     Theoretically,  therefore,  a  constant    current   oui^ht 
to  be  one   of  the   easiest   things  to  maintain   with  a  series 
djTiamo.      Have  adequate   boilers,  keep   the  steam-pressure 
always  at  one  point,  abandon  all  governors,  and  admit  equal 
quantities  of  steam  at  each  stroke  whatever  the  speed :  the 
result   ought  to   be   a   constant   current.     The   condition   of 
maintaining  a  constant  potential  cannot  be  similarly  solved, 
except  by  employing  a  shunt  dynamo  under  conditions  that 
are  both  uneconomical  and  impracticable.     But  in  the  case  of 
constant-current   work   it  is   possible   to   go  further   toward 

K  2 
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realising  such  results.  The  existing  method  of  maintaining 
a  constant  steam-pressure  is  to  put  upon  the  boiler  a  pressure- 
gauge  which  indicates  to  the  stoker  when  he  is  to  add 
more  fuel  and  when  to  damp  down  the  fire.  Let  the  pres- 
sure-gauge be  abandoned,  and  instead,  let  there  be  pro- 
vided at  the  side  of  the  furnace  an  ampere-meter,  and  let 
the  stoker  feed  or  damp  his  furnace  fires  according  to  the 
requirements  of  the  electric  system  of  distribution.  Is  there 
any  valid  reason  why  such  a  method  of  government  should 
not  be  efficient  in  practice,  at  least  in  the  case  of  the  series 
dynamo  for  constant  currents  } 

Finally,  to  render  the  system  truly  automatic,  it  is  conceiv- 
able that  mechanical  stoking  appliances  might  be  arranged, 
under  the  control  of  the  ampere-meter  or  volt-meter,  to  supply 
the  fuel  in  proportion  to  the  number  of  lamps  alight. 
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CHAPTER  VIL 

Continuous  Current  Machines. 

closed'  coil   arm  a  tures, 

Blng  Aimatare  Dynaznos. 

Existing  types  of  dynamo  machines  may  be  broadly  divided 
JntD  those  which  furnish  continuous,  and  those  which  furnish 
attemating  currents ;  the  latter  type  vdW  be  considered  last 
The  continuous-current  dynamos  may  again  be  classified  under 
three  heads :  (i)  dosed-coil  machines,  (2)  open-coil  machines, 
(3)  machines  on  the  principle  of  the  so-called  unipolar  in- 
ductioii.  These  last  give  really  steady  continuous  currents, 
bat  are  not  yet  commercially  practical  machines.  The  open- 
coQ  machines,  so  useful  for  arc-lighting,  give  currents  which, 
AoDgh  continuous  in  the  sense  of  being  without  intermittence, 
nevertheless  are  always  fluctuating  with  rapid  periodical  pul- 
sations; whilst  the  closed-coil  machines,  so  much  used  for 
incandescent  lighting  and  for  electroplating,  give  approxi- 
mately non-pulsating  continuous  currents. 

Accordingly  we  proceed  to  examine  the  actual  dynamo 
machines  in  the  following  order : — 


.\ 


Continuous-Current  Maciiini 

Ring Chapter   VII. 

i-i    ^      -I,  Drum ^        VIII. 

Closed-coil,^^  1    /  u    1^  \ 
'1  Pole  (obsolete). 

loisk „  IX. 

Open-coil  (Ring  or  Drum)     ....  »  X. 

Unipolar .,  XI. 

Alternate-Current  Machines  „  XII. 

The  method  of  closing  the  armature  coils  upon  themselves. 
first  invented  by  Pacinotti  in  the  form  of  a  ring,  is  adopted  in 
the  armatures  of  the  Gramme,  Siemens,  and  Edison  dynamos, 
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and  in  fact  in  the  armatures  of  the  majority  of  continuous 
current  dynamos,  which,  though  their  armatures  may  have 
the  form  of  a  drum  or  a  disk  instead  of  a  ring,  arc  equally 
constructed  with  closed  coils ;  that  is  to  say,  have  the  coils 
grouped  in  sections  which  communicate  with  successive  bars 
of  a  collector,  and  which  are  connected  continuously  together 
into  one  closed  circuit.  The  armatures  of  almost  all  the 
machines  described  in  this  and  the  next  chapter  are  closed-- 
coil  armatures.  There  are  other  ways  of  winding  a  ring  or 
a  drum,  in  which  the  successive  sections  of  the  coil  are  not 
so  connected  together,  and  do  not  form  a  closed  coil.  These 
armatures  may  be  called,  for  the  sake  of  distinction,  opetKoiC 
armatures.  Dynamos  having  open-coil  armatures  are  chiefly 
used  for  providing  constant  currents  in  arc4ight  circuits. 
Chiefest  amongst  them  are  the  Brush  dynamo  and  the 
Thomson-Houston  dynamo.  They  are  considered  separately 
in  Chapter  X.  on  Open-coil  Dynamos. 

RING  ARMATURES. 

There  are  several  ways  of  classifying  ring-armatures,  for 
example : — 

(^.)  Rings  with  teeth,  between  which  the  coils  are  wound 
(Pacinotti  type). 

(^.)  Rings  without  teeth,  having  coils  wound  outside 
(Gramme  type). 

(^.)  Rings  having  the  coils  or  conductors  threaded  through 
perforations  below  the  surface  of  the  iron  cores  (Wenstromi 
type). 

Again  they  may  be  classified  as 

(^.)  Cylindrical  rings,  with  the  core  elongated  in  the  axial 
direction.    In  this  case  the  polar  surfaces  are  on  the  periphery. 

(^.)  Discoidal  rings,  with  core  extended  in  the  radial 
direction.  In  this  case  the  flat  faces  of  the  rings  are  usually 
used  as  the  polar  surfaces.  There  are,  however,  intermediate 
forms  with  elongation  in  neither  direction,  the  cross-section  of 
the  ring-core  being  square  or  circular.  There  are  others  agaia 
in  which,  as  in  the  European  forms  of  Fein  and  of  Fitzgerilld^ 
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and  in  the  American  forms  of  Sperry  and  of  Clark,  an  attempt 
is  made  to  cause  both  internal  and  external  periphery  to  act 
as  a  polar  surface. 

Again,  armatures  may  be  classified  according  to  the  method 
adopted  for  laminating  the  iron  cores,  the  lamination  being 

(«•)  Radial,  if  the  core  consists  of  thin  iron  washers  ; 
(i.)  Tangential,  if  the  core  consists  of  ribbon  ; 
(^.)  Filamentous,  if  the  core  consists  of  iron  wires. 

The  essentials  in  the  construction  of  good  ring  armatures 
are  as  follows : — 

(a.)  There  must  be  sufficient  cross-section  in  the  iron  core 
to  cany  the  requisite  magnetism.  (Allow  in  continuous-current 
dynamo  i  square  centimetre  for  each  16,000  magnetic  lines.) 

(/8.)  The  copper  conductors  must  have  sufficient  cross- 
section  to  carry  the  current,  and  should  present  sufficient 
surface  to  emit  the  heat  developed  in  them.  (Allow  i  square 
millimetre  section  for  every  3  amperes  ;  and  at  least  5  square 
centimetres  of  surface  for  each  watt  lost  in  heat.) 

(7.)  There  must  be  a  sufficient  number  of  copper  con- 
ductors in  series  to  get  the  requisite  electromotive-force. 
(See  calculations  in  Chapter  XV.) 

(8.)  There  must  be  a  proper  and  sufficient  means  provided 
for  transmitting  the  driving-power  from  the  shaft  to  the  con- 
ductors on  the  polar  surface  of  the  armature  :  for  it  is  these, 
not  the  iron  core,  that  require  the  power  to  drive  them.  (For 
calculations  of  the  torque  see  Chapter  XXX.) 

(e.)  There  must  be  proper  insulation.  No  conductor 
should  touch  either  against  another  conductor  or  against  the 
iron  core.  The  iron  core  disks  or  core  wires  should  be  properly 
insulated  with  mica,  paper,  or  insulating  paint.  All  supports 
and  frames  must  be  insulated  so  as  to  cut  off  eddy-currents. 

(f.)  There  must  be  proper  ventilation. 

(ij.)  Means  must  be  taken  to  prevent  conductors  from 
flying  out  centrifugally.  In  discoidal  rings  there  is  no  need 
of  special  means :  but  with  long  cylindrical  rings  binding 
wires  or  thin  binding  bands  must  be  used.  These  may  con- 
sist of  fine  phosphor-bronze  or  tinned  steel  wires  or  of  slips 
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of  thin  tough  sheet  brass,  soldered  together  at  their  ends,  and 
protected  by  a  layer  of  insulation  from  touching  the  con- 
ductors. 

Methods  of  Winding  Rings. 

There  are  several  methods  of  winding  closed-coil  ring 
armatures.^  The  simplest  and  best-known  is  the  method  used 
by  Pacinotti  and  by  Gramme,  in  which  there  are  as  many 
"  sections,"  or  groups  of  coils,  as  there  are  "  bars "  in  the 
collector,  the  end  of  each  section  being  joined  to  the  beginning 
of  the  next,  and  each  bar  of  the  collector  being  connected  to 
such  junction.  Simple  modifications  are  possible — ^namely, 
such  as  providing  twice  as  many  sections  as  there  are  bars  in 
the  collector,  each  section  being  united  either  in  series  or  in 
parallel  with  that  diametrically  opposite  it,  and  the  pair  so 
united  being  treated  as  a  single  section  in  the  coupling  up  of 
the  ring.  For  ring  armatures  that  are  to  be  used  in  multi- 
polar fields  further  modifications  are  possible,  as  will  be  shown 
at  the  end  of  this  chapter. 

CYLINDER-RING  MACHINES. 

This  sub-class  includes  all  machines  having  ring-armatures 
which  are  to  be  magnetised  at  their  peripheral  surfaces. 

Pacinottis  Machine, — This  machine,  depicted  in  Fig.  83, 
was  described  in  the  Italian  journal  //  Nuovo  CimetitOy  in  1 864. 
The  armature  was  an  iron  ring,  shown  separately  in  Fig.  84, 
having  sixteen  equal  teeth  supported  by  four  brass  arms  B  B. 
Between  the  teeth,  on  wooden  frames,  were  wound  sixteen 
coils,  each  of  nine  turns.  From  the  ends  of  each  section,  the 
wires  were  led  downwards  to  the  commutator.  This  was  a 
cylinder  of  wood  having  sixteen  strips  of  brass  let  into  grooves. 
Each  strip  of  brass  was  soldered  to  the  end  of  one  section 
and  to  the  beginning  of  the  next.  Two  metal  brushes  pressed 
against  the  commutator  at  points  on  a  diameter  at  right 
angles  to  the  line  joining  the  poles  of  the  vertical  electro-mag- 

*  Some  useful  notes  about  right-handed  and  left-handed  windings  are  given  by 
von  Waltenhofen  in  Ccntralblatt  fur  EUktroUchnik^  ix.  636,  1887. 
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arts,  which  were  provided  with  wide  pole-pieces.    The  ring 
was  described  by  Signer  PacinotU  as  a  "  transversal  electro- 
m^et,"  and  though  the  machine  was  denominated  an  electric 
Fig.  83. 
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Pacihotti's  Dynamo. 

motor,  its  function  as  a  generator  was  announced  in  the  most 
specific  terms.  "  It  seems  to  me,"  said  Professor  Facinotti, 
'that  that  which  augments  the  value  of  this  model  is  the 
facility  which  it  offers  of  being  able 
to  transform  this  electro- magnetic 
■Dachine  into  a  magneto-electric  ma- 
tiine  with  continuous  currents.  If  in- 
stead of  the  electromagnet  there  were 
a  permanent  magnet,  and  if  the  trans- 
versal electro-magnet  [i.  e.  the  ring] 
*ere  set  turning,  one  would  have 
Diadc  it  into  a  magneto-electric  ma- 
diine,  which  would  give  a  continuous 
induced  current  directed  always  in  the 
same  sense."     Professor  Facinotti  also 

separately  excited  the  field  magnets  from  a  battery,  obtaining 
on  rotation  a  continuous  current  in  the  ring  circuit  He 
also  added  the  following  significant  remarks  on  the  rever- 
sibility of  bis  machine.     "  This  model  shows,  moreover,  how 
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the  electro-magnetic  machine  [motor]  is  the  reciprocal  of  the 
magneto-electric  machine  [generator],  since  in  the  first  the 
electric  current  which  has  been  introduced  by  the  rheophores 
[brushes],  by  circulating  in  the  coils,  enables  one  to  obtain  the 
movement  of  the  wheel  and  its  mechanical  work  ;  whilst  in  the 
second,  one  employs  mechanical  work  to  cause  the  wheel  to 
turn  and  to  obtain,  by  the  action  of  the  permanent  magnet, 
a  current  which  circulates  in  the  coils  in  order  to  pass 
to  the  rheophores,  to  be  led  thence  to  the  body  on  which  it  is 
to  act" 

In  spite  of  its  extreme  value,  this  model  lay  forgotten 
amongst  the  collection  of  instruments  in  the  University  of 
Pisa,  until  after  all  its  fundamental  points  had  been  redis- 
covered and  put  into  practice  by  other  hands. 

Gramme  Dynamo. — The  essential  point  of  the  Gramme 
machine  is  its  ring.  This  is  usually  constructed  as  shown  ia 
Fig.  85.    A  quantity  of  soft  iron  wire  is  wound,  upon  a  special 

Fio.  85. 


Gramme's  Rino. 

frame  or  mould,  into  a  ring  to  serve  as  the  core.  It  is  shown 
at  A  cut  away  to  exhibit  the  internal  structure.  On  this  core 
the  separate  sections  B  B,  of  insulated  copper  wire,  are  wound. 
Each  section  is  separately  coiled  by  hand  between  temporaiy 
cheeks  to  ensure  its  being  of  exactly  the  right  width ;  the 
wire  for  each  section  being  threaded  in  and  out  of  the  ring  on 
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a  shuttle.  The  end  of  each  coil  and  the  beginning  of  the 
next  are  connected  to  one  another,  and  to  an  insulated  radial 
piece  R,  which  forms  one  bar  of  the  collector.  When  all  the 
sections  are  wound,  a  wooden  hub  is  driven  in,  and  the  rini; 
mounted  on  a  spindle.  The  power  applied  to  the  sliaft  is 
therefore  transmitted  to  the  coils  by  a  purely  frictional  attacli- 
ment,  which,  if  the  wooden  hub  shrinks,  may  fail  altoj;eUier. 

The    specification  of  Gramme's  British  Patent  (of   1S70  , 
states  that  the  armature  may  be  of  the  form  of  a  solid  or 
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hollow  ring  cylinder  or  other  suitable  endless  shape  con- 
structed either  out  of  one  piece  of  iron,  or  of  a  bundle  of  iron 
wires,  and  round  the  entire  surface  of  which  endless  core  is 
laid  a  series  of  coils  of  suitably  isolated  wire,  of  copper  or 
other  good  conductor  of  electricity,  in  such  a  manner  that  the 
said  coils  or  helices  of  wire  may  be  considered  as  forming  one 
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continuous  series  of  small  bobbins ;  each  being  connected 
with  the  next  so  as  to  constitute  one  large  endless  bobbin. 
As  it  rotates  there  will  be  set  up  in  the  core  a  continuous 
displacement  or  advancing  of  the  magnetism.  The  inventor 
also  states  that  the  coils  of  wire  may  be  replaced  by  coils 
made  of  strips  or  ribbons  of  brass  or  other  good  conductor 
suitably  isolated. 

Innumerable  forms  have  been  given  to  the  Gramme 
machine  at  different  dates  since  its  appearance  in  1871,  varying 
from  small  laboratory  machines  with  permanent  steel  magnets 
such  as  are  shown  in  Fig.  86,  to  lai^e  machines  absorbing  30 
or  40  horse-power.    Those  who  desire  more  detailed  informa- 

Fi&  87. 
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tion  concerning  the  various  patterns  of  Gramme  dynamo, 
should  consult  the  treatise  of  the  late  M.  A.  Niaudet,  entitled 
Machines  ^lectriques  A  courants  continus,  sysUmes  Gramme 
et  coiigt'ncres  (1881).    Fig.  87  shows  the  ordinary  "A"  Gramme, 
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the  most  frequent  pattern  in  use.  Many  improvements  in 
detail  have  been  introduced  into  tlie  Gramme  dynamo,  botli 
in  Europe  and  in  the  United  States. 

Fuller-Gramme  Dynamo. — In  the  States  tlic  Fuller  Com- 
pany, which  works  the  Gramme  patents,  has  produced  the 
machine  depicted  in  Fig.  88,  and  several  other  forms  in 
which    mechanical  skill  of  a  high  order  is  apparent.     The 
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Iield-magnets,  frames,  and  pole-picccs  are  very  substantial. 
The  ring,  which  is  depicted  separately  in  Fig.  89,  is  better 
built  than  the  older  European  types,  and  is  also  connected  to 
the  shaft  by  an  internal  gun-metal  spider,  instead  of  boinL; 
driven  on  to  a  wooden  hub ;  and  the  collector-bars  are  ])rc- 
veated  from  flying  to  pieces  by  the  addition  of  an  insulated 
ringshrunk  on  over  their  ends.     The  cut  also  shows  how  the 
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coils  are  kept  in  their  place  by  external  bindings  of  fine  wire 
securely  soldered  together. 


Armatukb  of  Fullek-Gkammk  Dvnauo. 


Depress  Gramme  Dynamo. — In  France,  too,"  the  machine 
has  received  important  modifications  at  the  hands  of 
M.  Marcel  Deprez.  M.  Deprez's  dynamo  has  two  Gramme 
rings  upon  one  cixle,  which  lies  between  the  poles  of  two 
opposing  field-magnets,  each  of  the  two-branched,  or  so- 
called  horse-shoe  form  (see  Fig.  34,  p.  55).  These  are  laid 
horizontally,  so  that  the  N.  pole  of  one  is  opposite  the 
S.  pole  of  the  other,  and  vice  versd;  the  poles  being  provided 
with  curved  pole-pieces  between  which  the  rings  revolve. 
In  almost  all  the  lai^er  Gramme  machines  of  ordioaty 
pattern,  the  pole-pieces  are  in  the  middle  of  long  iron 
cores,  which  are  so  wound  as  to  give  a  consequent  pole  at 
the  central  point.  M.  Deprez,  who  has  ^ven  much  attention 
to  the  question  how  to  design  a  machine  which,  with  the  least 
expenditure  of  electric  energy,  gives  the  greatest  actual  couple 
at  the  axle,  is  of  opinion  that  the  horse-shoe  form  of  electro- 
magnet is  the  most  advantageous.  The  iron  cores  and  yokeS 
of  his  field-magnets  arc  very  substantial ;  but  the  pole-pieces 
are  not  very  heavy.  M.  Deprez's  machine  has  a  very  elabo- 
rate system  of  sectional  windings  of  the  field-magnets,  and  a 

•  Other  modifications,  chiefly  of  a  mechanical  nttlure,  have  been  auule  hf 
M.  Raffaid,  anil  by  other  Firnch  engineers ;  of  these  some  account  is  EiTen  ia 
JnJusirui  for  November  5ih,  1886. 
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switch  board  enabling  him  to  couple  up  tho  connections  in 
various  ways.  The  circuits  of  the  two  rings  arc  quite  dis- 
tinct, and  each  armature  has  its  own  collector  and  bruslics. 
M.  Deprcz  has  also  constructed  other  Gramme  machines, 
with  armatures  of  very  fine  wire,  for  his  experiments  on  the 
electric  transmission  of  power. 

Grammes  Later  Dynamos.— Amongst  the  later  forms  ^iven 
in  France  to  the  Gramme  machine,  we  find  one  of  extremely 

Fig.  90. 
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simple  construction,  represented  in  Fig.  90,  having  vertical 
electro-magnets.  These  arc  made  of  cast  iron  put  together  in 
four  pieces.     The  structure  is  hca\y,  since,  on  account  of  the 
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lower  permeability  of  cast  iron,  a  much  greater  bulk  than  of 
wrought  iron  must  be  employed.  It  will  be  observed  that  this- 
pattern  differs  from  that  of  the  better-known  "  A"  Gramme 
in  using  salient  poles,  instead  of  having  the  "consequent  poles '" 
at  the  middle  points  of  the  electro-magnets.  This  is  one  of 
the  forms  of  machine  employed  by  Deprez  in  the  transmission 

Fig.  gi. 
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of  power.  In  a  still  more  recent  form,  four  salient  poles  are 
employed.  The  field-magnets  of  this  type  are  still  more 
simple,  for  the  four  cores,  the  external  octagonal  frame,  and 
one  of  the  two  brackets  which  carry  the  shaft  are  all  cast  in 
one  piece  (Fig.  91).  The  object  of  this  is  to  secure  a  strong, 
light,  and  portable  machine,  suitable  for  temporary  lighting. 
The  coils  arc  wound  on  a  separate  mould,  and  slipped  on  and 
secured  in  their  places.    Some  of  these  machines  are  con- 
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strutted  with  two  poles  only.     The  weight  of  copper  in  them 
is  relatively  ver>'  small. 

In  yet  another  vertical  pattern  of  machine  designed  by  the 
firm  of  Breguct,  the  field-magnets  arc  of  cast  iron,  and  are 
constructed  so  that  the  upper  half  can  be  removed  from  the 
lower. 

Fic.  9c. 
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construct  d  mach  ncs  of  th   type  dcp     ed 
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somewhat  resembles  an  older  form,  constructed  in  1873,  in 
having  multiple  cores  united  to  a  common  pole-piece.  As 
many  as  14  columnar  electro-magnets  may  be  found  in  some 
machines.  This  is  an  entirely  mistaken  construction.  The 
most  interesting  part  of  this  machine  is  its  armature,  which 
is  shown  separately  in   Fig,  93.     This  consists  of  a  hollow 

Fig.  93. 
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cylinder,  built  up  of  lOO  wedge-shaped  copper  bars,  each 
covered  with  a  bitumenised  paper  wrapping,  and  then  put 
together.  Each  bar  has  two  radial  projections  of  copper.  The 
protruding  ends  of  the  copper  rods  form  the  collectors,  of 
which  there  are  two.  The  space  between  the  two  sets  of 
radial  projections  is  filled  with  windings  of  varnished  iron  wire 
which  constitute  the  core,  and  finally  100  other  bars  of  copper 
of  flatter  section  are  connected  exteriorly  from  the  projecting 
lug  at  one  end  of  one  bar  to  the  lug  at  the  other  end  of  the 
next  bar,  so  connecting  the  bars  into  a  closed  coil  Several 
of  the  inner  bars  are  made  thicker  and  of  special  form  so 
that  they  may  be  keyed  to  spiders  fixed  upon  the  driving- 
shaft. 

The  Gramme  dynamo  for  electro-plating  is  described  00 
p.  281,  the  Gramme  alternate-current  dynamo  on  p.  260,  and 
some  Gramme  motors  in  Chapter  XXIX. 

In  1885  a  new  form  of  field-magnets  was  adopted  by 
M.  Gramme,  consisting  of  an  inverted '  horse-shoe.     In  this 
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machine,  sketches  of  which  are  [jivcn  in  Figs.  94-97,  the 
bed-plate,  the  magnet-cores,  the  pole-picccs,  and  the  supports 
•■•■f  the  bearings  are  of  cast  iron  all  in  one  piece.    The  fickl- 


magnet  coils  are  wound  on  separate  mandrils  and  then  slipped 
fiver  the  cores  between  checks  of  insulating  sub?:tancc.  The 
ring-armature  is  driven  upon  a  spider  of  bronze,  kcyt'd  ti>  the 
shaft,  its  outer  edges  passing  between  the  insulated  copper 
coils  and  supporting  the  core,  which  is  of  kiminatcd  iron.  The 
collector  bars  arc  held  together  by  an  external  ring  of  bron/c, 
well  insulated  from  them.  The  details  arc  shown  in  the 
figures,  and  it  will  be  noted  that  the  fioUl-magtiet  cores  are 
for  some  reason  cast  hollow.  Fig.  97  shows  the  arrange- 
ments of  the  brush-holders.  One  of  these  machines,  intended 
for  an  output  of  40  amperes  with  a  jircssure  of  1 10  volts,  at  a 
speed  of  1400  revolutions  per  minute,  had  the  following 
dimensions: — 

Internal  radius  of  arm.iture  core,  C's  cm.;  external  radius, 
9' 15  cm,;  axial  length  of  core,  lO  cm.;  tot.il  sectional  area  of 
Amiture  core,  80  sq.  era. ;   distance  from  armature  core  to  iiolc- 
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piece,  0*85  cm. ;  estimated  area  of  each  polar  surface,  366  sq.  cm. ; 
sectional  area  of  each  iron  magnet  core,  174  sq.  cm.;  estimated 
length  of  magnetic  circuit  within  field-magnet,  81  cm. ;  commutator- 
ban,  60;  total  number  of  wmdings  on  the  ring,  300;  armature 
reristance,  0*174  ohm;  shunt  resistance,  46  ohm.  The  dimensions 
mariKd  on  the  figure  are  in  millimetres. 

• 

Maxim^s  Dynamo. — In  the  Maxim  machine  the  ring  is 
elongated  in  the  axial  direction  so  that  it  becomes  a  hollow 
cylinder,  the  wire  being  threaded  through  the  interior  and 
brought  back  over  the  exterior  of  the  ring.  The  iicld-magnets 
used  by  Maxim  are  of  the  general  form  adopted  in  the  vertical- 
pattern  Siemens  dynamo.  This  dynamo  is  also  provided 
with  an  automatic  device  for  regulating  the  conditions  of 
supply  of  current,  there  being  a  small  electro-magnetic  motor 
mounted  upon  the  machine  to  shift  the  brushes  forward  or 
backward,  and  by  thus  altering  the  lead  to  correct  the 
variations  of  potential  at  the  terminals. 

Cabdkis  Armature, — A  form  of  ring  armature  devised 
in  1883  by  Signor  B.  Cabella  closely  resembles  the  form  of 
Gramme  armature  shown  in  Fig.  93.  According  to  Professor 
Ferrini,  one  of  Cabella's  armatures  placed  between  the  poles 
of  a  60-light  Edison  ('*  Z,"  old  pattern)  instead  of  its  ordinary 
armature,  increased  its  powers  so  that  it  could  be  used  for 
150  lamps. 

JUrgntserfs  Dynamo. — This  machine,  devised  by  Jurgensen 
and  Lorenz,  of  Copenhagen,  attracted  considerable  attention 
in  1882.  Its  armature  is  a  hollow  cylindrical  ring  placed 
between  two  salient  poles  of  an  arched  electromagnet,  the 
coib  of  which  are  wound  most  thickly  close  to  the  pole. 
There  is  also  an  electromagnet  placed  inside  the  ring  to 
reinforce  the  polarity  of  the  ring.  This  feature,  indeed,  gives 
its  interest  to  the  machine.^ 

HochhauseiCs  Dynamo. — In  this  dynamo,  shown  in  Fig.  98, 
the  armature  is  a  cylindrical  ring :  but  it  is  constructed  in  a 
novel  fashion  of  four  separate  curved  iron  frames,  upon 
which  the  pre^ously  wound  coils  are  slipped,  and  which  are 
then  bolted  together  and  secured  to  strong  end  plates.     The 

'  For  fnrther  description,  see  Electrical  Review,  Sept.  23,  1885. 
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field-magnets  of  this  machine  are  disposed  in  a  manner 
similar  to  that  of  the  Gramme  machine  shown  in  Fig.  90,  the 
ring  being  placed  between  two  straight  electromagnets  placed 
vertically  over  one  another.     The  upper  magnet  is  held  in 

Fig.  98. 


Hochkausen's  Dynamo. 

its  place  by  curved  flanking-pieces  of  iron,  which  run  down 
the  two  sides  of  the  machine,  and  connect  the  topmost  point 
of  the  upper  magnet  with  the  lowest  part  of  the  lower.  This 
arrangement  strikes  the  eye  as  being  both  mechanically  and 
magnetically  bad  ;  nevertheless  the  machine  appears  to  be  a 
very  good  working  machine.  Like  the  Maxim  dynamo  it  is 
provided  with  a  small  motor  arrangement  to  adjust  the  lead 
of  the  brushes,  and  which  is  supposed  to  be  automatic  in  its 
operation.    The  collector  segments,  which  are  very  massive. 
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have  air  gaps  between  them,  and  are  bolted  to  a  substantial 
disk  of  alate:  This  arrangement  is  exhibited  in  Fig.  99, 
and  is  very  satisfactoiy.    Another  dynamo  closely  resembling 
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this,  and  like  it  of  American  origin,  is  known  from  its  inventor 
as  the  Van  de  Poele  dynamo. 

BOrgin-CromptoH  Dynamo. — This  dynamo  is  distinguished 
by  its  armature.  The  field-magnets  arc  of  a  horizontal  pat- 
tern, not  unlike  those  of  the  horizontal  Siemens  machines,  but 
of  cast  iron.  The  armature  of  the  original  Bvirgin  machine, 
as  it  came  from  Switzerland,  consisted  of  several  rings  set  side 
by  side  <ki  one  spindle,  these  rings  being  made  of  iron  wire 
wound  upon  a  square  frame,  and  carrying  each  four  coils.  In 
this  form  it  is  described  in  Professor  Adams*  Cantor  Lectures 
on  Electric  Lighting  in  1881.  But  in  the  hands  of  Messrs. 
R,  E.  Crompton  and  Ca,  it  undenvent  a  remarkable 
ctHirse  of  development  Mr.  Crompton  changed  the  square 
form  to  a  hexagon  having  six  coils  upon  it  (Fig.  100),  and  in- 
creased the  number  of  rings  to  ten.  It  was  thus  described  in 
1883  : — "  Each  ring  is  made  of  a  hexagonal  coil  of  iron  wire, 
mounted  upon  l^ht  metal  spokes,  which  meet  the  corners  of 
the  hexagon.  Over  this  hexagonal  frame,  six  coils  of  covered 
copper  wire  are  wound,  being  thickest  at  the  six  points  inter- 
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mediate  between  the  spokes,  thus  making  up  the  form  of  each 
ring  to  nearly  a  circle.    Each  of  the  six  coils  is  separated 

from  its  neighbour,  and  each  of  the 
Fig.  100.  ten  rings  is  fixed  to  the  axis  one- 

sixtieth  of  the  circumference  in 
advance  of  its  neighbour,  so  that 
the  sixty  separate  coils  are  in  fact 
arranged  equidistantly  (and  sym- 
metrically as  viewed  from  the  end) 
around  the  axis.  There  is  a  60-part 
collector,  each  bar  of  which  is  con- 
nected to  the  end  of  one  coil  and 

Single  Ring  from  Cromp-  ^o  the  beginning  of  the  coil  that  is 
TON-BuRGiN  Armature,       one-sixtieth  in  advance ;  that  is,  to 

the  corresponding  coil  of  the  next 
ring.  This  armature  has  the  great  practical  advantages  of 
being  easy  in  construction,  light,  and  with  plenty  of  ven- 
tilation." 

This  form,  however,  suffered  from  the  harmful  effects  of 
induction  between  contiguous  rings,  and  it  was  found  advisable 
to  alternate  the  positions  of  the  rings,  instead  of  placing  them 
in  a  regular  screw-order  on  the  spindle  as  shown  in  most  of 
the  published  drawings  of  this  well-known  machine.  The  next 
step  was  to  increase  the  quantity  of  iron  in  the  hexagonal 
cores,  and  to  ascertain  by  experiment  what  was  the  best 
relative  proportion  of  iron  and  copper  to  employ.  At  the 
same  time,  Mr.  Crompton  and  Mr.  Kapp  introduced  their 
system  of  "  compounding  "  the  windings  of  the  field-magnets. 
Another  change  in  the  armature  followed,  the  rings  being 
made  much  broader  and  fewer  in  number,  four  massive  hexa- 
gonal rings,  united  to  a  24-part  collector,  replacing  the  ten 
slighter  rings  and  their  60-part  collector. 

Crompton  Dynamo, — This  excellent  machine  shows  what 
may  be  done  in  the  way  of  improvement  by  careful  attention  to 
the  best  proportions  of  parts  and  quality  of  material.  Its  field- 
magnets  are  of  the  very  softest  Swedish  wrought  iron,  com- 
pound-wound. The  armature,  as  constructed  in  1 886,  is  a  single 
ring  of  the  elongated  or  cylindrical  pattern,  and  its  coils  are 
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wound  upon  an  iron  core  made  up  of  disks  of  very  thin  soft  iron 
lixed  upon  a  central  spindle  by  means  of  short  arms,  which  are 
dovetailed  into  notches  cut  in  the  inner  circumference  of  the 
disks.  At  intervals  gaps  are  left  between  the  disks,  for  ventila- 
tion. The  coils,  ninety-six  in  number  in  some  of  these  machines, 
one  hundred  and  twenty  in  others,  are  threaded  through  the 
cylinder  as  in  the  Maxim  ring,  and  kept  in  their  places  by  .small 
boxwood  wedges  and  by  external  bindings  of  thin  brass  wire. 
Fig.  lOl  shows  a  sectional  view  of  an  armature  as  constructed 


Section  of  Ci 


for  these  machines.  This  armature  is  2  feet  4  inches  in 
length,  and  12}  inches  in  external  diameter.  The  steel  shaft 
A  is  grooved  with  five  deep  slits  to  receive  five  flange-like 
spokes  B  which  dovetail  into  notches  in  the  iron  disks  C. 
Mr.  Crompton's  method  of  connecting  with  the  driving 
shaft  by  grooves  in   the  latter  is   also  shown   in   Fig.   102, 
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which  illustrates  a  shaft  with  three  grooves.  At  every 
2  inches  of  the  length  there  are  inserted  the  pieces  D> 
which  are  ^  inch  thick,  to  preserve  ventilating  gaps.    There 


Fig.  102. 


Driving  Shaft  of  Crompton's  Dynamo. 


Fig.  103. 
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Fig.  104. 


Windings  of  Crompton's  Armature. 

are  120  turns  in  the  coil,  every  third  turn  being  brought  down 
to  one  segment  of  a  40-part  collector.  The  coils  are  built  up 
of  drawn  copper  rod  of  nearly  rectangular  section  and  about 

a  square  centimetre  of  sectional  area. 
The  parts  of  the  winding  which  pass 
through  the  interior  are  of  a  narrow 
form,  to  admit  of  closer  packing,  and 
turn  up  at  both  ends  somewhat  like 
the  copper  strips  of  the  Cabella  armature. 
The  forms  of  these  conductors  are 
shown  in  Fig.  103.  The  insulation  is 
peculiarly  carefully  carried  out  with 
pieces  of  flexible  vulcanised  fibre,  cut  so 
as  to  admit  of  wrapping  at  intervals 
round  the  copper  conductors,  but  leav- 
ing ventilating  spaces.  A  method  of 
arranging  the  coils,  in  those  cases  where  wires  are  used,  is  shown 
in  Fig.  104,  one  layer  of  coils  only  lying  on  the  external  surface. 
Mr.  Crompton  has  also  designed  armatures  in  which  the 
coils  lie  in  deep  grooves  in  the  core,  the  principle  of  great 
radial  depth  being  still  preserved. 


Crompton's  Wire- 
wound  Armature. 
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As  there  were  so  few  turns  of  wire  on  the  armature,  it 

was  essential  in  this  machine  to  employ  a  magnetic  field 

of  great  power.    Mr.  Crompton's  great  aim  was  to  have  as 

complete  a  magnetic  circuit  as  possible  of  iron  of  the  best 

quality.     He  sought  to  increase  the  intensity  of  the  field  by 

havii^  plenty  of  iron  in  the  armature,  and  bringing  that  iron 

as  closely  as  possible  into  proximity  with  the  pole-pieces.  The 

result  was  an  extraordinary  increase  in  the  output  of  the 

machine. 

In  a  machine  of  this  pattern  the  armature  was  12  inches 
in  diameter,  28  inches  long,  and  the  radial  depth  of  the 
core-plates  2\  inches.  There  were  but  69  windings  of  copper 
ribbon  upon  it.  At  440  revolutions  per  minute  it  gave 
229  amp&res  of  current,  and  a  potential  of  no  volts  at  the 
terminals.  The  cores  of  the  field  magnets  were  3  feet  6  inches 
long,  24  inches  broad,  4^  inches  thick,  and  required  about 
24,000  ampire-tums,  in  total,  to  magnetise  fully. 

The  quantity  of  copper  in  these  machines  was  small  as  com- 
pared with  the  quantity  of  iron,  especially  in  those  machines 
that  are  designed  to  run  at  slow  speeds.  Two  examples  have 
been  furnished  by  Mr.  Crompton : — 

(f.)  Fast-speed  Machine  (1400  revolutions  per  minute),  to  feed 
300  i6-candle  lamps  : — 

Weight  of  copper  in  armature  coil      . .       45  lbs. 
Weight  of  iron  in  armature  core  . .  131   >, 

Copper  :  iron  =  1:2*9. 

{iL)  Slaw-speed  Machine  (500  revolutions  per  minute),  to  iittd 
500  i6-candle  lamps  : — 

Weight  of  copper  in  armature  coil  130  lbs. 

Weight  of  iron  in  armature  core  . .      . .     550  ,, 
Copper  :  iron  =  i  :4'25. 

The  power  of  the  field-magnets  is  such  that  at  all  speeds^ 
and  under  all  conditions  of  the  external  circuit,  the  intensity 
of  the  field  is  undisturbed  by  the  magnetising  action  of  the 
currents  in  the  armature  coils.  There  is,  therefore,  hardly 
any  lead  at  all  at  the  brushes,  and  what  lead  there  is,  is- 
absolutely  constant     There  is  no  sparking,  and  it  is  impos- 
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sible  to  tell  by  looking  at  the  brushes  whether  the  current  is  t 
off  or  on.     It  was  found  that  machines  constructed  with  cast-  .; 
iron  field-magnets,  instead  of  wrought-iron,  givey  at  the  same  ■. 
speed,  an  electromotive-force  about  40  per  cent,  lower  than 
those  with  wrought  iron,  all  other  things  remaining  the  same. 

During  the  progress  of  manufacturing  and  developing  the 
Burgin-Crompton  dynamos,  and  those  of  the  more  recent  type, 
Mr.  Kapp  was  led  to  employ  an  empirical  formula  for  calcula- 
ting in  a  practical  way  the  electromotive-force  of  dynamos  of 
the  cylinder-ring  type.  This  formula,  which  was  given  in  the 
former  editions  of  this  book,  with  some  criticisms  and  ex- 
planations, has  been  abandoned  in  favour  of  the  more  complete 
formulae,  based  on  the  principle  of  the  magnetic  circuit,  of 
which  an  account  is  given  in  Chapter  XIV.,  pp.  311  to  332. 

Messrs.  R.  E.  Crompton  and  Co.  have  more  recently 
modified  their  machines  in  several  details. 

A  general  view  of  a  compound-wound  Crompton  dynamo 
is  given  in  Fig.  105,  which  shows  vertical  field-magnets  with 
a  double  magnetic  circuit.  J 

The  armature  windings  are  formed  of  specially  drawM 
copper  wire  of  nearly  rectangular  section,  cotton-GOViered(^ 
there  being  one  turn  of  such  wire  to  each  segment  of  the  1 
commutator.  The  separate  turns  are  bent  to  shape  on 
proper  formers  before  being  placed  on  the  ring,  and  are 
taped  together  in  twos  so  that  when  put  in  place  they  lie 
with  the  longer  dimension  of  their  rectangular  section  radial, 
so  getting  great  depth  of  copper  radially  on  the  arma- 
ture. The  two  turns  lie  side  by  side  on  the  external  periphery 
of  the  ring,  but  radially  above  one  another  at  the  internal 
periphery.  The  armatures  are  usually  provided  with  driving- 
projections  of  insulated  metal,  inserted  at  intervals  between 
the  conducting  wires  ;  and  after  winding  are  strongly  bound 
with  binding-wires  of  tinned  steel.  In  some  of  the  most 
recent  machines  a  single  magnetic  circuit  only  is  employed. 
Another  improvement,  useful  in  machines  for  furnishing 
large  currents,  consists  in  dividing  each  conductor  on  the 
external  periphery  of  the  armature  into  two,  which  are  crossed 
under  one  another  at  the  middle,  and  united  together  at  their 
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tnds.  This  construction  greatly  diminishes  the  eddy-currents 
(chich  are  set  up  in  the  conductors  if  they  consisted  of  single 
rods  or    bars.     Still   more  recently  Mr.  Crompton  and  Mr. 

Fig.  105. 


Swinburne  have  designed  a  number  of  machines  in  which  thi: 
annature  conductors  pass  through  holes  punched  in  tlie  core- 
disks  near  the  edge  (as  in  Wcnstroui's  armature),  instead  of 
being  wound  over  the  outside  or  between  teeth.  As  ;i  lesuU. 
the  external  periphery  of  the  armature  runs  much  more  true 
than  when  there  are  external  windings,  and  the  air-gap  neces- 
sary for  clearance  between  armature  and  jwle-pieces  may  be 
reduced  to  an  extremely  narrow  space.  Machines  made  on 
this  plan  have  magnetic  circuits  of  extremely  small  resistance, 
and  require  a  very  few  ampere-turns  of  excitation.  The  first 
design  is  sketched  in  Fig.  106.  When  a  backward  lead  is 
given  to  the  brushes  of  such  dynamos,  they  become  self- 
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Crompton  and  Swinburne's 
Design  for  Dynamo. 


exciting  without  any  coils  on  the  field-magnets ;  but  then  a 
small  auxiliary  pole-piece  is  required  to  reduce  the  sparking: 

Special  forms  are  given  to  the 
polar  surfaces  of  the  magnets  in 
those  machines,  in  which  the  circu- 
lation  of  current  around  the  arma- 
ture amounts  to  many  ampere- 
turns.  Still  more  recently  Messrs. 
Crompton  and  Swinburne  have  de- 
vised the  drum  armature  described 
on  p.  208. 

Kapps  Dynamos. — Mr.  Kapp 
has  recently  described^  a  form  of 
dynamo  shown  in  Figs.  107  and  108,  in  which  the  two  limbs  of 
the  field-magnets  are  upright  cylinders,  the  armature  being 
placed  at  the  summit.  The  armature-core  consists  of  soft 
charcoal  iron  wire  coiled  on  a  gun-metal  supporting  cylinder, 
provided  with  end  flanges,  and  subdivided  lengthways  by 
pairs  of  flanges  with  air-ways  between.  Driving  pegs  are 
cast  on  the  flanges,  and  are  provided  with  fibre  ferrules.  The 
copper  conductors  are  laid  on  in  groups,  with  the  insulated 
driving  pegs  coming  up  between  them  to  keep  them  apart 
and  admit  of  ventilation.  The  supporting  cylinder  is  mounted 
on  the  shaft  by  two  sets  of  gun-metal  arms  fitting  into  key- 
ways  at  each  end ;  these  arms  are  removed  during  winding. 
Mr.  Kapp  has  also  designed  dynamos  of  a  kindred  type 
which  work  at  very  low  speeds.  The  field-magnets  consist  of 
two  semicircular  wrought-iron  cores,  screwed  to  cast-iron  pole- 
pieces.  The  coils  are  wound  on  six  light  cast-iron  bobbins 
which  slide  over  the  cores.  Fig.  109  is  a  transverse  section  of 
this  compact  and  powerful  arrangement,  which,  though  re- 
quiring a  greater  relative  amount  of  copper,  and  more  expen- 
sive to  construct,  is  of  much  less  weight  for  equal  power. 

Paterson  and  Cooper^s  Dynamo. — The  "  Phoenix  "  dynamo 
constructed  by  Messrs.  Paterson  and  Cooper  has  also  a 
modified  cylindrical  ring  armature,  built  up  of  a  number 
of   very   thin   rings  of   Swedish    iron    separated   from  one 


*  Froc,  Instit.  Civil  Engineers ^  vol.  ixxxiii.,  pt  I,  pp.  41  and  53. 
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nother  by  parafHaed  paper  and  secured  to  two  end  frames 
y  three  bolts  passing    through  insulated  brushes  in  the 


plates.    There  are  no  air-spaces  in  the  armature  for  ventila- 
tion, nor  interior  teeth  to  keep  the  coils  apart ;  there  being 
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comparatively  little  heating  in  this  armature.  These  machines^ 
of  which  the  first  form  was  depicted  on  p.  137  oiF  the  second 
edition  of  this  work,  had  a  field-magnet  with  double  magnetic 

Fig.  109. 


Kapp*s  Dynamo,  Section  of  Field-Magnets. 

circuit  of  forged  iron,  and  toothed  core-rings.  A  Phoenix 
machine  shown  at  the  Antwerp  Exhibition  (of  6$  units)  gave 
372  watts  per  pound  of  copper,  and  i'3i  volts  per  yard  of 
coil.  The  ratio  of  copper  to  iron  in  the  armature  is  i  :  3'03. 
The  resistances  are :  armature,  o "  005  S  ohm ;  shunt,  i  o  •  00  ohms ; 
series  coil,  0*004  ohm. 

The  later  machines  have  upright  single  horse-shoe  magnets, 
in  some  instances  made  of  a  single  wrought-iron  forging  slotted 
out  to  form  the  two  limbs,  and  bored,  as  shown  in  Fig.  no. 
The  shaft  is  supported  from  two  gun-metal  bridge-pieces. 
There  are  no  teeth  on  the  armature-cores,  which  are  made  of 
plain  washers. 

The  following  particulars  of  this  machine  have  been  fur- 
nished by  the  makers : — 

The  machine  is  designed  for  an  output  of  100  amperes  at  250  volts 
pressure,  when  driven  at  700  revolutions  per  minute.  The  total 
weight  is  3136  lbs.;  the  useful  output  being  8  watts  per  pound  of 
material.  The  external  diameter  of  the  armature  core  is  34*6  cm.; 
internal  diameter  of  armature  core,  20  cm. ;  length  of  armature  core, 
30  cm. ;  cross  section  of  magnets,  30  cm.  by  20  cm. ;  net  sectional 
area  of  iron  in  armature,  allowing  for  insulation,  193  sq.  cm. ;  sec- 
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donal  area  of  iron  in  field,  allowing  for  rounded  corners,  fii3'7  sq.  cm.; 
diameter  of  polar  cavity,  37 '5  cm.  The  armature  is  wound  with 
360  turns  of  3'75  mm.  square  wire  in  two  layers.  The  field  is  shunt 
wound,  each  link  containing  3540  turns  of  i  ■  55  mm.  wire,  and  the 
»ta!  resistance  is  S3  ohms.  The  radiating  surface  of  both  mngnet 
limbs  is  7740  sq.  cm.,  and  the  energ>'  used  in  excitinj;  is  750  watls  ; 
ilie  ratio  of  the  cooling  surface  being  therefore  10 '3  sq.  cm.  per  watt. 
From  the  above  data  we  find  that  the  total  number  of  magnetic 
lines  that  cross  the  armature  is  about  6,200,000,  and  iliat  the  useful 


o{iSS7Tjpv). 


induction  through  the  armature  is  16.000,  and  the  induction  throuf;h 
the  field  10,100  lines  per  sq.  cm.  The  [jeriphtTal  speed  of  the  armaturi' 
core  is  2530  feet  [jer  minute,  and  the  total  !enf;th  of  conductor  wound 
on  the  armature  is  11,100  inches,  beiny  at  the  rate  of  45  inchc.-;  pci 
volt  in  the  external  circuit  .\t  a  peripheral  Kjjeed  of  3000  feet 
(which  is  a  fair  average  in  modem  belt-driven  dynamos),  38  inches  of 
armature  conductor  would  produce  i  volt. 
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Yvg.  1 1 1  shows  an  alternative  design,  in  wliich  the  field- 
magnets  are  cast  in  one  piece.  This  is  not  so  powerful  a 
machine  for  equal  weight,  but  can  be  made  of  equal  power  as 


Fig.  1 


PUiENlx  DVNAMO  (1887  Type). 


the  wrought-iron  machine  at  lower  cost  In  both  machines 
there  is  no  joint  in  the  magnetic  circuit,  and  the  magnet  coils 
arc  wound  upon  special  bobbins  of  sheet  iron  flanged  with 
brass,  slipped  on  over  the  cores.  Fig.  112  shows  the  con- 
struction of  the  collector,  and  the  manner  in  which  the 
segments  arc  insulated  and  secured  from  flying  out  of  place. 

The  same  makers  have  produced  an  arc-light  dynamo  to 
yield  10  amperes  at  700  volts.    The  following  are  the  data : — 

Armature  core,  325  cm.  external  diameter,  jz'g  cm.  intental; 
axial  length,  15  cm. ;  wound  nith  1872  turns  of  wire  I'a  mm.  in 
diameter,  in  48  sections  of  39  turns  each  in  three  layers.  Armature 
resistance,  3 '448  ohms.     Field-magnet  coils,  2,  of  954  turns  each,  in 
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Kiies  ;  their  total  tcsistaQce,  4*541  ohms.     The  maximum  inductio 
ic  annamre  is  19,080,  in  field  magnet  10,800  Unes  per  s<i.  cm. 


Fatkbson  and  Cooper's  Collector. 


Dynamos  of  a  pattern  very  similar  to  the  last-mentioned 
machine  have  been  constructed  by  Messrs.  Hall  and  Co.  arid 
by  Messrs.  Elwell  Parker  and  Co. 

McTighe's  Dynamo. — Fig.  113  depicts  a  machine  which 
has  been  used  with  some  success  in  the  States,  its  armature 
being  a  modified  Gramme  ring.  The  interesting  feature 
is,  however,  the  field-magnet,  which  is  of  cxtrcniciy  simpk- 
form,  there  being  two  vertical  cores  on  either  side  to  receive 
the  coils,  united  above  and  below  by  yokes  of  iron,  which  arc- 
specially  formed  so  as  to.  serve  also  as  pole-pieces.  Field 
ma^ets  of  an  almost  identical  form  have  recently  been  used 
by  Mr.  Joel  in  his  so-called  "  Engine  Dynamo,"  '  and  also  by 
Messrs.  Elwell  and  Parker."  In  Joel's  dynamo  the  pole-pieces 
are  grooved  on  the  polar  surface.  The  armature  is  a  modified 
Pacinotti  ring  built  up  in  intorlocking  sections  bolted  together. 
Mr.  W.  A.  Lcipner   has  also  designed  a  modified  Pacinotti 


'  Electrical  Rr.-i<r^;  xvi.,  |i.  370,  Apri 
»  aU.,  p.  aoa,  Februacy  1885. 
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armature  in  which  any  single  section  of  the  ccnls  can  be 
removed  and  replaced  in  a  few  moments. 


McTlGHE'S  Dynamo. 


Mather  and  Hopkitison's  Dynamo. — The  field  magnet  of 
this  well-designed  machine,  shown  in  Figs.  114  and  11 5,  closely 
resembles  the  preceding ;  but  the  wrought-iron  cores  arc 
cylindrical  and  the  cast-iron  yokes  very  massive.  It  was 
designed  by  Dr.  Edward  Hopkinson.  The  armature,  designed 
by  Dr.  J.  Hopkinson,  F.R.S.,  and  Dr.  Edward  Hopkinson,  is  a 
modified  Gramme,  with  low  resistance  and  careful  ventilatioo. 
The  collector  is  unusually  substantial,  and  consists  of  40  bars 
of  toughened  brass  insulated  with  mica.  It  is  usual  in  these 
machines  so  to  shape  the  pole-pieces  that  there  is  a  smaller 
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clearance  opposite  the  highest  and  lowest  points  of  the  arma- 
ture :  this  concentrates  the  magnetic  field  and  liclps  to  prevent 
its  distortion  by  the  armature  current.     In  a  34-unit  macliine 


ICaTHEK  and  HoPKINSOM'^  Dvnamq  (Lnd  Eti:v:iiioii). 


^designed  for  300  lamps)  of  this  pattern  the  armature  cores 
are  12  inches  long  and  12  inches  in  diameter,  with  120  turns 


of  mire.    The  resistances  arc:  armature.  0023  ohui  ;   .slu,„^ 
l9-3'3ohms;  series  coil.  0012  ohm.     \Vitli  a  speed  of  105^^. 
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revolutions  per  minute  the  current  was  220  amptres,  • 
machine  being  nearly  self-regulating  for  in  volts.  T 
machine  is  known  as  the  "  Manchester  "  dynamo ;  its  effidet 
is  90"9  per  cent.' 

Figs.  116,  117. 


Brown's  (Oerlikon)  Dvnamo. 

Foster  and  Andersetis  Dynamos. — These   dynamos,   C( 
strutted  by  Messrs.  Latimer  Clarke,  Muirhead,  and  Co.,  i 

'  One  of  these  machioes  is  vec;  fully  described  in  the  paper  bj  Dn.  J.  and 
IIoplcinsOD  in  the  Phihiofhiea!  Transactiens  for  18S6, 
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of  two  types.  The  "Regency"  dynamo  resembles  Fig.  108, 
whilst  the  "  Westminster  "  dynamo  is  not  unlike  Fig.  113.  The 
armature  is  built  up  of  sheet-iron  washers  supported  on  two 
strong  gun-metal  sleeves. 

Brown's  Dynamo, — The  dynamos  of  O.  E.  Brown  of 
Oerlikon  also  closely  resemble  the  "Manchester"  type. 
Fig.  1 14,  but  are  even  more  massive.  The  form  of  the  field 
magnet  is  given  in  Figs.  116  and  117,  which  represent  a 
machine  designed  to  give  450  amperes  at  115  volts  at  350 
revolutions  per  minute  ;  the  dinaensions  of  it  are  as  follows : — 

Diameter  of  ring,  61*4  cm. ;  length  of  ring,  55  cm. ;  length  of  shaft, 
196  cnL;  total  height  of  machine,  120  cm.;  wrought-iron  cores, 
60  cm.  long,  40  cm.  diameter ;  cast-iron  yokes,  30  cm.  thick,  44  cm. 
broad ;  diameter  of  pulley,  60  cm. ;  total  weight,  6*5  tons;  ampire- 
tums  at  full  excitation,  35,000. 

The  armature  of  Brown's  dynamo  differs  in  one  respect  from 
those  of  the  preceding  machines.  It  is  built  up  of  thin  iron 
disks,  but  these,  instead  of  being  toothed  as  in  the  Pacinotti 
forms,  are  perforated  with  a  peripheral  series  of  holes,  as  in 
Wenstrom's  dynamo,  to  receive  the  "  external "  conductors, 
which  lie  thus  about  i  millimetre  below  the  periphery.  This 
construction  reduces  the  magnetic  resistance  of  the  air-gap  to 
an  exceedingly  small  quantity,  and  there  is  no  tendency,  as 
with  most  toothed  armatures,  to  undue  heating  of  the  pole- 
pieces. 

Holmes's  Dynamo. — Messrs.  J.  H.  Holmes  and  Co.,  of 
Gateshead,  have  introduced  a  compact  and  well-built  form  of 
Gramme  machine,  depicted  in  Fig.  118.  It  is  known  as  the 
"  Castle  "  dynamo ;  its  yoke  and  pole-pieces  are  of  cast  iron, 
bored  to  receive  the  cylindrical  upright  wrought-iron  cores. 
The  ring  armature  core  is  made  up  of  thin  plates  of  charcoal 
iron. 

HeinricKs  Dynamo. — This  machine  has  a  ring  armature 
with  an  iron-wire  core  of  a  U  "Shaped  cross-section,  enclosed 
almost  entirely  within  the  polar  extensions  of  the  field-mag- 
nets, which  in  some  respects  resemble  those  of  the  Siemens 
dynamo.     The  intent  of  this  form  of  armature  was  to  expose 
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as  much  of  the  wire  as  possible  to  the  actioa  of  the  field. 
Some  recently  published  tests  of  a  series-wound  Heinrich's 
dynamo,  which,  at  a  speed  of  1680  revolutions  per  minute. 


_jSi 
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Holmes's  Dynamo. 

gave  234  volts  and  21  •01  amperes,  show  a  gross  efficiency  (rf 
97  to  98 '9  per  cent^  and  a  nett  efficiency  of  about  S3  per 
cent 

FLAT-RING  MACHINES. 

We  next  come  to  a  sub-class  of  machines  in  which  the 
armature  is  of  the  flat-ring  type.  The  earliest  of  these 
was  designed  by  Simon  Schuckcrt,  of  Nuremberg. 

Schiickcrt's  Dynamo.  —  The  armature  of  the  Schuckert 
machine  is  a  flat  ring,  the  core  of  which  is  built  up  of  a 
number  of  thin  iron  disks,  insulated  from  one  another.  The 
winding   is   identical   with   that   of  a  Gramme  or   Pacinotti 
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machine,  and  the  field-magnets  resemble,  in  general,  those  of 
the  typical  Gramme.  But  the  ring  is  almost  entirely  enclosed 
between  wide  pole-pieces,  each  of  which  covers  nearly  half  the 
ring.    The  ordinary  pattern  of  machine  is  shown  in  Fig.  1 19. 


Schdckekt's  DynauOi  with  Flat-kino  Ajluaturb. 

which  shows  the  device  for  removing  the  armature.  The  flat 
ring  was  designed  by  Herr  Schuckert,to  give  better  ventilation 
and  employ  less  idle  wire  than  the  cylindrical  pattern  of  ring. 
There  is  also  another  type  of  machine,  having  four  poles, 
which  was  illustrated  in  the  former  editions  of  this  work. 
This  machine,  which  is  designed  to  supply  350  incandescent 
lamps,  is  compound-wound.  Its  resistances  are  o'Ot  ohm  in 
the  armature,  O'OtS  ohm  in  the  series  coil,  and  32  ohms  in  the 
shunt  coil  of  the  field-magnets.  A  still  newer  type  of  4-poIe 
machine,  by  Schuckert,  having  only  two  field-magnet  coils,  is 
described  in  the  Elektroieehniscke  Zeitsckrift,  Aug.  1887,  p.  353. 
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MULTIPOLAR  RING  MACHINES. 
When  an  ordinary  ring  armature  is  placed  in  a  multipolar 
field,  having,  say,  4,  6,  or  8  poles  of  alternate  polarity,  there 


Perry's  Method  of  Multipolar  Connecting. 


will  be  4,  €,  or  8  neutral  points :  hence,  unless  some  alteration 
is  made  in  the  winding,  it  will  be  necessary  to  put  4,  ^  or  8 
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brushes  at  symmetrical  points  of  the  collector.     To  obviate 
this,  several  special  methods  of  connecting  up  the  windings  of 
the  armature  have  been  devised.     The  best  known  of  these 
is  that  introduced  by  Mr.  Mordey,  of  which  mention  is  made 
below.     It  consists  in  adding  to  the  usual  Gramme  winding  a 
system  of  cross-connexions  between  those  portions  of  the 
armature-circuit  which  arrive  simultaneously  at  equal  poten- 
tials.    This  may  be  done  by  cross-connecting  cither  the  bars 
of  the   collector  or  the  wires  of  the  winding.      In   4-pole 
machines  each  bar  must  communicate  with  that  situated  at 
180^  from  it;  in  6-pole  machines,  with  those  situated  at  120^ 
from  it.     Mordey's  method,  as  applied  to  a  4-pole  machine,  is 
sketched  in  Fig.  120,  which  shows  connexions  of  a  simple 
S-part  ring.     It  will  be  noted  that  now  only  two  brushes — 
and  these  at  90°  apart — are  required  to  collect  the  currents. 

Another  method,  suggested  by  Professor  Perr>',  in  1882,  is 
applicable  only  to  armatures  wound  with  an  odd  number  of 
sections.  The  sketch  in  Fig.  121  relates  to  an  i  i-part  armature 
in  a  4-pole  machine.  In  this  method  the  successive  sections  of 
the  coil  are  not  connected  together  as  in  Gramme's  winding, 
but  each  coil  is  connected  across  to  that  coil  which  lies  nearest 
the  diametrically  opposite  point,  or,  if  there  arc  c  sections, 
each  section  is  connected  to  the  section  ^  6-  -  i  beyond. 
The  coils  still  form  a  closed  circuit,  but  the  total  electro- 
motive-force from  brush  to  brush  is  the  sum  of  the  clcctro- 
motive-forces  in  half  the  coils,  whilst  in  Mordey's  method  it  is 
but  one  quarter.  Mordey's  method  has  the  contrar>'  advan- 
tage of  reducing  the  resistance  to  one  quarter,  and  is  preferable 
for  low-potential  machines.  Methods  somewhat  similar  to  the 
above  have  been  suggested  by  Wodica^  and  by  Mullcr.- 

T/te  Schuckert' Mordey  Dj'/iawo.— The  Anglo-American 
Brush  Electric  Light  Corporation  has  produced  a  dynamo  of 
the  flat-ring  type,  under  the  patents  of  Schuckert,  Mordey, 
Wynne,  and  Sellon,  to  which  the  not  very  apt  name  of  the 
"Victoria"  dynamo  has  been  given.   There  are  two  types  of 

»  la  Lumiire  Elcctrique,  xxv.  44,  1887.     See  also   Kcchniewsky.  in  1^.,  xxiv. 

514,  1887. 

«  See  Bradley,  in  Electrical  World,  x.  80,  1S87. 
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this  dynamo,  one  having  four,  the  other  six  poles  arranged 
round  the  ring.  The  development  of  the  Victoria  machine 
from  the  original  Schuckert  machine  commenced,  under  the 
auspices  of  the  electricians  of  the  Brush  Corporation,  with  the 
discovery  by  Mr.  Mordey,  by  the  aid  of  his  method  of  examin- 
ing the  distribution  of  potentials  round  collectors,  that  there 
was  in  the  machine  a  point  at  a  considerable  distance  in  front 
of  each  brush,  having  the  same  potential  as  the  brush,  and  that 
the  whole  of  the  portions  of  the  armature  between  these  equi- 
potential  points  were  useless,  or  worse  than  useless,  as  they 
were  occupied  only  in  producing  an  opposing  electromotive- 
force.  In  some  of  the  Schuckert  dynamos  these  useless  portions 
occupied  more  than  half  of  the  armature.  By  reducing  the 
size  of  the  pole-pieces,  space  was  found  for  a  4-pole  field,  the 
effect  of  the  change  being  that,  from  the  same  ring  as  employed 
by  Schuckert  with  a  2-pole  field,  the  electrical  output  was 
doubled,  without  increase  of  speed.  Great  attention  has  been 
given  to  the  form  of  the  pole-pieces.  These  pole-pieces  in 
the  earlier  Schuckert  machines,  consisted,  as  mentioned  above, 
of  hollow  iron  shoes  or  cases  which  occupied  a  large  angular 
breadth  along  the  circumference  of  the  ring.  Similar  hollow 
polar  extensions  were  long  used  in  the  Giilcher  machines.  By 
long  extended  experiments  Mr.  Mordey  arrived  at  a  narrower 
form  of  pole-piece,  not  covering  more  than  30*^  of  angular 
breadth  of  the  circumference  of  the  armature,  which  com- 
pletely obviated  these  effects.  As  will  be  seen  from  Fig.  122 
which  represents  the  4-pole  Victoria  dynamo  as  now  con- 
structed, the  pole-pieces,  though  they  embrace  the  ring  through 
its  whole  depth,  from  external  to  internal  periphery,  are  not 
quite  so  narrow.  This  has  been  rendered  possible  by  changes 
in  the  proportions  of  the  dynamos,  which  have  reduced  the 
inductive  effect  of  the  armature.  The  pole-pieces  are  of  cast 
iron  shrunk  upon  the  cylindrical  cores  of  soft  wrought  iron 
which  receive  the  coils.  The  armature  of  the  Victoria  dynamo 
has  several  times  been  modified,  and  its  core  is  now  made  of 
almost  square  section.  It  is  built  up  of  charcoal  iron  tape, 
coiled  upon  a  strong  foundation  ring,  contact  between  succes- 
sive layers  being  prevented  by  coiling  paper  between.    Special 
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pains  have  been  taken  throughout  to  ensure  that  there  are  no 
electric  circuits  made  in  the  bolting  t<^ether  of  these  cores  ; 


each  layer  being  insulated  from  the  adjacent  layers.     Eddy 
currents  in  the  core  are  thus  almost  entirely  obviated.    The 
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foundation  ring  and  some  of  the  inner  convolutions  of  tape  are 
slotted  out  to  receive  the  gun-metal  arms,  of  \\hich  there  are 
two  sets  clamped  together,  one  on  either  side  Fig  123  shows 
this  construction,  and  the  method  of  securing  the  ring  to  the 
shaft  by  lock-nuts.    Square  wire  is  used  for  winding  the 
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armature  coils,  and  as  they  do  not  cover  the  entire  external 
periphery  of  the  armature  core  there  is  ample  ventilLitioii. 
End-play  is  prevented  by  the  use  at  one  end  of  a  decplj- 
grooved  Babbitt-metal  thrust-bearing.  Formerly,  in  a  4-pole 
machine,  four  brushes  were  necessary — as  in  the  Giilcher 
dynamo  and  the  4-pole  Gramme.  Mr.  Mordcy,  as  mentioned 
above,  reduced  the  number  to  two,  by  the  device  of  cross- 
connecting.  Two  brushes  only  are  then  necessary,  and  these 
are  90"  apart  Fig.  125  gives  the  actual  diagram  of  the 
potentials  at  the  collector.  Suppose  that  there  are  sixty 
sections  in  the  ring,  then  there  will  be  fifteen  segments  of 
the  collector  from   the  negative  brush  to  the  positive.     The 
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potential  rises  steadily  from  the  negative  brush,  and  becomes 
a  maximum  at  the  positive  brush  at  90°,  whence  it  again 
.diminishes  to  zero    at    180°.      The    bars  of  the    collector 
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being  connected,  it  will  be  remembered,  to  those  diametri- 
cally opposite  to  them,  it  follows  that  the  potential  will 
rise  from  180°  to  270°,  precisely  as  it  rose  from  0°  to  pcP, 
and  will  again  fall  to  zero  in  passing  from  270°  to  0°.  If 
the  curve  from  0°  to  180"  were  plotted  again  horizontally, 
we  should  clearly'sec  how  nearly  regular  the  rise  and  fall  is. 
If  from  this  cur\-e  we  were  to  construct  another  one^  in 
which  the  heights  of  the  ordinates  should  correspond  to  the 
tangent  of  the  angle  of  slope  of  this  potential  curve — in  other 
words,  if  we  were  to  differentiate  the  curve — we  should  obtJun 
a  second  curve — the  curve  of  induction.  It  would  show  a 
positive  maximum  at  about  30°,  and  a  negative  maximum  at 
about  120°,  where  the  slope  up  and  slope  down  are  steepest 


Schuckert'Mardey  Dynamo.  177 

in  the  potential  curve.     These  maxima  of    induction  are 
situated  very  nearly  opposite  the  edges  of  the  pole-pieces,  on 
the  side  toward  which  the  armature  is  rotating.    Apparently 
the  lines  of  force  of  the  field  are  the  densest  here.     In  this 
displacement  of  the  maximum  of  induction,  we  have,  probably, 
the  explanation  of  the  inferiority  of  some  of  the  earlier  machines 
with  broad  polar  expansions  and  weakly  excited  magnets.    In 
those  machines  the  maximum  position  of  induction  was  dis- 
placed to  the  \exy  edge  of  the  broad  pole-piece,  and  therefore 
the  induction  was  sudden  and  irregular.      It  is  a  singular 
result  that  while  in  those  machines  in  which  the  ring  arma- 
ture is  extended  cylinderwise,  there  must  be  wide-embracing 
pole-pieces,  in  those  in  which  the  ring  is  flattened  into  a  disk 
shape  the  pole-pieces  .must  be  narrow  unless  the  field  magnetism 
is  very  intense. 

The  Victoria  dynamo  is  now  usually  compound-wound, 
haidngall  the  eight  magnet-cores  wound  with  main-circuit  coils 
inside  and  shunt  coils  outside.  The  external  "  characteristic  " 
of  this  machine  is  remarkably  straight  (see  Fig.  299).  In  a 
"jy  machine,  wound  for  a  potential  of  60  volts,  the  following 
values  were  obtained : — Open  circuit,  58  volts  ;  10  ampires, 
58*5  volts ;  20  ampferes,  59  volts ;  60  amperes,  59*7  volts ;  90 
amp&resy  59*9  volts  ;  120  amperes,  60  volts.  It  will  be  seen 
that  for  small  loads  the  potential  drops  a  little  ;  but  it  is  under 
these  circumstances  that  the  engine  speed  usually  rises  slightly 
m  practice,  so  that  the  constancy  of  the  potential  between  the 
mams  is  somewhat  better  than  the  figures  would  show.  In 
actual  practice,  the  regulation  is  perfect.  The  author  has 
opened  the  circuit  of  a  Victoria  dynamo  which  at  the  time 
was  feeding  loi  lamps,  100  being  at  a  distance,  i  lamp 
attached  to  the  terminals  of  the  machine.  On  detaching  the 
main  wire  from  the  terminal,  the  100  lamps  were  suddenly 
extinguished  The  solitary  lamp  on  the  machine  did  not 
even  wink,  and  there  was  no  flash  at  the  brushes.  The 
sparking  was  so  slight  it  was  impossible  to  tell  whether  the 
machine  was  an  open  circuit  or  whether  it  was  doing  full 
work.  The  lead  was  the  same  under  all  loads.  Some  of 
these  machines  are  wound  for  slow  speeds  for  ship  lighting. 

N 
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These  machines  have  an  electrical  activity  slightly  higher,  and 
an  efficiency  slightly  lower,  than  the  high-speed  machines. 
They  also  have  field-magnet  cores  slightly  heavier,  requiring, 
therefore,  the  expenditure  of  rather  more  electrical  energy 
in  maintaining  the  field.  These  remarks  refer,  of  course,  to 
a  comparison  between  machines  wound  to  light  an  equal 
number  of  lamps,  and  to  work  at  an  equal  electromotive- 
force.  The  machine  depicted  in  Fig.  122  weighs  1904  pounds, 
and  has  an  output  of  i8,cxx)  watts  at  1000  revolutions  per 
minute.  Such  machines  are  now  guaranteed  under  tender  to 
run  at  a  commercial  efficiency  of  92  per  cent.,  as  tested  by 
Hopkinson's  method 

A  larger  type  of  Victoria  machine,  having  six  poles 
alternately  N,  and  S.  set  round  the  ring,  has  also  been  con- 
structed by  the  Anglo-American  Corporation.  As  each 
segment  of  the  collector  is  connected  with  those  situated  at 
120°  and  240°  distance  round  the  set,  only  two  brushes  are 
required.  A  figure  of  this  machine  was  given  in  the  previous 
edition  of  this  work. 

The  present  drift  toward  multipolar  dynamos  of  this  type, 
with  a  discoidal  ring  armature,  is  very  significant  There  is 
little  difference  save  in  detail  between  the  Victoria  dynamos 
and  the  4-pole  machines  of  Gulcher.  The  advantage  originally 
claimed  for  this  construction,  namely,  that  it  allows  less  of  the 
total  length  of  wire  to  remain  **  idle  "  on  the  inner  side  of  the 
ring,  is  rather  imaginary  than  real,  for  the  total  resistance  of 
the  armature  is  but  a  small  fraction  of  the  whole  resistance  of 
the  circuit ;  and  it  is  possible  to  spread  the  field  so  as  to  make 
all  parts  of  the  wire  active  without  any  gain  whatever,  if  by 
this  spreading  there  is  no  increase  on  the  whole  in  the  total 
number  of  lines  of  force  in  the  field.  The  real  reasons  in 
favour  of  multipolar  flat-ring  armatures  appear  to  be  the 
following : — First,  their  excellent  ventilation  ;  second,  their 
freedom  from  liability  to  be  injured  by  the  flying  out  of  the 
coils  at  high  speeds  ;  third,  their  low  resistance,  due  to  the 
fact  that  the  separate  sections  are  cross-connected,  either  at 
the  brushes  or  in  the  ring  itself,  in  parallel  arc.  To  these 
may  be  added  that,  with  an  equal  peripheral  speed,  the  arma- 
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ture  rotating  between  four  poles  undergoes  twice  as  much 
iDductioo  as  when  rotating  between  two  poles ;  since  it  cuts 
the  lines  of  force  twice  as  many  times  in  the  former  case  as 
in  the  latter. 

Guic/ier's  Dynamo. — In  this  machine  as  originally  brought 
out,  the  ring  core  consisted  of  a  number  of  flat  washers  of 
sheet-iron  clamped  together,  rotating  in  a  4-pole  field,  and 
furnished  with  four  collecting  brushes  at  the  commutator. 
There  were  four  hollow  box-like  polc-pieccs  of  iron,  cast  upon 
wrought-iron  cores,  embracing  a  considerable  angular  breadth. 
In  recent  years  this  machine  has  been  greatly  improved  by 
the  engineers  of  the  Gulcher  Electric  Lighting  Company. 
They  have  followed  the  same  line  of  progrt;ss  as  that  pursued 
in  the  design  of  the  Victoria  dynamo.  The  lamination  of  tJio 
cores  has  been  tangential  instead  of  radial ;  the  field-magnets 
have  been  made  more  powerful ;  the  polc-pieccs  have  been 
reduced  in  breadth  ;  and  the  number  of  the  brushes  has  been 
reduced  by  cross-connections  in  the  armature  to  two.  Fig. 
126  shows  an  8-pole  type  of  machine  which  has  been  largely 
used  by  this    Company  both    for  lighting   and   for   electro- 


deposition.  In  this  cut  the  armature  is  covered  from  si'Mit 
by  guards  of  perforated  metal.  These  machines  have  been 
made  in  all  sizes  up  to  32  units. 

The  latest  type  of  Gijlchcr  dynamo  is  depicted  in  Figs. 
137  and  128.  In  Fig.  127  the  lower  half  show.s  a  section  in 
the  vertical  plane  along  the  line  A  C,  whilst  the  upper  half 
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represents  a  section  in  the  oblique  plane  of  the  line  A  £ 
so  as  to  show  the  true  section  of  the  polar  portions.  Tht 
drawings  relate  to  a  4-pole  lO-untt  machine,  des^rned  to  givt 


185  amperes,  at  6$  volts,  at  a  speed  of  900  revolutions  pe 
minute.     The  dimensions  and  details  of  construction  are  a 
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Fig.  12S. 


GI'lcmer's  Dynamo  (End  View). 
Fig.  139. 


GL'lcher's  Collector  (i^ection). 
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follows  :  The  end-yoke  frames  and  the  pole-shoes  are  of  cast 
iron.  The  magnet-cores,  4  inches  in  diameter  and  five  inches 
long,  are  screwed  into  the  pole-shoes,  and  their  other  ends  are 
turned  down  and  fitted  with  circular  nuts  so  as  to  secure  a 
large  contact-surface  with  the  yokes.  The  armature  is  built 
up  of  rectangular  charcoal  iron  wire  wound  upon  a  gun-metal 
pulley,  forming  a  core  of  nearly  square  section.  This  is  over- 
wound with  insulated  copper  wire  in  80  sections  of  4  turns 
each,  the  wire  being  rectangular,  '12  x  '85  inch,  lying  in  a 
single  layer  outside  and  in  two  layers  inside  the  ring,  which 
when  finished  has  a  square  3-inch  section  and  is  1 5  inches  in 
diameter.  The  resistance  is  '025  ohm,  and  the  weight  of 
copper  is  18^  lbs.  The  commutator  has  80  segments  of  hard- 
drawn  copper  insulated  with  mica  '75  millim.  thick,  clamped 
together,  with  proper  insulation,  over  a  gun-metal  sleeve. 
The  requisite  cross-connexions  between  the  opposite  bars  of 
the  commutator  are  effected  by  a  series  of  insulated  copper 
rings,  supported  on  a  wooden  sleeve  placed  between  the 
armature  and  the  commutator.  Each  ring  has  two  lugs  at 
opposite  sides,  these  lugs  being  soldered  to  the  wires  that  run 
from  the  ring  windings  to  oppositely  situated  bars  of  the 
commutator.  This  machine  is  compound-wound,  the  windings 
being  as  follows:  Shunt  coils  of  wire  '075  inch  diameter,  8 
layers  of  44  turns  each  in  each  coil ;  total  weight  of  the  ^ 
shunt  coils,  ']^  lbs.  ;  total  resistance  joined  in  series,  7*805 
ohms.  Series  coils  of  rectangular  wire,  '13  X  '26  inch,  in  2 
layers  of  14  turns  each  on  each  core  ;  total  weight  of  8  series 
coils,  38  lbs. ;  total  joint  resistance  of  series  coils,  '005  ohms. 
A  ndreivs'  Dynamo. — The  ring  of  Andrews'  machine  differs 
from  that  of  other  ring  machines  in  having  the  coils  that  lie 
at  opposite  ends  of  a  diameter  connected  together  in  series 
with  one  another.  This  method  of  winding,  which  was  first 
suggested  for  multipolar  machines  by  Prof.  Perry  in  1882, 
appears  to  have  been  adopted  by  Andrews  so  as  to  enable 
him  to  secure  the  advantages  of  compound  winding  whilst 
keeping  the  shunt  and  series  coils  of  the  field-magnets  on 
separate  cores ;  the  series  windings  are  upon  one  core,  the 
shunt  windings  upon  the  three  other  cores. 
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Rankin  Kennedys  Dynamo. — To  this  dynamo,  which  is 
shown  in  Fig,  130,  its  inventor  has  given  the  name  of  the 
inn-clad  dynamo,  on  account  of  the  construction  of  the  field- 
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magnets,  which  enclose  the  exciting  coil^.'  This  form  of 
field-magnet,  which  is  discussed  in  Chapter  XIV.,  p.  328,  has 
4  poles,  two  of  them  being  salient  poles  protruding  directly 
through  the  exciting  coils  on  either  side  of  the  armature,  the 
other  two  poles  being  consequent  poles  formed  at  the  middle- 
points  of  the  upper  and  lower  portions  of  the  iron  framework 
which  here  are  bored  away  to  form  polar  surfaces.  These 
machines  are  supplied  chiefly  for  ship-lighting  at  slow  speeds  ; 
a  machine  weighing  i  J  ton,  having  an  output  of  10,000  watts  at 
350  revolutions  per  minute.  The  field-magnets,  which,  by 
their  design,  have  no  joints,  arc  foiled  out  of  special  faggoted 
iron.  Swedish  iron  bars  cut  up  and  laid  together  in  faggots,  and 
welded  under  a  very  high  temperature  by  a  very  heavy  hammer, 
make  a  material  which  the  inventor  prefers  to  hammered 
scrap.  For  in  the  faggoted  iron  there  is  a  slight  grain  whicli 
runs  always  in  the  direction  of  the  lines  of  magnetisation.     The 

'  An  eiclier  type  of  "  iron-clnd  "  dynamo  by  (he  same  inventor  is  desciibcd  in 
Jndtulriti,  vol.  i.  p.  137,  1886. 
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magnets  have  a  cross  section  of  120  square  inches.    The  ring 
armature  is  mounted  on  brass  spokes,  well-ventUated  and 


perfectly  balanced.    Its   external  diameter  is    13^  inches, 
internal,  8i  inches;  external  axial  length,  15  inches.      The 
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wire  is  rectangular,  2*5x4  millims.  cotton-covered,  wound 
in  60  sections  laid  on  edge,  and  cross-connected  so  as  to 
require  only  two  brushes.  Still  more  recently  Mr.  Kennedy 
has  constructed  dynamos  with  a  single  exciting  coil  of  a  form 
resembling  Fig.  244,  No.  31,  p.  330. 

Siemens  and  Halske's  Ring  Dynamo. 

Toward  the  end  of  1886  a  form  of  multipolar  ring  machine, 
tt-ith  ring  external  to  the  field-magnets,  was  brought  out  almost 
simultaneously  by  Messrs.  Ganz  of  Buda-Pesth,  Messrs.  Fein 
of  Stuttgart,  and  by  Messrs.  Siemens  and  Halskc  of  Berlin.^ 
It  uill  be  sufficient  to  describe  the  machine  of  the  latter  firm. 

The  field-magnet,  as  shown  in  Fig.  131,  is  stationary  and 
internal  to  the  ring.  It  consists  of  a  substantial  cross-shaped 
mass  of  cast  iron,  through  the  centre  of  which  passes  the 
driving  shaft  The  four  poles,  after  receiving  the  exciting  coils, 
are  furnished  with  polar  expansions  which  approach  close  to 
the  inside  of  the  ring.  The  ring  itself  is  made  up  of  thin  iron 
^^ashers  bolted  together,  and  supported  on  one  side  by  a  brass 
spider  keyed  to  the  shaft.  A  machine  of  this  type,  weighing 
2660  lbs.,  with  an  output  of  25,000  watts  at  480  revolutions 
per  minute,  had  a  ring  20  centimetres  broad  and  of  64  centi- 
metres internal  diameter.  The  advantages  of  this  type  arc  the 
ease  of  repair,  the  immense  cooling  surface  of  the  armature, 
and  the  non-necessity  of  applying  binding-wires.  In  some  of 
these  machines  the  commutator  is  unusually  large,  consisting 
of  stout  bars  of  iron  with  an  air-insulation. 

Other  multipolar  ring-dynamos  have  been  constructed  by 
Gramme,  Wenstrom,  Einstein,  Paris  and  Scott,  Ehvcll  Parker 
and  Ca,  and  other  makers. 

Otlier  Ring-armature  Machines. 

Lahmeyef^s  Dynamo? — This  machine,  the  magnets  of 
which  belong  to  the  iron-clad  type,  is  depicted  in  Fig.  133. 

'  For  fnilher  information  about  the  various  machines  of  this  type  sec  Elektro- 
tecAmiuA^  ZatscAnyi  for  April  and  May,  1S87;  Za  Lumiire  EUctrigue,  \q\,  xtxw 
p.  182,  1S87;  CeniralblattfurEUktrotechnik,  vol.  ix.  pp.  186,  410,  and  5S1,  1SS7. 

■  See  Centralblatt  Jiir  Elfktrotechnik,  vol.  ix.  pp.  71  and  411,  1SS7 ;  also 
EkktreUeknischi  ZeUschrift,  vol.  ix.  p.  89,  188S. 
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It  has  been  submitted  to  elaborate  tests  by  Professor  W, 
Kohlrausch.  The  machine,  weighing  597  kilogrammes,  gave 
60  amperes  at  6$  volts  with  a  speed  of  1250  revolutions  per 

Fio.  133, 
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minute.  The  current  density  in  the  armature  was  8  *  3  amperes 
per  square  millimetre  of  copper  in  section.  The  commercial 
efficiency  was  over  80  per  cent  Though  the  field-magnets  of 
cast  iron  were  magnetised  up  to  only  36  per  cent  of  thdr 
maximum,  the  armature  current  showed  very  little  demagnet- 
ising tendency.  According  to  the  inventor  the  waste 
magnetic  field  is  less  than  8  per  cent,  of  the  total  field 
generated.  The  armature  is  wound  on  a  plan  suggested  by- 
Arnold  of  Riga,  and  independently  suggested  by  Crompton, 
namely,  the  conductors  are  wound  between  teeth  in  the 
periphery  of  the  core,  after  which  the  whole  exterior  of  the 
armature  is  served  with  a  thin  layer  of  insulating  material, 
and  over  this  a  layer  of  iron  wires  is  wound. 

Other  machines  with  ring  armatures  have  been  devised  by 
Lever,'  who  grooves  the  polar  faces  to  admit  the  iron  teeth 
protruding  from  the  armature,  and  by  Swan,*  who  also  uses 
a  toothed  armature-core.  A  machine  was  shown  in  1881  at 
the  Paris  Exposition  by  Messrs.  Siemens,  in  which  the  field- 

'  Electrical  Rniew,  xti.  406,  411,  18S7. 
'  Electrician,  iviiL  p.  370,  1887. 


Laknuyer^s  Dynamo. 


187 


magnet^  of  simple  shuttle-wound  form,  rotated  within  a  fixed 
ring  armature.  The  brushes  of  this  so-called  "  Topf-Maschinc  *' 
rotated  s^ainst  a  fixed  collector.  Information  respecting 
several  of  these  dynamos,  and  of  others  of  less  note,  may  be 
found  in  Dredge's  EUciric  Illumination^  in  the  official  report 
of  the  Munich  Exhibition  of  1883,  in  Schellen's  Magnet- 
und  Dynama^Elektriscken  Maschinaiy  and  in  the  periodical 
journals  devoted  to  electricity. 


1 88  Dynamo-electric  Machinery. 


CHAPTER  VIII. 
Continuous-current  Machines  (Closed  Coil). 

Dram-armature  Dynamos. 

The  drum  armatures  of  all  types  may  all  be  reg^ded  as 
modifications  of  Siemens*  well-known  longitudinal  shuttle-form 
armature  of  1856,  a  multiplicity  of  sections  of  the  coils  being 
employed  to  afford  practical  continuity  in  the  currents.  The 
drum  pattern  was  invented  in  1872  by  Von  Hefner  Alteneck, 
of  the  firm  of  Siemens  and  Halske  of  Berlin. 

The  advantages  of  the  drum  form  of  armature  appear  to  be 
( i)  that  they  require  somewhat  less  wire  than  the  ring  armature 
of  equal  size ;  (2)  are  free  from  liability  to  false  inductions 
(p.  75)  and  therefore  more  independent  of  the  form  of  the 
pole-pieces  ;  (3)  have  smaller  cross-magnetising  tendency  than 
ring  armatures.  Their  disadvantages  hitherto  have  been 
(i)  greater  difficulty  of  construction ;  (2)  greater  difficulty  of 
securing  proper  insulation  on  account  of  overwrapping  of  con- 
ductors ;  (3)  greater  difficulty  of  executing  repairs. 

Siemens*  Dy?tamo. — In  some  of  the  earlier  patterns  of 
Siemens'  machines  the  cores  of  the  drum  were  of  wood,  over- 
spun  with  iron  wire  circumferentially  before  receiving  the 
longitudinal  windings.  In  another  of  their  machines  there  was 
a  stationary  iron  core,  outside  which  the  hollow  drum  revolved ; 
in  other  machines,  again,  there  was  no  iron  in  the  armature 
beyond  the  driving-spindle.  In  all  the  Siemens  armatures  the 
individual  coils  occupy  a  diametral  position  with  respect  to  the 
cylindrical  core,  but  the  mode  of  connecting  up  the  separate 
diametral  sections  is  not  the  same  in  all.  In  the  older  of  the 
Alteneck-Siemens  windings  the  sections  were  not  connected 
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together  symmetrically,  the  connexions  (for  an  8-part  collector) 
beii^  as  in  Fig.  134.  Inthe  more  recent  machines  a  symmetri- 
cal plan  has  been  adhered  to,  as  shown  in  Fig,  135.  In  this 
7Stein,as  in  the  Gramme  ring,  the  successive  sections  of  coils 
ranged  round  the  armature  are  connected  together  continu- 
ously, the  end  of  one  section  and  the  beginning  of  the  next 
bdog  both  united  to  one  segment  or  bar  of  the  collector.  A 
qraametrical  arrangement  is,  of  course,  preferable,  not  only 
for  ease  of  construction,  but  because  it  is  important  that  there 
should  never  be  any  great  difference  of  potential  between  one 

Fic    134. 
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iqpnent  of  the  collector  and  its  next  neighbour ;  otherwise 

there  will  be  increased  liability  to  spark  and  form  arcs  across 

the  intervening  gap. 

In  Fig.  135  the  eight  sections  are  shown  for  simplicity  as  if 

each  consisted  of  one  turn  only.  For  example,  beginning  at 
the  segment  of  the  collector  marked  r,  the  wire  ascends  to  l', 
thence  passes  along  the  drum,  descends  along  a  diameter, 
returns  longitudinally  along  the  lower  side  of  the  drum  to  the 
point  marked  i",  whence  it  is  brought  up  to  the  second 
segment  of  the  collector ;  from  the  second  s^ment  the 
second  section  of  the  winding  proceeds  in  like  manner. 
In  ordinary  Siemens  armatures  there  arc    in  reality  eight 
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turns  in  each  section :  the  wire  after  ascending  to  i,  wrap- 
ping eight  times  round  the  cylinder  and  finally  turning  down 
to  join  the  second  segment  The  process  of  constructing  the 
armature  employed  down  to  the  year  1885  is  shown  in  Fig.  136. 
Upon  the  axle  are  secured  by  pins  two  stout  cheeks  of  gun- 
metal  to  form  the  ends  of  the  drum.  Between  these,  and 
resting  on  an  inner  projecting  rim,  is  wrapped  a  thin  sheet  of 
iron,  and  over  this  a  quantity  of  soft  iron  wire  is  wound  to' 

Fig.  13s. 


form  a  core,  as  in  the  Gramme  armature.  A  number  of  cuts 
equal  to  the  proposed  number  of  segments,  are  sawn  radially 
in  the  end  faces  of  the  gun-metal  cheeks,  and  in  these  cuts 
smalt  boxwood  wedges  are  inserted  to  facilitate  the  winding. 
The  coiling  of  the  sections  is  done  in  the  following  manner: — 
The  wire  is  carried  along  the  drum,  as  shown,  four  of  the 
strands  passing  to  the  left,  four  to  the  right  of  the  axle  at 
either  end,  and  is  then  ready  to  be  turned  over  to  meet  the 
connecting  piece  of  the  second  segment  of  the  collector. 
From  this  point  the  next  section  will  start  in  a  like  manner ; 
but  before  the  second  section  is  wound  the  drum  is  turned 
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aimpletdy  over,  and  the  section  diametrically  opposite  to 
section  No.  i  is  wound  on  the  top  of  the  eight  strands 
already  wound.  Thus^  in  a  i6-part  armature,  section  No.  9 
lies  on  the  top  of  section  Na  i,  No.  10  on  the  top  of  No.  2, 
aod  so  on,  there  being  two  layers  of  coils  all  over  the  drum. 
The  object  of  this  arrangement  is  to  ensure  that  parts  which 
aie  at  very  difTerent  potentials  shall  never  come  in  contact 
irith  one  another.    Although,  for  the  sake  of  rendering  the 
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cooaexions  more  intelligible,  the  collector  is  shown  in  Fig,  136 
in  its  place  on  the  axle,  it  is  not,  as  a  matter  of  fact,  put  into 
id  place  until  afler  all  the  sections  have  been  wound,  the 
Olds  of  the  wires  being  temporarily  twisted  together  until  all 
can  be  soldered  to  the  connecting  strips  of  copper.  In  some 
of  the  armatures  intended  for  electro-plating  machines  there 
are  four  layers  of  wire,  and  the  wires  are  connected  together 
ibur  or  eight  in  parallel  to  reduce  the  resistance. 

The  field-magnets  in  the  earlier  patterns  of  Siemens 
dynamo  were  horizontally  placed  (Fig.  1 37)  and  consisted  of  a 
row  of  wrought-iron  cores,  arched  where  they  passed  near  the 
armature,  and  bolted  together  at  their  outer  extremities  :  the 
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coils,  which  are  wound  on  flat  brass  frames,  being  slipped 
on  before  the  cores  are  bolted  down.  In  some  more  recent 
machines  a  vertical  position  is  preferred,  as  in  Fig.  138.  In 
alt  these  forms  the  arched  cores  are  removable,  and  in  the 
larger  sizes  the  top  half  of  the  machine  can  be  unbolted 
and  removed  from  the  lower  half.  In  some  machines 
there  is  a  provision  for  ventilating  the  cores  of  the  magnet^ 
an  air  space  being  left  in  the  brass  frames  of  the  coils  on  the 
outer  side.    Some  account  of  the  compound-wound  machines 

Fig.  137. 


i 


Si£MtNs  Dynamo,  Horizontal  Pattern. 

made  by  the  firm  has  been  given  by  Herr  E.  Richter  in  the 
Elektrotechnische  Zeitschrift.  It  appears  that  three  methods 
of  combination  have  been  tried.  The  shunt  and  series  coils 
have  been  wound  on  different  arms  of  the  magnets ;  they 
have  been  wound  on  separate  short  frames,  and  slipped  on 
to  the  cores  side  by  side,  and  they  have  been  also  wound 
over  one  another.  The  series  coils  are  generally  wound 
outside  the  shunt  windings.  The  regulation,  judging  by  the 
curves  given  by  Herr  Richter,  is  not  perfect.  The  best 
regulation  was  from  a  "^D  17"  machine,  of  which  two  of 
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die  magnet  limbs  were  wound  with  shunt  coils  of  twenty- 
tmt  lashers  of  a  i-miUimetre  wire,  and  the  other  two  with  two 
)Kgta  of  a  3  *  5-milltmetre  wire.  The  potential  varied  from 
6(  to  69  volts  when  the  number  of  lamps  was  reduced  from 
tKOlty  to  nine  (see  curve,  Fig.  299). 

Snce  then   the  firm  has  constructed  dynamos  in  which 
dw  pitTPtf?^  does  not  vary  i  per  cent  between  the  limits  of 

rio.  138. 
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Some  very  large  machines  of  the  vertical  pattern 
bat  with  many  improvements  in  detail,  including  three  1 1 2-unit 
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compound-wound  dynamos,  "  B  13  "  pattern,  were  used  at  the 
Inventions  Exhibition  of  1885.  Each  of  these  is  capable  of 
yielding  450  amperes  at  a  potential  of  250  volts,  making  an 
output  of  112,500  watts,  when  running  at  300  revolutions  per 
minute  only.  The  armatures  are  wound  with  flat  strip-copper. 
In  1886  Messrs.  Siemens  and  Halske,  after  trying  some 
intermediate  forms  (depicted  on  pp.  159  and  160  of  the  second 
edition  of  this  book),  adopted  the  type  depicted  in  Fig.  139. 
The  field  magnet  of  this  machine  consists  of  a  single  very 
massive  casting,  over  which  the  exciting  coils  are  slipped. 
The  collectors  of  these    machines  are  more   massive,   and 

Fig.  139, 


Siemens  Machine  (Type  of  1886). 

insulated  by  air-gaps.  The  brushes  are  adjustable;  and  they 
are  trimmed  with  oblique  ends  so  as  to  touch  two  collector- 
bars  at  once. 

The  Siemens  ring-machine  with  internal  field-magnet, 
described  on  p.  184,  is  still  more  recent 

The  Siemens  alternate-current  dynamo  (Fig.  217)  is 
described  on  p.  267 ;  the  Siemens  unipolar  dynamo  (Fig.  203), 
on  p.  253  ;  and  the  Siemens  electro-plating  machine  (Fig.  228), 
on  p.  283. 

Edison's  Dynamo. — There  are  several  forms  of  Edison 
dynamo  having  drum  armatures  rotating  between  heavy  iron 
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Diagram  of  Edison  Armati-re. 
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pole-picces.  The  "  Z "  machine,  capable  of  working  sixty 
Edison  lamps,  is  shown  in  Fig.  140.  The  field-magnets  are 
of  extraordinary  length,  and  of  circular  section,  with  a  heavy 


yoke  at  the  top.  There  is  but  one  layer  of  wire  on  the  cores. 
In  Edison's  modification  of  the  drum  armature,  the  winding, 
though  symmetrical  in  one  sense,  is  singular,  inasmuch  as  the 
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r.umber  of  sections  is  an  odd  number.  In  the  first  machines 
there  were  seven  paths,  as  shown  in  Fig.  141,  taken  from 
Edison's  British  Patent  Specification.  In  his  giant  "steam- 
dynamo"  (Fig.  142)  the  number  of  sections  is  forty-nine. 
One  consequence  of  this  peculiarity  of  structure  is,  that  if  the 
brushes  are  set  diametrically  opposite  to  one  another,  one  will 
touch  the  middle  of  a  bar  of  the  collector  at  the  instant  when 
the  other  slides  from  bar  to  bar.  In  Edison's  larger  dynamos 
the  armature  is  not  wound  up  with  wire,  but,  like  some  of 
Siemens'  electro-plating  dynamos,  is  constructed  of  solid 
bars  of  copper,  arranged  around  the  periphery  of  a  drum. 
Fig.  143  shows  the  armature   removed  from   the   machine. 


The  ends  of  the  bars  are  connected  across  by  washers 
or  disks  of  copper,  insulated  from  each  other,  and  havin;^' 
projecting  lugs,  to  which  the  copper  bars  arc  attached.  Such 
disks  present  much  less  resistance  than  men;  strips  would 
<Ja  To  make  the  mode  of  connexion  jdaincr  the  dia- 
grammatic sketch  of  Fig,  144  is  given.  The  connexions 
are  in  the  following  order: — Kach  of  the  forty-nine  seg- 
ments of  the  collector  is  connected  to  a  corrc^poniling  one 
<*f  the  forty-nine  disks  at  the  anterior  end  of  the  drum  ; 
snd  this  disk  is  connected,  by  a  lug-piece  on  one  side,  to 
"neof  the  ninety-eight  copper  bars.  The  current  generated 
■fl  this  bar — say,  for  example,  the  highest  of  the  three  bars 
shown  in  Fig.  144 — runs  to  the  furtlicr  end  of  the  machine, 
enters  a  disk  at  that  end,  crosses  the  disk,  and  returns  along 
'1  bar  diamctricaHy  opposite   that   along   which   it   started. 
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The  anterior  end  of  this  bar  is  attached  to  a  lug-piece  of  the 
next  disk  but  one  to  that  from  which  we  b^an  to  trace  the 
connexions:  it  crosses  this  disk  to  the  bar  next  but  one  to 
that  first  considered,  and  so  round  again.  The  two  lug-pieces 
of  the  individual  disks  at  the  anterior  end  are,  therefore,  not 
exactly  opposite  each  other  diametrically,  as  the  connexions 
advance  through  -^^  of  the  circumference  at  each  of  the  forty- 
nine  paths.  To  simplify  matters,  in  the  drawing  the  alternate 
disks  and  bars  are  only  indicated  in  dotted  lines.  Just  as  the 
two  bars  shown  at  the  bottom  are  the  returns  for  the  currents 


Fig.  144. 


Connexions  of  Edison  Armaturk. 

in  the  top  bars,  so  there  must  be  top  bars  provided  as  returns 
for  the  currents  In  those  bars  (not  shown)  which  start  from 
the  segments  of  the  lower  half  of  the  collector.  The  dotted 
lines  show  the  position  of  these  return  bars.  It  will  be 
noticed  in  Fig,  142/  that  the  collector  is  very  substantially  built 
and  that  a  screen  is  fixed  between  the  collector  and  the  rest 
of  the  armature,  to  prevent  any  copper-dust  from  flying  back 
or  clogging  the  insulation  between  the  bars  or  disks.  There 
are   no  fewer   than   five   pairs   of  brushes,  the  tendency  to 

'  Taken,  by  permission  of  Messrs.  Maemillan  and  Co.,   from  the  anthor't 
Elemtiitary  Lttsoiis  in  Elcttricity  and  Magnetism. 
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sparking  being  thereby  greatly  reduced.  The  figure  docs 
not  show  the  structure  of  the  armature  itself,  nor  indicate  the 
means  taken  to  suppress  eddy  currents.  The  core  of  the 
armature  is  made  of  very  thin  disks  of  iron,  separated  by 
mica  or  paper  from  each  other,  and  clamped  together.  Some 
exception  may  be  taken  to  the  use  of  such  stout  copper  bars, 
as  being  more  likely  to  heat  from  local  currents  than  would 
be  the  case  if  bundles  of  straps,  or  laminae  of  copper  were 
substituted ;  and,  indeed,  the  presence  of  the  4  horse-power 
fan  to  cool  the  armature,  is  suggestive  that  continuous 
running  is  liable  to  heat  the  armature. 

Dr.  J.  Hopkinson's  efforts  to  improve  this  machine  resulted, 
as  detailed  below,  in  a  better  design. 

The  field-magnets  of  all  the  larger  machines  turned  out 
by  Edison  prior  to  1884  had  a  number  of  long  iron  columns  as 
cores  to  receive  the  coils.  Since  that  date  the  more  compact 
arrangement  of  a  single  magnetic  circuit  with  short  stout 
magnets  has  been  adopted  by  the  Edison  companies  on  both 
sides  of  the  Atlantic.  The  present  form  (1888)  of  Edison 
djTiamo,  as  used  in  the  States,  is  depicted  in  Fig.  145.  The 
field-magnets  are  of  cast  iron,  with  a  massive  yoke,  and  stand 
upon  a  high  footstep  of  zinc  to  diminish  short-circuiting 
through  the  bed-plate.  These  machines  are  shunt-wound, 
and  are  intended  for  incandescent  lighting  work.  The 
bearings  are  longer  and  the  mechanical  arrangements  in 
every  way  superior  to  those  of  the  older  machines. 

Edison-Hopkiiison  Dynavio, — The  Edison  dynamo  has  re- 
ceived very  material  improvements  at  the  hands  of  Dr.  John 
Hopkinson.  Some  of  these  improvements  relate  to  the  field 
magnet ;  others  to  the  armature.  Dr.  Hopkinson,  in  the  first 
place,  abolished  the  use  of  the  multiple-field  magnets,  which  in 
Edison's  original  "L,"  "  K,"  and  "  E  "  machines  were  united  to 
common  pole-pieces  ;  and  instead  of  using  two,  three,  or  more 
round  pillars  of  iron,  each  separately  wound,  he  puts  an  equal 
mass  of  iron  into  one  single  solid  piece  of  much  greater  area 
of  cross-section  and  somewhat  shorter  length.  One  such 
iron  mass,  usually  oblong  in  cross-section,  is  attached  solidly 
to  each  pole-piece,  and  the  two  are  united  at  the  top  by 
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a  still  heavier  yoke  of  iron.  The  machines  have,  conse- 
quently, a  more  squat  and  compact  appearance  than  before 
(Figs.  146  and  147).  Dr.  Hopkinson  also  introduced  the 
improvement  of  winding  the  magnets  with  a  copper  wire  of 
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square  section,  wrapped  in  insulating  tape.  This  wire  packs 
more  closely  round  the  iron  cores  than  an  ordinary  round 
wire.  In  the  armature  the  following  change  has  been  made. 
The  iron  core  in  the  older  Edison  machines  was  made  of 
thin  iron  disks,  separated  by  paper,  slipped  on  over  a  sleeve 
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of  UgHum  viUt^  and  held  together  by  six  longitudinal  bolts 
passing  through  holes  in  the  core  plates,  and  secured  by  nuts 
to  end  plates.    These  bolts  are  now  removed,  and  the  iron 
plates  are  held  together  by  great  washers,  running  upon  screws 
cut  on  the  axle  of  the  armature.    The  size  of  the  central  hole  in 
the  plates  has  been  diminished,  thus  getting  into  the  interior 
more  iron,  and  providing  a  greater  cross-section  for  the  mag- 
netic induction.    By  these  improvements,  a  machine  occupying 
the  same  ground  space,  and  of  about  the  same  weight  as  one 
of  the  older  "L"  iso-light  machines,  was  made  capable  of 
suppling  250  lights,  the  economic  coefficient  being  at  the  same 
time  higher.     In  the  new  250-light  machine,  the  diameter  of 
the  armature  is  10  inches;  its  resistance,  cold,  is  0*02  ohm  ; 
that  of  the  magnets  is  17  ohms.    The  magnetisation  curve  of 
the  machine  shows  that  even  when  doing  full  duty,  the  field 
magnets  are  far  from  being  saturated.     It  will  be  remarked 
that,  in  the  older  construction,  the  bolts  and  their  attached 
end-plates  furnished  a  circuit  in  which   idle  currents  were 
constantly  running  wastefully  round,  with  consequent  heat- 
ing and  loss.    An  Edison  60-light  "  Z  "  machine  of  the  older 
pattern,  tested  by  the  Committee  of  the  Munich  Exhibition, 
was  found  to  give  an  efficiency  which,  if  measured  by  the 
ratio  of  external  electric  work  to  total  electric  work,  exceeded 
87  per  cent. ;    but  its  commercial  efficiency — the  ratio   of 
external  electric  work  to  mechanical  energy  imparted  at  the 
belt — ^was  only,  at  the  most,  58*7  per  cent. 

A  remarkably  complete  account  of  the  construction  and 
performance  of  one  of  these  Edison-Hopkinson  dynamos  was 
published  in  1886.*  As  this  machine  is  often  referred  to  in 
the  theoretical  chapters  of  this  book,  a  detailed  account  of  it 
is  important.  Its  design  may  be  gathered  from  Figs.  146, 
147,  and  148. 

The  machine  described  is  intended  for  a  normal  output  of  320 

'  See  paper  on  Dynamo-electric  Machinery^  by  Drs.  J.  and  E.  Hopkinson,  in 
the  Philaso^tkai  lyanstuiians  for  i8S6,  Part  I.  This  most  valuable  paper  was 
reprinted,  bnt  withont  the  pUtes,  in  the  Electrical  Review^  vol.  xviii.,  i8S6.  It 
was  also  reprinted  in  the  Electrician,  vol.  xviii.,  pp.  39,  63,  86,  and  175,  in  issues 
of  Nov.  19th  and  26th,  and  Dec  3rd  and  31st,  1S86,  where  the  figures  of  the 
platcf  are  printed  in  the  text. 
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at  a  pressure  of  105  volts,  running  at  750  revolutions  per 

mmnte.    The  field  magnet  consists  of  two  limbs  connected  by  a  yoke 

of  xectangolar  section.     Each  limb,  together  with  its  pole-piece,  is 

ibnned  of  a  smgle  forging.    The  wrought  iron  used  for  these  and  the 

yoke  is  of  annealed  hammered  scrap ;  the  magnetic  properties  being 

those  described  in  Chapter  XIV.    The  section  of  the  limbs  is  nearly 

rectangular,  with  rounded  comers.    The  yoke  is  bolted  to  the  limbs, 

die  joints  being  well  surfaced.    The  bed-plate  is  of  iron,  a  zinc  base 

12*7  cm.  high  being  interposed.    The  armature  core  is  built  up  of 

about  xooo  thin  plates  of  soft  wrought  iron,  insulated  from  the  shaft, 

and  separated  by  paper  from  one  another.    They  arc  held  between 

two  end  plates,  one  of  which  is  secured  by  a  washer  shrunk  on  the 

do^  and  the  other  by  a  screw-nut  and  lock-nut 

The  fbUowiii^  are  the  dimensions  of  the  iron  parts  : — Diameter  of  armature 
COR^  25*4  cm. ;  of  internal  hole,  7*62  cm. ;  of  shaft,  6*98  cm. ;  length  of  core, 
9S*8  GB.  Length  of  field-magnet  limb,  45*7  cm.;  breadth,  22*1  cm. ;  width 
(paalld  to  dufk)y  44*45  cm.  Length  of  yoke,  61*6  cm.;  width,  48*3  cm.: 
dcpAp  vyz  coi*  Diuneter  of  bore  of  field  magnets,  27*5  cm.  ;  depth  of  ix>le- 
pen^  25*4  cm. ;  width  (parallel  to  shaft),  48*3  cm. ;  width  between  pole-pieces, 
12*7  €■•  Area  of  section  of  iron  in  armature  core,  810  sq.  cm.  Angle  sub- 
tadcd  by  bored  &ce  of  pole-pieces,  129°.  Actual  area  of  pole-piece,  1513 
1^  aa ;  dEectiTe  area,  1600  sq.  cm.  Thidcness  of  gap  space,  i  *  5  cm.  Area  of 
of  Ifanbty  980  sq.  cm. ;  ditto  of  yoke,  1120  sq.  cm. 


The  windings  are  as  follows: — Magnetising  coils,  11  layers  on 
eadi  limb  of  copper  wire,  2*413  mm.  diameter.  Total  convolutions, 
3260;  total  lengthy  4570  metres.  Armature,  40  convolutions  in  t^vo 
kqfeis  of  20  convolutions  of  stranded  copper  wire,  consisting  of 
16  strands  of  wire  1*753  mm.  diameter.  Resistance  (at  13*  5°  C.)  : 
fidd  magnet,  16*93  ohms;  armature,  0*0009947  ohm.  Normal 
monetising  current,  6  ampbres.  Commutator,  40  copper  bars  insu- 
bted  with  mica. 

Recent  tests  with  Edison- Hopkinson  dynamos  constructed 
hy  Messrs.  Mather  and  Piatt,  of  Manchester,  show  that  they 
have  an  economic  coefficient  of  over  95   per  cent.,  and  an 
actual  commercial  efficiency  of  over  93   per  cent.     These 
machines  have  usually  from  two  to  five  separate  brushes  at 
either  side,  capable  of  separate  removal,  so  that  they  may  be 
trimmed  without  stopping  the  machine.     In  order  to  brinj^ 
the  neutral  points  of  the  commutator  to  convenient  positions 
right  and  left,  the  connecting  pieces  which  join  the  commu- 
tator bars  to  the  armature  windings  are  carried    spirally 
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through  about  90°.  The  makers  of  these  machines  have 
lately  modified  in  detail  the  winding  of  the  armatures,'  en- 
abling them  to  use  copper  bars  instead  of  stranded  wire.  Thq^ 
shape  the  pole-pieces  to  diminish  distortion  of  field,  and  con- 
nect the  armature  bars  across  the  ends  of  the  armature  by 


spiral  connectors  closely  resembling  those  used  in  Siemens's 
electro-plating  dynamos.  Fig,  229,  p.  284, 

Weston's  Dynamo. — A   good   many  successive   forms  of 
dynamo   have  been   designed   by   Mr.  Weston ;  one   of  the 

'  See  InJmtria,  ii.  549,  1S87 ;  and  Specification  of  Patent  48S4  of  lSS& 
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i'.r'k>;  boin:^  a  pniali  clc-ctro-pljti:!;^  ii'.ac:'.ii:i;  v.itli  a  p'.lt- 
.tr.Tii:ii7f.  In  Wc.-^ton's  electric  Ji-ht  tiyiia!:i--,  t'.ig  ch.ir.LC- 
:tn-tk  fuatiiro  i.s  Hk-  armature,  a  iliiim.  ihc  c^ro  ki'  \vl;i..h  i- 
ViUt  ujj  of  thin  iron  disks  or  washers  ha\  iiv^  pr.-.;LCtiiv.;  tLi;;!i 
■M:v.-L.v;n  which  the  wire-  coils  arc  laiil.  T!ic  s!:i;kl'..;i  nf  the 
r.r[r...lurc  is  deiiictcd  in  Iml;.  14;),  li'^ttlK-r  v,;;h  -.ne  !■! 
:he  (ji-',;.-j.  Tho  coiiinitjled  an!iat;ii\'  is  .-ln.v.ii  in  I';,.;.  15  >. 
V.'c;*.cn  devised  a  method  nf  windiiii;  the  aniiatiu-e  with 
:••..■  circuits,  so  that  the  accidental  shurt-circiiitiii--  i-f  any  two 
ij'icent  3C"ment5  of  the  collector  shall  iiut  cause  the  armature 


Vs  brcal:  down  by  the   over-heat  iii;^   of  the 


>it-circuitei 


The  recent  West<in  machines  Aw.w  su 
i/any  improvements  in  detail  \\\\<^\\  thi-  t 
in^Lchinc,  as  i^  also  c\ideiit    fr.jin    !■'!/. 


!'K:  laminated,  to  obviate  cddj-  currents  and  heatin;jj.     The 

magnets  are  shunt-wound ;  and  Mr.  Westun  succeeded  in 
"■'irking  up  the  intensity  of  the  field  lo  such  a  decree  thai 
the  number  of  turns  of  wire  011  the  armature  could  be  reduced 
"I  a  manner   previously  unattained,  thouLih  since  surpassed. 
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His  armature  has  a  24-part  collector,  and  there  are  twenty- 
four  sections  each  of  one  turn  only  and  of  very  thick  wire. 
The  resistance  of  the  armature  is  therefore  practically  negli- 
gible. As  a  consequence  of  the  very  small  number  of  coils, 
the  armature  current  produces  very  little  shifting  of  the  field ; 
and  in  consequence  of  the  very  small  internal  resistance,  the 
difference  of  the  potential  at  the  terminals  is,  with  a  constant 
speed,  practically  constant.  With  this  machine,  which  is  not 
compound-wound,  but  which  is  self-regulating  simply  because 
its  internal  resistance  is  nil,  it  is  possible  to  turn  off  99  out  of 
lOO  lamps  at  once,  leaving  one  lamp  burning.  The  armature 
resistance  is  inappreciable  in  comparison  with  that  of  the 
100  lamps  in  parallel. 

Wenstrom's  Dynamo. — This  machine,  which  made  its  first 
appearance  in  Sweden  in  1882,  has  several  remarkable  features. 
Fig.  15a. 


Wenstrom's  Dvnamo. 


The  field-magnet  is  of  the  "  iron-clad  "  type,  with  two  salient 
pole-pieces  upon  which  the  coils  are  borne ;  an  external 
cylinder  of  iron,  which  encloses  the  machine,  serving  as  the 
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magnetic  yoke.  Fig.  152  shows  the  main  features  of  con- 
struction. The  armature  has  the  peculiarity  that  the  coils  are 
vound  in  circular  holes  cut  in  the  periphery  of  the  armature 
core.  The  inventor  has  also  devised  a  six-pole  machine,^ 
also  of  iron-clad  type. 

Crompton  and  Swinbumis  Drum  Armatures, — T\\o  im- 
provements  in  the    construction   of  drum   armatures  have 
recently  been  made.     In  order  to  lessen  the  tendency  of  the 
armature   currents    to    produce    cross-magnetising   and   de- 
monetising actions,  Mr.  Swinburne  so  couples  the  peripheral 
conductors  that  the  armature  currents  flow  in  alternate  direc- 
tions in  adjacent  conductors  in  those  parts  of  the  periphery 
which  for  the  time  being  lie  in  the  regions  where  they  are  not 
cutting  the  lines  of  the  magnetic  field.     This  is  accomplished 
by  carrying  the  end  connexions  not  across  a  diameter  of  the 
drcumference,  but  across  a  chord  subtending  an  arc  equal  to 
half  the  angular  breadth  of  the  polar  surface  plus  the  angular 
breadth  of  one  of  the  gaps  between  the  poles. 

Mr.  Crompton  and  Mr.  Swinburne  have  devised  a  method 
of  connecting  the  conductors  of  a  drum  armature  which 
enables  the  core  to  be  ventilated.  The  fundamental  point  in 
this  construction  is  illustrated  by  the  simple  form  sketched  in 
Figs.  153  and  154.  There  is  only  one  layer  of  conductors 
outside  the  core,  and  these  consist  of  copper  wire  of  narrow 
rectangular  section  set  edgeways.  Eveiy  alternate  conductor 
of  the  set  is  bent  radially  inwards  for  a  certain  distance,  and 
then  recurved  outwards  again  parallel  to  the  axis  of  the  drum. 
The  conductors  that  lie  between  them  are  prolonged  straight 
outwards  to  a  certain  length.  The  result  of  this  arrangement 
is  that  there  are  two  concentric  sets  of  projecting  ends.  Con- 
nection is  made  by  a  spirally  bent  strap  of  coj^pcr  from  the 
ends  of  one  of  the  outer  straight  set  to  one  of  the  inner 
recurved  set ;  for  example,  to  the  one  that  lies  next  to  that 
at  the  diametrically  opposite  point  of  the  periphery'.  In  Figs. 
153  and,  154,  which  depict  the  connexions  at  one  end  of  a 
simple   six-part  armature   (the  six-part  commutator  at  the 

'  See  La  LumOre  ^lecirique^  xx.  20,  1SS6. 
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other  end  is  not  shown),  conductor  i  is  connected  in  this, 
manner  to  conductor  i'.  At  the  other  end  of  conductor  i 
(not  shown)  there  would  be  a  similar  cross-connexion  to  the 


Fic.  153. 


Fig.  1S4- 


DiAGKAM  OF  Crompton  and  Swinburne's  Method  of  DKUU-wiNniNG. 


far  end  of  conductor  2  :  and  the  near  end  of  2  is  joined  to  2'  ; 
and  so  forth.  Or  the  same  method  of  connecting  by  spiral 
straps  may  be  applied  to  winding  across  a  shorter  chord,  as 
on  Swinburne's  plan  mentioned  above.  The  method  of  con- 
necting by  spirals  of  copper  differs  from  that  adopted  in 
the  Siemens  electro-plating  dynamos,  Fig.  229,  p.  2S4,  in  the 
use  of  the  cranked  pieces.  In  the  actual  construction  of 
large  drum  armatures  the  Crompton  and  Swinburne  con- 
struction is  more  complex,  as  it  is  impossible  with  a  very 
large  number  of  conductors  to  find  room  for  all  the  spiral 
connectors  in  one  whirl.  Accordingly,  there  are  two  separate 
layers  of  spiral  conductors,  the  projecting  extremities  of  the 
conductors  at  the  ends  of  the  drum  being  themselves  made 
alternately  long  and  short,  the  short  projections  being  con- 
nected by  one  layer  of  spirals,  and  the  long  projections  being 
connected  by  another  layer  of  spirals.  The  armature  as  so 
constructed  is  depicted  in  Fig.  155. 

Still  more  recently  Messrs.  Crompton  and  Swinburne  have 
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proposed  to  construct  a  dynamo  with  revolving  field-magnet 
inside  an  external  drum  armature.    The  idea  is  illustrated  in 


>   SWINBUKNE's    DKUM-AR1U.TURE. 

Fig.  156,  in  which  it  will  be  noted  that  the  plan  of  carrying 

the  armature  conductors  through  holes  in  the  periphery  of 

F:o.  156. 


the'core  is  intended  to  be  adopted.    With  this  arrangement 
the  actual  length  of  the  magnetic  circuit  is  so  short  that 
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very  few  amp4re-tums  are  required  upon  the  field-magnet, . 
which  is  a  simple  shuttle-wound  grooved  iron  cylinder.  This  " 
form  of  machine,  which,  save  in  the  adoption  of  a  drum-  3 
winding,  closely  resembles  the  "  Topfmaschine "  of  Siemens  : 
and  the  motors  of  Ayrton  and  Perry,  was  independently  : 
suggested  by  M.  Cabanellas. 

Goolden's  Dynamos.  —  Formerly  Messrs.  Goolden  and 
Trotter  constructed  a  modified  type  of  Gramme  dynamo 
with  ring  armature.  More  recently  Messrs.  W.  T.  Goolden 
and  Co.  have  introduced,  for  working  at  pressures  under 
250  volts,  machines  with  drum   armatures  having  several 
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peculiarities.'  In  order  to  secure  good  ventilation  with  com- 
pact form,  they  construct  the  armature  core  hollow,  with  the 
bearing  projecting  right  into  the  hollow  of  the  armature.  The 
windings  are  of  round  copper  wire  insulated  with  silk,  lying 
close  together  at  the  periphery,  and  driven  by  means  of 
driving-horns  inserted  at  the  ends  of  the  drum.  The  field- 
magnets  are  usually  of  the  horseshoe  type,  with  poles  upwards ; 
but  for  coupling  direct  to  engines  with  a  low  shaft  they  are 
inverted,  and  a  third  coil  is  then  placed  on  the  yoke-piece. 
The  form  of  the  over-type  machine  is  shown  in  Fig.  157. 

'  Specifications  of  Patent  5303  and  5505  of  1SS7. 
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MULTIPOLAR  DRUM  MACHIXES. 
Tli£  Elphinstone- Vincent  Dynamo. — The  earliest  of  multi- 
polar drum  machines  was  the  now  obsolete  Elphlnstone- 
\liKent  D>-nama  In  this  dynamo  the  drum  armature  is  of  a 
distinct  order,  the  separate  coils  being  laid  upon  the  sides  of  a 
hollow  papier-mdchJ  drum  in  an  overlapping  manner,  and 
can-ed  to  fit  it.  The-field  magnet  arrangement  was  a 
complex  one,  with  six  external  and  six  internal  poles,  as 
^own  in   Fig.  15S.      The  sections  of  the   armature  of  this 


ELPHINilONE-V 


machine  were  wound  separately  upon  parallelo^jram  fo^nl^.•r^. 
and  the  separate  sections  were  then  fixed  upon  the  periphery 
ofthe^//>r-;K(ff/rt'cy[inder.  which  was  mounted  so  as  to  relate 
between  the  external  and  internal  field-magnets  whose  poles 
reinforce  one  another.  The  idea  of  the  inventors  was  to  use 
these  internal  magnets  to  complete  the  magnetic  circuits  ;  but 
the  mechanical  difficulties  involved  in  the  construction  of  the 
machine  prevented  its  commercial  success. 

A  very  similar  machine,  having  a  hollow  drum  armature, 
was  designed  by  Zipernowslcj.' 

T/mrys  Dynamo. — A  ver>-  similar  machine,  having  a 
drum  armature  built  upon   a  hollow  core  of  laminated  iron, 
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was  designed  by  Thuiy.^    Fig.  159  shows  a  six-pole  machine 
based  on  this  principle.     The  field-magnets,  with  slab  cores,  ' 


are  bolted  together  into  a  strong  hexagonaLshape,  with  six 
inward-facing  pole-pieces  of  alternate  polarity.    The  windings 

■  Sec  also  BItclriciaii,  xvii.  493,  1886. 
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00  die  ditmi  must  embrace  chords  of  6o^  and  six  brushes 
flmst  be  used  unless  the  armature  or  collector  bars  are 
Rqiectively  cross-connected  at  120°  all  round  Machines  of 
dus  type  are  made  from  1300  kilogrammes'  weight,  giving 
22^00  watts  at  600  revolutions  per  minute,  to  4500  kilo- 
gmnmes,  giidng  6^000  watts  at  350  revolutions  per  minute. 

OUur  Drum  Jfaobimtf.—- Messrs.  Chamberlain  and  Hook- 
kam^  have  constructed  drum  machines  having  the  coils 
Hound  between  projecting  ridges  of  teeth  ;  and  the  brushes 
are  pressed  longitudinally  through  slide-holders.  Alessrs. 
Puis  and  Scott'  wind  the  conductors  of  their  armature  in 
foy  deep  nanow  slots  in  the  core-plates,  which  are  driven 
dfaect  by  being  threaded  upon  a  hexagonal  shaft.  A  dynamo 
of  die  "  inm-dad  "  type,  but  having  a  drum  armature,  has  been 
devised  by  Eickemeyer.'  The  Stanley  dynamo,  which  has  a 
dfun  aimatore,  belongs  to  the  open-coil  type  described  in 
Chqiter  X.  The  Schuyler  dynamo,  also  an  open-coil  machine, 
has  a  dmm  annature. 

For  discussions  upon  the  various  methods  of  winding 
dram  annatures^  the  reader  is  referred  to  the  following 
aothofities:: — ^Dr.  O.  Frolich:  Elektrotechnische  Zeitschrift^ 
varioos  papers ;  M.  Aug.  Gu^rout :  La  LumQre  EUctrique,  xii. 
312;  zi^  81,  1884  (the  latter  paper  discussing  the  difTerence 
between  various  drum-windings)  ;  Prof.  Carl  Hering :  Elec-^ 
tfidam  mid  Ekctrical  Engineer ^  iv.  423,  1885,  and  v.  84,  1886; 
Pttjf,  von  Waltenhofen :  Centralblatt  filr  Elektrotechnik,  ix. 
6s8, 1887;  Fritsche:  ib,,  ix.  649,  1887. 

*  Bkaridam^  zrii.  426,  1886. 
'  Mam^mcimnr  9md  Invtntor^  January  1888. 

'  Bbarieal  fVorUt  iz.  41,  183, 1887  ;  and  Electrician,  xvlii  437,  465,  and  485, 
18I7. 
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CHAPTER  IX. 

Continuous-current  Machines. 

Disk-armature  Dynamos. 

In  the  dynamos  of  this  class  the  coils  are  carried  round 
to  different  parts  of  a  magnetic  field  such  that  either  the  in- 
tensity differs  in  different  regions,  or  more  generally  the  h'nes 
of  force  run  in  opposite  directions  in  different  parts  of  the 
field.  Fig.  9  (p.  31)  illustrates  this  principle;  and  we  shall 
now  consider  how  it  is  carried  out  in  practice.  In  the  early 
machines  of  Saxton,  Clarke,  and  Stohrer,  single  pairs  of  coils 
were  mounted  so  as  to  pass  in  this  fashion  through  parts  of 
the  field  where  the  magnetic  induction  was  oppositely  directed. 
Such  a  machine  will,  therefore,  give  alternate  currents,  unless 
a  commutator  be  affixed  to  the  rotating  axis.  Niaudet's 
dynamo,  which  may  be  regarded  as  a  compound  Saxton 
machine,  having  the  separate  armature  coils  united  as  those 
of  Gramme  and  Siemens  into  one  continuous  circuit,  was 
furnished  with  a  radial  collector  instead  of  a  cylindrical  one. 
In  the  Wallace-Farmer  dynamo  was  very  nearly  realised 
the  condition  of  field  of  Fig.  9,  there  being,  as  shown  in 
Fig.  160,  a  pair  of  poles  at  the  top  arranged  so  that  the 
N.  faces  the  S.  pole,  and  another  pair  at  the  bottom  where 
the  S.  faces  the  N.  pole.  The  coils  are  carried  round,  their 
axis  being  always  parallel  to  the  axis  of  rotation,  upon 
a  disk  ;  there  being  two  sets  of  coils  on  opposite  faces  of 
two  disks  of  iron  set  back  to  back.  They  are  united  (see 
Fig.  161)  precisely  as  in  Niaudet's  dynamo,  and  each  disk 
has  its  own  collector.  Each  bar  of  the  collector  is,  more- 
over, connected,  as  in  the  dynamos  of  Pacinotti,  Gramme, 
Siemens,  &c.,  with  the  end  of  one  coil  and  the  beginning  of 
the  next.     In  fact,  the  Wallace-Farmer  machine  is  merely  a 
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double  Iflaudet  dynamo  with  cylindrical  collectors.  There 
is  a  serious  objection  to  the  employment  of  solid  iron  disks 
such  as  these.  In  a  very  short  time  they  grow  hot  from 
the  internal  eddy  currents  engendered  in  them  as  they 
rotate.  This  waste  reduces  the  efficiency  of  the  dynamo. 
Disk-armatures^  composed  of  a  number  of  separate  small 
bobbins,  with  or  without  iron  cores,  set  side  by  side  in  the 
dnimfcrcnce  of  a  disk,  are,  as  will  be  seen  in  Chapter  XII., 
of  very  general  use  in  alternale-citrrait  machines.  There 
seems,  however,  to  be  some  difficulty  in  constructing  con- 
tinuous-current dynamos  with  armatures  of  this  kind;  possibly 
on  account  of  the  fact  that  when  two  adjacent  sections  arc 
having  ^mtlar  polarity  induced  in  them,  the  currents  in  the 
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vires  of  the  two  sections  are  Bowing  in  opposite  directions  in 
*4e  space  between  the  adjacent  cores ;  possibly  also  because 
the  reversals  of  magnetism  in  the  separate  cores  are  sudden, 
And  cause  deleterious  internal  inductions.  Several  inventors, 
including  Lane-Fox,  Brockie,  and  Leipner,  have  essayed 
dynamos  on  this  type.  Von  Hefner  Altcneck,  however,  suc- 
ceeded in  converting  into  a  continuous-current  machine  the 
alternate-current  Siemens  dynamo  described  in  Chapter  XII. 
This  he  accomplished  by  the  device  of  employing  a  disk- 
annatuie,  in  which  the  number  of  coils  differed  by  two,  or 
some  other  even  number,  from  those  of  the  field,  and  by  the 
emplt^ment  of  a  multiple  bar  collector  with  complicated  cross 
connexions. 
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In  the  dynamo  of  Hopkinson  and  Muirhead,  shown  at  the 
Paris  Exhibition  of  1881,  the  disk-armature  took  a  more 
reasonable  construction.  Instead  of  a  solid  plate  of  iron  to 
support  the  coils,  there  is  a  disk  built  up  of  a  thin  iron  strip 
wound  spirally  round  a  wooden  centre.  The  coils,  of  approxi- 
mately quadrangular  shape,  and  flat  form,  were  wound  upon 
the  sides  of  this  compound  disk.  The  separate  coils  were 
connected  to  one  another,  and  to  a  collector  of  ordinary  type. 
Hopkinson  and  Muirhead's  dynamo  was  wound  with  strip 
copper  instead  of  ordinary  wire.  The  coils  wound  upon  the 
front  of  the  disk  were  alternate  in  position  with  those  wound 
on  the  back  of  the  disk. 

The  dynamo  of  Ball  (the  so-called  "  Arago-disk  "  machine) 
was  similar  in  many  respects,  but  had  no  iron  cores  to  the  arma- 
ture coils. 

Pacinottis  Disk  Dynamo. — In  1875  Professor  Pacinotti 
devised^  a  form  of  disk-armature,  which  he  described  as  a 

"  transversal  electromagnetic  fly-wheel." 
The  machine,  which  was  exhibited  at 
Paris  in  1881,  had  for  field-magnet  two 
electromagnets  placed  with  their  con- 
trary poles  juxtaposed,  forming,  as 
shown  in  Fig.  162,  a  single  magnetic 
-  circuit  with  two  gaps.  Through  these 
two  gaps  passed  a  disk-armature,  con> 
structed  of  radial  conductors  arranged 
to  cut  the  intense  magnetic  fields.  The 
electromotive-forces  induced  in  these 
conductors  would  on  the  one  side  be 
directed  radially  inwards,  on  the  other 
radially  outwards.  The  method  de- 
vised by  Pacinotti  for  connecting  the  radial  conductors  into 
a  single  closed  coil  is  shown  in  Fig.  163.  It  will  be  noted  that 
the  outer  end  of  each  radial  conductor  is  carried  round  by  a 
peripheral  connecting  piece  to  join  the  end  of  another  radial 
conductor,  which  for  a  two-pole  machine  would  be  the  one 


Fig.  162. 


Field  Magnets  of  Paci 
NOTTi's  Disk  Dynamo. 


^  Nturvo  Cintento  [3],  x.,  Sept  x88i. 


Disk  Dynamos. 


217 


lying  next  but  one  to  that  which  is  diametrically  opposite. 
The  schematic  figure  relates  to  a  lo-part  armature,  made  up 
of  20  radial  conductors.  They  arc  numbered  so  that  the 
order  of  connexions  may  be  traced.  The  diameter  of  com- 
mutation being  dd^  the  currents  flow  radially  inwards  in  one 
half  and  radially  outwards  in  the  other  half  of  this  disk.    The 
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construction  of  Pacinotti's  experimental  machines  is  described 

^  liis  original  paper. 

Ayrton  and  Perry s  Oblique-coiled  Dynamo, — This  dynamo 
'5a4-pole  machine,  the  ring  passing  successively  through  four 
^ons,  in  two  of  which  the  lines  of  force  pass  from  right  to 
'rft,  and  in  the  alternate  two  from  left  to  right.  The  ring 
^  of  wood,  having  iron  pieces  thrust  through  it,  as  shown  in 
Section  in  Figs.  165  and  166,  and  the  wire  is  so  coiled  that 
each  turn  passes  radially  up  one  face  of  the  ring,  thence 


2l8 
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obliquely  along  its  periphery  for  about  90",  then  radially 
inwards  along  the  other  face,  and  back  obliquely.  The  sepa- 
rate sections  overlap.  They  are  connected  to  one  another  and 
to  the  collector  in  the  usual  way,  but  there  are  four  brushes. 


Ayrton  and  Pekkv's  Oblique-coiled  Dynamo. 

A  very  similar  disk-armature  dynamo  has  been  suggested  by 
Messrs.  Elphinstone  and  Vincent. 


Plan  and  Section  of  Winding  of  Ayrtou  abd  Perry's  Akmatitu. 

Edison's  Disk  Dynamo. — ^Another  machine  of  this  category, 
having  a  disk -armature,  is  due  to  the  indefatigable  Mr.  Edison 
(Fig.  167),  who  built  up  an  armature  of  radial  bars  connected 
at  the  outer  ends  by  concentric  hoops,  and  at  the  inner  by 
plates  or  washers.  The  general  arrangement  of  the  disk  is 
indicated  in  Fig.  168.  Each  radial  bar  communicates  throi^ 
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one  of  the  hoops  with  the  bar  opposite  to  it ;  and  the  disk 
thus  built  up  is  rotated  between  the  checks  or  pole-pieccs  A', 


Edison's  Disk  Dynamo. 


A',  and  BS  B*   of  powerful  field-magnets.     I  cannot  hear  of 
any  of  these  dynamos  having  yet  come  into  practical  use. 


Sir  W.  Thomson's  W/ieel  Dynamo. — Another  type  of  disk 
annature  has  been  invented  by  Sir  W.  Tliomson.     It  belongs. 
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however,  to  the  open-coil  class  of  armatures,  and  is  briefly 
described  on  p.  248. 

BoHmantis  Disk  Dynamo} — This  is  a  multipolar  machine^ 
having  a  complex  armature  built  up  of  radial  strips  of  copper 
connected  in  zigzag,  and  joined  to  a  cross-connected  commu- 
tator. 

Recent  Disk  Dynamos. — More  recently  machines  of  this 
class  have  been  devised  by  Desroziers,*  Robin,'  Jehl  and 
Rupp,*  and  Sayers."  In  the  machine  of  Jehl  and  Rupp,  which 
is  brought  out  by  the  French  Edison  Co.,  there  are  four  pairs 
of  opposing  poles.  With  24  kilogrammes  of  copper  in  the 
armature,  and  running  at  735  revolutions  per  minute,  this 
machine  gives  350  amperes  at  no  volts. 

It  remains  to  be  seen  whether  the  disk  machine  will 
establish  itself  as  a  permanent  type,  or  whether  the  me- 
chanical difficulties  of  construction  will  be  too  great  to  permit 
it  to  compete  with  the  ring  and  drum  types  of  machine. 

*  For  detailed  dxawings  and  description,  see  Centralblatt  fur  Elektrotechnik^ 
ix.  7,  1887.  A  very  similar  machine  is  described  by  Matthews  in  Specification  <Mf 
Patent  3334  of  1882. 

*  See  La  Lumiire  £.Uetrique^  zxiv.  293,  294,  and  517,  1887. 
»  Ibid.,  xxiv.  544,  1887. 

\^  Ibid.,  xxiv.  343,  1887.    See  also  detailed  illustrations  and  description  in 
XXV.  368,  1887  ;  and  in  Electficiariy  xix.  94,  1887. 

*  Specification  of  Patent  717  of  1887. 
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CHAPTER  X, 
Continuous-current  Machines. 

Open-coil  Dynamos. 

As  expbuned  on  p.  28,  it  is  possible  to  construct  armatures 
in  which  the  separate  coils  or  sections  of  the  windings  are 
not  uuted  together  into  one  closed  circuit.  An  example  is 
given  in  Fig.  169.    This  diagram  (which  should  be  compared 

Fig.  169. 


Simple  Open-coil  Armature. 

a 

*ith  Fig.  16,  p.  39)  shows  an  armature  consisting  of  two 
separate  loops,  set  in  planes  at  right  angles  to  one  another, 
so  that  when  one  is  passing  through  the  inactive  region  the 
other  is  in  the  position  of  maximum  action.  There  is  no 
'cason  why  these  two  loops  should  not  have  each  a  separate 
2-part  commutator  like  that  of  Fig.  16;  and  one  pair  of 
Inrushes  might  press  on  both  commutators.  It  is,  however, 
obviously  more  convenient  to  unite  these  two  commutators 
into  a  single  one  of  four  parts,  as  in  Fig.  170 ;  and  then  it 
will  at  once  be  seen  that  as  this  rotates  between  its  pair 
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of  brushes  one  loop  only  will  be  in  action  at  once,  the  other 
loop  being  cut  out  of  circuit  for  the  time  b«ng.  It  would 
clearly  be  possible  to  arrange  any  number  of  loops  or  coils 
in  this  way  so  that  only  that  loop  or  coil  which  was  passii^ 
through  the  position  of  maximum  action  should  be  feeding 
the  brushes,  all  the  rest  being  meantime  open-circuited.  A 
ring  armature  wound  in  sections  might  of  course  be  similarly 
arranged,  so  that  the  pairs  of  sections  had  each  a  separate 
commutator;  and  Fig.  170  (which  should  be  compared  with 

FiO.  17a 


Four-part  Open-coil  Ring  Armature. 

Fig.  2'^,  p.  41)  shows  such  a  ring,  but  witli  the  two  commu- 
tators cut  down  and  formed  into  a  4-part  collector. 

It  will  be  noticed  that  each  coil  is  joined  at  the  back  to 
the  one  diametrically  opposite  to  it,  and  that  the  front  enda 
of  the  coils  pass  to  the  commutator.  As  a  matter  of  facVj* 
would  make  no  difference  in  either  of  these  armatures  were^ 
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the  wires  which  cross  at  the  back  all  united  where  they  meet 
In  Older  further  to  follow  the  action  we  will  refer  to  Fig.  171. 

Fx&  171. 


Induction  of  Currents  in  Armature. 

This  diagram  represents  by  means  of  radial  arrows  the 
electromotive-forces  induced  in  a  loop  or  loops  rotating 
{Jift-handedfy^  as  it  happens,  in  this  figure)  in  a  magnetic 
fidd.  The  action  is  a  maximum  along  the  line  of  the  re- 
sultant magnetic  field  m  ni  (which  would  be  horizontal  were 
it  not  for  the  reactions  explained  in  Chapter  V.),  and  is  a 
minimum  along  the  line  nti.  The  reader  will  remember 
that  line  nti  \s  the  neutral  line  which  lies  at  right  angles 
to  the  line  of  maximum  magnetisation ;  and  that,  for  those 
umatures  in  which  all  the  coils  are  joined  together  in  a 
dosed  circuit,  it  is  at  » ti  that  the  brushes  have  to  be  placed. 
But  when  each  coil  is  independent  of  the  others  it  is  no  use 
potting  the  brushes  at  n  n' ;  they  must  be  put  at  ;;/  ni ;  the 
Gne  of  maximum  action  coinciding  in  this  case  with  the 
diameter  of  commutation.  But  those  coils  which  lie  very 
near  the  line  tn  ni  are  undergoing  induction  very  nearly  as 
stnmgly  as  the  actual  pair  that  lie  in  that  line :  it  would 
therefore  naturally  occur  that  the  current  might  be  simul- 
taneously collected  from  more  than  one  coil  at  once,  either 

(1)  by  Slaking  the  pieces  of  the   commutators   overlap,  or 

(2)  I^  connecting  to  the  brushes  that  touch  on  the  line  m  ni 
soother  pair  having  either  a  forward  or  a  backward  lead.  If 
we  now  consider  Fig.  172  we  shall  see  this  a  little  more 
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clearly.    This  figure  is  a  diagram  of  such  an  armature,  the 
coils  or  loops  being  here  represented  merely  by  wavy  lines. 

The  wavy  line  A  C  may  represent  either  a  pair  of  coils 
such  as  there  are  in  Fig.  172  on  the  ring,  or  may  represent 
a  single  loop  or  group  of  windings  round  a  drum.  There 
is  a  pair  of  commutator-plates  for  A  Q  and  another  at  right  * 
angles  for  B  D.  Coils  A  and  C  are  just  coming  into  the  posi- 
tion of  best  action  ;  they  are  delivering  a  current  to  the 
brushes  P  P',  and  this  current  will  accordingly  increase  a  little, 
and  then  decrease  again.    Meantime  coils  B  and  D  are  idle. 

Fig.  172. 


If  the  four  parts  of  the  compound  commutator  each  occupy 
just  a  quarter  of  the  circumference,  it  is  clear  that  when  A 
comes  into  action  its  plane  makes  an  angle  of  45°  with  m  m\ 
and  that  just  as  it  leaves  contact  with  the  brush  makes  again 
an  angle  of  45°  on  the  other  side,  being  in  contact  in  all 
intermediate  positions ;  and  so  with  each  coil  as  it  passes 
the  brushes.  There  will  be  a  momentary  break  of  current 
and  a  spark  as  the  two  successive  segments  pass  under  the 
brush,  unless  the  brush  touches  both  at  once.  Remem- 
bering that  Fig.  21,  p.  40,  represents  the  alternating  currents 
from  a  single  loop  or  pair  of  coils,  and  that  Fig.  22,  p.  41, 
represents  the  same  currents  rectified  by  the  use  of  a  simple 
2-part  commutator,  we  shall  be  able  to  represent  the  effect 
of  our  new  arrangement  by  some  such  diagram  as  Fig.  173. 
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The  angles  marked  below  are  reckoned  from  the  neutral 
line  nn.  When  coil  A  has  gone  round  90°  from  this 
position  it  is  in  the  position  of  maximum  induction :  but 
beonse  the  sq[ment  A  of  the  commutator  is  itself  90^  in 
fareaddi,  the  current  will  be  collected  from  45"^  to  135^ 
The  shaded  portions  of  the  curve  show  the  discontinuous 
cffixt  due  to  the  coils  A  and  C  coming  into  circuit  during 
two  quarters  of  the  rotation.     The  coils  B  and  D  come  in 


Fig.  173.  ---if 


Fig.  174. 
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Fig.  175. 3 


Curves  illustrating  the  Production  of  Currents  by 
USING  AN  Open-coil  Four-part  Armature. 


in  the  intervals,  as  indicated  by  the  dotted  lines.    The  in- 
duced currents  will  therefore  present  an  approximate  con- 
tinuity depending  on  the  arrangements   of  the  commutator 
and  the  brushes.     Fig.  174  represents  the  effect  when  there 
ve  gaps  between  the  s^ments  of  the  commutator ;  and  it 
vill  be  noticed  that  the  currents,  though  all  of  the  same  sign, 
are  discontinuous.     If  the  brushes  thus  left  contact  with  one 
segment    of    the  commutator  before  the   next   came  into 
contact  there  would  inevitably  be  a  considerable  amount  of 
^king.      Fig.    175    shows  the    result   of  making  contact 
vith  one  set  before  the  other  set  is  cut  out ;  the  induced 
current  being  now  continuous,  but  with  undulating  fluctua- 
tions of  strength.     During  the  time  when  both  sets  of  coils 
are  in  contact  with  the  brushes,  they  are,  of  course,  in  parallel 
with   one   another.      During   this   stage  of  the   action   the 
resistance  of  the  armature  is  half  as  great  as  when  one  of 
the  coils  is  cut  out ;    but  it  is  necessary  to  cut  out  the  idle 
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coil,  otherwise  some  of  the  current  from  the  active  coil  would 
flow  back  uselessly  through  the  idle  coil  that  was  in  parallel 
with  it  During  the  time  when  the  two  sets  of  coils  are  in 
parallel  they  are  not  equally  active.  The  induced  electro- 
motive-force is  increasing  in  one  and  diminishing  in  the 
other;  there  is  but  a  moment  when  they  are  equally  active — 
when  they  make  equal  angles  with  mifi.  At  all  other 
moments  the  higher  electromotive-force  of  the  more  active 
coil  tends  to  send  a  back-current  through  the  less  active  coil : 
and  the  net  electromotive-force  with  which  they  act  on  the 
brushes  will  be  the  mean  of  their  two  separate  electromotive- 
forces. 

From  what  has  now  been  said  it  will  be  clear  that  open- 
coil  armatures  may  be  constructed  either  as  rings,  drums,  or 
disks.  They  may  be  arranged  to  run  either  in  a  simple  or 
in  a  multiple  magnetic  field.  The  principal  dynamos  con- 
structed upon  this  plan  are  the  Brush  machine  and  the 
Thomson-Houston  machine :  but  there  are  a  few  others  which 
also  come  within  the  category  of  open-coil  dynamos. 

Brush's  Dynamo. — One  of  the  best-known  and  least  under- 
stood of  these  machines  is  the  Brush  dynamo.  Its  general 
form  and  the  disposition  of  the  field -magnets  may  be 
gathered  from  Fig.  176.  The  field -magnets  are  very 
substantially  built.  The  magnet  heads  are  insulated  with 
sheets  of  the  so-called  vulcanised  fibre,  thoroughly  varnished. 
The  field-magnet  cores  are,  however,  first  surrounded  with  a 
thin  sheet  of  copper  soldered  together  at  the  edges  so  as  to 
form  a  continuous  tube  or  envelope.  The  object  of  this 
copper  coating  is  to  absorb  the  induced  extra  currents  which 
otherwise  would  be  set  circulating  in  the  core  whenever  a 
variation  of  the  magnetism  occurred.  Over  the  copper 
envelope  are  wound  four  or  five  thicknesses  of  very  heavy 
paper  saturated  with  shellac  varnish  to  insulate  the  wire  from 
the  iron.  In  some  of  the  Brush  dynamos,  there  is  a  double 
winding,  a  shunt  or  "  teazer  "  circuit  being  added  to  maintain 
the  magnetism  of  the  field  magnets  when  the  main  circuit 
is  opened.  The  automatic  regulator,  described  briefly  on 
p.  127,  is  used  with  arc-lighting  Brush  machines. 
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The  armature — a  ring  in  form,  not  entirely  over-wound  with 
coils,  but  having  projecting  teeth  between  the  coils,  like  the 
P^dnotti  ring — is  a  unique  feature.  Though  it  so  far  resembles 
Padnotti's  ring,  it  differs  more  from  the  Pacinotti  armature 
than  that  armature  differs  from  those  of  Siemens,  Gramme, 
Edison,  Biirgin,  &c. ;  for  in  all  those  the  successive  sections  are 
united  in  series  all  the  way  round,  and  constitute,  in  one  sense, 
one  continuous  bobbin.  But  in  the  Brush  armature  there 
is  no  such  continuity.  The  ring  itself  was  formerly  made  of 
malleable  cast  iron.  The  wire-spaces  are  planed  or  milled 
out,  and  all  angles  and  corners  are  carefully  rounded.  All 
iron  parts  which  are  to  adjoin  the  wire  of  the  "bobbins" 
arc  covered  first  with  a  layer  of  strong  heavy  canvas 
saturated  with  shellac  varnish,  and  in  the  case  of  the 
annatures  of  the  larger  machines  there  are  additional  layers 
of  tough  paper  saturated  with  shellac  varnish.  A  sheet  of 
strong  cotton-cloth  inserted  occasionally  separates  contiguous 
layers  of  wire  from  each  other  both  in  the  armature  bobbins 
and  in  the  coils  of  the  field-magnets.  All  the  bobbins  are 
wound  by  hand  in  the  same  direction,  and  the  inner  ends  of 
diametrically  opposite  bobbins  are  soldered  together  and  care- 
fully insulated  from  all  other  wires  and  adjacent  metal.  The 
free  outer  ends  of  each  pair  of  bobbins  are  separately  carried 
along  the  shaft,  through  the  journal,  and  connected  to  dia- 
Bietrically  opposite  segments  of  the  commutator.  In  the 
"sixteen-light"  machine  the  ring  is  20  inches  in  diameter. 
In  each  of  the  eight  coils  there  are  about  900  feet  of  wire  of 
'083  inch  gauge.  Thus  connected,  the  machine  is  adapted 
to  deliver  a  current  of  ten  ampires.  By  connecting  the  two 
bobbins  of  each  pair  in  parallel,  instead  of  in  series  with  one 
another,  the  machine  may  be  used  to  deliver  a  20-ampcrc 
current     For  electro-plating,  much  stouter  wires  are  used. 

For  each  pair  of  coils  there  is  a  separate  commutator. 
In  the  No.  7  size  of  machine,  which  is  depicted  in  Fig.  176, 
there  are  eight  coils  on  the  armature,  four  commutators 
grouped  in  two  pairs,  and  two  sets  of  brushes.  This  size 
is  commonly  known  as  a  *' sixteen-light "  machine,  though  it 
will,  as  now  improved,  supply  from  24  to  25  arc  lights. 

Q  2 
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Kiish  dynamos  {^  sixty-light  machines  ")  have 
tidicg  «oib  upon  the  ring,  connected  as  six  pairs.  There 
are  ttrae  pain  of  brushes,  and  three  pairs  of  commutators, 
each  piir  bdi^  set  one-twelfth  of  a  rotation  (30"^  in  advance 
of  Ae  aest  pair.  These  machines  have  the  enormous  electro- 
iiiotiie4bree  of  nearly  3000  volts ;  and,  with  the  recent  im- 
provementSy  mil  supply  sixty  or  more  arc  lights  in  a  single 
acuiti    They  formerly  supplied  forty  lights  only. 

The  fanubes  are  arranged  so  as  to  touch  at  the  same  time  the 
Qnumitatofs  of  two  pairs  of  coils,  but  never  of  two  adjacent 
piiis ;  tlie  adjacent  commutators  being  always  connected  to 

Fig.  177. 


Pair  of  Overlapping  Commutators. 

two  pairs  of  coils  that  lie  at  right  angles  to  one  another  in 
the  ring:    Continuity  is  obtained  in  the  currents  by  making 
tbe  two  parts  of  the  commutator  of  each  pair  of  coils  overlap 
tiiose  of  the  commutator  belonging  to  the  pair  of  coils  that 
0  at  right  angles,  one  pair  of  brushes  resting  on  both  com- 
mutators.     Fig.  177  is  a  diagram  illustrating   this  device. 
Each  pair  of  segments  overlaps  the  other  to  the  extent  of 
45?i    Each  of  the  two  pairs  of  coils  is  thus  cut  out  twice 
during  a  revolution  :   it   is  twice  in  circuit  alone,  as  when 
the  brushes  are  at  A  AS  and  four  times  in  circuit  along  with 
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the  psur  that  are  at  right  angles,  when  the  brushes  are  at 
BB'.  Fig.  178  shows  the  way  in  which  the  commutator 
is  arranged  in  all  8-coil  Brush  armatures — that  is,  in  machines 
for  supplying  from  one  to  twenty-five  arc  lights.  There 
are  really  four  commutators  here,  corresponding  to  the 
four  pairs  of  coils,  grouped  in  pairs  ;  one  pair  of  commu- 
tators being  set  one-eighth  of  a  rotation  (45°)  in  advance 
of  the  other.  It  will  be  seen  from  this  figure  that  while  the 
brushes  A  A'  (shown  in  dotted  lines)  are  receiving  current 
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from  one  pair  of  coils  only,  the  brushes  B  B'  are  at  the  same 
instant  receiving  the  current  from  two  pairs  of  coils  which 
are  joined  in  parallel  with  one  another  in  consequence  of 
both  of  their  commutators  touching  the  same  pair  of  brushes. 
The  arrangement  may  be  still  further  studied  by  the  aid  of 
Fig-  '79.  which  also  illustrates  the  way  of  connecting  the 
brushes  with  the  circuit.  In  this  figure  the  eight  coils 
are   numbered   as  four  pairs,   and    each    pair   has   its   own 
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conuDntator,  to  which  pass  the  outer  ends  of  the  wire  of 
each  ohI,  t^  inner  ends  of  the  two  coils  being  united  across 
to  each  other  (not  shown  in  the  diagram).    In  the  actual 
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ichin<i  each  pair  of  coils,  as  it  passes  through  the  position 
least  action  (Le.  when  its  plane  is  at  right  angles  to  the 
ection  of  the  lines  of  force   in  the  field,  and  when  the 
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number  of  lines  of  force  passing  through  it  is  a  maximum^ 
and  the  rate  of  change  of  these  lines  of  force  a  minimutn) 
is  cut  out  of  connexion.  This  is  accomplished  by  causing 
the  two  halves  of  the  commutator  to  be  separated  from  one 
another  by  about  one-eighth  of  the  circumference  at  each 
side.  In  the  figure  it  will  be  seen  that  the  coils  marked  i,  i 
are  "cut  out."  Neither  of  the  two  halves  of  the  commu- 
tator touches  the  brushes.  In  this  position,  however,  the 
coils  3,  3,  at  right  angles  to  i,  I,  are  in  the  position  of  best 
action,  and  the  current  powerfully  induced  in  them  flows  out 
of  the  brush  marked  A  (which  is,  therefore,  the  negative 
brush)  into  that  marked  A'.  This  brush  is  connected  across  to 
the  brush  marked  B,  where  the  current  re-enters  the  armature. 
Now  the  coils  2,  2  have  just  left  the  position  of  best  action, 
and  the  coils  4,  4  are  beginning  to  approach  that  position. 
Through  both  these  pairs  of  coils,  therefore,  there  will  be  a 
partial  induction  going  on.  Accordingly,  it  is  arranged  that 
the  current,  on  passing  into  B,  splits,  part  going  through  coils 
2,  2  and  part  through  4,  4,  and  reuniting  at  the  brush  B\ 
whence  the  current  flows  round  the  coils  of  the  fleld-magnets 
to  excite  them,  and  then  round  the  external  circuit,  and  back 
to  the  brush  A.  (In  some  machines  it  is  arranged  that  the 
current  shall  go  round  the  field-magnets  after  leaving  brush  A', 
and  before  entering  brush  B  ;  in  which  case  the  action  of  the 
machine  is  sometimes,  though  not  correctly,  described  as 
causing  its  coils,  as  they  rotate,  to  feed  the  field-magnets  and 
the  external  circuit  alternately.)  The  rotation  of  the  armature 
will  then  bring  coils  2,  2  into  the  position  of  least  action,  when 
they  will  be  cut  out,  and  the  same  action  is  renewed  with  only 
a  slight  change  in  the  order  of  operation.  The  following  table 
summarises  the  successive  order  of  connexions  during  a 
half-revolution : — 

First  position,    (Coils  i,  i  cut  out.) 

A  -  3  -  A' ;  I^^^' 2!!!^  ^' »  Field-magnets  —  External  circuit — A. 
Second  position,    (Coils  2,  2  cut  out.) 

A  <Cr^^]^  A';  B— 4— B';  Field -magnets— External  circuit— A. 
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Third pOMitiom.    (Coils  3,  3  cut  out) 

A— I— A';  B'^^?*^B';  Field-magnets  —  External  circuit -A. 

Famrtk  position.    (Coils  4,  4  cut  out.) 

A  <^?2^  A' ;  B  —  2 — B' ;  Field-magnets  —  External  circuit  -  A. 

From  this  it  will  be  seen  that  whichever  pair  of  coils  is 
in  the  position  of  best  action,  is  delivering  its  current  direct 
into  the  circuit ;  whilst  the  t^vo  pairs  of  coils  which  occupy 
the  secondary  positions  are  always  joined  in  parallel,  the 
same  pair  of  brushes  touching  the  respective  commutators  of 
both ;  and  the  remaining  pair  of  coils  being  cut  out. 

One  consequence  of  the  peculiar  arrangement  thus  adopted 
is,  that  measuring  the  potentials  round  one  of  the  commu- 
tators with  a  voltmeter  gives  a  wholly  different  result  from 
that  obtained  with  other  machines.  For  one-eighth  of  the 
circumference  on  either  side  of  the  positive  brush,  there  is  no 
sensible  difference  of  potential.  There  then  comes  a  region 
in  which  the  potential  appears  to  fall  off,  but 
the  falling  off  is  here  partly  due  to  the  shorter  ^^^"  '^• 

time  during  which  the  adjustable  brush  con- 
nected with  the  voltmeter  and  the  fixed  \>os\- 
tive  brush  are  both  in  contact  with  the  same 
part  of  the  commutator.  Further  on  there  is 
a  r^ion  in  which  the  voltmeter  gives  no 
indications,  corresponding  to  the  cut-out  posi- 
tion ;  and  again,  on  each  side  of  the  negative     Potentials  at 

-,•-  .  -  ,  ,..       Commutator  of 

brusliy  there  is  a  region  where  the  polarity  is  brush  Dynamo. 
the  same  as  that  of  the  negative  brush. 
Fig.  180  is  a  diagram  of  a  6-light  Brush  taken  at  one  commu- 
tator, the  main  +  brush  being,  however,  allowed  to  rest  (as 
in  its  usual  position)  in  contact  with  both  this  commutator  and 
the  adjacent  one. 

From  the  foregoing  considerations,  it  will  be  clear  that  the 
four  pairs  of  coils  of  the  Brush  machine  really  constitute  four 
separate  machines,  each  delivering  alternate  currents  to  a 
commutator,  which  commutes  them  to  intermittent  uni- 
directional currents  in  the  brushes  ;  and  that  these  indcpen- 
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dent  machines  are  ingeniously  united  in  pairs  by  the  device 
of  letting  one  pair  of  brushes  press  gainst  the  commutators 
of  two  pairs  of  coils.  Further,  that  these  paired  machines  are 
then  connected  in  series,  by  bringing  a  connexion  round  from 
brush  A'  to  brush  B. 

The  core  of  the  Brush  ring,  as  formerly  made,  was  of 
malleable  cast  iron  channelled  at  the  sides,  so  as  in  some 
degree  to  obviate  eddy  currents.  The  coils  are  wound  in 
deep  radial  recesses.  The  form  of  the  ring,  with  its  coils, 
may  be  discerned  in  Fig.  1/6,  and  the  channelled  cast-iron 
ring  itself  is  shown  in  Fig.  i8i.    The  solid  masses  of  iron  in 


Core  op  Brush  Ring  {Old  pattern). 

this  now  obsolete  form  of  armature  gave  rise  to  wasteful 
eddy  currents,  the  production  of  which  heated  the  ring  and 
absorbed  considerable  power.  In  the  newer  Brush  machines 
a  ring  is  employed  which  is  built  up  of  a  thin  iron  ribbon 
1*5  millimetres  thick.  Figs.  182  to  184  show  its  con- 
struction, though  in  reality  a  larger  number  of  pieces  of 
thinner  iron  than  is  shown  are  used.      The  ribbon  is  wound 
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upon  a  drcular  foundation  ring  A',  projecting  cross-pieces 
of  the  same  thickness  and  of  the  form  shown  in  Fig.  184 
(and  also  marked  H  in  Figs.  182  and  183),  being  inserted 


Fig.  183. 


FIC.   184. 
C     B         Brush  Rikc  (New  pattern). 

at  intervals  to  separate  the  convolutions,  admit  of  venti- 
lation, and  form  suitable  projections  between  which  to  wind 
tbe  coils.  In  the  larger  armatures  there  are  45  turns  of 
the  ribbon.  It  is  secured  by  well-insulatcd  radial  bolts. 
The  gain  tn  coolness  is  great ;  and  the  old  machine,  which 
formerly  supplied  40  arc  lamps,  when  provided  with  the 
new  ring  can  supply  65  lamps  at  the  same  speed  as  before. 
The  smaller  16-light  machine  with  an  armature  of  tlie  new 
type  lights  25  lamps,  showing  that  the  deleterious  reactions 
have  been  fairly  eliminated ;  and  it  may  even  be  run  at  higher 
speeds  with  perfect  safety. 

The  most  striking  way  of  realising  the  great  improvement 
which  has  thus  been  made  is  to  compare  the  speeds  required 
to  develop  equal  electromotive-forces  in  the  two  machines. 
The  experiments  were  made  with  identical  machines.  Both 
armatures  were  of  the  same  size,  with  sami:  length  and 
wdght  of  wire ;  and  the  field-magnets  were  identically 
excited  with  a  lo-ampire  current.  The  results  are  shown 
in  the  two   curves  of   Fig.    185.     At   800   revolutions  the 
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old    cast-iron    armature    gave    about    730   volts:    the    new 
laminated  armature  gave  over  1000  volts.^ 


Fig.  185. 
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Curves  of  Old  and  New  Patterns  of  Brush  Machinb. 

Some  large  shunt-wound  Brush  machines  have  been 
cently  constructed  for  electro-metallurgical  purposes.  The 
largest  of  these,*  having  an  armature  42  inches  in  diameter, 
running  at  405  revolutions  per  minute,  gave  32CX)  amp&res  at 
83  volts.  This  colossal  machine  weighs  nearly  10  tons,  the 
weight  of  copper  on  the  field-magnets  being  S424  lbs.,  that 
on  the  armature  1600  lbs.  This  is  at  the  rate  of  I  lb,  of 
copper  on  the  armature  for  every  160  watts  of  output ,  or 
43  watts  for  every  i  lb.  of  copper  on  the  machine. 

Thomson-Houston    Dynamo, — This     machine,    which     is 
equally    remarkable,   was    designed    by    Professors    Elihu 

*  More  surprisinj^  still,  the  power  absorbetl  in  driving  the  old  armature  giving 
730  volts  was  1 7  horse-jiower,  whilst  that  absorbed  in  driving  the  new,  giving 
1020  volts  was  only  i6  horse-power.  The  old  armature  could  not  be  run  above 
800  revolutions  per  minute  without  dangerous  heating;.  The  new  armature  may 
be  safely  run  at  a  much  hi|^hcr  speed,  without  risk  of  heating  or  other  danger. 

*  Sec  paper  by  Prof.  Thurston,  in  'Journal  of  Franklin  Institute,'  Sept.  1886  ; 
or  see  Electrician^  xvii.  469,  1S86. 
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Thomson  and  Edwin  J.  Houston  of  Philadelphia.  Its 
spherical  armature  is  unique  among  armatures ;  its  cup> 
shaped  field-magnets  arc  unique  amongst  field-magnets  ;  its 
three-part  commutator  is  unique  among  commutators.  A 
general  view  of  the  machine  is  given  in  Fig.   186,  and  a 
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sectional  one  in  Fig.  187.  As  will  be  seen  from  these  cuts, 
the  field-magnet  core  consists  of  two  flanged  iron  tubes  fur- 
nished at  their  inner  ends  with  hollow  cups  cast  in  one  with 
the  tubes,  and  accurately  turned  to  receive  the  armature. 
Upon  the  tubes  are  wound  the  coils  C  C,  and  afterwards  the 
two  parts  are  united  by  means  of  a  number  of  wrought-iroii 
bars  *  *  which  constitute  the  yoke  of  the  magnet  and  at  the 
same  time  protect  the  coils.     The  magnets  are  carried  on  a 
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framework,  which  also  supports  the  bearings  for  the  armature 
shaft  X.  The  armature,  which  is  spheroidal  rather  than 
spherical,  is  constructed  as  follows.    Upon  the  shaft  are  keyed 

Fig.  187. 


TKOMsaN  Houston  Dvnamo  (part  Section) 


two  concave  iron  disks  S,  S  (Fig.  188),  the  space  between 
thembcingbridgedby  light  ribs  of  wrought  iron,  (^  d.  Wooden 
pins  J,  J  arc  driven  at  intervals  into  appropriate  holes  drilled 
in  the  iron  shell  to  facilitate  the  winding  of  the  coils.  The 
winding  itself  is  very  remarkable.  There  are  but  three  coils. 
The  inner  ends  of  these  are  united  together  (at /(,  Fig.  189),  am/ 
not  connected  to  any  otlier  conductor.  The  three  wires  are  then 
wound  over  the  shell  (which  is  covered  with  varnished  paper) 
In  three  sets  of  windings  making  120°  with  one  another,  and 
arranged  to  be  at  equal  average  distances  from  the  core  by 
the  following  device.  Beginning  at  the  junction  at  k,  half  the 
No.  1  coil  is  wound.  Then  the  armature  is  turned  through 
120°  and  the  No.  2  coil  is  wound  on  to  half  its  length.  Then 
coil  No.  3  is  wound,  starting  from  h,  and  finishes  off  at  3. 
Then  the  second  half  of  No.  2  is  completed  ;  lastly,  the  second 
half  of  coil  No.  i.  The  three  coils  are  therefore,  on  the 
average,  equidistant  from  the  iron  core:  their  overlapping 
makes  the   external  form  nearly  spherical.     They  are  held 
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in  place  by  the  bindii^  wires  gg.  When  this  armature  is 
rotated  wttbia  the  cavity  between  the  cup-shaped  poles 
alternate  currents  are  generated  in  each  separate  coil  in  turn, 


and  it  now  remuns  to  consider  how  these  alternate  inductions 
are  rectified  and  combined  by  the  commutator.  In  the 
diagnuns  which  follow,  the  rotation  is  represented  as  left- 
banded,  as  newed  from  the  commutator-end  of  the  shaft,  as  it 
is  in  practice.  Fig.  190  represents  the  arrangement  in  diagram. 
The  three  coils  represented  diagrammatically  by  the  three 
lines  ABC,  are  united  at  tlieir  inner  extremities,  each 
outer  end  bring  led  to  one  segment  of  a  3-part  commutator. 
There  are  two  positive  brushes  P  and  F,  and  two  negative 
brushes  P  and  F'.  The  current  delivered  to  P  and  F  first 
flows  round  one  of  the  field-magnets,  thence  goes  to  the  outer 
circuit  of  lamps,  returning  through  the  other  field-magnet  to 
P'and  F'.  The  reader  should  now  compare  this  diagram  with 
"^vg.  171,  p.  223,  and  observe  that  in  that  figure  the  neutral  line 
n  n'  divides  the  rotation  obliquely  into  two  halves,  the  induced 
currents  flowing  outwardly  from  centre  to  commutator  in  all 
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coils  that  are  rising  through  the  right-hand  half  of  th.i^ 
obliquely  divided  circle  ;  and  inwardly  from  commutator  t^ 
centre  in  all  coils  descending  through  the  left-hand  half  o  - 

Fig.  190. 


CouuuTATOR  AND  CIRCUIT  OF  Thouson-Houston  Dynamo. 


the  rotation.  Accordingly  in  Fig.  190  there  will  be  an 
outward  current  in  A  and  an  inward  one  in  C ;  B  being  for 
the  moment  cut  out  of  circuit  as  it  passes  through  the  neutral 
position.  Continuity  is  obtained  by  the  device  mentioned  oieL 
p.  223,  of  having  the  second  pair  of  brushes  F  K  following  the 
pair  P  P'.  In  this  position  of  the  armature  A  and  C  make 
about  equal  angles  with  the  line  of  maximum  action  mm', 
hence  the  two  electromotive-forces  in  these  coils  are  for  the 
moment  about  equal,  but  that  in  A  is  increasing,  that  in  C 
decreasing.  As  these  coils  are  now  in  series,  their  separate 
electromotive-forces  are  of  course  added  tc^cther.  A  moment 
later  we  shall  have  arrived  at  the  state  of  things  represented 
in  Fig.  191,  which  is  a  twelfth  of  a  turn  advanced.  A  is  now 
in  the  position  of  maximum  induction  ;  C  is  rapidly  approach- 
ing the  neutral  position  but  is  not  yet  cut  out ;  B  has  again 
begun  to  have  electromotive-force  induced  in  it,  and  has  just 
come  into  circuit.  B  and  C  are  in  parallel  with  one  another  and 
in  series  with  A.  The  next  twelfth  of  a  turn  brings  us  to  the 
stage  shown  in  Fig-.  192.    C  is  now  at  the  neutral  position 
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and  is  out  of  circuit,  A  has  passed  the  maximum  on  one  side 
and  B  is  approaching  the  maximum  on  the  other ;  and  they 


Fig.  191. 


Fig.  192. 


^p 


are  in  series.    Another  twelfth  of  a  turn  and  we  arrive  at 
Fig.  193.     A  is  fast  approaching  the  neutral  position;    B 
is  at  its  maximum  ;   C  has 
passed  the  neutral  stage,  and  F^^*  i93- 

has  just  come  into  circuit 
again  by  touching  the  positive 
following  brush.  Another 
instant  and  C  will  occupy 
the  place  where  A  was  in 
Fig.  190,  a  whole  third  of  a 
revolution  having  been  com- 
pleted, and  the  actions  re- 
commence, A  occupying  the 
place  of  B,  and  B  that  of  C. 

The   following  table  exhibits  the  round  of  changes  during 
a  third  of  a  revolution : — 


From  external  circuit 


X 


P 
F 


to  external  circuit, 


>» 


99 


>9 


99 


99 


99 


P'-  c/    \f/ 


\f/         \f 


99  99 


99 


99  99  99 

R 
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From  external  circuit C  >  B  ^  ) to  external  circuity 

\P'/     \C-F 


"       "      ''    "Xp'/^^'^Nf/ 


»  »  w 


and  so  forth. 

If  the  width  of  the  gaps  between  the  segments  of  the 
commutator  be  equal  to  the  width  between  the  adjacent 
brushes,  each  coil  will  be  cut  out  of  circuit  whenever  it  is  more 
than  60®  from  the  position  of  maximum  action,  and  the  time 
during  which  any  two  coils  are  in  parallel  will  be  practically 
nil.  But  if  the  following  brushes  F  F  are  at  a  considerable 
angle — about  60°  in  practice — behind  the  brushes  P  P',  there 
will  be  a  considerable  duration  of  the  stage  during  which  two 
coils  are  in  parallel. 

The  regulation  of  this  machine  to  maintain  a  constant 
current  is  accomplished  by  an  automatic  shifting  of  the  brushes. 
At  first  the  inventor  adopted  a  method  of  "  forward  "  regula- 
tion, the  brushes  being  set  at  only  35°  in  advance  of  one 
another,  and  being  both  shifted  forward  whenever  the  current 
exceeded  its  proper  strength.  The  effect  of  this  will  be  seen 
by  considering  the  dotted  lines  fp'  and  ff  in  Fig.  191. 
Clearly,  if  /  maintained  contact  with  B  after  it  had  passed 

the  neutral  line,  its  electromotive- 
^^°*  '94-  force  would  tend  to  diminish  that 

of  A  which  is  in  contact  with  /. 
This  method  was  found  in  practice 
unsatisfactory,  and  has  been  aban- 
doaed.     The  actual  method  now 
used  is  termed  "  backward  '*  regu- 
lation.    In  this  system  the  follow- 
ing pair  of  brushes  F  F  is  shifted 
backward,  to  ff,  as  shown    in 
Fig.  194,  whilst  at  the  same  time 
the  leading  brushes  P  F  are  shifted 
forward  through  an  angle  one-third  as   great  towards  //'. 
If,  as  stated  above,  the  brushes  are  60°  apart  under  normal 
conditions,  there  will  be  exactly  120°  on  either  side  between 
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the  positive  brushes  P  F  and  the  negative  brushes  F  F ;  and, 
as  120°  is  the  exact  length  of  each  segment  of  the  commu- 
tator, no  coil  will  be  cut  out,  and  paralleh'sm  will  subsist 
between  two  coils  through  angles  of  60'':  that  is  to  say,  there 
wiil  alwasrs  be  two  of  the  three  coils  in  parallel  with  one 
anofiier  and  in  series  with  the  third  coil.  The  six  stages  of 
change  will  be  :^- 

Ffom  external  circuit C  yA<r  } to  external  circuit, 

\P'-C/     \f/ 

"        "^.1-/    \C.F    '~  ''        "  " 

F'-A 


w  V _    X  ^  X    _    X  «         »  w 


»  n 


»  « 


n  w  S*    _.      .     /     \    _     /  w  »>  i> 


Now  suppose  the  current  to  become  too  strong  owing  to 
reduction  of  number  of  lamps  in  circuit,  the  following  brushes 
aie  made  to  recede.  This  will  shorten  the  time  during  which 
any  single  coil  in  passing  through  the  maximum  position  is 
throwing  its  whole  electromotive  -  force  into  the  circuit,  and 
will  hasten  the  moment  when  it  is  put  in  parallel  with  a 
comparatively  idle  coiL  During  such  movements  of  regula- 
tion the  whole  machine  is  momentarily  short-circuited  six 
times  during  each  revolution  by  F  receding  so  far  towards 
Fand  F  receding  so  far  towards  P  as  that  both  touch  the 
same  sq^ent  of  the  commutator  at  one  instant  The  action 
is  assisted  by  the  slight  advance  of  P  and  F,  but  the  main 
object  of  this  advance  is  to  lessen  the  sparking.  If  the 
current  is  too  weak,  then  the  pairs  of  brushes  must  be  made 
to  dose  up,  thereby  reducing  the  time  during  which  the 

R  2 
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most  active  coils  are  in  parallel  with  those  that  are  less 
active.  This  motion  of  advance  and  retreat  is  accomplished 
by  the  simple  m'echanism  shown  in  Fig.  195.  The  brushes  are 
fixed  to  levers  Y  Y  and  Yj  Y,  united  by  a  third  lever  L  The 
automatic  movement  is  imparted  t^  the  regulating  electro- 
magnet R,  whose  pole  M,  of  paraboloidal  form,  attracts  its 
armature  N  according  to  the  current  flowing  round  iL  A 
dash-pot  J,  attached  to  the  arm  A,  prevents  too  sudden 


Fig.  I9S- 


RBcmATiNO  Magnet  and  Gux.  of  Thouson-Houston  Systeu. 


motions.  The  circuits  which  operate  this  mechanism  are 
further  shown  in  Fig.  196.  Normally  the  electromagnet 
R  is  short-circuited  through  a  by-pass  circuit,  and  only  acts 
when  this  circuit  is  opened.  At  some  convenient  point  of  the 
main  circuit  two  solenoids  are  introduced,  their  cores  being 
supported  by  a  spring ;  and  the  yoke  of  the  cores  operates 
the  contact  lever  S.  If  the  current  becomes  too  strong  this 
contact  is  opened,  and  the  regulating  magnet  R  raises  the 
arm  A.    During  running  the  lever  S  is  continually  vibrating 
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op  ud  down,  and  so  altering  the  brushes  to  the  require- 
ments of  the  circuit  A  carboa  shunt  of  high  resistance  r  is 
added  to  minimize  the  destructive  spark  at  S. 

It  might  be  expected  tliat  with  only  three  parts  to  the 
commotator,  the  sparks  occurring  as  the  a^ments  pass  under 


Fig.  196. 


COHHirrATOK,  Bbushes,  and  Blast-nozzlbs. 

the  brushes  would  speedily  destroy  the  surface.  This  difH* 
cnlty  has  been  met  by  Prof.  Thomson  in  the  boldest  manner. 
He  blows  out  the  sparks  by  an  air  blast  delivered  exactly  at 
the  right  place  and  time.  The  three  segments  of  the  commu- 
tator are  separated  by  gaps ;   and  in  front  of  each  of  the 
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leading  brushes  (as  shown  in  Fig.  197)  there  projects  a  nozzle 
which  discharges  a  blast  (alternately)  three  times  in  each 
revolution.  The  blast  is  itself  supplied  by  a  very  small, 
simple,  and  ingenious  blower,  fixed  upon  the  shaft  immedi- 
ately behind  the  commutator.    The  blower  is  shown  in  Figs. 

Fra.  198. 


Thomson's  Bloweb. 


198  and  199.  Within  an  elliptical  box,  provided  at  the  sides 
with  perforations  1 1  where  air  can  enter,  there  rotates  a  steel 
disk  H  having  three  radial  slots.  In  these  slide  three  wings 
R.  of  ebonite,  which  as  they  fiy 
round  drive  the  air  into  the  aper« 
tures  J  J  leading  to  the  nozzles. 
The  result  is  that  oil  can  be  freely 
applied  to  the  commutator,  which 
will  stand  wear  for  years. 

The  normal  current  for  this 
dynamo  is  9*6  amperes,  thou^ 
they  are  also  wound  for  strong^ 
currents.  One  of  the  latter  ma* 
chines  will  maintain  63  arc  lights  in 
a  single  circuit,  with  an  electromotive-force  of  3000  volts.  The 
ordinary  machine  supplying  34  arc  lamps  at  45  to  46  volts 
each  with  a  current  of  9-6  amperes,  has  an  internal  resistance 
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of  10*5  ohms  in  the  armature  and  10 '5  ohms  in  the  field- 
magnets.  The  armature  is  23^  inches  in  external  diameter ; 
its  wire  being  of  O' 081  inch  gauge.  That  of  the  field-magnets 
is  0' 128  inch  gauge.  The  usual  speed  is  850  revolutions  per 
minute ;  but  the  peculiar  arrangements  for  automatic  regu- 
lation render  the  machine  nearly  independent  of  irregularities 
m  the  speed.  There  is  in  the  armature  about  i  yard  of  wire 
for  every  0*53  volt  of  the  induced  electromotive-force.  The 
ntio  of  weight  of  copper  to  iron  in  these  dynamos  is  very 
li^  compared  with  that  of  many  machines,  being  i  of  copper 
to  2*25  of  iron. 

Professor  E.  Thomson  has  more  recently  designed,  for 
supplying  large  currents  at  low  potential,  a  form  of  dynamo 
whidi  is  outwardly  of  similar  structure  to  the  machine 
described  above.  But  in  this  new  machine,  which  is  intended 
&r  incandescent  lamps  in  parallel,  the  spherical  armature  is 
voond  as  a  closed-coil  in  sixteen  sections.  The  field-magnets 
are  much  more  massive,  and  the  output  of  the  machine  more 
tban  five  times  as  great  in  proportion  to  its  size.  It  is  com- 
pound-wound ;  the  series  coils  being  nearest  to  the  armature, 
vith  the  shunt  coils  behind  them. 

Niwian*s  Dynamo. — ^This  machine  has  an  armature  some- 
lAat  resembling  that  of  Weston,  being  built  up  of  cast-iron 
cogged  disks.  The  winding  is,  however,  entirely  diflTerent. 
TVre  are  only  eight  circuits,  each  of  fifty-six  turns  of  wire 
miited  in  parallel,  and  the  eight  circuits  are  coupled  in  four 
twoSi  These  are  independently  connected  to  two  commu- 
tators^ as  in  the  smaller  Brush  machines,  but  the  commutators 
difier  in  being  obliquely  cut  One  pair  of  brushes  presses  on 
both  commutators. 

Sckuylei^s  Dynamo. — This  also  has  a  drum  armature 
wound  in  eight  parts,  and  coupled  up  so  that  the  coils  are 
successively  cut  out  at  the  neutral  points. 

Sir  W.  TAofnson*s  Motisemill  Dynamo. — Several  points 
in  this  machine — the  form  of  its  field-magnets  and  their  coils, 
and  the  internal  electromagnets,  have  been  noticed  in  other 
chapters.  The  armature  is  a  hollow  cylinder  made  up  of 
parallel  copper  bars,  arranged  like  the  bars  of  a  mousemill 
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(whence  the  name  of  the  machine).    These  bars  are  insulated 
from  each  other,  but  are  connected  all  together  at  one  end. 
At  the  other,  they  serve  as  collector  bars  and  deliver  up  the 
current  generated  in  them  to  the  "brushes,"  which  in  thb 
case  are  rotating  disks  of  springy  copper.    All  the  bars  are 
therefore  cut  out  of  circuit  except  the  two  which  are  at  the 
moment  in  contact  with  the  brushes.    As  the  armature  is  a 
hollow  barrel,  with  fixed  electromagnets  within,  it  cannot  be 
rotated  on  a  spindle,  but  runs  on  friction  rollers.     In  spite  of 
its  great  originality,  this  form  of  machine  has  not  shown  itself 
to  be  a  practical  one. 

Sir  W.  Thomsofis  Wheel  Dynamo. — This  machine  also  is 
an  experimental  form,  necessitating  too  high  a  speed  to  be 
practical.  The  armature  is  a  flat  wheel,  very  like  a  flattened 
bicycle  wheel.  The  radial  arms  or  spokes,  in  which  the 
currents  are  induced,  are  all  connected  at  their  outer  ends  to  a 
copper  rim ;  but  at  their  inner  ends  they  are  carefully  insulated 
and  connected  each  to  a  segment  of  an  ordinary  collector. 
This  wheel  is  made  to  rotate  between  two  closely  approxi- 
mated field-magnets.  All  the  spokes  are  out  of  circuit  except 
the  pair  which  are  passing  the  brushes.  The  complete 
machine  was  figured  in  the  first  edition  of  this  work. 

Other  Open-coil  Dynamos, — Other  forms  of  open-coil 
dynamo  have  been  proposed  by  Bain  and  by  Dr.  Hammerl. 
The  armature  of  the  latter  consists  of  a  Gramme  ring  wound 
in  sections,  but  having  the  inner  ends  of  all  the  sections  united 
together  at  a  common  junction,  and  their  outer  ends  brought 
each  to  a  separate  bar  of  a  collector. 

Advantages  of  Open-coil  Dynamos, — The  two  great  typical 
open-coil  dynamos — those  of  Brush  and  of  Thomson-Houston 
— appear  to  have  certain  qualities  which  render  them  specially 
applicable  as  constant  -  current  dynamos  for  arc  lighting. 
Three  quarters  of  all  the  arc  lights  in  the  world  are  run  by 
one  or  other  of  these  machines.  It  would  seem  that  the 
closed-coil  dynamos,  whether  of  the  ring  or  of  the  drum  type 
are  not  so  well  adapted  for  furnishing  the  very  high  electro- 
motive-forces needed  for  this  work.  The  collector  (which  is 
the  indispensable  adjunct  of  the  closed-coil  armature),  with 
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its  many  parallel  bars  insulated  with  mica  or  asbestos,  rapidly 
deterioiates  when  exposed  to  the  inevitable  sparking  and 
wide  alterations  of  lead  which  are  inseparable  from  the 
constant-current  method  of  working  (see  p.  97).  For  this 
mediod  of  distribution  of  electric  enei^,  nothing  will  stand 
vorand  tear  so  well  as  the  simple  air-insulated  commutators 
described  in  this  chapter.  As  a  partial  set  off  against  these 
idvintages  may  be  reckoned  the  fluctuations  in  the  currents 
wiudi  arise  from  the  employment  of  so  few  coils  or  groups  of 
coibL 

FitchuUions  of  Current  in  Open  -  coil  Armatures. — The 
olcnlatioiis  of  the  fluctuation,  given  in  Chapter  XIIL,  for 
dosed-ooil  armatures  are  also  applicable  to  open-coil  arma- 
taa^  provided  there  is  no  cutting  out  of  coils.  When  idle 
ooib  are  cut  out,  the  fluctuations  are  less  marked,  but  the 
calcnbdons  are  less  simple.  That  such  fluctuations  exist  is 
ibmdantly  verified  by  the  interference  of  arc-light  circuits 
irifh  neighbouring  telephone  lines  in  which  they  induce 
baniiqr  noises.  Rapidly  fluctuating  currents  are  affected  by 
the  sdf-induction  of  any  electromagnets  in  the  circuit,  which 
always  tends  to  tone  down  the  rapid  fluctuations  and  steadies 
thecorrent 
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CHAPTER  XL 
Continuous-current  Machines. 

Unipolar  Dynamos. 

Those  dynamos  in  which  rotation  of  a  conductor  effects  a 
continuous  increase  in  the  number  of  lines  of  force  cut,  by  the 
device  of  arranging  one  part  of  the  conductor  to  slide  on  or 
round  the  magnet,  are  known  as  unipolar  machines. 

The  earliest  machine  which  has  any  right  to  be  called  a 
dynamo  was,  in  fact,  of  this  class.  Barlow  and  Sturgeon  had 
shown  that  a  copper  disk,  placed  between  the  poles  of  a 
magnet  (Fig.  200)  rotates  in  the  magnetic  field  when  traversed 
by  an  electric  current  from  its  axis  to  its  periphery,  where 


Fig.  20a 


Fig.  201. 


Sturgeon's  Wheel. 


Faraday's  Disk  DvNAMa 


there  is  a  sliding  contact  Faraday,  in  1831,  showed  that  by 
rotating  a  similar  disk  mechanically  between  the  poles  of  Sb 
magnet,  continuous  currents  were  obtained.  These  he  drenT 
off  by  collecting  springs  of  copper  or  lead,  one  of  whidE. 
touched  the  axis  (see  Fig.  201),  whilst  the  other  pressed  against: 
the  amalgamated  periphery.  He  was  thus  "able  to  con- 
struct a  new  electrical   machine."  *    "  Here,  therefore,  was 

*  Experimental  Researches^  §  83. 
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demonstrated  the  production  of  a  permanent  [L  e.  continuous] 
current  of  electricity  from  ordinary  magnets."     But  Faraday 
did  not  stop  short  with  ordinary  magnets  ;  he  went  on  to  em- 
'.    ploy  the  principle  of  separate  excitement  of  his  field-magnets. 
These  effects  were  also  obtained  from  electromagnetic  poles^ 
resulting  from  the  use  of  copper  helices  or  spirals,  either  alone 
or  with  iron  cores.    The  directions  of  the  motions  were  pre- 
cisely the  same ;  but  the  action  was  much  greater  when  the 
iron  cores  were  used,  than  without."  ^    The  invention  of  the 
dynamo  dates,  therefore,  from  1831,  and   Faraday  was  its 
inventor,  though  he  left  to  others  to  reap  the  fruits  of  his  splen- 
did discovery.*    Such  a  machine,  however,  is  impracticable,  for 
several  reasons ;  the  peripheral  friction  is  inadmissible  on  any 
but  a  small  scale;  moreover,   the  disposition   of  the  field 
magnets  necessarily  evokes  wasteful  eddy  currents  in  the 
disk,  which,  even  if  slit  radially,  would  not  be  an  appropriate 
form  of  armature  for  such  a  limited  magnetic  field. 

Another  method  of  obtaining  a  continuous  cutting  of  the 
lines  of  force  is  indicated  in  Fig.  202,  where  a  sliding  con- 
ductor travels  round  the  pole  of  a  magnet.  Faraday  also 
generated  continuous  currents  by  rotating  a  magnet  with  a 
sliding  connexion  at  its  centre,  from  which  a  conductor  ran 
round  outside,  and  made  contact  with  the  end-pivots  which 
supported  the  magnet. 

A  similar  arrangement  was  devised  by  Mr.S.  Alfred  Varley 
about  the  year  1862.  He  rotated  an  iron  magnet  in  a  verti- 
cal frame  having  a  mercurial  connexion  at  the  centre.  The 
current  which  flowed  from  both  ends  of  the  magnet  toward 
the  centre  was,  in  this  machine,  made  to  return  to  the  machine, 
and  to  pass  through  coils  surrounding  the  poles  of  the  rotating 
magnety  thus  anticipating  the  self-exciting  principle  of  later 

*  Experimemial Researches^  §  ill. 

'  IhkL^  i  158 :— '*  I  have  rather,  however,  been  desirous  of  discoveriDg 
new  facts  and  new  relations  dependent  on  magneto-electric  induction,  than  of 
exalting  the  force  of  those  already  obtained,  being  assured  that  the  latter  would 
find  their  fuU  derelopment  hereafter."  Can  any  passage  be  found  in  the 
whole  range  of  science  more  profoundly  prophetic,  or  more  characteristically 
philosophic,  than  these  words,  with  which  Faraday  closed  this  section  of  his 
researches? 
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date.     Mr.  Varley  also  proposed  to  use  an  external  electro- 
magnet to  increase  the  action. 

More  recently,  the  same  fundamental  idea  has  been  worlcec 
upon  by  Messrs.  Siemens  and  Halske,  who  have  produced  a 

Fit*  aoa. 


so-called  "  unipolar  "  machine,'  depicted  in  Fig.  203.  In  tiui 
remarkable  dynamo  there  are  two  cylinders  of  copper,  both 
slit  longitudinally  to  obviate  eddy  currents,  each  of  which 
rotates  round  one  pole  of  a  U-shaped  electro-magnet.  A 
second  electro-magnet,  placed  between  the  rotating  cylinders, 
has  protruding  pole-pieces  of  arching  form,  which  embrace  the 
cylinders  above  and  below.  Each  cylinder,  therefore,  rotates 
between  an  internal  and  an  external  pole  of  opposite  polarity, 
and  consequently  cuts  the  lines  of  force  continuously  by  sliding 
upon  the  internal  pole.  The  currents  from  this  machine  are 
of  very  great  strength,  but  of  only  a  few  volts  of  electromotive- 
force.     To  keep  down  the  resistance,  many  collecting  brushes 

'  This  sounds  like  a  hum  a  non  luctndo,  for  the  macliiae  has  two  pole*.  Bat 
the  name  is  derived  fiom  the  term  "anipolar  induction,"  which  Coutinentil 
electricians  give  to  the  induction  of  currents  b;  the  process  of  "  continooui 
cutting  "  which  we  aic  now  deaiing  with.  I  do  not  adopt  the  term,  at  it  u 
needlessly  tnystifyiog. 
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press  on  each  end  of  each  cylinder.  This  dynamo  has  been 
UMd  at  Olcer  for  electro-plating.  Other  unipolar  machines 
have  been  designed  by  Delafieid,  Rapieff,  Voice,  Ferraris, 
and  Garrett,     No  details  of  their  performances  are  known. 


Much  attention  has  been  paid  of  late  j  ears  to  machmes  of 
thatype  and  the  author  himself  designed  such  a  machine,  m 
which  two  Faraday  disks  coupled  at  their  peripheries  cutiide 
I  an  ntemal  stationary  pole  piece  rotate  in  a  sy m metrical! y- 
Dniform  magnetic  field.  Mr.  S.  A.  Varlcy  has  also  worked  in 
the  ume  direction.  Mr.  Willoughby  Smith  has  shown  that  if 
u  iron  disk  be  used  instead  of  a  copper  disk  in  the  Faraday 
^ipontus,  a  much  more  powerful  eBect  is  obtained,  and  the 

'dectromotive- force  is  more  nearly  proportional  to  the  speed 

than  ts  the  case  with  a  copper  disk.  | 
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Forbes*  Dynamo. — Prof.  George  Forbes  has  constructed 
a  machine  of  this  class.  Originally  he  began  by  employing 
an  iron  disk  which  rotated  between  two  cheeks  of  oppo^te 
polarity,  the  current  being  drawn  from  its  periphery.  He 
then  doubled  the  parts.  The  next  stage  was  to  unite  the  two 
disks  into  one  common  cylinder,  as  shown  at  A  in  Fig.  204. 
Here  the  coils  lying  in  their  cases  are  shown  in  section,  the 
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dotted  lines  showing  the  direction  of  the  lines  of  magnetic 
force  induced  in  the  iron.  These  are  practically  closed  on 
themselves  so  that  there  is  no  external  field  at  all.  For  this 
reason  the  inventor  prefers  to  call  this  type  of  dynamo  "  non- 
polar."  A  rubbing  contact — for  which  purpose  Prof.  Forbes 
at  one  time  used  carbon  "  brushes,"  and  at  another  3  number 
of  springy  strips  of  metal  foil — is  maintained  at  the  two 
extremities  of  the  periphery.  One  of  the  earlier  forms  of 
machine,  with  a  single  disk  18  inches  in  diameter,  was  stated  to 
give  3117  amperes  at  a  potential  of  S  ■&  volts  when  running  at 
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1500  revolutions  per  minute.  One  of  the  later  machines,  in 
wUch  the  "armature"  is  a  cylinder  of  iron  9  inches  in 
diameter  and  8  inches  long,  is  designed  to  give,  at  1000  revo- 
lutions per  minute,  a  current  of  10,000  amperes  at  a  potential 
of  one  volt.  The  electromotive-force  of  such  machines 
increases  as  the  square  of  the  diameter.^ 

The  theory  of  the  unipolar  disk  machine  has  been  given 
by  Sir  W.  Thomson,'  who  has  shown  that  such  a  machine  is 
not  sdf-exciting  except  above  a  certain  critical  speed,  depen- 
dent on  the  resistance  of  the  circuit 

'  For  lome  retton  or  other,  probably  the  inherent  difficulties  of  peripheral 
*<JWtiffl*  of  cuirenti,  these  dynamos  have  not  proved  successful.  For  further 
iafannatiaiireqwctiiig  the  "  nmpolar  "  type  of  dynamo,  see  Ferraris  in  Zeiisehrljt 
ia  tUttfvttekiat€keH  Verdnt  im  IVtem^  vol.  i.,  October  1883 ;  de  Tromelin  in 
riltOrkUf,  December  15,  1883,  p.  594 ;  La  Lumih^e  Eltetrique,  May  1884, 
pu  307,  and  September  l8&|f  p.  309 ;  Centraiblatt  fiir  Elektrotechnik^  Bd.  vii., 
1884,  pi  317  and  p.  402.  See  also  much  recent  correspondence  between  Prof. 
Edhad,  Heir  Hommelt  and  others  respecting  "  unipolar  "  induction. 

*  Ob  a  uniform  electric  current  accnnalator. — Phiios,  Magazine,  January  1S6S, 
vA  Rifrmi  cf  jFb^i.  p.  325. 
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CHAPTER  XII. 
Alternate-current  Machines. 

In  these  machines  electric  currents  are  induced  in  the 
armature  coils  by  causing  the  amount  of  magnetic  induction 
through  them  to  alternately  increase  and  decrease.  Most 
frequently  there  is  not  simply  an  alternate  increase  and 
decrease,  but  an  actual  rapid  reversal  in  the  direction  of  the 
magnetic  induction.  In  some  of  these  machines,  as  in  the 
majority  of  continuous-current  dynamos,  the  armature  part 
rotates  while  the  field-magnet  part  of  the  machine  stands 
still.  In  others,  however,  the  armature  part — that  is  to  say, 
the  part  comprising  the  coils  through  which  the  magnetic 
induction  is  to  be  rapidly  reversed  or  varied — is  a  fixture^ 
whilst  the  field-magnets  are  made  to  rotate.  In  a  third  class 
of  machines  both  armature  part  and  field-magnet  part  are 
fixed,  the  amount  of  magnetic  induction  passing  from  the 
latter  through  the  former  being  caused  to  vary  or  alternate 
in  direction  by  the  revolution  of  appropriate  pieces  of  iron. 

In  the  older  machines  the  field-magnets  were  either  of 
steel  permanently  magnetised,  or  else  electromagnets  separately 
excited.  About  1869  began  the  practice  of  making  these 
machines  self-exciting  by  the  method  of  diverting  a  small 
current  from  one  or  more  of  the  armature  coils  which  were 
for  this  purpose  separated  from  the  rest,  this  current  being 
passed  through  a  commutator  which  rectified  the  alternations 
and  made  it  suitable  for  magnetising  the  field-magnets.  Such 
commutators  were  used  by  Wilde  and  by  Holmes,  and  have 
in  general  the  form  depicted  in  Fig.  205,  consisting  of 
two  metal  cylinders  cut  like  crown  wheels,  having  the 
teeth  of  one  projecting  between  the  teeth  of  the  other. 
They  are  insulated  from  one  another,  one  being  connected 
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to  one  end  of  the  wire  of  the  armature  coils  that  arc  to  be 

used  for  exciting,  whilst  the  other  is  connected  to  the  other 

end  of  that  wire.    Two  brushes  are  set 

so  that  one  presses  gainst  a  tooth  of  *'^' 

one,  whilst  the  other  presses  against  a 

tooth  of  the  other  part  Such  com- 
mutators had  prenously  been  used  in 
small  motors.*  Holmes  used  a  system 
of  parallel  bars  (like  the  Gramme  col- 
lector) connected  tt^ether  alternately 
bto  two  sets.  If  the  field-magnets  arc 
wound  with  fine  wire,  such  a  com- 
mutator may  be    used   to    rectify  a   Commdtator  fok  Self- 


of  the  armature  coils,  thus  making  the 

machine  nrtually  a  self-exciting  shunt  machine. 

For  collecting  the  alternating  main  current  of  the  dynamo, 
extremely  simple  means  are  required.  In  those  machines  in 
iHiicb  the  armature  part  is  fixed,  mere  terminals  are  required. 
In  machines  with  rotatii^  armatures  simple  sliding  connections 
are  required. 

The  usual  method  of  collecting  is  shown  in  Fig.  206.  Two 
undivided  insulated  metal  rings,  forming  the  terminals  of  the 
armature  coil,  slide  each  under  a  single  collecting-brush. 

As  it  is  requisite  in  alternate-current  working  to  have 
many  alternations  in  every  second,  and  as  mechanical  con- 
siderations forbid  very  high  speeds,  it  is  the  general  practice 
to  make  this  class  of  machines  multipolar,  with  a  considerable 
number  of  poles  of  alternate  polarity  arranged  symmetrically 
around  a  common  centre.  The  number  ofcomplete  alternations 
per  minute  in  machines  of  different  systems  varies  from  2  500  to 
12JXO,  or  more,  whilst  the  number  of  symmetrical  poles  varies 
firom  12  to  32. 

There  are  two  ways  of  coupling  up  the  coils  of  alternate- 
current  dynamos.  For  lighting  incandescent  lamps  from 
parallel  mains,  it  is  usual  to  unite  the  coils  in  parallel,  as  shown 

•  See  Joule,  in  Sturgeon's  Antialt  c/ Eltehititji,  ii.  12a,  1838. 
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in  Fig.  207,  so  as  to  reduce  the  internal  resistance.     For  arc 
lighting,  and  for  supplying  distant  transformers,  in  both  c 


which  cases  high  electromotive-force  is  required,  the  mot 
usual  mode  of  connecting  is  to  join  the  several  coils  in  serie 
as  in  Figs.  206  and  208. 
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Classification  of  Alternate-current  Armatures. 

Alternate-current  dynamos  may  be  classified  according  as 
their  armatures  belong  to  the  ring,  drum,  pole,  or  disk  t}'pe. 

Ring-armature  Alternate-current  Dynamos, 

Hus  t3rpe  was  invented  in  1878  almost  simultaneously  by 
Gramme  ^  and  by  Wilde,'  the  main  difference  between  them 
being  that,  whilst  Gramme  rotates  his  field  magnet  within  a 
large  stationary  ring,  Wilde  rotates  his  ring  armature  within 
an  external  system  of  inwardly  pointing  field-magnet  poles 
(sec  Fig.  241,  No.  28).  When  ring  armatures  are  used  in  this 
type  of  d)iiamo,  they  must  not  be  wound  in  the  same  manner 


Fig.  209. 


Fig.  2ia 


v^Ai^Uv 


RiNG-ARMATUEE  WINDINGS  FOR  ALTERNATE-CURRENT  DYNAMO. 

^  for  continuous-current  armatures.  The  cores,  with  or  without 
teeth,  must  be  properly  laminated,  and  the  coils  wound  on  in 
sections ;  the  number  of  the  latter  preferably  corresponding 
to  some  multiple  of  the  number  of  field-magnet  poles.  If  the 
successive  sections  are  to  be  connected  up  consccutivcl}-,  then 
f^  must  be  wound,  as  shown  in  Fig.  209,  alternately  with 
"Sht-handed  and  left-handed  windings.  If  all  the  sections  arc 
coiled  right-handedly,  then  they  must  be  connected,  as  shown 
*n  Fig,  210;  for  the  electromotive-force  induced  in  a  coil  as 

»  Specification  of  Patent  953  of  1878. 
■  Specification  of  Patent  1228  of  187S. 

S   2 
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it  passes  under  a  north  pole  will  circulate  around  the  armature 
core  in  an  opposite  direction  to  that  Induced  in  the  ne^h- 
bouring  coil  that  is  passing  under  a  south  pole. 

Grammes  Dynamo. — A  diagram  of  the  Gramme  alternate- 
current  machine  is  shown  in  Fig.  211.  The  sections  of  this 
machine  were  four  times  as  numerous  as  the  poles,  and  might 
be  coupled  to  feed  four  separate  circuits. 

A  convenient  machine  in  which  the  alternate-current 
dynamo  and  its  exciter  are  combined  in  one^  has  been  devised 
by  Gramme  for  the  purpose  of  supplying  the  currents  re- 


quired by  Jablochkoffs  electric  candles.  This  machine  is 
shown  in  Fig.  212.  The  exciter  consists  of  an  ordinary  ring 
armature  revolving  (as  seen  in  perspective)  between  an 
upper  and  a  lower  pole-piece.  This  ring  armature  supplies 
current  to  the  set  of  field-magnets  which  rotates  on  the  same 
shaft  at  its  further  end  within  an  external  cylindrical  ring. 

Messrs.  Elwell  and  Parker  employ  a  ring  armature  with 
22  sections  surrounded  by  22  external  poles.  The  ring  is 
36  inches  in  diameter  and  30  inches  in  length.  On  it  are 
660  turns  of  wire  in  one  layer  only.    At  600  revolutions  per 
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minute  this   machine   gives   30  ampires   at  a   pressure  of 
2000  volts.    The  armature  resistance  is  2  4  ohms    that  of  the 


field  magnets  19  ohms.     The  machine,  which  weighs  4  tons, 
is  separately  excited  by  a  small  exciter  giving  10  amperes. 

M.  De  Meritens  has  also  devised  machines  having  a 
number  of  steel  horseshoe  magnets  set  with  poles,  alternately 
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presented  to  the  periphery  of  a  ring,  the  latter  being  wound 
like  Fig.  210. 

Mr.  Mordey  has  devised  a  machine  consisting   of  two 


Fic.  213. 


Westingmolse  Alternate  current  Dynamo 

Pacinotti  rings  one  laminated  as  armature  one  not  lammated 
as  field  magnet  and  both  wound  as  indicated  in  Fig  209 
Mr  R  Kennedy  employs  as  armature  a  flat  nng,  the  core 


A  Itemating  Dynamos.  263 

of  which  is  of  hoop  iron.  Mr.  Kapp  has  designed  a  very 
similar  machine.  In  both  these,  the  rings  are  magnetised 
from  the  sides,  as  in  the  Victoria  and  Giilchcr  dynamos. 
In  Kennedy's  magnet  all  the  N-poles  are  on  one  side  of  the 
ring,  alternating  between  the  S-poIes  on  the  other. 

Drum-armature  Altemate-cun'cnt  Machines. 

Stanleys  Dynamo. — A  drum  armature  is  employed  in  the 
alternate-current  machine^  of  the  Westinghouse  Company 
(Stanley's),  depicted  in  Fig.  213.  In  this  machine  there  are 
16  ladial  poles  pointing  inwards  and  fixed  externally  to  a 
common  ^lindrical  iron  yoke.  The  armature  core,  which  is 
2J  mcfaes  in  diameter  and  12  inches  in  length,  is  built  up  ot 
ttift  inm  disks,  with  holes  perforated  for  ventilation.  The 
itedoig  consists  of  16  coils  wound  in  flat  hanks  on  special 
iinnsa,  and  then  laid  side  by  side  upon  the  periphery  of  the 
COIC^  ncyt  overlapping,  and  secured  by  well-insulated  binding 
wires;  the  ends  of  the  hanks  being  bent  over  and  secured 
agEunst  the  flanks  of  the  drum.  This  machine  weighs  3  tons, 
aodg^ves  Iico  volts  at  1080  revolutions  per  minute. 

Pole-armature  Alternate-current  Dynamos, 

LenHn^s  Dynamo. — This  type  was  introduced  by  Lontin. 
A  tkdeton  di^^m  is  given  in  Fig.  214.  In  this  machine 
die  field -magnet  (separately  excited  with  a  continuous 
cunent)  consisted  of  a  set  of  radiating  poles,  and  it  rotated 
iriUiin  an  outer  set  of  coils  which  served  as  a  fixed  armature. 
These  coils  were  wound  upon  short  cores  of  solid  iron.  This 
nadiine,  which  has  long  since  been  superseded,  had  many 
defects,  not  the  least  of  which  was  the  great  mass  of  iron  in 
iriiich  so  many  internal  eddy  currents  were  induced  that  the 
machine  was  very  prone  to  become  overheated.  Indeed,  more 
power  was  required  to  drive  it  on  open  circuit  than  when 
the  machine  was  supplying  its  maximum  number  of  lamps. 

A  modification  of  this  machine,  having  laminated  iron 
cores  in  the  armature  part,  has  been  used  by  Kennedy. 

*  See  Specification  of  Patents  Nos.  9725,  9727,  of  1887. 
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A  vety  lai^e  alternate-current  machine,  having  many  points 
in  common  with  that  of  Lontin,  was  shown  at  Vienna,  by 
Messrs.  Ganz,  of  Buda-Pesth,  in  1883.  It  was  capable  of 
furnishing  light  for  1200  Swan  lamps  (20  candle-power  each). 
This  dynamo  was  constructed  according  to  the  Mechwart- 
Zipernowsky  system.  The  thirty-six  bobbins  of  the  field 
magnet  were  set  concentrically  on  an  iron  frame,  and  rotated 
within  an  outer  circle  of  thirty-six  armature  bobbins.  The 
field-magnet  coils  were,  in  fact,  the  fly-wheel  of  the  high- 
pressure  compound  engine  which  drove  the  dynamo  and  its 

Fig.  314. 


Diagram  of  Principle  or  Lohtih's  Machihb. 


exciter.  The  diameter  of  the  rotating  part  was  2\  metres. 
A  salient  feature  of  this  machine  was  the  fact  that  any  one  of 
the  coils,  either  of  armature  or  field-magnets,  could  be  removed 
from  the  side  of  the  machine,  in  case  such  were  needed.  The 
whole  fly-wheel  could,  in  this  way,  be  taken  down  by  one  man 
in  a  few  minutes.  The  armature  coils  were  attached  6at 
against  the  inner  periphery  of  a  large  ring  of  iron  wire. 

Messrs.  Siemens  and  Halske '  also  exhibited  at  Vienna  a 
machine  closely  resembling  the  Lontin  type.    Quite  recently 

'  Sec  EUklretahnucht  Zeitschnft,  viii.  231,  1887. 
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Dts.  J.  and  E.  Hopkinson  have  designed  machines  on  this 
same  type  of  constructioa 

DUi-armaturt  Alternate-current  Dynamos. 

By  far  the  most  numerous  of  alternate-current  machines 
are  those  in  which  the  armature  coils  are  arranged  around  the 


POiphciy  of  a  disk.  The  old  machines  of  Nollet  and  Holmes, 
lod  the  so-called  "Alliance"  machine*  (all  of  which  had 
permanent  magnets  of  steel),  belonged  to  this  class.  The 
more  modem  typci  with  electromagnets,  was  created  by 
"^de,  in  1867.  The  field-magnets  consist  of  two  croivns 
"■  fixed  coils,  with  iron  cores  arranged  so  that  their  free  poles 

'The  theory  of  the  "  Alliiace"  machine  wns  treated  by  Le  Roux  in /*»»,  Chim. 
^hi-  [3],  L  463,  1S57 ;  ud  later  by  Jamin  aad  Richud,  ib.  [4],  xvU.  276,  1SO9. 


266 


Dynamo-electric  Machinery. 


are  opposite  to  one  another,  with  a  space  between  them 
sufficiently  wide  to  admit  the  armature,  Fig.  2i6.  The 
poles  taken  in  order  round  each  crown  are  alternately  of 
N.  and  S.  polarity  ;  and  opposite  a  N.  pole  of  one  crown  faces 
a  S.  pole  of  the  other  crowa  This  description  will  apply  to 
the  magnets  of  the  alternate-current  machines  of  Wilde 
and  Siemens,  to  the  Ferranti  machine,  and  in  part  to  those  of 


Wilde's  Dynamo. 


Lachauss^e  and  of  Gordon.  The  principle  will  be  best  under- 
stood by  reference  to  Fig.  215,  which  gives  a  general  view  of 
the  arrangement.  Since  the  lines  of  force  run  in  opposite 
directions  between  the  fixed^coils,  which  are  alternately  S— N, 
N— S,  as  described  above,  the  moving  coils  will  necessarily 
be  traversed  by  alternating  ^currents  ;  and  as  the  alternate 
coils  of  the  armature  will  be  traversed  by  currents  in  oppo- 
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site  senses,  it  is  needful  to  connect  thuni  up,  as  shown 
in  Fi^'.-.  30/  or  208,  so  that  they  shall  not  oppose  one 
another's  action, 

WiUk's  Dynamo. — In  Wilde's  dynamo,  the  armature  coils 


I: 


have  iron  cores,  and  the  machine  is  prnvidtd  with  a  commu- 
tator on  the  principle  indicated  in  Fit;.  205,  p.  257.  Thi.-: 
commutator  Wilde  usually  applied  to  a  few,  or  only  one,  of 
the  rotating  coils,  and  utilised  the  current  thus  obtaiuL'd  li> 
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magnetise  the  field  -  magnets.     The  two  simple  rings  for 
collecting  the  main  current  are  also  shown  in  the  figure. 

Siemens^s  Dynamo. — Siemens  prefers  to   use   a  separate 
continuous-current   machine  to  excite  the  field-magnets  of 
alternate-current  dynamos.     In  the  armature  of  the  latter  (see 
Fig.  217),  the  coils  are  wound    usually  without  iron,  upon 
wooden  cores.     Copper  ribbons  insulated  from  one  another 
by  strips  of  vulcanised  fibre  are  also  used  for  the  coils ;  thcs 
connexions  being  made  by  soldering  the  strips  with  silvecr 
solder.      In  some  forms  of  the  machine,  the  individual  coilsi 
are  enclosed  between  perforated  disks  of  thin  German  silver-^ 
When  currents  of  great  strength  are  required,  but  not  of  g^ea^ 
electromotive-force,  the  coils  are  coupled  up  in  parallel  arc, 
instead  of  being  united  in  series.     In  Fig.  217  a  small  con—* 
tinuous-current    machine   of  vertical  pattern,  such   as  was 
described  on  p.  193,  is  shown  in  action  as  an  exciting  machine 
to  furnish  the  magnetising  currents  to  the  stationary  field 
magnets  of  the  alternate-current  machine. 

Lacliaussie' s  Dynamo. — In  a  dynamo  by  Lachauss^e,  which 
very  strikingly  resembles  the  preceding  one,  there  is  iron  in 
the  cores  of  the  rotating  coils.  But  the  main  difference  is 
that  the  rotating  coils  are  the  field  magnets,  excited  by  a 
separate  Gramme  dynamo,  whilst  the  coils,  which  are  fixed 
in  two  crowns  on  either  side,  act  as  armature  coils  in  which 
currents  are  induced. 

Gordotis  Dynamo. — Gordon's  dynamo  (Fig.  218)  is   de 
signed  on  the  same  lines  as  the  Lachauss^e  machine ;  bll|  ^ 
with  many  important  modifications.      In  the  first  places  ^^^^i^ 
are  twice  as  many  coils   in  the  fixed  armatures  as  in  tfa^ 
rotating  magnets,  there  being  32  on  each  side  of  the  rotatii^ 
disk,  or,  in  all,  64  moving  coils ;  while  there  are  64  on  each  of 
the  fixed  circles,  or  128  stationary  coils  in  all.     The  latter  are 
of  an  elongated  shape,  wound  upon  a  bit  of  iron  boiler-plate, 
bent  up  to  an  acute  V  form,  with  cheeks  of  perforated  German 
silver  as  flanges.^    The  object  of  thus  arranging  the  coils,  so 
that  the  moving  ones  shall  have  twice  the  angular  breadth  of 

^  For  further  details  of  the  Gordon  dynamo,  see  Mr.  Gordon's  Ptacikml 
Treatise  on  Electric  Lighting  (1884),  p.  162. 
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the  fixed  ones,  is  to  prevent  adjacent  coils  of  the  fixed  series 
from  acting  detrimentally,  by  induction,  upon  one  another. 
The  alternate  coils  of  the  fixed  series  are  united  together  in 
parallel  arcs,  so  that  there  are  two  distinct  circuits,  in  either  or 
both  of  which  lamps  can  be  placed  ;  or  they  can  be  coupled 
up  together.  In  spite  of  the  great  care  taken  in  the  construc- 
tion of  this  lai^  machine,  to  guard  against  the  appearance  of 
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eddy  currents,  by  laminating  and  insulating  the  cores,  frames, 
and  coils,  it  appears  that  in  these  machines  there  is  a  con- 
siderable loss  from  this  cause 

Ferrantis  Dynamo. — ^Another  alternate-current  dynamo, 
identical  in  many  respects  with  the  Siemens  alternate-current 
dynamo,  has  been  brought  out,  under  the  name  of  the  Ferranti 
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machine  (Fig.  219).  As  in  the  machines  of  Vfilde  and 
Siemens,  the  electromagnets  form  two  crowns  with  opposii^ 
poles.  The  point  of  difference  is  the  armature,  which  consists 
of  zigzags  of  strip  copper  folded  upon  one  another.  There 
are  eight  loops  in  the  zigzag  (as  shown  in  Fig.  220^  which 
depicts  half  only  of  the  arrangement),  and  on  each  side  arc 
sixteen  magnet  poles  ;  so  that  the  moving  parts  are  twice  the 
angular  breadth  of  the  fixed  parts.     The  advantage  of  the 

Fig.  319. 


Fbrranti -Thomson  Dynamo. 

armature  of  zigzag  copper  lies  in  its  strength  and  simplicity 
of  construction.  Sir  W.  Thomson,  who  is  one  of  the  inventors 
of  this  armature,  proposed  or^inally  that  the  copper  strips 
should  be  wound  between  projecting  teeth  on  a  wooden  wheel. 
He  also  proposed  to  use  as  field-magnets  a  form  of  electro- 
magnet of  the  kind  known  as  Roberts's,  and  also  used  by 
Joule,  in  which  the  wires  that  bring  the  exciting  current  are 
passed  up  and  down,  in  a  zigzag  form,  between  iron  blocks 
projecting  from  an  iron  frame. 
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TTie  frimework  of  the  Ferranti  machine  is  cast  in  two  hahes, 
irfuch  are  afterwards  bolted  together.     The  armature,'  orijiLnaUj'   a 
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Mgle  ligzag  piece  of  copper,  has  assumed  the   form   shown   in 
Fig.  121,  in  .which    it  may  be  seen   that   the   convolutions   are 


Armature  of  Ferranti  Dvna 


•""Itiplied,  and  are  held  in  their  places  by  bolts  through  a  star-shaped 

Ptce  of  brass,  which  also  ser\-es  to  tarry  to  one  of  the  two  collectors 

'  Sn  SpecificatioD  of  Faieiii  No.  3702  of  1S81,  atid  [or  later  details  No.  702 
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the  connexion  with  one  of  the  zigzag  copper  strips.  There  are,  in 
fact,  three  complete  circuits  of  copper  strips  in  the  armature 
connected  in  parallel  arc.  They  begin  at  three  of  the  alternate  four 
bolts  of  the  star-shaped  piece,  and,  folding  round  one  another,  they 
all  eventually  unite  with  a  second  and  inner  star-shaped  piece,  which 
communicates  with  the  second  collector.  Each  strip  makes  ten  turns 
round  the  zigzags,  so  that  there  are  thirty  layers,  all  well  insulated 
from  one  another  by  strips  of  vulcanised  fibre.  This  armature  is 
30  inches  in  diameter,  and  a  little  more  than  \  inch  thick  in  the 
upper  convolutions,  so  that  the  opposite  poles  of  the  field-magnets 
can  be  brought  very  close  together,  and  a  very  powerful  field 
produced.  The  entire  armature  weighs  only  96  lbs.  Several 
arrangements  have  b^en  essayed  for  conveying  the  currents  to  the 
external  circuit.  The  axle  usually  carries  on  either  side  of  the 
armatiure  an  insulated  collector  ring  of  bronze,  to  which  the  afore- 
mentioned star-shaped  pieces  are  respectively  connected.  Instead  of 
brushes,  solid  pieces  of  metal,  in  the  form  of  hooks,  have  been 
employed  to  collect  the  current  In  another  machine  mercurial 
contacts  enclosed  in  cavities  in  insulated  steel  bearings  are  employed 
instead  of  the  collectors  described  above.  The  machine  requires  a 
speed  of  1400,  and  weighs  i^  ton. 

Dynamos  with  zigzag  conductors  have  been  designed  by 
RapieflT,  Matthews,  and  others. 

M orders  Alternator. — The  latest  of  alternate  -  current 
machines  is  that  of  Mr.  Mordey,  brought  out  by  the  Anglo- 
American  Brush  Corporation.  This  machine.  Fig.  222,  dififers  in 
two  striking  features  from  those  previously  described.  Though, 
as  before,  there  are  two  crowns  of  poles  between  which  the 
armature  lies,  all  the  poles  on  one  side  are  of  one  kind,  north 
poles,  and  all  those  on  the  other  side  are  south  poles.  Hence 
there  is  no  reversal  of  the  magnetic  field  through  the  armature 
coils ;  the  number  of  magnetic  lines  through  any  coil  simply 
varying  from  zero  to  maximum  and  back.  As  a  result  of 
this  arrangement,  there  is  a  great  simplification  of  the  means 
needed  to  magnetise  the  field  -  magnets.  It  is  no  longer 
necessary  to  wind  a  separate  magnetising  coil  on  each 
protruding  pole.  One  single  coil  surrounding  a  central 
cylinder  of  iron  suffices  to  magnetise  the  whole  of  the 
18  poles.    There  is  indeed  only  one  magnetic  circuit,  branch* 


Mordey  Alternator.  273 

ing  into  9  separate  branches.  The  construction  of  the  field- 
magnet,  which  is  separately  shown  in  Fig.  223,  is  as  follows ; — 
A  short  cylinder  of  wrought  iron,  through  which  the  shaft 
passes,  forms  the  core,  and  is  surrounded  by  the  exciting  coil. 
Against  the  ends  of  this  core  are  firmly  screwed  up  the  two 
end  castings,  each  of  which  is  furnished  with  a  number  of 
ctirved  horns  (nine  in  this  machine),  projecting  to  within 


MoKDtr  Altxknatok. 


18  millimetres,  the  narrow  polar  gap  being  only  Just  wide 
enough  to  admit  the  armature.  The  entire  field-magnet 
revolves  on  the  shaft,  the  exciting  coil  being  supplied  with 
current  from  a  separate  machine  of  small  size  by  means  of  the 
two  collecting  rings  on  the  shaft  on  the  right  in  Fig.  223. 
There  is  no  need  for  the  exciting  coil  to  revolve ;  but  for 
mechanical  reasons  it  was  deemed  preferable  in  the  first 
machine  to  wind  it  actually  upon  the  field-magnet  core.    The 
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armature,  which  stands  still,  consists  (Fig.  224)  of  18  coils  of 
ribbon  copper  11  millims.  wide  wound  on  porcelain  cores,  and 
clamped  at  the  broad  end  to  a  light  but  firm  frame,  the  ends 
of  the  conductors  of  each  coil  being  brought  out  through 
porcelain  insulators  and  suitably  connected  together.  All  the 
metal  clampings  are  outside  the  magnetic  field,  and  they  are 
so  arranged  that  any  one  coil  can  be  removed  in  a  few  moments . 
without  dismounting  any  other  part  of  the  dynamo.     As  the 

Fig.  223. 


Field-magnet  of  Mordey  Alternator. 


armature  is  stationary  there  arc  no  centrifugal  forces  to  be 
considered,  and  the  coils  have  to  be  supported  only  with  a 
view  of  resisting  the  tangential  drag  of  the  field.  This  renders 
the  insulation  of  the  armature  coils  a  very  simple  matter,  and 
is  of  great  importance  in  working  at  high  volts.  The  revolving 
field-magnet  forms  an  excellent  fly-wheel,  effectually  neutralis- 
ing any  pulsations  due  to  irregularities  in  the  stroke  of  the 
engine,  and  as  there  are  no  parts  liable  to  fly  out,  a  high  speed 
of  driving  presents  none  of  the  difficulties  that  arise  with  many 
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J  other  types  of  machine.  In  Fig.  222,  which  gives  a  view  of 
'  t&e  complete  machine,  the  field-magnets  are  almost  hidden  by 
'  external  covers  of  sheet  metal  to  prevent  too  great  a  disturb- 
:  of  the  air  by  the  rotating  pole-pieces.  The  armature 
tenninals  are  at  the  top  of  the  fixed  frame.  The  shaft  ts  pro- 
vided St  one  end  with  a  thrust-bearing  resembling  that  of  a 
marine  propeller,  and  the  bearing  blocks  are  made  adjustable 
loi^tudiiially,  so  that  the  field-magnet  may  be  placed  exactly 
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symmetiical  with  respect  to  the  armature.  The  exciter  is  a 
small  4-pole  Victoria  i-HF.  machine  (p.  173),  weighing  but  ^^- 
of  the  wdght  of  the  alternator.  This  machine,  the  first  of  this 
des^n,  gives  a  current  of  17  to  20  amperes  at  a  potential  of 
3000  volts  when  running  at  650  revolutions  per  minute.  It  is 
b^g  used  for  supplying  currents  to  Mordey  transformers. 
The  electromotive-force  is  i  volt  per  8i^  inches  of  conductor. 

T  2 
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The  very  low  resistance  of  the  armature  (3  ohms)  makes  the 
machine  almost  self-regulating.  One  advantage  in  this  type 
of  machine  is  the  little  labour  required  in  winding  its  coils ; 
and  the  simplicity  of  the  tooling  and  fitting  of  the  iron  portions 
is  a  great  gain.  Mr.  Mordey  has  designed^  a  considerable 
number  of  alternative  forms,  all  characterised  by  the  combina- 
tion of  the  two  principles  of  simplicity  of  magnetic  circuit  and 
non-reversal  of  polarity  in  the  armature.  Some  designs  for 
machines  of  kindred  type  have  been  patented  by  W.  Main.* 

KingdotCs  Dynamo, — In  this  dynamo  the  principle  of 
fixing  both  armature  and  field- magnets'  is  applied  in  a  novel 
fashion.  A  ring  having  a  large  number  of  internally  pro- 
jecting poles  is  entirely  built  up  of  laminae  of  soft  iron.  The 
alternate  poles  are  wound  with  coils  to  serve  as  armature 
part,  whilst  those  between  them  are  wound  with  other  coils  to 
act  as  the  magnet  part  Upon  an  internal  wheel  are  borne 
masses  of  laminated  iron,  which  in  rotating  produce  rapid 
periodic  reversals  in  the  magnetic  polarity  of  the  cores  of  the 
armature  parts,  and  set  up  alternate  currents  in  the  coils  that 
surround  them. 

Regulation  of  Alternate-current  Dynamos. 

A  convenient  way  of  regulating  the  current  or  potential  of 
alternate-current  dynamos  is  to  interpose  a  variable  resistance 
in  the  exciting  circuit ;  the  resistance  being  operated  by  hand 
or  by  some  automatic  regulator  (see  Chapter  VI.  and 
Appendix  VI.).  This  method  is  applicable  either  to  separately 
excited  or  to  self-exciting  machines.  In  the  case  where 
separate  exciters  are  used,  the  performance  of  the  altemate- 

>  Specification  of  Patent  8262  of  1887. 

'  Specifications  Nos.  15,858  and  16,032  of  1887.  The  device  of  employing 
field-magnets  with  a  greater  number  of  pole-pieces  than  of  exciting  coils  had  been 
previously  employed  by  Holmes  (Specification  2060  of  1868),  and  more  recently 
by  J.  and  K  Hopkinson. 

■  This  principle,  suggested  by  several  early  workers  (see  Historical  Notes, 
p.  7),  was  revived  by  the  author  of  this  treatise  in  1883,  in  a  form  which  led  np 
to  Mr.  Kingdon's.  Drawings  of  this  machine  are  given  in  ElecUrieal  Rnnao^  xxii 
178,  1888. 
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ODRnt  madiine  may  be  regulated  by  controlling  (by  variable 
nastanees,  ftc)  the  exciting  circuit  of  the  exciter. 

Alternate-current  dynamos,  when  intended  for  supplying 
|lnr-lamps  direct  at  constant  potential,  are  usually  constructed 
widi  such  low  resistance  in  the  armature  part  that  they  would 
be  almost  self-regulating  if  it  were  not  for  the  demagnetising 
nrihmiBf  of  the  armature  currents.  This  may,  as  evidenced 
tytbe  curves  given  in  Chapter  XVI.,  be  considerable.  Morc- 
oravthe  main  leads  from  the  dynamo  to  the  lamps  may  have 


t  reustance  to  afTect  the  constancy  of  the  potential 
>t  flie  lamps.  Hence  it  becomes  necessary  to  adopt  some 
S)3tem  of  self-regulation  akin  to  the  methods  of  compound 
vioding  adopted  for  continuous-current  machines.  Assuming 
that  an  initial  and  constant  excitation  can  be  afforded  by  a 
separate  exciter,  it  remains  to  supplement  this  by  a  variable 
excitation  which,  in  the  case  of  constant-potential  distribution, 
must  be  proportional  to  the  main  current,  or  in  the  case  of 
constant-current  distribution,  must  be  proportional  to  the 
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resistance  in  the  circuit  The  first  of  these  ends  has  been 
achieved  by  Zipemowsky,  the  second  by  Kennedy. 

Fig.  225  shows  Zipemowsky's  arrangement,  and  represents 
diagrammatically  a  machine  with  internal  revolving  field 
magnet  of  8  poles.  The  armature  consists  of  eight  stationary 
coils,  seven  of  which  are  joined  in  series  to  feed  the  main  circuit, 
the  eighth  coil  S  being  separated  from  the  rest  and  used  to 
provide  excitation  for  the  field  magnets,  its  currents  being 
conveyed  in  through  a  suitable  commutator  on  the  shaft  of 
the  machine.  In  the  main  circuit,  just  beyond  the  terminals 
of  the  machine,  is  inserted  the  primary  coil  of  a  small 
transformer  T,  the  secondary  of  which  is  connected  with  the 
exciting  circuit  In  this  way  an  additional  excitation  is 
procured,  always  proportional  in  amount  to  the  currents  that 
are  flowing  in  the  main  circuit^ 

Kennedy's  constant-current  arrangement  consists  of  a 
somewhat  similar  device,  except  that  the  primary  coil  of  the 
transformer  (the  coil  in  this  case  being  of  fine  wire  in  many 
turns),  is  placed  as  a  shunt  across  the  terminals  of  the 
machine. 

'  Compare  Schallenberger's  method  of  regulation  described  in  EUctrieal  Worlds 
X.  60,  1887. 
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CHAPTER  XIII. 

Dynamos  for  Electroplating  and  Electro- 
metallurgy. 

Speqal  forms  of  dynamo  are  needed  for  the  work  of 
dectroplating,  electrotyping,  and  the  electrolytic  treatment 
of  ores  and  purification  of  metals.  They  must,  of  course, 
he  of  the  continuous-current  type.  In  general,  very  low 
dectromotive-forces  and  very  large  currents  are  requisite, 
for  the  quantity  of  metal  deposited  in  the  bath  depends  upon 
the  quantity  of  amperes  of  current  only,  and  not  on  the 
nnmber  of  volts  of  electromotive-force.  And  though  a  few 
TOlts  are  requisite  to  drive  the  electric  current  through  the 
resistances  of  the  circuit,  the  number  is  in  every  case  small. 
To  decompose  water  electrolytically  requires  less  than  two 
volts.  To  deposit  metal  in  a  bath  in  which  the  anode  is  of 
the  same  metal  as  the  deposit  requires  usually  a  very  small 
dectromotive-force.  In  general,  if  too  great  an  electromotivc- 
foice  is  employed,  or  if  the  density  of  current  (i.e.  the  number 
<^f  amperes  per  unit  of  area  of  kathode  surface)  is  excessive, 
^he  metallic  deposits  will  be  uneven  or  pulverulent.  All  these 
^tumstances  point  to  the  construction  of  dynamos  having 

^^  most  but  four  or  five  volts  of  electromotive-force,  but  so 

"Signed  as  to  have  an  exceedingly  low  internal  resistance. 
The  first  application  of  a  dynamo  to  the  purpose  of  elec- 

*'ciplating  is  due  to  Mr.  J.  S.  Woolrich,  who  in  1 842  patented 

*^is  use  of  a  magneto-electric  machine. 

Wildes  Dynamos. — Wilde,  however,  was  the  first  to  con- 

*^tiuct  machines  really  fitted  for  the  purpose,  when  he  invented 

^*ie  principle  of  using  a  large  dynamo,  the  field-magnets  of 

V^hich  were  separately  excited  by  the  currents  of  a  smaller 

*>iagneto  machine.     His  first  machines,  which  were  used  for 
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many  years  by  Messrs.  Elkington,  had  small  exciters  of  the 
old  Siemens  type  (Fig.  1 5),  mounted  upon  electromagnets  of 
the  form  shown  in  Fig.  72.  Both  armatures  were  of  the  old 
shuttle-form  introduced  by  Siemens,  and  the  larger  one  re- 
quired to  be  kept  cool  by  streams  of  water.  About  the  year 
1 867  Wilde  introduced  another  type  of  machine,  to  which  refer- 
ence was  made  on  p.  265.  In  this  dynamo  (Fig.  216)  the  arma- 
ture consisted  of  sixteen  coils  rotating  between  two  crowns  of 
opposed  electromagnets,  each  also  consisting  of  sixteen  coils. 
This  machine  is  shown  in  the  figure  as  an  alternate-current 
machine,  having  two  collecting  rings  with  a  brush  pressing 
against  each.  When  the  machine  is  used  for  electro-metal- 
lurgical work,  the  pair  of  collecting  rings  are  replaced  by  a 
second  rectifying  commutator,  of  the  kind  shown  in  Fig.  205. 
The  armature  coils  (save  the  one  used  for  feeding  the  field 
magnets)  are  connected  in  parallel  in  the  manner  shown  in 
Fig.  207.  There  are  iron  cores  in  the  armature  coils  of  this 
machine,  which  is,  in  consequence,  prone  to  heat 

Weston's  Dyjiamo, — The  field  magnet  of  this  machine 
(Fig.  226)  consists  of  a  cast-iron  cylinder,  having  six  inter- 
nally projecting  electromagnets  of  alternate  polarity  with 
steel  cores.  The  armature  is  a  six-pole  arrangement,  resem- 
bling Fig.  27,  but  differently  connected,  the  six  coils  being 
joined  in  parallel  (as  in  Fig.  207).  The  commutator  merely 
rectifies  the  alternating  currents.  There  is  added  a  small 
centrifugal  cut-off  to  break  the  circuit  when  the  speed  is  less 
than  that  which  will  provide  the  requisite  electromotive-force. 
The  object  of  this  device,  as  well  as  that  of  the  steel  cores,  is 
to  prevent  the  machine  from  having  its  polarity  reversed  by  a 
back-current  arising  from  polarisation  in  the  baths. 

Elmore's  Dynamo, — Elmore  has  devised  several  forms  of 
dynamo  for  electrolytic  purposes.  In  the  smaller  machines 
the  armature  is  formed  of  a  hollow  cast-iron  plate  carrying  six 
electromagnets  on  each  side.  The  use  of  this  cast-iron  frame 
is  altogether  bad,  as  it  heats  and  requires  special  arrange- 
ments to  keep  it  cool.  The  shaft  is  perforated,  and  in  the 
larger  machines  a  supply  of  cold  water  is  caused  to  circulate 
through  the  armature.     Such  a  circumstance  is  sufficient  to 
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condemn  the  design  of  the  armature.  The  commutat.T 
merely  rectifies  the  currents  (p.  40;,  without  rcndcrinL;  thcdi 
continuoits.  This  is  a  bad  feature :  for  witli  all  electro- 
chemical work,  whether  plating,  typing,  nr  chargin^jj  accumu- 
lators, there  is  necessarily  much  sparking  unless  the  fluctua- 
tions of  the  current  are  reduced  to  a  minimum  by  employing; 
a  many-part  armature  with  a  proper  collector.  The  larijest 
Elmore  dynamos,  for  copper  refining,  had  eighteen  electro- 
magnets in  each  crown,  and  yielded  a  current  of  3000  amperes 


Wapotential  of  seven  to  eight  volts.  Such  a  machine  would 
deposit  over  25  lbs,  of  copper  per  hour.  The  field-ma^'net  i:<  nls 
*re  included  in  series  with  the  main  circuit.  This  is  a  misUike. 
All  electroplating  dynamos  should  be  either  .shunt-wound  or 
else  compound-wound.  The  lilmore  machine  is  now  an 
olsolete  form. 

Grammis  Dynamo. — ^VVhcn  the  Gramme  dynamo  is  u^^eil 
for  electrolytic  purposes,  the  armature  is  modified  .so  as  ti- 
reduce  its  resistance.  The  armature  .shown  in  l'"i^'.  ^3,  Iniill 
"P  of  copper  strips,  is  suitable  for  thi.s  purpose.     I'i^'.  237 
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illustrates  a  machine  built  in  1873  for  the  Hambui^  copper- 


refining  works.    The  cylindrical  "  ring  "  is  constructed  in  forty 
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sections,  each  consisting  of  seven  strips  of  copper  3  milli- 
metres thick  and  10  millimetres  wide ;  twenty  of  the  sections 
being  connected  to  a  collector  at  one  end,  the  alternate 
twenty  to  a  second  collector  at  the  other  end  of  the  shaft. 
The  field  magnets  are  wound  with  thirty-two  turns  of  sheet 
copper,  and  are  in  series  with  the  main  circuit.  When  the 
two  armatures  are  used  in  parallel,  the  machine  gives  1500 
amperes  with  an  electromotive-force  of  eight  volts.  The 
machine  weighs  about  one  ton,  of  which  about  one-third  is 
copper,  two-thirds  iroa 

Siemens  Dynamo. — A  special  form  of  machine  suitable  for 
very  strong  currents  and  low  electromotive-forces  has  been 
constructed  by  the  firm  of  Siemens.  Both  armature  and  field 
.nagnets  are  formed  of  bar  copper  of  lai^e  cross-section  insu- 
lated by  air-spaces  which  admit  of  free  circulation  of  mi. 
The  armature  is  connected  up  in  the  manner  devised  by 
von  Hefner  Alteneck  ;  an  end  view  of  the  connexions  is  given 
in  Fig.  229.  These  machines  are  employed  at  Oker  for  the 
electrolytic  treatment  of  copper.* 
10^9.  jjjg  ^^^j  jptgf„J^l  resistance  of 

this  machine  is  but  0*0007  ohm. 
The  brushes  are  solidly  mounted, 
without  spring  contacts.  The 
bars  of  the  armature  are  soldered 
tc^ether  with  silver  solder.  In 
smaller  electroplating  machines 
by  the  same  firm,  the  armatures 
are  wound  with  stout  insulated 
wires  joined  four  in  parallel,  as 
being  more  easily  constructed. 
The  unipolar  machine  (Fig.  203) 
was  specially  designed  for  electro-metallurgical  purposes. 

Brush  Dynamo. — A  variety  of  the  Brush  dynamo,  havii^ 
the  armature  wound  with  coils  of  a  low  resistance,  has  been 
used  for  electroplating  purposes.  It  was  for  this  type  of 
machine  that  Brush  made  the  important  invention  of  excitii^ 
the  field  magnets  with  a  compound  winding ;  coarse  wire 

'  See  EUktroUckniitlu  ZdtKhrifi,  vol.  ii.  p.  54. 
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cails  being  connected  in  series,  with  the  addition  of  a  so-called 
"teazer"  coil  of  finer  wire  to  maintain  the  magnetism  when 
the  main  circuit  was  opened,  thus  enabling  the  machine  to 
<Io  either  a  large  or  a  small  amount  of  work  without  fear  of 
Rvcrung  the  current  When  objects  are  to  be  plated  in  an 
dectralytic  bath,  regularity  of  deposit  can  only  be  ensured 
irtien  the  electrodes  are  kept  at  a  fairly  constant  potential, 
no  matter  whether  a  large  number  of  articles  are  for  the 
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t  undetgoing  treatment,  requiring  a  large  current,  or 
whether  the  number  be  small,  requiring  a  small  current.  The 
compound  winding  adopted  by  Brush  answered  the  desired 
end  irith  remarkable  success.  The  curve  given  in  Fig,  230 
•hows  how  nearly  constant  the  potential  at  the  terminals  of 
tius  machine  is.  It  varied  only  from  3  ■  3  to  4  ■  i  volts,  whilst 
the  current  varied  from  300  amperes  to  zero. 

Other  dynamos  have  been  designed  for  electroplating  and 
dectiD-metalluigical  work  by  the  Gulcher  Company,  and  by 


286  Dynantihelectric  Machinery. 

Messrs.  Stafford  and  Eaves.  The  electroplating  machine  of 
the  latter  is  solidly  built,  with  a  single  magnetic  circuit ;  it 
has  a  ring  armature  wound  in  i8  sections,  giving  150  amperes 
at  a  pressure  of  6  volts,  when  driven  at  640  revolutions  per 
minute.  Messrs.  Crompton  have  lately  devised  a  method  of 
dividing  the  main  leads  between  two  pairs  of  brushes  touching 
adjacent  bars  of  the  collector,  and  are  thereby  enabled  to 
construct  their  plating  machines  with  fewer  parts  in  the 
armature.  The  divided  leads  from  the  dynamo  to  the  plating 
tanks  cost  no  more  than  a  single  undivided  lead  would  do» 
but  they  interpose  a  comparatively  large  resistance  in  the  path 
of  the  local  current  from  the  short-circuited  section. 


Numerical  Statistics  on  Electro-metallurgy. 

The  following  data  are  useful  for  reference  in  deciding 
what  the  electrical  capacity  of  a  dynamo  must  be  in  order 
that  it  may  deposit  metal  in  any  desired  quantity. 

Copper. 

Current       i    ampere  deposits  0*000326  g^rammes     per  second. 
I        )»  ))         0*01957         „  per  minute. 

I        )»  »)         1*1739  »  per  hour. 

851*8,,  „         I  kilogramme  per  hour. 

386*4    „  „         I  pound  per  hour. 


To  deposit  100  lbs.  of  copper  in  a  working  day  of  ten  hours 
will  require  3864  amperes  of  current  flowing  all  the  time  ;  or, 
if  conducted  in  ten  baths  in  series  with  one  another  will  require 
386*4  amperes,  but  in  that  case  the  dynamo  will  require  to  be 
of  an  electromotive-force  ten  times  as  great  as  for  one  single 
large  bath.  If  electrolysis  of  the  crude  copper  solution  is 
carried  on  with  carbon  anodes,  there  will  be  required  about 
I  •  2  volts  for  each  bath  in  series,  or,  at  most,  1 5  volts  for  the 
ten  baths. 

Silver, 

Current  of     i      ampere  deposits  4*025  gframmes       per  hour. 
„        „  248*5        „  „        I         kilogramme  per  hour. 

„        „  112*7        »  »»       *         pound  per  hour. 


Dpuamosfar  Eh^troplaiinr,  ^  S  7 


» 


Cuncat  of     x     juii|ieie  dqxisits  :'44:  gr^r.inics      per  hour. 
»      «  409*7      w>  ~         I         kilo^Axnmc  per  hcnir. 

«      «  183*8      „  •         I         pound  per  hour. 

Gncnt  itf      T     asqiftre  deposits  i  '099  grammes       per  hour. 

•  «  910*1      ^  •         I         kilogramme  per  hour. 

•  1.  412' 8     „  ^         I         pound  per  hour. 

The  foUowing  statistics  as  to  the  various  pressures  aiul 
cnncnts  required  in  various  processes  of  electro-deposition 
are  osdul  for  referenoe. 

PussuRx  AT  Terminals  required  for  Different  Kinp> 

or  Baths. 

Volls. 

Ooppor  (add bath)     0*5101*3 

„      (cyanide  bath)        3      ..5 

Odd      05  „  4 

Iron  (sted-facing)      i      „  i*.; 

nokal  on  iron*  steel*  copper,  with  nickel 
anode,  strike  deposit  i^-ith  5  volts,  dimi- 
nishingto 1*5  „  2 

HleUl  on  iron,  steel,  copper,  with  carbon 
anode 2^4 

HleUlonzinc 4      ti  7 

FlAtlxiiim 5      M  6 

Current  Density  for  Proper  Deposit. 

__  ____.  AmpOres  per 

Coppor  a^n?inff^  100  »|.  in. 

Best  quality  tough  deposit     i'5to     4 

Good  and  tough  (for  clichds)  4      ,,10 

Good  soUd  deposit 10      „    2$ 

Solid  deposit,  sandy  at  edg^s  25      >«    40 

Sandy  and  granular  deposit 50      „  100 

Coppor  (cyanide  bath)      2      „      3 

SIxio  (for  refining)      2      „      3 

SQver i      „      3 

Gold     o'5  „      I 

3      »>      3S 

(steel-facing)      05  „      1*5 

Zndkaly  at  first  deposit  9  to  10  amperes 

per    100   square   inches,   diminishing 

aftcrwardsto t      „      2 
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CHAPTER  XIV. 
Field-magnets  and  Magnetism. 

1.  Magnetic  Principles. 

Inasmuch  as  the  field-magnets  of  dynamos  are,  in  the  vast 
majority  of  cases,  electromagnets,  the  iron  cores  of  which  arc 
excited  by  electric  currents  circulating  in  surrounding  coilsy  it 
becomes  a  matter  of  primary  importance  to  us  to  know 
what  is  the  law  that  governs  the  electromagnet  If  we  once 
know  the  relation  that  subsists  between  the  exciting  current 
and  the  magnetism  that  is  produced  by  it,  we  can  apply  this 
knowledge  to  the  design  of  dynamos :  for  such  knowledge 
will  enable  us  to  calculate  beforehand  the  size  of  field-magpiet 
and  the  number  and  gauge  of  coils  that  will  be  required  in 
a  dynamo  that  is  to  furnish  any  given  amount  of  electric 
energy.  It  will  be  necessary  first  to  define  the  terms  used ; 
then  we  shall  give  some  account  of  the  facts  and  of  the 
properties  of  iron  of  different  kinds  ;  next  will  follow  an 
account  of  the  various  algebraic  rules  that  have  been  sug- 
gested to  represent  approximately  the  law  of  the  electro- 
magnet ;  then  some  all-important  considerations  respecting 
the  magnetic  circuit  and  its  theory  ;  some  examples  and 
useful  rules  will  be  given  ;  and,  lastly,  the  various  forms  given 
to  field-magnets  will  be  discussed. 

Definitions  and  General  Properties} 

Intensity  of  Magnetic  Field. — We  have  seen  in  Chapter  II. 
that  every  magnet  is  surrounded  by  a  certain  "  field,"  within 
which  magnetic  force  is  observable.      We   may  completely 

'  The  paragraphs  which  follow  are  taken,  with  some  alterations  and  addi- 
tions, from  the  author's  Elementary  Lessons  on  EUetrkity  and  Magnetism  (edition 
of  1887). 
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specify  the  properties  of  the  field  at  any  point  by  measuring 
the  strength  and  the  direction  of  that  force — that  is,  by 
measuring  the  "  intensity  of  the  field'*  and  the  direction  of  the 
lines  of  force.  T/ie  "  intensity  of  the  field "  at  any  point  is 
nuasured  by  the  force  with  which  it  acts  on  a  unit  magnetic  pole 
placed  at  that  point  Hence,  unit  intensity  of  field  is  that 
intensity  of  field  which  acts  on  a  unit  pole  with  a  force  of  one 
dyne.  There  is  therefore  a  field  of  unit  intensity  at  a  point 
one  centimetre  distant  from  the  pole  of  a  magnet  of  unit 
strength.  Suppose  a  magnet  pole,  whose  strength  is  m^ 
placed  in  a  field  at  a  point  where  the  intensity  is  H,  then  the 
force  will  be  m  times  as  great  as  if  the  pole  were  of  unit 
strength,  and  the  amount  of  the  force  (in  dynes)  can  be  cal- 
culated by  simply  multiplying  together  the  strength  of  the 
ms^^etism  of  the  pole  and  the  intensity  of  the  field  ;  or, 

f  =mx  H. 

We  may  also  take  as  a  measure  of  the  intensity  of  the 
field  at  any  point  the  number  of  lines  of  force  that  pass 
through  a  square  centimetre  of  surface  placed  across  the  field 
at  that  point  It  follows  tltata  unit  magnetic  pole  will  have  ^ir 
lines  of  force  proceeding  from  it:  for  there  is  unit  field  at  unit 
distance  away,  or  one  line  of  force  per  square  centimetre ;  and 
there  are  ^.ir  square  centimetres  of  surface  on  a  sphere  of  unit 
radius  drawn  round  the  pole.  A  magnet,  whose  pole-strength 
is  m^  has  therefore  ^irm  lines  of  force  running  through  the 
steel,  and  diverging  at  its  pole. 

Intensity  of  Magnetisation:  Magnetic  Susceptibility  and 
Magnetic  Permeability.— V^Yi&[i  a  piece  of  magnetic  metal  is 
placed  in  a  magnetic  field,  some  of  the  lines  of  magnetic 
force  run  through  it  and  magnetise  it  The  intensity  of  its 
magnetisation  will  depend  upon  the  intensity  of  the  field  into 
which  it  is  put  and  upon  the  metal  itself  There  are  two  ways 
of  looking  at  the  matter,  each  of  which  has  its  advantages. 
We  may  think  of  the  magnetism  of  the  iron  or  other  metal  as 
something  resident  on  the  polar  surfaces,  and  expressed  there- 
fore in  units  of  magnetism :  this  is  the  old  way,  adopted  at  a 

U 
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time  when  magnetism  was  regarded  as  a  fluid  Or  we  may 
think  about  the  internal  condition  of  the  piece  of  metal,  and 
of  the  number  of  magnetic  lines  that  are  running  through  it 
and  emerging  from  it  into  the  surrounding  space.  This  is 
the  more  modem  way. 

The  fact  that  soft  iron  placed  in  the  magnetic  field  becomes 
highly  magnetic  may  then  be  expressed  in  the  following  two 
ways: — (i)  iron  when  placed  in  the  magnetic  field  develops 
strong  poles  on  its  end  surfaces,  being  highly  stisceptibU  to 
magnetisation  ;  (2)  when  iron  is  placed  in  the  magnetic  field, 
the  magnetic  lines  gather  themselves  up  and  run  in  greater 
quantities  through  the  space  now  occupied  by  iron,  for  iron  is 
very  permeable  to  the  lines  of  magnetic  induction,  being  a 
good  conductor  of  the  magnetic  lines.     Each  of  these  ideas 
may  be  rendered  exact  by  the  introduction  of  coeflficients  of 
susceptibility  and  of  permeability.     The  coefficient  of  magiU' 
tisation^  or  susceptibility ^  is  based  on  unit  of  pole  strength. 
Suppose  a  bar  magnet  to  have  m  units  of  mag^netism  on  each 
pole ;  then  if  the  length  between  its  poles  is  /,  the  product 
w  X  /  is  called  its  magnetic  moment^  and  the  ms^etic  moment 
divided  by  its  volume  is  called  its  intensity  of  magnetisation  ; 
this  term  being  intended,  though  based  on  surface-unit  of  pole 
strength,  to  convey  an  idea  as  to  the  internal  magnetic  state. 
Seeing  that  the  volume  of  a  bar  of  uniform  section  is  the 
product  of  sectional  area  into  length,  it  follows  that  if  any 
such  piece  of  iron  or  steel  of  uniform  section  had  its  surface 
magnetism  situated  on  its  ends  only,  its  intensity  of  magneti- 
sation   would  be  equal  to  the  strength  of  pole  divided  by 
the  area  of  end  surface.     Writing  I  for  the  intensity  of  mag- 
netisation we  should  have 

__  magnetic  moment      m  x  I      fn 
""  volume  "  s  X  I  "  s 

Now,  supposing  this  intensity  of  magnetisation  were  due 
to  the  iron  having  been  put  into  a  magnetic  field  of  intensity 
H,  we  find  that  the  ratio  between  the  resulting  intensity  of 
magnetisation  I  and  the  magnetising  force  H  producing  it  is 
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expressible  by  a  numerical  coefficient  of  magnetisation,  or 
oauftibUi^  k.    We  may  write : 

I  =>&H 

V 

or 

-^- 

This  may  be  looked  at  as  saying  that  for  every  magnetic 
Ime  in  the  field  there  will  be  k  units  of  magnetism  on  the 
snrfiice. 

In  magnetic  substances  such  as  iron,  steel,  nickel,  &c.,  the 
susceptibility  k  has  positive  values  ;  but  there  are  many  sub- 
stances such  as  bismuth^  copper,  mercury,  &c.,  which  possess 
feeble  negative  coefficients.    These  latter  are  termed  "  dia- 
magnetic  "  bodies,  and  are  repelled  by  the  poles  of  magnets. 
The  values  of  k  vary  very  much  in   iron,   not  only  in  the 
different  qualities  of  iron,  but  in  every  specimen  with  the 
stage  of  magnetisation.     When  a  piece  of  iron   has  become 
vdl  ms^etised  it  is  no  longer  as  susceptible  to  magneti- 
sation as  it  was  at  first ;  it  is  becoming  "  saturated/'    Barlow 
found  the  value  of  k  for  iron  to  be  32  •  8  ;  Thalcn  found  it  from 
321044;  Archibald  Smith,  80  to  90;  Stolctow,  21  to  174; 
Rowland  found  it  in  Norwegian  iron  to  go  as  high  as  366 ; 
£wing  found   thin  soft  iron  wires  go  up  to   1300  or  1400. 
Stolctow  showed  that  iron  in  a  weak  magnetic  field  showed  a 
Small  susceptibility,  which  greatly  increased   as  the   mag- 
netising force  in  the  field  was  strengthened,  but  again  fell  off 
^th  still  greater  forces  as  the  iron  got  saturated.     When  very 
**ltense  magnetising  forces  are  used,  so  that  the  intensity  of 
^^lagnetisation  is  very  great,  the  susceptibility  is  practically 
^educed  to  zero.     It  appears  that  the  maximum  intensity  of 
^magnetisation  that  can  be  given  to  iron  and  steel  is  about 
^500  (units,  per  square  centimetre  of  cross  section).    Accord- 
ing to  Rowland  the  maximum  for  cobalt  is  800,  for  nickel 
494*     Steel  does  not  retain  all  the  magnetisation  that  can  be 
temporarily  induced  in  it,  its  maximum  permanent  intensity 
being,  according  to  Weber  400,  according  to  von  Waltenhofen 
470^  according  to  Rowland  785,  according  to  Hopkinson  878. 

U  2 
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Sverett  has  calculated  (from  Gauss's  observations)  that  th 

ntcnsity  of  magnetisation  of  the  earth  is  only  0*0790,  or  onl 

TT^OlF  ^^  what  it  would  be  if  the  globe  were  wholly  iron.     I 

veak  magnetic  fields  the  susceptibility  of  nickel  exceeds  b 

ibout  five  times  that  of  iron ;  but  in  strong  fields  iron  is  mot — «< 

;usceptible. 

The  coefficient  of  magnetic  induction^  ox  permeability^  is  bas&r  <1 

m  the  lines  of  magnetic  induction.     The  number  of  magnetic 

ines  that  run  through  unit  area  of  cross  section,  at  any  poir^t, 

s  called  "  the  magnetic  induction  "  at  that  point ;  it  is  denot^^d 

)y  the  letter  B.     The  ratio  between  the  magnetic  inductici^n 

nd  the  magnetising  force  producing  it  is  expressed  by       a 

Lumerical  coefficient  of  induction,  or  permeability^  y^     \^^t 

herefore  write 

B  =  /iaH 
or 

B 

This  coefficient  it  always  positive  :  for  empty  space  it  is       i» 
or  air  it  is  practically  I  ;  for  magnetic  materials  it  is  great  ^sr 
han  I,  for  diamagnctic  materials  it  is  slightly  less  than        !• 
The  student  may  think  of  it  in  the  following  way :  Suppo 
certain  magnetising  force  to  act  in  a  certain  direction,  tiie- 
/ould   naturally  result   from  its  action   induction    along         * 
ertain  number  of  lines  of  induction  (or  so-called  lines       "^^ 
Dree),  and  in  a  vacuum  the  number  of  lines  would  numericall^Sy 
eprescnt  the  magnetising  force.     But  if  the  space  consider^^^ 
/ere  occupied   by  iron    the  same   magnetising  force  wou-^     ^^ 
tiduce  many  more  lines.     The  iron  has  a  sort  of  multiplyiir::^^? 
►ower  or  specific  inductive  capacity,  or  conductivity  for  i^0^^ 
nagnetic  lines.     This  permeability  is  easily  calculated  fru^^^ 
he  susceptibility.     It  was  shown  above  that  there   are  ^2^^ 
nagnetic  lines  proceeding  from  each  unit  of  pole  mag^etis^^^ 
lence  if,  as  shown  above,  each  line  of  force  of  the  magnetisitf^S 
ield  produces  k  units  of  magnetism  there  will  be  4irk  lii^-^^ 
dded  by  the  iron  to  each'i  line  in  the  field,  or  the  multiplyi^^^ 
)ower  of  the  iron  fi  is  equal  to  I  -f-  47ri.     It  follows  at  oi» 
hat  the  iron  examined  by  Barlow,  mentioned  above,  had 
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4e  value  of  /«^  its  permeability,  47r  x  32 '8  +  i,  or  413  ;  that 
ciamined  by  Thalen,  from  402  to  552  ;  Stoletow,  264  to  2186. 
Hie  hxX  is  that  not  only  do  the  magnetic  permeabilities  of 
different  kinds  of  iron  vary  enormously,  but  the  magnetic 
permeability  in  any  one  given  piece  of  iron  varies  under 
varing  amounts  of  magnetising  force.  The  values  of  the 
pcroieabilityy  like  those  of  susceptibility,  decrease  as  the 
Qaagnetisation  of  the  iron  gets  increased  towards  saturation. 
In  the  following  table  two  sets  of  values  are  given  from  the 
researches  of  Stoletow,  and  the  more  recent  ones  of  Bidwcll : — 


Observations  of  Stoletow. 


H 


0-43 
0-44 

3'20 

30*6 


21*5 

305 
174*0 

39*4 


924 

13-45 
556-6 

1206* 


275-6 
390-5 

2222' 
504-2 


B 


118 


iio*5 
171-8 


7"3* 
15427- 


Observations  of 

BiDWELL. 

3*9 

KI'O 

^H 

1           1899-I 

7390 

io'3 

891 

918 

1           1121*4          , 

II 550 

40' 

30-7 

1226 

386-4           ' 

15460 

1^: 

ii'9 

1370 

'50'7 

17330 

7-0 

1452 

b8'8 

18470 

427- 

3| 

1504 

45*3 

19330 
19820 

585- 

2*6 

1530 

;          33-9       1 

The  figures  in  the  first  column  (H)  may  be  regarded  as  the 
number  of  magnetic  lines  that  there  would  be  to  the  square 
centimetre  if  all  iron  were  removed,  whilst  the  figures  in  the 
^^A  column  (B)  give  the  number  which  the  same  magnetising 
force  would  create  if  the  space  were  filled  up  with  iron.  If 
the  figure  in  the  last  column  be  divided  by  the  figure  opposite 
*o  the  first  column  the  quotient  gives  the  multiplying  power 
^  the  iron  —  in  other  words,  its  magnetic  permeability  /i, 
*hich  is  set  down  in  the  fourth  column.  It  will  be  noticed 
^'"at  the  highest  value  obtained  by  Bidwell  for  the  induction 
®  is  19,82a  Other  experimenters  have  found  other  values. 
'Rowland  gives  16,600  for  wrought  iron.  Kapp  gfives  16,740 
^^'^  wrought  iron,  20,460  for  charcoal  iron  (sheet),  and  23,250 
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for  charcoal  iron  (wire).     Hopkinson  (see  p.  300)  gives  18,250 
for  wrought  iron,  and  19,840  for  mild  Whitworth  steeL 

It  appears  then  that  about  20,000  magnetic  lines  per  square 
centimetre  of  cross  section  is  the  utmost  to  which  the  induc- 
tion can  be  pushed  in  wrought  iron,  on  the  average.  This 
result  is  of  great  importance  in  the  designing  of  dynamos, 
as  will  appear  hereafter. 

According  to  Hopkinson  the  induction  B  for  cast  iron  is 
about  11,000,  in  a  field  H  of  220:  the  residual  induction 
being  about  5000.     In  a  field  of  240  the  induction  in  grey 
cast  iron  reached  10,783  ;  in  malleable  cast  iron,  12,408 ;  in 
mottled  cast'  iron,  10,546.     Bosanquet  finds  maximum  induc- 
tion B  for  charcoal  iron  and  wrought  iron  from  16,800  to  about 
19,000,  but  has  succeeded  in  magnetising  a  wrought-iron  bar 
so  that  the  induction  in  the  middle  bit  of  the  bar  reached 
29,388.     Professor  Ewing,  by  special  devices  for  producing  an 
enormous  magnetising  force,  has  driven  the  induction  in  Low- 
moor  wrought  iron  up  to  31,560  magnetic  lines  to  the  square 
centimetre,  the  permeability  being  reduced  to  about  3  ;  and 
still  more  recently  to  over  40,000  under  abnormal  circum- 
stances, the  permeability  being  reduced  below  2.     Steel  con- 
taining 12  per  cent  of  manganese  is  curiously  non-magnetic 
Hopkinson  found  its  maximum    induction    only    310.     The 
author  has  found  that  the  peculiar  "  mitis  "  metal,  which  is  a 
cast  iron  containing  a  small  percentage  of  aluminium  and  is 
wonderfully  malleable,  possesses  high  magnetic  powers,  and 
can  be  magnetised  up  to  13,000,  or  even  i3,S0a     It  should 
be  well  adapted  for  use  in  dynamo-machines. 

Curves  of  Magnetisation. 

In  every  electromagnet  we  have  to  deal  with  an  iron  core, 
which  is  magnetised  by  a  current  flowing  in  a  coil  around  it. 
Experiment  shows  that  the  magnetising  power  of  a  current  is 
proportional  not  only  to  the  strength  of  the  current  (that  is  to 
say  to  the  number  of  amperes),  but  also  to  the  number  of  turns 
in  the  coil  round  which  it  circulates  ;  for  it  is  found  that  the 
magnetising  power  of   I   ampere  flowing  10  times  round  is 
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exactly  equal  to  that  of  10  amperes  flowing  once  round,  or  to 
tliat  of  2  amperes  flowing  5  times  round.  The  number  of 
unpires  multiplied  by  the  number  of  turns  in  the  coil  is  called 
for  convenience  the  number  of  ampire-turns.  The  viagiictising 
power  of  the  circulating  current  is  proportional  to  the  nnviber  of 
amfHrg-tums} 

But  though  the  magnetising  force  is  thus  strictly  propor- 
tional to  the  amp^re-tums,  the  magnetism  produced  in  the 
iron  core  is  by  no  means  proportional  to  the  ampere-turns ; 
the  effect  is  not  proportional  to  the  cause  simply  because  the 
properties  of  the  iron  alter.  As  the  iron  gets  more  and  more 
monetised  it  gets  less  susceptible  to  further  magnetisation, 
less  permeable  toward  any  additional  mag^netic  line :  addi- 
tional amp&re^tums  produce  only  a  small  eflfect  when  the  iron 
core  is  getting  well  saturated  with  magnetism.  The  simplest 
way  to  study  this  set  of  facts  is  to  make  experiments  and  plot 
out  the  results  as  a  curve. 

The  apparatus  which  is  required  in  addition  to  the  electro- 
magnet comprises  the  following  pieces :  a  sufficiently  powerful 
battery ;  a  reliable  galvanometer  or  ampere-meter  to  measure 
the  strength  of  the  current ;  a  set  of  adjustable  resistances  to 
vary  the  current ;  and  a  tangent  magnetometer,  or  failing  this 
a  compass  with  a  short  needle  having  an  index  moving  over 
aicale  of  degrees  to  serve  as  a  magnetometer. 

Fig.  231  shows  in  what  manner  these  pieces  may  be 
arrai^d,  the  electromagnet  E  being  placed  either  due 
cast  or  due  west  (magnetically)  of  the  magnetometer,  and 
"end-on"  towards  it,  at  a  convenient  distance.  A  number 
of  observations  are  made  with  different  strengths  of  current, 

*  It  can  be  shown  mathematically  that  if  a  current  of  strength  i  (absolute 
CGiS^  nulls)  flows  in  a  coil  of  S  turns  around  the  iron  that  forms  part  of  a 
■^Knedc  circuit,  then  the  total  magnetising  power  of  this  circulating  current — 
^  is  to  saj,  its  total  power  to  drive  magnetic  lines  round  the  magnetic  circuit, 
^  ia  piedse  language,  the  line-integral  of  the  magneto-motive  forces — is  equal  to 
4*  S  i (see  the  author's  Elementary  Lessons  on  Electricity  and  Magnetism^  edition 
.  '^f  PP*  291  to  296).  If  the  strength  of  the  current  /  is  given  in  amperes 
l^aitead  of  C.  G.  S.  units),  the  value  must  be  divided  by  lo,  because  one  ampire 
**  only  the  tenth  part  of  the  absolute  C.  G.  S.  unit  of  current.  In  this  case  the 
force  will  be  equal  to  i  '2566  x  S  i. 
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and  the  corresponding  magnetic  forces  are  read  off  upon  the 
magnetometer.  For  each  particular  value  of  the  excitti^ 
current  there  will  correspond  a  certain  value  of  the  magnetic 
force.    These    may  be  plotted  out  in  a  graphic  diagram, 

Fig.  131. 


EXPEKIHENT  ON  Satukatioh  OF  Electrouagmkt. 


the  strength  of  the  current  being  plotted  out  horizontally 
and  the  magnetic  forces  vertically.  The  curve  will  tak^  in 
general,  the  form  shown  in  Fig.  232,  and  is  seen  to  consist  of 
two  parts — a  part  which  rises  at  a  more  or  less  steep  angle, 


Fic.  232. 
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and  which  for  some  distance  continues  nearly  straight  from 
the  origin,  and  another,  part  also  nearly  straight  but  inclined 
at  a  much  smaller  angle,  the  two  parts  being  joined  by  a 
curved  portion.    The  former  part  corresponds  to  the  state  of 
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things  when  the  iron  core  is  unsaturated,  the  latter  part  to 
the  state  when  the  iron  core  is  more  than  half  saturated  and 
the  curved  intermediate  portion  corresponding  to  the  inter- 
mediate state  when  the  iron  core  is  approaching  saturation. 
In  this  curve  two  effects  are  in  reality  simultaneously  blended : 
the  effect  of  the  magnetism  of  the  iron  core  and  the  effect  of 
the  magnetic  action  of  the  coils  through  which  the  current  is 
flowing.  It  is  possible  to  separate  these  effects ;  for  if  the 
iron  core  be  removed,  and  the  magnetic  effect  of  the  coils 
alone  be  observed,  a  new  set  of  data  are  obtained  which 
when  plotted  out  will  yield  the  gently  sloping  line  OB, 
From  this  line  two  conclusions  may  be  drawn.  It  slopes  at 
a  small  angle,  for  (i)  the  magnetic  effect  of  the  coils  is  small 
compared  with  that  of  the  iron  core.  It  is  quite  straight,  for 
(2)  the  magnetic  effect  of  the  current  in  the  coil  is  exactly 
proportional  to  the  strength  of  the  current  in  the  coil.  Having 
thus  found  what  part  of  the  whole  effect  is  due  to  the  current 
in  the  coil  alone,  we  can  find  what  part  is  due  to  the  core  alone* 
For  if  we  subtract  from  the  heights  of  the  points  on  the  curve 
O  A  the  heights  of  the  corresponding  points  on  the  line  O  B, 
we  shall  get  the  curve  O  C  which  will  represent  the  effect 
due  to  the  iron  core  alone.  It  will  be  noticed  that  in  this 
curve  the  second  part  rises  very  slowly:  in  other  words, 
the  core  when  once  saturated  is  much  less  susceptible  to 
any  additional  magnetisation.  The  subsequent  rise  of  the 
curve  O  A  after  attaining  the  diacritical  point  of  semi-satura- 
tion S,*  is  very  slow*  It  practically  requires  an  infinite  current 
to  double  the  magnetism  from  that  point. 

The  curve  O  C  tells  us,  then,  in  a  graphic  way,  the  state  of 
saturation  of  the  core  when  magnetised  by  currents  of  different 
strengths ;  whilst  the  curve  O  A  gives  us  a  graphic  representa- 
tion of  the  total  magnetic  effect  due  to  currents  of  various 
strengths. 

It  is  possible  to  obtain  the  curve  for  the  effect  due  to  the 
core  alone  by  a  direct  process,  by  introducing  between  the 
electromagnet  and  the  magnetometer  a  compensating  coil  to 

*  The  meaning  of  the  diacritical  point  on  the  curve  of  magnetisation  is 
explaiiied  on  p.  507. 
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balance  exactly  that   part  of  the   total  effect  which 
to  the  direct  magnetic  action  of  the  coils.     Arrangt 
of  this   kind    have  indeed   been  made  by  Weber    a 
Hughes. 

But  in  an  actual  dynamo  machine  we  do  not  want  tc 
what  part  of  the  effect  is  due  separately  to  the  core,  b 
the  field  produced  by  the  field-magnets  is  due  to  core  ar 
acting  together.  Moreover,  in  the  actual  dynamo  tl 
portant  thing  to  be  considered  in  the  magnetisation 
field-magnets  is  not  the  strength  of  the  exciting  curre 
the  product  of  that  strength  into  the  number  of  turns  < 
in  the  coiL  The  important  thing  to  know,  in  consi 
the  saturation  or  otherwise  of  the  field-magnets,  is 
fore  the  number  of  ampere-turns  rather  than  the  num 
amperes. 

The  following  set  of  experiments,  made  with  a 
exactly  500  turns  on  an  iron  core  10  centimetres  loi 
I  centimetre  in  diameter,  illustrate  the  matter.     The 
in  the  column  marked  N  are  the  resulting  numbers 
magnetic  lines  as  calculated  from  the  deflexions  prodi 
a  magnetometer : — 


Amperes. 

Ampiire>  turns. 

Magnetic  lines. 

• 

1 

Si 

N 

O'OO 

0 

39 

0'22 

1 10 

368 

039 

195 

576 

o-o8 

490 

1383 

133 

665 

1778 

3-65 

1825 

5242 

4-6 

2300 

6326 

92 

4600 

8363 

9*4 

4700 

8474 

The  above  values  when  plotted  out  give  a  saturatior 
like  Fig.  232. 

It  will  be  noticed  that  the  iron  core  possessed  a 
residual  magnetism,  for  even  with  no  current  in  the  coi 
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vas  a  small  magnetic  moment.  Whenever  there  is  residual 
oagnetism,  the  curve  will  start  from  a  point  above  the  origin 
(^  not  from  the  origin  itself. 

The  method  illustrated  in  Fig.  231,  where  the  electromagnet 
---a  bar  in  form — acts  on  a  magnetometer  at  a  distance,  is  not 
^I^'cable  in  cases  where  (as  in  all  well-designed  dynamos) 
the  electromagnet  forms  part  of  a  closed,  or  nearly  closed 
niagnetic  circuit  In  such  cases  a  second  method  of  measuring 
the  magnetism  must  be  resorted  to,  namely,  the  induction 
method.  A  small  coil  of  wire  in  circuit  with  a  suitable  gal- 
vanometer is  placed  over  the  electromagnet  at  some  suitable 
pofat;  if  this  coil  is  suddenly  removed  from  the  magnetic 
circuit  there  will  be  a  momentary  induction  current,  propor- 

FiG.  233. 


&nal  to  the  number  of  magnetic  lines  that  traversed  the  coil ; 

kcnce  the  first  swing  of  the  galvanometer  needle  is  a  measure 

of  the  magnetism.     A  third  and  somewhat  similar  method 

consists  in  leaving  the  measuring  coil  in  situ,  while  the  mag- 

'^m  of  the  iron  is  reversed  by  reversing  the  current  in  the 

^ting  coil.     This  is  the  method   followed  by  Stoletow, 

Rowland,  and  Bosanquet.     Fig.  233  illustrates  this  method  of 

'^'vestigation.    The  iron  to  be  examined  is  made  in  the  form 

faring.  Around  this  are  wound  two  coils— one  to  magnetise 

^^  iron ;  the  other,  usually  consisting  of  a  few  turns,  is  for 

"Measuring  the  magnetic  induction.    A  variable  resistance  R 

^  inserted  in  the  battery-circuit  along  with  an  ampere-meter 

A,  so  that  various  strengths  of  magnetising  current  may  be 

used.    B  G  is  a  ballistic  galvanometer,  and  K  is  the  switch 

for  suddenly  reversing  the  exciting  current. 
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In  Fig.  234  are  given  curves  of  magnetisation  for  annealed 
wrought  iron^  obtained  by  the  second  method  of  experiment- 
ing by  Dr.  J.  Hopkinson.*  The  black  line  shows  the  relation 
between  the  intensity  of  the  magnetising  force  H  and  the 
induction  B  during  the  process  of  increasing  the  magnetising 


Fig.  234. 


MAGNETIZING      FORCE 


ISO 


force  from  zero  to  about  220 ;  and  the  light  line  shows  the 
same  relation  during  the  process  of  decreasing  the  magnetising 
force  to  zero  and  then  reversing  it  so  as  to  remove  the 
residual  magnetic  induction.  Fig.  235  gives  similar  curves 
for  a  sample  of  grey  cast  iro?t  such  as  is  used  by  Messrs. 
Mather  and  Piatt  in  building  parts  of  dynamo  machines. 

'  Hopkinson,  in  Phil,  Trans,^  i885»  pt  ii.  p.  455. 
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Eveiy  sample  of  iron  will  show,  on  being  tested,  a  similar 
set  of  facts  which  can  be  plotted  down  as  a  curve  that  is 
cJiaracteristic  of  the  relation  in  question  ;  but  the  curves  for 
cast  iron  and  steel  always  lie  lower  than  those  for  wrought  iron. 
Moreover,  it  will  usually  be  noticed  that  when  a  fresh  piece  of 
iion  or  steel  is  subjected  to  a  gradually  increasing  magnetising 
force,  the  lowest  part  of  the  curve  presents  near  its  origin  a 
small  concavity  (see  Fig.  234),  showing  that  there  is  a  certain 
stage  where  under  small  magnetising  forces  the  permeability 


11  greater  than  at  the  initial  stage.  This  concavity  is  more 
povnounced  in  the  case  of  hard  iron  and  of  steel  than  in  the 
case  of  Soft  iron.  But  the  curves  differ  in  detail  even  in 
diifereot  specimens  of  the  same  sort  of  iron.  In  designing 
dynamos  it  is  convenient  to  keep  for  reference  a  series  of 
curves  such  as  Figs.  234  and  235,  made  by  careful  observation 

on   samples  of  the  same  iron  as  it  is  intended   to  use   in 

constnictioiL 

As  we  shall  require  to  refer  again  to  these  curves  when 

dealing  with  calculations  of  the  magnetic  circuit,  we  may  give 
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in  brief  tabular  form  the  values  of  B  and  H  corresponding  to 
the  above  curves  : — 

Observations  of  Hopkinson. 


Annealed  Wrought  Iron. 

Grey  Cast  Iron.                   1 

B 

H 

M 

B 

H 

M 

5,000 

2 

3.«x> 

4,000 

5 

800 

9,000 

4 

2,250 

SfOOO 

10 

500 

10,000 

5 

2,000 

6,000 

21-5 

279 

11,000 

^'5 

1,692 

7,000 

42 

133 

12,000 

8-5 

1,412 

8,000 

80 

100 

13,000 

12 

1,083 

9,000 

127 

71 

14.000 

17 

823 

10,000 

188 

53 

15,000 

28-5 

526 

11,000 

292 

37 

16,000 

52 

308 

17,000 

105 

161 

18,000 

200 

90 

19,000 

350 

54 

The  values  of  B  here  taken  are  the  mean  values  between 
those  found  ^  with  ascending  and  descending  magnetisations. 
The  values  of  fi  are  got  by  dividing  B  by  H.  In  order  the 
better  to  observe  how  the  permeability  ^  diminishes  as  the 
induction  is  carried  toward  saturation,  we  may  examine 
Fig.  236,  in  which  the  values  of  fi  are  plotted  out  vertically,  and 
those  of  B  horizontally.  To  the  curves  relating  to  Hopkinson's 
results  is  added  a  curve  which  refers  to  Bidwell's  results  on 
p.  293.  It  will  be  noted  that  in  the  case  of  the  annealed 
wrought  iron,  between  the  values  of  7000  and  16,000  the  values 
of  fi  lie  almost  on  a  straight  line,  and  might  be  calculated 
from  the  equation  3-5  X  ^  =  17,000  —  B. 


2.  FormulaB  tused  for  Electromagnets. 

Many  suggestions  have  been  made  for  equations  connecting 
the  strength  of  an  electromagnet,  or  its  magnetic  moment^ 
with  the  strength  of  the  current  which  excites  it  Most  of 
these  are  purely  empirical.     Only  those  of  Weber  and  of 

*  Hopkinson*s  paper  unfortunately  gives  no  tabular  values,  only  the  cairei^ 
from  which  these  numbers  have  been  measured  off  with  as  much  precision  as  such 
a  method  allows. 


J^ormuia  of  EUclromagtiets. 
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Lamont  are  based  upon  abstract  theories  of  magnetism,  and 
Weber's  does  not  represent  the  actual  facts  so  satisfactorily  as 
some  of  the  other  arbitrary  formulx.  Space  only  admits  of 
very  brief  enumeration  of  the  various  suggestions  ;  but  as  it 
is  most  important  to  be  able  to  calculate  from  the  dimensions 
of  an  electromagnet  the  amount  of  magnetism  that  will  be 


Fig.  336. 
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is  simply  proportional  to  the  strength  of  the  current  and  to  the 
number  of  turns  of  wire  in  the  coil.     This  may  be  written  as : 

where  %  is  the  strength  of  the  current,  S  the  number  of  turns  in  the 
coil,  k  a  constant  depending  on  shape  and  quality  of  iron,  and  m  the 
strength  of  the  pole.  Joule  (1839)  showed  this  rule  to  be  incorrect, 
and  that  as  the  iron  became  saturated,  m  ceased  to  be  proportional 
to  S  i. 

2.  MiiUei^s  Formula, — Miiller  ^  gave  the  formula 

Si  =  Ai/ttan    ^ 


B//^ 


in  which  %  is  the  strength  of  the  current,  d  the  diameter  of  the  iron 

core,  m  the  strength  of  the  pole  produced  in  the  core,  and  A  and  B 

constants.     The  equation  may  be  transformed  into  the  more  useful 

form — 

Si 


m  =  B^tan-* 


Kdk 


3.  Von  Waltenhofais  Formula. — Muller's  formula  introduced'into 
the  expression  the  diameter  of  the  core.  Von  Waltenhofen  has  re- 
written the  formula  to  make  it  apply  to  the  case  where  the  weight  of 
the  core  is  given.  In  this  formula  g  is  the  weight  in  grammes  and  a 
and  ^  constants.  M  is  now  the  magnetic  moment  of  the  core,  and 
X  the  magnetic  moment  of  the  coil 

M  =  /3^tan-*-^.. 

From  this  equation  it  follows  that,  when  x  is  indefinitely  great,*  the 
magnetic  moment  of  the  saturated  bar  is  proportional  to  its  weight 
Similar  formulae  of  the  general  form 

-^^  r  ,Sl 

M  =  ^  .  tan-^  — 

a 

have  been  used  by  Dub,  Cazin,  and  Breguet,  but  they  are  only 
varieties  of  Miiller*s  equation.  The  defect  of  all  these  "  arc-tangent" 
formulae  is,  that  they  lend  themselves  so  littie  convenientiy  to  use  in 
the  equations  of  dynamos.     Moreover,  they  do  not  accord  with  the 

^  See  Wiedemann's  Die  Lehre  von  der  Elektricitdt^  vol.  iiL  p.  414 ;    also  see 
MiiUer-Ponillet's  Lehrbuch   der  Physik,  vol  iii.  p.  482  (ed.  1881);  and  S.  P 
Thompson's  Electricity  and  Magfietism^  art  33a 
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of  Lenz,  Jacobi,  Scoresby,  Stuxgeon,  and  hundreds  of 
odien^  that  for  small  values  of  the  magnetising  current  the  magnetism 
evoiced  is  verj  exactly  proportional  to  the  strength  of  the  current. 
In  the  saturation  curve,  such  as  is  drawn  in  Fig.  232,  p.  296,  the  first 
put  of  the  curve  is  for  a  long  way  nearly  straight  But  if  this  "  arc- 
taqgent"  rule  were  true,  this  portion  of  the  curve  would  be  very 
decidedly  convex. 

4.  Kapfs  Formula, — Kapp  has  also  proposed  to  employ  a  tangent 
fimnla  in  calculating  the  magnetic  resistance  of  iron  cores ;  it  is  that 
taking  Z  as  the  maximum  number  of  lines  which  could  be  forced 
throagh  the  iron  core  with  an  unlimited  magnetising  power,  and  z  as 
Ae  actual  number  forced  through,  and  writing  o-  for  5  -r  Z,  then  the 
magnetic  resistance  at  any  stage  can  be  found  by  taking  the  initial 
Rsstance  and  multiplying  it  by  the  function, 

IT 

tan-<r 

2 

It 

—  (T 

2 

This  gives  us  the  formula  of  the  electromagnet,  using  r  as  a 
GODitant: 

IT 
—  (T 

M  =  rSi-^ 1 

tan  -  cr 

2 

'hich,  since  M  is  proportional  to  s,  is  capable  of  being  reduced  to 
Unllefs  formula. 

5.  WAa^s  Formula, — ^Weber's  formula  ^  is  framed  on  the  supposi- 
tion that  in  every  unit  of  volume  of  the  iron  there  exist  n  molecules, 
eadi  of  magnetic  moment  m ;  so  that  the  magnetic  moment  of  unit 
'ohune  (which  numerically  equals  the  intensity  of  magnetism),  if  all 
^^  set  with  axis  parallel,  would  be  I  =  »« «.  It  also  supposes  that 
*^  molecule  is  set  in  a  certain  arbitrary  direction,  and  tends  to 
'•Oiain  there,  under  the  coercion  of  a  molecular  force,  the  value  of 
*^^  is  called  D.    If  X,  the  magnetising  force,  act  on  a  molecule  at 

^  angle  ir,  the  effective  magnetic  moment  of  that  molecule  will 

"^come 

,         /  X  +  D  cos  f/  \ 

"  =*Ud»  +  X'  +  2DXcos«  "  ~'  "> 

^^BJAirodynawdxhi  MaashesHmmMngen^  p.  572,  where  a  saturation  curve  is 
/^  given  ;  lee  also  Maxwell,  Electricity  and  Magnetism  (2nd  edition),  vol.  ii. 
^  T^b  for  a  discuBon  of  Weber's  theoiy. 

X 
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This  formula  was  duly  integrated  and  developed  by  W< 
Maxwell  has  reduced  it  to  simpler  forms  for  particular  cases,  ace 
ing  to  the  relative  magnitudes  of  X  and  D.  In  the  equation 
stands  for  magnetic  moment  per  unit  volume. 

When  X  is  less  than  D, 

When  X  equals  D, 

I=««(x-i); 
When  X  is  greater  than  D, 

3 

When  X  is  infinitely  great, 

I  =  m/2. 


I  =  «,«(i--^g); 


Maxwell  gives  the  results  of  these  formulae  in  curves,  which  ; 
fail  to  agree  with  the  observed  facts. 

6.  FrolicKs  Formula, — Frolich  *  used  an  interpolation  formul 
express  the  effective  magnetism  M  of  a  dynamo-machine  in  term 
the  current  /,  and  of  a  set  of  arbitrary  constants,  a^  b^  and  c 
most  complete  form  was — 

a  +  at  +  cr 
Finding  the  term  in  P  unnecessary,  he  adopted  the  simpler  fo 

a  -i-  at 

Here  d  equals  the  reciprocal  of  the  maximum  value  of  M ;  as  wfl 
seen  by  assigning  to  /  any  very  large  value. 

A  very  similar  formula  had  been  used  twenty-five  years  previo 
by  Robinson*  to  express  the  lifting  power  of  electromagi 
Similar  formulae  have  been  used  by  Lamont,  Oberbeck,  •  Fromi 
Deprez,  Clausius,  Ayrton  and  Perry,  and  by  Riicker.  The  advani 
of  the  formula  is  its  adaptability  to  use  in  other  equations.  A  m 
fication  of  it  was  used  by  the  author  in  the  former  editions  of 

*  Frolich,  Elekirotecktiische  Zeitschrift^  pp.  90,  139,  170,  1881 ;  and  p 
1882. 

'  Robinson,  Trans,  Roy,  Irish  Academy^  vol.  xxii.  p,  i,  1835. 

•  Oberbeck,  Pogg,  Ann.^  cxxxv.  pp.  74-98,  1868. 
4  Fromme,  Pogg,  Ann.,  dv.  p.  305,  1875. 
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tx»k  for  expressing  the  intensity  of  the  field  due  to  the  electro* 
BygDe^Tiz,: — 

I  +  <rSl 

vkre  G  is  a  coefficient  depending  only  on  the  geometrical  form  of 
fte  magnet  and  the  position  of  the  place  where  H  is  measured,  k  the 
coefficient  of  initial  magnetic  permeability  of  the  core,  o-  the  satura- 
tion coefiident,  and  S  the  number  of  turns  in  the  coil.  In  fact,  the 
ntlxff  found  it  necessary  to  introduce  amp&re-turns  instead  of 
ttnpires  into  the  equation,  because  in  compound-wound  dynamos 
tbe  magnetising  power  is  partly  due  to  the  main  current  flowing  a 
far  times  round  tiie  core,  and  partly  to  a  weak  shunt  current  flowing 
nanj  times  round  the  core.  The  author  also  investigated  the  mean- 
ing of  the  "  saturation-coeflicient "  o-,  and  found  that  it  was  the 
icqtrocal  of  that  number  of  amp^re-tums  which  would  reduce  the 
magnetic  permeability  to  half  its  initial  value,  or  in  other  words,  it 
wi  the  reciprocal  of  that  number  of  ampfere-tums  which  would  bring 
op  tiie  magnetism  to  half  its  highest  possible  value,  /.  e,  to  half- 
tttoration.  This  number  of  amp^re-tums  he  named  the  diacritical 
mmiber;  and  the  current  producing  half-saturation  he  called  the 
AaHicai  current  Dr.  Frolich  has  independently  made  use  of  this 
conception,  and  has  applied  it  to  simplify  the  formula  of  the  electro- 
magnet The  argument  is  his ;  the  notation  here  used  is,  however, 
the  antfaor's.    Writing  (S  f)'  for  the  diacritical  number  of  amp&re- 

toa,  we  have  (S  /)'=—•    Then  suppose  we  use  the  formula  (giving 

fc  appropriate  value  to  G),  to  express  not  the  average  strength  of  the 

Wdjbut  the  total  number  N  of  magnetic  lines  evoked  in  the  magnet, 

?c  nay  write 

GkSi  Gk        Si 

N  =  — i — ^-T  =  —  • ; 

l+<rSi  <r      J^s/ 

(T 

^  pntting  for  the  maximum  value  of  N  at  saturation, 

**have 

S« 

N  =  N 


S  /  +  (S  i)' 
.     But,  further,  if  S  is  knowo,  then  we  may  cancel  it  out  and  write 


N  =  N^,; 


X    2 
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where  {  is  the  diacritical  or  half-saturating  current  This  very  simple 
equation  is  approximately  true  for  every  electromagnet  excited  by  a 
single  current  Two  observations  made  on  any  electromagnet  will 
suffice  to  determine  the  two  constants  N  and  i\  Further,  if  r  be  the 
resistance  of  the  magnetising  coil,  since  ir  —  e  (the  potential  required 
to  send  the  current  /  through  the  coil),  we  may  obviously  write  the 
equation 

N  =  N  -^J 

where  ^  is  the  diacritical  difference  of  potential,  namely  that  differ- 
ence of  potential  which,  applied  to  the  coil  having  resistance  r  and 
convolutions  S,  will  half-saturate  the  core.  This  last  form  is  most 
convenient  when  calculations  are  to  be  made  about  shunt-d3mam0S| 
whilst  the  one  preceding  it  is  the  more  useful  for  series  dynamos. 

7.  Sohncke's  Formula, — Professor  Sohncke*  has  lately  proposed 
an  exponential  formula  which  expresses  the  facts  very  accurately : 
though  it  is  not  so  convenient  as  the  preceding.    It  is 

M  =  i|-€-^'. 
a 

8.  Lamonts  Formula. — Lamont  deduces*  a  formula  of  great 
value  from  certain  theoretical  considerations  which  are  of  special  sig- 
nificance. He  assumes  that  for  every  bar  there  is  a  certain  maximum 
of  magnetisation  to  which  it  would  attain  only  under  the  influence  of 
an  infinitely  great  magnetising  force ;  and  that  the  permeability  of 
the  bar  is  at  every  stage  of  the  magnetisation  proportional  to  the 
difference  between  the  actual  magnetisation  and  the  possible  maxi- 
mum magnetisation.  This  is,  in  other  words,  as  if  in  every  bar  there 
were  room  for  only  a  certain  limited  number  of  magnetic  lines  of 
force,  and  that  when  any  lesser  number  have  been  induced  in  it,  the 
susceptibility  of  the  bar  to  the  introduction  of  additional  lines  is 
proportional  to  the  room  yet  left  for  them  in  the  bar.  A  very 
similar  hypothesis  has  lately  been  put  forward  by  Mr.  R.  H.  M. 
Bosanquet^  Lamont's  theory  may  be  expressed  as  follows.  Let 
the  magnetism  present  at  any  stage  be  called  w,  and  let  the  maximum 
magnetism  be  called  M.     Then  the  amount  of  magnetism  which  the 

bar  can  still  take  up  is  M  —  /« ;  and  the  permeability  --i —  is  pro- 

*  EhktroUchnische  Zeitschrift^  April  1883,  p.  l6a 

'  Lamont,  Ilandbuch  des  MagnetUmtis^  1 867,  p.  41. 

•  Philosophical  Magazine^  S.  v.  vol.  xix.  p.  85,  Feb.  1 885.    See  also  Bosanquet, 
in  Electrician^  Feb.  14,  1885. 
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portioiial  to  M  —  m;  Here  x  may  be  understood  as  the  number  of 
ampfcre-tums  (or  S  i),  in  the  exciting  current ;  and  we  may  write 

where  i  is  a  constant  dependmg  on  the  units  employed.    This  equa* 
tioQ  we  may  arrange  as 

M  —  »i 
and,  integrating 

log.  (M- w)  =  -  kx'\'C\ 
or, 

M-/W  =  A€-*'; 

ihere  A  is  a  constant  of  integration.     But  when  x  =^  o^m  =  o  also ; 
benoe  A  s  M,  giving  us  the  formula 

«  =  M(i  -  €-*0- 

This  formula  is  probably  much  more  nearly  true  for  soft-iron  elcctro- 
Dttgnets  than  any  of  the  preceding. 

Lamont  further  points  out  that  this  expression  may  be  expanded 
in  temis  containing  ascending  powers  of  ^  .¥  as 

(I -\ &c.  .  .  .  ). 
I'2          I'2'3  / 

If  the  magnetising  force  x  is  small,  we  may  neglect  all  terms 
after  the  first ;  which  virtually  reduces  the  formula  to  that  of  Lenz 
and  Jacobi,  the  magnetism  being  simply  proportional  to  the  ampbre- 
turns.  Lamont  also  points  out  that  a  first  approximation  to  the 
fozinula  above  is  given  by  an  expression  of  the  form 

Ukx 

I  '\'  kx 

which  is  identical  with  the  formulas  of  Fromme,  Oberbeck,  Frolich, 
and  Clausius.  This  formula,  as  Bosanquet  observes,  can  be  derived 
by  taking  mjx^  instead  oi  dmjdx^  as  proportional  to  M  —  m. 

None  of  these  formulas  account  for  the  phenomenon  alluded  to 
on  pu  301  as  being  observed  in  the  magnetisation  of  many  pieces  of 
iron  and  steel  (and  especially  in  closed  rings  of  iron  and  steel), 
namely,  that  there  is  an  apparent  increase  in  the  permeability  after 
a  certain  early  stage  in  the  magnetisation  has  been  reached  Lenz 
first  noticed  this  in  i854«  Wiedemann,  Dub,  Stoletow,  Rowland, 
Chwolson,  Bosanquet,  and  Siemens  have  all  investigated  the  matter ; 
iRowland,  Bosanquet,  and  Ewing  in  particular  having  given  careful 


m  s  'h/ikx 
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numerical  determinations  of  the  variations  of  permeability  under 
varying  degrees  of  ascending  magnetisation.     The  researches  di 
Chwolson    and    of   Siemens    seem,   however,    to    show    that   the 
apparent    increase  of   the    permeability  is    due   to    the  want  oi 
homogeneity  in  the  iron,  and  to  the  presence  of  a  certain  pra 


portion  of  particles  having  the  properties  of  hard  steel  an' 
requiring  a  certain  minimum  of  magnetising  force  to  be  applied  b 
fore  they  become  sensibly  magnetised,  there  being  an  apparet^* 
more  rapid  growth  of  the  magnetism  when  this  stage  is  reachc<3- 
According  to  this  view  the  permeabihty  due  to  temporary  magnetis^^^ 
begins  by  being  a  maximum,  and  diminishes  as  the  magnetising  for^^ 
is  increased ;  whilst  the  permeability  due  to  permanent  magneti^^"^ 
is  zero  at  first  and  until  a  certain  stage,  when  it  rises  rapidly  to  ^ 
maximum  of  its  own,  and  thereafter  dies  gradually  away.  Tlm-^ 
which  Stoletow,  Rowland,  and  Bosanquet  have  measured  with 
much  care,  is  the  sum  of  these  two  effects.  Siemens  makes 
valuable  remark  that  the  harder  the  piece  of  iron  or  steel,  the  lat^^^ 
is  the  stage  at  which  this  apparent  maximum  of  magnetic  perme^^* 
bility  is  observed. 

The  result  of  this  superposition  of  effects  in  the  dynamo  machin. 
is  that  when  the  "  characteristic  "  is  taken  with  ascending  strengths 
current^  there  may  be  observed — and  this  is  not  marked,  save 
dynamos  in  which  the  iron  constitutes  very  nearly  a  closed  circuit  o; 
itself — a  concavity  in  the  first  part  of  the  characteristic,  which, 
explained  on  p.  296,  is  usually  taken  as  an  oblique  straight  line 
But  if  the  characteristic  is  taken  with  descending  strengths  of  current 
no  such  concavity  is  observed,  the  magnetism  of  the  field-magnets 
and  also  the  electromotive-force,  having  values  considerably  higher, 
for  the  same  value  of  exciting  current,  than  in  the  ascending  curve.^ 
The  presence  of  permanent  magnetism  in  the  core  is  therefore  detri — 
mental  to  the  steadiness  of  the  field.     Even  with  the  softest  Swedish 
iron,  differences  may  be  observed  in  the  electromotive-force,  with 
the  same  speed  and  same  exciting  current,  before  and  after  the 
exciting  current  has  been  increased  to  a  high   degree.    For  this 
reason  the  approximate  formula  known  as  Frolich's  is  probably  quite 
as  near  to  the  truth  as  the  more  perfect  formula  of  Lamont.    Neither 
of  them  take  into  account  the  presence  of  the  apparent  increase  in 
permeability  or  the  retardation  of  the  apparent  maximum  in  cores 
having  greater  coercitivity.     For  further  information  on  the  differ- 
tnces  between  the  ascending  and  descending  curves  of  magnetism, 
he  reader  is  referred  to  the  researches  of  Warburg,  Ewing,  and 
Hopkinson. 
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Most  of  the  formulae  set  forth  above  are  not  entirely  satisfactory, 
because  they  involve  the  determination  of  constants  upon  the  actual 
electromagnet  after  it  has  been  built  For  example,  the  valuable 
approximate  formula  of  Frolich  on  p.  307  (bottom)  cannot  be  directly 

applied  until  one  has  ascertained  the  values  of  N  and  A  Some  have 
thought  this  a  fatal  objection  to  the  use  of  these  simple  formulae ;  but 
this  objection  is  no  longer  valid,  since  it  is  shown  on  p.  409  how  these 
two  constants  can  be  predetermined.  A  formula  is  required  by  the 
aid  of  which  an  engineer  can  calculate  from  the  known  properties  of 
iron  and  from  the  dimensions  of  the  various  parts  the  actual  number 
of  magnetic  lines  that  it  will  furnish  when  excited  by  a  known  cur- 
rent ;  or  by  which,  vice  versA^  when  the  number  of  magnetic  lines  that 
are  required  is  known,  he  may  be  able  to  calculate  the  dimensions 
of  the  various  parts  that  will  give  the  desired  result  The  considera- 
tion of  the  principle  of  the  magnetic  circuit  has  been  found  to  furnish 
the  formulae  that  were  desired. 


8.  The  Magnetic  Circuit. 

The  most  important  recent  step  in  the  treatment  of  dynamo 
problems  has  been  the  use  of  the  conception  of  the  magnetic 
circuit  The  principle  is  briefly  as  follows :  that  a  minimum 
expenditure  of  magnetisifig  power,  will  give  a  maximum  of 
effective  magnetism  when  the  iron  parts  of  the  dynamo^  the  cores 
of  the  field-magnetSf  the  yoke,  the  pole-pieces  afid  the  core  of  the 
.armature  are  so  disposed  that  they  constitute  together  a  mag- 
ftetic  circuit  having  a  minimum  magnetic  resistance. 

It  IS  no  novelty  to  regard  the  magnetism  of  a  magnet  as 
something  that  traverses  or  circulates  around  a  definite  path, 
flowing  more  freely  through  such  substances  as  iron,  than 
through  other  relatively  non-magnetic  materials.  Analogies 
l)etween  the  flow  of  electricity  in  an  electrically-conducting 
circuit,  and  the  passage  of  magjnetic  lines  of  force  through 
circuits  possessing  magnetic  conductivity  are  to  be  found 
abundantly  in  the  literature  of  the  science.  So  far  back  as 
1 82 1,  Gumming*  experimented  on  magnetic  conductivity. 
The  idea  of  a  magnetic  circuit  was  more  or  less  familar  to 

*  Camb,  Phil,  Trans,,  April  2,  1 821. 
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Ritchie,*  Sturgeon, »  Dove,'  Dub,*  and  De  la  Rive,*  the 
last-named  of  whom   explicitly  uses  the  phrase  ''a  closed 
magnetic  circuit."    Joule  •  found  the  maximum  power  of  an 
electromagnet  to  be  proportional  to  "  the  least  sectional  area 
of  the  entire  magjnetic  circuit,"  and  he  considered  the  resist- 
ance to  induction  as  proportional  to  the  leng^th  of  the  mag- 
netic circuit.    Faraday '  considered  that  he  had  proved  that 
each  magnetic  line  of  force  constitutes  a  closed  curve ;  that 
the  path  of   these    closed    curves    depended   on  the  ms^- 
netic  conductivity  of  the  masses  disposed  in  proximity ;  that 
the  lines  of  magnetic  force  were  strictly  analogous  to  the  lines 
of  electric  flow  in  an  electric  circuit.     He  spoke  of  a  magnet 
surrounded  by  air  being  like  unto  a  voltaic  battery  immersed 
in  water  or  other  electrolyte.    He  even  saw  the  existence  of 
a  power,  analogous  to  that  of  electromotive-force  in  electric 
circuits,  though  the  name  magneto-motive  force  is  of  more 
recent  origin.    The  same  idea  is  more  or  less  implicitly 
recognised  in  the  latter  half  of  the  magnetic  papers  in  Sir 
William  Thomson's  collected  volume  on  Electrostatics  and 
Magnetism.    The  notion  of  magnetic  conductivity  is  to  be 
found  in  Maxwell's  great  treatise  (Vol.  II.  p.  51),  but  is  only 
briefly  mentioned.      Rowland®  in    1873   expressly  adopted 
the  reasoning  and  language  of  Faraday's   method   in  the 
working  out  of  some  new  results  on  magnetic  permeability, 
and  pointed  out  that  the  flow  of  magnetic  lines  of  force 
through  a  bar  could  be  subjected  to  exact  calculation  ;  the 
elementary  law,  he  says,   "is  similar  to  the  law  of  Ohm." 
Writing  R  for  the  "  resistance  to  lines  of  force,"  M  for  "  mag- 

'  Phil,  Majr.^  series  iii.,  voL  iii.,  p.  122. 

•  Ann.  of  EUetr,,  xii.,  p.  217. 

•  Fogg.  Ann.,  xxix.,  p.  462,  1833.    See  also  Pogg»  Ann.,  xliii.,  p.  517,  1838. 

•  Dud.  EUktromagmtismus  (ed.  l86l),  p.  401 ;  and  Fogg,  Ann,^  xc,  p.  440^ 

1853. 

•  De  la  Rive.     Treatise  on  Electricity  (Walker's  translation),  vol.  i.,  p.  292. 

•  Ann,  of  Electr.,  iv.,  59, 1839 ;  v.,  195,  1841 ;  and  Scientific  Papers,  pp.  8, 34, 

35»  36. 

7  Experimental  Researches,  vol.  iii.,  art.  31 17,  3228,  3230,  3260,  3271,  3276U 
3294,  and  3361. 

«  PhiL  Mag.,  scries  iv.,  vol.  xlvi.,  August  1873.  'On  Magnetic  PermeabUity 
and  the  Maximum  uf  Magnetism  of  Iron,  Steel,  and  Nickel.' 
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iJctising  force  of  helix,"  and  Q  for  number  of  "  lines  of  force 
lobar  at  any  point,"  he  wrote,  for  a  particular  case  (a  ring- 
'Xiagnet,  having  therefore  a  closed  magnetic  circuit),  the 
^nation, 

\i        R  ' 

an  equation  for  magnetic  circuits  which  every  electrician  will 
recognise  as  precisely  like  Ohm's  law.  He  applied  the  calcu- 
lations to  determine  the  permeability  of  certain  specimens  of 
iron,  steel,  and  nickel.  In  1882  ^  and  again  in  1883,  Mr.  R. 
H.  M.  Bosanquet  *  brought  out  at  greater  leng^  a  similar 
argument,  employing  the  extremely  apt  term  "Magneto- 
motive Force,"  to  connote  the  force  tending  to  drive  the 
magnetic  lines  of  induction  through  the  ''  magnetic  resistance  " 
of  the  circuit  In  these  papers  the  calculations  are  reduced 
to  a  system,  and  deal  not  only  with  the  specific  properties  of 
iron,  but  with  problems  arising  out  of  the  shape  of  the  iron. 
Bosanquet  shows  how  to  calculate  the  several  resistances  of 
the  separate  parts  of  the  circuit,  and  then  add  them  together 
to  obtain  the  total  resistance  of  the  magnetic  circuit 

Prior  to  this,  however,  the  principle  of  the  magnetic  circuit 
had  been  seized  upon  by  Lord  Elphinstone  and  Mr.  Vincent, 
who  proposed  to  apply  it  in  the  construction  of  dynamo- 
electric  machines.  On  two  occasions^  they  communicated 
to  the  Royal  Society  the  results  of  experiments  to  show  that 
the  same  exciting  current  would  evoke  a  larger  amount  of 
magnetism  in  a  given  iron  structure,  if  that  iron  structure 
formed  a  closed  magnetic  circuit  than  if  it  were  otherwise 
disposed.  They  embodied  their  ideas  in  a  form  of  dynamo,* 
which  however,  on  account  of  mechanical  difficulties,  did  not 
establish  itself  as  a  permanent  type  of  machine.     The  work 

*  Proc,  Roy,  Soc,^  xzziv.,  p.  445,  December  1882. 

*  PhiL  Mag,^  series  v.,  voL  xv.,  p.  205,  March  1883.  '  ^^  Magneto-motive 
Force.'  Also  i^.,  toI.  xix.,  February  1885,  and  Proc,  Roy,  Soc,^  No.  223,  1883. 
See  also  Ekctrician^  xiv.,  p.  291,  February  14th  1885. 

*  Proe,  Roy.  Sffc,,  xzix.,  p.  292,  1879,  and  xxx.,  p.  287,  i88a  See  Electrical 
Review^  viiL,  p.  134,  i88a 

«  Specification  of  Patents  332  of  1879  and  2893  of  i88a  See  also  p.  211  of 
this  work. 
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of  Lord  Elphinstone  and  Mr.  Vincent  was  not  however  los 
for  the  principle  thus  introduced  by  them  into  the  construe 
tion  of  dynamos  took  root  and  bore  fruit  In  June  1884,  th 
author  of  this  book,  in  the  preface  to  its  first  edition,  writii^ 
on  the  imperfection  of  our  knowledge  of  the  laws  of  magneti 
induction,  wrote :  We  want  some  new  philosopher  to  do  forth 
magnetic  circuit  wliat  Dr.  Ohm  did  for  the  voltaic  circuit  fify 
vears  ago.  In  the  same  year  at  the  conference  of  electriciani 
at  Philadelphia,  Professor  Rowland  read  a  paper  ^  in  whidi 
he  proposed  a  formula  for  the  number  of  lines  of  force  in  a 
field-magnet.  His  notation  is  different  from  that  used  in  tim 
book.  He  writes  B  for  the  total  number  of  lines,  N  the 
number  of  magnetising  coils,  C  the  current  B  will  be  pro- 
portional to  N  and  C,  and  inversely  proportional  to  the  re- 
sistance to  the  lines  of  force  in  the  circuit  The  resistance  to 
the  lines  of  force  is  proportional  to  L,  the  length  of  the  ins 
of  the  system,  divided  by  S,  the  cross-section  of  the  magnet 
(supposing  it  uniform),  and  by  ^  the  magnetic  permeability  of 
the  iron  (or  conductivity  of  the  iron  for  the  lines  of  force). 
To  this  we  must  add  something  for  the  resistance  of  the  air- 
gap.  Let  /  be  twice  the  width  of  the  air-gap  between  arma- 
ture and  pole-piece,  and  A  the  area  across  which  the  lines  of 
force  flow :  then  we  have  to  add  another  quantity  /  whidi 
depends  upon  the  resistance  to  those  lines  of  force  whidi 
escape  in  all  directions,  and  represents  the  loss  due  to  that 
cause.     Then  we  have  as  the  equation, 


L 

+ 


S/A     A  +p 

An  important  development  of  the  foregoing  ideas  was 
made  in  1885  by  Mr.  Gisbert  Kapp,  in  a  series  of  papers 
contributed  to  the  Electrician  ^  between  February  188$  and 
April  1886,  in  which  the  question  of  the  design  of  dynamos 

*  Report  of  the  Electrical  Conference  at  Philadelphia  in  1884,  p.  77,  Scc 
also  Electrical  Review ^  xv.,  p.  368,  1 884,  and  Electrician^  xiii.,  p.  536,  1884. 

«  Electrician,  xiv.,  pp.  259,  307,  347,  390,  431,  511 ;  xv.,  p.  23,  190^  2S0 
xvi.,  pp.  7,  406. 
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tras  discussed  from  this  point  of  view^  with  many  illustrations 
fDoching  the  forms  of  field-magnets,  and  some  calculations 
and  formulae  of  great  interest  While  these  papers  were  in 
-firogress,  the  author  was  preparing  for  the  press  the  second 
edition  of  this  work,  and  drew  up  the  sketches  of  the  mag- 
netic circuits  of  a  lat^e  number  of  types  of  dynamo  machines, 
f  diiefly  of  dynamos  of  Class  I.,  that  are  given  in  a  collected 
'  fcrai  in  Fig.  240.  Three  months  later  a  sheet  of  figures,  very 
closely  resembling  these,  was  given  by  Mr.  Kapp,  who  had 
prepared  them  in  entire  independence,  in  an  important  paper  ^ 
vhich  he  communicated  on  Nov.  24th,  1885,  to  the  Institution 
of  Civil  Engineers.  In  this  paper  Kapp  adopted  a  new  unit  of 
lines  of  force,  6000  times  greater  than  the  C.G.S.  unit.  The 
reason  of  this  being  that  he  preferred  to  have  to  divide  by 
Vf  instead  of  10*,  and  to  speak  of  the  number  of  revolutions 
per  minute  instead  of  the  number  of  revolutions  per  second. 
Usii^  Z  for  the  number  of  lines  of  force  (in  Kapp  units, 
vliere  Z  =  N  (of  our  notation)  C.G.S.  units  -7-  6000),  and ;/  for 
revolutions  per  minute,  Kapp  puts, 

E  (volts  in  armature)  =  Z'N/* ;/  •  10® ; 

fhe  sjrmbol  N/  standing  for  number  of  turns  of  wire  around 
the  armature  as  counted  all  round  the  periphery  (the  same 
for  which  symbol  C  is  used  in  this  book  hereafter).  Kapp 
then  further  wrote  for  the  magnetic  circuit  the  formula 

where  P  is  the  exciting  power  in  ampirc-turns,  R^  the  mag- 
netic resistance  of  the  air-space,  R^  that  of  the  armature 
core^  R,  that  of  the  field-magnets.  Now  let  S  represent 
distance  across  the  span  between  armature  core  and  polar 
surface,  b  breadth  of  armature  as  measured  parallel  to  axis, 
X  the  length  of  arc  embraced  by  polar  surface,  so  that  \b  is 
the  polar  area  out  of  which  magnetic  lines  issue,  a  radial 
depth  of  armature  core,  so  that  ab  is  area  of  section  of 

I  ./^w.  Itut,  CwU  Engineerst  Ixxxiii.  (1885-6),  pt  I,  *' Modem  Continuous- 
rozTcnt  Pjmamo-Electric  Machines  and  their  Engines." 
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armature  core  (space  actually  occupied  by  iron  only  beini 
reckoned),  AB  area  of  field-magnet  core,  /  length  of  magnetii 
circuit  within  armature,  L  ditto  in  field-magnet;  all  tlM 
dimensions  being  measured  in  inches  or  square  inches  respeo 
tively.  Then,  in  case  of  an  ordinary  single  magnetic  circui^ 
Kapp  writes 

R-=i440-^^ 

^'  =  ^AB- 

The  coefficient  1440  arises  from  the  peculiar  units,  inch 
for  length,  minute  for  time,  and  6000  CG.S.  for  unit  of  linfii 
of  force ;  and  this  number  may  be  taken  as  representing  m 
this  mixed  system  of  units  the  specific  magnetic  resistance 
of  air.  The  coefficient  2  relates  to  the  specific  resistance  of 
wrought  iron  or  charcoal  iron ;  the  figure  3  must  be  substi- 
tuted in  case  of  cast-iron  magnets.^  Moreover,  on  account 
of  magnetic  leakage  in  the  formula  for  Z,  0'8  P  has  to  be 
used  instead  of  P.  In  the  debate  on  this  paper,  ProC  G. 
Forbes  gave  a  furthei  modification  of  the  formula.  Still  more 
recently  Mr.  Kappj^  has  returned  to  the  subject  and  has  given 
an  empirical  rule  (No.  4,  on  p.  305)  for  calculating  the  variations 
of  the  magnetic  resistance  of  the  iron  at  the  various  stages  of 
magnetisation. 

In  May,  1886,  Drs.  John  and  Edward  Hopkinson  com- 
municated  to   the   Royal   Society^   a    very   complete    and 

'  These  formulae  are  explained  in  Electrician^  xv.,  p.  250,  August  14th,  18S5. 

•  Journal  Soc,  Telegraph  Engineers  and  Electricians^  xv.,  pp.  524-5^ 
November  nth,  1886.  ''On  the  Predetermination  of  the  CharacteristiGS  ^ 
Dynamos";  a  very  valuable  paper  marred  by  mixed  units. 

»  Fhil.  Trans,,  1886,  part  i.,  p.  331.  **  Dynamo- Electric  Machinery."  Tbi« 
important  paper  is  reprinted  in  extensoy  but  without  the  plates,  in  Ekcirk^ 
Reviewy  xviii.,  p.  47 1,  November  12th,  1886,  and  subsequent  numbers.  See  also 
Electrician^  xviii.,  pp.  39,  63,  86,  and  1 75  in  issues  of  November  19th,  Novembet 
26tfa,  December  3rd,  and  December  31st,  ib86,  where  the  figures  of  the  plates  tfC 
printed  in  the  text. 
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d^ant  investigation  of  the  problem  of  magnetic  circuits  for 
the  purpose  of  finding  a  suitable  and  accurate  expression  for 
ihe  electromotive  force  of  the  dynamo  in  terms  of  the  mag- 
letising  current ;  the  most  important  part  of  their  investiga- 
tion being  directed  to  constructing  the  curve  characteristic 
rf*  magnetisation  of  the  dynamo  from  the  ordinary  laws  of 
nagnetism  and  from  the  known  properties  of  iron.  The 
jvocess  in  its  first  approximation  resembles  the  process 
idopted  by  Kapp;  but  it  stands  alone  in  an  important 
respect,  namely,  that  its  authors  plot  a  separate  characteristic 
curve  for  the  relation  between  the  magnetising  force  and  the 
induction  for  each  separate  part  of  the  magnetic  circuit,  and 
then  sum  up  the  separate  curves  so  as  to  obtain  a  final 
nesoltant  characteristic  curve.  This  is  done  first  on  the 
lasumption  that  there  is  no  magnetic  leakage,  and  with 
other  assumptions  for  the  sake  of  simplifications.  After  a 
Eist  approximation  has  thus  been  obtained,  the  theoretical 
result  is  compared  with  the  actual  result  of  experiment, 
thereby  affording  a  means  of  estimating  the  corrections  that 
must  be  introduced,  the  magnitude  of  the  correcting  factors 
being  thus  known,  and  the  theory  perfected  to  a  second 
d^iee  of  approximation. 

In  describing  the  Hopkinsons'  formulae,  we  shall  employ 
not  their  notation,  but  the  same  that  is  adopted  in  the  rest  of 
this  book  (see  p.  335). 

Let  N  be  the  whole  magnetic  flux  through  the  armature, 
that  is  to  say,  the  total  number  of  lines  of  magnetic  force 
that  pass  into  the  armature  core  on  one  side  and  out  of  it 
at  the  other.  Assume  (to  simplify  matters)  that  there  is  no 
waste  or  leakage  of  magnetic  lines.  Then  remember  that 
the  magneto-motive  force  (or  line-integral  of  the  magnetising 
fc'ccs  acting  round  the  circuit)  is*  equal  to  4  tt  S/-^  10, 
*fcere  S  is  the  number  of  turns  of  wire  and  i  the  amperes. 
Now  the  magnetic  resistance  of  any  magnetic  conductor  is 
Proportional  to  its  length  and  inversely  proportional  to  its 

'  See  Maxwell's  EUetricUy  and  Magnetism^  voL  ii.,  Art  499,  or  S.  P. 
iVmipioii's  Elementofy  Lestms  on  Electricity  and  MagneHsm  (edition  of  1887), 
^  291-296.    See  also  p.  295  of  this  book. 
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sectional  area,  and  also  inversely  proportional  to  its  pa^^ 
meability.  Suppose  then,  as  shown  in  Fig.  237,  that  the] 
magnetic  circuit  of  the  dynamo  is  made  up  simply  of  three] 
parts  ;  an  iron  armature-core,  the  two  air-gaps,  and  the  irooj 
field-magnets,  then  the  iron  armature-core,  in  which  thej 
average  length  of  path  for  the  magnetic  lines  is  ly,  the  aver> 
age  sectional  area  Aj,  and  of  permeability  /t],  will  have  a 


magnetic  resistance  equal  to 


Similarly  for  the  two 


J 


gaps :  if  the  length  of  path  across  each,  from  iron  to  iron,  be 
called  It,  and  the  area  of  either  polar  surface  be  A^  and  tie 
permeability  of  the  matter  that  occupies  the  gaps  be  called 
/ia,  then  the  magnetic  resistance   these    two  offer  to  the 

magnetic  flux  will  be  2 — ^;  or,  remembering  that  for  air, 

copper,  and  all  ordinary  non-magnetic  substances  /t  =  I,  ttus 

may   be   written    simply   2  -j-.     Similarly  for  the  iron  field- 

magnct ;  writing  /g  for  length  of  path  through  the  iron  from 
pole  to  pole,  Aa  for  sectional  area  (supposed  to  be  equal 
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roughout),  and  /A3  for  permeability,  the  magnetic  resistance 
U  be  — ^.  Adding  these  three  resistances  together,  we 
it  as  the  total  resistance  of  the  magnetic  circuit  the  value 


fi\  Ai  A3        fi^  A3 

Whence  we  may  immediately  write  down  as  the  appropriate 

'ormula, 

.  .  ,         ,         -  ,.    ,.  maeneto-motive  force 

total  number  of  magnetic  lines  =  — ^ -. r- :  or 

^  magnetic  resistance 


ViAi  A3       /^aAgl 


As  a  matter  of  fact,  the  Hopkinsons  stated  their  formula  a 
'ittle  more  generally.  In  the  first  place,  instead  of  adding  up 
^e  separate  magnetic  resistances,  they  calculated  the  mag- 
'^ctic  forces  needed  in  the  separate  parts  and  then  added 
^ese  together.  In  the  second  place,  instead  of  assuming  the 
existence  of  fi  for  the  different  parts,  they  contented  them- 
selves with  saying  that  the  magnetic  induction  in  each  part 
^ust  be  some  function  of  the  magnetic  force  acting  in  that 
part  Now,  if  there  be  N  magnetic  lines  passing  through 
Sectional  area  A  square  centimetres,  the  number  of  lines  per 

N 
square  centimetre,  which  we  call  "the  induction,"  will  be  —, 

jt\. 

Or,  as  it  is  often  written  (see  p.  292),  B.  Accordingly,  we  may 
ivrite  for  the  magnetic  force  acting  in  the  armature  part  of 

/N\ 
he  magnetic  circuit  f\j-  )  X  A>  which  "  function  "  may  be 

xamined  and  plotted  out  as  a  curve.  In  fact,  the  curves  ot 
lagnetisation,  such  as  are  given  on  p.  300,  are  nothing  else 
lan  curves  which  show  the  relation  between  the  magnetising 
>rces  and  the  amount  of  magnetism  they  induce.    There  will 

*  a  similar  expression/f -^  j  X  4  for  the  magnetic  force  that 


320  Dynamo-electric  Machinery. 

acts  in  the  field-magnet  part ;  whilst  for  the  gaps  the  magnetic 

N 
force  is  simply  -—  x  2/2,  for  the  function  for  air  ^  i.    No^# 

if  we  know  the  separate  amounts  of  magnetising  force  xc^ 
quired  to  produce  these  magnetic  inductions  in  the  separate 
parts,  it  is  clear  that  the  whole  or  integral  magnetising  foro^ 
in  question  will  be  got  by  adding  them  together,  giving 

There  are  three  advantages  in  this  mode  of  stating  the 
matter : — (i)  The  use  of  the  function,  of  which  the  value  is  to 
be  found  by  reference  to  a  curve  or  tabulated  set  of  observa- 
tions (such  as  those  given  in  Figs.  234, 235,  and  236,  or  statis- 
tically on  p.  302),  instead  of  merely  using  the  symbol  /t*^  makes 
the  expression  more  general ;  (2)  the  separate  terms  bdng 
differently  affected  by  leakage  of  the  magnetic  lines,  it  is  easy 
to  apply  a  correction  to  any  one  of  them  separately  ;  (3)  this 
form  of  the  formula  is  convenient,  in  the  case  of  a  given  iron 
carcase,  to  calculate  the  number  of  ampire-tums  required  to 
excite  the  working  quantity  of  magnetism.  For  we  have 
now  three  terms,  the  first  telling  us  how  many  amp^re-tums 
of  excitation  are  required  to  drive  N  magnetic  lines  through 
the  resistance  of  the  armature  core,  the  second  telling  how 
many  are  required  to  drive  N  lines  through  the  gap  resistance, 
and  the  third  telling  how  many  are  required  to  drive  N  lines 
through  the  iron  cores  of  the  field-magnets.  In  a  well- 
designed  dynamo  the  second  term  is  numerically  the  most 
important  of  the  three,  and  it  is  not  complicated  by  any 
question  of  saturation ;  for  in  air  the  magnetic  induction  is 
always  proportional  to  the  inducing  magnetic  force.  To  re- 
present this  graphically  upon  a  diagram  (Fig.  238)  plot  out  as 
ordinates  the  numbers  of  magnetic  lines  that  are  forced  round 
the  circuit,  and  plot  horizontally  as  abscissae  the  corresponding 
values  of  the  requisite  magneto-motive  force  \ic  S  /  -r-  la  For 
the  second  term  which  relates  to  the  gaps,  the  relation  will 
be  represented  simply  by  a  sloping  line  such  as  O  B.  For 
example,  the  number  of  magnetic  lines  N  that  are  to  be  forced 
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across  the  gaps  between  the  armature  and  field-magnet  being 

represented  to  scale  by  the  length  of  the  line  O  N,  the  cor- 

N 
responding  value  of  2/2-^,  which  is  the  corresponding  part 

of  the  magneto-motive  force,  when  plotted  out  on  the  hori- 
zontal scale  as  OoTj,  gives  ^  as  a  point  through  which  the 
line  passes.  Similarly  we  may  construct  a  curve  to  represent 
the  first  term  by  the  curve  A ;  for  if  we  know  from  experiments 
made  on  iron  of  the  same  kind  as  is  used  in  the  armature-core, 
the  values  of  the  function/  (or,  what  comes  to  the  same  thing; 

Fig.  238. 
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the  various  corresponding  values  of  /ii)  we  can  calculate  the 

value  of  the  quantity  tif  yr-)  and  set  it  off  as  O  Xi,  giving  a  as 

a  point  on  this  curve.  Similarly  the  curve  C  is  calculated 
point  by  point  for  the  third  term,  by  using  knowledge  derived 
from  experiments  made  on  iron  of  the  same  kind  as  is  used  in 
the  field-magnets.  Now,  from  these  three  curves  A,  B  and  C, 
which  represent  the  various  values  of  the  three  terms  on  the 
left-hand  side  of  the  equation,  we  can  at  once  get  the  resultant 
curve  that  is  characteristic  of  the  whole  magnetic  circuit  of 
the  dynamo.  For  if  we  draw  a  level  line  across  at  the  point 
N,  we  know  that  the  three  overlapping  lengths  N  ^,  N  ^,  N  ^ 

Y 
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(which  are  respectively  equal  to  the  three  lengths  Oir^  Oj:* 
and  Oxs,)  represent  the  three  corresponding  separate  parts 
of  the  magneto-motive  force.  Adding  these  three  lengths 
together,  we  get  O or  or  N  r  as  the  total  magneto-motive  force: 
and  this  gives  us  r  as  a  point  on  the  resultant  curve,  whidi 
we  may  complete  by  finding  other  points  in  a  similar  way 
and  sweeping  'the  curved  line  O  R  through  them.  Having  in 
this  way  built  up  a  curve  characteristic  of  the  magnetisation 
the  Hopkinsons  then  proceeded  to  correct  it  by  considering 
the  leakage.  They  found  that  in  the  dynamo  experimented 
upon  (an  Edison- Hopkinson)  only  about  three-fourths  of  the 
magnetic  lines  created  in  the  field-magnet  actually  passed 
through  the  armature-core,  the  rest  leaking  across  either 
between  the  pole-pieces  through  the  air  or  the  bed-plate,  or 
else  turning  back  from  the  pole-pieces  to  the  yoke  at  the 
top.  Experiment  gave  the  ratio  of  the  magnetic  flux  in  the 
upright  iron  cores  to  the  flux  through  the  armature  as  1*32. 
That  is  to  say,  in  this  particular  type  of  machine,  to  force 
100  lines  through  the  armature-core  one  will  have  to  excite 
132  in  the  field-magnet  cores,  and  therefore  will  have  to  put  on 
more  magneto-motive  force  accordingly.  Let  the  symbol  r 
stand  ^  for  this  ratio.     Then  in  the  particular  dyndLVCio  experi- 

^  Professor  Forbes  has  shown  how  to  calculate  this  ratio  from  theoretical 
considerations.  See  Jaurn,  Sac.  TeUg,  Engineers^  xv.,  No.  64,  p.  555,  Norember 
25th,  1886.    He  states  three  propositions  or  lemmas  : 

(I)  The  magnetic  conductivity  of  the  air  space  between  two  paraUel  planes  of 
nearly  equal  area  is  the  mean  of  the  two  areas  divided  by  the  distance  between  the 
planes  (the  measurements  being  made  in  centimetres).  This  is  useful  for  calculating 
the  waste  field  between  the  parallel  limbs  and  between  pole-pieces  and  bed-plate. 

(ii.)  If  the  induction  in  an  air  space  between  two  equal  rectangular  areas 
similarly  situated  in  the  same  plane  be  assumed  to  lie  along  semi-drdes,  with  the 
medial  straight  line  as  the  line  of  centres,  the  magnetic  conductivity  of  that  space 

is  equal  to  -  nat.  log  -  ;  where  r,  and  r,  are  the  distances  from  the  medial  line  to 

the  nearest  or  furthest  edges  respectively,  and  a  is  the  width  of  each  rectangle. 
This  is  used  for  calculating  tide  leakage  between  limbs  and  across  pole-pieces. 

(iii.)  If  the  induction  in  an  air  space  between  two  equal  rectangular  areas, 
which  are  similarly  situated  in  the  same  plane,  be  assumed  to  be  along  quadrants 
with  neighbouring  edges  of  the  planes  as  centres,  the  quadrants  being  connected 

by  straight  lines,  the  magnetic  conductivity  of  that  space  is  equal  to  —   nat  log 

IT 

— - — ;  where  r  is  width  and  a  the  depth  of  each  rectangle,  and  b  their 
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mented  on  there  was  a  yoke  at  the  top  through  which  the 
length  of  (curved)  path  was  l^  and  which  had  cross-section  A4. 
There  were  also  solid  pole-pieces,  for  which  the  corresponding 
quantities  were  called  4  and  A5.  Inserting  these  additional 
matters  into  the  equation,  it  now  becomes 

=  47rS^'-r-  10. 

There  are  now  five  terms  to  be  calculated,  giving  five 
curves.  Moreover,  as  is  well  known,  with  descending  mag- 
netising forces  the  curve  of  magnetisation  is  different  from 
the  curve  with  ascending  magnetising  forces.  Fig.  239,  which  is 
taken  from  the  Hopkinsons'  paper,  shows  how  they  plotted 
out  both  for  ascending  and  descending  magnetisations  the  five 
curves.  Of  these  A  relates  to  the  armature,  B  to  the  two  inter- 
stitial gaps,  C  to  the  field-magnet  cores,  G  to  the  yoke,  and  H 
to  the  two  pole-pieces.  The  resultant  ascending  and  descending 
curves  are  also  shown.  They  agree  remarkably  well  with  the 
crosses  and  points  which  were  plotted  out  from  actual  experi- 
ment. The  dotted  curves  and  the  crosses  surrounded  with 
circles  relate  to  descending  magnetisation.  The  student 
should  not  fail  to  consult  the  original  paper,  which  though 
brief  is  full  of  important  matter,  and  in  which  applications  of 
this  method  to  two  dynamos  of  different  types  are  given. 

The  magnetisation  curves,  Figs.  234  and  235,  pages  300  and 
301,  being  the  same  used  by  the  Hopkinsons,  may  be  used 
by  the  student  The  ordinates  being  values  of  N  -f-  A,  the 
abscissa  give  the  corresponding  values  of  /  (N  -r-  A)  or  of 

^(N-T-A). 

Example, — In  one  particular  machine  examined  by  the  Hopkin- 
sons, the  same  Edison-Hopkinson  dynamo  described  on  p.    203, 

distance  apart  This  is  used  for  calculadng  leakage  from  pole-pieces  back  to  the 
jolk. 

According  to  Ravenshaw,  who  has  used  these  lemmas  in  designing  the  recent 
machines  for  Messrs.  W.  T.  Goolden  and  Co.  (Fig.  157),  they  enable  the  designer 
to  predetermine  the  performance  of  the  machine  within  two  per  cent.  They  enable 
the  perturbing  effects  of  iron  masses  in  bearings,  fly-wheels,  &c  to  be  calculated. 
Forbes  by  them  reckons  the  leakage  coefficient  of  the  Edison-Hopkinson  machine 
to  be  I  '40  instead  of  i '32. 

Y  2 
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Figs.  144, 146,  the  following  were  the  dime;isions : — /^  13  centimetres, 
s  1*5  centimetre,  /&  91*4  centimetres,  /^  49  centimetres,  4  n  centi- 
metres ;  Ai  810  square  centimetres ;  A^  on  core  1410,  on  polar  bet 
15 1 3  square  centimetres,  or,  allowing  for  spreading,  say  1600  square 

Fio.  239. 
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centimetres ;  A,  930  square  centimetres  j  A4  11 20  square  centimetres ; 
A5  1230  square  centimetres;  v  =  i"32;  N,  when  the  machine  was 
at  full  work,  a  little  over  10,850,000 ;  S  =  3260;  r,  =  16*93. 

Some  calculations  made  by  a  process  of  the  same  nature 
as  Hopkinson's,  but  here  applied  for  the  purpose  of  prede- 
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tenmning  the  two  constants  contained  in  the  useful  approxi- 
mate  equation  of  the  series  dynamo  E  =  E  .  ^  are  given 
on  p.  408. 

4.  Forms  of  Field-Magnets. 

In  Chapter  III.,  on  the  organs  of  dynamos,  much  was 
said  about  the  general  principles  which  should  be  followed 
in  the  design  of  field-magnets.  The  reader  will  doubtless 
have  noted  in  the  descriptive  matter  which  followed,  how 
these  principles  were  observed,  and  how  also  many  of  them 
were  violated,  in  the  actual  £6rms  of  machines  which  are 
to  be  found  in  commerce.  A  brief  review  of  the  leading 
forms  will  present  the  matter  in  a  clearer  light  With  the 
principle  of  the  magnetic  circuit  to  guide  him,  the  reader 
will  have  little  difficulty  in  judging  of  the  relative  value  of  the 
various  designs;  for  he  will  remember  that  the  magnetic 
circuit  of  highest  conductivity  will  have  the  most  compact 
form,  greatest  cross  section,  softest  iron,  and  fewest  joints.  It 
has,  moreover,  been  pointed  out  by  Rowland  that  theoretically 
it  is  better  that  there  should  be  one  such  magnetic  circuit 
than  that  there  should  be  two :  though  for  practical  structural 
reasons  the  author  thinks  the  double  circuit  preferable  in 
many  cases.  These  points  should  be  borne  in  mind  in  con- 
sidering the  forms  depicted  in  the  accompanying  figure,  and 
which  relate  almost  exclusively  to  dynamos  of  Class  I.,  that 
is  to  say,  those  in  which  the  armature  rotates  in  a  simple 
field.  No.  I  of  these  illustrations  shows  the  form  adopted  by 
V^lde  for  use  with  the  shuttle-wound  armature  of  Siemens. 
Two  slabs  of  iron  are  connected  at  the  top  by  a  yoke,  and  arc 
bolted  below  to  two  massive  pole-pieces.  There  are  four 
joints  in  the  magnetic-circuit,  in  addition  to  the  armature- 
gaps,  and  the  yoke  is  insufficient.  No.  2  shows  the  form 
adopted  in  the  latest  Edison  dynamos  (American  pattern). 
The  upright  cores  are  stout  cylinders.  The  yoke  is  of  im- 
mense thickness:  the  pole-pieces  are  massive,  but  their  useless 
comers  are  cut  away.  There  are  as  many  joints  as  in  Wilde's 
form ;  but  such  a  circuit  would  possess  a  far  higher  magnetic 
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conductivity  than  Wilde's  owing  to  the  greater  cross-secti 
One  difficulty  with  such  single-circuit  forms  is  how  to  moi 


them  upon  a  suitable  bed-pIate.V  If  mounted  on  a  bed-pl) 
of  iron,  a  considerable  fraction  of  the  m^netismwUl  be  ^lO 
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drcuitcd  away  from  the  armature,  even  though  an  intermediate 
bcd-plate  of  zinc  some  inches  deep  be  interposed.  In  the 
Isiger  form  Na  lO,  used  by  Edison  in  his  steam-dynamos, 
this  difficulty  is  only  partially  obviated  by  turning  the  magnets 
OQ  one  side. 

The  favourite  type  of   field  -  magnet,  having  a  double 
'Dagnetic  circuit  with  consequent   poles,  is  represented  in 
-^a  3 ;  it  was  introduced  by  Gramme.     It  may  be  looked 
^pon  as  the  combination  of  two  such  forms  as  No.  i,  with 
Common  pole-pieces.    Nos.  3  to  9  may  be  looked  upon  as 
'Modifications  of  a  single  fundamental  idea.    No.  4  gives  the 
'^Jnn  used  in  the  Brush  dynamo  (plan),  the  two  magnetic 
circuits  being  separated  by  the  ring  armature.    The  diagram 
^fll  serve  equally  for  many  forms  of  flat-ring  machine ;  but 
m  most  of  these  the  poles  at  the  two  flanks  of  the  ring  are 
Joined  by  a  common  hollow  pole-piece,  embracing  a  portion 
^  the  periphery  of  the  ring.     No.  5  shows  the  well-known 
form  of  Siemens,  with  arched  ribs  of  wrought  iron,  having 
Consequent  poles  at  the  arch.    The  circuit  is  here  of  in- 
sufficient cross-section.     No.  6  depicts  the  form  adopted  by 
Weston  :  and  very  similar  forms  have  been  used  by  Crompton, 
^nd  by  Paterson  and  Cooper.    There  is  a  better  cross-section 
*^ere.    No.  7  is  a  form  used  by  Biirgin  and  Crompton,  and 
differs  but  slightly  from  the  last    It  has  one  advantage — that 
^He  number  of  joints  in  the  circuit  is  reduced.    No.  8  is  a  form 
^5cd  by  Crompton,   Kapp,   and  by  Paterson  and   Cooper. 
^^0.9  is  the  form  adopted  in  the  little  Griscom  motor.    No.  18 
^^  a  further  modification  due  to  Kapp.     No.  19,  which  also 
*^as  consequent  poles,  is  used  by  Mc  Tighe,  by  Joel,  and  by 
^opkinson  ('Manchester'  dynamo),  by  Clark,  Muirhcad  & 
^a  ('Westminster'  dynamo),  by  O.  E.  Brown  (Oerlikon),  by 
^lakey,  Emmott  &  Co.,  and  in  some  of  Spraguc's  motors,  but 
\ritb  slight  differences  in  proportions  of  the  details.    The 
main  difference  between  No.  19  and  No.  6,  lies  in  the  position 
selected  for  placing  the  coils,  No.  19  requiring  two,  No.  6 
four.    No.  20,  which  is  the  design  of  Elwell  and  Parker,  is  a 
further  modification  of  No.  3,  and  would  be  improved  by 
having  a  greater  cross-section.     In  No.  3  (Gramme)  it  is  usual 
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to  cast  the  pole-pieces  and  end-plates,  but  to  use  wrought-iron 
for  the  longitudinal  cores.  The  requisite  polar  surface  must 
be  got  by  some  means,  and  when  the  core  was  made  thin,  the 
two  courses  open  were  either  to  fasten  upon  the  core  a  massive 
pole-piece  (Nos.  I,  3,  4,  6,  7,  19,  20),  or  else  to  arch  the  core 
No.  5  so  that  its  lateral  surface  was  available  as  a  pole.  Now, 
however,  that  it  is  known  that  massive  cores  are  of  advantage, 
the  requisite  polar  surface  can  be  obtained  without  adding 
any  polar  expansion  or  "piece,"  but  by  merely  shaping  the 
core  to  the  requisite  form  (No.  8).  This  must  not  be  regarded 
as  a  mere  thinning  of  the  magnet ;  for  though  mere  reduction 
of  cross-section  at  any  part  of  the  circuit  would  reduce  the 
magnetic  conductivity,  reduction  of  the  thickness  for  the 
purpose  of  bringing  the  armature  more  closely  into  the  cir- 
cuit will  have  quite  the  opposite  effect.  Nos.  li  to  15 
illustrate  forms  of  field-magnet  having  salient,  as  distinguished 
from  conseqiiefit  poles.  No.  1 1  is  the  double  Gramme  machine 
designed  by  Deprez.  Nos.  12  and  13  are  two  of  the  innumer- 
able patterns  due  to  Gramme  himself.  These  are  both  of 
cast  iron ;  and  it  will  be  noticed  that  in  No.  13  there  are  no 
joints,  it  being  cast  in  one  piece.  No.  14  is  the  form  used  by 
Hochhausen,  and  is  practically  identical  with  21  save  in  the 
position  of  the  axis  of  rotation.  The  iron  flanks  of  No.  14 
tend  to  produce  a  certain  short-circuiting  of  the  magnetism 
by  their  proximity  to  the  poles ;  and  their  sectional  area  is 
insufficient.  No.  15,  used  by  Van  de  Poele,  is  similar. 
No.  16  is  the  form  used  by  the  author  in  small  motoi-s,  and  is 
cast  in  one  piece.  The  semi-circular  form  adopted  for  the 
core  was  intended  to  reduce  the  magnetic  circuit  to  a  minimum 
length.  No.  17  illustrates  the  form  used  by  Jurgensen,having 
salient  poles  reinforced  by  other  electro-magnets  within  the 
armature.  No.  21  shows  in  section  the  double  tubular 
magnets  of  the  Thomson-Houston  dynamo,  the  spherical 
armature  being  placed,  as  in  Nos.  12,  14  and  15,  between  two 
salient  poles.  There  is  a  curious  analogy  between  Nos.  21 
and  19;  but  they  entirely  differ  in  the  position  of  the  coils. 
No.  22  is  a  design  by  Kapp,  in  which  there  are  two  salient 
poles  of  similar  polarity,  and  two  consequent  poles  between 
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them,  one  pair  of  coils  sufficing  to  magnetise  the  whole 
quadnijde  drcuit    Almost  identical  forms  have  been  em- 


yed  by  Kennedy  ("  iron-clad  "  dynamo),  and  by  Lahmeyer, 
^  by  Wenstrdm.    No.  23,  Fig.  241,  is  a  type  which,  used 
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long  ago  by  Sawyer  and  by  Lontin,  has  recently  become  a 
favourite  one,  having  been  revived  almost  simultaneously  by 
Gramme  ("type  supirieur"),  by  Kapp,  by  Siemens  ("F" 
type),  by  Cabella  ("  Technomasio "),  and  lately  by  Paterson 
and  Cooper,  No.  24  is  Brown's  very  massive  form.  No.  25  is 
a  design  by  Kennedy,  known  as  the  "  iron-clad  "  dynamo  :  tlw 
iron  cores  are  forged  to  shape.  No.  26  is  designed  by  Pro- 
fessor Geo.  Forbes.  The  ironwork  is  in  two  halves ;  the  coil^ 
which  are  entirely  enclosed,  are  so  placed  as  to  magnetise  tlie 
armature  directly,  one  coil  occupying  all  the  available  space 
between  the  field-magnet  and  the  upper  half  of  the  armature ; 
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the  other  the  similar  space  around  the  lower  half.  No.  27  is 
the  four-pole  form  adopted  by  Elwell  and  Parker  in  some  of 
their  larger  machines.  No.  28  is  a  multipolar  form  used  by 
Wilde,  Gramme,  and  others,  the  poles  which  surround  the 
ring  being  alternately  of  opposite  sign.  In  No.  29  a  modifi- 
cation of  this  design  by  Thury,  for  use  with  a  drum  armature, 
the  six  inwardly-directed  poles  are  magnetised  by  coils  wound 
upon  the  external  hexagonal  frame.  No.  30  is  a  sketch  of  the 
latest  form  adopted  by  Siemens  and  Halske,  wherein  an 
external  ring  rotates  outside  a  very  compact  and  substantial 
four-pole  electromagnet.  A  similar  six-pole  machine  has 
been  designed  by  Ganz,  of  Buda-Pesth,  and  a  four-pole  also 
by  Fein. 


Farms  of  Field-Magnets.  331 

Another  recent  form  of  field-magnet  is  shown  in  No.  31. 

Tik^  which  is  a  single  horse-shoe  with  but  one  coil  upon  it, 

vas  a  design  by  the  author  of  this  work  early  in  1886 ;  and  a 

*-■    ibilar  form  was  independently  designed  by  Messrs.  Goolden 

tod  Trotter  about  the  same  time.     One-coil  machines  have 

abo  been  recently  designed  by  Messrs.  Schorch,  of  Darmstadt, 

and  by  Mr.  R.  Kennedy,  of  Glasgow,  by  Mr.  Immisch,  and  by 

KessrsL  J.  G.  Statter  and  Co.    No.  32  represents  also  a  machine 

Inquiring  but  one  coil,  and  is  of  the  iron-clad  type.     It  was 

devised  by  McTighe  in  1882,  and  has  been  recently  revived 

by  Messrs.  Stafford  and  Eaves.    No.  33  represents  the  latest 

machine  of  Messrs.  Fein,  of  Stuttgardt,  with  inward-pointing 

polesL 

The  amount  of  magnetic  leakage  that  takes  place  in  the 
various  forms  of  field-magnet  differs  greatly  in  different  forms. 
No  doubt  there  is  least  waste  field  in  those  machines  which 
the  most  compact  magnetic  circuits,  fewest  joints,  and 
protruding  edges  and  comers.    The  magnetic  lines  of 
waste  field  sometimes  take  curious  forms,  which  have  been 
lentally  explored,^  in  various  types  of  machines,  by 
Carl  Hering. 
It  was  stated  by  the  author,  on  p.  53,  that  theoretically  the 
best  cross-section  for  field-magnet  cores  was  circular,  as  this 
gave  the  greatest  area  for  least  periphery,  and  therefore  pre- 
sumably would  for  a  given  length  of  wire  in  the  coil  give 
the  largest  amount  of  iron  to  be  magnetised.    This,  of  course, 
means  that  if  the  length  of  wire  and  the  number  of  turns  be 
giveiiy  a  core  of  this  section  will,  of  all  possible  shapes  of 
oore,  take  the  greatest  number  of  amperes  to  bring  it  to  the 
diacritical  point  of  semi-saturation.    Now,  it  was  the  author's 
discovery,  in   1884,  that   either  the  electromotive-force  or 
the  current  of  every  dynamo  is  proportional  to  that  number 
^f  ampire-tums  which  will  bring  its  core  to  this  diacritical  point 
*Xliis  discovery  renders  it  more  than  ever  needful  in  designing 
dynamos  to  adhere  as  closely  as  possible  to  the  author's  pre- 
vious advice  to  make  the  core  of  circular  section  whenever 

*  See  EUctrkal  Review^  zxi.  186  and  205,  1S87. 
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the  construction  will  admit  of  it  Again,  as  was  pointed  out 
by  Hopkinson,  it  is  a  mistake  to  construct  a  field-magnet  with 
two  or  more  parallel  cores  uniting  at  a  common  pole-piece  ;  for 
not  only  is  the  wire  between  the  two  cores  useless,  it  is  worse, 
because  it  offers  wasteful  resistance.  To  divide  the  iron 
that  might  be  in  one  solid  cylindrical  core  into  two  parallel 
cylindrical  cores,  implies,  of  course,  that  for  every  turn  of 
wire  two  turns  must  be  used,  each  of  which  is  more  than 
half  as  long  as  the  original  one,  the  total  length  being 
increased  as  V  2  :  i,  while  the  magnetising  power  is  actually 
reduced.  The  following  calculations  are  therefore  added, 
which  show  the  area  (in  square  centimetres)  enclosed  in  a 
number  of  different  forms  of  section,  the  total  periphery  of 
each  being  one  metre. 

Circle      796 

Square 625 

Rectangle,  2  ;  I     555 

f>         3-1     4^ 

ft         4-1     400 

f,       10:1     236 

Oblong,  made  of  square  between  2  semicircles        ..     ..  675 

„  „  2  squares  „  „  „  ..  ..  548 
Two  circles  (section  of  2  parallel  cores  as  in  Edison  **  L  " 

and  Siemens  "  F.  34  "  machines)  ..  ..  398 
, ,        „       but  assuming  wire  to  be  wound  right  around 

both  cores  at  once        594 

Three  circles  (section  of  3  parallel  cores,  as  in  Edison  **  K  " 

and  early  Weston  dynamo) 265 

Four  circles  (section  of  4  parallel  cores,  as  in  Gramme 

vertical  dynamo,  Fig.  92) I99 

Eight  circles  (section  of  8  parallel  cores,  as  in  Edison's 

steam  dynamo,  Fig.  142)     99 
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CHAPTER  XV. 
Elementary  Theory  of  the  Dynamo. 

Ite  theory  of  the '  dynamo  which  is  developed  in  this 
chapter  is  treated  in  a  somewhat  different  way  from  that 
sdcqited  in  the  two  former  editions.  In  the  earlier  editions 
the  field-magnet  was  regarded  apart  from  the  armature,  or 
its  core,  as  having  the  function  of  creating  a  magnetic  field ; 
ttid  the  armature  was  regarded  simply  as  a  complex  coil 
having  a  certain  "  effective  area,"  rotating  in  that  field.  The 
average  intensity  of  the  field  was  denoted  by  the  symbol  H, 
and  tiie  equivalent  effective  area  by  A :  the  elcctromotivc- 
brce  of  the  dynamo  being  proportional  to  the  product  of  the 
two^  and  the  speed  n\  or  as  it  was  written 

(average)  E  =  4  «  AH. 

There  was  nothing  incorrect  in  this  way  of  regarding  the 
matter ;  but  neither  A  nor  H  were  quantities  that  could  be 
easily  determined  during  the  different  stages  of  action  of  the 
machine.  But  experience  has  shown  that  the  main  problen:s 
that  require  to  be  considered  in  the  design  of  dynamos,  arc 
lest  solved  by  reference  to  the  magfietic  circuit  of  the  machine 
^  a  whole,  the  iron  core  inside  the  armature  being  regarded 
as  a  constituent  part  of  that  circuit,  and  not  as  something 
wKch  merely  increases  the  effective  area  of  the  armature 
coils.  For  this  reason  the  manner  of  treating  the  subject  has 
I>een  changed.  In  all  that  follows  the  armature  is  regarded 
merely  as  con^sting  of  a  certain  number  C  of  conductors, 
Siouped  in  a  particular  way  around  an  axis  of  rotation,  their 
function  being  to  cut  across  a  certain  actual  number  of  mag- 
netic lines  of  force,  that  are  furnished  by  the  magnetic  circuit 
And  instead  of  the  average  intensity  of  the  magnetic  field. 
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the  actual  whole  number  N  of  magnetic  lines  of  force  that 
are  forced  by  the  field-magnet  circuit  to  traverse  the  space 
swept  out  by  the  armature  coils,  is  now  taken  as  the  other 
factor.  As  will  presently  be  seen,  the  fundamental  equation 
is  now  written 

(average)  E  =  »CN [L] 

The  iron  core  of  the  armature,  in  the  present  mode  of  treat- 
ing the  subject,  is  now  regarded  as  having  nothing  to  do  with 
C,  the  armature  factor,  but  as  playing  its  part  in  the  magnetic 
circuit  in  determining  how  many  magnetic  lines,  namely  N, 
shall  be  cut  by  the  armature  in  its  rotation.  In  brief,  instead 
of  trying  to  find  an  average  intensity,  we  endeavour  to  think 
of  the  magnetic  field  as  a  whole — ^we  endeavour  to  think  <rf 
the  quantity  of  it  In  all  that  follows  the  symbol  N  stands 
for  the  whole  number  of  lines  of  magnetic  force  that  traverse 
the  armature^  entering  it  on  one  side  and  again  leaving  it  on 
the  other ;  it  is  called  by  some  writers  the  "  total  induction  " 
through  the  armature,  by  others  the  "  total  magnetic  flux." 

In  the  present  chapter  an  expression  is  first  found  for  the 
average  electromotive-force,  which  expression  serves  as  the 
fundamental  equation  of  all  dynamos.  In  subsequent 
chapters,  by  introducing  approximate  formulae  for  the  law  of 
magnetisation,  equations  are  then  deduced  for  the  various 
kinds  of  series-wound,  shunt-wound,  and  compound-wound 
dynamos. 

In  the  former  editions  of  this  work  the  geometrical  treat- 
ment of  the  subject  was  kept  separate  from  the  algebraic 
Experience  has  shown  that  students  derive  in  general  more 
benefit  from  a  mixed  treatment  of  the  subject,  than  from  one 
that  is  either  purely  algebraic  or  exclusively  geometrical 
In  this  edition  therefore  the  geometrical  illustrations  are  set 
beside  the  algebraic  proofs. 

It  may  be  well  to  point  out  that  in  this  and  the  succeeding  chapters 
the  following  symbols  are  used  in  the  following  significations  : — 

A     area,  expressed  in  square  centimetres, 

B     the  magnetic  induction,  or  number  of  magnetic  lines  per  square 
centimetre. 
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> 


expressed 

in 

volts. 


m 

St 

im 

L 
X 

i» 
N 


expressed 

in 
amphres. 


h    number  of  external  wires  in  a  section  of  the  armature. 

^    angular  breadth  of  a  section  of  armature  coil  or  of  segment  of 

collector. 
C    munber  of  conductors  on  the  armature,  counted  all  round  the 

external  periphery. 

*  nnmber  of  segments  of  collector  or  commutator. 
£   entire  dectromotive-force  generated  in  an  arma- ' 

tiire» 

•  difference  of  potential  from  brush  to  brush, 
/    difierence  of  potential  from  terminal  to  terminal, 
t    dectromotive-force  of  some  external  supply  of 

dectricity, 
y    economic  coefficient  (see  p.  361). 
F    force  (L  e.  push  or  pull),  expressed  in  either  dynes,  poundals^ 

gramme^  weight,  or  pounds^  weight- 
G    a  geometric  coefficient,  pertaining  to  field-magnets,  and  depend- 
ing only  on  their  size  and  shape,  or  on  the  size  and  shape  of 

their  coils  and  pole-pieces  (see  p.  307). 
H    intensity  of  magnetic  field. 
f      current  in  external  circuit, 
current  in  armature, 
current  in  shunt  coil, 
current  in  series  coil  of  field«magnet, 
coefficient  of  self-induction. 
average  length  of  one  ttun  of  wire  in  a  coil, 
coefficient  of  magnetic  permeability  of  iron. 
whole  number  of  lines  of  magnetic  force  that  traverse  armature 

core, 
number  of  revolutions/^  second, 
angular  vdocity  (expressed  in  ra^/Vi;fj-per-second). 
resistance  of  external  circuit, 
resistance  of  armature  coils, 
resistance  of  shunt  coils, 
resistance  of  series  coil  on  field-magnets, 
internal  resistance  of  dynamo ;  equal  to  ra  +  rm 

or  to  Ta  +  Ta  according  to  circumstances, 
resistance  per  unit  of  length, 
number  of  tujns  of  wire  in  field-magnet  coil  in  series  with 

armature, 
saturation-coefficient  of  iron  (see  p.  307). 
torque,   or  turning-moment,  or   angular  force,  or   couple,  or 

''effort  statique,"  or  ''statisches  Moment,"  expressed   in 

dyne-centimetres,  gramnte-centimetres,  kilogramme-metres, 

fix  pound-feet,  according  to  circumstances. 
is  also  used  in  the  section  on  alternate-current  dynamos  for  the 

periodic   time   of  the   alternating   current,   measured    in 

seconds. 
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expressed 
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t      time,  measured  in  seconds, 

Wi  activity,  or  work-per^second,  expressed  in  watts  or  in  lujrsi' 

w  i        power, 

Z     number  of  turns  of  wire  in  shunt  field-magnet  coil. 


Fundamental  Equation  of  Dynamo. 

To  find  the  average  electromotive-force  of  a  moving  con- 
ductor we  must  remember  that,  by  definition,  see  page  20^ 
this  is  (in  absolute  C.G.S.   units)  numerically  equal  to  the 
number  of  magnetic  lines  that  are  cut  in  one  second  by  the 
conductor.     Also  the  practical  unit,  the  volt  being  (see  page 
21),  by  definition  equal  to  \&  absolute  C.G.S.  units  of  electro- 
motive-force ;  it  will  be  necessary  to  divide  the  number  of 
C.G.S.  units  by  10®  in  order  to  reduce  the  number  to  volts. 
Further,  when  there  are,  as  in  the  armatures  of  dynamos,  a 
number  of  conductors  in  series  with  one  another,  the  total 
electromotive-force  of  the  dynamo  will  be  equal  to  the  sum 
of  the  electromotive-forces  of  those  conductors  that  are  in 
series  with  one  another. 

We  will  deal  with  an  ordinary  two-pole  dynamo,  having 
an  armature  in  which  the  number  of  "  sections  '*  is  denomi- 
nated by  the  symbol  c\  the  number  of  "segments"  or 
"bars"  in  the  commutator  or  collector  will  also  be  c.  Let 
there  be  in  each  section  b  external  wires  or  conductors,  as 
counted  on  the  outside  of  the  armature  core.  (In  ring- 
armatures  there  will  be  the  same  number  of  external  wires  as 
there  are  loops  or  windings  in  the  section  ;  in  drum  armatures 
there  are  twice  as  many  external  wires  as  there  are  loops  or 
windings  in  the  section).  Then  the  number  of  external  con- 
ductors or  wires,  reckoned  all  round  the  armature  will  be  ^^; 
it  will  be  more  convenient  to  use  the  single  symbol  C  for  this 
number.  The  number  of  external  conductors  or  wires  that 
are  in  series  with  one  another  electrically  from  brush  to  brush 

be 
will  be  —  or  JC.    Now  let  the  armature  rotate  with  a  speed  of 

n  revolutions  per  second.    (Engineers  usually  count  the  revolu- 
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tions  made  in  one  minute,  necessitating  division  by  60  to  get 

«.)     Then  one  revolution  will  take  -  part  of  i  second.    We 

It 

are  now  ready  to  calculate  the  electromotive  force. 

No.  of  lines  cut  by  i  external  wire  in  i  revo- 
lution        =2N; 

(because  each  wire  cuts  all  the  lines  where  they  go  in  at  one 
side  of  the  armature,  and  where  they  come  out  on  the  other). 
No.  of  lines  cut  by  i  extcrttal  wire  in  i  second  =  2  »  N  ; 
No,  of  lines  cut  by  \Q  external  wires  in  series 

in  I  second      s2;;NxiC; 

No  of  lines  cut  by  JC  external  wires  in  series 

in  I  second      ^  n  CN. 

Average  electromotive-force  (in  C.G.S.  units)  =  »  C  N  ; 

»  C  N 
Average  electromotive-force  (in  volts^  . .     . ,  = -^  . .  [la.] 

As  an  example,  a  certain  "Manchester"  dynamo  {see p,  165), 
having  field-magnets  so  constructed  as  to  force  four  millions  of 
magnetic  lines  through  the  armature  core,  when  at  work,  had  160 
external  conductors  on  its  armature.  At  a  speed  of  17  -5  revolutions 
jjcr  second — 1>.,  1050  per  minute)  this  machine  would  have  the 
following  electromotive-force : 

17*5  X  160  X  4,000,000 


E  = 

£  =  112  volts. 


100,000,000 


It  will  be  unnecessary  in  every  case  to  write  the  divisor 
lO*  in  the  formula,  because  it  is  easily  remembered  that,  if 
omitted  for  the  sake  of  brevity,  the  numbers  obtained  can  be 
transformed  at  once  to  volts  ^  by  so  dividing  dowa 

>  Another  way  of  lightening  the  formula  would  be  to  adopt,  as  the  unit 
quantity  of  magnetic  flux,  one  hundred  million  lines,  and  in  that  case  the  symbol 
N  would  be  used  for  the  number  of  bundles  of  lines  containing  a  hundred 
million  each.  But  very  few  dynamos  have  been  constructed  in  which  the  magnetic 
flux  attained  so  great  a  quantity  as  one  such  bundle.  The  awkwardness  of  having 
the  values  of  N  always  fractional  would  scarcely  be  compensated  for  in  the  gain 
of  having  a  unit  which  fits  so  convenienUy  to  the  other  practical  international 
units.  No  difficulty  is  likely  to  arise  from  the  omission  of  the  divisor  in  the 
foxmnlse* 

Z 
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For  many  purposes  it  is  more  convenient  to  have  tl^^ 
fundamental  equation  in  terms  of  the  angular  velocity.  I-^^ 
the  symbol  a>  represent  the  angular  velocity.     Then 

0)  =  27r«  ; 
for,  in  each  revolution,  the  angle  described  is  2^  radians  o^ 
360  degrees.     Consequently  n  =  — ,  which  gives ; 

(Average)  E  =  — C  N [I^J 

It  will  be  observed  that  this  electromotive-force  is  simply 
an  average ;  and  it  depends  on  the  construction  of  the  arma- 

Fig.  245. 


Ideal  Simple  Dynamo. 

ture  how  much  fluctuation  there  is  in  the  value  during  ^ 
rotation. 

If,  as  in  Fig.  245,  the  armature  had  but  two  external  con' 
ductors  forming  a  simple   loop,  then  the  electromotive-forcC 
would  fluctuate  between  zero  and  a  maximum.     Calling  the 
lowest  point  of  the  rotating  loop  in  its  vertical  position  0°,  then 
the  position  on  the  left  of  the  dotted  line  will  be  90°,  if  we  reckon 
the   angle  of  rotation   in   the   clockwise  direction.     The  top 
point  will  be  180°,  and  the  point  on  the  extreme  right  270^ 
Then  the  induced   electromotive-force  will   be   zero   as  the 
coil  passes  through  0°  and  180°,  for  at  the  positions  o®  and 
180°,  the  conductors  will  be  sliding  along,  rather  than  cutting, 
the  magnetic  lines,  and  a  maximum  as  the  coil  passes  through 
90®  and  270**.    The  rate  of  enclosing  or  "  cutting "  will  be  a 
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maxmm  when  the  actual  nufnber  of  lines  enclosed   is    a 

mmmum^  and  vice  versd.    (See  p.  36). 
At  any  intermediate  angle,  if  the  field  is  uniform,  the  actual 

number  of  lines  of  force  enclosed  is  proportional  to  the  cosine 

of  the  angle  through  which  the  coil  has  turned  from  its  zero 
position,  and  the  electromotive-force  will  be  proportional  to 
the  sine  of  that  angle.  Strictly  speaking,  we  ought  to  take 
the  sine  with  a  negative  value  to  represent  the  electromotive- 
force,  because  as  usually  defined  the  induced  clectromotive- 
forcc  is  proportional  to  the  rate  of  decrease  in  the  number  of 
lines  of  force  enclosed.  We  need  not,  however,  trouble  about 
signs,  because,  if  the  commutator  is  properly  set,  all  the 
induced  electromotive-forces  are  thereby  made  to  act  in  the 
same  direction  through  the  external  circuit.  The  exact 
expression  at  any  particular  angle  5,  for  the  electromotive- 
force  of  the  loop  may  be  calculated  as  follows : — The  number 
of  lines  of  force  inclosed  when  the  loop  has  turned  through 
angle  tf  is  =  N  cos  6 ;  hence  the  rate  of  cutting  will  be  «  N 
sin  tf,  or  2  7r « N   sin   0,     Now,  since  the  average  value  of 

sm  tf,  between  the   limits   0  =:  0°    and    0  =  90°,    is  -,  the 

^wwflfif  electromotive-force  per  loop  may  be  obtained  by  sub- 
stituting this  value,  giving  us 

Average  E  per  loop  =  4 ;/  N, 

And  since  the  number  of  loops  that  are  in  scries  between 
hush  and  brush  is  ^C,  we  have  finally 

(Average)  E  =  ;/  C  N. 

If  the  coil  consisted  of  many  turns  all  wound  in  one  group, 
Jike  the  Siemens  shuttle-wound  armature,  p.  38,  the  same 
expressions  would  obviously  hold  good  on  substituting  the 
proper  number  for  C. 

We  next  proceed  to  study  the  fluctuations  produced  in  the 
dectromotive-force  as  the  result  of  various  groupings  of  the 
coils. 

z  2 
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Fluctuations  of  Electromotive-force  in  a  One-coil  Armature. 

As  explained  on  the  previous  page,  the  actual  induced 
electromotive-force  is  proportional  to  the  sine  of  the  angle 
through  which  the  coil  has  turned,  or 

E  =*  2  TT  «  N  sin  tf  X  iC, 
whence 


IT 


E  =  -  «  C  N  sin  ^ [II.] 

As  0  increases  from  o°  to  360°,  the  value  of  the  sine  goes  from 
o  to  I,  then  from  i  to  o,  from  o  to  —  i  and  from  —  i  back  to  a 

Fig.  246. 


The  values  of  the  sine  are  depicted  in  Fig.  246.  The  same 
curve  may  serv6  then  to  show  how  the  electromotive-force 
would  fluctuate  if  there  were  no  commutator.  But  the  action 
of  the  commutator  is  to  commute  the  negative  inductions 

Fig.  247. 


mo- 


3G0- 


into  positive  ones :  the  brushes  being  so  arranged  as  to  slide 
from  one  part  of  the  commutator  to  the  other  at  the  moment 
when  the  inverse  induction  begins.    This  gives  the  curve  the 
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fofin  rf  Fig.  247,  which  therefore  represents  how  the  current 
pulsates  in  the  circuit  of  a  simple  old-fashioned  shuttle-wound 
Siannu  armature;  Now  if  we  could  level  these  hills,  and 
dunge  our  undulating  induction  into  a  steady  one,  wc  should 
get  a  single  straight  line,  shown  in  Fig.  347  as  a  dotted  line, 
endosiiig  below  it  a  rectangular  area  equal  to  the  sum  of  the 
areas  enclosed  by  the  sinuous  curves,  and  therefore  at  a 
he^kt  which  is  the  average  of  the  heights  of  all  the  points 
ilong  the  curves :  in  fact,  since  each  sinuous  curve  is  part  of  a 


maximum  height. 

l^iictuatiaiis  in  a  Closed-coil  Armaturt  divided  into  Sections. 

As  shown  in  the  argument  on  pp.  40  and  42,  it  is,  for  reasons 
cJ  construction,  usual  to  wind  armature  coils  in  two  sets 
connected  in  parallel  arc.  The  t^vo  halves  of  the  Facinotti 
ring,  the  two  halves  of  the  windings  on  the  Siemens  drum, 
meet  at  the  brushes  in  parallel  arc  If  each  of  the  two  coils 
consisted  of  100  turns,  their  joint  effect  in  inducing  electro- 
motive-force will  be  no  greater  than  that  of  cither  of  them 
Kparately,  but  the  internal  resistance  of  the  armature  will  be 
balved.  From  this  point  onwards  in  the  argument  it  will  be 
assumed  that  the  armature  windings  consist  of  pairs  of  coils. 
Thus,  instead  of  one  coll  of  200  turns  as  shown  in  Fig.  24S,  we 

Fio.a48.  Fic-  249.  Fig.  25a 


\)  (i 


shall  take  it  that  there  is  a  pair  of  coils  each  of  100  turns  as  in 
Fig.  249. 

Now  suppose  that,  in  order  to  get  a  less  fluctuating  effect, 
we  dinde  each  of  our  original  single  pair  of  coils  into  two 
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parts,  and  set  these  at  right  angles  to  one  another.  To  take 
a  numerical  case,  suppose  there  were  originally  lOO  turns  in 
each  coil  and  we  split  each  into  two  coils  of  fifty  turns,  but 
set  them  across  one  another  so  that  one  comes  mto  the  best 
position  in  the  field  as  the  other  is  going  out  of  it.  (This 
arrangement  is  indicated  in  Fig.  250,  which  may  be  contrasted 

Fig.  251. 


with  Fig.  248  representing  the  undivided  coil.)  In  this  case  we 
shall  have  two  sets  of  overlapping  curves — each  of  them  will 
have  to  be  but  half  as  high  as  before,  because  the  equivalent 

Fig.  252. 


a«o 


area  of  each  coil  is  only  half  what  it  was  for  Ihe  whole  coiL 
Then,  if  there  were  no  commutator,  the  induced  electromotive- 
force  in  the  two  sets  of  coils  would  fluctuate  as  shown  by  the 
two  curves  of  Fig.  251.     But  if  the  ends  of  the*two"  sections" 

Fig.  253. 


1*0' 


ViO' 


3«0* 


of  the  coil  are  joined  to  a  proper  commutator  or  collector, 
all  the  "  inverse  "  inductions  will  be  commuted  into  "  direct  " 
ones  by  the  sliding  of  the  brushes  at  the  right  moment,  and 
the  two  curves  would  then  become  as  in  Fig.  252,  The  next 
process  is  to  ascertain  what  the  joint  result  of  these  over- 
lapping electromotive  -  forces  will  be  :  it  is  evident  that 
from  o**  and  90°  the  two  inductive  actions  are  assisting  one 
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^^icther,  and  that  at  45''  they  are  equal.  The  nett  result 
^erje  is  therefore  double  either  of  them  ;  and,  in  fact,  the 
ctaive  representing  the  sum  of  the  two  curves  is  given  in 
^*g'  253.  This  curve  shows  at  once  a  step  towards  conti' 
iity,  as  the  fluctuations  are  far  less  than  those  of  the  single 
rtl,  Fig.  247,  If,  as  before,  we  level  the  undulating  tops  by 
a.  dotted  line,  we  get  precisely  the  same  height  as  before. 
The  total  amount  of  induction  (the  total  number  of  lines  of 

force  cut)  is  the  same,  and  the  average  electromotive-force  is 

the  same.    There  is  no  gain,  then,  in  the  total  electric  work 

resulting  from  rearranging  the  armature  coils 

in  two  sets  at  right  angles  to  each  other  :  but 

there  is  a  real  gain  in  the  greater  continuity 

^nd  smoothness  of  the  current. 

If  we  again  split  our  coils  and  arrange 

ttem  as  shown  in  Fig.  254  at  angles  of  45*', 

*''  four  sets  of  pairs  of  coils  of  twenty-five 

^^rns  each,  and  connect  them  up  to  a  proper 

Commutator,  we  shall  get  an   effect  which   is  very  easily 

""^presented  by  constructing  two  curves,  each  similar  to  the 

Fig.  255. 


Fig.  254. 


90' 


VfO' 


210' 


AGO' 


l^st  but  each  -of  half  the  height,  and  compounding  them 
together  (Fig.  255).  One  of  them  will  of  course  have  the 
*naximum  heights  of  crests  occurring  45^  further  along  than 
those  of  the  other  curve ;  and  when  these  are  compounded  to- 

FiG.  256. 


Q* 


tfO* 


«^* 


210' 


360' 


p^er  we  get  for  a  resultant  a  curve  shown  in  Fig.  256,  which 

^  exactly  the  same  average  height  as  before,  but  which  has 

*^*  less  of  fluctuation.     It  is  easily  conceived  that  this  process 

dividing  the  coil  into  sections,  and  spacing  these  sections 
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out  at  equal  angles  symmetrically,  would  give  us  a  result 
approaching  as  near  as  we  choose  to  an  absolutely  continuous 
one.  If  our  original  pair  of  coils  of  lOO  turns  each  were  split 
into  twenty  sets  of  pairs  of  five  turns  each,  or  even  into  ten  sets 
of  pairs  of  ten  turns  each,  the  approach  to  continuity  would 
be  very  nearly  truly  attained.  It  only  remains  to  calculate 
the  continuity  algebraically;  which,  though  not  difficult,  is 
rather  tedious. 

Calculation  of  Fluctuations  of  the  Electromotive-force  in 

Closed-coil  Armatures. 

We  have  seen  in  Chap.  III.  that  in  every  armature  a  section  of 
the  coil  connected  with  any  two  commutator-bars  is  undergoing  at 
every  instant  an  inductive  effect  exactly  similar,  but  opposite  in  sign, 
to  that  going  on  in  the  section  connected  with  the  two  bars  on  the 
side  of  the  commutator  diametrically  opposite.  We  likened  the  two 
sets  of  coils  in  the  two  halves  of  the  armatiure  to  two  sets  of  galvanic 
cells  arranged  in  parallel  Suppose  the  armature  had  in  all  thirty- 
six  sections,  then  in  reality  there  are  two  sets  of  eighteen,  and  the 
electromotive-force  induced  in  each  set  is  alike.  We  will  take  the 
case  of  a  ring  armature  as  being  less  complicated  than  the  drum. 
Let  the  symbol  c  stand  for  the  total  number  of  sections  in  the  arma- 
ture.   There  will  be  therefore  -  sections  in  each  half  of  the  armature 

2 

from  brush  to  brush.  Let  each  section  consist  of  b  turns  of  wire. 
The  whole  armature  will  consist  oib  c  turns.  If  these  c  sections  are 
set  symmetrically  round,  the  angle  between  the  plane  of  each  section 

and  the  next  one  to  it  will  be  - —  degrees  or   —  radians.      This 

c  c 

may  for  some  purposes  be  \^Titten  y- ;  and  for  shortness  we  ^ill 

call  this  angle  =  /3.  We  will  then  calculate  the  total  electromotive- 
force  induced  in  one  set  of  sections,  that  is  to  say,  in  one  of  the 
rows  oi  \c  sections  of  coils  extending  half  round  the  armature  and 
commutator  from  one  brush  to  the  other.  Referring  to  page  339 
and  remembering  that  only  \  N  lines,  at  most,  go  through  any  one 
section  at  any  instant,  we  see  that  in  the  first  section,  when  it  has 
turned  through  angle  ©,  the  induced  electromotive-force  ^1  will  be 

^'j  =  ca  —  b  sm  6, 

2 
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val 


whoe  nil  the  angular  velocity.    In  the  second  section  the  electro- 
mouve-fttce  will  be 

N 
^  =  «y  sin(0  +  /3), 

iMcufe  this  section  has  a  position  differing  by  an  angle  p  from  the 
Election.    In  the  third  section  we  have  similarly 

N 
^i  =  —  ^  sin  (0  +  2  ^) ; 

2 

and  10  on,  until  we  come  to  the  last  section  of  the  set,  for  which  the 
*toomotive-force  will  be 

N 


2 

^  the  whole  electromotive-force  of  the  set  is  the  sum  of  all  these 
*^P*nUe  electromotive-forces ;  so  we  have 

£  =  •  —  *x 

2 

I  sm  e+  sin  (0  +  )8)  -f  sin  (0  +  2)8) sin(0  -f  i^- 1  i8)|. 

We  can  get,  however,  no  information  with  respect  to  the  maximum 

^  minimum  values  of  this  fluctuating  electromotive -force  as  long  as 

™^  expression  for  E  is  in  the  form  of  a  long  series  of  values.    We 

^^t,  proceed  to  sum  this  series  within  the  brackets.     Call  its  sum  S. 

"^H,  in  order  to  get  its  separate  terms  added  together,  we  will 

'"'^tiply  each  by  2  sin  -  ;  so  that; 

2 

^in  0  X  2  sin  -  =  cos  ( ^  -  -)     —  cos  ( ^  +  M , 

^in  (0  +'i8)  X  2  sin  ^  =  cosTo  +  ^)      -  cos^O  +  3  -), 
^  (0  +  2)8)  X  2  sin  ^  =  cos^e  +  3  j)  -  cos  (^  +  Sj ), 


&C. 


&c 


&C. 


sin (0  +  i^  -  1)8)  X  2  sin -= -cos  (e-\.\c^  1)8  +  i-) . 
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It  will  be  noticed  that  on  adding  up  the  terms  on  the  light-hand 
side  they  cancel  out  in  pairs,  leaving  only  the  first  and  last :  thus— 


p 


S  X  2sin-  =  cos(^e  -  -\-co&(^0-^\c-  I/3+-) 


—  )8 ;  and  therefore  the  Isst 
P 


But  ^c  p  —  iTy  and  4^  —  i  P  =  v 
term  may  be  written  —  cos  (^  +  't  —  -  j,  which  is  same  as  +  cos 


Then  the  expression  becomes 


S  X  2  sin  -  s»  2  cos  ( S 


-f) 


and 


cos 


S  = 


(«-!) 


sm  - 

2 


Inserting  this  value,  we  get  at  once 


E  =  <a  —  d 

2 


n/^<?-^) 


sm  — 

2 


The  amount  of  fluctuation  implied  in  tliis  formula  depends  o^ 
how  the  brushes  are  set.  They  slide,  of  course,  from  one  bar  of  th^ 
commutator  to  another  while  the  commutator  moves  through  th^ 
angle  p.  So,  if  0  =  o  at  the  beginning,  when  the  commutator-bar  i^ 
just  beginning  to  touch  the  brush,  then  0  ^  p  just  as  the  bar  leaved 
contact  with  the  brush.     And  when  the  brush  touches  the  middle  o^ 

the  bar  0  =  — .     Now  the  cosine  is  a  maximum  when  the  angle  is  *^ 
minimum.     Therefore  E  will  be  a  maximum  when  —  =  e,  /.  e.  whei^ 

2  ' 

o 

^  —  0  =  o  :  and  E  will  be  a  minimum  when  either  tf  =  o,  or  0  =  i^' 

2 

We  have,  consequently,   the   following  results  as  the  bar  of  tb^ 
commutator  passes  under  the  brush  : — 
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(i>)  At  beginning  (9  a  o), 


E  (a  minimum) 


(».)  At  middle  of  bar  (fl  =  ^) , 


Sin  — 

2 

N  ^  90° 

=  (D  —  ^  cotan  ^ 

2  iiT 


£  (a  maximum) 


-      ^h 

s=  (a  —  0 

2 


sm  — 

2 


(3)  At  end  (e  =  /3), 


E  (again  a  minimum) 


N  .  90^ 

=  01  —  ^  cosec  ~  . 
2  ir 


/3 
. -     cos  - 

N  ,         2 

=  01  —  ^ 

2  .      /3 

sm  — 

2 

N  ^  90° 

=  (D  —  ^  cotan  ^ . 
2  +^ 


The  greatest  fluctuation  therefore  that  can  occur,  will  be  the 

^'feence  between  cosec  —. —  and  cotan  ^ :  and,  since  each  bar 

V  it  passes  under  the  brushes  comes  into  the  position  just  occupied 
'tfthebar  preceding  it,  there  will  be  as  many  fluctuations  in  every 
'^ution  as  there  are  bars  in  the  commutator  or  sections  in  the 
*ioature,  namely  c.    Further  than  this,  if  we  could  increase  the 

_    o  a 

'^ber  of  sections  indefinitely,  so  that  "j—  or  —  was  practically  =  o^, 

a  ^       2 

^  both  cosec  t—  ,  and  cotan  ^  would  be  equal,  and  would  be 

•qnal  to  - :  for  ^  =  - ,  and  for  small  angles  the  arc  is  sensibly 

•lual  to  either  the  sine  or  the  tangent  We  will,  however,  calculate 
^  actual  amount  of  fluctuation  in  certain  cases.  Many  dynamos 
•'c  built  with  armatures  having  a  36-part  collector,  and  thirty-six 
"^ons  in  the  armature  coil.  We  want  to  know  the  fluctuations  in 
"^  case,  and  in  other  cases  with  fewer  or  more  segments.  The 
following  table  gives  the  results  of  the  calculations ;  the  number  of 
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sections  of  the  armature  and  commutator  being  given  in  the  first 
column,  and  their  angular  breadth  in  the  second.  The  fluctiution  is 
the  diflference  between  columns  3  and  4 : — 


c 

/8 

cosec  — 

>        a 

0 
cotan  — 

a 

The 

Fluauation. 

c 

c 

2 

4 
10 

i8o«> 

90 

36 

•5 

•3479 
•3236 

O' 
'2500 

•3077 

•5 
•0979 

•0159 

±50*00 

I4-OJ 

12 
20 

30 

24 
18 

•3220 
•3206 
•3196 

•3"o 
•3136 
•3157 

•Olio 
•0070 
•0039 

1*70 

1*10 

•61 

24 
30 
36 

15 
12 

10 

•319a 
•3189 
•3187 

•316s 
•3171 
•3175 

•0027 
•0018 
•0012 

•28 
•19 

40 
60 

1 

6 

•3186 

•31857 
•31846 

•3177 
•31780 

•31802 

•0009 

•00077 

•00044 

•14 

*I2 
•07 

90 
360 

5400 

4 

I 

0-4' 

•31838 
•31832 
•3183099 

•31819 
•3183098 

•00019 
•00002 
•ooooooi 

•03 

•003 

*OO0OI 

From  these  figures  it  is  apparent  that  the  fluctuations  become 
practically  insignificant  when  the  number  of  sections  is  increased ;  as 
indeed  the  curves  of  Figs.  247  to  256  showed.  With  a  20-part  com- 
mutator the  fluctuations  of  the  electromotive-force  in  the  armature 
are  less  than  i  per  cent  of  the  whole  electromotive-force.  With  a 
36-part  commutator,  they  are  less  than  one-fifth  of  i  per  cent  So 
far  as  mere  fluctuations  are  concerned  then,  it  is  practically  a  useless 
refinement  to  employ  commutators  of  more  than  thirty-six  parts. 
But  there  are  other  reasons,  as  we  shall  see  in  considering  the  sdf- 
induction  in  the  separate  sections,  for  making  the  number  of  sections 
as  great  as  possible. 

Now,  assuming  that  we  wind  our  coil  in  a  large  number  of 
sections,  so  that  the  fluctuations  may  be  negligible,  what  will  the  total 

c 
electromotive-force  be?  We  may  write,  as  we  have  seen,—  ,  for  either 

IT 

cosec  —  or  for  cotan  —  ,  giving  us  E  =  w  —  ^  -.     Now  <i>  s  2  «-  if, 

2  2  2       V 

and  ^r  =  C,  so  that  our  formula  once  more  becomes  E  =  «  C  N, 
as  before 
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Measurement  of  Fluctuation, 

The  relative  amount  of  fluctuation  in  the  current  furnished  by  a 
dynamo  may  be  observed  by  noticing  the  inductive  effect  on  a  neigh- 
bouring circuit  Let  a  coil  be  introduced  into  the  circuit,  and  let  a 
second  coil,  wholly  disconnected  from  the  first,  be  laid  coaxially  with 
ity  so  that  the  coefficient  of  mutual  induction  between  the  coils  shall 
be  as  great  as  possible.  Introduce  into  the  circuit  of  the  second  coil 
a  Bell  telephone  receiver.  If  the  main-circuit  current  is  steady  there 
will  be  no  sound  heard.  If  it  fluctuate,  each  fluctuation  will  induce 
a  corresponding  secondary  current  in  the  telephone  circuit,  and  the 
amount  and  frequency  of  the  fluctuations  may  be  estimated  by  the 
loudness  and  pitch  of  the  sound  in  the  telephone.  The  fluctuations. 
of  the  current  of  a  Brush  dynamo  are  in  this  manner  readily  detected. 
Professor  Ayrton  has  suggested  the  introduction  into  the  secondary 
induction  circuit  of  an  electro-djmamometer  to  serve  as  a  "  discon- 
tinuity*meter." 

Effect  of  Non-simultaneous  Commutation. 

If  the  brushes  are  not  so  set  that  the  sliding  of  contact  under  one 
brush  is  not  accomplished  at  the  same  instant  as  that  under  the  other 
brush,  then  it  is  clear  that  there  will  be  slightly  unequal  electromotive- 
forces  in  the  two  halves  of  the  armature  circuit  This  momentary 
inequality  will  die  out,  to  be  succeeded  by  another  inequality  (of 
opposite  sign)  when  commutation  occurs  at  the  other  brush.  The 
effect  will  be  the  same  as  though  a  small  alternating  current  having 
a  n  c  periods  of  alternation  per  second  were  made  to  act  around  the 
circuit  of  the  armature.  Such  effects  may  be  occasioned  in  armatures- 
by  various  causes ;  if  the  number  of  sections  in  the  armature  be  an 
odd  number ;  if  the  numbers  of  conductors  in  all  the  sections  are  not 
alike  or  their  connections  are  unsymmetrical ;  or  lastly,  if  the  contact- 
edges  of  the  brushes  do  not  lie  exactly  at  opposite  ends  of  a  diameter* 
These  effects  are  independent  of  a  still  smaller  alternation  arising  in 
every  armature  in  consequence  of  mutual  inductions  between  the 
currents  in  the  commutated  coils  and  those  adjacent  to  them. 

Measurement  of  N. 

An  important  problem  is  how  to  measure  the  actual  number 
of  magnetic  lines  that  pass  through  the  armature.  This  number 
is  really  best  ascertained  by  calculation  from  the  performance 
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of  the  machine  itself.  The  speed  being  observed  by  aid  of  a 
suitable  speed-counter,  the  number  of  conductors  round  the 
armature  being  known,  and  the  whole  electromotive-force 
generated  in  the  machine  being  measured  by  proper  electrical 
methods,  then  it  only  remains  to  apply  the  fundamental  for- 
mula, transformed  so  as  to  calculate  back  to  N  : — 

__      Ex  lo* 

N  =  p: — 

n  C 

To  measure  E  the  means  adopted  must  depend  upon  the 
construction  of  the  machine.  If  it  is  a  continuous  current 
machine,  either  magneto  or  separately-excited,  then  a  simple 
voltmeter  applied  at  the  open  terminals  or  brushes  will  suffice. 
If  the  machine  is  series-wound  or  shunt-wound,  the  same 
method  may  apply,  provided  the  magnetising  coils  can  be  dis- 
connected and  separately  excited  up  (for  example,  by  using 
accumulators)  to  the  right  degree  while  the  machine  is  rua 
In  all  these  cases  the  result  will  not  correctly  represent  the 
working  values,  because  in  work  there  are  the  reactions  due  to 
considerable  currents  in  the  armature  coils.  To  measure  E 
while  the  machine  is  running,  it  must  either  be  run  upon  known 
resistances  (so  as  to  enable  E  to  be  calculated  from  Ohm's 
law)  ;  or  E  may  be  calculated  by  measuring  (see  p.  68)  the 
difference  of  potentials  at  the  brushes  with  a  voltmeter,  and 
then  calculating  from  the  resistance  of  and  current  in  the  arma- 
ture the  volts  lost  internally,  which,  added  to  the  measured 
volts,  make  up  the  whole  E. 

Another  way,  which  does  not  involve  the  running  of  the 
machine — and  is  therefore  less  satisfactory — is  to  wind  closely 
around  the  armature,  exactly  in  the  diameter  of  commutation, 
a  single  turn  of  fine  insulated  wire,  the  ends  of  which  are  con- 
nected through  two  insulated  wires  lying  close  together,  or, 
better,  twisted  together,  to  a  ballistic  galvanometer  of  slow 
period  and  of  appropriate  sensitiveness.  This  being  done, 
arrangements  are  then  made  to  separately  excite  the  field- 
magnets,  by  some  auxiliary  current,  to  an  amount  equal  to  the 
working  value.  On  turning  on  the  exciting  current,  a  current 
of  short  duration,  proportional  in  its  integral  value  to  the 
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number  of  magnetic  lines  which  have  thus  been  introduced 
throi^h  the  wire  loop,  is  excited  in  the  circuit  and  produces  a 
tbrow  on  the  galvanometer.     On  breaking  the  exciting  circuit 
or  short-drcuitingthe  exciting  coils,  another  throw  is  observed 
in  the  opposite  direction,  and  of  equal  amount.  To  ascertain  the 
absolute  number  of  lines  indicated  by  this  throw,  a  compara- 
tive experiment  must  be  made  with  some  sort  of  apparatus  for 
introducing  a  known  number  of  magnetic  lines  into  the  same 
circuit    A  good  way  to  do  this  is  to  use  a  hand-coil  of  large 
size  (resembling  on  a  large  scale  the  coil  of  a  tangent  galvan- 
ometer), wound  with  a  known  number  of  turns  of  fine  wire,  the 
average  area  of  these  turns  being  known  from  careful  measure- 
ment   Such  a  coil  should  be  included  in  the  circuit  of  the 
aforesaid  galvanometer,  but  with  leading  wires  enabling  it  to 
be  placed  at  a  sufficient  distance  away  from  the  dynamo  and 
ffom  all  other  magnets  and  iron,  to  allow  of  no  error  arising  from 
such  causes  of  perturbation.     It  should  be  laid  level  in  some 
Spot  for  which  the  value  of  the  vertical  compound  of  the  earth's 
nis^etic  field  is  known.    (In  London  this  is  0*43  C.G.S. 
units.)    On  suddenly  inverting  this  coil,  another  throw  is  pro- 
duced in  the  ballistic  galvanometer.     The  result  may  be  cal- 
culated out  as  follows  : — Let  Si  be  the  throw  due  to  introducing 
l^N  lines  through  the  loop,  and  82  the  throw  given  on  inverting 
the  coiL     Calling  the  number  of  turns   in   the  coil  S,  the 
(average)  area  of  each  of  them  A,  and  V  the  intensity  of  the 
veitical  component  of  the  earth's  field,  then  the  number  of 
lines  cut  by  inverting  the  coil  is  2  S  A  V.   And  N  is  found  by 
solving  the  simple  rule-of-four  sum  : — 

N  :  2  S  A  V  : :  Si :  82. 
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CHAPTER  XVI. 

The  Magneto-machine  and  the  Separately- 
excited  Machine. 

In  the  equations  hitherto  considered  it  was  assumed  that  th^ 
armature  rotated  in  a  magnetic  field  the  quantity  of  which 
was  specified  by  the  symbol  N.  Nothing  was  specified  as  to 
the  kind  of  field-magnets :  and  the  general  formula  deduced 
is  of  course  applicable  for  all  kinds,  provided  their  magnetic 
power  is  known.  In  magneto-dynamos,  in  which  the  field  is 
due  to  permanent  magnets  of  steel,  N  depends  both  on  the 
magnetism  of  the  steel  and  on  the  iron  core  of  the  armature. 
The  number  of  lines  that  find  their  way  through  the  armature 
is,  however,  lessened  by  the  reaction  of  the  current  in  the 
armature  when  this  becomes  strong.  If  the  mag^netism  of 
the  field-magnets  were  so  overpoweringly  great,  as  compared 
with  that  due  to  the  armature  coils,  that  this  reaction  were 
insignificantly  small,  then,  since  our  fundamental  formula  is 

E  =  «  C  N, 

E' would,  for  any  given  magneto  machine,  be  directly  propor- 
tional to  «,  the  speed  of  rotation.     But  we  know  in  practice 
that  this   is   not  the  case.      Suppose  we  turn  a   magneto 
machine   at  600   revolutions   per  minute  {n  =  10,  for  then 
there   will  be  10   revolutions   per   second)  and  get,  say,  17 
volts   of  electromotive  -  force   from    it,  then,   if   there    were 
no  reactions  from  the  armature,  turning  it  at   1200  revolu- 
tions per  minute  ought  to  give  exactly  34  volts.     This  is 
never  quite    attained ;   though  in    many  machines,   as,   for 
example,  in   the    laboratory-pattern   magneto-Gramme   ma- 
chines made  by  Breguet  (Fig.  86),  the  direct  proportion  is 
very  nearly  attained  even  with  much  higher  speeds. 
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Relation  between  Speed  and  Electromotive-force, 

Theory  indicates  that  in  a  magneto-electric  machine  the 

electromotive-force  induced  in  the  armature  should  be  exactly 

proportional  to  the  speed  of  rotation,  provided  the  magnetic 

"^Id  in  which  the  armature  rotates  is  of  constant  intensity. 

*  Vis  is  only  true  in  practice  if  the  current  in  the  armature  is 

^^pt  constant  by  increasing  the  resistances  of  the  circuit  in 

proportion  to  the  speed,  because  currents  of  different  strength 

react  unequally  on  the  intensity  of  the  field.     In  some  experi- 

nients  made  by  M.  Joubert  at  different  speeds  the  electromo- 


Fig.  257. 
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CmtVE  SHOWING  RELATION  BETWEEN  SPEED  AND  ELECTROMOTIVE-FORCE. 


tive-force  was  measured  by  an  absolute  electrometer,  which 
allowed  no  current  whatever  to  pass.  The  only  possible  re- 
actions were  those  due  to  possible  eddy  currents  in  the  core  : 
and  the  theoretical  law  was  almost  exactly  fulfilled  The 
observations  are  given  below,  and  plotted  in  Fig.  257,  in  which 
the  straightness  of  the  "  curve "  shows  how  nearly  truly  the 
theoretical  condition  was  attained. 

Speed     500        720      1070    revolutions  per  minute. 

Electromotive-force      103        145        208    volts. 

« 

The  student  may  here  with  advantage  study  the  lines 
given  in  Fig.  185,  p.  236,  obtained  from  a  certain  separately- 
excited  Brush  machine. 

2  A 
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Potential  at  Terminals  of  MagneUhdynamo. 

The  potential  at  terminals  of  the  magneto  machine — and 
indeed  of  every  dynamo — is,  when  the  machine  is  doing  any 
work,  less  than   E,  the  total    induced  electromotive-force, 
because  part  of  E  is  employed  in  driving  the  current  through 
the  resistance  of  the    armature.      The    symbol   e  may  be 
conveniently  used  for  the  difference  of  potential   between 
terminals.    Only  when  the  external  circuit  is  open,  so  that  no 
current  whatever  is  generated,  ^  =  E.     It  is  convenient  to 
have  an  expression  for  e  in  terms  of  the  other  quantities, 
seeing  that  when  any  current  is  being  generated  it  is  im- 
possible to   measure   E   directly  by  a  voltmeter  or  by  an 
electrometer,  whereas  e  can  always  be  so  measured. 

Let  Ta  be  the  internal  resistance  of  the  machine,  that  is  to 
say  the  resistance  of  the  armature  coils,  and  of  everything 
else  in  circuit  between  the  terminals ;  and  let  R  be  the 
resistance  of  the  external  circuit  Then,  by  Ohm's  law,  if  i 
be  the  current, 

E=;(r,  +  R). 

But  by  Ohm's  law  also,  if  e  be  the  difference  of  potential 
between  the  terminals  of  the  part  of  the  circuit  whose 
resistance  is  R, 

whence 


^  [III.] 


from  which  we  have 


or 


E      r,  +  R' 


r.  +  R^ 


^  =  ^«CN.  [IV.] 


It  is  also  convenient  to  remember  that 

T7       r.+  K 

R      '* 


rv] 
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for  this  formula  enables  us  to  calculate  the  value  of  E  from 
observations  of  ^  made  with  a  voltmeter. 


Relation  between  whole  Electromotive-force  and  Difference  of 

Potentials  at  the  Terminals. 

The  essential  distinction  pointed  out  above  between  the 
whole  electromotive-force  E,  and  that  part  of  it  which  is 
available  as  a  difference  of  potentials  at  the  terminals  e^  may 
be  further  illustrated  by  the  following  geometrical  demon- 
stration which  is  due  to  Herr  Ernst  Richter.* 

In  a  machine  (such  as  are  chiefly  dealt  with  later)  in  which 
€  is  constant,  E  will  not  be  constant,  except  in  the  unattainable 

Fig.  258. 


case  of  a  machine  which  has  no  internal  resistance.  Let  r 
represent  the  internal  resistance  of  the  machine,  including 
that  of  the  armature  and  of  any  magnet-coils  that  are  in 
the  main  circuit  (r  =  r*  +  r  J  ;  then, 

E  =  ^  +  ir. 

If  E  is  constant,  then  e  cannot  be  constant  when  i  varies  ; 
and  if  e  is  constant,  E  cannot  be.  We  have  then  two  cases  to 
consider : — 

(i)  E  coftstant.  Take  resistances  as  abscissae  and  electro- 
motive-forces as  ordinates,  and  plot  out  (Fig.  258)  O  A  =  r, 
A  N  =  R,  O  B  =  E.  The  line  B  N  represents  the  fall  of 
potential  through  the  entire  circuit.  Of  the  whole  electro- 
motive-force   O  B,    a  part   equal   to   C  M    is   expended  in 

*  ElektroUchnische  Zeitschrifty  iv.  p.  161,  April  1883. 
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driving  the  current  through  the  resistance  r,  leaving  the  par*i 
A  M  available  as  the  difference  of  potentials  at  the  terminal^ 
when  the  total  resistance  of  the  circuit  is  represented  by  th.e' 
length  from  O  to  N.     Accordingly  at  N  erect  a  vertical  line 
N  Q  equal  to  A  M.  Take  a  less  external  resistance  R'  =  A  N', 
and  by  a  similar  process  we  find  that  the  corresponding 
value  of  ^  is  A  M'  or  N'  Q'.    Similarly,  any  number  of  points 
may  be  determined  ;  they  will  all  lie  on  the  curve  A  Q  Q',  which 
therefore  shows  how,  as  the  external  resistance  is  increased^ 

Fig.  259. 


the  terminal  potential  rises,  whilst  the  whole  electromotfve- 
force  remains  constant  and  is  represented  by  the  horizontal 
line  B  R.    The  equation  of  this  curve  is  given  by  the  con- 
dition 

E  —  ^  r 


E 


R  +  r 


whence  (E  —  ^)  (R  +  ^)  =  E  r  =  constant ;  which  equation 
is  the  equation  of  an  equilateral  hyperbola  having  O  B  and 
B  R  as  asymptotes. 

(2)  e  constant.    As  in    the    preceding    case,    O  A  =  r ; 
A  N  =  R  ;  and  A  M  =  ^.     From  N  (Fig.  259)  draw  the  line 
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N  M  and  produce  it  backwards  to  B.  Then  O  B  represents 
that  value  of  E  which  will  give  e  volts  at  terminals  when 
R=NM.  Accordingly  set  off  at  N  the  line  NR  =  OB 
In  a  precisely  similar  way  draw  N'  B',  to  correspond  with  any 
oAer  value  of  R,  and  make  N'  R'  equal  to  O  B'.  N'  R'  repre- 
sents the  value  of  E  when  the  value  of  the  external  resistance 
R  is  equal  to  A  N'.  By  determining  other  values  we  obtain 
the  successive  points  of  the  curve  R  R',  which  shows  how  the 
^le  electromotive-force  must  vary  in  order  to  maintain  a 
constant  difference  of  potentials  at  the  terminals,  as  repre- 
sented by  the  horizontal  line  M  Q.  The  equation  to  this  new 
<^urve  b  given  by  the  condition 

E  —  e  ^e 
r~"R 

<>r(E  —  ^)R  =  ^r  =  constant. 

This  curve  is  also  an  equilateral  hyperbola. 

The  Separately-excited  Dynamo. 

For  separately-excited  dynamos  the  same  formulae  hold 
good  as  for  magneto-dynamos ;  but  in  this  case  N  depends 
^Pon  the  strength  of  the  independent  exciting  current 

In  estimating  the  nett  (or  commercial)  efficiency  of  a 
^^parately-excited  dynamo,  the  energy  spent  per  second  in 
^xdting  the  field-magnets  ought  to  be  taken  into  account 

Characteristic  of  Magneto  Machine^  atid  of  Separately-excited 

Dynamo. 

In  the  magneto-dynamo  the  magnetism  of  the  steel 
magnets  is  approximately  constant  This  has  given  rise  to  a 
common  idea  that  in  such  machines  the  electromotive-force 
depends  on  the  speed  alone.  This  is  not  true.  For  owing  to 
the  cross-magnetising  and  demagnetising  tendency  of  the 
currents  in  the  armature  coils,  the  number  of  magnetic  lines 
that  actually  traverses  the  armature  core  diminishes  when  the 
currents  in  the  armature  are  strong.  The  stronger  the  current 
in  the  armature  the  stronger  the  reaction.  As  will  be  explained 
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Fig.  26a 


Characteristic  of  Magneto 
Machine. 


later  (p.  368),  it  is  convenient  to  plot  out  certain  curves,  known 
as  characteristics^  to  exhibit  the  relation  that  subsists  between 
the  clectromotivc-force  and  the  current  under  different  condi- 
tions of  speed,  resistance^ 
etc  Usually  one  of  the  con- 
ditions assumed  is  that  tbe 
speed  is  constant  Sudi 
curves  are  particularly  use&l 
for  studying  the  various  re- 
actions that  exist  between 
the  field-magnet  and  arma- 
ture. Fig.  260  gives  the 
characteristic  of  a  small 
magneto  machine,  of  the 
laboratory  type,  havii^  a 
Gramme  ring.  It  was  cap- 
able of  lighting  two  small 
Swan  lamps  of  about  5 
candle  -  power.  On  open 
circuit  the  electromotive-force  was  13' i  volts  at  a  speed  of 
1400  revolutions  per  minute.  The  value  of  E,  the  total 
electromotive-force  generated  in  the  armature,  fell  from  13*  i  to 
12 '4  volts  when  a  current  of  i  '8  ampferes  was  taken  from  the 
machine  ;  and  when  it  was  short-circuited  to  give  6*  i  amperes, 
the  value  of  E  fell  to  9*2  volts.  This  was,  however,  an 
exceptionally  bad  case. 

The  reaction  of  the  armature  current  was  here  very 
strongly  marked.  Were  there  no  reaction  the  characteristic 
would  follow  the  dotted  line  to  A  instead  of  dropping  down 
to  B.  As  explained  on  p.  92,  the  demagnetising  tendency 
of  the  armature  current  increases  with  the  forward  lead 
given  to  the  brushes. 

It  ought  not  to  be  forgotten  that  beside  the  prejudicial 
leactions  in  the  magnetic  field  there  are  prejudicial  reactions 
in  the  armature  coils  themselves,  due  to  mutual-induction 
between  those  parts  of  the  coils  in  which  the  current  is 
increasing  or  decreasing  in  strength  and  those  in  which  a 
steady  current  is  flowing. 
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Fig.  261 
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The  characteristics  of  separately-excited  dynamos  exhibit 

a  similar  decline  in  the  electromotive-force  ;  and  the  reasons 

are  exactly  similar.     A  care- 

fiil  study  of  these   machines 

was  made  in   1884   by  Mr. 

W.  B.  Esson,^  who  gives  the 

following  curve  for  a  sepa- 
'^tely-excited  dynamo  having 
A  modified  Facinotti  ring  ar- 
mature. The  line  E  (Fig.  261) 
'^presents  the  total  electro- 
motive-force if  there  were  no 
reactions.  The  line  e  repre- 
sents the  values  of  the  poten- 
tial between  the  brushes  of 
the  machine  (called  e  in  this 
book  in  contradistinction  to 
E  the  whole  electromotive- 
force)  as  it  would  be  if  there 
were  no  reaction.   The  curved 

line  B  gives  the  actually-observed  values  of  €  when  different 
currents  were  taken  from  the  machine.  The  great  drop  at 
the  lower  end  of  the  curve  is  probably  due  to  the  greater 
dems^netising  effect  of  the  armature  current  when  there  is 
(as  with  strong  currents)  a  considerable  lead  at  the  brushes. 
The  characteristic  always  shows  such  downward  curvature 
more  when    the  field-magnets   are  weakly   excited.      (Sec 

Kg.  315.) 

Efficiency  and  Economic  Coefficietit  of  Dynamos. 

Suppose  that  we  know  the  actual  mechanical  horse-power 
applied  in  driving  a  dynamo.  This  can  be  measured  directly 
either  by  using  a  "transmission  dynamometer,"  or  by  taking 
an  indicator  diagram  from  the  steam-engine  that  is  driving 
ity  or,  in  certain  special  cases  where  the  field-magnets  can  be 

*  Eltetrkal  Retneuf^  toL  xiv.  p.  303,  April  1884.     See  also  papers  by  M. 
Marcel  Deprez,  Comptcs  Hcnaus^  xciv.  pp.  15  and  86,  1882. 
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pivoted  or  counterpoised,  by  applying  the  method  originally 
pursued  by  the  Rev.  F.  J.   Smith,  and  later  described  by 
M.  Marcel  Deprez  and  by  Professor  Brackett,  in  which  the 
actual  mechanical  interaction  between  the  armature  and  field- 
magnets  is  utilised  to  measure  the  horse-power  used  in  driving 
the  machine.     If,  then,  we  know  the  horse-power  applied,  and 
if  we  measure  the  "  activity  "  of  the  dynamo,  that  is  to  say  its 
rate  of  giving  out  electrical  energy,  or,  as  some  people  call  it, 
its  output  of  electrical  horse-power,  we  have  by  comparing 
the  mechanical   power  absorbed  with  the  electrical  activity 
developed,  a  measure  of  the  "  efficiency  "  of  the  dynamo  as 
an  economical  converter  of  mechanical  energy  into  electrical 
energy.     It  must,  of  course,  be  borne  in  mind  that  part  of 
the  electrical  energy  developed  is  inevitably  wasted  in  the 
machine  itself,  in  consequence  of  the  unavoidable  resistance 
in  the  wire  of  the  armature,  and,  in  the  case  of  self-excited 
dynamos,  in  the  wire  of  the  field-magnet  coils.     There  must, 
therefore,  be  drawn  a  distinction  between  the  gross  efficiency 
of  the  machine,  or  as  it  is  sometimes  called,  its  "  efficiency 
of  electric  conversion,"  and   its   nett  efficiency,   or   "useful 
commercial  efficiency." 

To  express  efficiency,  whether  gross  or  nett,  we  must, 
however,  have  the  means  of  measuring  the  electric  "  activity  " 
of  the  dynamo,  or  of  any  part  of  its  circuit 

As  is  well  known,  the  energy  per  second  of  a  current  can 
be  expressed,  provided  two  things  are  known,  namely,  the 
number  of  amperes  of  current,  and  the  number  of  volts  of 
potential  between  the  two  ends  of  that  part  of  circuit  in  which 
the  energy  to  be  measured  is  being  expended.  The  number 
of  ampires  of  current  is  measured  by  a  suitable  ampere- 
meter ;  the  number  of  volts  of  potential  by  a  suitable  volt- 
meter. The  product  of  the  volts  into  the  amperes  expresses 
the  electric  energy  expended  per  second  in  terms  of  the 
unit  of  activity  denominated  "  watts."  As  i  horse-power  is 
equal  to  746  watts,  the  number  of  volt-amperes  (i.  e.  of  watts) 
must  be  divided  by  746  to  give  the  result  in  horse-power.  If 
i  represents  the  current  in  amperes,  and  e  the  difference  of 
potential  in  volts,  then  the  **  activity  "  or  "  electric  energy  per 
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second,"  for  which  we  may  use  the  symbol  w^  may  be 
written 

ci 


w  = 


746' 


Now  we  know,  in  the  case  of  every  dynamo,  that  the 
dectric  energy  developed  usefully  in  the  external  circuit  is 
not  the  whole  of  the  electric  energy  of  the  machine,  part  being 
absorbed  (and  wasted  in  heating)  in  the  resistances  of  the 
armature  and  magnet  coils.  The  ratio  of  the  useful  electrical 
energy  realised  in  the  external  circuit  to  the  total  electric 
cne^  that  is  developed  is  sometimes  called,  though  not  very 
happily,  the  "  electrical  efficiency  "  of  the  machine.  I  prefer 
instead  to  call  this  ratio  the  "  economic  coefficient "  of  the 
madune.  It  may  be  expressed  algebraically  as  follows  : — If 
a  series-wound  or  a  magneto  machine  is  giving  a  current  of 
*  amp^es,  and  its  total  electromotive-force  be  E  volts,  then 
its  total  electric  activity  will  be 

=  E  f  watts. 

If  the  electromotive-force  between    the    terminals    of   the 
dynamo  be  e  volts,  then  the  useful  activity  is 

=  ^/ watts. 

Using  the  symbol  1;  for  the  "economic  coefficient,"  or 
^called  **  electrical  efficiency,"  we  have 


__  useful  activity  __    ci 
^  ""  total  activity  "   Ei* 


or, 


e 


But  we  know  that  the  ratio  ^  depends  on  the  relation  of  the 
^^^rnal  and  external  resistances,  for 

e  R 

g  =  ^T^Tr  (^^^  equation  [III.]), 

^here  R  is  the  resistance  of  the  external  circuit,  and  r  the 
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internal  resistance  (armature,  magnets,  &c.)  of  the  machine. 
Hence,  for  a  series  dynamo  or  a  magneto  machine, 

Obviously,  this  coefficient  will  approach  more  and  more 
nearly  to  unity  the  more  that  the  value  of  r  can  be  diminished. 
For  if  a  machine  could  be  constructed  of  no  internal  resistance 
there  would  be  none  of  the  energy  of  the  current  expended 
in  driving  the  current  through  the  armature  and  wasted  in 
heating  its  coils. 

We  shall  see  later  on  how  the  expression  for  the  econonuc 
coefficient  17  must  be  modified  in  the  case  of  shunt  dynamos 
and  compound  dynamos* 

Returning  now  to  the  real  efficiency  of  the  machine,  let  us 
use  the  symbol  W  for  the  mechanical  work-per-second,  or 
horse-power,  actually  used  in  driving  the  machine.  And,, 
remembering  that  the  gross  electric  activity  of  the  machine 

is  — 2  >  we  have  for  the  gross  efficiency ^  or  efficiency  of  electric 

conversion, 

E/ 


W  X  746 ' 

and  for  the  nett  efficiency^  or  useful  commercial  efficiency, 

ei 
W  X  746' 

It  will  be  seen  that,  as  the  first  of  these  expressions  contains 
E,  and  the  second  e^  the  nett  efficiency  can  be  obtained  from, 
the  gross  efficiency  by  multiplying  by  %  the  economic 
coefficient. 

It  must  be  noticed  before  passing  from  this  topic  that 
since  /,  the  strength  of  the  current,  enters  into  each  of  the 
expressions  for  efficiency  as  a  factor,  and  as  i  depends  not 
only  on  the  resistance  of  the  machine  itself,  but  on  that  of  the 
lamps,  or  other  parts  of  the  system  which  it  is  used  to  feed, 
it  is  somewhat  misleading  to  talk  of  the  efficiency  of  the 
dynamo,  as  if  the  efficiency  was  a  property  of  the  dynamo.. 
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On  the  contrary,  not  only  the  gross  efficiency,  but  also 
economic  coefficient,  and  therefore  a  forti&ri  the  nett  effi- 
ciency, depend  on  the  external  resistance,  that  is  to  say  on 
the  number  of  lamps  that  may  happen  to  be  alight !  But  still 
there  is  a  sense  in  which  these  expressions  are  justifiable. 
Every  dynamo  is  designed  to  furnish  a  certain  quantity  of 
lamps,  and  therefore  to  carry  a  certain  average  current  Its 
efficiency  and  coefficient  of  economy  ought  therefore  to  be 
expressed  in  terms  of  that  current  (and  of  that  external 
resistance)  which  may  be  considered  the  fair  working  load  of 
the  machine. 

Variation  of  Economic  Coefficient  with  Current. 

It  will  be  noticed  that  in  the  case  of  the  series  machine 
considered  above,  the  value  of  1;  will  be  different  when  R  the 
external  resistance  is  varied.  When  R  is  very  great  com- 
pared with  f,  then  the  value  of  1;  is  very  nearly  =  i ;  but  for 
small  values  of  R,  the  value  of  ^  diminishes  indefinitely.  But 
when  R  is  large  the  current  is  small,  and  when  R  is  small  the 
current  is  large.  It  appears,  therefore,  that  a  series  dynamo 
has  its  maximum  value  for  the  economic  coefficient  when  it  is 
doing  its  minimum  of  work.  A  curve  showing  the  relation  is 
given  in  Chapter  XXII.,  Fig.  312. 

Relation  of  Size  to  Capacity  and  Efficiency. 

For  some  years  past  the  author  has  been  the  advocate  of 
large  dynamos,  not  because  he  has  any  admiration  for  mere 
bigness,  but  because,  as  in  steam-engines,  so  in  dynamos,  the 
larger  machines  may  be  made  more  efficient  than  the  small, 
in  proportion  to  their  cost  There  has  been  a  considerable 
amount  of  controversy  upon  the  relation  that  subsists  between 
the  linear  dimensions  of  similar  machines  and  their  per- 
missible output  and  their  efficiency  ;  the  divergence  of  views 
arising  mainly  from  difference  of  opinion  as  to  the  assumptions 
that  are  suitable  at  the  outset.  In  the  first  edition  of  this 
work  the  author  laid  down  the  proposition  that  if  the  speed 
of  rotation  remains  the  same  and  the  intensity  of  the  magnetic 
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field  (per  square  centimetre)  is  also  maintained  unchanged, 
then  the  output  of  a  machine  n  times  as  great,  in  all  linear 
dimensions,  as  any  given  machine,  would  be  increased  in  the 
proportion  of  «*,  and  the  coefficient  of  waste  would  be  in  the 
proportion  of  tr^.     Now  though  this  may  be  a  priori  true  in 
the  abstract,   the  very  assumptions   made  for  the  sake  of 
simplification  are  opposed  to  actual  conditions  of  working; 
for  it  is  inexpedient  to  drive  large  machines  at  the  same  speed 
as  small   ones ;   and  to  procure  equal   magnetisation  with 
large  magnets  wastes  more  energy  in  proportion  on  account 
of  the  relatively  greater  difficulty  of  getting  rid  of  the  waste 
heat  from  the  magnetising-coils,  the  energy  requisite  to  be 
spent  on  magnetising  being  nearly  proportional  to  the  volume 
of  iron  to  be  magnetised  and  the  power  of  getting  rid  of  the 
heat  being  only  proportional  to  the  surface.     Amongst  those 
Avho  have  discussed  the  problem  are  Hopkinson,   Frolidi, 
Ayrton,  Mascart  and  Joubert,  Kapp,  Storch,  Rechniewsky, 
and   Pescetto.      According  to   Hopkinson  *  the  capacity  of 
similar  machines  is  proportional  to  the  cube  of  their  linear 
dimensions  ;  the  work  wasted  in  magnetising  the  field-magnets 
proportional  to  the  linear  dimensions,  whilst  that  wasted  in 
heat  in  the  armature  conductors  is  proportional  to  the  square 
of  the  linear  dimensions.     Mascart  and  Joubert*  place  the 
capacity  as  low  as  the  square  of  the  linear   dimensions,  and 
draw  the  conclusion  that  small  machines  are  preferable  to 
large  ones.     Pescetto  ^  arrives  at  similar  conclusions,     Rech- 
niewsky  *  follows  Hopkinson  in  assigning  «^  as  the  proportion. 
Frolich  ^  assigns  the  value  «* ;  and  criticises  the  rule  of  the 
fifth  power  given  by  the  author  of  this  work  and  by  Deprez 
as  involving  an  increase  of  n^  in  the  current,  whilst  there  is  an 
increase  of  only  «*  in  the  section  of  the  conducting  wires  ;  which 
further  involves  that  the  density  of  the  current  in  the  wires 
must  increase  with  the  size  of  the  machine,  which  is  clearly 

*  Proc,  Instit,  Civil  Engineers ^  April  1883. 

*  Lemons  sur  FEUctriciU  (1886),  iL  815. 
»  VEleciruien,  xi.  357,  1887. 

*  La  Lumiire  Electrique^  xxii.  311. 

*  Die  dynamoeUktrische  Maschine  {i^^\  p.  168. 
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acticable.  Storch  ^  considers  constant-current  machines  to 
n  a  difTcrent  category  from  constant-potential  machines, 
iming  equal  intensity  of  magnetic-Held,  equal  peripheral 
jty,  and  equal  permissible  current-density,  he  finds  that 
I  machines  the  amp^re-tums  requisite  for  excitation 
as  the  linear  dimensions.  For  constant-current  machines 
apacity  is  proportional  to  «^,  that  is  to  say  to  the  weight 
le  machine,  or  to  the  volume  of  copper  on  the  armature, 
onstant-potential  machines  he  finds  the  total  length  of  wire 
le  armature  to  be  independent  of  the  dimensions  of  the 
lines ;  the  number  of  external  armature  conductors  to 
inversely  as  the  linear  dimensions ;  whilst  the  capacity 
e  machines  is  found  to  vary  as  /i*,  though  with  undue 
ng,  unless  the  volume  of  copper  on  the  armature  is 
increased  as  «*.  Storch  and  Rechniewsky  agree  with 
Idnson  that  the  work  lost  in  field-magnets  decreases, 
ively  to  that  lost  in  armatures,  with  an  increase  in  the 
r  dimensions. 

Tie  most  recent  contributions  to  the  discussion  come  from 
ECapp*  and  Professor  Ayrton.^  Kapp  proposes  that  the 
ds  of  rotation  shall  be  assumed  to  vary  inversely  as  the 
r  dimensions  so  as  to  put  all  machines  into  equal  con- 
ns as  regards  strains  from  centrifugal  force,  and  that  all 
similar  machines  shall  be  considered  as  being  worked  up 
le  same  safe  limit  of  heating.  This  involves  that  the 
:  wasted  internally  in  heat  shall  be  proportional  to  surface 
J  I :  If*.  The  resistances,  both  magnetic  and  electric  of 
ield-magnets  will  be  proportional  to  «"^,  and  the  exciting 
ers  to  «¥.  The  intensities  of  field  will  be  proportional  to 
nd  the  electromotive-forces  to  «*.  The  diameters  of  wires 
ved  are  as  n^  on  the  magnets  and  «'  on  the  armatures : 
resbtances  of  armatures  will  be  proportional  to  fr\  and 
permissible  current  to  n\  It  follows  at  once  that  the 
icities  of  the  machine  (in  watts)  will  vary  as  n\  whilst  the 
k  wasted  will  vary  as  rt^ :  hence  the  economic  coefficient 

>  Ceniralblatt  fiir  Elektrotechnik^  viii.  pp.  544,  594,  and  743,  1886. 
'  Proc.  Instit,  Civil  Engineers^  Ixxxiii.  p.  36,  1886. 
*  /M/.,  p.  116. 
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will  increase  with  the  size  of  the  machine.  Kapp  gives  the 
cost  of  machines  as  proportional  to  «^,  whence  it  follows  that 
the  cost  of  a  dynamo  per  unit  of  output  (say  per  lamp)  varies 
inversely  as  its  linear  dimensions.  He  gives  the  following 
illustrative  table : — 

Diameter  of  armature  (inches) 10  15 

Revolutions  per  minute     looo  670 

Number  of  glow-lamps      .. 150  620 

Weight  (in  hundredweights)     10  34 

Price 100^  276A 

Price  per  lamp 131-.  4//.  %s.  wd. 

Electrical  (efficiency  per  cent)         80  89 

Professor  Ayrton  assumes  that  the  speeds  of  similar 
machines  may  be  safely  put  as  inversely  proportional  to  the 
square-roots  of  the  linear  dimensions  or  as  to  «^  instead  of  n^^ 
for  the  number  and  the  strength  of  the  binding  wires  could 
easily  be  increased  in  the  larger  machines.  In  the  larger 
machines  the  smaller  relative  space  required  for  clearance 
makes  admissible  the  increase  of  the  current  in  proportion  to 
«^.  But  this  increased  current  would  magnetise  the  iron  more 
highly  in  proportion,  and  the  electromotive-force  would  be 
greater  than  «*,  probably  nearer  «^''  ;  bringing  up  the  capacity 
to  be  proportional  to  n^"^. 

The  common  opinion  of  dynamo  constructors  appears  to 
be  that  the  capacity  of  dynamos  is,  for  similar  machines,  a 
little  greater  than  in  proportion  to  the  weight 
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Fig.  262. 


CHAPTER  XVII. 
The  Series  Dynamo,  and  its  Characteristic. 

In  the  series  dynamo  (see  Fig.  262,  also  Fig.  73),  there  is  but 
one  circuit,  and  therefore  but  one  current,  whose  strength  i 
depends  on  the  electromotive- 
force  E  and  on  the  sum  of 
the  resistances  in  the  circuit. 
These  are : — 

R= the  external  (variable) 

resistance. 
ra= the  resistance  of  the 

armature. 
r«=the  resistance  of  the 

field-magnet  coils. 

By  Ohm's  law —  ^  ^ 

E  =  (R  +  r.  +  0^'. 
Also  By  the  difference  of  potential  between  the  terminals  of 

the  machine,  is 

^  =  R  /. 

It  is  also  convenient  to  find  an  expression  for  the  difference 
of  potential  between  the  brushes  of  the  machine ;  the  volts 
measured  here  being  greater  than  ^,  because  of  the  resistance 
of  the  field-magnets ;  and  less  than  E,  because  of  the  resist- 
ance of  the  armature  coils.  For  this  difference  of  potential 
between  brushes  we  will  use  the  symbol  €.  Then,  by  Ohm's 
law,  remembering  that  the  current  running  through  r«  and  R 
is  of  strength  /,  we  have 

€  =  (R  +  r^  i ; 
whence,  also, 

^=  E-(ra  +  O^ 
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Ecanofnic  Coefficient  of  Series  Dynamo. 

From  Joule's  law  of  energy  of  current  it  follows  that  the 
economic  coefficient  %  which  is  the  ratio  of  the  useful  electric 
energy  available  in  the  external  circuit  to  the  total  electric 
energy  developed,  will  be 

_  useful  work  __  *''  R  /  ^  e 

^  "   total  work  "  x*(R  +  r.+ r,)/ ""  E' 

or 

i> 

^  =  "B^x ; —  •  [XIL] 

This  is  obviously  a  maximum  when  r«  and  r.  are  both 
very  small.  Sir  W.  Thomson  recommends  that  r«  be  made 
a  little  smaller  than  ra.     A  good  proportion  is  two-thirds. 

As  an  example,  the  following  is  taken  from  the  tests  made  at 
Munich  on  a  Biirgin-Crompton  dynamo  of  which  the  economic 
coefficient  varied  with  the  diflferent  extemal  resistances  from  62  •  5  to 
70 '8  per  cent.: — r.  =  2'i4  ohms,  r^  =  I'yS.  Here  the  magnet 
resistance  was  about  five-sixths  of  that  of  the  armature. 

Further  than  this  we  cannot  go  without  introducing  some 
kind  of  an  expression  to  connect  E  with  the  number  of 
ampire-turns  in  the  exciting  coils.  But  this  involves  the 
whole  question  of  the  law  of  magnetisation.  Before  we 
attempt  to  construct  a  systematic  set  of  equations  for  self- 
exciting  dynamos,  it  will  be  more  convenient  to  give  some 
account  of  the  method  of  plotting  out  the  characteristic  curves 
for  the  further  study  of  the  theory  of  the  machine. 

Characteristic  Curves. 

So  many  practical  problems  in  the  construction  of  dynamo- 
electric  machines  are  in  the  present  state  of  science  solved  by 
the  use  of  graphic  diagrams,  and  particularly  by  the  use  of 
certain  curves  technically  called  characteristics,  that  the  method 
of  constructing  and  using  them  forms  an  important  part  of 
the  theory  of  the  dynamo.  For  many  practical  purposes  no 
other  method  is  half  so  useful. 

The  characteristic  curve  stands  indeed  to  the  dynamo  in  a 
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relation  very  similar  to  that  in  which  the  indicator  diagram 
stands  to  the  steam  engine.  As  the  mechanical  engineer,  by 
looking  at  the  indicator  diagram  of  a  steam  engine,  can  at  once 
form  an  idea  of  the  qualities  of  the  engine,  so  the  electrical 
engineer,  by  looking  at  the  characteristic  of  the  dynamo,  can 
judge  of  the  qualities  and  performance  of  the  dynamo.  The 
Comparison  may  even  be  said  to  reach  further  than  this. 

The  steam-engine  indicator  diagram  serves  two  purposes 
^hich  though  not  unconnected  with  one  another  are  yet 
distinct.  When  the  scale  on  which  the  diagram  is  drawn  is 
^nown,  it  gives  direct  information  as  to  the  horse-power  at 
Mfhich  the  engine  is  working,  depending  on  the  total  area 
Enclosed  by  the  curve,  and  quite  irrespective  of  its  form. 
6ut  even  though  the  actual  scale  be  not  known,  the  details  of 
^he  form  of  the  curve  at  its  various  points  give  very  definite 
information  to  the  engineer  as  to  the  working  of  the  engine, 
tJie  perfection  of  the  exhaust,  the  setting  of  the  valves,  the 
efficiency  of  the  cut-off,  and  the  adequacy  of  the  supply  pipes 
and  port-holes  of  the  valves. 

So  also  the  characteristic  curve  of  the  dynamo  may  serve 
two  functions.  When  the  scale  on  which  it  is  drawn  is  known 
it  tells  the  horse-power  at  which  the  d>Tiamo  works  ;  nay, 
can  indicate  at  what  horse-power  the  dynamo  may  be  worked 
to  the  greatest  profit  But  even  though  the  actual  scale  be 
not  known,  the  details  of  the  form  of  the  curve  afford  definite 
information  as  to  the  conditions  of  the  working  of  the  machine ; 
the  dq^ree  of  saturation  of  its  magnets,  the  sufficiency  of  the 
field-magnets  in  proportion  to  the  armature,  and  the  goodness 
of  the  design  in  several  respects. 

The  suggestion  to  represent  the  properties  of  a  dynamo 
machine  by  means  of  a  characteristic  curve  is  due  to  Dr. 
Hopkinson,  who  in  1879  described  such  curves  to  the  Institu- 
tion of  Mechanical  Engineers,  and  gave  the  cur\'e  of  the 
Siemens  djrnamo  reproduced  in  Fig.  263.  The  name  of 
''characteristic"  was  assigned  in  1881  by  M.  Marcel  Deprez  * 

'  Vide  La  LurnHre  EUctriquiy  Dec  3,  1881  ;  where,  however,  Deprez  gives  a 
method  of  obsemtion  that  is  opea  to  the  objection  that  it  neglects  the  anna:jre 
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to  Hopkinson's  curves ;  and  the  excellence  of  the  name  has 
been  attested  by  its  general  adoption. 

Dr.  Hopkinson's  object  was  to  represent  the  relation  sub- 
sisting between  the  electromotive-force  and  the  current ;  he 
therefore  constructed  from  observations  a  curve  in  which  the 
abscisss  measured  horizontally  represent  the  number  of 
amperes  of  current  flowing,  and  the  vertical  ordinates  the 
corresponding  values  of  the  electromotive-force.  The  fol- 
lowing table  (taken  with  some  trifling  modifications  from 
Dr.  Hopkinson's  paper  in  the  Proceedings  of  the  Institution 
of  Meclianical  Engineers^  1879,  p.  249)  gives  the  observed 
values  of  i  the  strength  of  the  current,  and  E  the  electro- 
motive-force, of  a  certain  series-wound  dynamo  : — 


Experiments  on  Siemens  Dynamo  at  Speed  of  720  Revolutions 

PER  Minute. 


Current 

Resistance 

Electromotive-force 

(in  amperes). 

(in  ohms). 

(in  volu). 

• 

1 

R 

£ 

0*0027 

I02q 

2-72 

0-48 

»-3 

3*95 

1-45 

S'33 

7*73 

i6-8 

4-07 

68*4 

i8-2 

3-88 

70*6 

24*8 

3205 

79' 5 

26-8 

3  025 

8i'i 

32-2 

2*62 

844 

34*5 

2*43 

838 

371 

2-28 

84-6 

42*0 

2-o8 

87-4 

It  may  be  remarked  that  the  electromotive-force  E  is  the 
total  electromotive-force  generated  in  the  machine,  and  must 
not  be  confounded  with  e  the  difference  of  potential  between 
the  terminals  as  measured  by  a  voltmeter,  or  other  similar 
instrument.  In  many  cases  we  now  prefer  to  plot  e  instead 
of  E ;  but  that  was  not  Hopkinson's  original  method.  He 
determined  E  by  measuring  i  and  multiplying  it  by  the  total 
resistance  of  the  circuit ;  for  by  Ohm's  law  /  R  =  E.  It 
should  also  be    remarked  that  the   dynamo  was   a  "series 
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dynamo/'  shunt-wound  machines   not  having  at  that  date 
come  into  vogue. 

Before  entering  into  other  points,  it  may  be  worth  while 
to  consider  the  meaning  of  the  curve.  It  begins  at  a  point  a 
little  above  the  origin.  This  shows  that  there  was  a  small 
amount  of  residual  magnetism  remaining  permanently  in  the 


Fig.  263. 
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Characteristic  Curve  of  a  Series  DvNAMa 

'^^Id-ms^ets.  The  curve  ascends  at  first  at  a  steep  angle,  then 
^nres  round  and  eventually  assumes  a  nearly  straight  course, 
"**t  at  a  gentler  slope  than  before.  Whence  arise  these  typical 
forms?  It  is  known  that  the  electromotive-force  of  a  dynamo 
^^pends  not  only  on  the  speed  of  running  and  on  the  number  of 
^ils  of  wire  in  the  armature,  but  also  on  the  intensity  of  the 
Oiagnetic  field.  Now  if  the  speed  is  constant — it  was  maintained 

2  B  2 
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at  720  revolutions  per  minute  in  Hopkinson's  experiments— tta 
only  variable  of  importance  is  the  intensity  of  the  magnetic  fie!« 
As  the  magnetism  of  the  field-magnets  rises  and  grows  towar- 
its  maximum,  the  intensity  of  the  field  also  rises  and  grov^ 
toward  a  maximum,  and  so  does  the  induced  electromotive 
force.  We  might  therefore  expect,  as  Hopkinson  points  oiLi 
that  the  curve  which  represents  the  relation  between  th» 
current  and  the  electromotive-force  of  the  series-wouim 
dynamo  should  exhibit  peculiarities  of  form  similar  to  thos 
of  the  curve  which  represents  the  relation  between  the  mag 
netising  current  and  the  magnetic  moment  of  an  electro 
magnet ;  and  a  comparison  of  Fig.  263,  the  "  characteristic 
of  the  dynamo,  with  Fig.  232,  the  "  saturation  curve "  of  a-: 
electromagnet,  will  suffice  to  reveal  the  analogy.  It  musi 
however,  be  pointed  out  that  the  intensity  of  the  field  doe 
not  depend  only  on  the  strength  of  the  field-magnet,  but  i 
affected  by  the  current  that  is  circulating  in  the  armature 
coils,  in  consequence  of  the  reaction  between  the  field 
V  magnets  and  armature.  Moreover,  certain  prejudicial  effect 
arising  from  self-induction  in  the  armature  coils  comd  intc 
play  with  high  speeds  and  strong  currents,  and  prevent  th€ 
electromotive-force  from  being  proportional  to  the  strength 
of  the  field.  Hopkinson*s  statement,  that  the  characteristic  oi 
the  dynamo  may  also  be  taken  to  represent  the  intensity  ol 
the  magnetic  field,  cannot  therefore  be  accepted  except  with 
the  reservation  that  it  is  true  only  when  these  reactions  arc 
negligibly  small ;  which  is  seldom  the  case. 

It  is  possible  for  a  dynamo  to  be  made  to  draw  its  owf 
characteristic  by  mechanically  moving  the  pencil  relatively 
to  the  paper  (as  in  steam  indicators)  by  means  of  two  electro- 
magnets, one  of  them  being  excited  by  the  main  current,  the 
other  being  connected  as  a  shunt  to  the  terminals  of  the 
machine. 


Dr.  Hopkinson  in  the  paper  alluded  to,  and  in  a  second  one  publishec 
in  the  Proc.  Inst.  Mech.  Engin.,  in  April  1880,  p.  266,  pointed  out  a  grca 
many  of  the  useful  deductions  to  be  drawn  from  a  consideration  of  these 
curves.  Some  other  deductions  have  been  made  by  M.  Marcel  Depra 
for  which  the  reader  is  referred  to  Iji  Lumiire  Electrique  of  Jan.  Sth 
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1884.  Dr.  Fr5lich  has  also  published  several  important  papers  on  the 
snbject  in  the  EUktrotechnischc  Zeitschrift  for  1881  and  1885.  Dr.  Hop- 
kinson  has  returned  to  the  subject  in  a  lecture  before  the  Institution  of 
Civil  Engineers,  ^  On  Some  Points  in  Electric  Lighting,"  April  1882. 


Horse-power  Characteristics, 

As  mentioned  at  the   beginning  of  this  chapter,  if  the 
characteristic  curves   are  drawn  to  scale  the  activity  of  the 
dynamo  may  be  read  off  from  them  in  horse-power.     The 
product  of  the  current  into  the  potential  is  proportional  to  the 
rate  at  which  the  electric  energy  is  being  evolved.    The  pro- 
duct of  one  volt  of  potential  into  one  ampere  of  current  is 
sometimes  called  one  volt-ampire,  and  has  also  been  called  by 
the  special  name  of  one  zvatt     One  watt  or  volt-ampire  is 
equal  to  y^  of  a  horse-power.     To  calculate  the  horse-power 
(electrical)  evolved  in  the  circuit  when  the  dynamo  is  running 
at  any  particular  speed,  with  a  particular  number  of  lamps  in 
dituit,  two  measurements  have  ordinarily  to  be  made — the 
volts  of   electromotive-force    and    the    amperes  of  current. 
These  must  then  be  multiplied  together  and  divided  by  746 
to  obtain  the  horse-power.     But  if  the  characteristic  of  the 
dynamo  at  the  particular  speed  be  known,  a  reference  to  the 
curve  will  show  at  once  what  the  electromotive-force  is  that 
corresponds  to  any  particular  current.     For  example,  in  the 
Siemens  dynamo  examined  by  Hopkinson,  the  characteristic 
of  which  is  given  in  Fig.  263,  p.  371,  suppose  the  dynamo  was 
working  through  such   a  resistance  as   to  give  30  amperes 
when   running  at  720  revolutions,  we  see  at  once  that  the 
corresponding  electromotive-force  is  83.     Hence 

83  X  30  , 

-^  =  3*3  horse-power. 

Now  to  obviate  such  calculations  we  may  plot  out  on  the 
di^;ram  some  additional   curves  crossing  the  characteristics 
and  mapping  them   out  into  equal  values  of  horse-power. 
These  "horse-power  lines  "  are  nothing  else  than  a  set  of  rect- 
angular hyperbolas.     For  example,   the    i-horse-power  line 
^vill  pass  through  all  the  points  for  which  the  product  01  volts 


374 


Dynamo-electric  Mcuhinery. 


and  amperes  is  equal  to  746.  It  will  therefore  pass  thro 
the  point  corresponding  to  74*6  volts  and  10  amp^ 
through  37*3  volts  and  20  amperes ;  through  14*92  volts 
50  ampferes,  &c.,  because  the  products  in  each  of  these  c 
is  equal  to  746  watts  or  i  horse-power.  The  2-horse-pc 
line  will  pass  through  points  whose  product  values  are  e( 

Fig.  264. 
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Characteristic  with  Horse-power  Lines. 


to  746  X  2,  and  the  other  lines  in  the  same  way.  Fig. 
shows  the  characteristic  of  the  Siemens  machine,  reprod 
from  Fig.  263  above,  but  with  the  horse-power  lines  addec 
In  this  case  the  volts  plotted  are  the  total  ele< 
motive-force,  "  E,"  of  the  dynamo,  and  therefore  the  h< 
power  represents  the  total  electric  energy  converted 
second  in  the  circuit  of  the  dynamo.     If  instead  of  E  we 
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plotted  the  values  of  "  ^,"  the  difference  of  potentials  between 
the  terminals,  we  should  have  had  a  slightly  different  curve, 
representing  the  amount  of  electric  energy  appearing  per 
second  in  the  external  circuit  and  available  for  useful  purposes. 

A  horse-power  characteristic  of  a  shunt-wound  dynamo  is 
given  further  on,  in  Fig.  273. 

If  the  vertical  and  horizontal  scales  are  not  chosen  equal, 
the  horse-power  lines,  though  hyperbolae,  are  of  course  dis- 
torted. 

*^  External''  Characteristics  or  Terminal  Potential  Curves. 

For  many  purposes  it  is  more  useful  to  know  the  relation 
between  the  current  and  the  "  external "  difference  of  potential 
at  the  terminals  than  to  know  the  relation  between  the  current 
and  the  whole  electromotive-force  induced  in  the  armature : 
and  it  is  mostly  easier  to  measure  e  than   to  measure  E  ; 
seeing  that  while  the  former  can  be  directly  measured  with  a 
voltmeter,  the  latter  can  only  be  got  at  indirectly.    The  name 
external  characteristic  may  be  given  for  the  sake  of  distinction 
to  those  curves  which  exhibit  the  relation  between  the  poten- 
tials and  the  currents  of  the  external  circuit.     In  the  series 
dynamo  it  is  a  simple  matter  to  derive  one  of  these  curves 
from  the  other,  provided  the  internal  resistance  of  the  machine 
(armature   and    field-magnets)   is  known.     In  the  Siemens 
dynamo  examined  by  Hopkinson  in  1879,  and  of  which  Figs. 
263  and  264  give  the  total  characteristic,  the  total  internal 
resistance  was  0'6  ohm.     The  curve  is  reproduced  for  a  third 
time  in  Fig.  265,  where  it  is  marked  "  E."     Now  to  force  a 
current  of  10  amperes  through  a  resistance  of  o*6  of  an  ohm 
would  require  a  difference  of  potential  of  6  volts  between  its 
terminals.     Looking  at  the  curve,  we  see  that  the  whole 
electromotive-force  corresponding  to  10  ampferes  was  about 
46*5  volts.     Of  this  number,  six  were  employed  as  mentioned 
in  overcoming  the  internal  resistance,  leaving  40*5  volts  as 
the  available  potential  between  terminals.     Further,  when  the 
current  was  running  at'  50  amperes,  there  must  have  been  no 
less  than  30  volts  employed  in  overcoming  the  internal  resist- 
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ance  of  o*6  ohm ;  and  as  the  value  of  E  for  this  currei 
90*5  volts,  there  remain  60 '5  volts  for  e.  There  are  now 
ways  open  to  us  of  representing  these  matters  on  our  diagi 
They  are  both  shown  in  Fig.  265.  The  line  J  is  drawn  thro 
the  origin,  and  through  the  values  of  6  volts  for  10  amp 
and  30  volts  for  50  ampferes.     (The  tangent  of  the  slope  of 
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line  J  is  equal  to  6  -7- 10  =  o*6.  We  shall  see  later  that  t 
slope  represents  the  internal  resistance.)  Then  if  the  heig 
of  the  ordinates  from  the  base  line  up  to  the  line  E  repres 
total  volts  induced,  and  if  the  heights  of  the  ordinates  fr 
the  base  line  up  to  the  line  J  represent  the  corresponding  v< 
used  in  overcoming  internal  resistance,  it  follows  that  the  c 
ference  of  potentials  at  the  terminals  will  be  represented  by 
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differences  of  the  ordinates  between  the  lines  J  and  E.    This  is 
the  first  way  of  representing  those  differences  of  potential 
The  second  way  is  to  cut  off  from  the  tops  of  the  ordinates 
portions  equal  to  those  of  the  line  J.     This  amounts  to  sub- 
tracting the  internal  volts,  which  as  shown  in  the  algebraic 
theory  are  equal  to  i  (r.  +  r«),  from  E,  and  so  obtaining  the 
values  of  e.    These  are  plotted  out  in  the  curve  marked  "  e  "  in 
the  figure  ;  and  as  this  curve  represents  the  available  electro- 
motive-force in  the  external  circuit  it  obtains  the  name  of 
cxtenuil  characteristic  or  terminal  potential  curve. 


Characteristics  of  Series  Dynamo. 

The  Siemens  dynamo  of  which  the  characteristic  is  given 
in  Fig.  263  was  a  series  dynamo.  For  the  sake  of  comparison 
the  characteristic  is  given  in  Fig.  266  of  an  "A"  Gramme 

Experiments  on  Gramme  Series-wound  Dynamo. 


I 

1 

Electromotive-force  (in  voIts)<        1 

Current 

(in  amperes). 

Speed  Z440. 

Speed  950. 

5 

72 

45 

10 

107 

70 

15 

122 

77 

20 

127 

79 

25 

129 

79 

30 

128 

79 

35 

128 

79 

40 

127 

78 

45 

125 

76 

50 

123 

74 

55 

120 

72 

60 

116 

•  • 

65 

1 10 

•  ■ 

70 

lOI 

•  • 

™^ine  also  series-wound.  This  machine  had,  when  it  was 
°^^ured  by  M.  Marcel  Deprez,  0*41  ohm  resistance  in  the 
*"^ture  coils  and  0'6i  ohm  in  the  coils  of  the  field- 
^^^ets.  Two  characteristics  are  given  :  one  corresponding 
^  a  speed  of  1440,  the  other  to  a  speed  of  950  revolutions 
P^  minute.  The  horse-power  lines  are  shown  in  dot  also, 
^e  figures  are  given  in  the  preceding  table. 
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In  the  series  dynamo  the  magnetisation  of  the  magnets 
increases  with  the  current,  and  therefore,  at  first,  the  electro- 
motive-force increases  also,  giving  the  first  straight  portion  of 
the  curve.  As  the  magnets  approach  saturation  the  curve 
turns,  and,  as  the  reactions  due  to  the  current  in  the  armature 
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now  become  of  relatively  grfiat  importance,  flattens  itself  and 
ultimately  turns  down  again. 

One  circumstance  that  contributes  to  the  diminution  of  the 
electromotive- force  when  large  currents  are  passing  through 
the  armature,  is  that  if  the  lield-magncts  are  relatively  not 
powerful,  the  cross-magnetising  effect  of  the  armature  current 
causes  a  great  displacement  of  the  neutral  point,  and  obliges 
a  considerable  lead  being  given  to  the  brushes,  with  the  result 
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he  demagnetising  effect  of  the  armature  on  the  field- 
its  (p.  92)  becomes  greatly  increased.  The  dip  in  the 
:teristic  is  always  greater  in  the  case  of  weak  field- 
its.  It  also  occurs  most  in  those  machines  in  which  the 
f  the  armature  is  more  nearly  saturated  than  the  cores 
field-magnets ;  for  when  with  large  currents  the  arma- 
Dres  get  saturated,  the  magnetic  leakage  from  the  pole- 
becomes  relatively  greater. 

le  more  curve  of  a  series-wound  dynamo  is  given  in 
67.    This  is  a  small  Brush  machine  (intended  to  supply 
le  arc  light),  of  the  old 
n  with  solid  iron  ring,  ^'^-  ^^7- 

ch,  owing  to  the  pecu- 
rangement  of  the  coils, 
.  231),  the  reactions  of 
xmature  make  them- 
known  by  a  very  extra- 
iry  down-bending  of  the 
:teristic  This  is  partly 
3  the  arrangements  for 
%  out  a  pair  of  coils  as 
approach    the    neutral 

It  will  be  noticed  that 
aximum  horse-power  of 
small  machine  is  if 
;  and  that  this  value 
ly  obtained  when  the 
)ns  have  already  set 
n  the  first  edition  of  this  work  this  circumstance 
lUuded  to  in  terms  which  were  needlessly  condem- 
T.  The  remarkable  diminution  in  the  electromotive- 
which  takes  place  when  the  machine  is   so  treated 

demand  from  it  an  output  which  it  was  never  in- 
1  to  give,  is  in  practice  a  real  advantage.  Should  the 
ne  be  accidentally  short-circuited  while  running,  the  re- 
s  of  the  armature  prevent  the  production  of  an  injuriously 
current,  which  might  overheat  the  coils.  It  is  considered 
Ivantage  in  machines  for  arc-lighting,  where  a  nearly 
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constant  current  is  required,  to  employ  machines  with  drooping 
characteristics,  and  to  work  them  at  this  part  of  the  curve. 


Relation  of  C/uzracUristic  to  Speed. 

We  know  that  the  electromotive-force  generated  in  a 
rotating  coil  or  armature,  would  be  strictly  proportional  to  the 
intensity  of  the  magnetic  field,  were  it  not  for  the  reactions  of 
the  current  in  the  armature.  Now  in  a  series  dynamo,  the 
intensity  of  the  field  depends  on  the  strength  of  the  current ; 
and,  if  the  current  is  kept  constant  (by  adjusting  the  resist- 
ances), the  intensity  of  the  magnetic  field  will  also  be  constant 
even  though  the  speed  of  the  armature  be  varied.  If  there- 
fore the  characteristic  of  a  machine  be  known  at  any  speed, 
its  characteristic  for  any  other  speed  can  be  found  by  the  very 
simple  process  of  increasing  the  ordinates  of  the  curve  in 
a  similar  proportion.  Take,  for  example,  the  case  of  the 
Gramme  dynamo,  of  which  a  characteristic  at  the  speed  of 
950  revolutions  is  given  in  Fig.  266.  The  characteristic  at  1440 

could  be  calculated  from  it  by  increasing  the  ordinates  in  the 

1440 
proportion  of  "x-"-     Thus  we  see  from  the  lower  curve  that 

when  the  current  was  20  amperes  the  electromotive-force  was 
79  volts.  Then  79  x  1440  -r-  950  =  1 19*7  volts.  The  actual 
electromotive-force  observed  at  the  speed  of  1440  and  with 
current  at  20  amperes  was  1 27  volts.  There  is  a  slight  discre- 
pancy here  ;  and  indeed  always  ;  for  dynamo  machines  behave 
invariably  as  if  a  certain  number  of  the  revolutions  did  not 
count  electrically.  If  the  number  of  "  dead  turns  "  were  here 
reckoned  as  140,  the  number  of  volts  calculated  by  theory 
would  agree  very  exactly  with  that  observed. 

Resistance  in  tlie  Characteristic. 

In  the  characteristic  we  have  volts  plotted  vertically  and 
amperes  horizontally.  Now  by  Ohm's  law,  volts  divided  by 
amperes  give  ohms.  How  can  this  be  represented  in  the 
characteristic  ?     Suppose,  for  example,  it  is  required  to  repre- 
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sent  the  resistance  of  the  circuit  corresponding  to  some 
particular  current.  Let  Fig.  268  be  the  characteristic  of 
the  dynamo  in  question,  and  it  is  desired  to  know  what 
is  the  resistance  corresponding  to  the  state  of  things  at 
the  point  marked  P.  Draw  the  vertical  ordinate  P  M,  and 
join  P  to  the  origin  O.  The  line  P  O  has  a  certain  slope, 
and  the  angle  of  its  slope  is  POM.  Now  P  M  is  equal  to 
the  electromotive-force  under  consideration,  and  O  M  is  the 
current.    Therefore,  by  Ohm's  law, 

electromotive-force       P  M 


Resistance  = 


but 


PM 
OM 


current 


=  tan  P  O  M  ; 


OM 


therefore  the  resistance  =  tan  POM.     Put  into  words,  this 

is : — The  resistance  corresponding  to  any  point  on  the  charaC" 

teristic  is  represented  in  the 

characteristic  by  the  trigono- 

metrical  tangent  of  the  angle 

made  by  joining  tlie  point  to 

the  origin. 

An  easy  way  of  reckoning 
these  tangents  is  shown  in 
Fig.  268.  At  the  point  on  the 
horizontal  line  corresponding 
to  10  ampdres  erect  a  vertical 
line.  A  line  drawn  from  the 
origin  at  an  angle  whose  tan- 
gent is  =  I  (namely  45°) 
would  cross  this  vertical  line 
at  a  point  opposite  the  lo-volt 
mark.  This  point  may  then 
be  called    i  ohm,  and  equal 

distances  measured  off  on  this  line  will  constitute  it  a  scale  of 
resistances.  In  Fig.  268  the  resistance  corresponding  to  point 
P  of  the  characteristic  is  seen  to  be  about  i  •  2  ohms  on  the 
scale  of  resistances.  Now  P  is  placed  at  31*3  volts,  and  the 
current  is  43  •  2  amperes.     Dividing  one  by  the  other,  we  get 
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i*i8   ohms.    Such   calculations  are   then   obviated  by  the 
graphic  construction. 

If  in  the  actual  dynamo  the  resistance  of  the  circuit  were 
gradually   increased,  we  should  have  the  point  P  displaced 
along  the  curve  backwards  towards  the  origin,  the  volts  and 
amperes  both  falling  off,  and  the  steepness  of  the  line  OP 
increasing.      When   O  P    arrived  at  a  certain   steepness  it 
would  practically  form  a  tangent  to  that  part  of  the  charac- 
teristic which   is  nearly  straight,  and  then  any  very  small 
increase  in  the  resistance  would  cause  the  dynamo  to  lose  its 
magnetism,  from  lack  of  current  to  magnetise  the  magnets. 
The  resistance  may  be  similarly  represented  on  the  character- 
istics of  shunt  dynamos  (see  Fig.  273)  ;  but  in  this  case  if  the 
characteristic  is  drawn   for    the  external  current  and  the 
external  difference  of  potential,  then  the  resistance  so  repre- 
sented will  be  the  external  resistance. 

Relation  of  Cliaracteristic  to  Winding  of  Armature  and 

Field  Magnets. 

Suppose  the  armature  of  a  machine  to  be  re-wound  with  ^ 
larger  number  of  turns  of  proportionally  thinner  wire.    What 

will  be  the  result  when  rotated  at 
the  same  speed  as  before?  Th^ 
resistance  will  be  increased  some- 
what, and  the  electromotive-force 
also  will  be  higher.  Let  Fig.  269 
represent  the  characteristic  of  the 
machine  as  it  was  when  there  were 
X  turns  of  wire  on  the  armature: 
How  must  it  be  drawn  when  the 
number  is  increased  to  X'?  Let 
P  represent  a  point  corresponding 
to  a  certain  strength  of  current 
Taking  the  new  armature,  let  the 
resistance  be  varied  until  the  cur- 
rent once  more  comes  to  the  same 
value.  The  magnets  are  now  mag- 
netised exactly  as  strongly  as  before  ;  but  there  are  X'  turns 


Fig.  269. 
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of  wire  cutting  the  lines  of  magnetic  force  instead  of  X. 
The  electromotive-force  will  therefore  also  be  greater  in  the 

X' 
proportion  of  rr.     Draw  therefore  P'  C  so  as  to  have  the  pro- 
portion F  C  :  P  C  : :  X' :  X.     All  other  points  on  the  new 
characteristic  can  be  obtained  by  similarly  enlarging  the 
ordinates  in  the  same  ratio. 

It  will  be  evident  from  this  that  increasing  the  number  of 

tunis  of  wire  in  the  armature  has  the  same  effect  as  increasing 

the  speed  of  driving.    This  shows  that  slow-speed  dynamos 

(as  required  for  use  on  ships,  &c)  may  be  made  to  give  the 

requisite  electromotive-force  provided  the  number  of  turns  of 

^Hrcbe  relatively  increased.    This  involves,  however,  a  sacrifice 

of  economy  because  of  the  increase  of  resistance  in  the  armature. 

The  effect  of  altering  the  number  of  turns  of  wire  on  the 

Add-magnets  can  also  be  traced  out  on  the  characteristic 

diagram.     Suppose  the  number  of  turns  in  the  magnetising 

coil  be  S,  and  that  we  re-wind  the  machine,  increasing  the 

number  to  S'  turns.    What  will  the  result  be  ?     In  this  case 

We  shall  get  the  same  electromotive-force  when  driving  at  the 

same  speed  as  before,  provided   the   magnets    be    equally 

xnagnetised.    But  if  the  current  goes  S'  times  round  instead 

of  S  we  shall  want  a  current  only 

S 

ni  as  strong  as  before,  to  pro- 
duce  the   same  magnetisation. 
1*0  get  the  new   characteristic 
then  (see   Fig.  270)    draw  PE 
J^orizontally.     P  E  =  C  O  =  the 
^^Jrrent  corresponding  to  electro- 
"^otwe-force  E.      Find  P'  such 
*at  FE:PE  ::  S  :  S';    then 
^o  new  characteristic  will  pass 
trough  P'..   Similarly  all  other 

Points  of  the   new  characteristic    may  be   determined   by 
"Educing  their  abscissae  in  a  similar  proportion. 

It  must  be  noted  that  these  two  processes  are  not  admis- 
sible for  the  characteristics  of  shunt-wound  machines. 


Fig.  270. 
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Fig.  271. 


Critical  Current  of  Series  Dynatno. 

From  the  fact  that  the  characteristics  for  different  speeds 
differ  only  in  the  relative  scale  of  the  ordinates,  an  important 
consequence  may  be  deduced.  The  first  part  of  evay 
characteristic  for  any  speed  is  nearly  straight  up  to  a  point 

where  for  that  speed  the  electro- 
motive-force is  nearly  two-thirds  of 
its  maximum  value.  When  the 
current  is  such  that  the  electro- 
motive-force has  attained  to  this 
value,  any  very  small  change  either 
in  the  speed  of  the  engine  or  in 
the  resistance  of  the  circuit  pro- 
duces a  great  change  in  the  electro- 
motive-force, and  therefore  in  the 
current ;  therefore,  since  this  critical 
case  occurs  always  with  the  same 
current  (see  Fig.  271),  this  current- 
corresponding  to  the  point  on  all 
the  curves  where  the  straight  line 
begins  to  turn — may  be  called  the 
"  critical  current "  of  the  dynama 
Each  dynamo  has  its  own  critical  current,  and  it  will  not  work 
well  with  a  less  one  ;  for  a  less  one  will  not  adequately  excite 
the  field-magnets.  It  will  further  be  seen  that  since  with  each 
speed  the  characteristic  rises  with  a  corresponding  slope,  there 
will  be  one  particular  resistance  at  each  value  of  the  speed,  at 
which  the  critical  current  will  be  obtained,  and  the  higher  the 
speed  the  higher  may  be  the  resistance.  There  is  no  such 
thing  as  a  critical  resistance  in  a  series  dynamo  ;  for  whether 
a  resistance  is  critical  or  not  depends  upon  the  speed.  Neither 
is  there  any  snch  t/mtg  per  sq  as  a  critical  speed  for  a  series 
dynamo  ;  for  whether  the  speed  is  critical  or  not  depends  on 
the  resistance  of  the  circuit 
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CHAPTER  XVIII. 
The  Shunt  Dynamo,  and  its  Characteristic. 

In  the  shunt  dynamo,  there  are  \?ko  circuits  to  be  consi- 
dered ;  the  main  circuit,  and  the  shunt  circuit    The  symbols 
used  have  the  following  meanings. 
R  =  resistance  of  external 

main    circuit    (leads,  ^^^'  ^72. 

lamps,  &c.)* 
r.  =  resistance    of    arma-  . 

ture. 
r,  =  resistance  of  the  shunt 

circuit  (magnet  coils). 
i  =5  the    current    in    the 

external  main  circuit 
/.  =  the    current    in    the 

armature. 
/,  =  the    current    in    the 

shunt  circuit 

Then,  clearly, 

•        •  •    • 

«.  =  ^  +  ^. ; 

because  the  current  generated   in  the   armature  splits   into 

these  two  parts  in  the  main  and  shunt  circuits,  and  is  equal  to 

their  sum. 

Also,  by  Ohm^is  law,  we  have  for  e  the  electromotive-force 

between  terminals, 

^  =  R/, 
and  also 

because  the  terminals  for    the    main  circuit  are  also  the 
terminals  for  the  shunt  circuit. 

Further,  since  the  nett  resistance  of  a  branched  circuit  is 
the  reciprocal  of  the  sum  of  the  reciprocals  of  the  resistances 

2  C 


V..-..0 
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of  its  parts,  the  nett  external  resistance  from  terminal  to 

Rr 

terminal  is  equal  to  -^ — ^;  and  hence  it  follows  that 

Rr. 


^=('--+rf7> 


We  may  at  the  same  time  find  an  expression  for  that  part 
of  the  whole  electromotive-force  which  is  being  employed 
solely  to  overcome  the  resistance  of  the  armature,  and  which 
is,  of  course,  the  difference  between  E  the  total  electromo- 
tfve-force,  and  e  the  effective  electromotive-force  between 
terminals. 

Ohm's  law  at  once  gives  us 

E  -  ^  =  r.  f;, 

or 

E  -  ^  =  r.  (/  -I-  i.). 

From  this  we  also  get 

^=E-r.(/^-^).  [XIIL] 

We  will  also  find  an  expression  for  E  in  terms  of  e^  and 
the  various  resistances.    Taking  as  above 

Rr. 


^  =  (rT7;+^-)^- 


and  writing  for  i,  its  value  as  /  +  /, ,  and  for  these  -    and 

— ,  respectively,  we  get 

„         (Rr. -hRr.  +  r„r.      R  +  r. 

^  =  M R+7^ — ^-RTri' 

or 

E  =  ^xr.(i+i  +£).       [XIII.  *«.] 

It  may  be  noted  that  the  expression  (  ^  H h  —  )  is  the 

sum  of  three  conductivities  of  three  paths,  and  is  therefore 
equal  to  the  conductivity  of  these  three  paths  united  in  parallel 
with  one  another ;  that  is  to  say,  the  conductivity  as  measured 
from  brush  to  brush  with  the  external  circuit  and  shunt  circuit 
joined  up.    Or,  if  we  write  IBl  for  the  resistance  of  the  whole 
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system  of  machine  and  circuit,  as  thus  measured  from  brush 
to  brush,  then  the  equation  may  be  written 

E  =  ^  X  ^- 

Economic  Coefficient  of  Shunt  Dynamo. 

I  The  economic  coefficient  17,  is  the  ratio  of  the  useful 
electric  enei^  available  in  the  external  circuit  to  the  total 
electric  energy  developed. 

By  Joule's  law  there  is  developed  in  /  seconds  in  the 
external  circuit 

useful  work  =  ^"^  R  /, 

^  in  the  same  time  there  is  wasted  on  heating, 

eneigy  spent  in  shunt  =  i?  r^ty 

energy  wasted  in  armature  =  i^  Za  t ; 

vhence 

useful  work x^R 

*^*  total  work   "  i'R  +  i,^r.  +  i.^r^ 


I  +-  + 


R  .  i^r^'^2ii,r^  +  i.^r. 


r.  •  i'R 


r.      R^     jR  ^  K\t) 
I 

I  __ 

r,       R         r.  ^- 

I ^__—  •  • 


3    C  2 
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Now,  for  brevity,  write    for    the    total  internal  resistance, 
r.  +  r„  the  single  symbol  r — 

I 

r.     r,      R         r. 
For  this  ratio  to  be  a  maximum  it  is  clear  that, 

R     r       r.   , 

must  =  o, 


-  /     ,   R     r   ^    r^   ^      rA 
rf(i+ +  ^  +  2-) 


or 


whence 


rfR 


r.«  "  R»  "  ^  ' 


R^  = =  nr,-, 


and 


,R=V^.^^-,  [XIX.] 

or 

R  =  r.^!^  [XlXtf.] 

This  equation  determines  what  particular  resistance  of  the 
external  main  circuit  will  give  the  best  economy  with  given 
internal  resistances.  Now  substitute  this  value  in  those  terms 
of  the  equation  for  17  which  contain  R,  and  we  get  as  their 
values : — 

Rr__r       /r~    y/r7r 
r?  ""  r.  V  r  ■"     r,     ' 

^  =  -  A /^  _V^r 

whence 

useful  work  __  i 

•  ^  ""    total  work  x/rTr        "r  ' 

I  +  2  y-L-l+  2^ 
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This  may  be  still  further  simplified,  for  we  know  that  the 
resistance  of  the  shunt  is  very  high  compared  with  that  of  the 

annature,  possibly  from  300  to  1000  times  as  great.     If,  then, 

r 

-   is  so  small  a  term  in  comparison  with  the  other  term  as  to 

be  negligible,  we  get 

n  = ^ ;  [XX.] 

r, 

and,  since  r,  is  small  compared  with  r„   r  is  very  nearly 
eqM.al  to  r„  so  that  we  may  write,  as  an  approximate  equality, 


i  +  2>^--r'. 


*'. 


or 


V  r. 


[XXL] 


This  latter  approximate  value  is  identical  with  that  given 
V  Sir  W.  Thomson  in  the  report  of  the  British  Association 
for  188 1  :  the  equation  No.  [XX.]  is,  however,  more  correct. 

It  may  be  pointed  out  that  it  follows  from  equation 
Na  [XIX.]  above,  that  when  the  resistance  of  the  armature  is 
small  compared  with  that  of  the  shunt,  so  that  r,  may  be  taken 
as  equal  to  the  value  of  r  (which  would  be  highly  desirable  if 
it  could  be  attained  in  practice),  then  we  should  have 

R  =  V;^^:.  [XXIL] 

that  is  to  say,  when  the  proportion  between  r.  and  r,  is  made 
as  favourable  as  possible,  then  the  best  external  resistance  to 
work  with  from  the  economic  point  of  view  is  that  resistance 
which  is  a  geometric  mean  between  the  resistances  of  the 
armature  and  of  the  shunt  coils,  and  any  departure  from  this 
will  diminish  the  value  of  the  economic  coefficient. 
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Practical  Rules  for  Economic  Design. 

This  affords  us  some  practical  information  how  to  appor- 
tion the  resistances  in  a  shunt  dynamo.  Let  the  question  be 
thus  stated.  Given  the  resistance  of  the  armature  r.,  what 
must  the  shunt  resistance  be  so  that  the  dynamo  may  (under 
favourable  proportions  of  external  resistance  R)  have  an 
economic  coefficient  of  90  per  cent.  ?     From  equation  [XXL] 

we  get  ^^ 

90  I 

ICO  " 


1  +  2 


^  r. 


100 
90 


ID  =  180  A /-• 

^  r. 

r.  =  324  r. . 

No  shunt  machine  can  give  in  t/te  external  ciraiit  as 
much  as  90  per  cent,  of  its  total  electric  energy  unless  its 
shunt  has  a  resistance  at  least  324  times  as  great  as  that  of 
its  armature. 

A  good  practical  rule  would  be  the  following : — ^Ascer- 
tain what  number  of  lamps  will  be  the  usual  full  load :  reckon 
the  resistance  of  them  when  connected  to  the  mains.  Let 
the  armature  resistance  be  one-twentieth  of  this  ;  and  let  the 
shunt  resistance  be  twenty  times  as  great  as  this.  In  this 
case  about  4  per  cent,  will  be  wasted  in  the  armature,  and 
about  4  per  cent,  in  the  shunt,  leaving  a  margin  of  a  little 
over  90  per  cent,  for  the  economic  coefficient. 

In  a  shunt  machine  described  by  Sir  C  W.  Siemens  in  the 
Philosophical  Transactions ^  1880,  the  results  were  : — 


Armature. 

Shunt 
Magnet. 

Ttfra. 

1)  obsenred 
per  cent. 

Siemens 

0-234 

II '26 

48-4 

69-3 

Shunt  Dynamo. 
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In  an  Edison  machine  ("  K/'  250  lights)  tested  at  Munich, 
the  values  were : — 


Annature. 

Shunt       i        .  ,^ 
Magnet.             '^'^- 

i|  obkcrved. 

Ediioo,  "K» 

0*0361 

1 

13-82    i     382-8 

88-6 

An   Edison-Hopkinson   (200  lights)  machine  tested  by 
Mr.  F.  J.  Spn^e  gave : — 


(Cold) 

0-026 

36s 

1403 

1    93-6 

(Warm) 

0*0325 

37 'o 

"35 

The  Edison-Hopkinson  machine  described  on  pp.  201  to 
203  gave : — 


(Cold) 

0-009947 

16-93 

1702 

93*66 

Characteristic  of  Shunt  Dynamo. 

For  the  shunt  dynamo  there  are  two  separate  characteris- 
tics ;  the  external  c/iaracteristic,  in  which  the  quantities  plotted 
are  the  amperes  of  current  in  the  external  circuit  and  the  volts 
of  potential  between  terminals ;  and  the  internal  cliaracteristiCy 
in  which  the  volts  and  amperes  of  the  shunt  circuit  are  plotted. 
The  internal  characteristic  of  the  shunt  dynamo  is  quite 
similar  to  the  external  characteristic  of  a  series  dynamo,  and 
shows  the  saturation  of  the  field-magnets.  It  is  better  to 
plot  it  with  amp&re-tums  instead  of  amperes,  because  the 
magnetisation  depends  on  the  number  of  turns  in  the  coil 
as  well  as  the  amperes. 

The  external  characteristic  of  a  Siemens  shunt  dynamo 
(the  same  described  by  the  late  Sir  William  Siemens  before 
the  Royal  Society  in  1880  and  by  Mr.  Alexander  Siemens  in 
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tht  youfjt.  Soc.  Teleg,  Eng,y  March  1880)  is  given  in  Fig.  2j\ 
the  horse-power  lines  are  shown  dotted.  The  utmost  j 
of  this  machine  at  630  revolutions  was  just  under  2  1 
power  with  a  current  of  30  amperes,  and  an  electrom< 
force  of  47  •  5  volts. 

Fig.  273. 
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External  Characteristic  of  Shunt  Dynamo. 


The  curve  of  the  shunt  dynamo  is  curiously  difi 
from  that  of  the  series  dynamo.  It  begins  with  a  str 
or  nearly  straight  portion,  which  turns  up  in  a  curve, 
eventually  returns  nearly  horizontally  to  the  axis  of  elc 
motive-force.     The  straight   portion   represents  the  uns 
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state  when  the  shunt  current  is  less  than  its  true  critical 
value.  The  critical  external  current,  if  it  can  be  so  called, 
is  that  current  for  which  the  shunt  begins  to  act  fully, 
and  in  Fig.  273  is  about  30  amperes.  From  this  point  the 
shunt  current  acts  with  great  power  and  the  electromotive- 
force  here  rises  very  rapidly.  The  slope  of  the  line 
which  constitutes  the  first  portion  of  the  characteristic  re- 
presents the  resistance  which  for  the  particular  speed  may 
be  termed  the  critical  resistance,  and  in  this  case  is  about 
I  ohm.  If  the  resistance  of  the  external  circuit  becomes  in 
the  least  degree  altered,  the  electromotive-force  and  current 
will  alter  enormously.    Any   less   resistance  will  cause  the 

Fig.  274. 


Characteristic  of  a  Shunt  Dynamo. 


niagnets  to  lose  their  magnetism  at  once.  Any  greater 
'tsistance  will  at  once  run  the  electromotive-force  up  above 
the  critical  value — in  this  case  about  30  or  31  volts.  If  the 
resistance  be  steadily  increased  (and  the  slope  of  the  line  from 
0  to  the  curve  be  increased  in  steepness)  the  electromotive-force 
^1  go  on  steadily  augmenting,  and  become  a  maximum 
when  the  external  resistance  is  infinite,  that  is  to  say  when 
fte  circuit  is  completely  opened  and  the  shunt  coils  receive 
fte  whole  of  the  current  flowing  in  the  armature.  Fig.  274 
<fepicts  the  characteristic  of  a  shunt-wound  Gramme  dynamo 
capable  of  giving  400  amperes.  In  this  case  the  curve  e  repre- 
sents the  external  characteristic,  from  which  the  curve  E  is 
calculated  by  adding  to  the  ordinates  portions  equal  to  ta  ia- 
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As  the  conductors  of  the  armature  could  not  safely  carry  more 
than  400  ampdresy  the  dotted  portion  of  the  curve  represents 
results  not  actually  observed.  It  is  instructive  to  contrast  the 
characteristic  of  the  shunt  dynamo  with  that  of  the  series 
dynamo  (Fig.  263).  In  the  series  dynamo  also,  the  first  part 
of  the  characteristic  is  a  sloping  line,  and  the  tangent  of  the 
angle  of  its  slope  is  also  the  critical  resistance  for  the  given 
speed  But  the  series  dynamo  will  only  work  if  the  resistance 
of  the  external  circuit  is  less  than  the  critical  value,  and  the 
shunt  dynamo  will  only  work  if  the  external  resistance  is 
greater  than  the  critical  value.  The  contrast  is  even  better 
shown  by  drawing  a  couple  of  curves  in  the  two  cases — not 
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Fig.  275. 
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characteristics — showing  the  relation  between  the  potential  at 
terminals  and  the  resistances  of  the  external  circuit  Fig.  275 
shows  this  for  a  series  machine,  and  Fig.  276  for  a  shunt 
machine.  The  electromotive-force  of  the  one  drops  suddenly 
when  the  resistance  exceeds  2  ohms ;  that  of  the  other  rises 
suddenly  when  the  resistance  attains  i  ohm. 

In  the  shunt  dynamo  the  characteristic  for  a  doubled  speed 
cannot  be  obtained  as  in  a  series  dynamo  by  doubling  the 
heights  of  the  ordinates.  For,  even  if  at  double  speed  we 
adjust  the  external  resistances  so  that  the  external  current 
is  the  same  as  before,  we  do  not  get  a  double  electromotive- 
force  because  we  do  not  get  the  same  current  as  before  round 
the  shunt-magnet  circuit.  And  if,  on  the  other  hand,  we 
adjust  resistances  so  that  we  get  the  same  shunt  current  as 
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before,  and  therefore  a  double  electromotive-force,  we  do  not 

get  the  same  external  current  as  before.     If»  however,  we  alter 

tiie  external   resistance,  taking  a  larger  current  externally, 

so  as  to  reduce  the  shunt  current  to  its  former  value,  the 

m^netisation  will  remain  as  before.     In  that  case  the  double 

speed  will  produce  very  nearly  a  double  electromotive-force  ; 

but  the  shunt  potential  may  remain  as  before,  the  external 

current  being  nearly  doubled.    This  is  shown  in  Fig.  277, 

where  e  a  represents  the  external  current  in  the  first  case, 

and  ^  A  the  external  current  in  the  second.     O  A  remains  a 

straight  line,  but  at  this  higher  speed  the  slope  is  less.     From 

this  latter  circumstance   it   may  be  foreseen  that  at  higher 


Fig.  277. 


Fig.  278. 


•pecds  the  resistance  may  be  reduced  to  a  lower  value  before 
the  critical  state  is  reached  at  which  the  machine  "  unbuilds  " 
itself,  L  e.  discharges  the  magnetism  from  its  field  magnets. 


Curve  of  Total  Current  in  A  rmatnre. 

In  the  shunt  dynamo  the  current  in  the  armature  is  equal 
to  the  sum  of  the  currents  in  the  external  circuit  and  in  the 
Aunt  circuit ;  or, 

A  curve  showing  the  relation  between  /•  and  ^is  easily 
obtained.  In  Fig.  278  let  the  curve  Omih^  the  "  external 
duuracteristic  "  at  the  given  speed.    Take  any  point  on  it ;//  ; 
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at  that  point  the  potential  between  terminals  in  volts  is 
measured  by  the  length  of  tnx  or  O  e,  and  the  current  in 
amperes  is  measured  by  the  length  0;ror^w.  Now  draw 
the  line  ^  O  at  such  an  angle  ^  O  ;r  that  its  tangent  is  equal  to 
the  resistance  of  the  shunt  Then  ^j  represents  the  current 
that  will  run  through  the  shunt  when  the  potential  is  O  ^  volts. 
Add  on  to  the  end  o(  etm.  piece  mn  equal  to  es\  then  tiie 
whole  line  en  represents  the  armature  current  i.  when  the 
potential  has  the  value  O  e,  A  set  of  similar  points  may  be 
found  giving  the  new  curve  O  ni^  required. 

Total  CItarcLCteristic  of  Shunt  Dynamo. 


Fig.  279. 


If  the  total  electromotive-force  E 
and  the  total  current  f.  be  plotted 
out,  we  shall  obtain  the  characteristic 
of  the  total  electrical  activity  of  the 
dynamo. 

Draw,  as  in  the  preceding  case, 
the  curve  for  e  and  i],.     Let  /  be  any 
point  on  the  curve  where  the  potential 
is  /;r  or  Qe  and  the  current  ep  or 
Ox.     Then  draw  a  line  O  J  at  such 
an  angle  aO  x   that  its   tangent  is 
equal  to  the  resistance  of  the  arma- 
ture.    Call  the  point  where  this  cuts 
/  ;r,  a.  Then  a  x  represents  the  number 
of  volts  required  to  drive  the  current  O  x  through  the  arma- 
ture resistance.     Add  a  piece  qp  equal  to  ^;r  to  the  summit 
of  the  line  p  x.      Then   the  height  qx  represents  the  total 
electromotive-force   E   when  the    current   u  has   the  value 
represented  by  O  x. 


C/taractcristic  of  Shunt  Dynamo,  with  Permanent  Magnetism, 

If  there  is  residual  magnetism  in  the  field-magnets,  there 
will  be  an  electromotive-force  induced,  even  before  the  shunt 
circuit  is  closed.     In  this  case  the  characteristic  would  begin 
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Fig.  280. 


at  a  point  Vy  a  short  distance  along  the  horizontal  axis.  In 
fact  the  machine  behaves  as  though  there  were  already  at 
work  some  small  electromotive-force  (not  to  be  plotted),  which 
had  the  effect  of  setting  up  already  a  current  through  the 
machine,  so  that  the  machine  excites  itself  up  with  currents 
that  are,  in  the  early  (and  unstable)  stages  of  the  magnetisa- 
tion, proportional  to  the  amp^re-tums  going  round  the  shunt 
circuit,  plus  some  imaginary  ampere-turns  causing  the  perma- 
nent magnetism.  If  there  is  on  the  field-magnet  a  second  coil 
by  which  an  independent  magnetisa- 
tion can  be  introduced,  the  same  kind 
of  result  will  follow  :  the  charac- 
teristic will  begin  at  some  point,  such 
as  V,  the  electromotive-force  due  to 
the  amp^re-tums  in  the  shunt  being 
plotted  out  above  O,  whilst  the 
length  O  ^  below  represents  the  part 
of  the  electromotive-force  due  to  the 
amp^re-tums  (real  or  imaginary)  of 
the  independent  magnetism;  and 
OV  represents  the  current  which 
the  machine  will  give  when  short  circuited. 

There  will,  in  fact,  be  four  curves  for  a  shunt  dynamo, 
namely,  those  in  which  the  quantities  plotted  out  are  re- 
spectively e  and  /,  e  and  ia,  E  and  i,  E  and  ia.  Of  these, 
the  first  is  the  external  characteristic,  and  the  fourth  the  total 
cliaracteristic. 

These  four  are  depicted  in  Fig.  281,  where  they  are  named 
A,  B,  C,  and  D  respectively.  If  D  is  given,  A  can  be  obtained 
in  the  following  way  : — Let  the  lines  O  J  and  O  Z  represent 
respectively  by  their  slope  the  resistance  of  the  armature  and 
of  the  shunt  circuit.  Then  curve  B  is  got  from  D  by  deducting 
from  the  ordinates  lengths  equal  to  the  portions  of  ordinates 
intercepted  by  the  line  O  J,  and  curve  C  is  got  from  curve  D 
by  deducting  from  the  abscissae  lengths  equal  to  the  portions 
of  the  abscissae  intercepted  by  the  line  O  Z.  Then  curve  A 
is  got  by  taking  ordinates  from  B  and  abscissae  from  C  corre- 
sponding to  any  point  on  D. 
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It  may  be  noticed  that  whilst  D  B  represents  the  lost  volts 
due  to  internal  resistance  of  armature,  C  D  represents  the  lost 
ampdres  which  go  round  the  field-magnets.  The  lower  the 
resistance  of  the  armature,  and  the  higher  the  resistance  of  the 
shunt,  the  less  will  these  losses  be.  In  fact,  with  a  well-built 
modern  machine  the  four  curves  lie  very  close  together. 


Fig.  281. 


Four  Curves  of  a  Shunt  Dynamo. 


Contrast  between  Series  Dynamo  and  Shunt  Dynamo* 

The  difference  between  series  dynamos  and  shunt  dynamos 
in  their  behaviour  when  the  resistance  of  the  current  is  increased 
or  decreased,  has  already  been  touched  upon  in  p.  115.  In 
electric  lighting,  dynamos  are  usually  required  either  (a)  to 
supply  glow-lamps  arranged  in  parallel,  in  which  case  the 
dynamos  must  maintain  a  constant  potential  at  the  mains,  or 
else  {U)  to  supply  arc-lamps  arranged  in  series,  in  which  case 
the  dynamo  is  required  to  yield  a  constant  current.  In  the 
case  where  the  potential  is  to  be  constant,  the  current  will  vary 
with  the  number  of  lamps  in  parallel;  in  the  second  case. 


Series  versus  Shunt. 
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Mrhere  the  current  is  to  be  constant,  the  electromotive-force 
must  vary  as  the  number  of  lamps  in  series. 

To  understand  the  applicability  of  series  or  shunt  dynamos 
to  either  of  these  tasks  it  will  be  convenient  to  construct  (either 
from  experiment  or  from  theory)  comparative  curves.  In  the 
case  of  parallel  distribution,  every  additional  lamp  switched  on 
across  the  mains  adds  to  the  conductance  of  the  circuit  an 
amount  equal  to  its  own  conductance  (i.  c.  equal  to  the 
reciprocal  of  its  own  resistance).     It  is  therefore  expedient  to 

plot  out  together  the  values  of  ^  and  of  =.    This  has  been 

done  in  Fig.  282  for  two  dynamos,  for  each  of  which  the 


Fig.  282. 


Fig.  283. 


niaximum  value  of  e  was  the  same.  It  will  be  seen  that  for 
^cither  a  series  nor  for  a  shunt  machine  does  the  value  of  e 
'Remain  constant  as  the  number  of  lamps  across  the  mains  is 
increased.  The  shunt  machine  gives  the  more  nearly  constant 
potential^  but  falls  off  as  the  number  of  lamps  is  increased. 

In  the  case  of  single-circuit  distribution  to  lamps  in  series, 
*vciy  additional  lamp  adds  to  the  resistance  of  the  circuit,  and 
m  this  case  it  is  expedient  to  plot  out  together  the  values  of  i 
*od  R.  Fig.  283  shows  the  result  for  the  two  kinds  of  machine. 
ft  urill  be  seen  that  neither  machine  gives  anything  like  a  con- 
stant current;  but  for  the  shunt  machine  there  is  just  one  brief 
stage,  namely,  where  its  current  is  at  the  maximum,  where  the 
value  is  more  constant  than  anything  that  the  series  dynamo 
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can  give.  The  dotted  part  of  the  curve  corresponds  to  the  case 
of  a  series  dynamo  so  designed  as  to  have  a  drooping  charac- 
teristic (like  Fig.  267,  p.  379),  which  gives  more  nearly  (with 
moderately  small  resistances)  a  constant  current.  But  it  is 
abundantly  clear  that  something  more  than  a  simple  series  or 
simple  shunt  machine  is  requisite  to  give  a  real  self-regulating 
machine  for  either  purpose. 
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CHAPTER  XIX. 
Further  Equations  of  the  Dynamo. 

We  now  proceed  to  construct  the  equations  of  series-wound 
and  shunt-wound  dynamos,  applying  for  that  purpose  the 
fonnula  embodying  the  approximate  law  of  the  electromagnet 
which  we  discussed  on  p.  307.     It  may  be  worth  while,  first, 
to  point  out  that  this  formula  may  be  arrived  at  by  extremely 
simple  reasoning.    In  the  chapter  on  magnetic  principles  it  was 
pointed  out  that  the  magneto-motive  force  in  a  magnetic  circuit 
is  proportional   to  the  ampire-tums  (being  =  47rS/-7- 10)  ; 
and  the  whole  enquiry  after  the  true  law  of  magnetisation  is 
merely  to  find  an  answer  to  the  question ;  what  will  be  the  value 
of  N,  for  a  given  value  of  Sj,  in  a  circuit  of  given  form  and 
naateriaL     If  the  number  S  of  turns  in  the  magnetising  coil 
be  assumed  to  be  known,  then  the  question  resolves  itself  into 
finding  the  value  of  N  (the  total  number  of  magnetic  lines) 
for  a  given  value  of  i  (the  amperes  of  current  in  the  coil  of  S 
turns).    Now  it  is  known  that  when  there  is  little  magnetisa- 
tion in  the  iron  cores  the  magnetising  effect  is  nearly  pro- 
portional to  the  amp^re-tums,  but  as  the  magnetisation  of 
the  iron  cores  proceeds  and  saturation  sets  in,  the  addition  to 
N  that  results  from  a  further  addition  to  i  becomes  less.     The 
permeability  in  gross  of  the  magnetic  circuit  gets  less  as  the 
P^nneation  becomes  more  complete.    Now  make  the  assump- 
^on  (see  p.  309),  that  the  permeability  is  in  proportion  to 
^  number  of  magnetic  lines  that  the  magnetic  circuit  can  yet 
^ceive  before  becoming  practically  saturated.     Let  N  repre- 
^t  the  greatest  number  of  magnetic  lines  that  can  possibly 
^  forced  through  the  circuit ;  we  may  call  N  the  "  satural " 
?^^e  of  N.    Then  the  number  of  magnetic  lines  that  the 
^'^t  can  still  receive,  when  the  actual  number  present  is  N, 

2  D 
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will  be  (N  —  N).     Our  assumption  is  that  the  permeability  is 
proportional  to  this ;  or  in  symbols 

N      N-N 


i 


where  i  is  a  quantity  the  nature  of  which  will  be  seen  later. 
Multiplying  up,  transposing,  and  dividing  out  by  i  -f-  **>  we  get 

N  =  N  r^  («) 

It  will  be  seen  on  reflection  that  i  is  equal  to  that  particular 
number  of  amperes  which  would  excite  in  the  given  magnetic 
circuit  exactly  half  the  maximum^  number  of  lines,  or  would 
half-saturate  it ;  for  if  we  make  the  variable  i  of  such  a  value 
as  to  equal  i\  then  N  =  JN.  The  number  of  amperes  i  that  will 
thus  half-saturate  a  given  magnetic  circuit  (with  coil  of  given 
turns)  may  be  called  the  "  diacHticaV  current  (see  p.  307). 
Multiplying  by  the  number  of  turns  S  the  formula  becomes 

where  (S/)'  is  the  diacritical  number  of  ampfere-tums.  Or, 
again,  if  e  volts  applied  to  a  coil  the  resistance  of  which  is  r 
ohms,  produces  the  current  /,  we  may  write  the  formula  as 

N  =  N^.;  (.) 

where  e^  is  the  diacritical  number  of  volts ;  that  is  to  say  that 
number  of  volts  which,  applied  to  a  magnetising  coil  of  given 
number  of  turns  and  given  resistance,  will  half-saturate  the 
magnetic  circuit 

It  will  be  convenient  to  give  here  a  geometrical  illustration 
of  this  law. 

Upon  the  horizontal  axis  lay  out,  to  the  left  of  the  origin, 
O  D  =  i  \  and  at  O  erect  a  perpendicular  O  B  representing 
in  height  the  maximum  number  of  lines  N  on  any  convenient 
scale.    To  find  the  number  of  magnetic  lines  corresponding 
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to  any  given  current  ^  plot  out  O  A  to  represent  i.  At  A 
erect  A  C  equal  in  height  to  O  B.  Join  C  D,  and  from  O 
draw,  parallel  to  DC,  OP  meeting  A  C  in  P.  The  length 
A  P  will  represent  the  value  of  N  required.  The  proof  is  as 
follows : 

By  properties  of  triangles ; 


or 


AP 
A0~ 

AC 
AD' 

N 

N 

i^'i 


If  other  values  of  i  are  taken,  corresponding  values  of  N 
may  be  found;  and  they  all  lie  upon  the  curve  shown  in 
Fig.  284,  which  may  be  taken  as  an  approximate  curve  of 
magnetisation.^ 

It  now  remains  to  introduce  this  convenient  approxima- 
tion to  the  law  of  the  electromagnet  into  the  fundamental 
equations  of  the  dynan;o. 

*  Of  conrse  all  this  is  an  extremely  simple  statement  of,  and  graphic  con- 
struction for,  the  approximate  law  of  magnetisation  explained  on  p.  507,  in 
the  forms  given  to  it  by  Frolich,  and  by  the  author  of  this  work  in  the  Uxfmsx 
editions. 

2  D  2 
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Equations  of  tJie  Series  Dyftamo. 
From  p.  337  we  have  the  following  equations  : — 

E  =  «CN;  [I.] 

E  =  (R  +  r,  +  r«)/; 
and  from  p.  402,  equation  {a)  gives 

t  +  t 
v/hence 


i-\-t  = 


«CN 

R  +  r.  +  r, 


'• = rot;  - '  •  •  •  ™* 

Now  «CN  is  nothing  else  than  the  maximum  value  that 
E  could  possibly  have  if  by  any  means  the  magnetic  cu-cuit 
could  be  saturated  up  to  its  maximum  degree  of  magnetisa- 

«C  N 

tion ;  and  the  term  -^ — ; is    nothing    else  than   the 

K  +  r„  +  r„ 

maximum  current  that  this  dynamo  would  give  through  the 

particular  resistances  actually  in  the  circuit,  if  driven  at  speed 

Tty  while  the  field-magnets  were  in  some  way  driven  up  to  satu- 

wCN 
ration.     Hence  we  may  call the  "  satural "  value 

R+r.+  r. 
of  the  current  under  the  given  conditions  of  speed  and  resist- 
ance, and  may  indicate  it  by  the  symbol  /.     The  equation  of 
the  series  dynamo  then  becomes : 

i  =  t-i  [XI.] 

Multiplying  up  by  R  +  r„  +  r«  we  get 

E  =  E-E'  [VIII.] 

*  The  numbers  in  brackets  are  the  same  as  those  in  the  earlier  editions  of  this 
book,  in  which  the  notation  is  more  complicated. 
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Where  E'  stands  for  that  electromotive-force,  which,  acting  in 
the  circuit  with  the  resistances  present,  would  produce  the 

diacritical  current ;  and  E  is  the  "  satural "  electromotive- 
force,  namely  that  electromotive-force  which  would  be  gene- 
rated in  the  armature  at  a  given  speed  if  the  magnetism  were 
saturated.  It  may  be  remembered  that  while  i  depends  only 
on  the  form  and  materials  of  the  magnetic  circuit,  and  on  the 
number  of  windings  of  the  coil,  and  is,  therefore,  a  constant 
for  a  given  dynamo,  E'  depends  also  on  the  resistances,  and 
is  a  variable.     Neither  of  these  have  anything  to  do  with  the 

speed.  On  the  other  hand,  E  and  /  depend  on  the  speed, 
and  on  the  number  of  conductors  in  the  armature  as  well  as 
on  the  magnetic  circuit ;  i  depending  also  on  the  resistance. 

These  equations  throw  some   light   on   a  phenomenon 

familiar  to  every  electrician,  that  in  every  dynamo  the  current 

(when  resistance  of  circuit  is  given)  is  not  proportional  to  the 

speed,  but  is  proportional  to  the  speed  less  a  certain  number 

of  revolutions  per  second.     The  latter  number  is  familiarly 

known  as  the  "dead-turns."     It  is  also  known  that  (with 

given  resistance)  there  is  a  certain  speed  below  which  the 

dynamo  does  not  excite  itself     This  least  speed  of  excitation 

(with   given   resistance)  is  the   same   as  the   "  dead-turns " 

(see  p.  lOi).     To  investigate  the  matter  take  the  equation 

[XL] 

.     «CN       , 

and  equate  it  to  zero,  and  call  »'  the  particular  value  of  n, 
which  will  give  this  result,  namely  : 

"^^  cn"- 

From  this  it  appears  that  the  least  speed  of  excitation  is 
proportional  to  the  diacritical  current,  and  to  the  resistance 
of  the  circuit    Further,  {XR  =  E';  whence  it  also  follows 

that 

E  =  («-«)CN. 

This  result  shows  that  «',  the  least  speed  of  excitation,  is 
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the  same  thing  as  the  "  dead-tums  "  ;  and  indeed  the  experi- 
mental fact  expressed  in  the  last  equation  might  have  been 
made  a  starting  point  ^  for  the  theory  of  the  dynamo. 

It  will  be  noticed  in  the  expression  for  ti  that  the  deaxl- 
turns  of  a  given  series  dynamo,  though  dependent  on  tlie 
resistance  in  the  circuit,  are  the  same  for  all  speeds  whatevex*. 


Equation  to  the  c/iaracteristic  of  the  series  dynamo. 

We  have  as  the  fundamental  equation 

E  =  «CN; 


and 


substituting  which  gives  us 


E  =  «CN-:' 


or,  finally, 


E=:E-r' 


which  is  desired  equation  of  the  characteristic  of  the  dynamcF^ 
giving  E  in  terms  of  /  and  of  the  two  quantities  E  and  i\  whicl^ 
are  constants  for  a  given  machine  driven  at  constant  speeds 
If  these  are  known  it  is  a  simple  matter  to  plot  the  charac- 
teristic ;  the  same  construction  serving  as  served  for  the  curve 
of  magnetisation  in  Fig.  284.  Here  O  B  represents  the  satural 
value  of  E  at  the  given  speed.  Or,  instead,  the  following" 
construction   may  be  used : — At  O  erect  perpendicular  O  B 

representing  E  to  any  convenient  scale.  Draw  B  H  horizon- 
tally to  represent  i*  (Fig.  286).  Then,  to  find  the  point  on 
the  characteristic  corresponding  to  any  given  current  i^  lay 
out  O  A  to  represent  f,  and  join  H  A.  This  oblique  line  H  A 
cuts  off  from  O  B  a  length  equal  to  E,  which  projected  across 
gives  the  point  P  on  the  characteristic 

'  Sec  paper  by  author  in  The  Electrician^  xvii.  p.  175,  July  9,  i886« 
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Here  the  line  O  B  represents  the  number  of  volts  the 
machine  would  give,  at  the  gpven  speed,  if  its  magnetic  circuit 
^ve^e  fully  saturated ;  and  O  D  or  B  H  is  the  diacritical 


current,  or  that  current  which  will  half  saturate  the  magneUc 
circuit 

If  it  is  desired  to  know  what  are  the  actual  values  of  fc. 
wd  i  for  any  particular  series  dynamo,  they  may  be  deter- 


mined either  graphically  or  algebraically,  P''°^"**  j^^  g^'"'^: 
riments  have  been  made  on  the  machine  (at  the  gi  peeti 

to  determine  two  values  of  E  and  two  corresponding  valu^ 
of  i      For  example,  let  E.  and  i,  be  determ-ncd  when  th^. 
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is  much  resistance,  and  Ea  4  with  very  small  resistance  in  the 
circuit ;  this  gives  Pi  and  P2  as  points  on  the  characteristic 

Join   ix  to  £1^  and  produce 


f3       Fig.  287. 


the  line  beyond  Ei;  also 
join  i^  E2,  and  produce  this 
line  till  it  cuts  the  former  in 
H.     Then  H  B  represents  /, 

and  O  B  represents  E. 

Or,  algebraically,  we  get 
the  simultaneous  equations 


Ei  = 


E.  ' 


ix  +  i 


1'  > 


E,= 


E.^' 


t2  +  t 


P  9 


which  give  the  solutions — 


E  = 


El  Ea  (^a  —  f  1)  , 
Ea  H  —  El  la 


J  _  h  h  (El  —  Ea) 
Ea  ii  —  El  t'a 


Predetermination  of  tlu  constants  E  and  {. 

It  is  more  satisfactory,  however,  to  calculate  E  and  i  from 
the  dimensions  of  the  machine,  and  the  known  properties  of 
iron,  though  the  calculation  can  only  be  approximate. 

Since  E  =  n  CN,  the  accuracy  with  which  E  can  be  pre- 
determined depends  simply  upon  N.  It  is  assumed  that  the 
field-magnets  are  so  designed  that  they  will  not  become 
saturated  before  the  armature-core.  Let  A^  be  the  nett 
sectional  area  of  the  armature-core.  Then  N  =  A^  Bj ; 
where  Bi  is  the  maximum  number  of  magnetic  lines,  per 
square  centimetre,  that  can  be  forced  through  the  iron.  About 
the  actual  value  there  is  some  uncertainty.  For  good  wrought- 
iron  (Swedish  or  Low-Moor),  the  practical  maximum  appears 
to  be  from    16,000  to  about   20,000  (see  p.  293) ;  though 
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of  the  cores/ fv  X  10,000  -^j  must  be  found  :   its  value  H', 
will  then  be  inserted  in  the  formula,  which  thus  becomes 


t'  =  r4^  5  A  +  20,ooo^V,  +  H',4! 


47rS 


Such  a  calculation,  in  which  the  method  of  Hopkinson  is 
used  to  predetermine  the  constants  for  the  very  convenient 
approximate  formulae  of  Frolich  and  of  the  author  of  this 
work,  may  clear  up  the  difficulties  sometimes  felt  by  students 
in  reconciling  the  two  methods  of  treating  theory. 

Equations  of  the  Shunt  Dynamo. 
In  this  case 

and 

where  (see  p.  386)  U  is  the  resistance  of  the  whole  system  of 
machine  and  its  circuits  as  measured  from  brush  to  brush. 
From  these  and  the  fundamental  equation  we  have 

^^«cNia_^.  [XIV.] 

of  which  the  first  term  on  the  left-hand  side  is  nothing  else 
than  the  satural  value  of  e :  that  is  to  say,  is  that  value  which 
e  would  have  with  the  given  resistance  and  given  speed  if  N 

were  at  its  maximum.     It  may  therefore  be  written  as  e. 
This  gives  us 

e  =:  e  --  e' 
whence  also  (dividing  by  r,) 

^    =     ^-    -     t. 

or  again, 

E  =  E  -  E. 
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gain  the  dead-turas  may  be  reckoned  by  equating  e  to  zero 
equation  [XIV.]  above,  giving 

amdy,  that  number  of  turns  which,  given  the  circuits  and 
he  satural  magnetism,  could  produce  at  the  terminals  the 
Uacritical  difference  of  potential ;  so  that,  once  more, 

^  =  («-«')CN^; 

a  result  which  might  have  been  obtained  direct  from  experi- 
ments on  the  speed  and  on  the  resistance. 


Cltaracteristic  of  the  Shunt-Dynamo. 

If  the  curve  of  magnetisation  of  the  machine  is  known  it  is 
easy  to  determine  the  characteristic  by  a  geometrical  con- 
stniction.  The  curve  of  magnetisation  0PM  will  show  the 
tdation  between  N  and  the  ampfere-tums  in  the  shunt  coil, 
Zi|  in  our  notation. 

Let  this  curve  be  set  out  to  the  left  of  the  vertical  axis, 
ien  the  line  OR  may  be  divided  out  either  in  a  scale  repre- 
ienting  amp&re-turns  or  in  a  scale  representing  amperes,  Z 
livisions  of  the  former  scale  corresponding  to  one  of  the  latter 
icale.  The  vertical  scale  plotted  out  along  OE  may  in  like 
oanner  represent  either  N  or  E  ;  «C  x  lO"*  being  the  ratio  of 
he  readings  of  the  scales.  Now  set  out  the  line  O  M,  making 
vith  OR  an  angle  such  that  the  tangent  of  its  slope  corre- 
ponds,  in  the  units  chosen,  to  the  resistance  of  the  shunt- 
irinding  ;  for  example,  if  the  shunt-resistance  be  16,  the  line 
idll  pass  through  a  point  the  ordinate  of  which  represents 
:6  volts  and  the  abscissa  i  ampire.  Let  this  line  meet  the 
:urve  of  magnetisation  at  M.  If  we  consider  any  point  P 
m  the  curve,  its  ordinate  PR  will  represent,  according  as  we 
)lease,  either  the  effective  magnetism  when  the  magnetising 
:urrent  is  OR,  or  the  whole  number  of  volts  E  induced  in  the 
irmature  ;  and  the  part  of  the  ordinate  Q  R  will  represent  the 
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difference  of  potential  e.  Clearly  then  PQ  will  represent  E-i; 
that  is  to  say,  the  volts  lost  in  the  armature,  which  are  equal 
to  rj^.  Now  if  on  the  right  of  the  diagram  we  lay  out  a  line 
O  J  at  such  an  angle  that  the  tangent  of  its  slope  represents 
the  armature  resistance  r^,  then  if  V  be  taken  so  far  along  the 
horizontal  axis  that  VU  =  PQ,  the  length  OV  will  represent 
ia.  The  most  convenient  construction  is  to  project  points  P 
and  Q  across  to  E  and  ^,  and  from  e  draw  ^T,  parallel  to  OU, 
meeting  ET  in  T ;  then  drop  a  perpendicular  from  T  giving 
the  points  /,  U,  and  V,  where  T  /  =  U  V.  T  will  be  a  point  on 
the  curve  connecting  E  and  /« ;  /a  point  on  the  curve  connect- 
ing e  and  i^  From  the  latter  curve  the  external  characteristic 
can  be  got  as  shown  on  p.  398.    Of  these  hyperbolic  curves  the 

Fig.  288. 


lower  limb  which  returns  towards  O  represents  the  unstable 
portion  corresponding  to  the  lower  part  of  the  magnetic  curvCi 
From  the  existence  in  the  curves  of  a  maximum  value  of  i^ 
where  the  curve  turns  round  on  the  extreme  right,  it  must  not 
be  inferred  that  the  machine  can  yield  this  maximum  current; 
on  the  contrary,  the  maximum  current  that  the  machine  can 
safely  give  depends  on  the  section  of  its  armature  wires,  and 
these  are — in  the  best  machines — not  intended  to  carry  the 
current  under  such  conditions.  The  working  part  of  the  curve 
is  usually  the  top  part  (Fig.  274),  and  it  will  be  obvious  from 
the  construction  that  the  smaller  the  internal  resistance,  the 
further  will  the  curve  extend  to  the  right  and  the  more  nearly 
horizontal  will  the  tops  of  both  curves  be ;   a  good  shunt- 
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dynamo,  with  very  little  internal  resistance,  being  nearly  self- 
regulating  for  constant  potential 

If  there  be  no  initial  or  residual  magnetisation,  the  curves 
will  both  pass  through  O ;  but  neither  of  them  will  do  so  if 
there  is  initial  or  residual  magnetisation.  In  that  case  the 
curve  of  magnetisation  will  commence  above  O  at  some  point 
such  as  K,  Fig.  289,  and  the  lower  ends  of  the  two  curves  for 
E  and  e  will  end  at  points  so  far  to  the  right  that  the  width 
UV  =a  KO.  With  almost  every  shunt-dynamo  it  is  found 
that  if  descending  values  of  e  are  taken  (at  any  given  speed) 
€  becomes  zero  whilst  /•  has  still  a  definite  value. 

It  will  also  be  noticed  that  the  limiting  value  of  E  depends 
on  the  slope  of  M  O,  that  is  to  say,  on  the  resistance  per  turn 


Fig.  289. 


of  the  shunt  coil ;  any  diminution  of  the  resistance  per  turn 
will  raise  E  by  forcing  up  to  a  higher  degree  the  magnetisation 
corresponding  to  a  given  value  of  e. 


Equation  to  the  Cttaracteristic  of  the  Shunt-Dynamo, 
In  this  case, 


E  =  «CN 


Now, 

and 

whence 


j-<  ""■  rji *tt  ^~  e^ 
•        •  •    • 


^,  +  ^i  —     e 

e +r.i  e  «CN  — r— »: 


r. 


ir  +  ir' 
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r. 


and  putting b  =      ''      (a  number  slightly  less  than  unity),     j 

''t  T    'a  I 

e'  +  e{e  +brJ-bnC^}  +b^r.i^o; 


whence 


^=  i(*«CN  -  /-  br.t)  ±  i[(*«CN  -'if'-br.if-  4b^rJ]f. 

This  expression,  which  gives  e  in  terms  of  /,  and  is  there- 
fore the   equation   of  the 


Fig.  29a 


external  characteristic  of 
the  shunt-dynamo,  is  the 
equation  to  a  hyperbola 
(Fig.  290),  one  branch  of 
which  passes  through  the 
origin  ;  for  if  /  ==  0,  then 
the      two      corresponding 

values  of  e  are  ^  C  N  —  / 
and  zero.  The  diameter  of 
the  hyperbola  will  be  a  line, 
whose  equation  is 

that  is,  a  line  cutting  the  axis  of  e  at  half  the  height  of  the 
curve,  and  inclining  gently  to  the  right  at  an  angle  propor- 
tional to  ^. 

The  equation  to  the  curve  connecting  e  and  /«  (the  lower 
curve  in  Fig.  288)  is 

^  =  i(«CN-^'-  rata)  ±  i[(«CN  -/-r«z;)«-4r.i/p, 
and  the  equation  to  the  diametral  line  is 

jy  =  i  («  C  N  —  ^)  —  i  ^a  /„. 

As  an  example,  in  the  Edison-Hopkinson  machine  mentioned  o^ 
pp.  203  and  324,  «-i2'5,  C  =  8o,  N=  16,040,000,  d  =  0*9994, 
r«  =  0*009947,  ^'  =  52  X  io«,  or  52  volts. 

For  a  further  discussion  of  the  properties  of  the  shunt-dynamo,  the 
student  is  referred  to  papers  by  MM.  Achard,  Rechniewski,  and  Picou,  in 
La  Lumiire  Electriquey  and  to  the  treatise  of  Dr.  Frolich. 
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General  Equation  of  the  Self-exciting  Dynamo. 

Assuming  still  the  approximate  law  of  magnetisation,  it  is 
possible  to  put  the  elementary  theory  of  the  simple  self- 
exciting  dynamo  in  a  form  of  still  greater  generality. 

Let  '^  be  any  one  of  the  currents  or  potentials  of  the 

dynamo ;  -^  its  "  satural "  value,  that  is  to  say,  the  value  it 
has  when  the  magnet  is   separately  saturated;   and  '^  its 
"  diacritical "  value,  that  is  to  say,  its  value  such  as  corre- 
sponds to  half-saturation. 
Then, 

^=/(«,C,N,[R]), 

where  the  form  of  the  function  (for  a  given  machine)  will  be 
different  for  each  kind  of  current  or  potential,  and  may  not, 
in  some  cases,  depend  on  the  external  resistance  R.  And,  by 
the  veiy  nature  of  the  case,  whatever  the  form  of  the  func- 
tion y^ 

^  =  /(«.  C,  N,  [R]  ). 

Now, 

whence,  since  the  function  so  far  as  N  and  N  are  concerned  is 
a  purely  rectilinear  one, 

and  finally, 

'^  =  '^  —  '^'. 

It  will  be  seen  that  this  includes  several  of  the  equations 
obtained  above.  The  proposition  embodied  in  this  most 
general  form  was  enunciated  first  by  Dr.  O.  Frolich  in  1885. 
The  two  terms  which  appear  on  the  right-hand  side  of  the 
final  equation  correspond  nearly,  but  not  quite,  to  his  classi- 
fication of  an  armature  part  and  a  field-magnet  part  of  the 
expression ;  for  both  terms  depend  on  the  magnetic  circuit  : 
the  first  on  its  actual  capacity,  the  second  on  the  current 
required  to  magnetise  it  to  half  its  maximum,  and  therefore, 
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unlike  the  first,  dependent  on  the  resistances  of  the  gaps  in 
the  circuit,  and  on  the  shape  as  well  as  on  the  quality  and 
quantity  of  the  iron.     The  first  term  depends  on  the  speed 
and  construction  of  the  armature,  whereas  the  second  does 
not     The  second  term  depends  on  the  winding  of  the  mag- 
netising coils  on  the  field-magnet,  whereas  the  first  does  not 
In  any  case,  whether  stated  for  current  or  for  potential,  the 
second  or  diacritical  term  has  a  minus  sign  :  in  every  case  it 
detracts  from  the  output  of  the  machine.    It  is  therefore  im- 
portant to    notice    that   since  the  one  constant  diacritical 
quantity  in  a  dynamo  is  the  diacritical  number  of  ampire- 
tums  (namely,  that  number  which  will  produce  semi-satura- 
tion), this   diacritical   current  V  may  be  made  as  small  as 
possible  by  simply  increasing  the  number  of  windings  upon 
the  field-magnet ;  and  this  will  always  produce  economy  in 
working,  provided  this  increase  in  the  number  of  windings  be 
always  accomplished  by  adding  to  the  volume  of  copper  in 
the  coil.    , 
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CHAPTER  XX. 
Constant  Potential  Dynamos. 

Theory  of  Self-regulation. 

As  mentioned  in  Chapter  VI^  p.  116,  there  are  various  ways  of 
governing  dynamos  &o  as  to  maintain  either  a  constant  poten- 
tial, or  a  constant  current  Some  of  these  methods  involve 
hand  regulation ;  others,  automatic  switching  in  or  out  of 
resistances,  to  vary  the  excitation  of  the  field-magnets ;  others, 
automatic  adjustment  of  the  brushes ;  and  others,  electrical 
governing  of  the  speed.  There  was,  moreover,  an  important 
class  of  methods,  dependent  upon  the  maintenance  of  a  steady 
speed  of  driving,  in  which  a  dynamo  was  made  self-regulating 
so  as  to  yield  either  constant  potential  at  its  terminals,  or  con- 
stant current  in  its  circuit,  by  the  device  of  combining  in  one 
machine  either  a  series-winding  or  else  a  shunt-winding  with 
some  other  source  of  magnetising  power  capable  of  maintain- 
ing an  independent  and  fairly  constant  initial  magnetisation. 
The  most  important  case — at  least  for  constant  potential 
machines — is  that  of  the  so-called  compound-windings  the 
theory  of  which  is  developed  in  this  Chapter. 

The  two  separate  ends  to  be  attained  in  self-regulation 
must,  however,  be  kept  distinct.  For  some  purposes — as  for 
feeding  a  system  of  incandescent  lamps  in  parallel — the  current 
must  be  supplied  to  the  mains  at  an  absolutely  cofistant  poten- 
tial^ or,  as  some  popularly  phrase  it,  at  a  constant  pressure ; 
that  is  to  say,  the  difference  of  potentials  between  the  main 
terminals  of  the  dynamo  must  be  constant  This,  of  course, 
implies  that  the  current  delivered  by  the  machine  shall  vary 
exactly  in  a  ratio  inverse  to  that  of  the  resistance  of  the  external 
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circuit,  increasing,  as  the  resistance  is  diminished  by  adding  to 
the  number  of  lamps  across  the  mains  of  the  circuit ;  and  this, 
again,  involves  that  the  whole  electromotive-force  of  the 
armature  shall  increase .  slightly  in  proportion  to  the  power 
required  to  drive  the  increased  current  through  the  fixed 
resistances  in  the  main  circuit  of  the  dynamo.  For  some 
other  purposes,  as  for  supplying  a  set  of  arc  lamps  connected 
in  a  simple  series,  or  for  charging  a  number  of  sets  of  accumu- 
lators in  different  houses,  or  for  running  a  number  of  motors  in 
different  places  on  one  line,  it  is  necessary  to  maintain  in  the 
line  an  absolutely  r^«j/tf«/  current^  no  matter  how  many  or 
how  few  lamps  or  motors  may  be  at  work.  This,  of  course, 
means  that  when  the  resistance  of  the  main  circuit  is  increased 
by  the  switching-in  of  more  lamps,  the  dynamo  must  of  itself 
put  forth  a  proportionate  increase  of  electromotive-forcCi 

The  two  ends  to  be  attained  by  self-regulation  are  there- 
fore not  only  distinct,  but  incompatible  with  one  another ;  a 
dynamo  cannot  possibly  keep  its  electromotive-force  constant, 
and  at  the  same  time  vary  it  in  proportion  to  the  varying  re- 
sistance of  the  external  circuit  The  two  systems  must  there- 
fore be  kept  absolutely  apart  They  are  adapted  to  entirely 
different  cases  of  electric  distribution.  Their  theory  is 
different 

But,  having  said  this,  it  may  be  pointed  out  that  though 
the  conditions  of  constant-potential  distribution  are  distinct 
from  those  of  constant-currejit  distribution,  the  combinations 
for  attaining  either  result  in  the  generating  machinery  are 
closely  similar.  The  general  method  of  arranging  such  a  self- 
regulating  system  consists  in  causing  the  machine  to  augment 
its  own  magnetism  in  the  proportion  desired.  In  the  first  case, 
since  the  increased  magnetism  is  required  to  be  in  proportion 
to  the  current  in  the  main  circuit  of  the  dynamo,  a  series  coil 
on  the  field-magnet  will,  if  properly  proportioned,  provide  the 
required  regulation.  In  the  second  case,  a  shunt  coil  should 
theoretically  regulate,  since  the  additional  magnetism  is 
required  to  be  proportional  to  the  electromotive-force  that  is 
applied  to  drive  the  current  through  the  resistances  of  the 
external  circuit 
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To  obtain    a   constant-potential   distribution,  one  of  the 
following  combinations  must  be  made : — 

(£)  Series  regulating  coils  +  permanent  magnets  to  partly 
excite    the    field,  with    ah   independent   constant 
magnetisation. 
(iV.)  Series  regulating  coils  +  an  independent  current  circu- 
lating in  separate  coils  round  the  field-magnets,  to 
^      produce  an  independent  constant  magnetisation* 

(iiV.)  Series  regulating  coils  +  an  independent  current  circu- 
lating in  the  main  circuit  (and  generated  either  by 
a  battery  or  by  an  independent  magneto-dynamo) 
having  the  effect  of  partly  exciting  the  field-magnets, 
with  an  independent  constant  magnetisation. 

(iV.)  Series  regulating  coils  +  shunt-magnet  coils  supplied 
by  a  portion  of  the  current  of  the  machine  itself, 
thereby  partly  exciting  the  field-magnets,  with  an 
independent  and  nearly  constant  magnetisation. 
(z^.)  For  alternate-current  dynamos,  coils  in  series  with  the 
main  circuit  cannot  be  used,  but  they  may  be  com- 
pounded by  providing  them  with  regulating  coils 
supplied  with  a  current  derived  (by  a  suitable 
transformer)  from  the  main-circuit  currents,  and 
proportional  to  them,  the  derived  currents  being 
first  sent  through  a  suitable  commutator  to  rectify 
them.  The  independent  magnetisation  may  be 
derived  either  from  an  auxiliary  exciter,  or  from  a 
separate  coil  or  group  of  coils  in  the  armature,  or, 
in  fact,  by  another  transformer,  the  primary  of  which 
is  placed  across  the  mains  as  a  shunt ;  in  either  of 
the  latter  cases  the  current  being  properly  com- 
muted. 

To  obtain  a  constant-airrent  distribution,  one  of  the  follow- 
ing analogous  combinations  must  be  adopted  : — 

(i)  Shunt  regulating  coils  -J-  permanent  magnets,  to  partly 
excite  the  field  with  an  independent  constant  mag- 
netisation. 
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(iV.)  Shunt  regulating  coils  +  independent  current  circu- 
lating  in  separate  coils  round  field-magnets,  to 
produce  an  independent  constant  magnetisation. 

(m.)  Shunt  regulating  coils  +  independent  current  circu- 
lating in  the  shunt  coils  along  with  the  shunt 
current  (and  generated  either  by  a  battery  or  by 
an  independent  magneto-dynamo)  having  the  effect 
of  partly  exciting  the  field-magnets^  with  an  in- 
dependent constant  magnetisation. 

(/z/.)  Shunt  regulating  coils  +  series  coils  on  field-magnet 
supplied  by  the  main-circuit  current  of  the  machine 
itself,  thereby  partly  exciting  the  field-magnets, 
with  an  independent  and  constant  magnetisation. 

The  two  methods  marked  (/z/.)  in  each  set  are  often  spoken 
of  as  methods  of  ^* compounding^^  the  dynamo;  the  term 
*•  compound  dynamo "  having  been  introduced  by  Messrs. 
Crompton  and  Kapp  to  signify  a  dynamo  with  mixed  series 
and  shunt -winding,  by  analogy  with  the  engineers'  term 
"compound  engine"  for  a  steam-engine  working  with  both 
high-  and  low-pressure  cylinders.  Theoretically,  several  other 
self-regulating  combinations  are  possible ;  for  example,  a  series 
machine  with  unsaturated  magnets  combined  with  a  (quasi- 
independent)  series  machine  with  over-saturated  magpiets  on 
the  same  shaft ;  a  series  machine  having  two  sets  of  field- 
magnet  poles  at  different  leads,  one  of  the  sets  of  poles  beii^ 
the  series-excited  set,  the  other  excited  independently,  or  in 
shunt  circuit ;  &c. 

In  considering  both  kinds  of  distribution  we  shall  proceed 
as  follows  : — First  find  an  expression  for  the  potential  (or,  in 
the  other  case,  for  the  current).  This  will,  in  general,  consist 
of  three  terms.  Secondly,  we  shall  consider  these  three  terms 
as  to  whether  their  factors  are  constants  or  variables.  Then, 
having  ascertained  which  of  the  terms  contain  variable  factors, 
we  must  consider  what  conditions  must  be  laid  down  (such  as 
prescribing  a  particular  speed  or  a  particular  number  of  wind- 
ings) in  order  that  the  terms  containing  variable  factors  shall 
disappear.    These  conditions  will  be  embodied  in  an  "  equa- 
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tion  of  condition/'  which  will  be  then  discussed.  In  general  it 
will  be  found  that  if  the  number  of  regulating  coils  is  prescribed 
beforehand,  there  will  be  a  particular  or  "  critical  "  speed  at 
which  self-regulation  holds  good  ;  or  on  the  other  hand,  if  the 
speed  is  prescribed  beforehand,  there  will  be  a  certain  "  critical " 
number  of  regulating  coils  to  be  deduced.  The  case  of  con- 
stant-current regulation  is  reserved  for  the  next  Chapter. 


DISTRIBUTION  AT  CONSTANT  POTENTIAL. 

It  is  possible  to  treat  the  theory  either  algebraically  or 
geometrically.    Both  methods  will  be  here  used. 

Case  (/.).  Series  Regulating  Coils  -J-  Permanent  Magftets 
(Fig.  76,  p.  121). — If  the  field-magnets  are  partly  permanently 
magnetised,  or  if  there  are  permanent  steel  magnets  in  addi- 
tion to  the  electromagnets,  giving  a  partial  permanent  field, 
independent  of  that  due  to  the  current  in  the  circuit,  we  may 
denominate  the  number  of  magnetic  lines  in  this  independent 
field  as  Ni. 

Now  the  fundamental  equation  of  the  series  dynamo  is 

E  =  «  C  N, 

and  the  difference  of  potential  between  the  terminals,  other- 
wise called  the  pressure,  is  shown  on  p.  367  to  be 

^  =  E  -  (r^  -I-  r«)  /. 

But  N,  the  number  of  magnetic  lines  that  pass  through  the 
armature  at  any  instant,  is  made  up  of  two  parts,  the  perma- 
nent independent  part  Nj,  and  a  part  depending  upon  the 
current  i,  and  equal  to 

47rS/-f- 10 

where  S  is  the  number  of  turns  in  the  regulating  coil,  /  the 
length  of  the  magnetic  circuit,  A  its  cross-section,  and  ^  the 
average  value  of  the  permeability  (see  p.  318)  between  the  two 
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extreme  values  that  it  has  when  i  is  zero  and  when  i  is  at  its 
maximum.     If  for  brevity  we  write 

10 


y^-k  -  - 


we  may  then  write  the  variable  part  of  N  as  ^  S  ^' ;   and 
therefore, 

and  we  get,  as  the  complete  expression  for  e^ 

^  =  «  C  (Ni  +  ^S  0  -  (r.  +  r,)^, 
or 

^  =  »  C  Ni  +  «  C  ^  S  >'  —  (r.  +  r«)  t. 

The  expression  on  the  right-hand  side  of  this  equation 
consists  of  three  terms,  of  which  the  first  contains  the  speed 
and  two  constants  as  factors.  The  last  two  contain  a  variable, 
the  current,  and  one  of  them  also  contains  as  factors  the  speed 
n  and  the  number  of  regulating  coils  S.  If  S  is  prescribed 
beforehand,  then  the  particular  speed  at  which  the  dynamo 
is  self-regulating  will  be  clearly  that  speed  at  which  the  expres- 
sion for  e  will  contain  nothing  but  constants.  If  n  is  pre- 
scribed beforehand,  then  we  must  vary  S  so  as  to  eliminate 
the  terms  that  contain  the  variable  factor.  Since  the  two  last 
terms  are  of  opposite  sign,  it  is  clear  that  by  varying  S  or  «, 
or  both,  the  value  of  ;/  C  ^  S  may  be  made  numerically  equal 
to  ra  +  r^.  Then  at  the  constant  speed,  which  we  will  call  «i, 
the  last  two  terms  will  cancel  one  another  out,  or, 

«i  C  y  S  /  -  (r„  +  rj)  i  =  o. 

That  is  to  say,  S  and  n^  must  be  such  that 

«,C^S  =  r, +  r«.  [XXIIL] 

This  is  the  equation  of  condition. 

If  the  condition  laid  down  in  this  equation  is  observed, 
then  the  last  two  terms  for  e  disappear,  and  we  have  simply, 

^  =  «!  C  Ni  =  a  constant. 

Having  thus  proved  that,  at  the  given  speed,  ^  is  a  constant. 
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it  is  worth  while  to  enquire  what  it  is  that  determines  the  value 
of  e.  Clearly  e  is  directly  proportional  to  Nx»  the  independent 
and  permanent  field  magnetism.  Therefore,  we  can  arrange 
that  the  dynamo,  still  driven  at  the  given  speed,  shall  give 
any  potential  we  please,  within  limits,  provided  we  alter  Ni  in 
the  requisite  proportion. 

Returning  to  the  equation  of  condition,  we  will  write  it 
in  the  second  form — 

«iC^S  =  r.  +  r-, 
which  gives  us  as  the  value  of  the  critical  speed, 

^  -  ^«-  +  ^-        ^ 
^  S  Cq 

This  shows  us  that  there  is  another  way  of  getting  a  higher 
value  of  e.  If  we  increase  tii  we  know  e  will  also  increase 
proportionally,  and  we  may  increase  «i,  provided  we  decrease 
S  at  the  same  time  in  the  inverse  proportion.  If  this  is  done 
the  critical  condition  still  holds  good,  as  ;;i  C  ^  S  will  still 
equal  r.  +  r,. 

Lastly,  we  may  write  the  last  equation  in  the  following 
way, 

.^.    ,  ,  total  internal  resistance 

cntical  speed  = r ? ? n  X  a  quantity 

number  of  turns  of  magnet  coil  ^ 

depending  only  on  the  armature  windings  and  on  the  magnetic 
circuit  and  its  working  permeability  within  the  range  for  which 
regulation  is  required. 

Suppose,  on  the  other  hand,  that  the  speed  is  prescribed 
by  mechanical  considerations,  then  the  proper  or  critical 
number  of  regulating  coils  is  given  by  the  expression 


nCq 


This  is  instructive  also.  The  higher  the  internal  resistance  of 
a  dynamo,  the  higher  must  be  the  driving  speed,  or  the  greater 
must  be  the  number  of  the  regulating  coils  in  series,  if  it  is  to 
be  self-regulating. 


-R 
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Case   (ii.).     Series    Dynafno  +  Separately  •  exciting   Coils 
(see  "  Series  and  Separate**  Fig.  75,  p.  1 19). — In  this  case  there 

is   an   independent    mag- 
FiG.  291.^ netism  due  to   a  current 

^  ^:    carried    round    the    field- 

^>Agg^y^g^^     magnets  in  separate  coils, 

y^      /iliM  I  ^'^d  providing  a   part  of 

the  field  magnetism.  The 
connexions  are  shown  in 
Fig.  291. 

If  we  call  the  number 
of  magnetic  lines  due  to 
the  independent  excitation 
Ni,  the  same  argument  holds  good  as  in  the  preceding 
case,  and  the  same  conclusions.  Ni  will  not,  however,  be 
really  a  constant,  for  the  effect  of  the  introduction  of  a 
constant  amount  of  magnetising  force  will  vary  with  the 
degree  of  saturation  resulting  from  the  wltole  magnetising 
force.  If,  however,  the  average  working  permeability  through- 
out the  range  of  regulation  is  taken  into  account  in  the  calcula- 
tion of  Ni  as  well  as  in  that  of  S,  then  any  falling-off  in  the 
effect  of  the  independent  exciting  current  is  implicitly  pro- 
vided for. 

Messrs.  Wright  &  Kapp  have  accomplished  the  sanie  end  as  Case  ii., 
using  one  coil  only,  in  the  main  circuit,  to  which  coil,  however,  a  battery, 
or  the  circuit  of  a  separate  dynamo,  is  applied  as  a  shunt.  M.  Picard 
has  made  a  somewhat  similar  suggestion. 

Geometrical  Demonstration  of  Cases  (/.)  and  {ii.). 

O"  P*  355  It  was  shown  how  the  values  of  the  potential  at 
terminals  fall  off  in  magneto  and  separately-excited  dynamos 
as  the  current  increases,  e  always  being  less  ^  than  E  by  an 
amount  equal  to  ra  i. 

To  represent  the  facts,  let  O  X  and  O  P  be  taken  as  the 

*  This  is  illustrated  in  Fig.  261,  p.  359,  where  the  curve  e  shows  the  drop  due 
to  this  cause,  and  the  curve  B  the  actual  drop  due  chiefly  to  this  cause  and  parUy 
to  the  demagnetising  reactions  going  on  in  the  armature. 
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axes  for  plotting  out  ampferes  and  volts,  and  let  O  P  repre- 
sent the  electromotive-force  (E  =  «i  C  Ni)  due  to  the  per- 
manent or  independent  magnetism,  as  measured  when  no 
current  is  running  through  the  armature.  Now,  assuming 
that  the  armature  reactions  are  small  enough  to  be  neglected, 
E  will  at  constant  speed  remain  the  same  with  all  currents, 
but  e  vdll  drop.  From  O  set  off  the  line  O  J  at  an  angle 
.such  that  its  tangent  represents  the  internal  resistance  of  the 
machine.  Now  consider  the  case  when  the  current  i  has  the 
particular  value  corresponding  to  the  length  O  V.  The  height 
U  V  will  be  the  drop  in  the  external  electromotive-force  ;  for 
UV  =  tanUOV  x  OV  —  rai.  Cutoff  from  /V  a  portion, 
/Q  =UV,  and  QV  will  represent  e.    While  the  curve  for 


Fig.  292. 


^  and  i  is  approximately  a  horizontal  line,  the  curve  for  e  and 
'  (the  external  characteristic)  drops,  as  shown  by  the  dotted 
"'^C  Any  point  on  the  e  curve  can  be  got  from  the  E  curve 
"y  simply  deducting  from  the  height  a  piece  equal  to  the 
cori-esponding  width  across  the  triangle  J  O  X.  Now  it  must 
'^  obvious  that  if  when  the  E  curve  is  horizontal  the  e  curve 
^Opes  downward,  we  must  use  an  E  curve  that  slopes  upward 
"V"  a  precisely  equal  amount,  if  we  want  to  get  a  horizontal 
^  Curve;  that  is  to  say,  if  wc  want  to  get  constant  potential. 
*Iow  are  we  to  get  an  upward  sloping  E  curve  ?  Remember 
**^at  at  a  given  speed,  ;/i,  the  value  of  E  is  ;/i  C  Ni,  where  Ni 
^eans  that  the  magnetic  circuit  has  somehow  (either  per- 
manently or  by  a  separate  current)  been  excited  up  to  such  a 
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degree  that  Ni  lines  go  through  the  armature.     The  same 
plotting  that  serves  for  volts  will  serve  for  values  of  N  by 
choosing  the  appropriate  scale ;  or,  O  P  may  represent  Ni. 
Therefore  P  is  a  point  on  a  curve  of  magnetisation,  which  will 
rise  still  higher  if  only  we  put  on  more  amp^re-tums  of  exci- 
tation.   Therefore  all  that  is  required  to  be  done  is  to  put  on 
the  magnets  a  coil  in  series,  having  such  a  number  of  turns  S 
that  the  ampere-turns  S  i  will  have  the  effect  of  raising  the 
magnetism  in  the  right  proportion ;  in  fact,  so  that  T  /  shall 
be  equal  to  U  V.     We  have  now  got  an  E  curve  which  slopes 
up — not  quite  a  straight  line,  to  be  sure,  but  such  that  when 
we  subtract  the  volts  required  to  drive  the  current  through 
the  armature  resistance,  we  get  an  e  curve  that  is  approxi- 
mately level. 

Comparing  the  algebraic  and  geometric  methods,  we  see 
that  /  V  corresponds  to  «i  C  Ni ;  T  /  to  «i  C  ^  S  >* ;  and  U  V  to 
r.  U  or  if  the  resistance  of  the  added  series  coil  is  included  in 
the  slope  of  the  line  O  J,  U  V  will  correspond  to  (r.  +  rj  i. 

Case  {iii.).  Series  Dynamo  +  Independent  Electromotm' 
force  thrown  into  the  Main  Circuit — This  really  comprises 

two  cases  :  where  the  inde- 
FiG.  293.  pendent  constant  electro- 

motive-force is  due  to  a 
battery,  and  where  it  is 
due  to  a  separate  magneto 
machine  driven  at  a  con- 
stant speed  ("  Series  and 
Magneto,"  see  p.  121).  The 
' R ^  argument  is  the  same,  how- 

ever, for  both  cases.     Fig. 
293  will  represent  either  case. 

We  have  here  as  the  whole  electromotive-force  of  the 
combination  E,  the  electromotive-force  of  the  armature,  plus 
Efc  the  independent  electromotive-force  thrown  in  from  the 
battery  or  magneto  machine.  The  difference  of  potential 
between  the  terminals,  which  we  have  always  denominated  as 
e,  will  be  got  by  subtracting  from  E^  +  E  that  part  of  the 
electromotive-force    which   is   devoted  to   sending  current   i 
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through  the  internal  resistances,  which  are  now  r«,  r.,  and  r» ; 
80  that  we  have 

^  =  E»  +  E  -  (r.  +  r«  +  n)  /. 

Now  E  s  M  C  ^  S  / ;  therefore,  in  order  to  make  the    last 
-.      two  terms  cancel  one  another  and  leave  e  a  constant,  we 
most  give  the  speed  the  value  rii  such  that 

4  »iC?S  =  ra  +  r«  +  r6,  [XXV.] 

-^ 

i     which  is  the  equation  of  condition.     In  this  case, 

^=E». 

This  proves  that  in  this  case,  too,  the  constant  potential  at 
the  terminals  is  identical  with  that  due  to  the  independent 
excitation*  Of  course  this  does  not  mean  that  the  dynamo 
does  no  work.  On  the  contrary,  it  means  this  :  that  when  the 
resistance  of  the  external  circuit  is  infinitely  great,  so  that  the 
dynamo  does  no  work,  then  the  only  electromotive-force  in 
the  circuit  is  that  due  to  the  independent  source. 

Case  (iv.).  Series  Regulating  Coils  +  Shunt  Exciting 
Cailsi  *^Cofnpound^'  Dynamo, — The  compound-wound  dynamo 
may  be  regarded  as  either  a  series  dynamo  to  which  some 
shunt  windings  have  been  added,  so  as  to  provide  an  initial 
magnetisation,  or  as  a  shunt  dynamo  to  which  some  series 
windings  have  been  added  to  compensate  for  the  drop  of 
potential  at  the  terminals.  There  are  two  possible  methods 
of  connecting  the  shunt  coils  to  the  dynamo,  and  the  pro- 
portions differ  slightly  in  the  two  cases.  The  shunt  coils 
may  be  joined  as  a  shunt  to  the  armature  part  of  the  dynamo 
only,  being  connected  across  from  brush  to  brush.  This  case 
is  denominated  in  the  earlier  part  of  this  work  as  "  Series  and 
Shunt "  (see  Fig.  yj,  p.  121).  In  the  second  method  the  shunt 
coils  are  connected  across  the  terminals  of  the  machine,  and 
may,  therefore,  be  regarded  either  as  a  shunt  to  the  external 
circuit,  or  as  a  shunt  to  the  armature  and  series  coils  together. 
This  arrangement  I  have  termed  "  Series  and  Long-Shunt " 
(see  Fig,  78,  p.  122).     In    the  former  arrangement  the  cur- 
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Fig.  294. 


rent  through  the  shunt  is  not  constant,  because  the  potential 
at  the  brushes  €  is  not  the  same  as  e ;  and  though  e  may 

remain  fairly  constant,  6  does 
not,  but  increases  when  the 
external  circuit's  resistance 
decreases.  In  the  latter  ar- 
rangement ("  long  shunt  '*)  the 
current  through  the  shunt  is 
constant  if  e  is  constant,  and 
the  case  becomes  one  an- 
alogous to  those  already  dis- 
cussed, of  an  independent 
constant     excitation.       The 


L 


R 


J 


connexions  of  the  series  and  shunt  method  are  indicated  in 
Fig.  294.  Since  in  a  well-designed  dynamo  r.  is  very  small, 
r^  will  also  be  very  small,  for  few  regulating  coils  in  series  are 
required.  Moreover,  as  the  shunt  resistance  r,  is  relatively 
very  great,  the  shunt  current  will  be  relatively  small,  and  it 
makes  very  little  difference  therefore  whether  the  shunt  is 
connected  across  the  brushes  or  across  the  terminals  of  the 
main  circuit     The  connexions  of  the  series  and  long-shunt 

arrangement  are  as  shown  in 
^'«-  ^9S-  Fig.  295. 

The  calculations  for  the 
two  cases  are  practically  iden- 
tical, and  involve  the  same 
kind  of  arguments.  That  for 
long  shunt  is  a  little  more 
simple,  and  is  accordingly 
given. 

We  have  then 

E  =  «CN; 

and  as  the  magnetism  depends  on  the  total  number  of 
ampfere-turns  circulating  around  the  field-magnet,  we  shall 
write, 

N  =  <?(Z^+S/.); 


—  R- 
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re  q  has  the  same  signification  as  before  '(p.  422),  namely, 

/ 


10/ 


nore  strictly  is  the  variable  number  representing,  at  the 
ous  stages  of  magnetisation,  the  numerical  ratio  between 
ind  the  total  number  of  ampere-turns  for  the  magnetic 
nit  of  the  particular  dynamo.  It  is  of  course  best  obtained 
reference  to  such  a  diagram  as  Fig.  239.  For  the  present 
pose  it  is  necessary  to  consider  (i)  the  value  which  q  has 
tn  the  external  current  is  zero,  and  when  the  only 
itation  is  that  due  to  the  shunt,  namely,  Z  u  ampfere-tums  : 
may  be  called  q. ;  and  (2)  the  value  which  q  has  when  the 
•ent  in  the  armature  is  at  the  maximum  for  which  the 
amo  is  intended  to  be  used.  If  the  maximum  current  is 
ed  Xy  this  value  may  be  called  ^,.  Then,  as  the  current 
ies  from  0  to  4r,  the  corresponding  values  of  N  will  vary 
a 

N.  =  ^.(Z/.  +  S;r). 

iv  between  these  two  limits,  which  we  may  call  the  range 
which  the  dynamo  is  required  to  be  made  self-regulating, 
rill  have  intermediate  values,  and  one  of  these  must  be 
K:ted  for  use  in  the  formula.  The  value  i  ( ?o  +  q,)  will 
be  far  from  a  fair  average.  Let  this  average  value  be 
nominated  by  qx  in  the  equations  which  follow.  Then  from 
;  three  preceding  equations  we  have 

^  =  « C^i Z /,  +  J C^i S 4  -  {ra  +  rj) /«. 

)Jow  here  we  have  three  terms,  the  first  containing,  as 
tors,  the  speed  (which  may  be  kept  constant),  and  the 
int  current  i,  which  will  be  made  constant  if  e  can  be  made 
istant ;  the  second  contains  the  speed  also  as  a  factor ;  the 
:ond  and  third  both  contain  the  variable  current  /..  The 
>  variable  terms  are  of  opposite  sign.  Now  e  cannot 
ssibly  be  a  constant,  when  two  of  its  terms  contain  a  variable 
factor,  unless  the  coefficients  of  that  variable  factor  are 
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such  that  they  make  those  two  terms  cancel  one  another ;  e 
cannot  be  constant  unless  either  the  speed  n  or  the  windings 
S,  or  both,  are  so  adjusted  as  to  fulfil  this.  But  these  can  be 
adjusted,  and  even  with  a  given  value  of  S  a  particular  value 
of  the  speed  «i  can  be  found,  such  that 

«i  C  ^1 S  =  r,  +  r^ . 

This  is  then  one  of  the  two  equations  of  condition  ;  and  then 
the  critical  speed  will  be 

ra  +  r^       I 


«i  = 


Cqi 


Or,  if  the  speed  be  given,  then  the  critical  number  of  series 
turns  will  be 

ra  +  r^       I 


S  = 


«i       *  C^i 


If  this  condition  be  observed,  then  e  will  be  constant  and  have 

the  value 

^  =5  «i  C  ^1  Z  /, . 

But  this  would  leave  e  indeterminate.  But  we  may  reflect 
that  though  this  equation  might  not  give  us  the  value  of  ^ 
there  will  nevertheless  be  a  determinate  value  for  it,  namely, 
the  same  value  that  e  would  have  when  there  is  no  current 
taken  from  the  dynamo  at  all,  but  when  it  is  running  on  open 
circuit  only.     Under  these  conditions  the  value  of  e  will  be 

or,  since  here  q  has  the  value  q^ , 

e  =  ttiCq^Zi,. 
But  e  =  r,  /, ,  whence  we  get 

r.       I 


Z      Cq^ 

Comparing  this  value  of  «i  with  that  obtained   in   the  first 
equation  of  condition,  we  get 

r.    ^  r„  +  r^^ 
Zqo  Sqi     ' 
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whence,  finally,  as  the  second  equation  of  condition, 


r.         gi 


S       r.  +  r^     q. 

As  q^  is  proportional  to  fi^  the  permeability  when  there  is 
no  external  current,  and  qx  proportional  to  the  average 
permeability  /^  for  the  range  of  working  between  zero  current 
and  maximum  current,  it  follows  that  if  there  were  no  altera- 
tion of  saturation,  qi-r-q^  would  equal  i.  In  the  former 
editions  of  this  work,  wherein  the  theory  of  compounding  was 
expressly  based  upon  the  supposition  that  there  was  no 
saturation — or  in  other  words,  that  the  permeability  was 
constant — the  formulae  obtained  were  admittedly  incorrect  for 
this  reason.  Dr.  Frolich  found  for  a  certain  Siemens  series 
and  shunt  dynamo, 

-  s  I7'7| whereas  -^— —  =  61 'O. 

S  r„  +  r« 

Prom  which  it  is  clear  that  /it,  must  have  been  about  3  •  5  times 
as  great  as  /^i ;  in  other  words,  this  machine  had  an  insufficient 
quantity  of  iron  in  its  magnets  or  armature  core,  or  in  both. 
This  dynamo  must  have  been  both  badly  designed  and  of  low 
efficiency;  r,  ought  to  have  been  not  61*9,  but  at  least  300 
times  as  great  as  r.  +  r« .  There  is  also  another  cause  which 
tends  to  make  S  greater  than  the  theoretical  value,  namely, 
the  demagnetising  tendency  (p.  92)  of  the  currents  in  the 
armature  coils,  which  must  be  compensated  for  by  putting  on 
more  turns  in  series.  It  will  be  noticed  that  the  amount  of 
excitation  to  be  provided  for  by  the  series  coils  is  always 
proportional  to  the  resistances  that  are  in  the  main  circuit 
and  internal  to  the  points  for  which  the  constant  difference  of 
potential  is  desired ;  this  renders  it  possible  in  a  case  where 
the  mains  leading  from  the  dynamo  to  the  lamps  are  long,  so 
to  compound  the  dynamo  by  adding  more  coils  in  series  as 
to  give  a  constant  potential,  not  at  its  terminals,  but  at  the 
distant  point  of  the  circuit  where  the  lamps  are  to  be 
used 
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Practical  Process  for  Compounding. 

It  is  clear  from  the  foregoing  argument  that  the  compound 
machine,  when  run  on   open  circuit,   with  only  the   shunt- 
current  flowing,  must  give  the  same  potentials  at  its  terminals 
as  it  is  to  give  as  a  compound  machine.     Hence  this  leads  to 
the  following  practical  process  for  compounding.     Let  tile  ^ 
armature  of  the  machine  be  run  at  the  proper  speed  dictated 
by  mechanical  considerations,  and  let  a  voltmeter  be  applied 
at   the   terminals.     Two  experiments   are   then    necessai}'. 
First,  by  means  of  temporary  coils,  having  a  known  number 
of  turns   wound    on   the  field-magnets,  and  furnished  with 
measured    currents    from    some    accumulators    or    another 
dynamo,  ascertain  the  number  of  amp^re-tums  that  will  suffice 
to  excite  up  the  magnets  to  this  point.    From  this  Z  can  be 
determined ;  for  it  is  known  beforehand  that  r,  must  be  at 
least  300  or  400  times  (or  sometimes  as  much  as  1000  times) 
r„ ;  and  therefore  ^  is  really  known  beforehand.     Secondly, 
put   into   the  main  circuit  some  resistance  to  represent  the 
maximum  load  of  lamps,  and  while  the  machine  is  running  at 
its  proper  speed,  ascertain,  using  still  the  temporary  coil  and 
accumulators,  how    many   ampere-turns    of   excitation    are 
needed  in  total  when  the  machine  is  doing  full  work,  sub- 
tracting   from    this   the   value   of  Z/],  obtained  in  the  first 
experiment,  the  remainder  gives  the  number  of  amp^re-tums 
which    the    scries   coil    must   furnish,  and  as  the  maximum 
current  is  known,  S  can  at  once  be  calculated. 

Design  of  Constant  Potential  Machines, 

It  is  obviously  of  importance  in  such  machines  that  the 
iron  parts  should  be  so  designed  that  (i)  the  characteristic 
should  be  as  nearly  straight  as  possible  in  that  portion  of  it 
corresponding  to  the  working  range  of  currents  for  which 
regulation  is  desired ;  (2)  that  it  should  not  turn  down. 
Consequently  it  is  of  importance  in  such  machines  that  there 
should  be  plenty  of  iron  in  the  armature,  and  that  the 
reactions   due  to  the   armature  currents   should    be  small. 
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:  should,  in  fact,  be  so  much  iron  in  the  armature  that  it 
not  get  more  saturated  than  the  iron  of  the  field-magnets ; 
he  number  of  turns  of  wire  on  the  armature  should  be 
,  and  the  field-magnets  relatively  powerful.  Also,  of 
e,  the  resistance  of  the  armature  should  be  kept  as  small 
ssible. 


Fig.  296. 


Characteristic  of  Compound  Dynamo. 

1  the  original  theory  of  constant  potential  machines, 
ed  by  Marcel  Deprez,  the  argument  was  based  upon  the 
ice  of  saturation,  and  the  presence  of  an  initial  inde- 
ent  magnetisation.  The  following  was  the  argument  of 
ez.     If  there  is  a  permanent  excitement  of  magnetism 

independent  of  that  due  to  the  main-circuit  coils  of  the 
mo,  the  characteristic  (Fig.  296)  will  not  start  from  O,  but 
some  point  above  it  depending  on 
mount  of  independent  magnetisa- 
nd  on  the  speed.  Let  the  starting 

be  P.    O  P  is  the  electromotive- 

between    terminals   when    the 

circuit  is  open,  but  there  is  no 
nal  current  until  the  circuit  is 
j,  and  then  the  characteristic 
in  the  usual  fashion  from  P  to  Q. 
^  O  J  at  the  proper  slope  to 
sent  the  resistance  of  the  arma- 
and  series  coils  together.  Now 
der  a  line  O  E  drawn  at  such  an 

:  that  the  tangent  of  its  slope  represents  the  total  resistance 
*  circuit  at  any  particular  moment.  Then  E  ;r  is  the  total 
romotive-force  at  that  moment,  and  a  part  of  this  equal 
V  will  be  employed  in  driving  the  current  Ox  through 
esistance  of  armature  and  series  coils.  The  remaining 
E  a  represents  the  difference  of  potentials  between  the 
inals  of  the  external  circuit     So  the  problem  resolves 

into  this:  how  to  arrange  matters  so  that  Ea  shall 
^s  be  of  the  same  length  as  O  P,  no  matter  how  much  or 

2  F 
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Fig.  297. 


how  little  the  line  O  E  may  slope.     Clearly  the  only  way  to  do 
this  is  so  to  arrange  the  speed  of  the  dynamo  that  the  part 
from  P  to  Q  shall  be  parallel  to  O  J.     If  the  speed  is  reduced 
exactly  to  the  right  amount  the  inclination  of  the  character- 
istic will  be  equal  to  that  of  the  line  O  J.    Then,  as  shown  in 
Fig.  297,  the  potential  between  the  terminals  will  be  constant 
It  will  be  seen  that  this  agrees  with  the  deductions  arrived 
at  in  the  algebraic  treatment  of  the  question :  namely,  that 
the  critical  speed  is  proportional  to  the  internal  resbtance; 

and  that  the  constant  difference  of 
potential  E^{  is  equal  to  that  due 
to  the  independent  magnetisation 
O  P  at  the  critical  speed. 

It  should  also  be  noticed  that 
if  the  part  of  the  characteristic  be 
not  straight,  that  is  to  say,  if  the 
field-magnet  cores  are  becoming 
saturated,  the  regulation  cannot 
be  perfect.  If  the  line  P  Q  be 
curved,  then  the  potential  for  large 
currents  will  not  be  equal  to  that  for  small  currents.  If,  in 
the  practical  process  for  winding  the  magnets,  the  coils  have 
been  wound  so  as  to  make  e  the  requisite  number  of  volts, 
both  on  open  circuit  {i.e.  at  O  P),  and  at  another  point 
(say  at  Q  J),  when  the  dynamo  is  feeding  its  maximum  load, 
then  there  will  in  general  be  a  slightly  greater  potential  for 
intermediate  loads,  owing  to  the  slight  convexity  of  the  curve 
between  P  and  Q. 

The  above  argument  holds  good  whether  the  independent 
excitation  be  due  to  permanent  magnetism  or  to  a  combina- 
tion with  separately-exciting  coils  (see  pp.  118  and  419),  or  to 
the  machine  being  "  compounded  "  by  the  addition  of  som^ 
shunt-exciting  coils.     In  the  latter  case  O  P  represents  tb^ 
potential  at  terminals  due  to  shunt  circuit  alone. 

The  case  of  the  "compound"  dynamo  is  worth  looking 
at  from  another  point  of  view  also.  On  p.  394  two  curves — 
not  characteristics — are  g^ven,  showing  the  relation  of  electro' 
motive-force  to  external  resistance  in  a  series  machine  and  if 
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a  shunt  machine.  One  begins  at  a  certain  height  and  falls 
when  the  resistance  has  attained  a  certsun  value ;  the  other 
begins  low  and  rises  when  the  resistance  has  attained  a  certain 
value.  It  js  conceivable  that  if  a  dynamo  were  wound  with 
both  shunt  and  series  coils  so  that  each  worked  up  to  the 
same  potential  at  the  same  speed,  and  so  proportioned  that 
the  number  of  ohms  at  which  one  fell  should  be  the  same  as 
that  at  which  the  other  rose,  then  the  compound  machine 
should,  as  indicated  in  Fig.  298,  g^ve  as  a  result  of  the  double- 
winding,  a  constant  potential  It  remains  to  be  seen  how  far 
this  is  attsdned  in  practice. 

Fig.  29S. 


»        3 
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*) 


ExterfuU  Cliaracteristics  of  Self-regulating  Dynamos. 

Simultaneous  observations  of  the  external  current  i  and 
the  external  potential  e  enable  us  to  plot  the  external  charac- 
teristic; which  in  a  perfectly  self-regulating  dynamo  would 
be  a  horizontal  line.  The  curves  given  in  Fig.  299  relate  to 
a  Siemens  dynamo,^  a  Schuckert-Mordey  "  Victoria  "  dynamo^ 
(see  p.  172),  and  a  Giilcher  machine  (see  p.  179). 

If  the  number  of  regelating  coils  in  series  is  too  small,  the 
characteristic  will  fall  as  the  current  rises ;  if  too  large,  will 
droop  slightly  at  the  end  near  the  origin  (see  Fig.  299).  This 
latter  case,  however,  is  not  always  a  disadvantage,  for  with 
machines  worked  singly  on  an  engine  the  speed  often  rises 

>  See  Richter  in  EUktroteckmsehe  ZatsehHft,  April  1883. 
•  Set  yournal  Soc.  of  ArtSf  Mar.  7,  1884. 
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in  consequence  of  imperfect  governing  when  l^e  load  on  the 
dynamo  is  small. 

Bssorit  Obiervaiimt. — Some  observations  by  Mr.  W.  B.  Esson  in 
Hie  EUetriaan  of  June  1885  are  worthy  of  consideiation  in  con- 
Bexion  with  recent  theory.  Mr.  Esson  aska  why  is  it  thit  cnnpound 
dynamos  wound  so  as  to  be  self-regulating  for  a  given  speed,  regulate 
fiiirly  well  at  any  speed  within  considerably  wide  limits?  To  explain 
this  peculiarity  he  observes  that  in  no  dynamo  is  the  quantity  or 
quality  of  the  iron  such  that  ±e  saturation  effect  can  be  n^Iected 
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If  the  magnetism  were  strictly  proportional  to  the  ampire-tums  of 
excitation,  there  would  be  literally  a  critical  speed.   The  approximate 

rule  =  =  — gives  the  number  of  series  coils  much  too  low,  for 

when  the  shunt  coil  has  already  excited  a  certain  degree  of  magnet- 
isation, the  series  coil  cannot  produce  its  proportionate  increase. 
In  a  series  machine  (designed  to  give  a  current  of  ao  amp^s),  the 
electromotive-force  added  to  the  machine  by  increasing  the  exciting 
current  from  5  to  10  amp&res  is  much  greater  than  the  electromotive- 
force  added  by  increasing  the  current  from  10  to  15  amperes. 
Again,  a  loo-volt  machine  (self-regulating),  in  which  therefore  the 
shunt  gave  excitement  enough  for  100  volts  on  open  circuit,  had 
series  coils  upon  it  which  were  able,  when  the  shunt  was  removed 
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and  the  full  current  on,  to  give  60  volts  between  terminals.  The 
value  of  the  series  coil  to  excite  magnetism  is  diminished  as  the 
excitation  due  to  the  shunt  is  increased.  All  this  is,  of  course,  due 
to  the  diminution  in  permeability  of  the  iron  of  the  machine  as 
the  degree  of  saturation  increases.  From  this  it  follows  that  a 
certain  relation  must  subsist  between  the  speed  of  the  machine  and 
the  degree  to  which  the  magnets  are  excited  by  the  shunt  coil.  But 
the  magnetism  furnished  by  the  shunt  coil  also  depends  on  the 
speed  and  increases  with  it  If,  therefore,  at  one  speed  this  relation 
is  such  as  to  produce  self-regulation,  the  relation  will  be  almost 
equally  true  at  other  speeds.  At  the  high  speed  the  relative  value  of 
the  series  coils  is  less,  and  at  the  low  speeds  it  is  greater ;  but  the 
sum  of  the  two  effects  may  be  constant  At  speeds  lower  than 
the  normal  speed,  the  potential  is  lower  when  there  is  a  large  resist- 
ance in  circuit  than  where  there  is  a  small  resistance  in  circuit  At 
speeds  higher  than  the  normal,  the  potential  falls  as  the  resistance  is 
diminished.  Mr.  Esson  deduces  from  the  foregoing  considerations 
certain  practical  hints  as  to  how  to  improve  the  regulation  of  a 
dynamo  whose  potential  rises  either  when  many  or  when  few  lamps 
are  in  circuit 


Students  desiring  further  information  on  compound  winding  of 
dynamos,  are  referred  to  a  series  of  articles  in  the  Electrician^  in  1883, 
by  Mr.  Gisbert  Kapp,  and  another  in  the  English  Mechanic^  in  1884,  by 
Mr.  W.  B.  Esson,  also  to  two  articles  by  Mr.  Esson  in  the  Electrician  of 
June  1885.  Articles  by  M.  Hospitalier  in  v£lectricien^  and  by  Herr 
Uppenbom  in  the  Centralblatt  fur  Elektrotechnik^  sYiovX^l  2IS0  be  con- 
sulted ;  and  the  student  should  above  all  read  the  series  of  papers 
published  by  Dr.  Frdlich  in  the  Elektrotechnische  Zeitschrift  for  1885, 
and  a  still  more  remarkable  paper  by  Professor  Riicker  in  the  Philo- 
sophical Magazine  of  June  1885.  Some  account  of  these  is  given  in 
Appendices  VII.  and  IX.  The  l^est  contributions  to  this  question  are 
by  C.  Zickler  in  the  Centralblatt  fUr  Elektrotechnik,  ix.  264,  1887,  and 
by  M.  Baimigardt,  Ibid,,  x.  281,  1888. 
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CHAPTER  XXI. 
Constant-current  Dynamos. 

As  mentioned  in  the  previous  chapter,  the  methods  similar  to 
those  adopted  for  giving  constant  potential  can  be  applied  to 
produce  machines  for  giving  constant  currents. 

For  reasons  which  will  be  discussed,  machines  of  this  kind 
are  not  yet  practical,  hence  the  arguments  may  be  treated 
the  more  briefly.  We  must  find  expressions  for  ^  the  current 
in  the  external  circuit ;  and  having  found  them,  deduce  such 
equations  of  condition  as  will  make  their  values  constant. 

Case  (i.).  Shunt  Regulating  Coils  +  Independent  Initial 
Magnetisation. — We  have  at  the  outset 

E  =  «CN; 

where  Ni  is  the  initial  and  independent  value  of  N,  and  q^  has 
the  same  meaning  as  in  the  preceding  chapter.     Now,  further, 

E  =  ^  +  r„  /.  =  r.  /,  +  r.  /« ; 
and 

ia  =  /  +  u  \ 

whence 

rai  =  nCiii  +  nCqiZi,  -  (r, -f- r.) 4 

Now,  if  /  IS  to  be  constant,  the  coefficients  of  the  last  two 
terms  (which  contain  the  variable  /,)  must  be  such  as  to 
cancel  one  another ;  in  other  words,  if  «i  be  the  prescribed 
speed,  the  number  Z  of  regulating  shunt  coils  must  be  such 
that  we  may  write  as  the  equation  of  condition 

;/i  C^iZ  =  r,  +  ra'y 
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giving,  as 

the  number  of  coils, 

and  then 

rj       r,  +  ra       I 

Z/  =  -                • 

.      fh  C  Nx 
t  = • 

This  means  that  Ni  provides  magnetism  enough  to  yield, 
at  the  particular  speed,  the  required  constant  current  when  the 
machine  is  running  on  short  circuit,  when  the  only  resistance 
is  that  in  the  armature.  The  shunt  current  provides  all  the 
rest  of  the  magnetism  required  when  other  resistances  are  in 
circuit. 

Comparing  together  the  above  values  of  «i,  it  further 
follows  that  Z  must  be  such  that 

Zi  _r,  +  r^    2. 

Cases  (it.)  and  (iiu\  where  there  is  an  independent 
auxiliary  current,  were  treated  in  the  former  editions  of  this 
work,  but  are  unimportant. 

Case  (iv.).  Shunt  Regulating  Coils  +  Series  Exciting  Coils. 
— Here,  again,  are  two  cases — shunt  and  long  shunt :  we  take 
the  former.  The  connexions  are  the  same  as  Fig.  294,  p.  428. 
The  equations  are : — 

E  =  nCq(Zi,+  St)'y 

E  =^  raia  +  r,i,  =  r. i  +  (r.  +  r.) i. ; 
whence 

{nCqZ  -  (r.  +  r.)}  i.  =  {r.  -  nCqS}i. 

Now  as  f.  is  a  variable  and  i  is  to  be  a  constant,  the  equation 
cannot  be  true  unless  at  the  prescribed  speed  «i  such  values 
are  given  to  Z  and  S  that  the  quantities  in  brackets  shall  be 

zero.    This  gives 

r.  +  r^        I 


«i  = 


Z      'C^x' 


r.        I 


a 


«1   ==   TT 


S        C^a 

We  write  qo  in  the  latter  case,  because  it  corresponds  to  the 
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case  where,  under  short  circuit,  the  series  coils  alone  are  in 
action.    This  then  gives 

II  -  ^'  +  ^  V  g>  , 
S  r.       *  ^i 

The  graphic  method  well  illustrates  the  principles  of  the 
foregoing  theory.    Fig.  281,  B,  p.  398,  gives  the  curve  connect- 
ing e  and  4  for  a  shunt  dynamo  which 
Fig.  300.  has  initial  magnetisation.     In  Fig.  300 

the  characteristic  begins  at  a  point  U 
on  the  axis  of  currents.    At  any  point, 
such  as  W,  the  length  YW  gives  the 
value  of  C    By  drawing  from  O  a  line 
O  Z  such  that  the  tangent  of  its  inclina- 
tion represents  the  shunt  resistance,  we 
cut  off  from  Y  W  a  length  Y  Z  repre- 
senting the  current  through  the  shunt ; 
hence  the  remainder  Z  W  represents  the 
external  current     Now  Z  W  cannot  be 
always  equal  to  O  U  unless  the  ascending  portion  of  the  charac- 
teristic be  approximately  straight,  and  unless  the  speed  be  such 
that  U  W  is  approximately  parallel  to  O  Z.     Also  it  is  clear 
that  the  constant  current  will  be  equal  to  the  current  due  to 
the  initial  magnetisation  alone  when  the  dynamo  is  short- 
circuited,  and  the  armature's  resistance  is  the  only  resistance 
in  the  circuit     The  practical  objection  to  the  theory  is  that 
at  this  lower  part  of  the  characteristic  the  magnetism  is  very 
unstable  just  so  long  as  U  W  is  approximately  straight. 

Another  way  of  viewing  the  same  problem  is  to  follow 
backwards  a  construction  similar  to  that  given  in  Fig.  288. 
Let  the  vertical  line  U  W,  in  Fig.  301,  represent  the  desired 
constant  current,  being  the  external  characteristic  of  the  sup- 
posed constant-current  dynamo.  From  this  we  determine  the 
required  curve  of  magnetisation,  as  follows : — 

Lay  off  below  O  U  the  line  O  J  to  represent  the  armature 
resistance.  Set  out  O  M  at  a  slope  representing  the  resist- 
ance per  turn  of  the  shunt  coils.  Take  any  point  W  in  the 
constant-current  line,  and  draw  W  e  parallel  to  O  U  and  W  E 
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parallel  to  OJ.  The  height  OE  will  represent  the  corre- 
sponding value  of  E,  whilst  O  e  represents  that  of  e.  Produce 
W  ^  to  meet  O  M  in  Q,  and  through  Q  draw  the  perpendicular 
R  P  =  O  E.  Then  in  the  proper  units  R  P  represents  (see 
p.  41 1  for  argfument)  the  magnetic  lines  cut  by  the  armature 
when  O  R  represents  the  ampfere-tums  in  the  shunt  Hence 
P  is  a  point  on  the  curve  of  magnetisation.  Following  the 
same  construction  for  other  points,  it  is  obvious  that  the 
required  curve  of  magnetisation  will  start  from  K  (O  K  being 
the  initial  magnetisation,  or  that  due  to  the  series  coil  in  the 
case  of  the  compound  machine),  and  must  run  parallel  to  O  M 


Fig.  301. 


v-J 


just  so  far  as  U  W  is  carried  straight  upwards.  But  all  curves 
of  magnetisation  sooner  or  later  begin  to  bend  over,  as  in 
the  diagram  to  the  left  of  P.  Beyond  this  point  the  line  U  W 
cannot  be  straight ;  it  also  will  bend  over  as  shown.  Now  it 
is  just  this  portion  R  P  of  the  curves  of  magnetisation  that 
corresponds  to  the  most  unstable  stages.  A  very  small  raising 
or  lowering  of  the  point  P,  such  as  might  correspond  simply 
to  the  difference  between  a  curve  of  ascending  and  a  curve  of 
descending  magnetisation  (see  p.  300,  and  Figs.  234  and  235) 
vi^ill  make  an  immense  difference  in  the  distance  of  W  to  the 
right  of  the  vertical  axis.  In  other  words,  the  supposed  con- 
stant current  will  follow  the  instability  of  the  magnetisation. 

Messrs.  Siemens  and  Halske  have  proposed  a  method  of 
compounding,  to  obtain  an  approximately  constant  current 
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in  which  series  coils  are  so  connected  as  to  act  differentially 
against  the  shunt  windings.^  The  graphic  theory  of  this 
device  is  as  follows : — It  will  be  seen  from  Fig.  301  that  U  W 
is  parallel  to  O  E  only  so  far  as  K  P  is  parallel  to  O  M.  Now 
in  Siemens  and  Halske's  plan  there  is  a  constant  n^ative 

Fig.  302. 


number  of  amp^re-tums,  and  the  curve  of  magnetisation  will 
begin  at  a  point  C  a  little  to  the  left  of  O.  If  now  the  line 
O  M  be  drawn  as  before,  there  will  be  a  certain  portion  of 
the  curve,  from  Pi  to  P2,  which  will  be  approximately  parallel 
to  O  M,  giving  a  portion  of  the  external  characteristic  between 
Wj  and  W2  approximately  perpendicular.  In  the  case  dtcd 
by  FroHch  the  regulation  was  far  from  perfect,  even  over 
a  restricted  range,  the  values  of  e  and  i  and  of  the  external 
resistance  being  as  follows  : — 
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Arc  Lighting  Dynamos, — A  method  which,  though  not  in 
itself  securing  constancy  of  current,  is  much  followed  in  the 

'  ElehtroUchnhche  Zeitschrift^  voL  vi.   p.   136,   1885.      See  also  Fiolich's 
Dynamo-tUktrische  Maschine^  p.  97. 
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construction  of  arc-lighting  dynamos,  should  here  be  ex- 
plained. Attention  was  drawn  on  p.  379  to  the  drooping 
form  of  the  characteristics  of  certain  series-wound  machines. 
It  is  obvious  that  if  this  effect  is  sufficiently  exaggerated,  the 
drooping  portion  of  the  characteristic  will  correspond  to  the 
case  of  an  approximately  constant  current.  The  drooping 
characteristic  is  important  in  promoting  the  steady  working  of 
arc  lamps  in  the  circuit  Suppose  an  arc  lamp  to  be  running 
on  a  series-wound  dynamo  under  such  conditions  of  working 
that  the  characteristic  is  ascending,  any  shortening  of  the 
arc  will  be  followed  by  a  reduction  of  resistance  and  a  large 
increase  of  current.  Whereas  if  the  conditions  of  working 
are  such  as  to  fit  to  a  point  on  the  drooping  part  of  the  char- 
acteristic, any  decrease  in  resistance  in  the  circuit  will  result 
in  a  comparatively  small  increase  of  current 

The  various  influences  which  cause  the  characteristic  of 
the   dynamo   to   turn    down    after    reaching   a   maximum 
height  are  :  (i)  the  demagnetising  effect  of  the  armature 
current  when  there  is  a  positive  lead  at  the  brushes ;  (2)  the 
saturating  of  the  iron  of  the 
armature  core  before  that  of  the 
field-magnets  ;    (3)  the  leakage 
of  magnetic  lines  from  the  field- 
magnet;  (4)  the  peculiar  com- 
muting arrangements  in  certain 
machines,  for  example, the  open- 
coil    dynamos    mentioned     in 
Chapter  X.,  which   make  their 
effective    electromotive  -  force 
vary  greatly  with  the  position 
given  to  the  brushes.    As  the 
demagnetising    effect    of    the 
armature  current  is  nearly  pro- 
portional to  the  strength  of  the  current  and  to  the  sine  of  the 
angle  of  lead,  and  as  the  sine  of  the  angle  of  lead  is  itself 
nearly  proportional  to  the  armature  current,  it  follows  that 
the  whole  demagnetising  effect  is  nearly  proportional  to  the 
square  of  the  armature  current     In  Fig.  303,  let  the  curve  Ei 
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represent  the  electromotive-force  (at  a  given  speed)  when  the 
field  -  magnets  are  separately  excited,  the  armature  drcoit 
being  left  open  ;  this  includes  the  effect  of  (2)  and  partially 
(3)  above.  On  the  same  diagram  a  curve  having  ordinates 
proportional  to  t^  and  of  such  a  magnitude  as  to  represent  the 
demagnetising  action  of  the  armature  current,  may  be  plotted 
Deducting  the  ordinates  of  this  curve  from  those  of  curve  Ei 
we  get  curve  E,,  the  drooping  characteristic  The  trouble 
with  all  machines  of  this  class  is  the  sparking  at  the  bnishes 
consequent  on  the  variability  of  the  angle  of  lead. 

Stattet's  Regulator.— Ut.  J.   G.   Statter  has   devised  a 
constant-current  dynamo  based  upon  the  principle  of  auto- 
matically varying   the  poo- 
FiG.  304.  tion  of  the  brushes  (see  ^ 

1 29).  The  regulator  shown 
in  Fig.  304.  consists  of  a 
main  -  circuit  solenoid,  the 
core  of  which  is  connected 
by  a  rod  to  a  double  pavl 
which  is  continually  rocked 
by  means  of  a  vibrating 
lever,  driven  by  an  eccentric 
pin  on  the  end  of  the  shaft. 
Two  ratchetwheels,  mounted 
upon  a  common  spindle,  and 
having  their  teeth  facing  in 
H  Regulator,  reverse  directions,  are  set  so 
that  one  or  other  of  them 
is  operated  by  the  pawls  according  to  the  position  of  the 
pawls.  When  these  ratchet  wheels  turn,  they  shift  the 
brushes  forward  and  backward.  When  the  current  is  of 
normal  strength,  both  pawls  are  out  of  gear,  but  any  rise 
or  fall  of  current  throws  one  or  other  ratchet  wheel  into  gear. 
Sparking  is  minimised  by  peculiar  shaping  of  the  pole-piece% 
in  such  a  way  that  through  a  considerable  range  of  angular 
positions  the  induced  electromotive-force  in  any  one  of  the 
sections  of  the  armature  is  of  equal  amount,  and  suflident 
(see  p.  98)  to  balance  the  induction  effects  in  the  coils  that 
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are  momentarily  short-circuited  as  they  pass  under  the  brush. 
With  this  device  the  brushes  may  be  shifted  forward  through 
a  considerable  angle,  in  order  to  diminish  the  electromotive- 
fore^  without  causing  greater  sparking  than  occurs  at  the 
neutral  point. 

Other  Methods  of  Constant-current  Regulation. 

The  other  methods  of  Constant-current  Regulation  have 

been  briefly  enumerated  in  Chapter  VI.    We  can  here  deal 

only  with  one  other  class  of  methods,  namely,  that  depending 


on  the  application  of  a  magnetic  shunt,  the  plan  originally 
si^gested  by  Mr.  J.  W.  Langley,  but  much  more  practically 
carried  out  by  Messrs,  Ravcnshaw  &  Trotter.  In  the 
arrangement  described  by  Trotter  the  number  of  magnetic 
lines  through  the  armature  core  is  reduced  to  any  desired 
degree,  without  producing  instability,  while  the  field-magnct 
is  saturated  to  its  usual  degree,  by  diverting  the  magnetic 
lines  out  of  their  usual  path,  into  a  path  of  lower  magnetic 
resistance.  At  first  they  proposed  to  do  this  as  Langley  had 
suggested  by  employing  a  movable  keeper  of  iron  ;  but  this 
plan  was  superseded  by  Trotter's  suggestion  to  fix  the  iron 
keeper  and  to  vary  its  effect  by  surrounding  it  with  a  counter- 
magnetising  coil.    The  double-circuit  type  of  field-magnet  is 
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suited  for  this  purpose,  one  half  of  the  machine  being  kept 
saturated  as  a  field-magnet  of  constant  power,  whilst  the 
other  half  acts  as  keeper.  In  Fig.  305  the  acting  field-magnet 
is  the  right-hand  half  M,  with  the  magnetising  coils  A  andB; 
the  keeper  is  the  left-hand  half  K,  with  the  coils  C  and  D. 
These  four  coils  are  connected  up  in  the  usual  way  to  give 
consequent  poles  at  the  pole-pieces,  but  there  is  a  regulating 
set  of  resistances  R  arranged  as  a  shunt  to  the  coils  C  and  D. 
When  the  resistance  R  is  small,  the  coils  C  and  D  scarcely 
receive  any  current,  and  consequently  nearly  the  whole  of 
the  magnetic  lines  generated  in  the  magnet  pass  round  the 
keeper  instead  of  flowing  through  the  armature.  By  introduc- 
ing resistance  at  R  the  coils  C  and  D  begin  to  excite  a  counter 
magnetism  and  drive  back  some  of  the  lines  out  of  the  keeper 
and  into  the  armature.  The  resistances  at  R  are  arranged 
in  a  graduated  set  provided  with  contact  pieces  with  which 
contact  is  made  by  a  slider  worked  by  a  mechanical  .regulator 
driven  from  the  shaft  of  the-  dynamo,  and  thrown  into  gear 
so  as  to  move  the  slider  one  way  or  the  other  by  means  of 
an  electro-magnetic  arrangement  according  as  the  current 
exceeds  or  falls  short  of  its  normal  value.  It  was  found 
necessary  ^  to  cut  a  gap  in  the  magnetic  circuit  of  the  keeper 
to  prevent  sluggishness  in  the  descending  magnetisations. 

The  author  of  this  work  has  made  the  suggestion  that  the 
same  end  would  be  attained  without  any  regelating  mechanism 
at  all  by  winding  the  "  keeper "  part  of  the  mag^netic  circuit 
with  coils  connected  as  a  shunt  to  the  armature.  This  is 
virtually  a  new  method  of  compound  winding. 

M.  Reignier'  has  drawn  attention  to  a  solution  of  the 
problem  of  exact  governing  to  procure  a  constant  current  by 
automatically  varying  the  number  of  exciting  coils  through 
which  the  current  is  permitted  to  pass. 

An  account  of  some  of  the  various  sorts  of  electrical 
governors  in  use  for  controlling  the  power  transmitted  to  the 
dynamo  will  be  found  in  Appendix  VI. 

'  See  paper  by  A.  P.  Trotter,  in  Electrician^  voL  xix.  p.  374,  1887.  A 
drawing  of  the  regulator  itself  is  gtren  in  the  Electrical  Review^  xix.  p.  289, 
Sept  17,  1886. 

'  La  Lumihre  EUcirigui^  voL  xxvL  p.  420,  1887. 
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CHAPTER  XXII. 
Further  Use  of  Graphic  Constructions. 

Applications  of  Characteristics. 

The  following  examples  of  the  further  use  of  characteristics 
are  taken  from  Dr.  Hopkinson's  paper  in  the  Proc.  Inst,  Mech. 
Engineers  for  April  1 880 : — 

To  Determine  Lowest  Possible  Speed  of  Dynamo  running  an 

Arc  Lamp, 

It  appears  that  with  the  ordinary  carbons,  and  at  ordinary  atmospheric 
pressure,  no  arc  can  exist  with  a  less  difference  of  potential  than  about 
20  volts ;  and  that  in  ordinary  work,  with  an  arc  about  i  inch  long,  the 

Fig.  306. 


difference  of  potential  is  from  30  to  50  volts.    Assuming  the  former  result, 

about  20  volts,  for  the  difference  of  potential,  the  use  of  the  curve  of 

electromotive-forces  may  be  illustrated  by  determining  the  lowest  speed 

at  which  a  given  machine  can  run  and  yet  be  capable  of  producing  a 

short  arc.     Taking  O  as  the  origin  of  co-ordinates  (Fig.  306},  set  off 

upon  the  axis  of  ordinates  the  distance  O  A  equal  to  20  volts ;  draw  A  B 

to  intersect  at  B  the  negative  prolongation  of  the  axis  of  abscissae,  so  that 

OA 
the  ratio  7^^  may  represent  the  necessary  metallic  resistance  of  the 

circuit     Through  the  point  B  thus  obtained  draw  a  tangent  to  the  curve 
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touching  it  at  C,  and  cutting  O  A  in  D.    Then  the  speed  of  the  machine, 
corresponding  to  the  particular  curve  employed,  must  be  diminished  in 

the  ratio  ^^,  in  order  that  an  exceedingly  small  arc  may  be  just  possible. 


Use  of  Characteristic  to  Explain  Instability  of  Arc  Light. 

The  curve  may  also  be  employed  to  put  into  a  somewhat  different  form 
the  explanation  given  by  Dr.  Siemens  at  the  Royal  Society  respecting  the 
occasional  instability  of  the  electric  light  as  produced  by  ordinary  dynamo- 
electric  machines.  The  operation  of  all  ordinary  regulators  is  to  part  the 
carbons  when  the  current  is  greater  than  a  certain  amount  and  to  close 
them  when  it  is  less ;  initially  the  carbons  are  in  contact.    Through  the 

origin    O    (Fig.    307),   draw  the 


Fig.  307. 


straight  line  O  A,  inclined  at  the 
angle  representing  the  resistances 
of  the  circuit  other  than  the  arc, 
and  meeting  the  curve  at  A.    The 
abscissa  of  the  point  A  represents 
the  current  which  will  pass  if  the 
lamp  be  prevented  from  operating. 
Let  O  N  represent  the  current  to 
which  the  lamp  is  adjusted;  then 
if  the  abscissa  of  A   be  greater 
than  O  N,  the  carbons  will  part 
Through  N  draw  the  ordinate  B  N, 
meeting  the  curve  in  the  point  B ; 
and  parallel  to  O  A  draw  a  tangent  C  D,  touching  the  curve  at  D.     If  the 
point  B  is  to  the  right  of  D,  or  further  from  the  origin,  the  arc  will 
persist ;  but  if  B  is  to  the  left  of  D,  or  nearer  to  the  origin,  the  carbons 
will  go  on  parting  till  the  current  suddenly  fails  and  the  light  goes  out 
If  B,  although  to  the  right  of  D,  is  very  near  to  it,  a  very  small  reduction 
in  the  speed  of  the  machine  will  suffice  to  extinguish  the  light. 


Relation  of  Characteristic  to  Size  of  Machine, 

Suppose  that  a  certain  dynamo  of  a  given  construction  has  for  its 
characteristic  the  curve  O  a  (Fig.  308).  What  will  be  the  characteristic 
of  a  dynamo  built  of  precisely  the  same  type,  but  with  all  its  linear 
dimensions  doubled?  The  surfaces  will  be  four  times  as  great,  the 
volume  and  weight  eight  times  as  great.  There  will  be  the  same  number 
of  turns  of  wire,  but  the  length  will  be  doubled  and  the  cross-section 
quadrupled,  and  therefore  the  internal  resistances  will  be  halved.  If  the 
resistances  were  adjusted  so  as  to  give  the  same  current  as  before,  the 
new  machine  would  have  only  half  the  intensity  of  field  of  the  small  one. 
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But  if  adjusted  to  give  the  same  intensity  of  field  as  before,  the  current 
winbedoaUed. 

Now  as  the  area  of  the  rotating  coils  is  increased  fourfold,  there  will 
be  four  times  as  many  lines  of  force  cut  (at  the  same  speed),  and  therefore 
the  dectromotive-force  will  be  four  times  as  great.  But  we  only  wanted 
the  current  doubled.  That  is  to  say,  the  resistance  will  have  to  be 
doubled  if  the  field  is  to  be  of  same  intensity.  To  represent  this  state  of 
things,  take  the  point  a  on  the  characteristic  of  the  small  machine,  and 
draw  the  ordinate  a  m.  Draw  O  M,  double  O  m,  and  at  M  erect  an 
ordinate  AM  four  times  the  length  of  a  m.  The  new  characteristic  will 
pass  through  A*    Also  the  resistance — ^the  slope  of  O  A — ^will  be  double 

Fig.  308. 


that  of  O  a.  The  points  a  and  A  are  similar  points  with  respect  to  the 
saturation  of  the  iron  of  the  magnets ;  and  it  is  this  which  determines  the 
practical  limits  to  the  economic  working  of  a  dynamo  of  given  type  at 
a  given  speed.  Hence  we  see,  with  quadrupled  electromotive-force  and 
doubled  current,  the  electric  energy  evolved  per  second  wiU  be  eight 
times  as  great  as  with  the  smaller  machine  when  worked  up  to  an  equal 
saturation  limit  These  points  may  be  compared  with  the  discussion  of 
the  relation  of  size  to  efficiency  on  p.  363. 


Applicaiion  of  Characteristics  to  Dynamos  used  in  Charging 

Accumulators, 

The  following  problem  is  of  great  practical  importance  iSufipose  a 
dynamo  is  used  for  charging  an  accumulator,  and  is  driven  at  a  given 
speedy  what  current  will  pass  through  it  t 

Dr.  Hopkinson  has  given  a  solution  of  this  problem  for  the  case  of  a 
scries  dynamo.  Draw  the  total  characteristic  of  the  dynamo  (Fig,  309)  for 
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the  given  speed.    Along  O  Y  set  off  O  £  to  represent  the  electromotive- 
force  of  the  accumulator,  and  through  £  draw  the  line  C  £  A,  making  an 
angle  with  O  X  such  that  its  tangent  represents  the  resistance  of  the 
whole  circuit,  including  the  accumulators.    This  line  will  cut  the  charac- 
teristic in  the  points  B  and  A ;  and,  if  the  characteristic  be  repeated  back- 
wards, in  C  also.    This  negative  branch  of  the  characteristic  is  simply  the 
characteristic  of  the  dynamo  when  the  current  through  it  is  reversed,  and 
its  electromotive-force  therefore  also  inverted.    Then  O  L  represents  the 
actual  current  in  the  circuit ;  O  M  represents  an  unstable  current  which 
might  exist  for  a  moment ;  and  O  N  represents  the  current  which  would 
traverse  the  circuit  were  the  accumulators  to  overpower  the  dynamo  and 
reverse  it,  as  indeed  frequently  happens  when  series  dynamos  are  so  used 
For  it  will  be  observed  that  if,  as  is  the  case  when  accumulators  are 


reaching  their  full  charge,  their  electromotive-force  were  to  rise,  or  the 
resistance  of  the  circuit  to  increase  in  consequence  of  heating,  the 
inevitable  result  would  be  to  diminish  A  L,  the  effective  electromotive- 
force,  and  to  diminish  the  current  O  L,  so  that  the  magnetism  of  the  field- 
magnets  will  also  drop,  and  the  point  A  will  be  brought  nearer  to  the 
position  of  instability  at  the  bow  of  the  curve. 

With  the  shunt  dynamo  the  case  is  different  Let  Fig.  310  represent 
the  characteristic  of  the  shunt  dynamo,  the  external  current  being  plotted 
along  O  X,  and  the  total  electromotive-force  along  O  Y.  Draw  the  line 
C  £  A  as  before.  Then  it  cuts  the  positive  branch  at  A,  and  O  L  is  the 
current  in  the  main  circuit.  If,  now,  either  the  counter  electromotive- 
force  of  the  accumulators,  or  the  resistance  of  the  circuit  increases,  the 
effect  will  be  to  move  the  point  A  to  a  higher  point  on  the  curve.  The 
charg^g  current  O  L  may  diminish,  but  the  shunt  current  will  increase, 
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for  the  effective  electromotive-force  A  L  will  be  increased.  Therefore 
with  the  shunt  dynamo  there  will  be  no  likelihood  of  the  accumulators 
over-powering  and  reversing  the  dynamo. 

Fig.  31a 


Curves  of  Torque^ 

The  torque*  or  turning-moment  is,  in  a  series  dynamo, 
both  when  used  as  a  generator  and  when  used  as  a  motor, 
very  nearly  proportional  to  the  current  On  p.  130  it  was 
shown  that  the  work  per  second  of  the  dynamo  or  motor  may 
be  expressed  mechanically  as  the  product  of  the  angular 
velocity  and  of  the  torque,  or 

a>  T  =  mechanical  work  per  second ; 

and  electrically  as  the  product  of  volts  and  amperes,  or 

E  /  =  electrical  work  per  second. 


"  Sometimes  also  called  "the  couple,"  the  "moment  of  couple,'*  the 
^'angular  force,"  the  "axial  force";  also  called  in  Frolich's  memoirs  the 
"Zugkraft";  and  in  those  of  Deprez  the  "effort  statique,"  or  the  "couple 
jn^canique." 
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And  since  in  the  series  d}mamo  E  is  very  nearly  proportional 
to  0),  it  followed  that  T  was  proportional  to  L  Frolich  has 
given  ^  curves  showing  these  relations,  and  has  also  ai^ed 
from  the  law  of  magnetic  saturation  that  these  curves  should 
for  small  speeds  be  curved,  and  for  large  speeds  become  nearly 
straight  lines.  He  has  also  shown  that  in  a  motor,  where  the 
armature  current  helps  to  magnetise  the  field-magnet,  the 
torque  is  less  nearly  proportional  to  the  current  than  in  a 
generator.  The  following  tables  summarise  the  results  of 
his  experiments  on  a  series-wound  Siemens  d}mamo  used  in 
both  functions  :-— 


Generator — 
Current 
Torque 

Motor — 
Current 
Torque 


•• 


•• 


2*83      9*56    I4'3      I9'8      24*3      36*6    amperes. 
5*1      10-61     14*8      21*3      29*6      44*0    kilos. 


13-3      21*0      28*1      36*8    ampkes. 

10         20         30         40       Idlos.  at  drcumference. 


Fig.  311. 


These  results  are  plotted 
out  in  Fig.  311  for  the  two 
cases. 

Similar  curves  have  been 
given  by  Deprez'  for  the 
Gramme  machine,  and  by 
Ayrton  and  Perry  ^  for  a  De 
Meritens  motor.  It  can  be 
shown  that  the  torque  is  pro- 
portional to  the  square  root 
of  the  heat-waste  in  the  motor 
or  dynamo.  As  moreover  the 
current  in  a  motor  cannot  be 
maintained  without  the  con- 
tinual expenditure  of  energy 
equal  to  ^^  r  watts,  it  follows  that  the  continuous  torque  or 
turning-moment  in  a  motor  costs  a  certain  expenditure,  which 
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'  Elektrotechnischc  Zeitschrifty  vol.  iv.  p.  6i,  Feb.  1 883. 

'  La  Lumib-e  Electrique^  t.  xi.  p.  42,  Jan.  5,  i884, 

*  jfournal  Soc,  TeUg.-Eng,  and  Electricians^  vol.  xii.  No.  49,  May  1883. 
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will  not  only  vaty  with  the  actual  load  on  the  motor,  but  is 
different  in  different  types  of  motor.  In  a  badly-designed 
motor  a  strong  current  running  through  a  high  internal 
resistance  (and  therefore  expending  much  energy  as  heat)  will 
produce  but  a  feeble  torque.  For  economy,  it  is  therefore 
important  to  know  at  what  cost  in  heat  the  torque  is  attained. 
The  ratio  may  be  expressed  algebraically  as 

T  E/  E 


heat-waste      2irn^r      2irnir^ 

where  r  is  the  internal  resistance,  E  the  total  electromotive- 
force  of  the  dynamo,  and  n  the  number  of  revolutions  per 
second  It  is,  however,  preferable  to  measure  T  by  a  direct 
dynamometric  process.  Marcel  Deprcz,  who  has  given  to  this 
important  ratio  the  rather  awkward  name  of  the  ''  price  of 
the  statical  effort,"  has  also  given  curves  showing  the  varia- 
tion of  this  ratio  with  the  speed  at  which  the  machine  is  run. 
Professors  Ayrton  and  Perry  have  shown  in  their  memoir  on 
dectro-motorSythat  as  the  speed  increases  it  requires  a  greater 

• 

ind  greater  current  through  the  motor  to  produce  a  given 
torque.  Herr  Hummel  ^  has  more  recently  investigated  the 
same  point. 

Curve  of  Variation  of  Economic  Coefficient 

The  economic  coefficient  fi  (see  p.  361)  varies  when  the 
*xtemal  resistance  and  external  currents  change.  In  a  series 
lynamo  we  have 

''"■R  +  ra  +  r.       ^E""  £• 

rhe  second  of  the  three  expressions  for  ti  shows  us  how  to 
>btain  the  curve  of  efficiency  from  the  characteristic  Con- 
rider  any  point  on  the  curve  corresponding  to  a  particular 
/alue  of  i.  Divide  the  corresponding  value  of  the  external 
resistance  by  the  whole  electromotive-force,  and  the  quotient 

»  EUktrotechnischt  ZdtschrifU  vol  viii.  p.  4*^,  Oct  1887. 
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multiplied  by  i  is  the  value  of  97.  Or  1;  may  be  obtained  by 
directly  measuring  e  and  i  and  calculating  £.  Lastly  17 
maybe  calculated  beforehand  from  the  resistance  alone.  The 
curve  will  be  of  the  following  kind : — Let  O  B  (Fig.  3 12)  be  the 
characteristic  of  the  series  dynamo,  and  O  J  the  line  represent- 
ing by  its  slope  the  armature  resistance.    Then,  with  any  parti- 

A  B 

cular  current  P,  B  P  =  E,  and  A  B  =  ^,  and  17  =  -5^5-.    Taking 

Jo  Jr 

as  unity  any  convenient  height,  say  the  height  O  E,  set  oflf 

A  B 
P  C  equal  to  the  fraction  ^^-^  x  O  E,  giving  C  as  a  point  on 

Fig.  312.  ^'^  required  curve.    It  is  clear  that 

this  curve  will  descend  from  E, 
where  at  first  it  is  nearly  horizontal, 
and  will  terminate  at  a  point  on 
O  /  opposite  J.  In  a  shunt  dynamo 
the  calculation  is  much  less  easy, 
but  it  shows  a  curve  which,  for 
small  values  of  /,  has  smaller  values 
of  71  than  for  large  values  of  i.  I( 
instead  of  plotting  out  the  relation 
between  1;  and  i,  we  plot  the  values 
for  7j  and  R,  we  shall  find  that  with  small  values  of  R,  1;  is 
small,  and  as  R  increases  17  increases,  until  R  has  the  value 

R  =  n/  r«  r,  X  /  — ^ — ,  when  w  is  a  maximum,  after  which  the 

V   r,  +  r. 

values  of  17  diminish  and  become  zero  when  R  is  infinitely 

great    In  a  compound  dynamo  wound  for  constant  potential 

the  value  of  rj  is  almost  constant,  whatever  the  value  of  R  or 

€,  within  the  limits  of  working. 


Curve  of  Horse-power  Expended  on  Maintaining  tlie 

Field-magnetism, 

The  energy  spent  per  second  in  maintaining  the  magnetism 
of  any  magnet  may  be  readily  calculated  as  the  product  of 
the   square  of  the  magnetising  current  into  the  resistance  of 
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the  coiL  Thus,  for  a  shunt  machine  the  energy  spent  per 
second  is  i?r  os  et,  watts,  and  the  electric  horse-power 
is  f  '  r.  -T-  746.  It  is  convenient  to 
exhibit  the  relation  between  this  ex- 
penditure of  enei^  and  the  current 
in  a  curve.  Such  a  curve,  taken  from 
tests  on  an  Edison-Hopkinsoa  dy- 
namo, b  shown  in  F^.  313.  The 
curve  would  be  a  parabola  if  the 
resistance  were  constant.  This  is 
not  so,  however,  on  account  of  the 
greater  heating  effect  of  the  stronger 
current. 

For  fnrtheT  nae  of  giapMc  methodt  in  the  itndjr  of  the  dynamo,  the  render  » 
icfeired  to  paper*  in  La  Liimiirt  £latrijiit,  bj  MM.  Rechniewdd,  xriii.  481, 
1885  :  lix.  99k  ttl86  ;  IHcon,  niiL  13,  56,  8S :  xdr.  169,  1S87 ;  uid  Rognier, 
nii).  468.  618.  18S7. 


456  Dynanuhelectric  Machinery. 


CHAPTER  XXIII. 
Alternate-current  Dynamos. 

In  all  the  alternate-current  dynamos  the  electromotive-force 
rises  and  falls  in  a  rapid  periodic  fashion,  a  wave  of  electricity 
being  forced  through  the  circuit  first  in  one  direction,  then  in 
the  other,  with  very  great  rapidity.  To  calculate  this  .rise  and 
fall  we  must  remember  that  the  motions  of  the  rotating  coils 
are  supposed  to  take  place  with  a  uniform  speed,  and,  that  the 
induced  electromotive-force  will  be  proportional  to  the  rate  of 
change  in  the  number  of  lines  of  force  induced  through  the 
circuit  To  get  a  complete  account  of  the  action  we  must 
take  into  consideration  the  number  of  lines  of  force  induced 
by  the  circuit  on  itself. 

Consider  a  simple  loop  of  wire  traversed  by  a  current 
Every  portion  of  the  loop  will  be  surrounded  by  a  whirl  of 
lines  of  force  similar  to  those  of  Fig.  S,  and  those  belonging 
to  the  current  in  one-half  of  the  loop  tend  to  influence  the 
current  in  the  other  half.  Such  influence  or  tendency  of  the 
current's  lines  of  force  to  influence  the  other  parts  of  the  circuit 
is,  however,  only  manifested  when  the  strength  of  the  current 
or  the  shape  of  the  circuit  is  changing.  We  know  that  any 
increase  in  the  number  of  lines  of  force  that  thread  through  a 
circuit  (as,  for  example,  by  poking  a  magnet  pole  into  it)  tends 
to  set  up  a  current  that  will  oppose  the  motion.  Any  increase 
in  the  strength  of  the  current  in  the  loop  will  increase  the 
number  of  lines  of  force  through  the  loop,  and  that  increase 
will  of  itself  tend  to  set  up  an  opposing  current  On  the  other 
hand,  any  decrease  in  the  current  in  a  circuit,  by  reducing  the 
number  of  lines  of  force  which  thread  through  the  circuit,  tends 
to  oppose  the  reduction  of  the  current.  A  current,  in  fact,  acts 
as  if  it  had  inertia  and  tends  to  keep  the  number  of  its  lines 
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of  force  constant  This  inertia  of  the  current  in  a  circuit  is 
also  known  as  the  induction  of  the  circuit  on  itself,  or,  briefly 
its  self-induction.  The  self-induction  in  a  circuit,  which,  as  we 
have  seen,  is  the  number  of  lines  of  force  threaded  through  the 
circuit  itself  by  the  current  flowing  in  it,  is  always  made  up  of 
two  factors.  When  discussing  the  earlier  case  of  the  induc- 
tion of  a  current  in  a  loop  by  rotating  it  in  a  uniform  mag- 
netic field  we  neglected  self-induction  and  considered  the 
number  of  lines  of  force  which  were  cut  by  the  loop  as  being 
the  product  of  two  factors,  viz.  the  total  number  of  magnetic 
lines  N  that  actually  traverse  the  iron  core  of  the  armature, 
and  C,  the  number  of  conductors  at  its  periphery.  In  the 
case  of  self-induction  the  two  factors  will  be  different  The 
number  of  lines  of  force  induced  on  itself  by  the  current  in  a 
loop  will  be  proportional  to  the  strength  of  the  current  i.  The 
number  will,  for  a  simple  circular  loop,  be  also  proportional  to 
the  area  of  the  loop.  But  for  coils  that  are  not  circular, 
and  consist  of  many  turns,  and  have  iron  in  them,  a  much 
more  complicated  investigation  would  be  required  than 
could  be  undertaken  here.  It  is  found  that  where  coils  of 
many  turns,  furnished  with  iron  cores,  are  in  question,  the 
self-inductive  effect  depends  on  the  properties  of  the  iron^  as 
well  as  on  the  number  of  coils  and  on  the  current  The 
magnetising  force  of  the  current  is  proportional  to  the  number 
of  turns  in  the  coil ;  hence,  supposing  the  number  of  magnetic 
lines  thus  created  in  the  core  to  be  proportional  to  the  mag- 
netising force,  the  self-induced  effect  (due  to  a  given  current) 
which  is  proportional  to  the  number  of  times  that  the 
magnetic  lines  thread  their  way  through  the  turns  of  the  coil, 
will  be  proportional  to  the  square  o{  the  number  of  turns  of 
the  coiL  Hence,  the  two  factors  chosen  are  current  i,  and  a 
quantity  symbolised  by  the  letter  L,  and  called  "  the  coefficient 
of  self  "induction**  which  represents  the  number  of  lines  of  force 
which  the  circuit  would  enclose  or  induce  on  itself  if  the  current 
flowing  in  it  were  one  "  absolute  unit"  It  follows  at  once  that 
if  a  current  of  i  units  flow  through  a  circuit  whose  coefficient  of 
self-induction  is  L,  the  whole  self-induction  of  the  circuit  will 
be  equal  to  L  times  i\  and  the  product  L  i  will  represent  the 
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total  number  of  lines  of  force  belonging  to  the  circuit  itself. 
It  will  also  be  evident  that  if  a  current  begins  from  strength  o 
and  grows  until  its  strength  is  iy  the  average  self-induction  in 
the  circuit  will  be  ^  L  i. 

Returning  now  to  the  case  of  a  loop  having  Sj  turns,  placed 
at  such  an  angle  Q  (measured  from  the  initial  position  as  in 
Fig.  245,  where  it  stands  right  across  the  field),  we  see  that  it 
no  longer  encloses  the  whole  number  of  lines  of  force  which  are 
present  in  the  magnetic  circuit.  When  we  omit  all  account  of 
self-induction,  we  may  write 

Ni  =  SaN  cos  Qy 

where  Ni  is  the  virtual  amount  of  *  cutting "  of  lines  by  the 
circuit 

We  now  know  that  if  there  is  a  current  i  in  the  circuit,  we 
ought  to  write  the  equation  in  full — 

Ni  =  SaN  cos  «  -f-  L  i:  [XLII.] 

Our  omission  of  the  self-induction  term  in  all  the  previous 
equations  was  only  justifiable  on  the  assumptions — firstly,  that 
the  field-magnets  so  overpowered  the  armature  as  to  make 
the  second  term  negligible  ;  secondly,  that  the  equations 
we  obtained  were  the  equations  for  steady  currents. 

Now  we  know  that  any  variation  in  Ni  will  set  up  induced 
electromotive-force,  and  that  at  any  moment  the  electromotive- 
force  will  have  the  value 

^/Nx 


E=  - 


dt 


where  we  use  the  negative  sign  to  show  that  an  increase  in  Ni 
will  produce  an  inverse  or  negative  electromotive-force.  We 
are  obliged  to  take  note  henceforth  of  the  signs  of  the  various 
quantities.  Any  change  in  Ni,  from  whatever  source  arising, 
will  set  up  electromotive-force.  We  cannot  well  alter  Sj^  the 
number  of  coils  of  our  armature.  N  can  be  altered ;  and  in 
most  modern  alternate-current  machines  it  is  arranged  that  N, 
the  whole  number  of  magnetic  lines  in  the  field,  can  be  con- 
trolled by  hand  or  otherwise,  the  field-magnets  of  the  alternate- 
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current  machine  being  usually  separately  excited  by  a  constant 
current  from  a  smaller  dynamo,  called  the  '^ exciter"  (see 
Fig.  217,  p.  267).  While  the  djmamo  is  at  work,  the  coefficient 
of  self-induction  L  cannot  be  changed  at  will,  as  that  depends 
on  the  size,  shape,  coiling,  and  coring  of  the  armature,  and 
on  magnetic  permeability.  The  only  quantities  that  are 
really  important  in  respect  of  the  variations  they  will  undergo 
—  the  only  quantities  whose  variations  contribute  to  the 
variations  of  Ni — are,  then,  6  and  i.  The  angle  of  position  6 
varies  from  o  to  2  tt  (radians) ;  that  is  to  say,  from  o** 
right  round  to  360%  and  then  recurs ;  and  its  cosine  there- 
fore fluctuates  between  i  and  ->  i.  The  current  i  varies  also 
from  a  certain  maximum  value  +  i„^  to  an  equal  negative 
value  —  j«.^ .  We  will  neglect  all  the  variations  of  the  other 
quantities,  not  because  these  variations  would  not  be  instruc- 
tive— ^for  that  would  be  quite  untrue — ^but  because  of  their 
lesser  practical  importance.    Then  we  have 

^  dNi  rf(SaNcosd  +  LO 

Now  suppose  that  while  the  armature  loop  has  turned 
through  the  angle  d,  the  time  occupied — a  small  fraction  of  a 
second — is  /.  Also  take  T  to  represent  the  time  taken  for 
one  revolution ;  so  that  if  there  were  n  revolutions  per  second, 

T  will   be  -  of  a  second.    Then   obviously  0  will  be  the 
ft 

t 
=,  part  of  a  whole  revolution,  and  as  there  are  2  ir  radians  in 

a  circle,  the  angle  expressed  in  radians  will  be 

d  =  2  TT  =  =  2  TT  «  /  =  Q) /. 

Inserting  this  value,  and  performing  the  differentiation,  we  get 

_.        2  7rSaN    .     2  7r/       ^  di  ^  rvTTTTi 

E  =  — = —  sm   -= L  ^ »  [XLIIL] 

di 
=s  o)  SoN  sin  ©  /  —  L  -7-  • 

at 

Consider  this  equation  carefully.     It  shows  us  that  if  there 
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Were  an  open  circuit,  so  that  there  could  be  no  i^  then  self- 
induction  would  not  come  in  at  all.  Also  if  the  motion  were 
so  slow  that  the  rate  of  change  of  i  were  inappreciable,  then 
the  second  term  might  be  neglected.  The  n^^tive  sign  also 
indicates  that  that  part  of  the  electromotive-force  which  is  due 
to  self-induction  opposes  the  other  part  Suppose  we  pause 
for  a  moment  to  consider  the  case  of  slow  motion,  and  neglect 

the  self-induction  term  ;  remember  that  =  is  the  same  thing  as 

fly  and  we  get 

E  =  2  9r  »  SiN  sin  0^ 

as  we  did  on  p.  339.    Also,  since  the  average  value  of  the  sine 

2 
between  0°  and  90°  is  -  ,*  we  get,  as  the  average,  value  of  E, 

E  (average)  =  4  »  SaN, 

Also  it  is  important  to  notice,  that  with  slow  rotation,  if  the 
resistance  of  the  circuit  be  R^  the  current  will,  be  at  any 
moment 

^  =  2  7r  -^-=  sm  e. 


and  the  average  value  of  the  current 

i  (average)  =  4 


RT 


.  This  average  value  of  i  being  found,  we  are  now  able  to 
entertain  the  case  where  the  rotation  is  so  quick  that  we  must 
take  in  the  self-induction  term.  Remember  that  E  ==  R  / ; 
and  we  may  write 

^  .      2  TT  S3N    .     2irt      ^  di 


*  Or  more  strictly 

I  —  cos  d 


:r  /     SI 
ej  0 


sin  6^0  = 


0 
whence,  if  0  =  ^,  the  average  is  —  . 
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Here  is  a  differential  equation  requiring  to  be  solved.     Its 
solution  is 

.    /2  7r  /       2  9r  T\ 
.       2  7r  S,N       ^^"  \i:  T"  j  ^  ^    .  R, 

/  =  ^  •    ^,-  +  C  €     L      - 

or 

.      2  7rSaN  sin(^— ^)  .^^       rvx  T\n 

z  = = —  •  —  :-=  +  C  €    L    ,     [XLIV.  I 

where  ^  is  called  the  retardation  of  angle  of  lag,  and  is 
determined  by  the  condition, 

27rL       ,        ,       ^27rT 
^-^  =  tan  ^  =  tan  -^^  • 

Here  the  symbol  t  stands  for  the  short  interval  corresponding 
to  the  time-retardation.  The  symbol  €  is  used  here  in  its 
common  mathematical  sense  to  represent  the  number  2*7182 
which  is  the  base  of  the  Neperian  logarithms ;  it  has  nothing 
to  do  with  the  potential  at  the  brushes,  for  which  we  happen  to 
have  used  the  same  symbol  elsewhere  ;  and  C  is  a  constant  of 
integration.  It  may  be  pointed  out  that  of  the  two  terms,,  the 
second  may  be  neglected,  because  it  relates  only  to  the  mo- 
mentary growth  of  the  current  and  dies  out  after  a  very  short 
interval.    The  first  of  the  two  terms  may  also  be  written  more 

simply.    Remembering  that  =  =  »,  we  have 

This  shows  us  that   our  current  is  virtually  due  to  an 
electromotive-force  of  the  value  2  tt  «  SaN  sin  {0  —  ^),  acting 

//2  ttIa^ 
through  a  resistance  of  the  value  w(^   ^    j  +  R'.      Now 

when  there  was  no  self-induction  to  take  into  account,  the 
electromotive-force  was  (see  p.  339)  2  7r«SaN  sin  ^,  and  th« 
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resistance  simply  R.  The  effect  of  self-induction  is  then  to 
retard  the  rise  and  fall  of  the  current,  so  that  it  attains  its 
maximum  not  when  6  xa  90°,  but  when  6  =  90°  +  ^,  the  latter 
symbol  standing  for  the  angle  of  lag.    Looking  at  the  value  of 

2  ttL  L 

^  stated  above,  we  see  that  its  tangent  is  -.5-=^  ,  or  2  ir  «  =  • 

From  this  we  learn  that  the  retardation  will  increase  with  in- 
creased speed,  and  that  it  depends  on  the  ratio  between  the 
self-induction  and  the  resistance.  There  will  be  less  lag  there- 
fore if  the  machine  is  so  designed  that  it  can  be  driven  at  a 
slow  speed,  and  if  the  coefficient  of  self-induction  is  small 
compared  with  the  resistance  of  the  circuit  This  indicates 
that  the  number  of  turns  of  the  coils  in  the  armature  pait 
should  be  kept  as  small  as  possible,  and  the  magnetic  field 
made  enormously  powerful :  a  rule  which  applies  equally  to 
continuous-current  dynamos.  It  may  also  be  noticed  that  the 
resistance  is  apparently  increased  from  R  to  \/f2^r«X)*'+"R?^ 
the  apparent  increase  depending  both  on  speed  and  self- 
induction.  Both  speed  and  self-induction  tend,  therefore,  to 
retard  the  oscillations  of  the  electromotive-force,  and  to 
diminish  the  available  amount  of  current.  High  speeds  are^ 
therefore,  both  mechanically  and  electrically  bad. 

To  find  the  amount  of  work-per-second  W  done  by  the 
alternate-current  machine,  we  may  remember  that 

W  =  i*  R  (watts), 

and  that  for  /^  we  must  take  the  average  square  ^  of  the  values 
of  /.  Since  the  average  value  of  the  square  of  the  sine  of  any 
angle  between  0°  and  90°  is  \,  we  thus  obtain 

^       2R7r^SlN^ 


R'T'+47r^L^' 


and  this  expression,  by  a  well-known  algebraic  formula,  is  a 

*  The  student  will  not  forget  that  the  average  of  the  square  of  any  variable 
quantity  is  different  from  (and  greater  than)  the  square  of  the  average  value  of  that 
same  quantity. 
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maximum  for  variations  of  R,  when  the  two  terms  in  its 
denominator  are  equal,  that  is,  when 

R  =»  — =-  =  2«7rL, 

or  when  the  apparent  resistance  is  such  that  its  square  is 
double  the  square  of  the  real  resistance.  If  the  speed  be 
such  that  this  relation  between  resistance  and  self-induction  is 
observed,  then  also  tan  ^  will  =  i,  and  the  retardation  is  45^. 
These  calculations  are  taken  from  the  investigations  of  M. 
Joubert  In  the  preceding  argument  we  have  supposed  the 
machine  to  consist  of  a  simple  armature  rotating  in  a  simple 
field.  But  in  the  majority  of  alternate-current  machines  (see 
pp.  256  to  278),  the  field  is  complex,  and  the  coils  of  the 
armature  pass  a  series  of  poles  set  symmetrically  round  a 
circle.  In  this  case  all  the  alternations  of  induction  will 
recur  several  times  in  a  revolution.  If,  as  in  the  Siemens 
alternate-current  dynamo,  there  are  sixteen  sets  of  poles,  of 
which  eight  are  N.  poles,  and  the  intermediate  eight  S.  poles, 
eight  times  in  every  revolution  all  the  periodic  fluctuations 
in  the  induction  will  recur.  The  electromotive-force  is,  how- 
ever, found  to  follow  the  sine  law  fairly  well,  provided  we 
take  n  to  represent  the  number  of  alternations  per  second,  or 
eight  times  the  number  of  revolutions  per  second.  Also  6 
must  be  understood  to  be  not  the  actual  angle  of  position  of 

the  coil  at  any  moment,  but  equal  to  the  =  part  of  2  w  ;  T 

being  the  period,  not  of  one  revolution,  but  of  one  alternation. 

Two  of  the  most  important  of  M.  Joubert's  results  may  be 
summed  up  in  a  diagram,  Fig.  314  Let  the  curve  A  represent 
the  rise  and  fall  of  the  induced  current,  as  it  would  be  if  there 
were  no  self-induction.  Then,  since  the  effect  of  self-induction 
in  the  armature  circuit  is  both  to  retard  the  rise  and  fall  of 
the  effective  electromotive-force,  and  to  increase  the  apparent 
resistance,  it  will  have  the  effect  of  causing  the  current  to  rise 
and  fall  like  the  curve  B,  which  has  a  smaller  amplitude  and 
is  shifted  along. 

It  may  be  remarked  that  mere  retardation  does  not  waste 
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any  of  the  power,  nor  does  the  mere  introduction  into  the 
circuit  of  the  opposing  electromotive-forces  of  self-inductioa 
If  induction  could  be  limited  to  these  two  effects,  it  would 
not  be  very  prejudicial,  it  would  simply  make  the  machine 
act   as  a   smaller   machine.     But,  unfortunately,  induction 
cannot  be  so  limited.     It  occurs  in  every  moving  mass  of 
metal  in  the  armature.     It  occurs  in  the  iron  cores  and  even 
in  the  driving  shaft.    Also,  in  the  continuous-current  machines 
it  operates  most  prejudicially  in  the  separate  sections  at  the 
moment  when  they  are  short-circuited  by  passing  the  brushes, 
as  explained  in  Chapter  V.,  and  at  that  moment  the  section 
that  is  short-circuited  does  not  electrically  belong  to  the 

Fig.  314. 


circuit    All  these  inductive  effects  are  attended  with  waste 
of  power,  because  the  currents  generated  in  any  conductor 
that   does   not  form   an    actual  part  of  the  circuit  simply 
degenerate  into  heat     A  curious  case  occurred  with  Lontin's 
alternate-current  machine,  which  had  solid  iron  cores.    When 
the  coils  of  the  armature  were  actually  supplying  the  circuit, 
the  currents  were  generated  in  them,  and  also  to  some  extent 
in   the  cores.     But  when  the  circuit  was   open,  so  that  no 
current  could  be  generated  in  the  coils,  then  currents  were 
generated  instead  in  the  cores.     Two  results  followed.     When- 
ever the  machine  ran  on  an  open  circuit,  the  cores  heated  up 
to  a  destructive  point,  and  it  required  more  power  to  drive  tlie 
machine  wlien  it  was  doing  no  work  than  when  it  was  lighting 
its  maximum  number  of  lamps. 
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It  has  been  shown  by  Dr.  Hopkinson^  that  two  alternate- 
current  machines,  independently  driven,  so  as  to  have  the  same 
I>eriodic  alternation  and  the  same  electromotive-force,  cannot 
well  be  connected  in  series,  otherwise  they  will  tend  to  annul 
one  another's  currents:  but  that  they  may  be  coupled  in 
parallel  to  one  another  (see  Chapter  XXIV.). 

The  facts  of  alternate-current  machines  are  more  complex 
in  yet  another  respect  than  in  the  simple  case  taken  for 
calculation.  The  question  how  far  the  gradual  rise  and  fall  of 
a  curve  of  sines  corresponds  to  the  rise  and  fall  of  the  electro- 
motive-force in  the  armature,  depends  on  the  form  of  the 
armature  coils  and  on  the  form  of  the  polar  surfaces  between 
which  the  coils  pass.  Consider  the  case  of  a  machine  in  which 
the  field-magnets  consist  of  a  double  crown  of  opposing  poles 
(as  in  the  machines  of  Wilde,  Siemens,  Ferranti,  Mordey,  &c.). 
If  the  armature  coils  and  magnet  cores  are  both  of  circular 
form,  and  equal  in  diameter,  as  the  coils  approach  the  polar 
ends  of  the  cores  they  will,  it  is  true,  gradually  enter  the  field, 
and  the  number  of  lines  cut  by  the  coil  during  equal  displace- 
ments will  gradually  increase  and  become  a  maximum 
when  the  axis  of  coil  and  core  coincide,  and  from  that 
point  it  will  again  decrease,  almost  in  a  sine  law ;  the 
greatest  rate  of  cutting  being  when  the  edge  of  the  coil 
is  opposite  the  centre  of  the  core  :  but  if  coil  and  core  be 
rectangular  in  section,  the  greatest  rate  of  cutting  will  not  be 
when  the  axes  coincide,  but  just  when  one  edge  of  the  coil  is 
passing  the  edge  of  the  pole.  In  this  case  the  sine  law  cannot 
be  true  for  the  electromotive-force.  In  order  to  test  whether 
in  any  given  dynamo  the  rise  and  fall  of  electromotive-force 
and  of  current  in  the  armature  coils  conforms  to  the  law  of 
sines,  experiments  are  necessary.  Joubert,  in  order  to  measure 
the  currents  of  a  Siemens'  dynamo,  employed  an  electrometer 
method,  and  took  off  the  current  at  any  desired  phase  by  a 
special  commutator,  and  found  an  approximate  curve  of  sines. 
Another  method,  analogous  to  that  used  in  investigations  on 
direct-current  machines,  has  been  used  by  Mr.  Mordey.     It 

'  Proceedings  of  Inst,  Civil  Engineers^  April  1883,  "  Some  Points  in  Electric 
Lighting  "  ;  and  Joum,  Soc,  Teleg,'Eng.  and  Eleeir,^  vol.  xiii.  p.  496. 
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consists  in  connecting  the  armature  coils,  or  one  of  thera,  to  a 
suitable '  (ballistic)  galvanometer,  exciting  the  field-magnet 
with  a  current  from  some  constant  source,  placing  the  arma- 
ture in  any  desired  position,  and  then  suddenly,  by  a  quick- 
acting  switch,  turning  off  the  exciting  current.  The  throw  of 
the  galvanometer  measures  the  effective  induction  in  the 
particular  position  :  the  armature  is  then  moved  on  through  a 
small  angle,  and  another  throw  obtained.  A  curve  b  then 
plotted  showing  the  variations  in  the  induction  of  magnetism 
through  the  armature  The  steepness  of  the  curve  measures 
the  electromotive-force  at  every  point  This  method  does  not 
require  the  machine  to  be 
driven :  and  it  does  not  take 
into  account  the  possible  re- 
actions of  the  armature  current 
in  a  running  machine,  which 
will  doubtless  displace  the 
distribution  of  the  magnetism. 
The  demagnetising  in- 
fluence of  the  armature  cur- 
rent has  been  studied  by  Mr. 
Esson,*  who  has  determined 
(Fig.  3i5)theextemalcharac- 
teristic  of  an  alternate-current 
dynamo  when  separately  ex- 
cited with  different  amounts  of 
current.  The  three  curves  cor- 
respond to  the  three  cases 
when  the  separate  exciting 
current  measured  respectively 
24,  12,  and  6  amperes.  The 
effect  of  the  armature  current 
is  most  marked  when  the  field-magnets  are  weakly  excited, 
and' apparently  roughly  in  proportion  to  the  square  of  the 
armature  current  In  the  Mordey  alternator  (p.  273)  the 
field-magnet  is  so  powerful  that  the  diminution  of  the  electro- 
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motive-force  from  this  cause  with  the  full  current  is  less  than 
3  per  cent  of  the  whole,  the  resulting  droop  in  the  character- 
istic being  extremely  slight 

It  may  be  pointed  out  that  owing  to  the  great  self-induction 
in  the  coils  of  any  electro-dynamometer  constructed  of  fine  wire, 
it  is  generally  impracticable  to  use  such  an  instrument  as  a  volt- 
meter for  measuring  the  average  difference  of  potential  between 
two  points  of  an  alternate-current  circuit,  and,  even  if  practi- 
cable, its  indications  would  be  false,  as  they  would  depend,  not 
alone  on  the  average  potential,  resistance,  and  self-induction, 
but  also  on  the  frequency  of  the  alternations.  In  such  cases 
it  is  better  either  to  use  a  voltmeter  depending  on  the 
stretching  of  a  long  thin  wire  heated  by  the  current,  com- 
pletely enclosed  in  a  tube  having  the  same  coefficient  of 
thermal  expansion,  as  suggested  by  Cardew,  or  else  to  apply 
a  quadrant  electrometer  in  the  manner  suggested  in  1880  by 
M.  Joubert.  In  this  latter  case  the  difficulty  is  to  calibrate 
the  scale-readings.  This  is  best  done  by  taking  readings 
first  with  a  continuous  current  on  some  portion  of  the  circuit 
in  which  there  is  little  or  no  self-induction,  such  as  a  straight 
thin  wire,  and  comparing  these  readings  with  others  obtained 
on  the  same  wire  when  the  alternate  current  is  passed  through 
it  Another  method  is  to  measure  in  a  delicate  calorimeter 
the  heat  evolved  from  a  thin  wire  of  high  resistance  used  as  a 
shunt  If  a  Cardew  voltmeter  is  employed,  the  fnaximum 
electromotive-force  will  be  equal  to  that  shown  by  the  instru- 
ment multiplied  by  v^2. 

The  student  is  referred  for  further  reading  to  Joubert,  Annales  cU 
VEcole  Normale  Supirieure^  x.,  1881,  and  Journal  cU  Physique^  s.  ii.  t.  ii. 
p.  293,  1883 ;  and  particulariy  to  the  paper  of  Dr.  J.  Hopkinson  in  Vol. 
XIII.  of  the  Journal  of  the  Society  of  Telef^aph- Engineers  and  Elec- 
tricians (with  the  discussion  which  followed).  More  recently  Dr.  J. 
Hopkinson  has  published  in  the  Proceedings  of  the  Royal  Society 
(February  1887)  a  theory  of  the  alternate-current  dynamo  in  which  the 
periodic  variations  in  the  self-induction  in  the  machine  are  taken  into 
accoimt.  Dr.  £.  Hopkinson  has  also  touched  the  subject  in  his  paper 
read  before  the  British  Association,  1887,  reprinted  in  the  Electrician^ 
xix.  p.  379,  1887. 

2  H  2 
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CHAPTER  XXIV. 

On  Coupling  Two  or  More  Dynamos  in 

One  Circuit. 

It  is  sometimes  needful  to  couple  two  or  more  dynamos 
together,  so  that  they  may  supply  to  a  circuit  a  larger  quan- 
tity of  electric  energy  than  either  could  do  singly.  Thus  it 
may  occur  that  two  dynamos,  neither  of  which  can  safdy 
carry  a  greater  current  than  lo  amperes,  are  required  to 
supply  jointly  a  20-ampfere  current :  or  two  machines,  each 
of  which  can  run  at  60  volts,  are  required  to  furnish  an  electro- 
motive-force of  120  volts.  Simple  as  these  cases  may  seem, 
it  is  not  so  easy  to  carry  them  out,  because  it  depends  upon 
the  construction  of  the  machine,  and  especially  upon  the 
mode  of  excitation  of  the  field-magnets,  whether  they  can  be 
coupled  together  without  interfering  with  each  other's  running. 
For  it  may,  and  does,  occur  that  if  not  rightly  arranged,  one 
machine  will  absorb  energy  from  the  other  and  be  driven  as 
a  motor  instead  of  adding  anything  to  the  energy  of  the 
circuit. 

Coupling  Machines  in  Series. — Series-wound  dynamos  may 
be  united  in  series  with  one  another  for  the  purpose  of 
doubling  the  electromotive-force.  Thus  two  Brush  machines, 
each  working  at  10  amperes,  and  each  capable  of  working 
6  arc-lamps,  may  be  joined  in  one  circuit  with  12  arc-lamps 
in  series.  The  only  needful  precaution  is  to  see  that  the 
-f-  terminal  of  one  machine  is  joined  to  the  —  terminal  of 
the  other,  precisely  as  with  cells  of  a  battery.  Shunt-wound 
dynamos  may  also  be  coupled  in  series,  though  the  arrange- 
ment is  not  good  unless  the  two  shunt  coils  are  also  put  in 
series  with  one  another,  so  as  to  form  one  long  shunt  across 
the  circuit     Compound-wound  dynamos   may  be  connected 
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in  series  with  one  another,  provided  the  shunt  parts  of  the 
two  are  connected  as  a  single  shunt,  which  may  extend 
simply  across  the  two  armatures  (double  short-shunt),  or 
may  be  a  shunt  to  the  external  circuit  (double  long-shunt), 
or  may  be  a  mixture  of  long  and  short  shunt.  The  same 
considerations  apply  to  more  than  two  machines.  The 
coupling  of  alternate-current  dynamos  is  considered  later. 

Coupling  Dynamos  in  Parallel.  —  Two  series  dynamos 
cannot  be  coupled  in  parallel  in  a  circuit  without  a  slight 
re-arrangement,  otherwise  they  interfere.  For,  suppose  one 
of  them  to  fall  a  little  in  speed,  so  that  the  electromotive-force 
of  one  machine  is  higher  than  that  of  the  other  machine  with 
which  it  is  in  parallel.  The  machine  having  the  higher 
electromotive-force  will  then  drive  a  current  in  the  wrong 
direction  through  the  other  machine,  reversing  the  polarity 
of  its  field-magnets  and  driving  it  as  a  motor.  To  obviate 
this,  Gramme  made  the  suggestion  that  the  machines  should 
be  coupled  in  parallel  at  the  brushes 
as  well  as  at  the  terminals.    This  is  Fig.  316. 

shown  in  Fig.  316.  The  terminals 
Ti  Ti  of  one  machine  are  respectively 
joined  to  Tj  Tj  of  the  second  machine, 
and  a  third  wire  joins  Bi  with  B2.  If 
both  machines  are  doing  precisely 
equal  work,  there  will  be  no  current 
through  the  wire  Bi  Bj.     If  either    ^......... 

machine  falls    behind,   part  of   the    coupling  of  Two  Series 
current  from  the  other  machine  will       Dynamos  in  Parallel. 
flow  through  Bi  Ba  and  help  to  main- 
tain the  excitement  of  the  magnets  of  the  weaker  machine. 
This  effectually  prevents  reversals. 

In  the  case  of  shunt  machines  there  is  no  great  difficulty  in 
running  them  in  parallel,  as  indeed  is  done  on  a  large  scale 
with  the  eight  dynamos  of  Edison's  New  York  lighting 
station.  The  chief  precaution  to  be  taken  is  that,  whenever 
an  additional  dynamo  has  to  be  switched  into  circuit,  its  field 
must  be  turned  on,  and  it  must  be  run  at  full  speed  before  its 
armature  is  switched  into  connexion  with  the  mains,  otherwise 
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the  current  from  the  mains  will  flow  back  through  it  and 
overpower  the  driving  force.^  Another  method  of  coupling 
two  series  machines  is  to  cause  each  to  excite  the  other's 
field-magnetism.  This  equalises  the  work  between  the  two 
machines. 

Coupling  of  Compound  Dynamos  in  Parallel  Circuit — It 
has  been  stated  on  high  authority  that  there  is  difficulty  in 
working  compound  dynamo  machines  in  parallel  circuit, 
chiefly  on  account  of  the  tendency  possessed  by  any  par- 
ticular dynamo,  which  from  any  cause  may  temporarily  be 
doing  more  work  than  the  other,  or  others,  in  parallel  circuit 
with  it,  to  do  still  more  work.  It  is  stated  that  the  exaltation 
of  the  fleld  strength  in  such  a  case,  due  to  the  increase  of  the 
current  traversing  the  series  circuit,  raises  the  electromotive- 
force  of  the  machine,  and  causes  it  not  only  to  do  more  than 
its  due  share  of  the  work,  but  even  to  send  current  through 
the  machine  which  is  connected  with  it,  which  on  account  of 
its  reduced  electromotive-force  becomes  merely  a  part  of 
the  external  circuit  of  the  more  powerful  generator.  There 
is  no  doubt  that  such  an  action  may,  and  does,  take  place ; 
and  if  unavoidable  would  render  compound  dynamos  un- 
suitable for  employment  in  many  situations  where  their  self- 
regulating  powers  must  render  them  very  useful.  Mr.  W.  M. 
Mordey,  to  whom  the  author  is  indebted  for  the  paragraphs 
which  follow,  has,  however,  pointed  out  that  the  difficulty 
may  be  overcome  by  connecting  the  parallel  machines  in 
such  a  way  that  not  only  are  the  shunt  portions  of  the  field- 
magnets  in  parallel  circuit,  but  the  series  circuits  of  the  field- 
magnets  are  also  a  shunt  on  one  another  ;  in  other  words^ 
by  connecting  the  brushes,  as  well  as  the  terminals,  in  parallel 
circuit,  precisely  as  Gramme  has  done  for  series-wound  ma- 
chines. This  mode  of  connexion  is  shown  by  the  accompany- 
ing diagram  (Fig.  317). 

Ai  A2  are  the  armatures  of  two  compound  dynamos,  Ti  Ti 

*  See  BurstyD,  in  the  Zeitsckri/i  fur  angeivandU  Elekiriciiatslehren,  i88l, 
p.  339,  also  Schellen  (2nd  Edition),  p.  717  ;  Ledeboer,  in  La  Luntiire  Electriqtu^ 
xxvi.  210,  1887;  Meylan,  in  La  LumiSre  EUctrique^  xxvi.  379,  1887;  and 
Feussner,  in  Zeitschrifi  fiir  Elcktrotecknik  (1887),  108. 
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and  Ts  Ta  are  the  terminals ;  the  wire  Bi  B2  acting  in  con- 
junction with  the  lead  Ti  Ta  on  the  left,  puts  the  armatures 
in  parallel.  When  compound  dynamos  are  connected  in  this 
way,*  they  work  quite  satisfactorily,  and  exercise  a  considerable 
power  of  mutual  adjustment.  No  necessity  exists  for  driving 
by  clutch  or  other  *' positive"  connexion,  ordinary  belt 
driving  being  quite  admissible,   even  when  the  belts  have 

Fig.  317. 
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different  percentages  of  slip— as  may  happen  when  they  are 
not  alike  in  tightness  or  character. 

This  mutual  adjustment  extends  also  to  the  case  of  slight 
differences  in  the  sizes  of  the  driving  or  driven  pulleys  where 
a  single  steam-engine  or  other  motor  is  driving  ooth  or  all 
of  the  machines,  as  well  as  to  the  case  of  separate  engines 
being  employed  to  drive  separate  machines.  Of  course  the 
power  of  mutual  adjustment  must  not  be  unduly  strained  by 
trusting  to  it  to  remedy  inequalities  of  a  serious  nature. 

'  The  method  proposed  by  M.  Ledeboer  in  La  Lumi^e  EUctriqm^  xxvi.  210, 
1887,  is  practically  identical  with  the  above. 
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The  rationale  of  this  adjustment  is  very  simple.  Taking 
the  case  of  two  exactly  similar  compound  dynamos,  connected 
as  described  above,  it  will  be  evident  that  as  the  shunt  fields 
as  well  as  the  series  fields  are  similar,  and  are  respectively  in 
parallel  circuit,  the  strength  of  the  magnetic  fields  in  the  two 
dynamos  will  be  alike.  Then  at  the  same  speed  their  electro- 
motive-forces will  be  equal,  and  they  will  absorb  power 
equally,  and  will  do  equal  work.  But  if  from  any  cause  one 
of  them  begin  ever  so  slightly  to  lag  behind  the  other  in 
speed,  its  electromotive-force  will  become  slightly  lower,  and 
it  will  absorb  proportionately  less  power.  The  power  being 
thus  unequally  distributed,  the  slow  machine  will  tend  to 
race,  while  the  fast  one  will  tend  to  slow  down.  In  this  way 
the  two  dynamos  will  exercise  a  continual  mutual  adjustment, 
resulting  in  an  equal  division  of  the  work  between  them. 

And  not  only  does  this  control  exist  with  similar  com- 
pound dynamos,  but  it  may  be  relied  on  when  the  dynamos 
are  unlike  in  size,  power,  and  speed. 

For  instance,  large  and  powerful  machines  may  be  worked 
in  parallel  circuit  with  smaller  machines  of  various  power,  and 
each  will  do  its  proper  share  of  the  work. 

In  such  a  case,  however,  it  is  necessary  to  observe  an 
additional  precaution.  Not  only  should  the  various  dynamos 
be  connected  together,  and  to  the  external  circuit,  according 
to  the  plan  described  above,  but  such  a  proportion  should  be 
observed  between  the  resistances  of  the  series  coils  of  the 
various  connected  machines  that  with  the  varying  resistance 
of  the  external  circuit  the  fall  of  potential  in  all  the  series 
coils  may  be  similar.  This  is  the  case  when  the  respective 
resistances  of  the  series  coils  are  inversely  proportional  to  the 
full  (or  any  equal  proportion  of  the  full)  current  intended  to 
be  generated  by  each  dynamo. 

When  the  resistances  of  the  series  fields  of  the  parallel 
dynamos  are  thus  inversely  proportional  to  their  currents, 
they  will  work  satisfactorily  in  parallel  circuit,  and  will 
possess  the  desired  power  of  adjustment  under  any  circum- 
stances likely  to  arise  in  practice  where  ordinary  care  and 
skill  are  exercised. 
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The  examination  of  the  subject  does  not,  of  course,  cover 
all  the  details  of  the  actions  connected  with  the  working  of 
compound  dynamos  in  parallel  circuit.  A  fuller  inquiry 
reveals  a  theoretical  necessity  for  giving  an  exactly  similar 
formation  to  the  characteristic  curves  of  all  the  connected 
machines.  For  practical  purposes,  however,  the  foregoing 
precautions  will  generally  be  found  sufficient. 

A  method  of  connecting  the  machines,  differing  from  the 
above,  has  been  suggested.  It  is  vtty  similar  to  that  which 
has  been  used,  as  mentioned  above,  with  Gramme  dynamos, 
consisting  in  employing  the  current  of  one  machine  A  to 
excite  the  fields  of  a  second  machine  B,  while  the  current  of 
B  in  turn  is  made  to  magnetise  the  fields  of  A.  This  is  a 
perfectly  practicable  plan.  With  compound  dynamos  the 
series  coils  will  alone  require  to  be  operated  in  this  way. 
But  there  are  some  objections  to  such  an  arrangement  It 
can  only  be  used  when  the  dynamos  are  exact  copies  of  each 
other,  and  is  therefore  out  of  the  question  when  it  is  desired 
to  utilise  machines  of  various  sizes  and  speeds  to  operate  one 
circuit  Another  objection  is  that  with  such  a  method  it  is 
always  necessary  to  have  at  least  two  machines  working,  even 
when  one  is  sufficient  or  more  than  sufficient  for  the  require- 
ments of  the  moment  In  such  a  case  when  it  may  be  desired 
to  use  one  machine  only,  an  arrangement  of  switches,  always 
more  or  less  unsatisfactory,  must  be  adopted ;  while  the  making 
of  the  involved  change  could  scarcely  be  effected,  while  the 
machines  were  working,  without  causing  some  interruption  to 
the  external  current — an  event,  however  momentary,  to  be 
carefully  avoided  in  practical  work.  Again,  an  accident  to 
one  machine  would  incapacitate  not  only  that  machine,  but 
also  the  second  one  which  relied  on  the  former  for  its  field 
excitation. 

The  plan  suggested  by  Mr.  Mordey  appears  the  more 
satisfactory  one,  and  may  be  used  in  a  lighting  station,  or  in 
any  situation  where  the  varying  requirements  of  the  circuit 
render  it  desirable  to  bring  additional  machines  into  operation 
as  the  work  increases,  and  to  disconnect  them  from  the 
mains  as  the  demand  for  current  falls  off.    To  accomplish 
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this  the  following  arrangements  and  order  of  operations 
should  be  observed.  The  dynamos  should  each  be  furnished 
(see  Fig.  317)  with  a  switch  s  in  the  shunt  circuit ;  they  should 
each  have  also  a  switch  m  in  their  main  circuit  between  the 
armature  part  and  the  point  where  the  shunt  circuit  joins  on, 
so  that  the  armature  part  may  be  interrupted  without  inter- 
rupting the  shunt  circuit  The  connecting  wire  from  brush 
to  brush,  which  should  be  at  least  as  thick  as  the  mains, 
should  also  be  furnished  with  a  switch  s.  Suppose  dynamo 
No.  I  is  at  work  alone,  its  two  switches,  Sx  and  #«i,  will  be 
closed.  If,  now,  dynamo  No.  2  is  to  be  thrown  in,  the  follow- 
ing order  must  be  observed.  First  get  up  the  speed  of  No.  2 
to  its  full  value,  then  close  s^  then  z ;  this  will  fully  excite  its 
magnetism  ;  lastly,  close  m^  When  No.  2  has  to  be  thrown 
out  of  circuit  the  order  must  be  exactly  reversed :  first  open 
m^'i  then  z;  then  s^)  lastly,  slow  down  the  machine.  A 
special  combination-switch,  which  will  perform  these  succes- 
sive operations  in  their  proper  order,  is  desirable. 

Coupling  of  Alternate-current  Dynamos.  —  The  chief 
principles  governing  the  working  of  two  or  more  alternate- 
current  machines  on  the  same  circuit  were  experimentally  dis- 
covered by  Wilde,  and  described  by  him  in  a  paper  published 
in  the  Philosophical  MagazUte  as  far  back  as  January  1869, 
In  the  midst  of  the  labour  devoted  during  succeeding  years  to 
the  development  of  direct-current  machines,  Wilde's  paper 
appears  to  have  been  quite  forgotten,  and  it  was  not  until 
Dn  Hopkinson  independently  took  up  the  question  and 
treated  it  in  his  lecture  on  "  Electric  Lighting "  before  the 
Institution  of  Civil  Engineers  in  1883,  that  attention  was 
recalled  to  the  subject.  Dr.  Hopkinson's  method  of  procedure 
differed  essentially  from  Wilde's  in  that  he  first  deduced  the 
behaviour  of  certain  alternate-current  dynamos  under  given 
conditions  from  theoretical  considerations,  and  afterwards 
when  opportunity  occurred  practically  tested  and  verified  his 
theoretical  conclusions.  In  the  following  remarks  we  shall 
chiefly  follow  the  line  of  argument  used  by  Dr.  Hopkinson. 

In  order  that  two  or  more  alternate-current  machines  may 
work  usefully  together,  it  is  easily  seen  that  the  periodic  time 
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;,  of  the  alternations  of  one  machine  must  be  exactly  equal  to  or 
,  at  least  some  very  small  multiple  of  the  periodic  time  of  the 
other.  In  practice  only  the  first  case  has  been  carried  out 
liitheTto.  Let  us  consider  then  the  case  of  two  exactly  similar 
and  equal  machines  A  and  B,  running  at  the  same  speed,  so 
that  the  periodic  time  of  the  alternations  of  electromotive- 
force  is  the  same  in  each  machine.  If  the  phase '  of  these 
two  machines  happens  to  be  exactly  the  same^  and  they  are 
j<nned  in  series,  then  evidently  the  two  electromotive-forces 
'mil  be  added  together  and  the  two  machines  will  behave  as 

Fig.  318. 


one.    But  such  a  condition  of  affairs  will  be  unstable ;  and  if 
anything  happens,  such  as  a  slip  of  one  of  the  driving  belts,  to 
slightly  alter  the  exact  agreement  of  phase,  the  mutual  ele 
trical  action,  will  tend  to  increase  the  difference  of  ptu 
instead  of  counteracting  it      In  Fig.  318  let  the  absdsi 
measured    along  O  X    represent    time    and    the    vertic 
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distances  electromotive-force;  then  the  curves  AAA  and 
B  B  B  will  represent  the  march  of  the  alternations  of  electro- 
motive-force in  the  two  machines,  the  curve  B  B  B,  which 
lies  to  the  right  of  A  A  A,  being  the  one  corresponding  to 
the  machine  which  lags  behind  the  other  in  phase.  The 
curve  E  E  E,  which  is  obtained  by  adding  the  ordinates  of 
the  other  two  curves,  gives  the  resultant  electromotive-force  in 
the  circuit  at  any  instant  As  shown  on  p.  461,  the  current 
will  have  the  same  periodic  time  as  this  last  electromotive- 
force,  but  will  lag  behind  it  in  phase.  It  may  therefore 
be  represented  by  the  dotted  curve  III,  in  which  the 
ordinates  represent  current    instead   of  electromotive-force. 

Fig.  319. 


Now  the  rate  at  which  either  machine  is  putting  energy 
into  the  circuit  at  any  instant  is  given  by  the  product 
of  the  ordinate  of  1 1  at  that  instant  by  the  ordinate  of 
the  electromotive-force  curve  for  that  machine  at  the  same 
instant  Thus  at  the  instant  N  the  machine  A  is  doing 
work  at  the  rate  NKxNG,  and  the  machine  B  at  the 
rate  NA  x  NG.  The  meaning  of  the  product  being  some- 
times negative  is  that  the  machine  is  at  that  moment /zfo^TrWwf 
energy  from  the  circuit.  The  total  work  done  by  either 
machine  during  a  complete  alternation  of  current  is  obtained 
by  summing  up  for  the  whole  alternation  the  above  products, 
each  multiplied  by  the  small  interval  of  time  dt  during 
which  it  can  be  assumed  to  be  constant  This  is  most  readily 
summed  analytically,  but  may  be  done  graphically  as  follows. 
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Plot  a  new  set  of  curves  in  which  the  abscissas  are  the  same 
as  before,  but  the  ordinates  are  the  products  of  electromotive- 


force  and  current  for  each  machine  for  each  instant  of 
time.  The  result  will  somewhat  resemble  Fig.  319,  which 
has  beeu^obtained  thus  from  Fig.  318.    Here  the  curve  aaa 


Fig.  311. 


refers  to  machine  A,  and  ihb  to  machine  B.    The  total 
work  is  obtained  by  measuring  the  area  included  between 
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each  curve  and  the  axis  of  abscissae,  remembering  that  areas 
below  the  axis  are  to  be  reckoned  as  negative  and  arithmetic- 
ally deducted.  A  moment's  inspection  of  these  curves  will 
show  that  machine  B  is  doing  more  work  than  machme  A, 
In  fact,  the  curve  aaa  \s  symmetrical  about  the  horizontal 
axis  ^ ^^  whereas  the  curve  bbbv&  exactly  similar  to  it,  but  is 
symmetrical  about  the  higher  axis  x* ^\  and  therefore  the 
positive  area  included  between  it  and  the  axis  of  time  is 
necessarily  greater  than  that  for  the  curve  a  a  a.  The  lagging 
machine  B  has  therefore  most  work  thrown  upon  it,  and  will 
consequently  be  retarded  ;  thus  the  lag  will  be  increased,  and 
the  resultant  electromotive-force  and  consequently  the  current 
thereby  diminished.    But  that  the  tendency  will  still  be  towards 

Fig.  322. 


further  lagging  is  shown  in  Figs.  320,  321,  which  are  drawn 
in  the  same  way  and  to  the  same  scale  as  Figs.  318  and  319, 
but  with  increased  lag  of  machine  B.  The  lag  will  therefore 
continue  to  increase,  and  the  resultant  electromotive-force  and 
current  to  diminish,  until  such  time  as  the  electromotive-forces 
of  the  two  machines  differ  in  phase  by  exactly  half  a  period 
and  therefore  directly  oppose  one  another.  In  this  case  the 
resultant  electromotive-force  will  be  continually  zero  and 
therefore  no  current  will  flow.  Figs.  319  and  321  will  be 
reduced  to  Fig.  322.  This  condition  of  affairs  is  stable,  since 
if  anything  disturbs  the  exact  opposition  of  phase  the 
electrical  action  will  tend  to  re-establish  it. 

Another  deduction   from    the  above  proof  is  that  the 
machines  will  theoretically  work  perfectly  well  in  paralleL   For 
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let  A  a  (Fig.  323)  represent  the  collectors  of  machine  A,  and 
B  b  those  of  machine  B ;  then,  as  shown  above,  if  these  are 
joined,  A  to  B,  and  a  to  ^,  as  in  the  dotted  lines  of  the  figure, 

Fig.  323. 


no  current  will  flow,  and  if  an  arc-lamp  be  placed  in  ^  ^  or  B  A 
it  will  not  light  up.  In  fact,  A  and  B  are  both  at  their  maxi- 
mum  positive  potential  simultaneously,  and  at  the  same  instant 

Fig.  324. 


a  and  b  are  at  their  maximum  negative  potential.  But  this 
is  exactly  the  state  of  afiairs  which  will  enable  us  to  obtain 
a  current  through  the  circuit  PR/  joined  on  to  the  wires 
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A  a  and  B  ^  at  the  points  P  and  p.  With  this  arrangement 
the  machines  are  working  in  parallel  through  the  circuit 
PR/. 

A  still  further  deduction  is  that  an  alternate-current 
machine  can  be  used  as  a  motor.  In  this  case  machine  B 
(the  lagging  machine)  is  the  generator  and  is  doing  positive 
work  upon  the  current,  whereas  machine  A  is  doing  negative 
work  upon  the  current,  /.  e.  is  receiving  energy  therefrom,  and 
is  therefore  acting  as  a  motor.  The  conditions  are  that  the 
lag  of  one  electromotive-force  behind  the  other  shall  be  greater 
than  a  quarter  period,  the  lag  of  the  current  being  as  usual 
either  equal  to  or  less   than   a   quarter .  period  behind  ttie 


resultant  electromotive-force.  These  statements  are  readily 
proved  by  re-drawing  Figs.  320  and  321  under  the  above 
conditions.     Here  is  the  result  in  Figs.  324  and  325. 

A  more  curious  result  still  is  that  A  can  be  driven  as  a 
motor  by  B  even  if  its  electromotive-force  is  greater  than  that 
of  B.  The  proof  is  precisely  the  same  as  that  just  given,  and 
is  left  for  the  student  to  work  out  for  himself  as  an  exercise. 

All  the  curves  given  are  for  the  same  pair  of  machines 
running  at  the  same  speed  throughout  and  with  the  same 
total  resistance  in  the  outer  circuit.  The  lag  of  the  current 
behind  the  resultant  electromotive-force  is  therefore  the  same 
in  each  case  (see  p.  462). 

It  is  scarcely  necessary  to  say  that  the  analytical  proofs 
are  in  perfect  accord  with  the  graphic  ones,     A  further  result 
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of  the  analytical  method  which  is  not  so  amenable  to  graphic 
treatment  is  that  the  energy  wasted  in  Foucault  currents  in 
the  iron  when  the  machine  is  slwrt-circuited  is  less  than  when 
it  is  running  on  open  circuity  and  therefore  the  machine  will  be 
cooler  when  used  to  generate  a  current  than  when  allowed  to 
run  without  doing  so.  This  fact  has  long  been  well  known  in 
connection  with  alternating-current  machines,  and  is  well  illus- 
trated by  the  following  experiments  made  by  Dr.  Hopkinson 
on  a  De  Meritens  machine : — 

Power  giyen  to  machine)  «  .        , 

as  measured  on  belt    ../  3  I        45        S©        05        54 

Electric  power  developed     0*7 
Power  lost  ..         ..     2*4 

Mean  current  in  amperes     7  *  7 

It  will  be  noticed  that  the  loss  of  power  is  least  wi!Cci  maximum 
load. 

The  above  conclusions  have  been  brought  by  Dr. 
Hopkinson  and  Prof.  Adams  to  the  test  of  experiment  with 
the  three  large  De  Meritens  machines  used  for  the  investiga- 
tion on  "  Lighthouse  Illuminants  "  at  the  South  Foreland. 

Two  of  the  machines  were  connected  in  parallel  and 
clutched  together  until  they  had  attained  their  usual  speed, 
when  they  were  unclutched  and  each  was  driven  by  its  own  belt. 
The  electromotive-force  on  open  circuit  remained  steady,  the 
machines  continuing  to  rotate  in  unison,  and  was  the  same  as 
that  of  one  of  the  machines  when  tested  by  itself.  No  current 
passed  along  the  connecting  wires.  The  circuit  P  R/  (Fig.  323) 
was  now  closed  through  an  arc-lamp ;  the  machines  continued 
to  run  as  steadily  as  before,  although  a  large  current  of  221 
amperes  was  passing  through  the  arc.  Lastly,  the  lamp 
circuit  was  broken,  the  machines  were  short-circuited  on  one 
another,  and  the  belt  was  thrown  off  one  of  them  ;  it  continued 
to  run  at  the  same  steady  speed,  being  driven  as  a  motor  by 
the  current  from  the  other  machine.  Other  experiments 
were  made,  all- confirming  the  theoretical  conclusions.  These 
results  are  summarised  in  the  following  table,^  some  photo- 

*  Journal  of  So€,  Tclegr.-Eng,  and  Electricians^  vol.  xiii.  p.  524. 
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metric  measurements  of  the  arc  light  being  included,  as  they 
are  interesting  in  themselves  : — 


at  the  Arc. 


•  •       •  I 


With  one  machine 

With  two  machines  ..      ..^ 


With  three  machines . . 


i 


With  two  machines  driving  \ 
the  third  as  a  motor      .. / 


33 

35-5 

36 

37 
42  to  32 

41  to  37 
52  to  41 


Current. 


275 
278 

300 

3CO 

310 

240  to  285 


Watts  in 
the  Arc. 


Illuminjuion. 


By  red        By  blue 
Ught.  light. 


5.775 

9,750 

10,000, 
11,100 
11,000 
ii,6ooj 

12,000 


8,000 
13 f 500 

16,000 
17.300 


16,000 
23,200 

31,000 


The  governing  of  the  speed  of  a  motor  running  thus  is 
perfect,  but  is  accompanied  by  the  serious  disadvantages 
{a)  that  it  can  only  run  at  one  speed  which  depends  on  the 
speed  of  the  generator,  {b)  that  it  has  to  be  brought  up  to  this 
speed  by  some  extraneous  means  before  it  can  be  run  as  a 
motor  at  all,  {c)  that  if  any  of  the  conditions  (such  for  instance 
as  the  load  being  too  great)  are  unfavourable  it  pulls  up 
altogether.  One  way  of  bringing  the  motor  up  to  the  required 
speed  is  to  drive  it  by  a  belt  until  this  speed  is  attained  and 
then  throw  the  belt  off.  Another  method  is  to  start  the 
generator  slowly  and  turn  the  motor  by  hand  until  it  falls 
into  step  with  the  generator ;  the  speed  of  the  latter  may  then 
be  increased,  when  it  will  be  found  that  the  motor  also 
increases  its  speed,  keeping  pace  exactly  with  the  generator. 
This  of  course  involves  the  serious  disadvantage  of  having 
to  stop  or  at  least  slow  down  the  generator  every  time  the 
motor  has  to  be  started. 

[For  further  information  on  this  subject  the  reader  is  referred  ^^ 
an  article  by  Dr.  G.  Schmidt,  in  Centralblatt  filr  Elcktrotechnik^  i^' 
440,  1887,  dealing  with  methods  of  indicating  difference  of  phase  *^ 
altemate-ciurent  dynamos;   and  by  Elihu   Thomson,  in  EkdrU'^ 
Worlds  vol.  ix.  p.  258,  May  1887 :  and  vol.  xL  p.  39,  Jan.  1888.] 
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CHAPTER    XXV. 

Transformers. 

During  recent  years  methods  of  distributing  electric  energy 
have  come  into  vogue,  in  which,  for  the  sake  of  economising 
the  cost  of  the  metallic  conductors,  distribution  is  effected  at  a 
high  electromotive-force  or  electric  pressure  from  the  central 
generators,  and  is  received  at  different  points  by  apparatus 
known  as  transformers,  which  transform  the  electric  energy 
supplied  to  them,  and  give  it  out  again  at  a  lower  electro- 
motive-force or  electric  pressure. 

To  comprehend  fully  the  bearing  of  the  matter,  it  must 
be  remembered  that  the  energy  supplied  per  second  is  the 
product  of  two  factors,  the  current  and  the  electromotive-force 
at  which  that  current  is  supplied ;  or,  in  our  notation, 

ei  ^  electric  energy  per  second  (in  watts). 

The  magnitudes  of  the  two  factors  may  vary,  but  the 
value  of  the  power  supplied  depends  only  on  the  product  of 
the  two :  for  example,  the  energy  furnished  per  second  by  a 
current  of  10  amperes  supplied  at  a  pressure  of  2000  volts  is 
exactly  the  same  in  amount  as  that  furnished  per  second  by 
a  current  of  400  amperes  supplied  at  a  pressure  of  50  volts  : 
in  each  case  the  product  is  20,000  watts.  Now  the  loss  of 
energy  that  occurs  in  transmission  through  a  well-insulated 
wire  depends  also  on  two  factors,  the  current  and  the  resistance 
of  the  wire,  and  in  a  given  wire  is  proportional  to  the  square 
of  the  current.  In  the  above  example  the  current  of  400 
amperes,  if  transmitted  through  the  same  wire  as  the  lo-amp^re 
current,  would,  because  it  is  forty  times  as  great,  waste  sixteen 
hundred  times  as  much  energy  in  heating  the  wire.  Or,  to 
put  it  the  other  way  round,  for  the  same  loss  of  energy  one 
may  use,  to  carry  the  lo-amp^re  current   at   2000  volts,  a 
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wire  having  only  fgW^  ^^  ^^  sectional  area  of  the  wire 
used  for  the  400-amp^re  current  at  50  volts.     The  cost  of 
copper  conductors  for  the  distributing  lines  is  therefore  very 
greatly  economised  by  employing  high  pressures  for  distribu- 
tion of  small  currents. 

For  transforming  from  high  pressures  to  low,  several  kinds 
of  apparatus  are  known,  namely : — 

1.  Storage  Batteries, — A  large  number  of  these  to  be 
charged  in  series  at  a  high  potential ;  the  series  afterwards 
divided  up  or  rearranged  so  as  to  discharge  larger  currents  at 
lower  pressure.  This  system  is  applicable  to  direct-current 
working  only,  not  to  alternate  currents,  and  has  the  advantage 
of  storing  the  consumer's  supply. 

2.  Induction-coils,  also  called  for  this  purpose  Secondary 
Generators,  or  Transformers,  or  Converters, — This  system  will 
only  answer  with  alternating  currents,  which  being  transmitted 
through  the  distributing  mains  at  high  pressure,  and  travers- 
ing the  primary  wires  of  the  induction-coils,  set  up  in  the 
secondary  wires  currents  which  feed  the  separate  circuits  of 
lamps  at  the  desired  low  pressure. 

3.  Motor-generators, — These  are  either  two  separate  ma- 
chines ;  a  motor,  adapted  to  receive  small  currents  at  high 
potential,  and  be  driven  by  them,  and  a  dynamo,  driven  by 
the  motor,  and  capable  of  generating  large  currents  at  low 
potential ;  or  they  consist  of  single  machines  having  a  double- 
wound  armature,  one  set  of  windings  of  fine  wire  to  receive 
the  incoming  currents  at  high  potential,  and  another  set,  of 
thick  wire,  to  furnish  the  outgoing  currents  at  low  potential. 

4.  Commuting  Transformers, — ^These  are  a  variety  of  the 
last,  but  neither  armature  nor  field-magnet  revolves,  the 
polarity  of  the  magnetic  circuit  being  caused  to  vary  by 
special  commutators. 

Storage  batteries  we  cannot  here  discuss :  motor-generators 
will  be  very  briefly  touched  upon.  Induction-coil  transformers 
for  alternate  currents  being  a  species  of  dynamo-electric 
machine,  will  be  dealt  with  only  as  such :  space  does  not 
admit  of  discussion  of  the  various  systems  of  distribution  in 
which  they  are  employed. 
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HISTORICAL  NOTES  ON  TRANSFORMERS. 

The  first  induction-coil  was  used  by  Faraday,^  and  consisted  of  a 
solid  iron  ring  six  inches  in  diameter  and  seven-eighth  of  an  inch  thick, 
having  a  primary  wire  seventy-two  feet  in  length,  and  a  secondary 
sixty  feet  in  length,  coiled  around  opposite  parts  (Fig.  326,  No.  i). 
Small  modifications  were  made  by  Masson,^  who  introduced  a  bundle 
of  iron  wires  as  core,  Pohl,^  Wright,  Henley,*  Dove,*  who  examined 
the  properties  of  various  kinds  of  iron  cores  and  the  damping  effects 
of  solid  metal  conductors  and  tubes,  Sinsteden/  Magnus,^  who  also 
investigated  the  effects  of  the  form  of  the  iron  core,  Stohrer,^  who 
constructed  the  vertical  pattern  of  coil,  Ritchie,'  who  suggested  the 
use  of  cloisons  or  partitions  in  winding  the  secondary,  where  high 
insolation  was  wanted,   Ruhmkorff,^®  who  gave  the  spark-coil  its 
classical  proportions,  and  Varley,^^  who  in  1856  described  a  form 
of  induction-coU  having  a  laminated  and  closed  magnetic  circuit, 
closely    resembling   some   of   the  modem  forms  of  transformers. 
Various  suggestions  for  use  of  induction-coils  in  distributing  current 
for  electric  lightmg  were  made  by  Jablochkoff,^^  who  proposed  to 
place  in  the  circuit  of  an  alternate-current  machine,  at  different 
points  of  the  circuit,  the  primary  coils  of  a  number  of  transformers, 
the  secondary  coils  of  which  were  used  to  supply  lamps  of  the 
"  electric-candle "  type,  and  by  Sir  C-  Bright,"  who  proposed  simi- 
larly to  distribute  currents  to  vacuum-tube  lamps.     Jablochkoff,  and 
later  Edwards  and  Normandy,^*  suggested  a  peculiar  construction  of 
copper-strip  conductors,  set  edge-on,  in  place  of  round  wires  in  the 
coils.   More  practical  forms  of  transformers  were  suggested  by  Fuller  ^* 
and  by  De  Meritens.^*    In  188 1  Hopkinson  "  proposed  to  utilise  the 
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Ann.  Chim,  Phys,,  Ixvi.  5,  1837 ;  and  iv.  129,  1842. 

Pogg"  Ann.,  xxxiv.  185,  500,  1835. 

Annals  of  Electricity,  v.  349,  1840 ;  vii.  322,  1 841. 

Pogg'  Ann.,  xlix.  72,  1840 ;  Ivi.  251,  1842. 

Ibid,,  kxxv.  465,  185 1 ;  and  xcvL  366,  1855. 

Ibid.,  xlviii.  95,  1839. 

See  Wiedemann's  Lekre  von  der  Elektricitat,  iv.  339. 

Phil  Mag.,  xiv.  239,  480,  1857. 
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self-induction  of  a  coil,  with  iron  core,  to  "  choke "  the  currents  of 
an  alternate-current  system  instead  of  introducing  wasteful  resistance. 
In  the  same  year  a  very  important  patent  was  taken  out  by  MM. 
Marcel  Deprez  and  J.  Carpentier  ^  for  a  system  for  the  economical 
transport   of  electric  energy  by  means  of  transformers.      At  the 
generating  station  the  alternating  currents  of  low  potential  were  to 
be  transformed  by  means  of  an  induction-coil  to  currents  of  high 
potential,  which  could  then  be  economically  conveyed  to  a  distance 
through  long  thin  conducting-wires,  and  there,  entering  the  fine-wire 
primary  coil  of  another  transformer  could  be  transformed  down  to 
low  potential  suitable  for  the  lamps  or  motors.     In  1882,  Gravier* 
suggested  the  motor-dynamo  as  a  transformer  for  continuous  currents, 
a  suggestion  which  had  been  partially  anticipated  by  Sir  W.  Thom- 
son ^  and  by  Gramme.*    This  suggestion  was  generalised  in  1883  by 
Cabanellas,'^  and  systems  of  distribution  on   the  same   plan  were 
independently  proposed  by  Edison,®  and  by  Lane-Fox.'       In  1882, 
Gaulard  and  Gibbs  ®  revived  the  use  of  alternate-current  distribution 
by  induction-coils ;  their  first  patent  proposes  a  coil  of  Ruhmkorff 
type.    Their  second  patent  ^  states  that  in  their  invention  the  alter- 
nate current  in  the  primary  circuit  was  to  be  maintained  of  constant 
strength,  while  its  electromotive-force  was  varied,  according  to  the 
demand  on  the  secondary  circuits.     This  implies  distribution  in 
series ;  in  the  same  year  they  revived  the  construction  of  induction- 
coils  with  sheet-copper  conductors  set  edge-on  to  the  core  under  the 
name  of  "  secondary  generators."    In  1883,  Kennedy  used  a  modified 
Gramme  ring  as  a  transformer ;  and  in  1885,  Deri  and  Zipemowsky  ^* 
proposed  the  use  of  transformers  for  affecting  the  self-regulation  of 
the  alternate-current  dynamo,  and  revived  the  use  of  induction-coils 
having  laminated  and  closed  magnetic  circuits.     In  the  same  year 
Ferranti  ^^  brought  out  transformers  constructed  of  iron  strips.     Ken- 

*  Spedfication  of  Patent  4128  of  1881. 

*  Ibid,^  121 1  of  1882. 

'  Rip,  Brit.  Assoc,  i88i. 

*  Comptes  Rendus,  Nov.  23,  1874. 

*  La  LumUre  Electrique,  iii.  44,  and  iv.  206, 1883  ;  and  Specification  of  Patent 
2880,  1885. 

*  Specifications  of  Patents  3752  and  3949  of  1882;  and  U.S.  Patents,  Nos. 
266,793,  Oct  31,  1882,  278,418,  May  29,  1883,  and  287,516,  Oct.  30,  1883. 

^  Specification  of  Patent  3692  of  1883. 

^  Jbid.y  4362  of  1882  ;  and  La  LumUre  EUctrique,  xiv.  40,  1 56,  1 884. 

*  Ibid,^  2858  and  3173  of  1884. 
>•  Jbid,,  3379  and  5201  of  1885. 
"  Ibid,,  15,251  of  1885. 
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nedy  ^  had  proposed  to  make  the  distribution  at  a  constant  potential, 
a  method  which  has  been  adopted  by  Zipemowsky,  Ferranti,  and 
subsequently  by  Gaulard  and  Gibbs,  and  by  Westinghouse  in  the 
United  States,  and  which  is  nearly  self-regulating.  Messrs.  Sharp 
and  Kent,  Snell,  and  Kapp  have  proposed  the  compounding  of 
transformers  so  as  to  make  them  automatically  self-regulating. 
Improvements  in  details  of  construction  have  been  made  by  Kapp 
and  Snell,  Mordey,  Westinghouse,  and  Statter.  Recent  improve- 
ments in  motor-generators  are  due  to  Scott  and  Paris,^  R.  P.  and 
J.  S.  Sellon,*  and  J.  Swinburne,*  the  latter  of  whom  suggests 
machines  adapted  for  transforming  from  a  circuit  supplied  at  con- 
stant current  to  a  secondary  circuit  fed  at  constant  potential. 

SYSTEMS    OF  DISTRIBUTION  BY  ALTER- 
NATING TRANSFORMERS, 

These  are  briefly  two  in  number : — (i)  At  constant  potential^ 
the  distributing  mains  branching  to  the  various  local  points 
where  the  transformers  supply  the  lights  at  low  potential. 
In  this  case  the  primary  wires  of  the  local  transformers  are 
coils  of  fine  wire  of  many  turns,  and  are  all  in  parallel  across 
thie  mains ;  the  secondary  coils  being  of  thick  wire  and  of 
few  turns.  (2)  With  comtant  airrent^  the  single  main  circuit 
going  from  the  primary  of  one  transformer  to  that  of  the  next. 
In  this  case,  as  the  primary  wires  are  in  series,  they  are  thicker 
and  of  few  turns.  The  first  of  these  systems  is  suitable  for 
incandescent  lighting,  the  second  for  arc  lighting. 

GENERAL   PRINCIPLES    OF  ALTERNATING 

TRANSFORMERS. 

An  alternating  transformer  may  be  regarded  as  a  species 
of  dynamo,  in  which  neither  armature  nor  field-magnet  revolve, 
but  in  which  the  magnetism  of  the  iron  circuit  is  made  to  vary 
through  rapidly  repeated  cycles  of  alternation,  by  separately 

'  Electrical  Review^  xii.  486,  June  9,  1883. 
■  Journal  Soc,  Teleg.'EngineerSy  xvii.  96,  1888. 
'  Specification  of  Patent  6260  of  1884. 

*  IbicL^  3525  of  1885. 

•  md,,  6682  of  1887. 
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exciting  it  with  an  alternating  current.  The  primary  coil  of 
the  transformer  corresponds  to  the  field-magnet  coil  of  the 
dynamo ;  the  secondary  of  the  transformer  to  the  armature 
coil  of  the  dynamo. 

Many  of  the  rules  for  construction  of  dynamos  apply  with 
equal  force  to  the  construction  of  transformers :  for  example, 
the  rules  concerning  insulation,  lamination  of  iron  cores,  and 
the  like.  In  all  cases  where  transformers  are  used  with 
very  high  potentials,  the  utmost  care  must  be  taken  about 
the  complete  and  efficient  insulation  of  all  the  wire  (and  con- 
nexions) of  the  high-potential  coils :  it  should  on  no  account 
be  wound  in  alternate  layers  between  the  windings  of  the  low- 
potential  circuit,  nor  stranded  with  it  into  a  cable ;  it  should, 
while  properly  enclosing  the  iron  circuit,  not  only  be  as  per- 
fectly insulated,  but  as  completely  isolated  as  may  be  from 
the  low-potential  wire  and  from  all  other  metal  work  in  the 
transformer. 

In  the  alternating  transformer,  by  whatever  name  called, 
the  function  of  the  iron  core  is  to  carry  the  magnetic  lines  of 
force  (that  are  created  by  the  current  in  the  primary  coil) 
through  the  convolutions  of  the  secondary  coiL  The  rate  at 
which  the  magnetic  lines  due  to  the  primary  current  are  cut 
by  the  secondary  circuit  is  the  measure  of  the  electromotive- 
force  given  to  the  secondary  circuit.  In  order  to  be  able  to 
calculate  the  amount  of  cutting  of  magnetic  lines  that  goes  on 
with  various  strengths  of  primary  current  and  various  rates  of 
alternation,  it  is  convenient  to  know  the  amount  of  cutting  of 
magnetic  lines  that  takes  place  when  unit  current  is  made  to 
flow,  or  is  stopped  in  the  primary  coils.  Let  M  be  used  as 
a  symbol  for  this  quantity.  It  will  be  proportional  to  the 
number  of  turns  in  the  secondary  coil,  because  each  turn 
encircles  the  iron  core  and  cuts  the  magnetic  lines ;  it  will 
also  be  proportional  to  the  number  of  turns  in  the  primary 
coil,  because,  cczteris  paribus^  the  magnetism  evoked  in  the 
iron  core  is  proportional  to  the  ampfere-tums  that  excite  it ; 
it  will  also  be  proportional  at  every  stage  to  the  permeability 
of  the  iron  core.  We  may,  in  fact,  calculate  M  by  the 
magnetic  principles  laid  down   in  Chapter  XIV.     Suppose 
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the  iron  core  to  form  a  closed  circuit  of  length  /,  section 
A,  permeability  /a;  and  that  Si  and  S2  are  the  respective 
numbers  of  turns  in  primary  and  secondary.  Then,  if  the 
primary  current  is  unity,  the  magnetomotive-force  due  to 
it  will  be  47rSi,  and  the  magnetic  resistance  will  be  //A/i, 
Dividing  the  former  by  the  latter,  we  shall  have  an  expression 
for  the  number  of  lines  in  the  core ;  this  multiplied  by  Sa 
gives  the  amount  of  cutting  of  lines  by  the  secondary  circuit ; 
or  in  symbols 

M  =  4'jr  S1S2  A  fi/l. 

The  name  given  to  this  quantity  is  the  coefficient  of  mutual 
induction.  If  the  current  in  the  primary  have  the  value  i^ 
(absolute  C.G.S.  units),  then  the  amount  of  cutting  by  the 
secondary  on  turning  this  current  on  or  oflf  will  be  M  i^.  And 
if  the  rate  of  increase  or  decrease  of  the  primary  current  at 
any  instant  is  known,  this,  multiplied  by  M,  will  give  the 
electromotive-force  impressed  at  that  instant  on  the  secondary 
circuit.  Now  it  is  obviously  advantageous  in  a  transformer 
that  this  quantity  should  be  as  great  as  possible,  for  it  is 
desirable  to  attain  the  requisite  electromotive-force  in  the 
secondary  with  as  little  primary  current  as  possible.  The 
conditions  are,  however,  a  little  conflicting :  S3  must  not  be 
made  large,  on  account  of  internal  resistance  and  cost  of 
copper ;  but  it  is  clear  that  a  compact  magnetic  circuit,  having 
/  small,  A  large,  and  the  iron  of  good  quality,  will  be  of 
advantage.  In  the  particular  case  (for  series  working),  where 
the  primary  and  secondary  wires  are  to  carry  equal  currents, 
it  is  clear  that  for  a  given  total  weight  of  copper,  the  maximum 
product  Si  Sa  will  be  afforded  when  there  are  equal  numbers 
of  turns  in  the  coils,  and  therefore  equal  weights  of  copper. 
In  other  cases,  provided  the  wires  are  proportioned  to  the 
currents  they  have  to  carry,  and  that  equal  heat  can  be 
developed  in  each  coil,  equal  weights  of  copper  is  still  a  good 
rule,  though  the  numbers  of  turns  in  the  two  coils  will  be 
widely  different.  It  has  been  assumed  that  there  is  no 
magnetic  leakage ;  that  all  the  lines  of  force  created  in  the 
core  pass  through  the  secondary  coils.    This  assumption  is 
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very  nearly  fulfilled  in  those  transformers  in  which  the 
magnetic  circuit  is  effectively  closed  upon  itself. 

The  next  important  point  is  that  the  magnetic  lines  of 
force  created  by  the  primary  current  in  the  core  pass  through 
the  convolutions  of  the  primary  coil  itself,  and  that  therefore 
there  will  be  self-induced  electromotive-forces  in  the  primary 
coil,  which  will  tend  to  oppose  the  impressed  variations  of 
current.  Considerations  precisely  analogous  to  those  above 
will  show  that  there  will  be  a  coefficient  of  self-induction,  which 
we  will  call  Li,  which  represents  the  amount  of  cutting,  by  the 
primary  coils,  of  the  magnetic  lines  created  in  the  coil  when 
the  primary  coil  carries  unit  current ;  and  we  may  calculate, 
on  magnetic  principles,  as  before,  the  value  of  this  coefficient 
to  be 

Lx  =  4  TT  SJ  A  fijL 

That  is  to  say,  Li  will  be  large  in  proportion  to  the  goodness 
of  the  magnetic  circuit ;  and  (as  in  the  case  in  transformers 
for  distribution  at  constant  potential)  as  Si  is  itself  large,  Li 
will  be  enormous.  As  will  presently  be  seen,  this  has  im- 
portant results  in  the  automatic  action  of  transformers. 

The  electromotive-forces  induced  (by  the  variations  of  mag- 
netisation of  the  core)  in  the  secondary  circuit  will,  of  course, 
produce  no  currents  if  the  secondary  circuit  is  open  ;  but  if  the 
secondary  circuit  is  closed  there  will  be  currents,  the  strength 
of  which  will  depend  also  upon  the  resistances  and  upon  the 
counter  electromotive-forces  (if  any)  in  this  circuit.  But  these 
secondary  currents,  as  they  circulate  around  the  convolutions 
of  the  secondary  coil,  exercise  a  magnetising  (or  rather  a  de- 
magnetising) action,  the  effect  of  which  on  the  core  will  depend, 
not  simply  upon  their  strength,  but  also  upon  their  phase: 
When  the  transformer  is  doing  full  work,  the  secondary 
current  is  rising  in  the  positive  sense,  almost  exactly  as  the 
primary  is  rising  in  the  negative  direction,  their  phases  being 
almost  exactly  in  opposition.  That  is  to  say,  at  full  work 
the  secondary  current  will  exercise  a  great  demagnetising 
action.      The  total  magnetising  force*  at  work  is  equal  to 

*  See  p.  317. 


Transformers. 


491 


47r  (Sx  ix  +  S3  i^  4-  lo,  where  the  proper  signs  +  and  —  must 
be  assigned  to  f  1  and  /j  according  to  the  sense  in  which  they 
circulate  around  the  core.  Further,  there  will  be  a  coefficient 
of  self-induction  Lq  in  the  secondary  circuit,  such  that 

L2  =  4  TT  S5  A  /*//. 

As  will  be  seen  later,  there  is  an  inter-action  between  the 
primary  and  secondary  circuits,  owing  to  mutual  induction, 
tending  to  neutralise  the  effects  of  self-induction  in  both 
circuits. 

In  a  well-built  transformer  it  is  clear  that 


M  =  VLiU 

If,  however,  all  the  magnetic  lines  due  to  one  circuit  are  not 
enclosed  by  the  other,  M  will  have  a  less  value  than  is  indi- 
cated by  the  above  relation. 

The  relation  between  the  two  electromotive-forces  and  the 
two  sets  of  windings  is  readily  stated  in  a  way  sufficiently 
accurate  for  ordinary  purposes,  by  saying  that  the  ratio  of  the 
two  electromotive-forces  is  equal  to  that  of  the  windings,  or 

The  number  p  which  represents  the  ratio  of  the  windings 
we  shall  call  the  coefficient  of  transfonnatioii. 

If  it  is  assumed  that  there  are  equal  weights  of  copper 
used  in  the  primary  and  secondary  coils,  then  the  following 
relations  will  hold  good : — 


Secondary. 

Ratio. 

Windings      S| 

Resistance rx 

Self-induction      Li 

Electromotive-force     ....              £, 

Cnrrent !            /j 

Heat-waste *\^\ 

• 

I 

Also 


M  =  — *=/Lj. 
p 


It  must  be  always  remembered  that  the  symbol  E  is  here 
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being  used  for  the  square-root  of  mean  square  of  the  alternating 
electromotive-force:  the  actual  value  of  E  at  any  moment 
being  represented  by  the  expression  E  =  D  sin  2  tt  «  / ;  where 
D  is  the  maximum  value  to  which  E  rises,  and  is  equal  to 
2  TT  /;  S2  N  (see  p.  461) ;  »  being  the  number  of  alternations  per 
second.  Further,  for  alternate  currents  (see  p.  461)  Ohm's  law 
must  be  written  as 

.  _  D  sin  (2  TT  w  /  —  ^) 
*"  7R»  +  47r»;i^" 

We  are  now  able  to  find  a  more  exact  expression  for  the 
induced  electromotive-force  in  the  secondary  circuit ;  for  the 
number  of  magnetic  lines  induced  by  the  primary  circuit  into 
the  core  (when  there  is  no  current  in  the  secondary)  is  Mi; 
and  therefore 

,.            27r«Dsinf2w«/-^—  — ") 
E,=  -  M  ^'  =  M  ,       ^  1/; 

or,  writing  2  tt  «  =  to,  we  have  (neglecting  retardation  of 
phase) 

E,=    ,  ^^___E,; 

...  0)  M  , 

or,  puttmg  -j==^^-==  =  k, 

E2  =^  ^  Ex* 

Examining  the  expression  k^  it  will  be  seen  that  if  fi  is  small 
compared  with  co  L,  as  will  be  the  case  where  there  are  very 
rapid  alternations  and  plenty  of  iron  in  the  core,  k  will  be 
equal  to  M/Li,  or  will  be  the  reciprocal  of  /,  and  equal  to 
S2/S1. 

By  leaving  out  of  consideration  diflferences  of  phase  in  the 
above  argument,  it  must  not  be  supposed  that  these  differences 
ofphase  are  small.  On  the  contrary,  they  may  be  very  large.  If, 
however,  assuming  Ei  to  be  a  sine-function,  we  remember  that 
the  average  value  of  the  square  of  the  sine  (between  0°  and 
360°)  is  equal  to  ^,  then  we  shall  have  the  average  value  of 
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El  (the  square -root  of  mean  square)  equal  to  D  divided 
by  V  2.  It  is  in  this  sense  (namely,  taking  the  square-root 
of  mean  square  as  the  basis  for  comparison)  that  we  may  say 
that  E2  is  to  El  in  the  same  ratio  as  S2  to  Si,  or  that  the  ratio 
of  the  primary  and  secondary  volts  is  equal  to  the  ratio  of  the 
primary  and  secondary  windings.  In  any  case,  the  work 
given  out  (per  second)  by  the  secondary  will  be  very  nearly 
equal  to  the  work  imparted  to  the  primary ;  the  difference 
being  the  loss  due  to  the  production  of  eddy-currents,  and  the 
waste  work  spent  in  carrying  the  residual  magnetisation  of 
the  iron  through  repeated  cycles  of  alternation.  If  Ei  /i  be 
the  watts  imparted  to  the  primary,  and  E2  H  those  given  out 
by  the  secondary,  it  is  found  that  E^  i^  may  be  as  much  as 
94  per  cent  of  Ei  /i.  A  current  of  10  amperes  at  2000  volts 
imparted  to  a  good  transformer,  having  twenty  times  as  many 
turns  on  its  primary  as  it  has  on  its  secondary  coil,  will  be 
transformed  by  the  secondary  into  a  current  of  200  amperes  ^ 
at  very  nearly  100  volts. 

One  of  the  most  difficult  points  for  beg^inners  to  compre- 
hend in  the  action  of  transformers  is  the  way  in  which,  when 
used  in  parallel  distribution,  they  of  themselves  adjust  the 
amount  of  primary  current  that  flows  through  them  from  the 
mains.  Suppose  a  transformer,  having  a  primary  coil  of  many 
turns  of  fine  wire  to  receive  a  current  of  i  ampire  from 
mains  at,  say,  2000  volts,  and  having  a  secondary  coil  adapted 
to  give  out  a  current  of  20  amperes  at  100  volts.  This  would 
supply  40  lamps,  each  taking  a  \  ampere  of  current  When 
all  the  lamps  are  on,  the  20-ampfere  flows  through  the 
secondary,  and  the  i-ampire  flows  through  the  primary.  If  now 
half  the  lamps  are  turned  out,  only  10  amperes  will  be  supplied 
by  the  secondary,  and  now  only  half  an  ampere  is  wanted 
from  the  mains  to  flow  through  the  primary.    As  a  matter  of 

*  It  must  be  remembered  by  begimiers  that  the  gain  in  quantity  of  current  is 
balanced  by  the  diminution  in  electromotive-force  ;  otherwise  the  work  would  not 
be  eqnaL  It  is  a  curious  fact  in  the  history  of  invention  that  in  1883  the  United 
States  Patent  Office  refused  to  grant  a  transformer  patent  to  Mr.  Bernstein  on  the 
ground  that  he  could  not  possibly  get  a  larger  quantity  of  current  out  of  the 
secondary  than  was  supplied  to  the  primary.  Nevertheless,  the  same  Patent 
Office  in  1886  issued  a  patent  to  Gaulard  and  Gibbs  for  this  very  thing  I 
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fact,  under  these  circumstances,  the  current  supplied  through 
the  primary  automatically  diminishes  in  the  proper  proportioa 
As  lamp  after  lamp  is  turned  out  in  the  secondary  drcuit,  so, 
little  by  little,  the  primary  current  also  diminishes  ;  when  all 
lamps  are  out,  and  the  secondary  circuit  is  completely  opened, 
the  primary  current  is  found  to  have  of  itself  all  but  stopped, 
although  the  mains  are  still  supplied  at  full  pressure.  Nothing 
has  been  done  to  the  primary  circuit :  there  is  still  a  perfect 
path  through  which  the  current  might  flow,  no  resistance  has 
been  inserted  in  the  primary  coil,  yet  the  current  does  not 
flow  to  any  extent  through  it  The  clue  to  the  matter  lies  in 
the  inductive  reaction  of  the  iron  core.  As  the  waves  of 
primary  current  circulate  around  the  core,  they  set  up  periodic 
magnetisations  in  the  iron  ;  but  the  periodic  fluctuations  of 
the  magnetism  of  the  iron  necessarily  set  up  electromotive- 
forces  in  the  surrounding  coils.  If,  in  a  short  tune  dt^  the 
change  that  takes  place  in  the  number  of  magnetic  lines  in  the 
core  is  ^/N,  then  during  that  short  time  the  electromotive- 
force  induced  in  a  wire  which  is  coiled  S  times  round  the  core 

will  be  equal  to  S  -j-  (this  number  should  be  divided  by  itf 
to  bring  to  volts).    The  electromotive-force  in  the  secondary 

coil  will  be  S2  -7-  ;  and  there  will  of  course  be  also  another 

at 

electromotive  -  force  induced  in  the  primary  equal  to  Si  ^7-. 

Now  it  is  this  self-induced  counter  electromotive-force  in  the 
primary  which  dams  back  the  currents  from  the  mains  when  the 
secondary  circuit  is  open.  Consider  what  happens  when  there 
are  no  lamps  on  :  the  secondary  circuit  is  entirely  idle,  and 
takes  no  part  in  the  action.  The  alternating  electromotive- 
force  of  the  mains  impresses  alternating  currents  in  the 
primary  coil,  which  in  turn  impress  an  alternating  magnetisa- 
tion on  the  core,  and  this  finally  induces  alternating  electro- 
motive-forces into  the  primary  circuit,  tending  to  stop  the 
primary  currents.  The  greater  the  degree  of  magnetisation 
of  the  core,  the  greater  the  induced  electromotive-force.  Now 
consider  what  happens  when  the  lamps  are  on.    There  will  be 
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considerable  currents  in  the  seccoidary :  these  are  always  in 
almost  exactly  opposite  phase  to  the  primary  currents.  When 
the  primary  current  is  increasing,  the  secondary  current  is 
increasing  negatively,  that  is  to  say,  is  increasing  whilst  circu- 
lating around  the  core  in  the  opposite  sense  to  the  primary. 
The  magnetising  tendency  is  of  course  proportional  to  the 
diflference  between  the  amp^re-tums  of  the  primary  and  those 
of  the  secondary.  [It  is,  as  previously  stated,  equal  to 
4  w  (Si  i\  +  S2  ^2)  -T- 10,  the  proper  signs  being  assigned  to  the 
currents  according  to  their  sense.]  As  a  result,  the  larger  the 
number  of  lamps  switched  on,  the  less  do  the  total  magnetising 
forces  acting  on  the  core  become,  and  the  back  electromotive- 
forces  in  the  primary  coil  which  in  the  first  case  dammed 
back  the  current  from  the  mains,  are  less ;  hence  more  current 
flows  in  the  primary. 

Graphic  constructions  illustrating  the  variations  of  phase 
and  magnitude  of  the  electromotive-forces  and  currents  have 
been  given  by  Kapp  and  by  Blakesley.    The  magnetisation 
is  of  course  carried  to  the  greatest  degree  when  the  trans- 
former is  working  on  open  circuit     It  is  expedient  to  arrange 
that  there  shall  be  so  much  iron  in  the  core  that  the  induction 
in  it  need  never  be  carried  above  6000  or  7000  lines  to  the 
square  centimetre.     It  is  possible  to  work  above  these  values, 
but  the  transformer  emits  a  singing  noise  and  the  iron  grows 
hot    Work  is,  of  course,  spent  in  carrying  the  iron  to  a  hijjli 
degree  of  magnetisation.    Of  this  work,  the  greater  part  is 
returned  to  the  secondary  circuit  during  the  next  part  (if  the: 
cycle  as  the  magnetisation  of  the  iron  descends ;  but  part, 
namely,  that  spent  in  producing  the   so-called  ixrrinancnt 
portion  of  the  magnetisation,  is  lost,,  being  frittered  down  into 
heat    As  to  the  phases  of  the  v»flous  waves,  an  mcntiorM:d 
above,  the  secondary  current  is  always  in  ahnr/st  cxa^Aly 
opposite  phase  to  the  primary  current;  and  the  »ccoij/lary 
electromotive-force  is  in  almost  exactly  opposite  pha:^;  to  Wvt 
primary  electromotive-force.     But  the  diflcrcnce  of   jyhav; 
between  Ei  and  h  varies  greatly  with  the  work  d//ne,     Whta 
there  are  no  lamps  on,  and  no  secondary  current,  t\  \\   .tz^zt;^ 
and  its  phase  differs  by  very  nearly  go"  from  that  of  h^  .  ^ 
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lamps  are  switched  on  and  i^  grows,  ii  grows  also,  and  the 
angle  of  lag  between  Ei  and  I'l  grows  less.  The  phase  of  the 
magnetisation  of  the  core  (which  is  always  necessarily  90**  in 
advance  of  the  phase  of  E2),  is  always  *  very  nearly  90®  behind 
the  phase  of  Ei. 

CONSTRUCTION  OF  ALTERNATING    TRANS- 
FORMERS. 

All  transformers  consist  of  a  core  of  iron,  around  whidi^ 
the  primary  and  secondary  coils  are  so  wound  that  the  ooit,j 
carries  the  magnetic  lines  from  the  one  set  of  coils  throi^u 
the  other.    Faraday's  first  induction-coil,  No.  i  in  Fig.  sa&l 
is  thoroughly  typical  of  the  principle  common  to  all  tnuit>  j 
formers.    In  Faraday's  actual  ring  the  iron  was  not  laminatedL 
No.  2  of  Fig.  326  is  the  cylindrical  type  of  induction-coil 
introduced  by  Masson  and  Ritchie,  and  perfected  for  spark 
purposes  by  RuhmkorfT.     No.  3  depicts  the  form  given  to  the 
transformer  by  Varlcy  for  telegraphic  purposes.    The  core  of^ 
iron  wires  is  made  long,  and  the  ends  are  bent  over  so 
constitute  practically  a  closed  magnetic  circuit    The  F< 
transformer  resembles  this,  but  has  the  core  of  narrow  strips 
sheet  iron.    A  similar  form  has  been  used  recently  by  Gaulaid 
and  Gibbs.    No.  4  is  a  form  introduced  by  Zipemowsky; 
in  this  the  primary  and  secondary  coils  are  laid  upon  one 
another,  and  the  iron  core  is  then  wound  through  and  ovcf ; 
them  by  a  shuttle,  so  that  the  whole  of  the  copper  is  enclosed 
within  the  iron.     In  the  drawing  of  Nos.  3  and  4  the  front 
portion  of  the  iron  winding  is  represented  as  removed  to  shoiT 
the  interior.    Mr.  Kapp  has  proposed  the  name  of  ''shell-  ; 
transformers  "  for  this  type  of  apparatus  as  distinguished  from 
those  with  a  mere  straight  or  a  non-expanded  core,     Na  5, 
which  is  also  a  form  due  to  Zipemowsky,  is  constructed  some- 
what like  a  Gramme  ring.    There  is  an  iron  wire  ring  core, 
upon  which  the  copper  coils  are  wound  in  sections ;  but  with 
alternate  sections  connected  together,  one  set  as  primary,  the 
other  as  secondary.     In  the  drawing,  one  of  the  ten  sections 

*  See  experiments  by  Captain  Cardew,  in  Electrical  Engifuer^  July  1887,  p.  358. 
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to  receive  the  coils.  The  stampings  that  are  removed  between 
the  limits  of  the  (J  pieces  serve  to  complete  the  magaetic 
circuits  above.  No.  7  is  the  form  adopted  by  Westinghouse 
The  stamping  in  this  form  must  be  bent  up  in  order  to  slip  it 
on  over  the  coils ;  the  core  being  put  together  over  the  coils. 
With  Mordey's  form,  No.  8,  the  piece  which  is  removed  from 
the  interior  of  the  rectangular  stamping  is  placed  across  it 
(after  having  been  covered  on  one  side  with  paper  as  insula- 
tion), the  outer  rectangular  stampings  being  passed  over  tlie 

Fig.  337. 


1 


Mordey's  Transfokhui  (S«ctioii> 

outside  of  the  coils,  and  the  cross-pieces  slipped  in  between 
them,  thus  avoiding  waste  of  material,  and  securing  a  good 
magnetic  circuit  with  ample  ventilation.  F^g,  327  shows  the 
exact  relative  proportions  of  the  stampings  of  Mordey's  trans- 
former, including  a  section  of  the  coils.  This  apparatus,  which 
is  constructed  by  the  Brush  (Anglo-American)  Company,  is 
further  depicted  in  Fig.  328. 

As  an  example,  the  following  dimensions  are  given  for  a  transfbtnier 
capable  of  transfomxing  a  current  of  i '  5  ampfere  at  1000  volts  down  to  a 
current  of  37 '  5  amp^es  at  40  volti.  Total  external  size,  20  x  6  x  4  inches ; 
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300 ;  S,  =  12 ;  r,  =  10  ohms ;  r,  ie  o'oi4  ohms ;  gauge  of  primai; 
e,  0*03;  inch;  secondary  wire  2;  in  parallel,  each  0'i2|[inch  gaoge. 
^-...-r : ..,-  -u IV.  ; .- jid  si  lbs.  in  secondary. 

z  per  cent 


Weight  of  copper  in  coils,  about  5  lbs.  in  primary  and  5i  lbs. 
Weight  of  iron  used,  about  50  Ite.    Efficiency 


Fio  328. 


Mokdsy's  Tkanspokkxk. 

For  further  information  on  the  constructional  details  of  transformers 
the  reader  is  leferred  to  an  excellent  series  of  articles  by  R.  Kennedy,  in 

3   K  2 
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the  Electrical  Review^  xx.  247  and  seqq.,  1887,  since  republished  in 
separate  form  under  the  title  Electrical  Distribution  fy  Alternating 
Currents  and  Transformers;  to  an  article  by  Rechniewski,  in  La 
LunUkre  Electrique^  xxvi.  95, 1887 ;  and  to  the  paper  by  G.  Kapp,  in 
JoumcU Soc,  Teleg,  Engineers^xm.  96,  1888,  to  which  reference  is  made 
above. 


THEORY  OF  ALTERNATE  TRANSFORMERS. 

There  are  two  ways  of  treating  the  theory  of  transformers — ^thc 
first  by  introducing  the  notion  of  coefficients  of  mutual  and  self- 
induction  into  the  differential  equations  for  the  two  circuits;  the 
second  by  considering  the  magnetomotive-forces  at  work  in  the  iron 
core  as  the  result  of  the  algebraic  sum  of  the  amp^e-tums  in  the 
two  circuits,  and  deducing  the  electromotive-forces  which  result 
from  the  variations  in  the  magnetic  induction  of  the  core — 

First  Method. 

This  method,  introduced  by  Maxwell,^  consists  in  finding  the 
electromotive-force  induced  in  the  second  circuit  by  the  variations 
of  current  impressed  upon  the  first  circuit  Accordingly  we  write  as 
the  differential  equation  of  the  first  circuit — 

where  Ei  is  the  impressed  electromotive-force  of  the  dynamo,  which 
is  supposed  to  fulfil  the  condition  Ei  =  D  sin  2  ?r  «  /  (see  p.  492),  and 
where  Iq  and  Ri  are  the  coefficient  of  self-induction  and  resistance 
of  the  primary  circuit.  If  the  supposition  is  admitted  that  a  constant 
(alternating)  potential  can  be  maintained  at  the  terminals  of  the 
primary  coil  (by  proper  compounding  of  the  dynamo,  see  p.  277,  or 
otherwise),  then  the  letters  Ei,  Li,  and  Ri,  may  be  taken  to  apply  to 
that  part  of  the  primary  circuit  only  which  Ues  between  the  terminals 

'  Philosophical  Transactions^  civ.  pt.  i.  p.  459,  1865.  In  this  paper  Maxwell 
shows  that  the  effect  of  the  second  circuit  is  to  add  to  the  apparent  resistance  and 
diminish  the  apparent  self-induction  of  the  first  circuit.  The  student  will  find  the 
equations  more  fully  treated  by  Mascart  and  Joubert,  EUctriciti  et  MagnHisme^ 
!•  P-  593>  ^"id  iL  p.  834 ;  also  by  Hopkinson,  Journ,  Soc.  TeUg,  Engineers^  xiii. 
p.  511,  1884 ;  Ferraris,  Mem,  Accad,  Sci,  (Turin),  xxxvii.  1885  ;  and  by  Vaschy, 
Annales  TiUgraphiques^  1885-6,  or  ThUnrie  dcs  Machines  MagnUo  et  DynamO' 
(lectriqueSf  p.  31. 
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of  the  primary  coil.  From  this  differential  equation  we  have  to 
deduce  a  value  for  M  tj.    For  brevity  we  will  write  co  for  a  ir  n  ;  and 

—  o)'  I  for  ^,  because  1  is  a  sine-function.  Then  differentiating 
equation  (i)  we  get — 

^+Ma,H+Lx«»^-R,^'  =  o.  (2) 

Now  multiply  this  by  Ri  to  get  equation  (3),  and  multiply  equation 
(i)  by  Li  a>^  to  get  equation  (4)  ;  and  add  (3)  and  (4)  to  get  (5). 

R»^^  +  Ma,«R»^+  Lx««Rii,  -  Rx«^*  =  o,  (3) 

L,a>^E,  -  Laco'M^'  -  ^-^'77  "  Li^'Ri^'i  =  o»        (4) 

(Rx»  +  Va,^)^*  =  R,^  +  L,a,^E,+  Ma,^(R.^-L,^)    (5) 

Now  multiply  every  term  by  — — _ — — ^,  and  write  the  following 
abbreviations : — 

VRi^IfLT;?'^    ' 

—  — T-^— ~  +  LiEi)  =  E,  =  ^Ei  sin  (w/-^),  where  0  relates  to 

M  \CD^   at  / 

the  phase  of  the  electromotive-force ;  and  we  may  write  equation  (5) 

di\  dL 

Now  the  differential  equation  for  the  second  circuit  is — 

M^'+L.j7  +  R,4=o;  (7) 

there  being  in  this  circuit  no  other  electromotive-forces  than  those 
due  to  mutual  and  self-induction.  Inserting  in  (7)  the  value 
obtained  in  (6),  we  get  as  the  final  equation — 

(R  -f  p)^-f  (L.-X)^-E.  =  o.  (8) 

This  shows  us  that  the  whole  effect  is  equivalent  to  that  which  would 
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happen  if,  the  primary  circuit  being  absent,  there  were  introduced 
into  the  secondary  circuit  an  electromotive-force  equal  to  k  E^,  and  at 
the  same  time  the  resistance  were  increased  by  a  quantity  equal  to 
J^  Ri,  and  the  self-induction  were  diminished  by  a  quantity  equal  to 
K^  Li*  Further,  examination  of  k  shows  us  that  if  the  frequency  of 
alternation  and  the  permeability  of  the  iron  core  be  great  enough 
k  becomes  equal  to  M  -r-  lay  or  equal  to  the  reciprocal  of/,  the  xado 
of  the  primary  and  secondary  windings.  But  if  there  are  eqnal 
weights  of  copper  in  the  two  coils,  Li  =/^L«  and  Ri  s/^  R«.  So 
that  the  effect,  when  the  transformer  is  fully  at  work,  is  to  make 
X  =  Ls,  and  p  =  the  resistance  of  the  secondary  coil ;  or  self-induction 
is  wiped  out,  and  the  internal  resistance  of  the  secondary  is  virtually 
doubled. 

Second  Method* 

In  this  method,  due  to  Hopkinson,^  we  begin  by  considering  the 
magnetomotive-force  requisite  to  force  N  magnetic  lines  through  a 
core  having  length  /  and  permeability  \u  This  magnetomotive-force 
is  due  to  the  algebraic  sum  of  the  amp^e-tums  in  the  two  coils. 
Following  the  argument  on  p.  3^99  Chapter  XTV.,  we  may  tberefoe 
write: — 

or  if  the  core  has  area  of  cross-section  A,  and  there  are  B  lines  to  the 
square  centimetre,  we  may  write  N  =  A  B ;  and  then,  the  magneto- 
motive-force will  be — 

■^''fSx/x  +  S,/,)  =  AB-^=?/=H/.  (2) 

lO    \  /  AfA         /x  ^ 

We  then  write  two  equations  for  the  electromotive-forces  impressed  in 
the  two  circuits  as  follows  : — 

Ex  =  Ri/i  -  Si^  =  R,/,  -  SiA^,  (3) 

o=(ra+R,)/,-Sa^=(ra+Rs)i   -S,A^;      (4) 

where  Rs  is  the  resistance  of  the  lamp  circuit,  and  r.  the  internal 
resistance  of  the  secondary  coiL  Multipl)ring  (3)  by  S,  and  (4)  by 
Si,  we  deduce — 

S,Ei  =  S2Riii-Si(r.+  Rj^/2; 

•  Proc,  Roy,  Soc.^  February  1887. 
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which  with  equation  (2)  gives — 

^•2{S|Ri  +  ^M''2  +  R2)}  =  -SiSaE,  +  SaRi(ioH/^4'r); 
and 

^B  (r,+  R,)SxE^  loH/  Ri(r,+  Ra)  . 

^  dt  I^Ri  +  SJ(r2+Ra)"^     4^    *«Ri  +  SJ(ra+R^-  ^5; 

The  second  term  may  be  neglected  simply  because  H  /  is  small  com- 
pared with  —  Si  I'l ;  in  other  words,  because  it  is  only  the  diflference 

between  Si  /i  and  Sa  4  (both  of  which  are  very  large),  that  is  needed  as 
a  magnetomotive-force,  and  this  is  small  if  the  permeability  of  the 
iron  is  great  as  it  is  when,  as  in  actual  practice,  B  is  not  carried  above 
3ooo  or  10,000  lines  to  the  square  centimetre.    We  have  then — 

^^dTN (r,-fRa)SiE, 


dt        dt  SJRi-fS;(ra  +  Rj^)* 

And  remembering  that  Eg  =  S,^,  we  get — 

(r,  +  R,)Ei| 


|Ri  +  r,+  R, 

But  £„  the  effective  electromotive-force  in  the  secondary  drcttit,  is 
equal  to  (rj  +  R,)  i^  j  hence  it  follows  that — 

Ei|l 

%=-g ^^ (6) 

gRi  +  r2+R. 

Now  if  the  condition  of  supply  in  the  mains  is  such  as  to  give 
constant-potential  at  the  terminals  of  the  primary  circuit,  we  may 
take  £1  and  Ri  as  referring  to  that  which  is  internal  to  the  primary 
coil ;  and  it  is  evident  that  the  effect  of  the  transformer  is  to  reduce 
the  volts  in  proportion  to  the  ratio  of  the  windings,  and  to  add  to  the 
resistance  of  the  secondary  circuit  a  term  equal  to  the  resistance  of 
the  primary  circuit  reduced  in  proportion  to  the  square  of  the  ratio 
of  the  windings.  It  also  follows,  from  the  negative  sign  in  (6),  that 
the  two  currents  are  in  exactly  opposite  phases. 
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For  further  discussions  on  alternating  transformers 

Ferraris :  La  Lumih-e  Electrique^  xvi.  399,  1885 ;  xxriL  518,   1888 ;  and 
Electrical  ReifieWy  xvi.  256,  343  seqq.  1885 ;  zxii.  221,  252,  1888. 

G.  Kapp :  Industries^  April  1887 ;  and  Electrician,  1887.    AJiaoynemalSpc. 
Teleg,  Engineers,  xvii.  96,  1888,  with  discussion  thereon. 

G.  Forbes:  Jaum.  Sac,  Teleg.  Engineers,  xvii.  153,  1888. 

Rechniewski :  La  Lumiire  Electrique,  xxv.  613,  1887. 
^  Peukert  and  Zickler:  Zeitschri/t  fur  Elektrotechnik,  1886;  and  La  LumOre 
Electrique,  zxi.  276,  1886.    Also  Electrical  Review,  six.  80, 1886. 


CONTINUOUS-CURRENT  TRANSFORMERS, 

Gramme,  in  1874,  constructed  a  machine  with  a  ring- 
armature  wound  with  two  circuits— one  of  coarse  wire,  the 
other  with  fine  wire,  having  eight  times  as  many  turns.  Two 
separate  commutators  were  connected  with  the  two  windings. 
This  machine  could  be  used  for  transforming  either  from  high 
to  low  potential  or  vice  versd.  The  same  end  can  be  less 
^  conveniently  attained  by  uniting  on  one  shaft  the  armatures  of 
two  dynamos,  one  to  be  used  as  a  motor  driving  the  other  as 
a  generator  ;  and  these  may  have  separate  field-magnets,  or 
a  common  field-magnet  When  it  is  desired  to  transform 
from  an  alternate  current  to  a  continuous  one,  the  armatures 
and  field-magnets  must  be  kept  separate.  In  England,  con- 
tinuous-current transformers  have  been  introduced  with  success 
by  Messrs.  Paris  and  Scott,^  who  employ  a  two-pole  machine 
with  cast-iron  frame  and  an  armature  wound  with  double 
circuits.  There  is  very  little  sparking  with  such  machines,  as 
the  reactions  in  the  two  sets  of  coils  tend  to  correct  each 
other.  The  field-magnet  is  excited  as  a  shunt  to  the  low- 
potential  armature  coil.  Swinburne  has  discussed  many 
possible  combinations,  including  one  for  transforming  from 
a  constant-current  to  a  constant-potential  condition  of 
distribution. 

A  somewhat  different  system  of  continuous-current  trans- 
formation has  been  suggested  by  Cabanellas,*  and  patented 
by   Edison,^   in  which    neither    armature   nor  field-magnet 

^  See  Electrician,  xix.  517,  October  18S7  ;  and  Electrical  Review,  xxii.  4,  188& 

'  See  La  Nature,  p.  43,  1882. 

•  Specification  of  Patent  3949  of  1882  ;  and  Electrician,  xix.  479,  1887. 
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revolves,  but  in  which,  by  means  of  a  revolving  commutator, 
the  magnetic  polarity  of  a  double-wound  armature  is  con- 
tinually caused  to  rotate.  In  a  further  modification  of  this 
idea,  due  to  Jehl  and  Rupp,  a  mass  of  iron,  which  completes 
the  magnetic  circuit,  rotates  within  the  double-wound  ring.* 

For  further  notices  of  the  methods  of  continuous-current  transfor- 
mation, the  reader  is  referred  to  articles  by  Elihu  Thomson,  in 
Electrical  Worlds  x.  108,  1887 ;  by  R.  P.  Sellon,  in  Electrician^  xx. 
633,  1888;  and  by  Rechniewski,  in  La  Lumilre  Electrique^  xxv. 
416,  1887. 

THEOR  Y  OF  MOTOR-GENERA  TORS. 

Let  5  be  the  potential  at  terminals  of  the  primary  or  motor  part, 
and  e  that  at  terminals  of  the  secondary  or  generator  part.  Let  the 
^,  ri,  and  d  stand  respectively  for  the  armature  current,  armature 
lesistance,  and  number  of  armature  conductors  of  the  primary  part ; 
&i^<l  iti  ^99  s^d  Cs  for  the  corresponding  quantities  of  the  secondary 
part    Then  the  two  induced  electromotive-forces  will  be — 

Ei  =  n  Ci  N,  and  £2  =  »  Ci  N ;  and 

El  =  S  —  riiif  and  E,  =  ^+  r,^. 

Now  write/  for  Ci  -f-  Cg  (the  reciprocal  of  the  coefficient  of  transform 
matim)f  and  we  have — 

/<f=  6  -n/i  -pr^i^ 

But  the  electric  work  done  on  and  by  the  armature  is  equal,  or 
El  ^  =s  E|  4 ;  whence  I2  =  p  iu  so  that  the  last  equation  becomes — 


=  f-(-+5> 


This  shows  that  everything  goes  on  in  the  secondary  circuit  as  though 
the  electromotive-force  were  reduced  from  that  supplied  by  the 
piimaiy  mains  in  proportion  to  the  respective  numbers  of  windings 
on  the  armature;  and  as  though  there  were  added  to  the  internal 
resistance  of  the  secondary  circuit  a  resistance  equal  to  that  of  the 
primaiy  winding  multiplied  by  the  square  of  the  coefficient  of  trans- 
formation. 

^  See  Eleetridany  zlx.  514,  1887 :  xx.  7,  1887 ;  and  Specification  of  Patent 
2130  of  1887. 
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CHAPTER  XXVI. 

The  Dynamo  as  a  Motor. 

In  the  first  chapter,  the  definition  was  laid  down  that 
dynamo-electric  machinery  meant  "  machinery  for  converting 
energy  in  the  form  of  mechanical  power  into  energy  in  the 
form  of  electric  currents,  or  vice  versd,^*  Up  to  the  present 
point  we  have  treated  the  dynamo  solely  in  its  functions  as  a 
generator  of  electric  currents.  We  now  come  to  the  converse 
function  of  the  dynamo,  namely,  that  of  converting  the  energy 
of  electric  currents  into  the  energy  of  mechanical  motion. 

An  electric  motor,  or,  as  it  was  formerly  called,  an  electro- 
magnetic engine,  is  one  which  does  mechanical  work  at  the 
expense  of  electric  energy ;  and  this  is  true,  no  matter  whether 
the  magnets  which  form  the  fixed  part  of  the  machine  be 
permanent  magnets  of  steel  or  electromagnets.  In  facf^  any 
kind  of  dynamo  independently  excited,  or  self-exciting,  can 
be  used  conversely  as  a  motor,  though,  as  we  shall  see, 
some  more  appropriately  than  others.  But  whether  the  fidd- 
magnets  be  of  permanently  magnetised  steel  or  of  tempo- 
rarily magnetised  iron,  all  these  motors  are  electro-magnetic 
in  principle ;  that  is  to  say,  there  is  some  part  either  fixed 
or  moving  which  is  an  electromagnet,  and  which  as  such 
attracts  and  is  attracted  magnetically. 

Every  one  knows  that  a  magnet  will  attract  the  opposite 
pole  of  another  magnet,  and  will  pull  it  round.  We  know 
also  that  every  magnet  placed  in  a  magnetic  field  tends  to 
turn  round  and  set  itself  along  the  lines  of  force.  As  a  first 
illustration  of  the  nature  of  the  forces  at  work  in  the  magnetic 
field,  let  us  take  the  case  of  Fig.  329.  Here  there  is,  in  the 
first  place,  a  simple  magnetic  field  produced  between  the 


Motors. 


507 


poles  of  two  strong  magnets,  one  on  the  right,  the  other  on 
the  left.  Between  the  two,  confined  forcibly  at  right  aisles 
to  the  lines  of  force,  is  placed  a  small  magnetic  needle 
Iron  filings  sprinkled  in  the  field  reveal  the  actions  at  work 
in  a  most  instructive  way.  Faraday,  who  first  taught  us  the 
sigrnificance  of  these  mysterious  lines  of  force,  has  told  us 
that  we  may  reason  about  them  as  if  they  tended  to  contract 
or  grow  shorter.  Now  a  simple  inspection  of  Fig.  329  mil 
show  that  the  shortening  of  the  lines  of  force  must  have  the 
effect  of  rotating  the  magnetic  needle  upon  its  centre,  through 

Fic.  329. 
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an  angle  of  90°,  for  the  lines  stream  away  on  the  right  hand 
above,  and  on  the  left  hand  below,  in  a  most  suggestive 
fashion.  It  is  not,  therefore^  difHcult  to  understand  that 
very  soon  after  the  invention  of  the  electromagnet  which 
gave  us  for  the  first  .time  a  magnet  whose  power  was  under 
control,  a  number  of  ingenious  persons  perceived  that  it  would 
be  possible  to  construct  an  electro-magnetic  engine,  in  which 
an  electromagnet,  placed  in  a  magnetic  field,  should  be  pulled 
round ;  and,  further,  that  the  rotation  should  be  kept  up  con- 
tinuously, by  reversing  the  current  at  an  appropriate  moment. 
As  a  matter  of  fact,  a  mere  coil  of  wire,  carrying  a  current^  is 
acted  upon  when  placed  in  the  magnetic  field,  and  is  pulled 
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round  as  a  magnet  is.  Fig.  330  shows  how,  in  this  case^  ti>e 
lines  offeree  reveal  the  action.  The  magnetic  field  is,  as  before^ 
produced  between  the  ends  of  two  large  magnets.  The  two 
round  spots  are  two  holes  drilled  in  the  sheet  of  glass,  where 
the  wire  which  carried  the  current  came  up  through  the  glass 
and  descended  again.  We  shall  notice  how  the  lines  of  inn 
filii^s,  which  would,  if  there  were  no  current,  run  simply  across 
from  right  to  left,  are  bent  out  of  their  course.    If  Uiese  lines 

Fifi.  330. 
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could  shorten  themselves,  they  must,  of  necessity,  twist  the 
loop  of  wire  round,  and  cause  it  to  set  at  right  angles  to  its 
present  position.  Every  circuit  traversed  by  a  current  tends 
so  to  set  itself  that  it  shall  enclose  as  many  lines  of  force 
as  possible.  It  is  obvious  that  to  do  this  the  loop  used  in 
Fig-  330  must  turn  at  right  angles  to  its  present  position. 

On  this  very  principle  was  constructed  the  earliest  electric 
motor  of  Ritchie,  so  well  known  in  many  forms  as  a  stock 
piece  of  electric  apparatus,  but  little  better  in  reality  than 
a  toy.     Joule '  also  devised  several  forms  of  electric  motor. 

A  great  step  in  advance  was  made  by  Jacob!,  who,  in  1S38, 
constructed   the   multipolar   machine   of    which   we    give  a 

'  Annals  of  EltclricUy,  U.  222,  1838  ;  and  it.  203,  1839. 
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representation  in  Fig.  331.  This  motor,  which  Jacob!  de- 
signed for  his  electric  boat,  had  two  strong  wooden  frames, 
in  each  of  which  a  dozen  electromj^ets  were  fixed, 
their  poles  being  set  alternately.  Between  them,  upon  a 
wooden  disk,  was  placed  another  set  of  electromagnets, 
which,  by  the  alternate  attraction  and  repulsion  of  the  fixed 
poles,  were  kept  in  rotation  ;  the  current  which  traversed  the 
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rotating  magnets  being  r^ularly  reversed  at  the  moment  of 
passing  the  poles  of  the  fixed  magnets  \(y  means  of  a  com- 
mutator, consisting,  according  to  Jacobi's  directions,  of  four 
btass-toothed  wheels  having  pieces  of  ivory  or  wood  let  in 
between  the  teeth  for  insulation.  Jacobi's  motor  is,  in  fact,  a 
very  advanced  type  of  dynamo,  and  differs  very  little  in  point 
of  design  from  one  of  Wilde's '  most  successful  forms 
(Fig.  2i6)v 

A  still  earlier  rotating  apparatus,  and,  like  Ritchie's  motor, 
3  mere  toy,  was  Stuigeon's  wheel  (Fig.  20C^  p.  250),  described  in 
1823.    This  instrument,  interesting  as  being  the  forerunner  of 


*  WOdi^t  it,  howerer,  designed  A! 
I  desgned  m  a  motor;  though  of  ci 


t  genentor.    Jacobi'i,  on  ibe  contruj, 
rse  it  wonld  genenLU  cuntiiti  if  dii*cn 
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Faraday's  disk  dynamo,  is  the  representative  of  an  important 
class  of  machines,  namely,  those  which  have  a  sliding  contact 
merely  and  need  no  commutator. 

A  fourth  sort  of  motors  may  be  named,  wherein  fhe  moving 
part,  instead  of  rotating  upon  an  axis,  is  caused  to  oscillate 
backwards  and  forwards.  Professor  Henry,  to  whom  we  owe 
so  much  in  the  early  history  of  electro-magnetism,  constructed, 
in  1 83 1,  a  motor  with  an  oscillating  beam,  alternately  drawn 
backwards  and  forwards  by  the  intermittent  action  of  an 
electromagnet  Dal  Negro's  motor  of  1833  was  of  this  class ; 
in  it  a  steel  rod  was  caused  to  oscillate  between  the  poles  of 
an  electromagnet,  and  caused  a  crank  to  which  it  was  geared 
to  rotate  in  consequence.  A  distinct  improvement  in  this  type 
of  machine  was  introduced  by  Page,  who  employed  hollow 
coils  or  bobbins  as  electromagnets,  which,  by  their  alternate 
action,  sucked  down  iron  cores  into  the  coils,  and  caused  them 
to  oscillate  to  and  fro.  Motors  of  this  kind  form  an  admirable 
illustration  of  one  of  the  laws  of  electromagnetics,  first  formu- 
lated by  Gauss,  but  developed  later  by  Maxwell,  to  the  effect 
that  a  circuit  acts  on  a  magnetic  pole  in  such  a  way  as  to 
make  the  number  of  magnetic  lines  of  force  that  pass  through 
the  circuit  a  maximum.  Once  more  we  have  recourse  to 
iron  filings  to  illustrate  this  abstract  proposition  of  electric 
geometry. 

In  Fig.  332  the  N.  pole  of  a  bar  magnet  is  placed 
opposite  a  circuit  or  loop  of  wire  traversed  by  a  current,  and 
which  comes  up  through  the  glass  at  the  lower  hole  and 
descends  at  the  upper  hole.  The  tendency  to  draw  as  many 
as  possible  of  the  magnet's  lines  of  force  into  the  embrace  of 
the  circuit  is  unmistakable.  If  now  we  reverse  the  current, 
what  do  we  find  ?  Fig.  333  supplies  the  answer ;  for  now  we 
find  that  the  magnet's  lines  of  force,  instead  of  being  drawn  in, 
are  pushed  out.  In  fact,  in  one  case  the  pole  is  attracted,  in 
the  other  repelled. 

Page's  suggestion  was  further  developed  by  Bourbouze, 
who  constructed  the  curious  motor  depicted  in  Fig.   334,? 

I  Taken,  by  permission  of  Messrs.  Macmillan  and  Ca,  from  The  AfpUcaHons 
cf  PhysUal  Forces, 
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which  looks  UDcommonly  Lice  an  old  type  erf  steam-engine; 
We  have  here  a  beam,  crank,  0y-wheel,  cooDecting-nxi,  and 
even  an  eccentric  valve-gear  and  a  s!ide-valv&  But  for 
c>'lmders  we  have  four  hollow  electromagnets;  for  pi5t<Mis, 
we  have  iron  cores  that  are  alternately  sucked  in  and  drawn 
out ;  and  for  slide-valve  we  have  a  commutator,  which,  by 
dragging  a  pair  of  platinum-tipped  springs  over  a  flat  surface 
made  of  three  pieces  of  brass  separated  by  two  insulating 
strips  of  ivory,  reverses  at  every  stroke  the  direction  of  the 

Fio,  33*. 
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currents  in  the  coils  of  the  electromagnets.  It  is  really  a 
very  ingenious  machine,  but  in  point  of  efficiency  far  behind 
many  other  electric  motors.  Unfortunately  it  does  not  do 
to  design  dynamo-electric  machinery  on  the  same  ling 
steam-engines. 

Yet  a  fifth  type  of  electric  molrf 
Fromcnt,  who,  fiir''^     ^gries  of  \ 
periphery  of  a  tf 
the  other,  by  a^ 
procured  a  contii 
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Lastly,  of  the  various  types  of  motor  we  may  enumerate  a 
class  in  which  the  rotating  portion  is  enclosed  in  an  eccentric 
frame  of  iron,  so  that  as  it  rotates  it  gradually  approaches 
nearer.  Little  motors,  working  on  this  principle  of  "  oblique 
approach,"  were  invented  by  Wheatstone,  and  have  long  been 
used  for  spinning  Geissler  tubes,  and  other  light  experimental 
work.  More  recently,  Trouv6  and  others  have  sought  to 
embody  this  principle  in  motors  of  more  ambitious  propor- 
tions, but  without  securing  any  advantage ;  for  it  would  be 
better  to  bring  the  armature  closer  to  the  pole-pieces  of  the 
field-magnet 

It  is  impossible,  within  the  limits  of  this  work,  to  deal  with 
a  tithe  of  all  the  various  stages  of  discovery  and  invention,  or 
with  many  interesting  and  curious  machines  that  have  from 
time  to  time  been  tried.  It  might  be  told  how  Page,  after 
inventing  his  machine  in  1834,  succeeded  in  1852  in  construct- 
ing a  motor  of  such  a  size  that  he  was  able  to  drive  a  circular 
saw  and  a  lathe  by  it.  Time  fails  to  describe  the  electric 
motor  of  Davidson,  which,  in  1842,  enabled  him  to  propel  a 
carriage,  at  the  speed  of  four  miles  an  hour,  between  Edin- 
burgh and  Glasgow.  An  engine  which  was  of  10  horse-power 
was  built  in  1849,  by  Soren  Hjorth,  at  Liverpool.^ 

All  these  early  attempts,  however,  came  to  nothing,  for 
two  reasons.  At  that  time  there  was  no  economical  method 
of  generating  electric  currents  known.  At  that  time,  more- 
over, the  great  physical  law  of  the  conservation  of  energy  was 
not  recognised,  and  its  all-important  bearings  upon  the  theory 
of  electric  machinery  could  not  be  foreseen. 

While  voltaic  batteries  were  the  only  available  sources  of 
electric  currents,  economical  working  of  electric  motors  was 
hopeless.     For  a  voltaic  battery  wherein  electric  currents  are 

*  An  excellent  account  of  the  early  forms  of  electric  motor,  both  European  and 
IS  to  be  found  in  Martin  and  Wetzler's  The  Electric  Alotor  and  its 
r,  published  in  1887.    All  readers  interested  in  the  subject  should  also 
:4w  paper  on  Electromagnetism  as  a  Motive  Power ^  by  the  late  R.  Hunt 
•irtt  C*^'  'TSf  xvi.,  April  1857,  together  with  the  discussion  that 

I  taken  by  Professor  (now  Sir  William)  Thomson, 
I  Professor  Tyndall,  Mr.  Cowper,  Mr.  Smee»  and 
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generated  by  dissolving  zinc  in  sulphuric  acid  is  a  very 
expensive  source  of  power.  To  say  nothing  of  the  cost  of  the 
acid,  the  zinc — the  very  fuel  of  the  battery — costs  more  than 
twenty  times  as  much  as  coal,  and  is  a  far  worse  fuel ;  for 
whilst  an  ounce  of  zinc  will  evolve  heat  to  an  amount 
equivalent  to  1 1 3,000  foot-pounds  of  work,^  an  ounce  of  coal 
will  furnish  the  equivalent  of  695,000  foot-pounds. 

The  fact,  however,  which  seemed  most  discouraging,  and 
which,  if  rightly  interpreted  in  accordance  with  the  law  of 
conservation  of  energy,  would  have  been  found  to  be  (on  the 
contrary)  a  most  encouraging  fact,  was  the  following : — If  a 
galvanometer  was  placed  in  the  circuit  with  the  electric  motor 
and  the  battery,  it  was  found  that  when  the  motor  was 
running  it  was  impossible  to  force  so  strong  a  current  through 
the  wires  as  that  which  flowed  when  the  motor  was  standing 
still.  Now  there  are  only  two  causes  that  can  stop  such  a 
current  flowing  in  a  circuit ;  there  must  be  either  an  obstruc- 
tive resistance,  or  else  a  counter  electromotive-force.  At  first 
the  common  idea  was,  that  when  the  motor  was  spinning 
round,  it  offered  a  greater  resistance  to  the  passage  of  the 
electric  current  than  when  it  stood  still.  The  genius  of 
Jacobi  *  enabled  him,  however,  to  discern  that  the  observed 
diminution  of  current  was  really  due  to  the  fact  that  the 
motor,  by  the  act  of  spinning  round,  began  to  work  as  a 
dynamo  on  its  own  account,  and  tended  to  set  up  a  current  in 
the  circuit  in  the  opposite  direction  to  that  which  was  driving 
it  The  faster  it  rotated  the  greater  w^as  the  counter  electro- 
motive-force (or  "  electromotive-force  of  reaction  ")  which  was 

*  A  convenient  way  of  regarding  the  economic  question  from  the  point  of  view 
of  the  cost  of  the  voltaic  battery  is  afforded  by  the  following  calculation.  Sup- 
posing the  electric  motor  to  convert  all  the  electric  energy  of  the  battery  wiUiout 
loss  into  mechanical  energy,  the  amount  of  zinc  used  per  horse-power  in  one 
hour  will  be  almost  exactly  two  pounds  divided  by  the  volts  of  electromotive- 
force  of  the  cell  employed  in  the  battery. 

2  Mitnoire  sur  P application  de  Vclictroniagnitisme  au  mouvetmnt  des  machinist 
par  M.  H.  Jacobi  (Putsdam,  1S35).  On  p.  45  of  this  memoir  Jacobi  points  out 
that  the  motor,  when  set  into  rotation  by  the  current  of  the  battery,  becomes  by 
virtue  of  its  motion  a  magneto-electric  apparatus  capable  of  generating  a  current 
in  a  counter-direction  in  the  circuit ;  and  to  this  he  rightly  attributes  the  y\rr\\t  of 
uniform  speed  obtained  by  the  motor. 
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developed.  In  fact,  the  theory  of  the  conservation  of  energy 
requires  that  such  a  reaction  should  exist  Joule,^  by  further 
experiment,  found  that  the  counter  electric  action  is  pro- 
portional to  the  velocity  of  rotation  and  to  the  magnetism  of 
the  magnets. 

We  know  that  in  the  converse  case,  when  we  are  employ- 
ing mechanical  power  to  generate  currents  by  rotating  a 
dynamo,  directly  we  begin  to  generate  currents,  that  is  to  say 
directly  we  begin  to  do  electric  worky  it  immediately  requires 
much  more  power  to  turn  the  dynamo  than  is  the  case  when 
no  electric  work  is  being  done.  In  other  words,  there  is  an 
opposing  reaction  to  the  mechanical  force  which  we  apply 
in  order  to  do  electric  work.  An  opposing  reaction  to  a 
mechanical  force  may  be  termed  a  **  counter-force.*'  When, 
on  the  other  hand,  we  apply  (by  means  of  a  voltaic  battery, 
for  example)  an  electromotive-force  to  do  mechanical  work, 
we  find  that  here  again  there  is  an  opposing  reaction  ;  and 
an  opposing  reaction  to  an  electromotive-force  is  a  "  counter 
electromotive-force." 

The  experiment  of  showing  the  existence  of  this  counter 
electromotive-force  is  a  very  easy  one.  All  one  requires  is  a 
little  motor,*  a  few  cells  of  battery  of  small  internal  resistance, 
and  a  galvanometer.  They  should  be  connected  up  in  one 
circuit,' and  the  deflexion  of  the  galvanometer  should  be 
observed  when  the  motor  is  held  fast,  and  when  it  rotates 
with  small  and  large  loads. 

The  existence  of  this  counter  electromotive-force  is  of  the 
utmost  importance  in  considering  the  action  of  the  dynamo 
as  a  motor,  because  upon  the  existence  and  magnitude  of  this 
counter  electromotive-force  depends  the  degree  to  which  any 
given  motor  enables  us  to  utilise  electric  energy  that  is 
supplied  to  it  in  the  form  of  an  electric  current.  In  fact, 
this  counter  electromotive-force  is  an  absolute  and  necessary 
factor  in  the  output  of  the  motor,  just  as  much  as  the 
Velocity  to  which  {ceteris  paribus)  it  is  proportional.     Lieut. 

*  Annals  of  Electricity ^  viii.,  219,  1842,  and  Scientific  Papers,  p.  47. 
'  One  of  any  ordinary  type — a  magneto-machine  or  a  series«woand  motor 
will  answer. 
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F.  J.  Sprague  has  made  the  suggestion  to  call  it  the  "  motor 
electromotive-force,"  thereby  emphasising  the  fact. 

In  discussing  the  dynamo  as  a  generator  many  con- 
siderations were  pointed  out,  the  observance  of  which  would 
tend  to  improve  the  efficiency  of  such  generators.  It  is 
needless  to  say  that  many  of  these  considerations,  such  as 
the  avoidance  of  useless  resistances,  unnecessary  iron  masses 
in  cores,  and  the  like,  will  also  apply  to  motors.  The  freer  a 
motor  is  from  such  objections,  the  more  efficient  will  it  be. 
But  the  efficiency  of  a  motor  in  utilising  the  energy  of  a 
current  depends  not  only  on  its  efficiency  in  itself,  but  on 
another  consideration,  namely,  the  relation  between  the  electro- 
motive-force which  it  itself  generates  when  rotating,  and  the 
electromotive-force  or  electric  pressure  at  which  the  current 
is  supplied  to  it.  A  motor  which  itself  in  running  generates 
only  a  low  electromotive-force  cannot,  however  well  designed, 
be  an  efficimt  or  economical  motor  when  supplied  with 
currents  at  a  high  electromotive-force.  A  good  low-pressure 
steam-engine  does  not  become  more  "efficient"  by  being 
supplied  with  high-pressure  steam.  Nor  can  a  high-pressure 
steam-engine,  however  well  constructed,  attain  a  high  effi- 
ciency when  worked  with  steam  at  low  pressures.  Analogous 
considerations  apply  to  dynamos  used  as  motors.  They  must 
be  supplied  with  currents  at  electromotive-forces  adapted  to 
them.  Even  a  perfect  motor — one  without  friction  or  resist- 
ance of  any  kind — cannot  give  an  "  efficient "  or  economical 
result  if  the  law  of  efficiency  is  not  observed  in  the  conditions 
under  which  the  electric  current  is  supplied  to  it 

Since  every  dynamo  can  be  also  used  as  a  motor,  the  same 
classification  which  has  been  used  in  the  earlier  part  of  this 
work  for  the  generators  will  be  adopted  also  in  the  chapters 
which  follow. 
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CHAPTER  XXVII. 
Elementary  Theory  of  Electric  Motive  Power. 

It  will  be  shown,  mathematically,  that  the  efficiency  with 
which  a  perfect  motor  utilises  the  electric  energy  of  the 
current,  depends  upon  the  ratio  between  the  counter  electro- 
motive-force developed  in  the  armature  of  the  motor,  and  the 
electromotive-force  of  the  current  which  is  supplied  by  the 
battery.  No  motor  ever  succeeds  in  turning  into  useful  work 
the  whole  of  the  currents  that  feed  it,  for  it  is  impossible  to 
construct  machines  devoid  of  resistance,  and  whenever  resist- 
ance is  offered  to  a  current,  part  of  the  energy  of  the  current 
is  wasted  in  heating  the  wires  that  offer  the  resistance.  Let 
the  symbol  W  stand  for  the  whole  electric  energy  developed 
per  second  by  a  current,  and  let  w  stand  for  that  part  of  the 
energy  which  the  motor  takes  up  as  useful  work  from  the 
circuit^  All  the  rest  of  the  energy  of  the  current,  or 
W  — w,  will  be  wasted  in  useless  heating  of  the  resistances. 

But  if  we  want  to  work  our  motor  under  the  conditions  of 
greatest  economy,  it  is  clear  that  we  must  have  as  little  heat- 
waste  as  possible ;  or,  in  symbols,  w  must  be  as  nearly  as 
possible  equal  to  W.  It  will  be  shown  mathematically  that 
the  ratio  between  the  useful  energy  thus  appropriated  and 
the  total  energy  spent  is  equal  to  the  ratio  between  the 
counter   electromotive-force  of   the   motor  and   the  whole 

*  The  sjrmbol  w  must  be  clearly  understood  to  refer  to  the  value  of  the  work 
taken  up  by  the  motor,  as  measured  electrically.  The  whole  of  this  work  will  not 
appear  as  useful  mechanical  effect  however,  for  part  will  be  lost  by  mechanical 
friction,  and  part  also  in  the  wasteful  production  of  eddy  currents  in  the  moving 
parts  of  the  motor.  What  proportion  of  w  appears  as  useful  mechanical  work 
depends  on  the  efficiency  of  the  motor  ^^  se^  which  we  are  not  here  considering. 
In  all  that  follows  immediately  we  shall  suppose  such  causes  of  loss  not  to  exist, 
or  the  motor  will  be  considered  as  a.  perfect  motor. 
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electromotive-force  of  the  battery  that  feeds  the  motor.  (As 
it  is  not  wished  here  to  complicate  general  considerations 
by  introducing  into  the  expression  for  the  efficiency  the 
energy  wasted  in  heat  in  the  field-magnet  coils  of  the  motor, 
we  are  here  supposing  that  the  magnetism  of  the  field- 
magnets  is  independently  excited.)  The  proof  will  be  given 
later.  Let  us  call  this  whole  electromotive-force  with  which 
the  battery  feeds  the  motor  Si  and  let  us  call  the  counter 
electromotive-force  E.    Then  the  rule  is 

w  :  W  =  E  :  g, 

or,  if  we  express  the  efficiency  as  a  fraction, 

w  __  E 

But  we  may  go  one  stage  further.  If  the  resistances  of  the 
circuit  are  constant,  the  current  /,  observed  when  the  motor  is 
running,  will  be  less  than  I,  the  current  while  the  motor  was 
standing  still.    But,  from  Ohm's  law,  we  know  that 

.       6-E 

where  R  is  the  total  resistance  of  the  circuit.     Hence 

I  —  /  __  E       w 

From  which  it  appears  that  we  can  calculate  the  efficiency  at 
wmch  the  motor  is  working,  by  observing  the  ratio  between 
the  fall  in  the  strength  of  the  current  and  the  original  strength. 
Now  as  this  mathematical  law  of  efficiency  has  been  known 
for  twenty  years,^  it  is  strange  that  even  in  many  of  the 
accepted  text-books  it  has  been  ignored  or  misunderstood 
Another  law,  discovered  by  Jacobi,  not  a  law  of  efficiency  at 
all,  but  a  law  of  maximum  work  in  a  given  time,  has  usually 
been  given  instead.     It  is,  indeed,  frequent  to  find  Jacobi*s  law 

*  The  true  law  of  efBciency  was,  however,  clearly  stated  by  Thomson  in  1851, 
and  is  recognised  in  a  paper  by  Joule  at  about  the  same  date.  See  also  Rankine*s 
Steam  Engine^  p.  546.  Professor  Anthony,  late  of  Cornell  University,  informs 
the  author  that  he  has  taught  the  true  law  for  the  past  fifteen  years. 


Law  of  Maxinmm  Power.  519 

of  maximum  activity  stated  as  the  law  of  maximum  efficiency. 
Yet  as  a  mathematical  expression  the  true  law  is  implicitly 
contained  in  more  than  one  of  the  memoirs  of  Joule ;  it  is 
implied  also  in  more  than  one  passage  of  the  memoirs  of 
Jacobi ;  ^  it  exists  in  the  Th^orie  Micanique  de  la  CJtaUur  of 
Verdet.*  Yet  it  remained  a  mere  mathematical  abstraction 
until  its  significance  was  pointed  out  by  Sir  W.  Siemens  in 
his  Address  to  the  Iron  and  Steel  Institute  in  1877. 

Jacobi's  law  concerning  the  maximum  power  of  an  electric 
motor  supplied  with  currents  from  a  source  of  given  electro- 
motive-force, is  the  following : — ^The  mechanical  work  given 
out  by  a  motor  is  a  maximum  when  the  motor  is  geared  to  run 
at  such  a  speed  that  the  current  is  reduced  to  half  the  strength 

^  Jacob!  seems  very  clearly  to  have  understood  that  his  law  was  a  law  of 
maximum  working,  but  not  to  have  understood  that  it  was  not  a  law  of  true 
economical  efifidency.  In  one  passage  (Annates  de  Chimie  et  de  Physique^ 
t.  xxxiv.  (1852),  p.  480),  he  says  : — "  Le  travail  micanique  maximum,  au  plutdt 
Veffet  ieonomique,  n'est  nuUement  compliqu^  avec  ce  que  M.  MUller  appelle  les 
drconstances  specifiques  des  motenrs  ^lectromagn^tiques."  Yet,  though  here 
there  b  apparently  a  confusion  between  the  two  very  different  laws,  in  a  preceding 
part  of  the  very  same  memoir  Jacobi  says  (p.  466) : — "  En  divisant  la  quantity  de 
travail  par  la  d^pense  (de  zinc),  on  obtient  une  expression  tr^s-importante  dans  la 
micanique  industrielle  :  c*est  PefTet  economique,  ou  ce  que  les  Anglais  appellent 
duiy^  Here,  again,  is  a  singular  confusion.  The  definition  is  perfect;  but 
^'dBTet  Economique"  is  not  the  same  thing  as  the  maximum  power.  Jacobi's 
law  is  not  a  law  of  maximum  efficiency,  but  a  law  of  maximum  power ;  and  that 
is  where  the  error  creeps  in.  It  is  significant,  in  suggesting  the  cause  of  this 
remarkable  conflict  of  ideas,  that  throughout  this  memoir  Jacobi  speaks  of  work 
as  being  the  product  of  force  and  velocity,  not  of  force  and  displacement.  The 
same  mistake — common  enough  amongst  continental  writers — is  to  be  found  in 
the  accounts  of  Jacobi's  law  given  in  Verdet*s  TfUorie  Micanique  de  la  Chaleitr, 
in  Midler's  Lehrinuh  der  Physik^  and  even  in  Wiedemann's  Gahanismus.  Now 
the  product  of  force  and  velocity  is  not  work,  but  work  divided  by  time,  that  is  to 
say  rate-of- working,  or  "activity."  This  may  account  for  the  widely-spread 
fallacy.  Jacobi  makes  another  curious  slip  in  the  memoir  above  alluded  to 
(p.  463),  by  supposing  that  the  strength  of  the  current  can  only  become  =  o 
when  the  motor  runs  at  an  infinite  speed.  We  all  know  now  that  the  current  will 
be  reduced  to  zero  when  the  counter  electromotive-force  of  the  motor  equals  that 
of  the  external  supply ;  and  if  this  is  finite,  the  velocity  of  the  motor,  if  there  is 
independent  magnetism  in  its  magnets,  need  also  only  be  finite.  This  error — also 
to  be  found  in  Verdet — seems  to  have  thrown  the  latter  off  the  track  of  the  true 
law  of  efficiency,  and  to  have  made  him  fall  back  on  Jacobi's  law. 

■  See  Verdet,  (Euvres^  t.  ix.  p.  174,  where,  however,  Verdet  makes  the  very 
mistake  so  often  made,  of  supposing  that  the  greatest  possible  efficiency  of  a 
motor,  working  with  a  given  electromotive-force,  is  50  per  cent.,  or  is  the  same  as 
its  efficiency  when  working  at  the  maximum  rate. 
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that  it  would  have  if  the  motor  was  stopped.  This,  of  course, 
implies  that  the  counter  electromotive^force  of  the  motor  is 
equal  to  half  the  electromotive-force  furnished  by  the  battery 
or  generator.  Now,  under  these  circumstances,  only  half  the 
energy  furnished  by  the  external  source  is  utilised,  the  other 
half  being  wasted  in  heating  the  circuit.  If  Jacobi's  law  was 
indeed  the  law  of  efficiency,  no  motor,  however  perfect  in 
itself,  could  convert  more  than  50  per  cent  of  the  electric 
energy  supplied  to  it  into  actual  work.  Now  Siemens  showed  ^ 
some  years  ago,  that  a  dynamo  can  be,  in  practice,  so  used 
as  to  give  out  more  than  50  per  cent  of  the  energy  of 
the  current  It  can,  in  fact,  work  more  efficiently  if  it 
be  not  expected  to  do  its  work  so  quickly.  Dr.  Siemens, 
who  first  made  us  realise  the  true  physical  signification 
of  the  mathematical  expressions  which,  until  then,  had  been 
regarded  as  mere  abstractions,  proved  in  fact,  that  if  the 
motor  be  arranged  so  as  to  do  its  work  at  less  than  the  maxi- 
mum rate,  by  being  geared  so  as  to  do  much  less  work  per 
revolution,  but  yet  so  as  to  run  at  a  higher  speed,  it  will  be 
more  efficient ;  that  is  to  say,  though  it  does  less  work,  there 
will  also  be  still  less  electric  energy  expended,  and  the  ratio  of 
the  useful  work  done  to  the  energy  expended  will  be  nearer 
unity  than  before. 

The  algebraic  reasoning  is  as  follows : — If  S  be  the  electro- 
motive-force of  the  mains  supplying  the  current  to  the  motor 
when  the  motor  is  at  rest,  and  /  be  the  current  which  flows  at 
any  time,  the  electric  energy  W  expended  in  unit  time  will 
be  (as  expressed  in  watts)  given  by  the  equation — 

W  =  6  /  =  S  ^^^^-  [XLVL] 

Now,  when  the  motor  is  running,  part  of  this  electric  energy 
is  being  spent  in  doing  work,  and  the  remainder  is  wasting 
itself  in  heating  the  wires  of  the  circuit     We  have  alread> 

*  The  matter  was  also  very  well  and  clearly  put  by  Prof.  W.  E.  Ayrton  in  his 
lecture  on  **  Electric  Transmission  of  Power,"  before  the  British  Association  in 
'heffield,  in  1879. 
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used  the  symbol  w  for  the  useful  work  (per  second)  done  by 
the  motor.  All  the  energy  which  is  not  thus  utilised  is 
wasted  in  heating  the  resistances.  Let  the  symbol  H  represent 
the  heat  wasted  per  second  Its  mechanical  value  will  be  H  J, 
where  J  stands  for  Joule's  equivalent.  Then  clearly  we  shall 
have 

W  =  ze;  +  H  J. 

But,  by  Joule's  law,  the  heat-waste  of  the  current  whose 
strength  is  i  running  through  resistance  R,  is  expressed  by 
the  equation 

HJ  =  ^-»R. 

Substituting  this  value  above,  we  get 

W  =  tt/  +  r*  R, 
whence  we  get 

te;  =  W  -  ^-^  R.  [XLVIL] 

But  by  equation  [XLVI.]  preceding,  W=S  /,  whence 

«;  =  Si-  ^-^R,  [XLVIIL] 

/^  —  K 
and,  writing  for  i  its  value  — =r — ,  we  get 


_  (S-E){s-(g-E)j 


w 

R 


or 


ze;  =  E^-^.  [XLIX.] 

Comparing  equation  [XLIX.]  with  equation  [XLVI.],  we 
get  the  following : — 

w  _  E  (g  -  E) 
W  "   5  (5  -  E)  ' 
or,  finally, 

This  is,  in  fact,  the  mathematical  law  of  efficiency,  so  long 
misunderstood  until  Siemens  showed  its  practical  significance. 
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We  may  appropriately  call  it  tlie  law  of  Siemens.     Here  the 

TV 

ratio  viT  is  the  measure  of  the  efficiency  of  the  motor,  and  the 
W 

equation  shows  that  we  may  make  this  efficiency  as  nearly 

equal  to  unity  as  we  please,  by  so  adjusting  either  the  speed 

of  the  motor  or  the  magnetism  of  its  field-magnets  that  E  is 

very  nearly  equal  to  &. 

Now  go  back  to  equation  [XLVIII.],  which  is — 

«;  =  g  /  —  i^  R. 

In  order  to  find  what  value  of  i  will  give  us  the  maximum 
value  for  w  (which  is  the  work  done  by  the  motor  in  unit  time), 
we  must  take  the  differential  coefficient  and  equate  it  to  zero.^ 

dw       ^  .^ 

at 

whence  we  have 

'       *R- 

p 
But,  by  Ohm's  law,  =■  is  the  value  of  the  current  when  the 

motor  stands  still.     So  we  see  at  once  that,  to  get  maximum 


'  The  argument  can  be  proven,  though  less  simply,  without  the  calculus,  as 
follows  :  write  equation  [XLVIII.]  in  the  following  form  : 

^•R-Sj  +  w  =  o. 

Solving  this  as  an  ordinary  quadratic  equation,  in  which  i  is  the  unknown 
quantity,  we  have 

'2R 

To  find  from  this  what  value  of  /  corresponds  to  the  greatest  value  of  w,  it  may  be 
remembered  that  a  negative  quantity  cannot  have  a  square  root,  and  that  therefore 
the  greatest  value  that  w  can  possibly  have  will  occur  when 

4  R  7t/  =  S«, 

for  then  the  term  under  the  root  sign  will  vanish.  When  this  condition  is 
observed  it  will  follow  that 

or  the  current  will  be  reduced  to  half  its  original  value. 
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work  per  second  out  of  our  motor,  the  motor  must  run  at  such 
a  speed  as  to  bring  down  the  current  to  half  the  value  which 
it  would  have  if  the  motor  were  at  rest  In  fact,  we  here 
prove  the  law  of  Jacobi  for  the  maximum  rate  of  doing  work. 
But  here,  since 

.  _  6  —  E  —  1  ^ 
^'"       R      "*R' 

it  follows  that 

S  —  E  =  J  S, 
or 


g 


whence  it  follows  also  that 


w 


That  is  to  say,  the  efficiency  is  but  50  per  cent,  when  the 
motor  does  its  work  at  the  maximum  rate.* 

It  may  be  worth  while  to  recall  a  precisely  parallel  case  that  occurs  in 
calculating  the  currents  from  a  voltaic  battery.  Every  one  is  familiar  with  the 
rule  for  grouping  a  battery  which  consists  of  a  given  number  of  cells,  that  they 
will  yield  a  maximum  current  through  a  given  external  resistance  when  so 
grouped  that  the  internal  resistance  of  the  battery  shall,  as  nearly  as  possible, 
equal  the  external  resistance.  But  this  rule,  which  is  true  for  maximum  current 
(and,  therefore,  for  maximum  rate  of  using  up  the  zinc  of  one's  battery),  is  not  the 
case  of  greatest  economy.  For  if  external  and  internal  resistance  are  equal,  half 
the  energy  of  the  current  will  be  wasted  in  the  heat  of  the  cells,  and  half  only  will 
be  available  in  the  external  circuit.  If  we  want  to  get  the  greatest  economy,  we 
should  group  our  cells  so  as  to  have  an  internal  resistance  much  less  than  the 
extemaL  We  shall  not  get  so  strong  a  current,  it  is  true ;  and  we  shall  use  up 
our  zincs  more  slowly ;  but  a  far  greater  proportion  of  the  energy  will  be  expended 
usefully,  and  a  far  less  proportion  will  be  wasted  in  heating  the  battery  cells. 
The  maximum  economy  will,  of  course,  be  got  by  making  the  external  resistance 
infinitely  great  as  compared  with  the  internal  resistance.  Then  all  the  energy  of 
the  current  will  be  utilised  in  the  external  circuit,  and  none  wasted  in  the  battery. 
But  it  would  take  an  infinitely  long  time  to  get  through  a  finite  amount  of  work 
in  this  extreme  case.  The  same  kind  of  reasoning  is  strictly  applicable  to 
dynamos  used  as  generators,  the  resistance  of  the  rotating  part  of  the  circuit  being 
the  counterpart  of  the  internal  resistance  of  the  battery  cells.  For  good  economy 
the  resistance  of  the  armature  should  be  very  low  as  compared  with  that  of  the 
external  circuit 
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Fig.  335. 


GRAPHIC  REPRESENTATION  OF  LA  WS  OF 

MOTORS. 

Several  graphic  constructions  have  been  suggested  to 
convey  these  facts  to  the  eye ;  one  of  these  enables  us,  in  one 
diagram,  to  exhibit  graphically  both  Jacobi's  law  of  maximum 
rate  of  working,  and  Siemens*  law  of  efficiency.^ 

Let  the  vertical  line,  A  B  (Fig.  335),  represent  the  electro- 
motive-force S  of  the  electric  supply.    On  A  B  construct  a 

square  A  B  C  D,  of  which  let  the  diagonal 
B  D  be  drawn.  Now  measure  out  from 
the  point  B,  along  the  line  BA,  the 
counter  electromotive-force  E  of  the 
motor.  The  length  of  this  quantity  will 
increase  as  the  velocity  of  the  motor 
increases.  Let  E  attain  the  value  BF. 
Let  us  inquire  what  the  actual  current 
will  be,  and  what  the  energy  of  it; 
also  what  the  work  done  by  the  motor  is. 
First  complete  the  construction  as  follows  : — Through  F 
draw  F  G  H,  parallel  to  B  C,  and  through  G  draw  K  G  L^ 
parallel  to  A  B.  Then  the  actual  electromotive-force  at  work 
in  the  machine  producing  a  current  is  S  -  E,  which  may 
be  represented  by  any  of  the  lines  A  F,  K  G,  G  H,  or  L  C 
Now  the  electric  energy  expended  per  second  is  ^i\  and 


1 1 


8 


Since;  = 


g  -  E 
R    ' 


6(5  -E). 


and  the  work  absorbed  by  the  motor,  measured  electrically,  is 

E  (g  -  E) 
R 

R  being  a  constant,  the  values  of  the  two  may  be  written 
respectively 

S  (6  -  E) 


See  paper  by  the  author  in  the  Philosophical  Magazim,  Feb.  1883. 
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and 

E  CS  -  E). 
Now  the  area  of  the  rectangle 

AFHD  =  S(S-E), 
and  that  of  the  rectangle 

G  L  C  H  =  E  (S  -  E). 

Tke  ratio  of  titese  two  areas  on  the  diagram  is  t/ie  efficiency  of  a 
perfect  motor,  under  the  condition  of  a  given  constant  electro- 
motive-force  in  the  electric  supply. 

Turn  to  Fig.  336,  in  which  these  areas  are  shaded.     This 
figure  represents  a  case  where  the  motor  is  too  heavily  loaded, 
and  can  turn  only  very  slowly,  so  that  the  counter  electro- 
motive-force E  is  very  small  com- 
pared   with    S.     Here    the    area  fig.  336. 
which  represents   the  energy  ex- 
pended, is  very  lar^e ;  while  that 
which  represents  useful  work  real- 
ised  in   the   motor  is  very  small. 
The   eiEciency   is   obviously   very 
low.     Two-thirds  or  more  of  the 
energy  is  being  wasted  in  heat. 

So  far  we  have  assumed  that 
the  efficiency  of  a  motor  (working  •"^ 

with    a    given     constant    external 

electromotive-force)  is  to  be  measured  electrically.  But  no 
motor  actually  converts  into  useful  mechanical  effect  the  whole 
of  the  electric  enei^  which  it  absorbs,  since  part  of  the  energy 
is  wasted  in  friction  and  part  in  wasteful  electro-magnetic  re- 
actions between  the  stationary  and  moving  parts  of  the  motor. 
If,  however,  we  consider  the  motor  to  be  a/«/«r/engine  (devoid 
of  friction,  not  producing  wasteful  eddy  currents,  running  with- 
out sound,  giving  no  sparks  at  the  collecting-brushes,  &c,),  and 
capable  of  turning  into  mechanical  effect  100  per  cent  of  the 
electric  energy  which  it  absorbs,  then,  and  then  only,  may  we 
take  the  electrical  measure  of  the  work  of  the  motor  as  being 
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a  true  measure  of  its  performance.  Such  a  "  perfect "  electric 
engine  would,  like  the  ideal  "  perfect "  heat  engine  of  Camo^ 
be  perfectly  reversible.  In  Camot's  heat  engine  it  is  sup- 
posed that  the  whole  of  the  heat  actually  absorbed  in  the 
cycle  of  operations  is  converted  into  useful  work  ;  and  in  this 
case  the  efficiency  is  the  ratio  of  the  heat  absorbed  to  the  total 
heat  expended.  As  is  well  known,  this  efficiency  of  the  per- 
fect heat  engine  can  be  expressed  as  a  function  of  two  abso- 
lute temperatures,  namely  those  respectively  of  the  heater 
and  of  the  refrigerator  of  the  engina  Camot's  engine  is  also 
ideally  reversible  ;  that  is  to  say,  capable  of  reconverting 
mechanical  work  into  heat 

The  mathematical  law  of  efficiency  of  a  perfect  electric 
engine  illustrated  in  the  above  construction  is  an  equally  ideal 
case.  And  the  efficiency  can  also  be  expressed,  when  the 
constants  of  the  case  are  given,  as  a  function  of  two  electro- 
motive-forces. We  shall  return  to  this  comparison  a  little 
later. 

The  Law  of  Maximum  Activity  (Jacobi). 

Let  us  next  consider  the  area   G  L  C  H  of  the  diagram 
(Fig.  337),  which  represents  the  work  utilised  in  the  motitf. 
The  value  of  this  area  will  vary  with 
Fic.  337.  the  position  of  the  point  G,  and  vrill 

^  P       be  a  maximum  when  G  is  midway 

j  1         between  B  and  D  ;  for  of  all  rectangles 

I  that  can  be  inscribed  in  the  triangle 
1  BCD,  the  square  will  have  maxi- 
mum area  (Fig.  337).  But  if  G  is 
midway  between  B  and  D,  the  rect- 
_  _1  angle  G  L  C  H  will  be  exactly  half 
^  the  area  of  the  rectangle  A  F  H  D ; 
°'°"f  jlcJ','"™""'  or.  the  useful  work  is  equal  to  half 
OF  Maximum  Activitv.  the  energy  expended.  When  this  is 
the  case,  the  counter  electromotive- 
force  reduces  the  current  to  half  the  strength  it  would  have 
if  the  motor  were  at  rest;  which  is  Jacobi's   law  of  the 
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efficiency  of  a  motor  doing  work  at  its  greatest  possible  rate. 
Also  F  will  be  half-way  between  B  and  A,  which  signifies 
that  E  =  ^  g. 


Law  of  McLximum  Efficiency  (Siemens). 

Again,  consider  these  two  rectangles  when  the  point  G 
moves  indefinitely  near  to  D  (Fig.  338).     We  know  from 
common  geometry  that  the  rectangle  G  L  C  H  is  equal  to  the 
rectangle  A  F  G  K.    The  area  (square) 
K  G  H  D,    which    is    the    excess  of  Fig.  338. 

A  F  H  D  over  A  F  G  K,  represents 
therefore  the  electric  energy  which 
is  wasted  in  heating  the  resistances 
of  the  motor.  That  the  efficiency 
should  be  a  maximum  the  heat-waste 
must  be  a  minimum. 

In  Fig.  336  this  corner  square 
which  stands  for  the  heat-waste,  was 
enormous.  In  Fig.  337  it  was  exactly 
half  the  energy.  In  Fig.  338  it  is 
only  about  one-eighth.     Clearly,   we 

may  make  the  heat-waste  as  small  as  we  please,  if  only 
we  will  take  the  point  F  very  near  to  A.  The  efficiency  will 
be  a  maximum  when  the  heat-waste  is  a  minimum.  The 
ratio  of  the  areas  G  L  C  H  and  A  F  H  D,  which  represents 
the  efficiency,  can  therefore  only  become  equal  to  unity  when 
the  square  K  G  H  D  becomes  indefinitely  small — that  is,  when 
the  motor  runs  so  fast  that  its  counter  electromotive-force  E 
differs  from  S  by  an  indefinitely  small  quantity  only. 

It  is  also  clear  that  if  our  diagram  is  to  be  drawn  to  repre- 
sent any  given  efficiency  (for  example,  an  efficiency  of  90 
per  cent),  then  the  point  G  must  be  taken  so  that  area 
G  L  C  H  =  -^  area  A  F  H  D  ;  or,  G  must  be  ^  of  the  whole 
distance  along  from  B  towards  D.  This  involves  that  E  shall 
be  equal  to  -^  of  Si  or  that  the  motor  shall  run  so  fast  as  to 
reduce  the  current  to  ^^r  of  what  it  would  be  if  the  motor  were 
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standing  still.  Thus  we  verify,  geometrically,  Siemens*  law 
of  efficiency.  If  there  is  leakage  in  the  line,  then,  as  Professor 
Oliver  Lodge  and  Mr.  G.  Kapp  *  have  pointed  out,  this  law 
will  require  modification,  for  the  higher  the  counter-electro- 
motive-force of  the  motor,  the  higher  will  be  the  potential  of 
the  line  and  the  greater  the  loss  by  leakage. 

Further,  if  the  motor  be  not  a  "perfect"  one,  but  one 
whose  intrinsic  efficiency,  or  efficiency  per  se^  is  known,  the 
actual  mechanical  work  performed  by  the  motor  can  be  re- 
presented on  the  diagram  by  simply  retrenching  from  the 
rectangle  G  L  C  H  the  fraction  of  work  lost  in  friction,  &c 
Similarly,  in  the  case  where  the  electric  energy  expended  has 
been  generated  in  a  dynamo-electric  machine  whose  intrinsic 
efficiency  is  known,  the  total  mechanical  work  expended  can 
be  represented  by  adding  on  to  the  area  A  F  H  D  the  propor- 
tion spent  on  useless  friction,  &c.  To  make  the  diagram  still 
more  expressive,  we  may  divide  the  area  K  G  H  D  into  slices 
proportional  to  the  several  resistances  of  the  circuit ;  and  the 

areas  of  these  several  slices  will  repre- 
sent the  heat  wasted  in  the  respective 
parts  of  the  circuit.     These  point%are 
exemplified  in  Fig.  339,  which  repre- 
sents the  transmission  of  power  be- 
tween two  dynamos,  each  supposed  to 
have  an  intrinsic  efficiency  of  80  per 
cent,  each   having  500   ohms   resist- 
ance, working  through  a  line  of  looo 
ohms    resistance,   the    electromotive- 
force  of  the  machine  used   as  generator  being   2400  volts 
and   the   counter   electromotive-force    of  the   machine  used 
as  motor  being  1600  volts. 

The  entire  upper  area  represents  the  total  mechanical  work 
expended.  Call  this  100.  It  is  expended  as  follows: — 
a  =  20,  lost  by  friction,  &c.,  in  the  generator  ;  *  =  6f ,  lost  in 
heating  generator ;  c  =  13J-,  lost  in  heating  line-wires  ;  £/  =  6f, 
lost  in  heating  motor;  ^=  io|,  lost  in  friction  in  the  motor; 
w  =  42§  is  the  percentage  realised  as  useful  mechanical  work. 

*  See  Kapp's  Electric  Transmission  of  Energy  (1886),  p.  165. 
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We  may  now  extend  this  graphic  method  to  two  further 
cases. 

Suppose  that  S  is  no  longer  taken  as  a  constant,  but 
that  the  work  to  be  done  by  the  motor  per  second  is  a 
constant  For  this  case  we  may  write  equation  [XLIX.], 
p.  521,  as 

E  (S  -  E)  =  w  R. 

This  equation  is  graphically  represented  by  the  curve 
P  H  Q  (Fig.  340),  in  which  the  values  of  S  are  plotted  as 
abscissa  and  those  of  E  as  ordinates.  From  this  curve  it  is 
at  once  seen  that  there  will 

be  a  certain  minimum  value  ^■*''  3^"* 

of  S  which  will  suffice  to  give 
to  the  motor  the  prescribed 
amount  of  energy  per  second 
The  curve  is  so  drawn  that 
it  passes  through  the  comer 
H  of  all  the  areas  equal  to 
G  L  C  H  drawn  to  fit  under 
the  diagonal  of  the  square 
Of  these  areas,  which  repre- 
sent equal  work  done  by  the 
motor,  the  one  which  has 
minimum  value  of  S  is  the 

square  which  fits  to  the  apex  of  the  curve  and  corresponds  to 
the  case  where  S  =  2  E.  This  result^  which  was  first  pointed 
out  by  Prof  Carhart,'  is  the  converse  of  Jacobi's  law,  and  like 
it,  involves  an  efficiency  of  only  50  per  cent  A  much  higher 
efficiency  is  obtained  when  S  and  E  are  both  greater,  as 
indicated  by  the  square  drawn  throi^h  the  point  k. 

Again,  suppose  that  W,  the  work  supplied  electrically,  is 
maintained  constant ;  for  this  case  (Fig.  341)  we  may  write 
equation  [XLVI.],  p.  520,  in  the  form 

S(S-E)  =  WR, 
giving  us  the  curve  T  H  S.    In  this  case  S  is  a  minimum 
when  E  is  zero,  and  all  the  work  is  wasted  in  heat  \  and  w. 


■  Amrrkan  Jturnal  0/ Sdtnff,  zuL  p.  95,  1886. 
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the  work  of  the  motor,  is  a  maximum  only  when  both  S  &Q<1  ^ 
are  infinitely  great     This  result  is  also  due  to  Carhart. 

It   only   remains   to   point   out  a  curious   contrast  that 
presents  itself  between  the  efficiency  of  a  perfect  heat  engine 
and  that  of  a  perfect  electric 
^•<^-  34'-  engine.    We   saw  that  the 

one  could  be  expressed  as  a 
function  of  two  temperatures, 
whilst  the  other  could  be  ex- 
pressed as  a  function  of  two 
electromotive  -  forces.  But 
in  the  heat  engine  the  effi- 
ciency is  the  greatest  when 
the  difference  between  the 
two  temperatures  is  a  maxi- 
mum ;  whilst  in  the  electric 
engine  the  efficiency  is  the 
greatest  when  the  difference 
between  the  two  electromotive-forces  is  a  minimum.  The  two 
cases  are  contrasted  in  Figs.  342  and  343,  Fig.  342  showtngthe 
efficiency  of  a  heat  engine  working  between  temperatures  T  and 
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t  {reckoned  from  absolute  zero) ;  whilst  Fig.  343  shows  the 
efficiency  of  an  electric  engine  receiving  current  at  an  electro- 
motive-force S,  its  counter  electromotive-force  being  E.  Joule's 
remark,  here  illustrated,  that  an  electric  engine  may  be  readily 
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made  to  be  a  far  more  efficient  engine  than  any  steam-engine, 
is  amply  justified  by  all  experience.  The  rapid  extension  in 
the  use  of  electric  motors  which  has  taken  place  during  the  past 
two  years,  particularly  in  New  England,  proves  that  where 
power  can  be  produced  sufficiently  cheap  on  the  large  scale, 
either  from  natural  sources,  such  as  water  power,  or  by  large 
steam-engines  burning  cheap  coal,  such  power  can  be  electri- 
cally distributed  to  small  motors  (not  exceeding  a  few  horse- 
power) with  an  economic  result  For  the  cost  of  erecting, 
maintaining,  and  supplying  the  electric  power  to  such  motors 
is  less  than  the  cost  of  erecting,  maintaining,  and  supplying 
fuel  and  water  to  small  steam-engines  of  equal  power. 

It  yet  remains  to  be  true  that  the  electric  engine  as  a 
prime  mover  is  more  costly  to  use  than  the  heat  engine,  for 
energy  in  the  form  of  electricity  supplied  at  a  high  potential 
is,  as  yet,  dearer  than  energy  in  the  form  of  heat  supplied  at 
a  high  temperature. 

ELECTRIC  TRANSMISSION  OF  ENERGY. 

In  all  the  preceding  discussion,  it  has  been  assumed  that 
the  motor  is  to  be  worked  with  a  supply  of  current  furnished 
at  a  constant  potential.  It  is  not  only  convenient,  but 
useful,  to  make  such  a  condition  the  basis  of  the'  argument, 
because  this  is  the  condition  under  which  electric  energy  is 
now  being  distributed  over  large  areas  in  towns  and  cities 
for  the  purposes  of  lighting  and  motive  power.  It  would  be 
absurd,  in  the  present  stage  of  electro-technical  science,  to 
deal  with  such  a  question  as  the  construction  and  use  of 
motors,  without  taking  into  account  the  practical  conditions 
under  which  they  will  be  used.  But  the  condition  of  having 
a  constant  electric  pressure  is  not  the  only  condition  of 
supply ;  for,  as  we  have  seen  in  preceding  chapters,  a  generator 
or  system  of  generators  may  be  worked  so  as  to  yield  a  con- 
stant current  at  a  pressure  varying  according  to  the  demand. 

Now  the  method  of  distribution  by  a  constant  current  is, 
where  power  is  to  be  transmitted  to  long  distances,  a  much 
more  economical  method  than  that  of  distribution  with  a 

2  M  2 
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constant  potential,  owing  to  the  fact  that  for  the  former 
method  thinner  and  therefore  less  expensive  conducting  wires 
may  be  employed.  We  shall  therefore,  in  further  discussing 
the  theory  of  the  different  windings  of  motors,  have  to  take 
both  cases  into  account  Meantime  we  may  discuss  two 
problems  bearing  upon  the  transmission  of  power  by  motors, 
problems  which  are  vital  to  the  understanding  of  the  conditions 
which  motors  must  fulfil. 

It  is  required  to  determine  the  relation  between  the  poten- 
tial at  which  the  current  is  supplied  to  the  motor,  and  the 
heat-waste  in  the  circuit. 

Let  2  R  stand  for  the  sum  of  all  the  resistances  in  the 
part  of  the  circuit  between  the  points  at  which  S  is  measured ; 
then,  by  Joule's  law,  the  heat-waste  is  (in  mechanical  measure) 

HJ  =  /*2R- 
And,  since  i  =     ^       ,  we  may  write  the  heat-waste  as 

Now  suppose  that  without  changing  the  resistances  of  the 
circuit  we  can  increase  S,  and  also  increase  E,  while  keeping 
g  —  E  the  same  as  before,  it  is  clear  that  the  heat  loss  will 
be  precisely  the  same  as  before.  But  how  about  the  work 
done?  Let  the  two  new  values  be  respectively  g  and  E. 
Then  the  electric  energy  expended  is 

and  the  useful  work  done  is 


/  / 


',  _  E  (g-E) 

'"-^Tr — 

That  is  to  say,  with  no  greater  loss  in  heating,  more  energy 
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IS  transmitted,  and  more  work  done.  Also  the  efficiency  is 
greater,  for 

te;  _  E 

and  this  ratio  is  more  nearly  equal  to  unity  than  j^, because 

both  S  and  E  have  received  an  increment  arithmetically 
equal.  Clearly,  then,  it  is  an  economy  to  work  at  high 
electromotive-force.  The  importance  of  this  matter,  first 
pointed  out  by  Siemens,  and  later  by  Marcel  Deprez,  cannot 
be  overrated.  But  how  shall  we  obtain  this  higher  electro- 
motive-force ?  One  very  simple  expedient  is  that  of  driving 
both  generator  and  motor  at  higher  speeds.  The  objections 
to  this  expedient  are  the  purely  mechanical  considerations  of 
liability  to  heating  of  bearings  and  centrifugal  flying.  A 
second  way  is  to  wind  the  armatures  of  both  machines  with 
many  coils  of  wire  having  many  turns.  This  expedient  has, 
however,  the  effect  of  putting  great  resistances  into  the  circuit 
This  circumstance  may,  nevertheless,  be  no  great  drawback,  if 
there  is  already  a  great  resistance  in  the  circuit — as,  for  ex- 
ample, the  resistance  of  many  miles  of  wire  through  which  the 
power  is  to  be  transmitted.  In  this  case,  doubling  the  electro- 
motive-force will  not  double  the  resistance.  Even  in  the  case 
where  the  line  resistance  is  insignificant,  an  economy  is  effected 
by  raising  the  electromotive-force.  For,  as  may  be  deduced 
from  the  equations,  when  S  —  E  is  kept  constant,  the  effect  of 
doubling  the  electromotive-force  is  to  increase  the  efficiency, 
when  the  resistance  of  the  line  is  very  small  as  compared  with 
that  of  the  machines,  and  to  double  it  when  the  resistance 
of  the  line  is  very  great  as  compared  with  that  of  the  machines. 
It  is,  in  fact,  worth  while  to  put  up  with  the  extra  resistance, 
which  we  cannot  avoid  if  we  try  to  secure  high  electromotive- 
force  by  the  use  of  coils  of  fine  wire  of  many  turns.  It  is 
true  that  the  useful  effect  falls  off,  cceteris  paribus^  as  the 
resistance  increases  ;  but  this  is  much  more  than  counter- 
balanced by  the  fact  that  the  useful  effect  increases  in  propor- 
tion to  the  square  of  the  electromotive-force.    A  third  way, 
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not  open  to  any  of  these  objections,  is  to  increase  the  mag- 
netic field  by  employing  a  more  powerful  field-magnet 

The  advantage  derived  in  the  case  of  the  electric  transmis- 
sion of  energy  from  the  employment  of  very  high  electro- 
motive-forces in  the  two  machines  is  also  deducible  from  the 
diagram. 

Let  Fig.  338,  given  above,  be  taken  as  representing  the  case 
where  S  is  100  volts  and  E  80  volts.  Now  suppose  the 
resistances  of  the  circuit  to  remain  the  same  while  S  is 
increased  to  200  volts  and  E  to   180  volts.     (This  can  be 


Fig.  344. 
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accomplished  by  increasing  the  speed  of  both  machines  to  the 
requisite  degrees.)  g  —  E  is  still  20  volts,  and  the  current 
will  be  the  same  as  before.  Fig.  344  represents  this  state  of 
things.  The  square  K  G  H  D  which  represents  the  heat- 
waste  is  the  same  size  as  before ;  but  the  energy  spent 
is  twice  as  great,  and  the  useful  work  done  is  more  than 
twice  as  great  as  previously.  High  electromotive-force  there- 
fore means  not  only  a  greater  quantity  of  power  transmitted, 
but  a  higher  efficiency  of  transmission  also.  The  efficiency  of 
the  system  in  the  case  of  Fig.  338  was  80  per  cent. ;  in  the 
case  of  Fig.  344  it  is  90  (the  dynamos  used  being  supposed 
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"  perfect ") ;  and  whilst  double  energy  is  expended,  the 
useful  return  has  risen  in  the  ratio  of  9  to  4. 

In  the  attempt  of  M.  Marcel  Deprez  to  realise  these 
conditions,  in  the  transmission  of  power  from  Miesbach  ta 
Munich  in  1882,  through  a  double  line  of  telegraph  wire,  over 
a  distance  of  thirty-four  miles,  very  high  electromotive-forces 
were  actually  employed.  The  machines  were  two  ordinary 
Gramme  dynamos,  the  magnets  being  series-wound,  similar  to 
one  another,  but  their  usual  low-resistance  coils  had  been 
replaced  by  coils  of  very  many  turns  of  fine  wire.  The 
resistance  of  each  machine  was  consequently  470  ohms,  whilst 
that  of  the  line  was  950  ohms.^  The  velocity  of  the 
generator  was  2100  revolutions  per  minute  ;  that  of  the 
motor,  1400.  The  difference  of  potential  at  the  terminals  of 
the  generator  was  2400  volts;  at  that  of  the  motor,  1600 
volts.  According  to  Professor  von  Beetz,  the  President  of  the 
Munich  Exhibition,  where  the  trial  was  made,  the  mechanical 
efficiency  was  found  to  be  32  per  cent.  In  Deprez's  later 
experiments,  in  1886,  between  Creil  and  Paris,^  the  potentials 
were  6004  and  5456  volts  respectively;  and  according  to 
M.  Levy  the  mechanical  efficiency  as  measured  by  dynamo- 
meters was  44' 81  per  cent.,  the  distance  being  about  36  miles. 

w  . 
M.   Deprez  has  given   the    rule  that  the  efficiency   —  is 

obtained,  in  the  case  where  two  identical  machines  are  em- 
ployed, by  comparing  the  two  velocities  at  the  two  stations. 
Or 

«;  _  «2 

where  «i  is  the  speed  of  the  generator,  n^  that  of  the  motor. 
There  is,  however,  the  objection  to  this  formula,  that  the 
electromotive-forces  are  not  proportional  to  the  speeds,  unless 
the  magnetic  fields  of  the  two  machines  are  also  equally 
intense,  and  the  current  running  through  each  machine  the 
same.    This  is  not  the  case  if  there  is  any  leakage  along  the 

*  These  figures,  and  those  which  follow,  are  given  on  the  authority  of  the 
President  of  the  Munich  Exhibition,  Professor  von  Beetz. 

*  EUctridan,  xvii.  318,  1886. 
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line.  Moreover,  the  ratio  of  the  two  electromotive-forces  of 
the  machines  is  not  the  same  as  the  ratio  of  the  two  differ- 
ences of  potentials,  as  measured  between  the  terminals  of  the 
machines. 

Further,  even  though  the  current  running  through  the 
armatures  and  field-magnets  in  the  generator  which  creates 
the  current,  and  in  the  motor  which  utilises  the  current,  tx 
absolutely  identical,  the  intensities  of  the  magnetic  fields  ol 
the  two  machines  are  not  equal,  even  though  the  machines  b€ 
absolutely  identical  in  build :  the  reaction  between  the  arma- 
ture and  field-magnet  in  the  dynamo  that  is  used  as  a  motoi 
IS  different  from  that  in  the  dynamo  which  is  being  used  as 
the  generator.     These  reactions  are  considered  below. 

In  an  experiment,  M.  Fontaine,^  by  using  several  Gramm< 
machines  coupled  in  series  at  each  end  of  a  line,  the  resistance 
of  which  was  100  ohms,  succeeded  in  transmitting  50  horse- 
power  with  a  mechanical  efficiency  of  52  per  cent 
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It  can  readily  be  shown  that  with  two  series  dynamos,  th< 
electrical  efficiency  of  transmission,  when  there  is  no  leakage 
is  the  ratio  of  the  electromotive-forces  developed  in  th< 
armatures  of  the  two  machines.  To  do  this  we  will  conside 
separately  the  efficiencies  of  the  three  parts  of  the  system 
Writing  Ei  for  the  electromotive-force  developed  in  th< 
generator,  E2  for  that  of  the  motor,  r^  and  r^  for  thei 
respective  internal  resistances,  we  shall  then  have 


Efficiency  of  generator  , .  rji  =• 


Efficiency  of  line     . .      . .  972  = 


Efficiency  of  motor         . ,  rj^  = 
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it  —  rit 
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El/-       ' 
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Hence  the  resulting  efficiency  of  the  whole  system  will  be 

17  =  171  X  1/2  X  i;3  =  £-  • 

If  the  machines  are  shunt-wound  or  compound-wound,  or 
if  there  is  leakage  on  the  line,  the' currents  through  the  arma- 
tures will  no  longer  be  alike  in  the  two  machines.  Writing 
the  respective  armature-currents  as  i^  and  i^  we  shall  have  in 
this  case,  as  the  electrical  efficiency  pf  transmission, 

E2/2 

As  an  example  we  may  refer  to  recent  experiments  ^  made  with 
Brown's  dynamos  (Fig.  116),  between  Kriegstetten  and  Solothum, 
through  a  conductor  of  9*23  ohms  resistance.  In  one  experiment, 
the  observed  values  were — Ei  1231*6,  Ej  988*6,  i^  14*204, 
4  14*177.  The  actual  horse-power  measured  at  the  two  ends 
showed  a  mechanical  efficiency  of  74*7  per  cent. 

A  simple  problem  in  the  electric  transmission  of  power  is  the 
following : — Suppose  that  one  were  desirous  of  working  a  motor,  so 
as  to  do  work  at  the  rate  of  a  specified  number  of  horse-power,  and 
that  the  wire  available  to  bring  the  current  cannot  safely  stand  more 
than  a  certain  current,  without  being  in  danger  of  becoming  heated 
unduly.     It  might  be  desirable  tq  know  what  electromotive-force 
such  a  motor  ought  to  be  capable  of  giving  back,  and  what  electro- 
motive-force must  be  applied  at  the  transmitting  end  of  the  wire. 
Let  P  stand  for  the  number  of  horse-power  to  be  transmitted,  and  / 
for  the  maximum  strength  of  current  that  the  wire  will  stand  (ex- 
pressed in  ampferes).     Then  by  the  known  rule  for  the  work  of  a 
current,  since 

746  *^' 

gives  the  condition  as  to  what  electromotive-force  (in  volts)  the 
machine  must  be  capable  of  giving  when  run  at  the  speed  it  is 

»  See  H.  F.  Weber,  in  Schwm.  Bauuitung,  xi-lNoa.  i  and  2.  1888. 


538  Dynamo-electric  Machinery. 

eventually  to  run  at  as  a  motor.     Moreover,  the  primary  electro* 
motive-force,  £1,  must  be  such  that 

El  —  E 

where  S  R  is  the  sum  of  all  the  resistances  in  the  circuit      Whence 

E,  =  E  +  /SR. 
Which  gives  the  required  primary  electromotive-force. 

RELATION  OF  SPEED  AND  TORQUE 
OF  MOTORS  TO  THE  CURRENT  SUPPLIED. 

Certain  very  important  relations  subsist  between  the  condi- 
tion of  the  electric  supply  and  the  speed  and  turning-moment 
of  a  motor. 

As  mentioned  in  the  paragraphs  on  p.  130,  concerning 
the  governing  of  generators,  the  power  transmitted  along  a 
shaft  is  the  product  of  two  factors,  the  speed  and  the  torque 
(or  tuming-momeilt).  If  ca  stands  for  the  angular  velocity  and 
T  for  the  torque,^  then 

CD  T  =3  mechanical  work  per  second,  or  "  activity," 

and  this,  measured  electrically,  is  equal  (save  for  the  fraction 
lost  in  friction,  &c.)  to  the  electric  energy  absorbed  per  second, 
or,  if  E  is  the  electromotive-force  of  the  motor,  and  i  the 
current  through  its  armature, 

E  ^'  =  electric  work  per  second  (in  watts  ^). 

'  If  n  be  the  number  of  revolutions  per  second^  then  2  x  if  =  «.  Also  if  F  be 
the  transmitted  pull  on  the  belt  (or  rather  the  difference  between  the  pull  in  that 
part  of  the  belt  which  is  approaching  the  driving  pulley  and  the  pull  in  that  ]>art 
which  is  receding  from  the  driving  pulley)  in  pounds'  weight,  and  r  be  the  radios 
of  the  pulley,  F  r  =  the  turning-moment  or  torque  =  T,  then  «T  =  2T«rF  = 
the  number  of  foot-pounds  per  second  transmitted  by  the  belt  This  may  also  be 
proved  as  follows :  Horse-power  is  product  of  the  force  into  the  velocity.  The 
circumference  of  the  pulley  is  2  t  r,  and  it  turns  n  times  per  second,  therefore  the 
circumferential  velocity  is  2  ir  r  //,  and  this,  multiplied  by  F,  gives  the  work  per 
second.  If  F  is  expressed  in  grammes'  weight,  and  r  in  centimetres,  then 
2  T  r  «  F  will  give  the  activity  in  gramme-centimetres,  and  must  be  divided  by 
7*6  X  ic/'  to  bring  it  to  horse-power,  and  must  be  multiplied  by  981  x  10—?  to 
bring  it  to  watts. 

*  Since  i  volt  =  10'  C.G.S.  units,  and  i  ampere  =  10-*  C.G.S.  units, 
I  watt  (or  volt-ampere)  will  be  =  lo^  C.G.S.  units  of  work  per  second  =  lo'  ergs 
per  second  =  10^  -4-981  gramme-centimetres  per  second. 
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Now  we  know  that  if  the  current  running  through  a  series 
dynamo  be  constant,  the  electromotive-force  it  develops  is 
almost  exactly  proportional  to  its  speed.  It  therefore  follows 
that  if  E  is  proportional  to  w,  T  will  be  proportional  to  i. 
This  is  abundantly  verified  in  the  case  of  a  series  motor  by 
experiments.  When  a  Siemens  series  dynamo  was  arranged 
to  lift  a  load  of  56  lbs.  on  a  hoist,  it  lifted  this  load  at  the  rate 
of  212  feet  per  minute,  developing  a  counter  electromotive- 
force  of  108 '81  volts.  The  applied  electromotive-force  was 
III  volts  and  the  resistance  of  the  circuit  was  0*3  ohm.  The 
effective  electromotive-force  was  therefore  2  •  19  volts  and  the 
current  7  •  3  amperes.  When  the  resistance  of  the  circuit  was 
increased  to  2*2  ohms  the  speed  fell  to  169  feet  per  minute, 
the  counter  electromotive-force  to  94*94 ;  the  effective  electro- 
motive-force, (9  —  E,  was  therefore  16 '06  volts  and  the  current 
7*3  ampferes  as  before.  When  4*8  ohms  were  inserted  the 
speed  fell  to  141  feet  per  minute,  and  E  to  y6  volts.  S  —  E 
was  35  volts,  and  the  current  7*3  ampferes  as  before.  Witk 
ike  same  load,  the  same  current,  whatever  the  speed.  The 
figures  given  on  p.  562,  relative  to  the  Immisch  motor,  also 
illustrate  this  point.  The  speed  of  a  given  series-wound  motor 
depends  solely  on  the  electromotive-force  of  the  generator 
and  on  the  resistance  of  the  circuit 

The  fact  that  the  torque  of  a  series  motor  depends  only 
on  the  current,  is  of  advantage  in  the  application  of  motors  to 
propulsion  of  vehicles  (such  as  tram-cars)  which  at  starting 
require  for  a  few  seconds  a  power  greatly  in  excess  of  that 
needed  when  running.  To  start,  a  large  current  must  be 
turned  on.  One  convenient  way  of  arranging  this  is  to  use 
two  motors,  coupled  habitually  in  series.  When  starting, 
they  are,  by  moving  a  commutator,  coupled  in  parallel.  This 
doubles  the  electromotive-force  for  each,  and  at  the  same 
time  halves  the  resistance.  For  a  few  seconds  a  very  strong 
current  flows — much  stronger  than  that  which  the  motors 
would  stand  for  any  prolonged  work — and  so  provides  the 
needful  additional  torque. 

In  the  series  motor,  when  supplied  at  constant  potential 
E  is  not  proportional  to  the  speed,  because  the  field-magnetism 
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is  not  constant,  but  falls  off  as  E  increases,  being"  (if  unsatu- 
rated) nearly  proportional  to  S  —  E.  It  therefore  will  not 
run  at  a  constant  speed.  Neither  will  it  run  at  a  constant 
speed  if  supplied  with  a  constant  current 

In  the  case  of  the  shunt  motor,  if  supplied  at  constant 
potential,  its  field-magnetism  is  constant,  and  E  will  be  very 
nearly  proportional  to  the  speed.  But  S  —  ^«  4  =  E  ;  and  if 
r^  is  (as  it  should  be)  very  small,  E  will  be  very  nearly  equal 
to  S,  and  therefore  will  be  nearly  constant  Hence  the  speed 
also  will  be  nearly  constant.  If  supplied  with  a  constant 
current,  the  speed  of  the  shunt  motor  increases  with  the  load. 
All  this  will  be  considered  in  detail  later. 


GRAPHIC  METHODS  APPLIED  TO  MOTOR 

PROBLEMS. 

Of  the  following  problems,  the  first  two  relate  to  series 
motors,  and  are  due  to  Dr.  E.  Hopkinson  and  to  Mr.  Alex- 
ander Siemens.^ 

Given  a  system  of  distributing  mains  supplying  electricity  at 
a  constant  potential  6,  it  is  reqtiired  to  construct  a  motor  which 
when  working  with  a  given  load  shall  make  n  revolutiotts  per 
fninute. 


Fig.  345. 


Taking,  in  Fig.  345,  as 
usual,  the  currents  as  ab- 
scissae, and  the  electromo- 
tive-forces as  ordinates, 
draw  O  M  to  represent  the 
potential  &  of  the  main 
in  volts.  Now„  makers  of 
dynamos  know  from  ex- 
perience what  percentage 
of  the  electrical  energy  sup- 
plied to  a  machine  of  the 

type  they  make  is  absorbed  in  maintaining  the  magnetic  field. 

Take  a  point  N  in  O  M  such  that  N  M  -7-  O  M  represents  this 

*  Journal  0/ the  Society  0/ Arts,  April  1 883. 
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percentage.  Also  it  is  known  what  percentage  of  the  energy 
thus  taken  up  by  the  armature,  and  converted  into  mechanical 
work,  is  wasted  in  friction  at  the  bearings  and  brushes.  Take 
the  point  R  such  that  N  R  -f-  O  N  represents  the  percentage  sa 
wasted.  From  O  x  cut  off  O  H  such  that  the  area  O  H  R'  R 
represents  the  actual  mechanical  output  of  the  motor  in  watts* 
For  example,  if  the  motor  is  to  realise  i  horse-power,  then 
the  area  O  H  R'  R  must  equal  746  watts.  Then  O  H  repre- 
sents the  current  (in  amperes),  and  H  P  is  the  counter  electro- 
motive-force which  the  motor  must  exercise.  The  motor,  then, 
must  be  such  that,  running  at  n  revolutions  per  minute,  its 
characteristic  will  pass  through  P.  The  economic  coefficient 
will  obviously  be  equal  to  H  P  -f-  H  M,  and  the  nett  efficiency 
to  H  R  -7-  H  M'.  The  energy  spent  in  magnetisation  is 
measured  by  the  area  N  P  M'  M.  The  tangent  of  the  angle 
P  N  M'  represents  the  resistance  of  the  armature,  and  of  the 
magnets  in  the  case  of  a  series  motor. 

It  is  possible  to  work  out  similar  problems  for  a  shunt- 
wound  motor,  and  also  for  the  case  of  a  distribution  with  a 
constant  current. 

Given  a  motor  needing  a  certain  current  and  a  certain 
electromotive-force  to  enable  it  to  do  its  work^  it  is  required  to 
construct  a  suitable  generator ^  tlie  distance  between  the  machines 
being  represented  by  an  electrical  resistance  of  R  ohms. 

Let  O  P  F  (Fig.  346)  be    yj^  p,^  ^ 

the  characteristic  of  the  mo- 
tor running  at  its  required 
speed ;  P  H  being  the  volts, 
and  O  H  the  current  needed 
for  it.  Draw  P  N  horizon- 
tally ;  and  draw  N  M'  from 
N  at  an  angle  such  that  its 
tangent  represents  the  sum  of 
the  resistances  of  the  motor 
and  line.  Then  M'  H  repre- 
sents the  difference  of  poten- 
tial between  the  terminals  of  the  generator.    Then  produce 
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H  M'  to  Q  so  that  H  M'  -4-  H  Q  shall.represent  the  economic 
coefficient  of  the  machine  of  the  type  that  is  to  be  used  as 
generator.  Then  the  proper  generator  will  be  that  which 
when  running  at  the  proper  speed  will  have  a  characteristic 
running  through  O  and  Q  ;  and  the  tangent  of  the  angle 
M'  M  Q  represents  the  resistance  of  the  armature  and  field- 
magnet  of  the  generator. 

The  following  problem  is  due  to  Dr.  J.  Hopkinson : — 

Given  the  cJiaracteristic  of  tJie  generator^  it  is  required  to 
determine  tJie  maximum  work  which  can  be  transmitted  when 
the  electromotive-force  of  tlie  generator  depends  on  the  current 
passing  through  its  armature. 

This  problem  arises  from  the  failure  of  Jacobi's  law  of 
maximum  activity  to  take  into  account  the  reactions  in  the 
magnetism  of  the  field  arising  from  the  armature.  Were  it 
not  for  these  reactions  the  activity  of  the  motor  would  be 
greatest  when  the  counter  electromotive-force  of  the  motor 
was  equal  to  half  that  of  the  generator.  Let  O  P  B  (Fig.  347) 
be  the  characteristic  of  the  generator.  From  this  curve 
another  must  be  derived  in  the  following  manner.  Take  any 
point  P,  and  draw  a  tangent  P  T.  Draw  T  N  parallel  to  O  i 
cutting  P  M  in  N.  Produce  M  P  to  L  such  that  L  P  =  P  N. 
This  operation  repeated  for  successive  points  along  the 
characteristic  will  give  the  derived  curve  wanted.  Next  draw 
O  A  at  such  an  angle  that  the  tangent  of  its  slope  is  equal  to 
twice  the  resistance  of  the  whole  circuit.  Draw  the  ordinate 
A  C,  cutting  the  characteristic  at  B,  and  bisect  it  at  D.  The 
work  of  the  generator  is  represented  by  the  area  of  the 
rectangle  OCBR;  that  part  which  is  wasted  in  heat  is 
represented  by  the  area  O  C  D  S  ;  that  utilised  in  the  motor 
S  D  B  R.  It  will  be  seen  that  the  efficiency  will  be  less 
than  50  per  cent,  in  this  case. 

Another  graphic  method  of  comparing  the  power  and 
efficiency  of  a  motor  has  been  proposed  by  Mr.  Gisbert  Kapp. 
The  speeds  being  taken  as  abscissae,  the  electric  horse-power 
absorbed    is    plotted  out  vertically,  the   number  of   watts 
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divided  by  746  being  taken  for  the  ordinates.  Fig.  348  shows 
the  result  in  the  curve  A  A,  the  shape  of  which  will  vary  with 
the  type,  a  series-wound  motor  in  this  case.  A  second  curve 
BB  is  then  plotted,  the  ordinates  in  this  case  being  the 


Fig.  347. 


mechanical  horse-power  observed  at  different  speeds.  In 
both  cases  the  variation  of  speed  is  obtained  by  loading  a 
brake  dynamometer  with  various  loads.  With  a  great  load 
the  speed  is  small,  the  applied  electromotive-force  very  great. 

Fig.  348. 


REVOLUTIONS 


With  no  load,  a  certain  maximum  speed  OM  is  obtained 
at  which  (owing  to  the  counter  electromotive-force  developed) 
very  little  current  passes.  Between  these  two  extremes  there 
will  be  a  point  ^,  corresponding  to  a  certain  speed  O  ^,  for 
-which  the  activity  is  a  maximum.      Next  divide  the  values 
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of  the  mechanical  work  B,  by  those  of  the  electrical  energy 
spent  E  at  the  corresponding  speed.  These  quotients  will 
of  course  be  the  commercial  efficiency  at  different  speeds. 
These  values  are  plotted  out  to  an  arbitrary  scale  in  the 
curve  fff  which  shows  that  the  maximum  efficiency 
attained  at  the  speed  corresponding  to  the  point  c. 


IS 


Graphic  Representation  of  Transmission. 

A  convenient  mode  of  representing  graphically  the  relative 
amounts  of  energy  expended  at  the  transmitting  end  and  utilised  at 
the  receiving  end  is  the  following,  which  is  due  to  von  Hefner 
Alteneck : — 

Let  (Fig.  349)  the  perpendicular  lines  A  Ei  and  B  E,  represent 
respectively  the  electromotive-forces  at  the  transmitting  and  receiving 

Fig.  349, 


machines ;  and  let  the  horizontal  lengths  A  Li,  L,  L2,  and  L,  B  repre- 
sent respectively  the  resistances  of  the  machine  at  A,  the  line  (in- 
cluding retum  wire),  and  of  the  machine  at  B.  Join  Ej  E2  :  the 
tangent  of  slope  of  this  line  will  represent  the  current  flowing.  From 
A  and  from  B  drop  perpendiculars  upon  this  sloping  line,  and  pro- 
duce them  to  the  points  Wi  and  Wj,  level  with  Ei  and  Ej.  The 
lengths  of  the  lines  Ej  Wi  and  Eg  Wa  will  represent  relatively  the 
energy  transmitted  and  received.  For,  by  the  construction  each  is 
proportional  to  the  respective  electromotive-force  and  to  the  slope 
of  El  E,.  The  energy  lost  in  heat  may,  on  the  same  scale,  be  repre- 
sented by  the  length  of  the  line  Ei  H. 

For  a  further  geometrical  discussion  of  the  problem  of  electric  transmission  of 
power,  see  a  paper  by  Reignier,  in  Za  iMTniire  EUcirique,  xxiiL  352,  1887. 
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CHAPTER  XXVIII. 

Reaction  between  Armature  and  Field-magnets 

IN  A  Motor. 

In  Chapter  V^  pp.  85  to  109,  the  reactions  between  the  arma- 
ture and  field-magnets  of  a  dynamo  were  considered  in  detail, 
but  attention  was  confined  solely  to  that  which  occurs  when 
the  dynamo  is  used  as  a  generator.  In  that  case  the  current 
induced  in  the  armature  coils  tended  to  magnetise  the  arma- 
ture core  in  a  direction  nearly  at  right  angles  to  the  direction 
in  which  the  field-magnets  magnetised  it,  and  in  consequence 
there  was  a  resultant  magnetisation  at  an  oblique  angle.  This 
obliquity  compelled  a  certain  angular  lead  to  be  given  to  the 
brushes  in  the  sense  of  the  rotation  ;  and  the  necessary  result 
of  the  forward  lead  of  the  brushes  was  to  cause  the  polarity 
of  the  armature  current  to  tend  partially  to  demagnetise  the 
field-magnets.  Reference  to  Fig.  60,  p.  93,  will  show  that 
wherever  the  brushes  are  placed  there  is  a  tendency  to  form 
corresponding  poles,  and  these  armature  poles  tend  to  produce 
in  the  iron  pole-pieces  of  the  field-magnets  an  opposite  polarity 
to  their  own,  and  therefore  to  weaken  the  field.  Now  in  a 
motor  this  is  not  so.  A  current  supplied  from  an  external 
source  magnetises  the  armature  and  makes  it  into  a  powerful 
magnet,  whose  poles  would  lie,  as  in  the  dynamo,  nearly  at 
right  angles  to  the  line  joining  the  pole-pieces,  were  it  not  for 
the  fact  that  in  this  case  also  a  lead  has  to  be  given  to  the 
brushes.  Suppose,  as  in  most  of  the  drawings  in  this  book,  that 
the  S.  pole  of  the  field-magnets  is  on  the  left,  and  the  N.  pole 
on  the  right  Also  that  the  current  so  traversed  the  armature 
that  it  caused  the  highest  point  to  be  a  S.  pole  and  the  lowest 
point  a  N.  pole.  Clearly,  in  this  case,  the  armature  will  rotate 
right-handedly,  because  the  S.  pole  at  the  top  will  be  repelled 

2  N 
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from  the  S.  pole  on  the  left  and  attracted  toward  the  N.  pole 
CD  the  right.  A  still  more  important  effect  will  be  that  these 
two  polarities  will  attract  each  other.  The  N.  pole  on  the 
right  tends  to  induce  a  S.  pole  in  the  part  of  the  armature 
nearest  to  it ;  and  there  will  be  a  strong  resultant  S.  pole  at 
an  oblique  position  on  the  right  of  the  highest  point  Fig.  350 
shows  the  course  of  the  lines  of  force  in  the  mutual  field ;  and 
shows  also  how  the  armature's  magnetism  reacts  on  the  field- 
m^^ets,  adding  to  its  lines  of  force  (those  which  are  dotted 

Fig.  350. 


are  supposed  to  be  due  to  the  armature),  and  perturbing  its 
field.  Two  consequences  are  at  once  apparent.  The  lead  to 
be  given  to  the  brushes  must  be  a  forward  lead  *  if  the  proper 
advantage  is  to  be  taken  of  the  mutual  strengthening  of 
the  two  magnetic  forces.  Also,  since  the  armature  polarity- 
strengthens  that  of  the  field-magnet,  it  is  possible  for  a  motor 
to  be  worked  without  any  other  means  being  taken  to  mag- 

*  That  is  to  say,  in  the  motor,  as  id  the  dyuuno,  the  brashes  are  duplaced  a 
liltic  in  the  direction  of  the  ratntion,  if  it  is  desired  to  get  the  most  powerful  rota* 
tion,  but  ace  displaced  a  httle  in  the  contioiy  sense  if  it  is  desired  to  worit  with 
the  least  sparking. 
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netise  the  field-magnets,  the  armature  will  induce  a  pole  in  the 
field-magnet  and  then  attract  itself  round  toward  this  induced 
pole.  This  principle  has  been  used  for  many  years  in  small 
motors,  having  been  apparently  first  applied  by  Wheatstone. 

But  if  a  forward  lead  is  given  to  the  brushes  in  order  thus 
to  obtain  the  most  powerful  torque,  then  it  will  be  obvious 
that  at  the  instant  that  each  coil  passes  the  brush  it  will  be 
actively  cutting  across  the  magnetic  lines  of  the  mutual  field, 
and  there  will  be  much  sparking  in  consequence.  If  the 
motor  is  not  to  spark,  it  is  essential  that  there  should  not  be  a 
forward  lead,  and  indeed  if  the  armature's  reaction  is  power- 
ful enough  to  perturb  the  magnetism  of  the  field-magnets  (as 
in  the  figure),  then  there  must  be  given  a  backward  lead  if 
sparking  is  to  be  avoided.  For,  if  the  armature  reaction 
causes  obliquity  in  the  direction  of  the  resultant  field,  the 
neutral  point  will  be  displaced  backwards  correspondingly. 
From  this  it  also  follows  that  if  a  forward  lead  is  given  to  the 
brushes  of  a  motor  in  order  to  get  a  more  powerful  rotation, 
the  motor  will  inevitably  spark  at  the  brushes.  In  the  first 
edition  of  this  work.  Fig.  350  was  given  with  a  forward  lead, 
or  in  the  position  where  the  mutual  attraction  of  armature  and 
field-magnet  was  as  great  as  possible :  the  figure  has  now  been 
corrected  to  the  position  of  minimum  sparking.  In  such  a 
position  (which  is  the  one  that  is  chosen  in  practice)  the 
motive  power  relatively  to  weight  would  be  small.  With  a 
forward  lead  the  motive  power  relatively  to  weight  would 
be  much  larger,  but  accompanied  by  destructive  sparking. 
Minimum  of  sparking  may  be  reconciled  with  high  efficiency, 
but  only  by  one  way.  That  way  is  to  design  and  construct 
motors  so  that  the  armature  shall  not  perturb  the  magnetic 
field  due  to  the  field-magnets.  This  can  be  accomplished 
by  following  out  the  very  same  principles  of  design  and 
construction  which  were  found  to  be  correct  guides  in  the  case 
of  dynamos  used  as  generators.  TJie  field-magnets  must  be 
made  very  powerful  in  proportion  to  the  armature.  If  they  are, 
then  there  will  be  no  perturbations,  no  obliquity  in  the 
resultant  magnetic  field,  no  lead  to  the  brushes,  and  no 
sparking.     Only  in  the  few  cases  when  minimum  weight  is  of 

2  N  2 
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more  importance  than  high  efficiency,  can  this  rule  be  departed 
fromy  and  then  it  becomes  necessary  to  take  special  means, 
such  as  providing  auxiliary  poles,  or  specially  shaped  pole- 
pieces,  to  prevent  the  sparking  which  would  follow  from 
having  small  or  weak  iield-magnets. 

In  several  respects  it  is  even  more  important  that  the 
rules  laid  down  for  the  good  design  of  generators  should  be 
observed  for  motors.  Eddy-currents  must  be  even  more  care- 
fully eliminated.  In  a  generator  the  self-induction  in  the 
sections  of  the  armature  coil  and  the  eddy-currents  in  the 
core  are  antagonistic ;  in  the  motor  they  tend  to  increase  one 
another.  This  remark  is  due  to  Mr.  Mordey,  Also  the  greatest 
attention  must  be  paid  to  proper  mechanical  arrangements  for 
transmitting  to  the  shaft  the  forces  that  are  thrown  by  the 
magnetic  field  upon  the  conducting  wires  around.  Sub- 
stantial driving-projections,*  well  keyed  to  the  shaft,  should 
project  between  the  wires  at  intervals. 

A  careful  comparison  should  be  made  between  Figs.  58 
and  350,  which  exhibit  the  magnetic  fields  of  the  generator  and 
the  motor  respectively.  In  one  the  armature  is  mechanically 
driven  round  while  the  magnetic  forces  in  the  field  tend  to  pull 
it  back.  In  the  other,  the  magnetic  forces  of  the  field  tend 
to  drag  it  round,  and  it  is  thereby  enabled  to  do  mechanical 
work.  In  one  case  there  is  an  opposing  mechanical  reaction 
tending  to  stop  the  steam-engine.  In  the  other  there  is  set  up  an 
opposing  electrical  reaction  (the  induced  counter  electromotive- 
force)  tending  to  stop  the  current  *  In  both  cases  the  rota- 
tion is  supposed  to  be  taking  place  in  the  same  sense — right- 
handedly.  In  both  the  effect  is  to  displace  the  lines  of  force  of 
the  field,  but  in  the  generator  the  mechanical  rotation  acts  as 
if  it  dragged  the  magnetism  round,  whilst  in  the  motor,  the 
reciprocal  magnetic  reactions  act  as  if  they  tried  to  drag 

'  The  law  of  the  electrical  reaction  resulting  in  a  generator  from  the  mechanical 
motion  is  summed  up  in  the  well-known  law  of  Lenz,  that  the  induced  current  is 
always  such  that  by  virtue  of  its  electro-magnetic  effect  it  tends  to  stop  the  motion  that 
getierated  it.  In  the  converse  case  of  the  mechanical  reaction  resulting,  in  a 
motor,  from  the  flow  of  electric  energy,  it  is  easy  to  formulate  a  converse  law, 
viz.  that  the  motion  produced  is  always  such  that  by  virtue  0/  the  magneto-electric 
inductions  which  it  sets  up  it  tends  to  stop  the  current. 
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round  the  magnetism  of  the  armature  and  succeeded  in  pro- 
ducing mechanical  rotation.  In  both  drawings  there  is  a  lead 
given  to  the  brushes.  In  the  dynamo  as  generator  we  found 
that  the  effect  of  self-induction  in  the  armature  was  to 
increase  the  lead.  In  the  motor,  on  the  contrary,  the  effect 
of  self-induction  is  to  decrease  the  lead.  If  a  motor  is  set 
with  no  lead,  and  if  the  armature  be  very  powerful  relatively 
to  the  field-magnets,  it  will  run  in  either  direction  according 
as  it  may  be  started.  If  the  current  be  reversed  in  the 
armature  part  of  the  circuit  only,  the  motor  will  usually 
reverse  its  rotation,  but  will  also  require  the  lead  to  be 
reversed  to  run  as  strongly  as  before.  If  instead  of  reversing 
the  current  in  the  armature  the  magnetism  of  the  field-magnet 
be  reversed,  a  similar  result  will  follow.  If  both  are  reversed 
at  the  same  time,  the  motor  will  go  on  rotating  as  if  nothing 
had  happened. 

D)aiamos  wound  and  connected  for  working  as  generators 
of  continuous  currents  may  be  used  in  all  cases  as  motors, 
but  with  some  difference.  A  series  dynamo  set  to  generate 
currents  when  run  right-handedly  (and  therefore  having  a 
forward  right-handed  lead),  will,  when  supplied  with  a  current 
from  an  external  source,  run  as  a  motor,  but  runs  left-handedly 
against  its  brushes.  To  set  it  right  for  motor  purposes  requires 
either  that  the  connexions  of  the  armature  should  be  reversed, 
or  that  those  of  the  field-magnet  should  be  reversed  (in  either 
of  which  cases  it  will  run  right-handedly),  or  else  the  brushes 
must  be  reversed  and  given  a  lead  in  the  other  direction  (in 
which  case  it  will  run  left-handedly).  A  shunt  dynamo  set 
ready  to  work  as  a  generator  will,  when  supplied  with  current, 
run  as  a  motor  in  the  same  direction  as  it  ran  as  a  generator  ; 
for  if  the  current  in  the  armature  part  is  in  the  same  direction 
as  before,  that  in  the  shunt  is  reversed,  and  vice  versd.  A 
compound-wound  dynamo,  set  right  to  run  as  a  generator, 
will  run  as  a  motor  in  the  reverse  sense,  against  its  brushes,  if 
the  series  part  be  more  powerful  than  the  shunt,  and  with 
its  brushes  if  the  shunt  part  be  the  more  powerful.  If  the 
connexions  are  such  (as  in  compound  dynamos)  that  the  field- 
magnet  receives  the  sum  of  the  effects  of  the  shunt  and  series 
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windings  when  used  as  a  generator,  then  it  will  receive  the 
difference  between  them  when  used  as  a  motor.  There  are 
certain  advantages  in  using  a  differentially-wound  motor,  as 
will  appear  hereafter. 

Some  remarks  on  the  action  of  alternate-current  machines 
as  motors  are  to  be  found  on  pages  480  and  564. 

REVERSING  GEAR  FOR  MOTORS. 

A  motor,  as  will  be  seen  from  the  preceding  discussion,  can 
be  reversed  by  the  operation  of  reversing  the  current  through 
the  armature,  and  at  the  same  moment  reversing  the  lead. 
But  reversing  the  current  can  also  be  accomplished  by 
rotating  the  brushes  through  i8o^  Consequently,  both  these 
actions  may  be  accomplished  by  the  single  operation  of 
advancing  the  brushes  through  180°  —  2  0,  where  4>  is  the 
original  angle  of  lead.  But  as  the  brush  would  then  slant  in 
the  wrong  direction,  it  is  better  to  provide  a  second  set  of 
brushes.  This  is,  indeed,  Hopkinson's  method  of  reversing. 
He  employs  two  pairs  of  brushes,  each  pair  being  capable  of 
moving  about  a  common  pivot,  so  that  either  the  pair  having 
a  lead  in  one  direction,  or  the  pair  having  a  lead  in  the  other 
direction  can  be  let  down  upon  the  collector.  A  reversing 
gear  designed  by  Mr.  A.  Reckenzaun  for  the  motors  of  the 
launch  Electricity  is  shown  in  Fig.  351.  In  it  there  are  two 
pairs  of  brushes ;  the  two  upper  are  fixed  to  a  common  brush- 
holder,  which  turns  on  a  pivot,  and  can  be  tilted  by  pressing  a 
lever  handle  to  right  or  to  left.  The  two  lower  brushes  are 
also  fixed  to  a  holder.  Against  each  brush-holder  presses  a 
little  ebonite  roller,  at  the  end  of  a  bent  steel  spring,  fixed  at 
its  middle  to  the  handle.  The  result  of  this  arrangement  is 
that,  by  moving  the  lever,  the  brushes  can  be  made  to  give  a 
lead  in  either  direction,  and  so  starting  the  motor  rotating  in 
either  direction.  Such  a  reversing  gear  is  obviously  a  most 
useful  adjunct  for  industrial  applications  of  motors,  and  if 
the  difficulties  of  sparking  at  the  brushes  caused  by  the 
sudden  removals  of  them  from  the  collector  be  obviated,  must 
prove  much  better  than  any  mechanical  device  to  reverse  the 
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motion  by  transferring  it  from  the  axle  of  the  motor  through 
a  train  of  gearing  to  some  other  axle.  One  great  advantage 
of  electric  motors  is,  that]  they  can  be  easily  fixed  directly 
on  the  spindle  of  the  machine  which  they  are  to  drive — an 
advantage  not  lightly  to  be  thrown  away. 


Fio.  351. 
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Another  form  of  reversing  gear  has  been  designed  by 
Professors  Ayrton  and  Perry.  It  consists  of  a  double  collar 
upon  the  spindle  of  the  motor ;  in  one,  the  inner  collar,  having 
a  pin  fitting  into  a  spiral  groove  in  the  spindle,  and  being  free 
to  move  relatively  to  the  spindle.  Any  displacement  along 
the  spindle  given  to  the  inner  collar  through  the  outer  one 
causes  the  pin  in  the  former  to  move  along  the  groove,  and 
the  collar  rotates  through  a  certain  ai^le.  This  collar  in 
Ayrton  and  Perry's  motor  carries  the  brush-holders,  and  there- 
fore by  rotating  alters  the  lead^    The  motor  shown  in  Hg.  355 
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is  fitted  with  this  gear,  though  useless  for  driving  a  fan. 
Other  forms  of  reversing  gear  for  small  motors  have  been 
designed  by  the  author,  who  cuts  the  segments  of  the  collector 
or  commutator  spirally,  and  therefore  obtains  a  change  of  lead 
by  simply  sliding  the  brushes  forward  or  backward  parallel 
to  the  axle  of  the  motor. 

In  Reckenzaun's  motor  (Fig.  356)  the  reversing  gear  con- 
sists of  two  pairs  of  brushes  which  are  mounted  so  as  to  slide 
on  guides  or  ways,  reversal  being  accomplished  by  shifting 
a  lever  which  slides  forward  one  pair  whilst  it  draws  the  other 
pair  back. 

It  is  also  theoretically  possible  to  construct  a  motor  which 
shall  reverse  by  simply  reversing  the  current  in  the  armature 
part ;  for  this  end  the  pole-pieces  must  be  so  shaped  that  when 
no  angular  lead  is  given  to  the  brushes,  the  angle  between 
the  diameter  of  commutation  and  the  effective  pole  in  the 
pole-piece  shall  be  that  required  for  steady  running.  If  this 
can  be  found  then  merely  reversing  the  polarity  of  either 
part  will  reverse  the  motor. 

If  the  field-magnets  of  a  motor  are  so  powerful  relatively 
to  the  armature  that  no  lead  has  to  be  given  to  the  brushes 
the  rotation  can  be  reversed  by  reversing  the  polarity  of  either 
part.  In  Immisch's  larger  motors,  the  reversing-gear,  which  is 
very  substantial,  removes  one  pair  of  brushes  and  puts  down 
at  the  same  diametral  points  a  second  pair,  reversed  in  position 
and  polarity. 
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CHAPTER  XXIX. 
Special  Forms  of  Motor, 

Some  of  the  earlier  typical  forms  of  motor  have  been  de- 
scribed at  the  beginning  of  this  section.  Many  of  the 
dynamos  described  in  Chapters  VII.  to  XIII.  preceding, 
are  used  as  motors,  and  all  can  be  so  used  :  indeed  all  good 
modem  dynamos,  though  designed  primarily  as  generators, 
make  far  more  efficient  motors  than  any  of  the  earlier  electro- 
magnetic engines  of  Jacobi,  Froment,  and  Page.  Gramme  in 
187s  devised  a  special  form  of  dynamo,  suitable  for  the 
electric  transmission  of  power,  drawings  of  which  appeared 
in  former  editions  of  this  work.  It  had  four  pole-pieces 
surrounding  the  ring,  and  four  brushes.  For  special  purposes, 
however,  small  motors  of  various  types  have  been  introduced 
in  recent  years. 

Depress  Motor. — In  1879  Marcel  Deprez  introduced  a  very 
convenient  form  of  small  motor,  consisting  of  a  simple  shuttle- 
wound  Siemens  armature  placed  longitudinally  between  the 
parallel  limbs  of  a  steel  magnet  It  had  a  two-part  commu- 
tator, and  consequently  had  the  defect  of  possessing  a  dead- 
point  He  obviated  this  defect  by  employing  two  armatures, 
one  90®  in  advance  of  the  other,  so  that  while  one  was  at  the 
dead-point  the  other  should  be  in  full  action. 

Grisconis  Motor. --^K  very  convenient  small  motor  adapted 
for  sewing-machines,  has  been  devised  by  Griscom  (Fig.  352), 
and  is  well  known  both  in  the  United  States  and  in  Europe. 
Like  the  motor  of  Deprez,  this  machine  has  a  simple  shuttle 
armature;  but  its  field-magnets  are  of  malleable  iron  sur- 
rounded with  coils  united  in  series  with  the  armature. 
According  to  Professors  Ayrton  and  Perry  a  useful  power  of 
about  "OiS  horse,  with  an  efficiency  of  about  13  per  cent, 
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is  the  greatest  that  the  Griscom  motor  of  normal  size  can 
maintain. 

Beside  the  little  motors  ofGriscom,  Howe,  Deprez,  Cuttris^ 
and  others,  adapted  to  work  sewing-machines,  and  instru- 
ments requiring  very  small  power,  there  are  in  the  market 
larger  motors,  for  driving  lathes  and  heavier  machinery, 
though  not  yet  so  well  known  to  the  public.  There  is,  indeed, 
such  an  immense  field  for  useful  industrial  application  of 

Fic.  3sa. 
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electric  motors,  now  that  electric  currents  are  regularly  sup- 
plied from  central  stations,  that  many  inventors  have  turned 
their  attention  to  this  branch. 

De  Meritcns'  Motor. — Another  pattern  of  motor  (Fig.  353) 
has  been  invented  by  De  Meritens,  who  employs  a  ring 
armature  very  like  that  of  Gramme,  but  places  it  between 
veiy  compact  and  light  field-magnets,  which  form  a  frame- 
work to  the  machine. 
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A  long  series  of  experimental  tests  of  a  De  Meritens'  motor 
has  been  published  by  Professors  Ayrton  and  Perry/  from 


Electric  JIotor. 


which  it  appears  that  one  weighing  72  lbs.  and  giving  out  \  of 
3  horse-power  had  an  efficiency  of  50  per  cent. 


AKMATUKE  and  FiZLD-llAGNET  OF   AyKTON   AND    PEBKV*S  MOTOK. 

Ayrton  and  Perry's  Motor, — Professors  Ayrton  and  Perry 
in  1882  devised  an  ingenious  motor  which  is  extremely  com- 

*  yournat  cf  tkt  Se<u^  ef  Tttegrafh-Enginten  and  EUctritiam^  yiA.  xii.. 
No.  49,  1883. 
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pact  and  of  considerable  power  in  proportion  to  its  weight 
In  this  motor  (Figs.  354  and  355)  the  armature  is  fixed,  and 
within  it  the  field-magnet  rotates.  This  construction,  whidi 
permits  of  the  frame  being  made  both  light  and  strong,  had 
previously  been  attempted  in  a  dynamo — the  so-called 
"  Topf-Maschine " — exhibited  by  Siemens  at  Paris  in  1881. 
The  field-magnet  of  Ayrton  and  Perry's  motor  shown  sepa- 

Fic.  3SS- 
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Ventiiating  Fan. 


rately  in  Fig.  354,  is  of  the  simple  shuttle-wound  type.  The 
armature  is  an  enlarged  ring  of  the  Pacinotti  kind,  having 
protruding  teeth,  between  which  the  coils  are  wound,  and  is 
built  up  of  flat  toothed  rings  of  sheet  charcoal  iron.  The 
brushes  rotate  with  the  field-magnet,  and  the  commutator  or 
collector  is  fixed.  The  reversing  gear  described  on  p.  551  is 
adapted  for  use  with  this  machine.  Fig.  355  shows  one  of 
these  motors  driving  a  fan.    These  motors  are  usually  series- 
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wound  ;  but  we  owe  to  these  indefatigable  workers  the  theory^ 
of  adapting  the  compound-winding  for  the  purpose  of  making 
motors  self-governing.  They  have  introduced  the  differential 
system  of  winding  into  a  few  of  their  machines.  Their  motor 
weighing  37  lbs.  and  giving  out  i  of  a  horse-power  at  1570 
revolutions  per  minute  showed  a  nett  efficiency  of  40  per  cent. 
The  armature  is  made  large  and  powerful  relatively  to  the 
field-magnets,  in  order  to  utilise  their  mutual  reactions  to 
obtain  the  most  powerful  rotation  relatively  to  the  weight. 
The  following  data  are  taken  from  results  of  tests  made  on 
various  forms  of  Ayrton  and  Perry's  motors : — 


Weight  of  Motor  I  ,^?S!?S?Sir«,f  .» 
;«  IK.  i  actually  given  out  At 

!  the  Routing  Shaft. 


in  lbs. 


37 

55 

75 
96 

125 


0-35 
0*50 

0-75 
1*50 

2*20 


RickmzautCs  Motor. — Mr.  A.  Reckenzaun  has  devised  a 
motor  which  is  both  strongly-built  and  powerful,  and  at  the 
same  time  extremely  light  (Fig.  356).  It  is  well  fitted  for  use 
in  boats  and  vehicles.  The  field-magnets  are  constituted  by 
the  iron  framework.  The  armature  is  made  of  a  number  of 
small  iron  links,  from  300  to  3000  according  to  the  size  of  the 
machine,  wound  with  wire  and  united  by  bolts  into  a  strong, 
light,  polygonal  frame,  thus  securing  good  ventilation.  They 
are  usually  fitted  with  two  pairs  of  brushes  and  a  reversing 
gear.  One  of  these  motors,  weighing  124  lbs.,  series-wound, 
having  a  resistance  of  0*564  ohm  between  its  terminals,  and 


*  The  theory  of  Professors  Ayrton  and  Perry  indades  much  more  than 
this,  and  extends  to  all  the  cases  mentioned  below  of  shont  or  series  windings 
combined  with  an  independent  constant  magnetism,  or  with  an  independent 
magneto  machine  on  the  same  axle.  Their  memoir  in  the  Journal  of  the  Society 
of  Telq^apk  Engineers  (May  1883)  is  a  mine  of  suggestive  information.  The 
specification  of  their  British  patent  includes  nearly  all  the  possible  combinations  for 
self-regulation,  as  well  as  many  other  methods  for  governing  motors  by  periodic 
and  centrifugal  governors  like  those  of  steam-engines. 
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designed  to  be  run  normally  with  an  electromotive-force  of 
70  volts,  gave  the  following  tests  ;^ 


Special  Forms  of  Motor. 
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This  is  at  the  normal  rate  of  558  foot-pounds  of  work  per 
minute  for  every  pound  of  dead  weight  in  the  motor  itself. 
A  similar  motor,  but  wound  with  finer  wire  to  run  at  1 20  volts, 
gave  550  foot-pounds  per  minute  per  pound  of  dead  weight. 

This  motor  may  be  compared  with  a  Siemens  dynamo 
weighing  519  Iba,  which  at  906  revolutions  per  minute  gave, 
according  to  Professors  Ayrton  and  Perry,  4-96  horse-power, 
with  an  efficiency  of  74*6  per  cent.  Another  Siemens  "D," 
machine,  employed  as  a  motor  in  the  electric  launch  shown  at 
the  Vienna  Exhibition  in  1883,  gave  7  horse-power  on  the 
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shaft  while  absorbing  9  electric  horse-power ;  an  efficiency  of 
about  78  per  cent  It  weighed  658  lbs. ;  there  being  i  lb.  of 
dead  weight  for  each  351  foot-pounds  per  minute  exerted  at 
the  shaft 

Gramviis  Motor. — A  compact  form  of  motor,  due  to  M. 
Gramme,  is  shown  in  Fig.  357.  The  ring  armature  revolves 
between  the  polar  ends  of  an  electromagnet  which  is  con- 
stituted by  a  back  plate  of  cast  iron,  and  two  parallel  limbs 
having  a  D-shaped  section.  The  end  of  the  shaft  and  the 
poles  of  the  magnet  are  received  by  a  front  plate  of  gfun- 
metal.  One  of  these  machines,  wound  with  wire  of  i  milli- 
metre diameter,  running  at  83  *  5  volts  with  8 '  i  amperes  gave 
39  kilogrammetres  per  second  as  its  mechanical  output 
Another  motor,  built  more  lightly,  and  weighing  10*4  kilo- 
grainmes,  gave  40  kilogrammetres  per  second  output  or 
nearly  800  foot-pounds  per  minute  per  pound  weight  of  the 
machine. 

S.  P.  TJiompsotis  Motor. — For  light  work  the  author  has 
designed  a  small  motor  which  has  some  advantages  over  those 
of  Deprez  and  of  Griscom.  The  field-magnets,  which  also 
constitute  the  bed-plate  of  the  motor,  are  of  malleable  cast 
iron,  of  a  form  that  can  be  cast  in  one  or  at  most  two  pieces. 
The  form  of  them  is  that  of  a  Joule's  magnet,  with  large  pole- 
pieces,  and  wound  with  coils,  arranged  partly  in  series,  partly 
as  a  shunt,  in  certain  proportions,  so  as  to  give  a  constant 
velocity  when  worked  with  an  external  electromotive-force  of 
a  certain  number  of  volts.  For  the  armature  a  simple  form  is 
employed  which  without  any  unnecessary  complication  ob- 
viates dead-points.  This  result  is  attained  by  modifying  the 
old  Siemens  armature  by  embedding,  as  it  were,  one  of  these 
shuttle-shaped  coils  within  another,  at  right  angles  to  one 
another.  And  having  duplicated  the  coils,  the  segments  of 
the  commutator  must  also  be  duplicated,  so  that  it  becomes 
a  four-part  collector.  There  are  no  solid  iron  parts  in  the 
armature,  but  the  cores  are  made  of  thin  pieces  of  sheet  iron, 
stamped  out  and  strung  together.  For  larger  motors  an 
armature  having  a  larger  number  of  sections  and  a  greater 
oment  of  inertia  is  preferable.    For  small  motors  a  four-part 
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armature  suffices.  Even  if  the  impulses  be  intermittent,  the 
mechanical  inertia  of  the  moving  parts  will  steady  the  motion. 
In  the  case  of  generators,  we  found  that  to  produce  steady 
currents  we  had  to  multiply  coils  on  the  armature  in  many 
separate  paths,  grouped  round  a  ring  or  a  drum,  involving  a 
complicated  winding,  and  a  collecting  apparatus  consisting  of 
many  segments.  In  motors  no  such  necessity  exists,  provided 
only  we  arrange  the  coils  so  that  there  shall  be  no  dead-points. 
For  large  motors  it  may  be  advisable  to  multiply  the  paths 
and  segments  for  other  reasons — as,  for  example,  to  obviate 
sparking  at  the  collectors — but  the  inertia  of  the  moving  parts 
spares  us  in  small  machines  the  complication  of  parts  which 
is  expedient  in  the  generator  for  securing  steady  running. 
Fic.  358. 
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Immisch's  Motor. — Mr.  Moritz  Immisch  has  constructed 
motors  in  many  sizes  ;  they  are  remarkable  fortheir  excellent 
mechanical  construction,  high  efficiency,  and  great  power  in 
proportion  to  weight  Only  those  of  smallest  size  have  ring 
armatures,  all  others  have  drum  armatures,  and  the  field- 
magnets  are  usually  of  the  double-horseshoe  type,  as  shown  in 
Fig.  358.  A  section  of  the  machine,  \  of  the  full  size,  is  shown 
in  Fig.  359w  The  armature  is  1 5  centimetres  in  diameter,  and 
at  1400  revolutions  per  minute  gives  eight  horse-power  on  the 
shaft,  with  an  efficiency  of  85  percent    It  weighs  only  350  lb. 

The  armature  core  consists  of  thin  iron  disks  insulated 
with  thin  asbestos,  having  at  the  ends,  and  at  intervals,  thicker 
disks  provided  with  projected  driving-teeth,  all  the  disks  being 
securely  keyed  to  the  shaft.  The  windings  are  carefully  insu- 
lated with  Willesden  paper  protected  with  Indiarubber  varnish. 

z  o 
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The  arrangement  of  the  armature  presents  certain  peculiarities, 
amongst  which  are  the  commutator  connexions.  The  bars 
of  the  commutator  or  collector  are  grouped  alternately  in  two 
sets,  side  by  side,  so  that  a  single  broad  brush,  or  two  brushes 


Fig.  3S9. 
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side  by  side  in  one  holder,  will  always  cut  out  of  circuit  the 
coil  of  the  armature  that  is  connected  from  the  bar  of  the 
front  set  to  the  bar  of  the  back  set ;  the  effect  being  exactly 
the  same  as  if  an  ordinary  collector  were  used  with  two  pairs 
of  connected  brushes,  those  of  each  pair  being  set  apart  to  a 
distance  equal  to  the  breadth  of  a 
single  bar.  The  effect  of  cutting  out 
the  coils  as  they  reach  the  neutral 
point,  is,  according  to  the  inventor, 
to  diminish  cross  -  magnetising  in- 
fluences and  obviate  changes  of  lead ; 
the  brushes  being  set,  once  for  all,  in 
the  required  position.  Some  brake 
tests  made  in  the  presence  of  the 
author  on  a  small  J-H.P.  motor, 
weighing  about  20  kilogrammes  {of 
which  only  about  3-5  kilogrammes  were  of  copper),  gave 
following  results : — 
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This  motor  is  shown  in  Fig.  360. 
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A  large  30-H.P,  motor,  weighing  850  kilogrammes,  gave 
following  results : — 


per  MmuU. 

v^u. 

t.^.^U. 

Efficiency 
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Mr.  Immisch^  has  designed  forms  of  reversing  gear  and 
of  brush-holder  that  are  noticeable  for  excellent  mechanical 
qualities. 

Spraguis  Motor. — Lieut.  F.  J.  Sprague,  of  New  York,  has 
produced  several  forms  of  motor  of  excellent  design  and  con- 
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struction,  many  hundreds  of  them  being  in  use  in  the  States. 
One  form  of  these  machiiies  is  shown  in  Fig.  361.  For  further 
details  the  reader  is  referred  to  the  accounts  published  in  the 
technical  press,*  Sprague's  method  of  winding  the  field- 
magnets  with  a  differential  compound  winding  is  identical  with 
that  invented  in  1883  by  Ayrton  and  Perry,  depending  upon 

■  For  further  details  aboal  these  motors,  see  EUctrUal  Review,  Not.  12,  1886 : 
April  I  and  Nov.  4,  1887;  Electrician,  Oct  2a  and  29,  1886;  March  11  and 
June  17,  1887;  Indiutries,  March  11,  1887;  La  LumUre  Elatrique,  niv.  261, 
and  ziv.  458,  1S87. 

•  Elatrieal  WerM,  October,  1886 ;  also  Martin  and  Wettler's  treatise  on  TTit 
EUctrk  Meier,  IS7-7S- 

2   0   2 
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the  use  of  a  coil  in  series  with  the  armature  to  demagnetise 
and  weaken  the  field.  Many  other  ingenious  methods  of 
governing,  and  practical  applications,  have  been  worked  out 
by  Sprague. 

Other  Mo  tors. -^Jilmost  every  kind  of  continuous  current 
dynamo  can  be  used,  with  proper  adjustment  of  the  brushes, 
as  a  motor,  though  as  a  general  rule  motors  require  to  be 
more  solidly  built  than  generators.  Makers  have  their  own 
special  ways  of  adapting  their  machines  to  the  varied  purposes 
for  which  motive  power  is  required.  Many  forms  have  lately 
been  mtroduced  and  patented,  particularly  in  the  United 
States.  Few  of  these  possess  originality,  save  in  details  and 
methods  of  governing.  Daft's  motor,  which  is  much  used  for 
locomotive  power,  is  a  modified  Gramme  machine.  Edgerton's 
motor  and  Pendleton's  motor  are  revivals  of  a  discarded  pat- 
tern of  Immisch's  motor.  A  small  motor  designed  by  Messrs. 
Curtis,  Crocker  and  Wheeler,^  for  use  in  arcJight  circuits,  has 
for  its  armature  winding  a  single  spiral  of  ribbon  wire  wound 
by  special  machinery,  so  that  when  slipped  over  the  core  it  lies 
edgeways  and  fills  almost  the  entire  gap-space  between  the 
core  and  the  pole-piece. 

Dynamos  of  the  open-coil  class  can  also  be  used  as  motors. 
Both  the  Brush  and  the  Thomson-Houston  dynamo  have 
been  so  used.  Brush  has  devised  a  centrifugal  governor  to 
adjust  the  lead  of  the  brushes  for  his  machines. 

Alterftate-current  Motors, — Running  motors  with  an  alter- 
nate-current supply  presents  certain  practical  difficulties  which 
have  not  yet  met  with  any  very  satisfactory  solution.  The  motors 
described  above,  having  solid  iron  in  their  field-magnets^ 
are  not  at  all  suitable  for  alternate-current  work.  Even  the 
device  of  laminating  the  field-magnet  core  does  not  obviate 
unequal  retardation  in  the  armature  and  field-magnet  parts. 
It  has  been  independently  proposed  by  Whitney,  and  by 
Rechniewski,  to  construct  laminated  motors  and  dynamos,  by 
stamping  out  from  thin  sheet-iron  the  cores  both  of  field- 
magnet   and   armature.     Alternate-current   dynamos  would 

>  Ekctrical  Worlds  February,  1887 ;  and  Engineerings  xliv.  83,  1887.  . 
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make  excellent  alternate-current  motors,  were  it  not  for  the 
difficulty  of  starting  them.  When  once  they  have  got  up  speed 
so  that  their  own  alternations  correspond  precisely  to  the 
alternations  of  the  supply-current,  they  are  beautifully  self- 
regulating  (see  Chap.  XXIV.).  But  the  difficulty  is  to  get 
them  to  run  up  to  this  point.  Professor  Elihu  Thomson,^ 
who  has  made  a  special  study  of  the  phenomena  of  alternating 
currents,  has  devised  several  special  forms  of  motor  for  alter- 
nate-current work.  The  latest  suggestion  for  alternate-current 
motors  comes  from  Professor  Ferraris,^  who  proposes  to  intro- 
duce into  two  sets  of  coils  wound  at  right  angles,  which  con- 
stitute a  symmetrical  external  field-magnet,  two  alternate 
currents  differing  in  phase  by  one  quarter  wave,  thus  giving  a 
polarity  that  is  successively  displaced  in  a  rotatory  manner. 

The  following  references  deal  with  the  most  recent  developments 
of  the  subject  of  electric  motors : — 

Wietlisbach,  on  Motors  :  EUktrotechnische  Rundschau^  i887»  P*  57* 
Jullien's  Motor  :  La  Lurmire  Elecirique^  xxiv.  495,  1887. 
Wheeler,   on  Small  Motors:    Electrical  Worlds   ix.  4,   93,  and  203;    and 
Electrical  Review,  xx.  324. 

Baxter's  Motor:  Electrical  World,  ix.  210  and  279. 

Diehl's  Motor :  Electrical  World,  ix.  86. 

Hochliaiisen's  Motor  :  Electrical  World,  ix.  193. 

Cleveland  Motor :  Electrical  World,  ix.  67. 

Thomson-Houston  Motors:  Electrical  World,  x.  51. 

Siemens'  Small  Motor:  EUktrotechnische  Zeitschrift,  viii.  436,  1887. 

For  the  various  applications  of  electric  motors  to  tram- 
cars,  electric  railways,  electric  launches  and  other  boats, 
balloons,  and  other  kindred  purposes,  the  reader  is  referred 
to  the  technical  journals,  and  to  the  following  works: — 
Du  Moncel  and  Geraldy's  Electricity  as  a  Motive  Power; 
Raineri's  La  Navigazione  Elettrica ;  Hospitaller's  Modern 
Applications  of  Electricity ;  but  especially  to  Martin  and 
Wetzler's  TJu  Electric  Motor.  Kapp's  Electric  Trammission 
of  Energy  is  particularly  recommended  for  useful  study. 

»  Electrical  World,  ix.  274,  1887. 

'  Industries,  May  1 8th,  1888.  A  somewhat  similar  device  by  Mr.  N.  Tesla  of 
New  York  is  announced  (see  Electrical  World,  x.  281,  June  2nd,  1888)  while  this 
matter  is  going  through  the  press. 
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CHAPTER  XXX. 

Theory  of  Electric  Motors  (Continuous  Current). 

In  treating  of  the  dynamo  as  a  generator,  it  was  assumed 
that  the  mechanical  power  could  be  supplied  under  one  of  the 
two  standard  conditions,  on  the  one  hand  of  constant  speed 
(and  torque  varying  with  the  electrical  output)^  or  else  on  the 
other  (p.  130)  of  constant  torque  (and  speed  varying  with  the 
output).  One  of  these  two  conditions  being  prescribed, 
algebraic  expressions  had  then  to  be  found  for  the  two  cor- 
responding factors  of  the  electric  output,  namely  the  electrth 
vtotive^force  and  the  current^  under  varying  conditions  of 
resistance  in  the  circuit  Also  we  investigated  these  conditions 
which  would  result  in  making  one  or  other  factor  of  the  electric 
output  constant  It  was  found  convenient  to  study  the  rela- 
tion between  the  two  factors  of  output  by  the  aid  of  the 
curves  known  as  characteristics. 

Similarly,  in  treating  the  dynamo  as  a  motor  it  will  be 
assumed  that  such  arrangements  of  electric  supply  can  be 
made,  that  the  electric  power  can  be  furnished  under  one  of 
the  two  standard  conditions,  on  the  one  hand  of  constant 
potential,  (and  current  varying  with  the  mechanical  output  of 
the  motor),  or  on  the  other  of  constant  current  (and  potential 
varying  with  the  mechanical  output).  One  of  these  two  con- 
ditions being  prescribed,  we  shall  then  have  to  find  algebraic 
expressions  for  the  two  corresponding  factors  of  the  mechan- 
ical output,  namely  the  speed  and  the  torque^  under  varying 
conditions  of  load  on  the  shaft  Also  we  shall  investigate 
what  are  the  conditions  which  will  result  in  making  one  or 
other  factor  of  the  mechanical  output  constant :  in  other  words, 
we  shall  ascertain  what  are  the  conditions  of  self-regulation  to 
make  the  motor  run  at  constant  speed  or  with  constant  torque. 
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Lastly,  it  will  be  found  convenient  to  study  the  relation 
between  speed  and  torque  by  the  aid  of  curves,  which,  by 
analogy,  we  may  call  mecJianical  cJiaracteristics. 

General  Expressions  for  Torque  and  Speed. 

The  work  imparted  per  second  to  the  shaft  of  the  motor 
may  be  expressed  either  in  electrical  or  mechanical  measure. 
In  the  former  case  it  is  the  product  of  the  motor's  electro- 
motive-force (L  e.  the  counter  electromotive-force  opposing  the 
electromotive-force  of  supply)  into  the  current  flowing  the 
armature ;  in  the  latter  case  it  is  the  product  of  angular  speed 
into  torque.     So  we  may  write 

w  =  E4  =  a)T  =  27r«T; 

and  (average)  E  =  »  C  N  exactly  as  in  a  dynamo  that  is  being 
used  as  a  generator  (see  p.  337).     Hence 

27r«T=:«CN^, 
27rT  =  CN<.; 

and  finally  the  average  value  of  the  torque  will  be 

X     ~—  *a  ~^"^        •  •  •         •         •         •L^J* 

2  IT 

From  this  it  appears  that  if  N  is  constant,  the  torque  is  simply 
proportional  to  the  current  in  the  armature. 

To  develop  this  expression  further,  we  must  remember 
that  /  can  be  calculated  in  terms  of  the  electromotive-force  of 
supply  S,  as^measured  at  the  terminals  of  the  machine,  and 
the  internal  resistance  of  the  circuit  through  the  armature 
part,  which  we  may  call  r  \  and  then 

S-E 


^a  = 


whence  it  follows  that 

^      CN     6-;iCN  ,^, 

1   = •    : •        •        •        •     1    P   J- 

27r  r  ^       ^ 

From  this  it  follows  that  when  the  speed  becomes  so  great 
that  «  C  N  =  S,  there  will  be  no  torque.     In  fact,  when  there 
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is  no  resisting  force  on  the  shaft  the  motor  runs  empty  at  its 
highest  speed,  namely,  such  as  will  make  the  counter  electro- 
motive-force as  nearly  as  possible  equal  to  the  electromotive- 
force  of  supply.  The  maximum  value  of  T,  supposing  N 
constant,  is  obviously  when  ;^  =  o. 

An  expression  for  the  speed  can  be  obtained  from  the 
preceding : 

2^Tr=  CNS-.«C*N^ 

_     &  2'irTr  -        , 

^  "  CN  ■"   C^N^    •      •      •      •    •■  'y  J- 

In  equation  [a]  T  will  be  expressed  in  dyne-centimetres  if  4  is  in  abso- 
lute  units  of  current  (see  p.  18) ;  if  ia  is  given  in  amperes,  then  the  value  must  be 
divided  by  10  if  T  is  to  be  obtained  in  dyne-centimetres,  or  by  9810  if  it  is  to  be 
obtained  in  gramme-centimetres,  or  by  13*56  X  10'  if  the  torque  is  to  be  expressed 
in  pound-feet  (i.  e.  so  many  pounds'  weight  acting  at  a  radius  of  one  foot). 

In  equation  [7],  in  order  that  n  may  be  expressed  in  revolutions  per  second, 
the  value  of  $,  if  given  in  volts,  must  be  multiplied  by  10^ ;  that  of  r,  if  in  ohms, 
by  10^  ;  whilst  T  must  be  reduced  to  dyne*centimetres.  If  T  is  given  in  pound- 
feet,  its  value  must  be  multiplied  by  i  '356  x  lo^. 

[The  three  equations  [a],  [/8],  and  [7]  are  true,  not  only  for 
motors,  but  for  generators,  the  &  of  the  formulae  being  in  the 
latter  case  replaced  by  e.  This  will  give  negative  values  for 
T,  the  significance  of  the  sign  being  that  the  torque  due  to  the 
action  of  the  magnetic  field  on  the  conductors  carrying  the 
armature  current  is  such  as  to  oppose  the  driving.] 

It  will  be  noticed  that  if  only  r  is  very  small,  and  N  rela- 
tively very  large,  the  second  term  may  be  neglected,  and  the 
speed  will  then  depend  on  the  first  term  only.  It  will  be  the 
smaller  as  N  is  greater  :  this  being  the  simple  converse  of  the 
corresponding  fact  that  the  more  powerful  the  magnetic  field 
the  less  need  be  the  speed  of  the  dynamo  to  give  the  desired 
output  We  may  also  notice  that  if  N  is  constant,  the  speed 
is  proportional  to  S  :  it  will  be  constant  if  the  condition  of 
supply  is  that  of  constant  potential,  but  will  be  variable  if  6 
varies.  Another  important  point  is  that,  if  a  motor  is  to  do 
its  work  at  a  slow  speed,  C  should  be  great  as  well  as  N. 

We  must  next  inquire  how  n  and  T  are  affected  by  the 
fact  that  the  value  of  N  depends  upon  the  construction  and 
winding  of  the  field-magnet  of  the  motor,  and  by  the  condi- 
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tions  of  supply.     We  shall  consider  the  following  kinds  of 
machine : — 

A  Magneto  Motor  and  Separately-excited  Motor. 

B.  Series-wound  Motor. 

C.  Shunt-wound  Motor 

D.  Compound-wound  Motor 

In  each  instance  we  shall  have  to  take  into  account  the 
conditions  of  supply  according  as  S  or  ^  is  constant 


MAGNETO  MOTOR  AND  SEPARATELY- 
EXCITED  MOTOR. 

It  is  here  assumed  that  N  is  constant,  in  other  words,  that 
the  perturbing  reactions  of  the  armature  may  be  neglected. 
This  will  only  be  true  when  the  lead  at  brushes  is  nearly  zero, 
and  the  field-magnet  powerful.  Under  these  circumstances 
the  general  formulae  already  found  require  small  modification. 
The  only  internal  resistance  is  that  of  the  armature  ro. 

Case  (i.) :  S  coftstant. 

In  this  case  formula  [7]  gives  the  desired  relation,  from 
which  the  mecJianical  cliaracteristic  may  be  plotted  out,  as  in 
Fig.  362.      It  is  a  straight 
line  cutting  the  axis  of  n  at  Fig.  362. 

a  point  representing  to  scale 
that  speed  at  which  «  C  N 
s=  S  ;  and  it  slopes  down- 
wards at  an  angle  such  that 
the  tangent  of  the  slope  is 
equal  to  2  w  r.  -r-  C*  N*,  or  is 
proportional  to  the  internal 
resistance.  In  the  case  of  the 
separately  excited  motor,  in- 
crease in  the  exciting  cur- 
rent, strengthening  the  field, 

will  obviously  make  the  sloping  line  more  nearly  horizontal,  as 
well  as  lowering  the  speed  as -a  whole. 


constvSt" 
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Case  (ii.)  :  i  constant 

In  this  case,  as  reference  to  formula  [a]  shows,  the  torque 
IS  constant,  being  independent  of  speed  and  of  internal  resist- 
ance. The  mechanical  characteristic  of  the  machine  under 
these  conditions  is  a  vertical  straight  line. 

If  we  attempt  to  take  into  account  the  reactions  of  the 
armature,  we  must  remember  that  the  effect  of  the  armature 
current  is  to  demagnetise,  if  there  is  a  backward  lead,  and  to 
magnetise,  if  there  is  a  forward  lead.  A  forward  lead,  then, 
would  tend  to  make  the  sloping  line,  at  constant  S,  rise  as  the 
torque  increased,  whilst  a  backward  lead  would  tend  to  make 
it  slope  still  more. 


SERIES  MOTOR. 

The  fundamental  equations  are  as  before,  with  the  addition 

of  the  following  :^ 

r  =  r.  +  r^ 

and,  as  on  p.  402,  where  i  is  the  diacritical  current. 


i  +  r 

Putting  this  value  of  N  into  the  expression  [a],  on  p.  567,  for 

CN 
the  torque,  and  writing  for  brevity  —  =  Y,  we  have 


2  IT 


T  =  Y 


This  relation  between  torque  and 
current  is  given  graphically  in  Fig. 
363.  For  values  of  i  that  are  small 
as  compared  with  i\  T  varies  nearly 
as  i^ ;  whilst  for  large  values  of  /, 
as  magnetic  saturation  advances, 
T  is  nearly  proportional  to  1.  The 
equation  may  also  be  written  in  the 
quadratic  form 


Y  Y^      °' 
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the  solution  of  which  is 

T 


t  = 


Ji±a/i  + 


4Y 


2Y(  V  -   •     T 

Now  from  the  expressions  given  above  we  have 


n  = 


rt 


,'3 


n  = 


&i ^ 

27rT       27rT^ 

&i        r{i+i')^ 


2'irT  27rY 

and  inserting  the  value  of  i  as  above 

& 


«= 


47rY 


I'V 


'+ir'l-4-;;Y.| 


r/ 


27rY 


To  simplify  this  hyperbolic  expression,  it  is  permissible 
for  large  values  of  T  to  neglect  the  second  term  under  the 
root  sigfn,  giving  approximately, 

&^ri'         rT 


n  = 


27rY        4^Y« 


Case  (i.)  :  &  constant. 

If  S  is  constant,  then,  as  the  last  equation  shows,  for 
large  values  of  T  the  values  of  n  are  equal  to  a  certain 
constant  less  a  quantity  proportional  to  T ;  or  the  mechanical 
characteristic  at  this  point  (when  the  magnets  are  well 
saturated)  is,  for  all  large  values  of  T,  approximately  a  straight 
line,  as  shown  in  Fig.  364, 

Case  (ii.)  :  /  constant. 

Here,  clearly,  saving  for  secondary  effects  the  magnetisa- 
tion will  be  constant,  hence  the  torque  will  also  be  constant, 
as  in  Fig.  364.  With  a  load  exceeding  a  certain  amount,  the 
motor  will  not  start;  with  a  lesser  load  it  will  race  until 
friction  and  eddy-currents  make  up  the  difference. 

Use  of  two  Series  Motors  in  Transmission. 

It  is  known  that  if  two  similarly  constructed  series-wound 
machines  are  used — one  as  generator,  the  other  as  motor — the 
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arrangement  is  almost  perfectly  self-regulating,  the  speed  o 
the  motor  at  the  receiving  end  being  almost  constant  if  that 
of  the  dynamo  at  the  transmitting  end  is  constant  Every 
addition  to  the  load  put  upon  the  motor,  tending  to  check  the 
speed,  causes  an  increase  of  current  to  flow,  and  so  throws  a 
proportionate  additional  work  upon  the  generator,  which  in 
turn  takes  more  power  from  the  steam  engine  to  keep  up  its 
speed.  As  we  have  shown  above,  the  torque  of  the  motor  T2 
will  depend,  in  the  given  machine,  on  the  current  alone,  and 
on  the  current  will  depend  the  torque  at  the  dynamo  Ti.  Mr. 
Kapp  has  further  shown  ^  how,  if  there  is  a  resistance  in  the 
line,  the  arrangement  may  still  be  made  self-regulating  by 

Fig.  364. 
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choosing  as  generator  and  motor  two  machines  so  wound 
that,  comparing  their  characteristics  for  the  prescribed  speeds, 
the  difference  in  their  electromotive-forces  corresponding  to  a 
given  value  of  current  shall  be  equal  to  the  electromotive-force 
requisite  to  drive  that  particular  current  through  the  resistance 
in  the  whole  circuit. 

The  late  Sir  C.  W.  Siemens  ^  drew  attention  in  1880  to  the 
singular  properties  of  the  combination  of  a  generating  dynamo 
and  a  magneto  motor,  instancing  a  locomotive  motor  which, 
when  descending  an  incline,  quickens  its  speed  and  actually 

*  See  Kapp's  EUctric  Transmission  of  Energy^  p.  176. 

•  Journal  Soc,  TeUgr,  Engineers^  ix.  301,  1880. 
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becomes  a  generator  of  currents,  paying  back  the  spare  power 
into  store.  He  also  remarked  how  two  trains  driven  by 
motors,  running  on  the  same  pair  of  electric  rails,  tend  to 
regulate  one  another,  the  one  on  a  descending  portion  of  the 
road  transmitting  power  to  the  other  as  though  "  connected 
by  means  of  an  invisible  rope.*' 

SHUNT  MOTOR. 

The  fundamental  conditions  are  as  follows : — 

^      .CN 
27r  ' 

N  =  N      ^      • 

From  the  first  three  of  these  we  get 

and,  transposing  and  writing  Y  for  C  N  -r-  2  tt, 

.      T     S  +  6'      S. 

and  from  the  last  of  the  four 
Inserting  the  value  of  i,  we  have 

Case  (i.)  :  &  constant. 

The  last  equation  shows  that  a  shunt  motor  supplied  at 
constant  potential,  will  have  a  speed  that  would  be  constant 
and  independent  of  the  torque  if  it  were  not  for  internal  re- 
sistance ;  and  further,  that  the  consequent  falling  off  as  the 
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torque  increases,  will  be  the  less  as  the  field-magnetism  is  the 
more  powerful 

As  an  example,  a  Victoria  shunt  motor  tested  by  Mr.  Mordej  in  which  the 
load  was  varied  from  91*8  X  10'  to  1357*2  X  10'  dyne-centimetres,  only  de- 
creased  its  speed  from  16*25  to  15*75  revolutions  per  second. 

It  is  instructive  to  contrast  the  self-r^^lating  power  of  a 
shunt  dynamo  with  the  self-governing  power  of  a  shunt  motor. 
The  former,  when  driven  at  a  constant  speed,  generates  electric 
power  at  a  nearly  constant  potential ;  the  latter,  when  supplied 

Fig.  365. 


n 
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from  the  mains  at  a  constant  potential,  would  furnish  mechan- 
ical power  at  a  nearly  constant  speed  ;  and  in  both  cases  the 
departure  from  absolute  constancy  is  proportional  to  the 
internal  resistance  of  the  armature  coils,  and  to  the  output, 
electrical  or  mechanical,  of  the  machine  for  the  time  being. 

Case  (ii.)  :  i  constant. 

The  determination  of  this  case  is  more  complicated,  though 
the  general  considerations  are  simple  enough.  If  the  motor 
is  standing  still  when  the  current  is  turned  on,  nearly  all  the 
current  will  go  through  the  armature,  next  to  none  through 
the  shunt ;  hence  there  will  be  little  magnetism,  and  therefore 
almost  no  torque  ;  such  a  machine  will  not  start  itself  with  any 
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load  on.  But  if  it  be  once  started,  its  counter  electromotive-force 
will  cause  the  current  in  the  armature  to  decrease,  whilst  that 
round  the  shunt  increases.  The  torque  will  therefore  then 
increase  with  the  speed,  but  not  indefinitely,  for  as  the  mag- 
netism advances  in  its  degree  of  saturation,  the  increase  of  N 
will  no  longer  compensate  for  the  decrease  of  /.,  and  from  that 
point  onwards  the  torque  will  decrease  if  the  speed  is  allowed 
to  increase.  And,  hypothetically,  the  speed  should  increase 
until  the  motor's  own  electromotive-force  exactly  equals  the 
difference  of  potentials  due  to  the  whole  of  the  constant  cur- 
rent flowing  through  the  resistance  of  the  shunt,  under  which 
circumstances  there  will  be  no  current  through  the  armature 
and  zero  torque.  Fig.  365,  which,  like  the  preceding,  is  taken 
from  Dr.  Frolich*s  work,  gives  the  mechanical  characteristics 
for  the  two  cases. 

The  consideration  of  compound-wound  motors  is  discussed 
in  the  next  Chapter. 

As  an  example  of  the  calculations  of  torque  on  p.  567,  we  may  take 
the  case  of  the  Edison-Hopkinson  machine  described  on  p.  203.  At  full 
load,  with  320  amperes,  the  value  of  N  was  about  1,085,000,  and  C  was 
40 ;  hence  T  was  about  22 10  x  10"  dyne-centimetres,  or  about  163  pound- 
feet. 

It  may  be  convenient  also  to  remember  that  the  mechanical  drag  on 
any  single  conductor  of  the  armature  may  be  calculated  by  the  rule  that 
the  force  per  unit  of  length  is  proportional  to  the  product  of  the  strength 
of  the  current  into  the  intensity  of  the  magnetic  field.  If  i  is  the  current 
(in  absolute  imits),  H  the  intensity  of  the  field  (lines  per  square  centimetre), 
and  /  length  of  conductor  in  the  field  (in  centimetres),  then  the  force  in 
dynes  will  be 

/=/H/. 

In  the  Edison-Hopkinson  machine  the  area  of  polar  surface  was 
taken  as  1600  sq.  cm.,  making  average  H  =  6800.  At  full  load,  /  (in  any 
one  conductor)  =  16;  /=:48*3  cm.  This  makes  the  average  force  on 
each  conductor  while  in  the  field  5*6  million  dynes,  or  roughly,  about 
12  pounds' weight.  Of  course  this  force  is  removed  and  again  put  on 
twice  in  each  revolution  as  commutation  occurs. 
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CHAPTER  XXXI. 
Government  of  Motors. 

I'r  IS  extremely  important  that  electric  motors  should  be  so 
arranged  as  to  run  at  a  uniform  speed,  no  matter  what  their 
load  may  be.  For  example,  in  driving  lathes,  and  many 
other  kinds  of  machinery,  it  is  essential  that  the  speed  should 
be  regular,  and  that  the  motor  should  not  "  race "  as  soon 
as  the  stress  of  the  cutting  tool  is  removed. 

One  of  the  earliest  attempts  to  secure  an  automatic  regula- 
tion of  the  speed,  was  that  of  M.  Marcel  Deprez,  who  in  1878 
applied  an  ingenious  method  of  interrupting  the  current  at  a 
perfectly  regular  rate  by  introducing  a  vibrating  brake  into 
the  circuit  The  motor  employed  had  a  simple  2-part  com- 
mutator whose  rotation  timed  itself  to  the  makes-and-breaks 
of  the  current  One  of  Deprez's  motors  thus  governed  was 
shown  in  Paris  some  four  or  five  years  ago.  It  ran  at  a 
perfectly  uniform  speed,  quite  irrespective  of  the  work  it  was 
doing.  Whether  it  was  lifting  a  load  of  5  kilogrammes  from 
the  ground,  or  was  letting  this  load  run  down  to  the  ground, 
or  ran  without  any  load  at  all,  the  speed  was  the  same.  This 
method  is  however  inapplicable  to  large  motors. 

Centrifugal  Governing. 

Another  suggestion,  equally  impracticable  on  the  large  scale, 
was  to  adopt  a  centrifugal  governor  to  open  the  circuit  whenever 
the  motor  exceeded  a  certain  speed.  A  motor  so  governed 
runs  spasmodically  fast  and  slow.  It  is  also  possible  for  a 
centrifugal  governor  to  be  employed  to  vary  the  resistance 
of  a  part  of  the  circuit ;  for  example,  to  work  an  automatic 
adjustment  to  shunt  part  of  the  ciurent  of  a  series  machine 


Governing  Motors.  577 

from  its  field-magnets  (resembling  the  automatic  regulator  of 
the  Brush  dynamo,  p.  1 27),  or  to  introduce  additional  resistance 
into  the  field-magnet  coils  of  a  shunt-wound  machine,  in  pro- 
portion to  the  speed. 

Professors  Ayrton  and  Perry  have  also  proposed  several 
forms  of  "  periodic  "  centrifugal  governor,  a  device  by  which 
in  every  revolution  power  is  supplied  during  a  portion  of  the 
revolution  only,  the  proportion  of  the  time  in  every  revolu- 
tion during  which  the  power  is  supplied  being  made  to  vary 
according  to  the  speed.  The  main  difficulty  with  such 
governors  is  to  prevent  sparking.  But  there  is  a  still  more 
radical  defect  in  all  centrifugal  governors ;  they  all  work  too 
late.  They  do  not  perform  their  functions  until  the  speed  has 
changed.  The  perfect  governor  will  not  wait  for  the  speed  to 
change. 

Dynamometric  Govemii^g. 

The  author  has  devised  another  kind  of  governor  which  is 
not  open  to  this  objection.  He  proposes  to  employ  a  dyna- 
mometer on  the  shaft  of  the  motor  to  actuate  a  regulating 
apparatus  which  may  consist  either  of  a  periodic  regulator 
to  shunt  or  interrupt  the  current  during  a  portion  of  each 
revolution,  or  of  an  adjustable  resistance  connected  in  part  of 
the  circuit  The  dynamometric  part  may  take  the  form  of  a 
belt  dynamometer  (such  as  Alteneck's)  or  of  a  pulley  dynamo- 
meter (such  as  Morin's  or  Smith's).  In  the  latter  case,  which 
is  the  more  convenient,  a  loose  pulley  runs  on  the  motor  shaft 
and  is  connected  by  a  spring  arrangement  with  a  fixed  pulley. 
The  rotation  of  the  motor  will  drag  round  the  fixed  pulley  in 
advance  of  the  loose  pulley,  and  the  angular  advance  will  be 
proportional  to  the  turning  moment  or  torque.  The  amount 
of  such  angular  advance  determines  the  action  of  the  regu- 
lating part  The  regulator  in  this  case  is  therefore  worked, 
not  according  to  the  speed  of  the  motor,  but  according  to  the 
load  it  is  carrying.  Any  change  in  the  load  will  instantly 
act  on  the  dynamometric  governor  before  the  speed  has  time 
to  change. 

2  p 
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Electric  Governing. 

Another  method  of  governing,  not  requiring  any  rotating 
parts,  has  been  proposed  by  the  author.  He  uses  as  field- 
magnets  a  double  set  of  poles,  set  at  different  angles  with 
respect  to  the  brushes  of  the  motor.  One  pair  of  magnetic 
poles,  having  a  certain  lead,  is  actuated  by  series  coils,  the 
other  pair,  having  a  different  lead,  by  shunt  coils.  When 
both  shunt  and  series  are  working,  there  will,  of  course,  be  a 
resultant  pole  having  some  intermediate  lead.  If  the  load 
of  the  motor  is  diminished,  it  will  tend  to  run  faster,  increasing 
the  current  in  the  shunt  part,  decreasing  it  in  the  series  part, 
and  therefore  altering  the  effective  lead  and  preventing  the 
increase  of  speed. 

In  1880  a  motor  was  patented  by  Mr.  G.  G.  Andr6  in 
which  the  field-magnets  were  wound  in  two  separate  circuits, 
one  of  thick  and  the  other  with  thin  wire,  the  current  dividing 
between  them,  and  the  armature  was  connected  as  a  bridge 
across  these  circuits,  exactly  as  the  galvanometer  is  connected 
across  the  circuits  of  a  Wheatstone  s  bridge.  Motors  governed 
on  this  principle  have  more  lately  been  constructed  by  Mr. 
F.  J.  Sprague  ;  they  show  remarkably  good  regulation. 

Another  method  of  governing,  due  to  Mr.  C.  F.  Brush, 
consists  in  building  up  the  field-magnet  coils  in  sections,  and 
by  varying  the  number  of  sections  in  circuit,  or  the  mode  of 
their  connexion,  he  proposes  to  obtain  an  automatic  r^ulation. 

The  method  of  constructing  a  motor  with  coils  in  sections 
so  that  a  movable  internal  core  may  be  successively  attracted 
as  successive  sections  are  switched  in,  has  been  made  use  of 
by  Deprez  in  constructing  an  electric  hammer.  This  principle 
of  construction  had  been  employed  by  Page  in  his  motors 
many  years  previously. 

The  method  of  automatic  regulation  that  is  most  perfect 
in  theory,  is  undoubtedly  that  imagined  by  Professors  Ayrton 
and  Perry,  and  expounded  in  their  paper  in  the  Journal 
of  tlie  Society  of  Telegraph^Engineers}  The  theory  of  self- 
regulation  propounded  by  them  demands  the  most  careful 

»  VoL  xu.,  May  1883. 
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attention.  It  is  expounded  in  the  following  pages  ;  but  it  is 
only  fair  to  readers  to  mention  that  in  order  not  to  have  any 
confusion  in  the  use  of  symbols,  the  notation  of  Professors 
A)aton  and  Perry  has  not  been  followed :  the  symbols  em- 
ployed have  the  same  meaning  as  in  the  chapters  which 
precede.  Neither  has  the  author  adopted  that  part  of  Pro- 
fessors Ayrtori  and  Perry's  argument  which  regards  one  part 
of  the  motor  as  acting  as  a  brake  to  another  part  This  way 
of  regarding  the  matter,  though  doubtless  propounded  origi- 
nally with  good  reasons,  does  not  commend  itself  to  the 
minds  of  students  generally.  The  author  prefers  to  regard 
the  use  of  a  shunt  winding  opposing  a  series  winding — which 
is  the  final  result  of  this  method  of  regulation — as  simply  a 
differential  winding  designed  to  produce  a  certain  result 

Theory  of  Self-governing  Motors. 

In  the  two  Chapters  on  Self-regulating  Dynamos,  on 
pp.  417  to  446,  were  set  forth  the  methods  of  solving  the  pro- 
blem how  to  arrange  a  dynamo  so  that  it  shall  feed  the  circuit 
with  electric  energy  under  the  condition  either  of  a  constant 
potential  or  of  a  constant  current,  when  driven  at  a  constant 
speed  The  solution  to  that  problem  consisted  in  the  employ- 
ment of  certain  combinations  for  the  field-magnets,  which  gave 
an  initial  magnetic  field  independent  of  the  current  that  might 
be  flowing  in  the  main  circuit. 

Now  it  is  not  hard  to  see  that  this  problem  may  be  applied 
conversely,  and  that  motors  may  be  built  with  a  combination 
of  arrangements  for  their  field-magnets,  such  that,  when  sup- 
plied with  currents  under  one  of  the  two  standard  conditions 
of  distribution,  their  speed  shall  be  constant  whatever  the  load. 
It  will  be  evident  without  any  numerical  calculations  that  the 
windings  must  oppose  one  another — one  must  tend  to  de- 
magnetise the  field-magnet,  the  other  to  magnetise.  Take 
the  case  of  a  shunt  motor  supplied  at  a  constant  potential  g, 
and  running  at  a  certain  speed  with  a  certain  load  If  the 
load  is  suddenly  removed  the  motor  will  beg^n  to  race,  its 
racing  will  increase  the  counter  electromotive-force  developed 
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and  will  partly  cut  down  the  armature  current  But  the 
decrease  of  current  will  not  be  quite  adequate  to  bring  back 
the  speed,  because  of  the  internal  resistance  of  the  armature 
which  has  prevented  the  whole  energy  of  the  armature  current 
from  being  utilised  as  work.  A  demagnetising  series  coil  of 
appropriate  power  wound  on  the  field-magnet  will,  however, 
effect  what  is  wanted,  for  then,  with  any  reduction  of  load,  the 
corresponding  reduction  of  current  can  take  place,  the  resulting 
increase  in  the  field-magnetism  being  sufficient  to  get  the 
required  larger  counter  electromotive-force  without  any  in- 
crease in  speed.  The  combination  may,  therefore,  rightly  be 
regarded  as  a  differential  winding.  For  constant-current 
distribution  a  differential  magnetisation  is  also  needed ;  and 
in  this  case  also  the  demagnetising  coil  must  be  connected  in 
series  with  the  armature. 

The  following  synoptical  table  contrasts  the  arrangements 
for  self-regulating  generators  with  those  of  self-governed 
motors : — 


Generator. 

Given  Constant  Speed. 
ise  (i.) : 
^o  get  e  constant. 

Steel  magnets. 
Initial  magnetism  Separate  excitation. 

Shunt  coils. 
+  Series-regulating  coils. 

ise  (ii.) : 

To  get  i  constant, 

i  Steel  magnets. 
Separate  excitation. 
Series  coils. 
+  Shunt-regulating  coils. 


Motor. 

To  get  Constant  Speed, 
Case  (i.) : 
Given      constant. 

!  Steel  magnets. 
Separate  excitation. 
Shunt  coils. 
—  Series-regulating  coils. 

Case  (ii.): 
Given  /  constant. 

-f  Shunt-exciting  coils. 

!  Steel  magnets. 
Separate  exdtatioQ. 
Series  coils. 


The  method  of  compounding  a  dynamo  to  give  constant 
current  has  not,  as  remarked  on  p.  438,  become  as  yet  a 
practical  one ;  neither  has  the  corresponding  case  of  the 
differentially  wound  motor.^ 

*  In  the  former  editions  the  case  of  the  constant-current  motor  was  erroneously 
stated ;  a  negative  sign  in  the  equations,  which  would  have  indicated  a  negative 
speed,  having  been  overlooked.  Professor  Ayrton,  who  pointed  this  out  to  the 
author,  has  himself  indicated  the  correct  solution  of  the  case  now  given. 
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In  discussing  the  theory  of  the  self-governed  motor,  we 
shall  follow  the  same  general  lines  as  in  discussing  the  theory 
of  the  self-regulating  generator,  namely,  find  an  equation 
expressing  the  desired  condition  of  constancy. 

Case  (i.) — Given  :  &  constant. 

(a)  Magneto  Motor  with  Series-regulating  Coil, — Using 
the  same  notation  as  previously,  we  have  for  the  counter 
electromotive-force  developed  in  the  armature — 

E  =  «CN; 

also 

E  =  S  -  (r.  +  r.)  /. 

Now  N  is  made  up  of  two  parts,  viz. :— Ni  the  permanent 
part,  and  another  part  depending  on  the  series  coil  which  we 
may  write  q  S  i\  where  q  has  the  same  signification  as  on 
p.  422,  and  is  equal  to  4  tt  divided  by  ten  times  the  sum  of 
the  magnetic  resistances.  Its  value  therefore  depends  upon 
the  permeability,  and  therefore  upon  the  degree  of  saturation 
of  the  iron  of  the  magnetic  circuit  Reserving  this  point  for 
further  consideration,  we  may  write 

(If  we  had  written  +  instead  of  — ,  we  should  find  the 
solution  coming  out  with  the  negative  sign,  indicating  that 
the  windings  must  be  so  arranged  that  the  current  in  the 
series  coil  circulates  in  the  negative  or  demagnetising  sense. 
We  write  the  negative  sign,  however,  as  we  already  know  that 
this  must  be  so.)  Substituting  the  value  of  N  in  the  funda- 
mental equation,  we  have 

E  =  »(CNx-  CqSi)\ 

and  equating  this  to  the  other  value  of  E  in  the  second 
equation  above,  we  find 

"""■  cNx-c?sr  '■^^•' 

Having  thus  obtained  an  expression  for  the  speed,  we 
must  examine  the  various  parts  of  the  expression  to  see  which 
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are  variable  and  which  constant,  and  so  deduce  a  relation 
which  shall  make  n  constant  Now  in  both  numerator  and 
denominator  there  are  two  terms,  the  first  of  which  is  a 
constant,  whilst  the  second  of  each  contains  the  variable  1. 
A  little  consideration  will  show  that  the  fraction  cannot  have 
a  constant  value  unless  the  two  coefficients  of  the  variable  m 
the  second  terms  bear  the  same  ratio  to  one  another  as  do  the 
two  constants  which  stand  as  the  first  terms ;  or  n  cannot  be 
constant  unless 

&     _r,  +  r^ 

CNx"    C^S  ' 
or 

i  -  ^.        cLii.] 

which  is  the  desired  equation  of  condition. 

If  this  condition  be  observed  (and  it  will  be  noted  that 
the  quantity  of  series  winding  required  is  proportional,  as  in 
the  self-regulating  dynamo,  to  the  internal  resistance  of  the 
machine),  then  the  speed  will  be  constant  and  of  the  value 

From  the  first  of  these  relations  we  see  that  the  speed  at 
which  the  machine  is  thus  governed  to  run,  is  the  same  speed 
as  that  at  which  if  driven  as  a  generator  on  open  circuit,  it 
will  yield  an  electromotive-force  equal  to  that  of  the  supply 
at  the  mains.  When  running  as  an  unloaded  motor,  it  ought 
of  course  to  turn  so  fast  as  to  reduce  the  current  through  its 
armature  to  a  minimum,  which  it  can  do  by  running  at  this 
speed.  It  is  evident  that  by  making  the  permanent  part  of 
the » magnetism  strong  enough,  the  critical  speed,  that  is  to 
say,  the  speed  for  which  the  motor  is  self-governing,  may  be 
made  as  low  as  desired.  As  the  load  on  the  motor  is  in- 
creased, the  flow  of  current  through  the  armature  must  be 
increased,  and  this  increased  current  cannot  flow  unless  in 
some  way  the  counter  electromotive-force  of  the  armature  be 
diminished.  As  the  speed  is  to  be  kept  up,  this  is  ac- 
complished by  the  lowering  of  the  magnetism  which  occurs 
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in  consequence  of  the  increased  current  flowing  through  the 
demagnetising  coils.  The  quantity  denoted  by  q,  which 
depends  on  the  permeability  of  the  iron,  ought  of  course  to 
be  taken  at  an  average  value  between  the  two  extremes 
which  it  has  at  maximum  load  and  at  zero  load.  The 
magnetism  is  a  maximum  when  the  motor  is  running  empty. 
When  the  load  is  gjreatest,  if  the  motor  is  running  at  say  80 
per  cent  efficiency,  E  will  be  80  per  cent,  of  S ;  that  is  to  say, 
N  will  be  80  per  cent,  of  Ni.  It  is  between  these  limits  in 
the  magnetisation  that  the  value  of  q  must  be  averaged.  It 
is  evident  from  equation  [LIII.],  that  if  the  motor  is  already 
provided  with  a  given  series  winding,  there  can  be  found  a 
value  of  S>  for  which  the  condition  of  self-governing  can  be 
still  fulfilled.  All  the  preceding  argument  applies  also  to 
separately-excited  motors. 

Practical  Determination  of  the  Proper  Potential  and  Winding 

for  Given  Motor} 

Suppose  a  motor  having  a  certain  steel  magnet  and  a 
certain  armature  be  given,  and  let  it  be  required  to  determine 
the  potential  at  which  it  will  give  a  certain  constant  speed, 
and  the  winding  that  must  be  adopted  for  the  demagnetising 
coil.  Two  experiments  are  needful.  First,  run  the  motor  on 
open  circuit  as  a  generator  at  the  given  speed,  and  observe 
the  potential  at  its  terminals.  That  is'the  number  of  volts  & 
with  which  it  must  be  supplied.  Secondly,  connect  in  series 
with  the  armature  a  resistance  a  little  less  than  r.  (say  five- 
sixths  as  great)  to  represent  r«.  Prepare  some  accumulators 
to  give  the  proper  potential  S  of  supply.  Wind  a  temporary 
coil  of  S  turns  on  the  field-magnet  by  which  to  excite  these 
temporarily  with  a  demagnetising  power  from  some  separate 
source  of  current  that  can  be  varied.  Provide  an  ampere- 
meter to  measure  this  exciting  current  and  a  second  ampere- 
meter to  observe  the  armature  current    Then,  by  means  of  a 

'  It  should  be  pointed  out  that  this  process  diiTers  from  that  suggested  by 
Professors  Ayrton  and  Perry  in  their  paper  on  electromotors,  in  Joum.  Soe,  Telef^,* 
Eng^  May  1883.  Their  method  depends  on  the  volume  left  on  the  bobbins  of 
the  field-magnets,  which  is  assumed  to  be  constant 
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suitable  dynamometric  brake,  put  on  the  axle  of  the  motor  its 
normal  maximum  load.  Supply  its  armature  with  current  at 
potential  6,  and  vary  the  magnetisation  in  the  temporary  coil 
until  the  proper  speed  is  once  more  attained :  note  the  actual 
armature  current  /«  and  the  temporary  exciting  current  i*.. 
Then  it  is  clear  that  the  number  of  turns  required  will  be 

t 

and  it  only  remains  to  choose  a  wire  such  that  S  turns  will 
have  a  resistance  equal  to  r«,  or  less  if  there  is  room  in  the 
available  space. 

{b)  Shunt  Motor  with  Series-regulating  CoiL — This  really 
includes  two  cases  :  namely,  shunt  and  long-shunt.  We  take 
the  latter  case,  which  is  the  usual  one.  The  fundamental 
equations  will  now  be 

E  =  «CN, 

E  =  S  -  (r.  +  rj  /., 

&  -r.i^ 

N  =  qZi,--  gSia. 

From  these  we  get  successively 

-  E 

"  CgZi,  —  C ^ S ^^ ' 

^  _    g  -  (r,  +  r^)  ig 
QqTLi,  —  C  ^  S  / a ' 

,.       ^  i.  -  {Ta  +  rj)  ia 
CqZi,  —  C  ^  S  /« ' 

which  cannot  be  constant  unless  the  respective  coefficients  of 
/,  and  ia  in  the  numerator  bear  the  same  ratio  to  one  another 
as  do  the  corresponding  ones  in  the  denominator,  giving  as 
the  equation  of  condition 

r,      _  r„  +  r 
C  ^1 Z       C  ^2  s 

The  values  of  q  are  here  distinguished  by  suffixes  for  the 
following  reason  : — If  the  above  relation  is  fulfilled,  then  when 
the  motor  runs  with  zero  load  there  will  be  practically  no 
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■ 

current  through  the  armature,  and  the  counter  electromotive- 
force  nQqx2,U  will  be  equal  to  S-  At  this  stage  of  things, 
when  the  shunt  coil  is  in  full  work,  the  magnetism  is  at  its 
maximum,  and  q^  (which  is  proportional  inversely  to  the  total 
magnetic  resistance)  will  be  at  its  minimum  value.  On  the 
other  hand,  when  the  motor  is  driving  its  maximum  load  the 
armature  current,  and  therefore  the  demagnetising  effect  of 
the  regulating  coils  is  at  its  maximum,  the  magnetisation  will 
be  at  its  lowest  running  value,  and  q^  will  be  at  its  maximum. 
This  being  promised,  the  equation  of  condition  may  be 
written 

In  the  former  editions  of  this  work  saturation  was  left 
out  of  account,  and  the  formulae  were  only  approximate,  the 
equation  having  the  form 

which  is  Ayrton  and  Perry's  rule  for  the  winding  of  the  self- 
governing  motor.  It  may  be  remarked,  however,  since  in  a 
well-designed  motor  the  resistances  in  the  armature-circuit 
are  very  small,  and  the  efficiency  as  a  whole  high,  the  demag- 
netising effect  of  the  series  coils^  even  at  full  load,  need  only 
reduce  the  magnetisation  by  a  small  percentage,  so  that  q^ 
may  be  nearly  equal  to  ^1.  Moreover,  if  a  backward  lead  be 
given  to  the  brushes,  the  armature  itself  may  act  partially  as 
a  demagnetising  series  coil,  and  so  compensate  for  alteration 
in  the  permeability.  It  is  quite  certain  that  motors  wound 
differentially  in  the  proportion  indicated  in  equation  [LIV.] 
are  very  nearly  self-governed.  Some  excellent  motors  by 
Lieut  F.  J.  Sprague  are  wound  according  to  this  rule.  One 
very  curious  property  of  this  method  of  winding  is  as 
follows: — Suppose  the  motor  to  be  standing  still  and  the 
current  turned  on.  The  ampere-turns  due  to  the  shunt  will 
be  equal  to  g  Z  -f-  r„  whilst  those  due  to  the  series  coil  will  be 
S  S  -f-  (r«  +  r«) ;  and  these,  according  to  equation  [LIV.]  will 
be  equal,  and  they  are  of  opposite  sign.    There  should  then 
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be  no  magnetism  excited  at  all.  But  if  there  is  any  lead  at 
the  brushes,  the  magnetising  tendency  of  the  armature  will 
come  into  play  ;  and  if  the  brushes  have  a  considerable  nega- 
tive lead,  the  effect  will  be  to  magnetise  the  field-magnet  in  the 
wrong  sense,  and  then  the  motor  starts  the  wrong  way.  The 
defect  might  be  remedied  by  cutting  out  the  series  coil  or 
reversing  it,  until  the  motor  has  got  up  its  speed.  The  latter 
course  is  preferable,  as  the  additional  torque  of  the  series  motor 
is  of  great  advantage  in  overcoming  the  statical  resistance  to 
motion  experienced  at  starting. 

It  is  obvious  that  the  number  of  shunt-turns  should  theo- 
retically be  such  that  the  motor,  driven  on  open  circuit  at  the 
given  speed,  shall  generate  an  electromotive-force  equal  to  S* 

Determination  of  the  Windings. 

As  in  the  preceding  case,  a  temporary  coil  must  be  wound 
and  separately  excited,  a  resistance  equal  to  the  future  r« 
being  added  to  the  armature  resistance.  Two  experiments 
are  required.  Run  the  motor  first  with  no  load  at  the  brake, 
using  the  proper  potential  Si  suid  excite  the  temporary  coil, 
observing  the  number  of  ampire-tums  that  are  needful  to 
bring  the  speed  down  to  the  required  n.  The  number  of 
amp^re-tums  in  this  case  is  equal  to  Z^,  where  ^  is  the 
current  which  economy  dictates  should  be  used  in  the  shunt 
Secondly,  run  the  motor  with  its  fullest  load  at  the  brake,  and 
again  excite  the  field-magnet  with  such  a  number  of  ampere- 
turns,  that  the  speed  is  constant  at  n.  From  this  and  the 
previous  experiment  S  can  be  calculated. 

Case  (ii.) — Given  :  i  constant. 

As  this  case  is  not  yet  practical,  it  may  be  treated  very 
briefly. 

{a)  Shunt-wound  Motor  with  Initial  Negative  Permanent 
Magnetism. 

The  fundamental  expressions  are 

E  =  »CN  =  S  -  r.^;  =  r.i.  -  raia  =  (n+n)/.  -  rj^ 
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where  Nj  is  the  permanent  negative  magnetism ;  whence 

^_  {r.  +  r;)i.--rj 
C  ^  Z  I.  —  C  Ni 

As  1^  is  a  variable^  this  cannot  be  true  unless  Z  is  such  that 

n  +  ^g  _  rat 

Zq     -Ni' 

which  is  therefore  the  equation  of  condition ;  and 

If-  ^ 

or,  the  speed  will  be  such  that  were  the  shunt  not  acting,  the 
induced  electromotive-force  due  to  the  permanent  magnetism 
would  just  suffice  to  send  a  current  equal  to  i  through  the 
short-circuited  armature. 

(fi)  Shunt-wound  Motor  with  Series-demagnetising  Coil, 

E  =  «CN  =  r./.  -  (r^ia-  {r.-^-r^i.^  rj, 

N  =  ^„  Z  /.  -  ^1 S  / ; 
whence 

Qq.Zi^  —  C  ^i S  X 
This  cannot  be  constant  unless 

whence 

Z  _  /v+r.    ^1, 
S  ra      *  qo 


[LVL] 


Here  q^  refers  to  the  state  of  magnetisation  (see  top  of 
p.  422,  and  p.  429)  when  the  load  is  zero,  and  qi  to  the  value 
when  the  load  is  an  average  between  zero  and  maximum. 

The  efficiency  of  a  differentially-wound  motor  cannot  be 
expected  to  be  as  high  as  that  of  one  which  is  non-differen- 
tially  wound,  since  the  energy  expended  in  the  former  case 
in  magnetising  the  field-magnets  is  greater,  relatively  to  the 
amount  of  magnetisation  produced.    Thus  if  the  demagnetis- 
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ing  coil  has  a  value  in  amp^re-tums  of  one-fourth  of  the 
magnetising  coils,  the  energy  required  to  give  the  necessary 
magnetisation  will  be  50  per  cent,  or  half  as  much  again  as 
in  the  case  of  simple  direct  magnetisation.^  Professors  Ayrton 
and  Perry  have  therefore  suggested  another  solution  not  open 
to  this  objection. 

{c)  Shunt-wound  Motor  with  Initial  Positive  Permanent 
Magnetism  and  an  Auxiliary  Battery, 

A  few  accumulator  cells  introduced  in  the  armature  part, 
having  their  poles  so  directed  that  their  electromotive-force 
assists  that  of  the  current  supplied  by  the  main  circuit,  will 
answer  the  purpose.  Let  the  electromotive-force  and  resistance 
of  this  battery  be  called  respectively  E»  and  r*.  The  equations 
then  become 

S  +  E,-E  =  (ra  +  n)4, 
E  =  «CyZi  +  «CNi, 

i^  =  /  -  /. ; 
whence 

_  (n  +  r,  +  n)  /,  +  Eft  -  (rg  -hr )  / 

where  Z  must  be  such  that 

r.'\'r^-\-n 

and  Eft  must  be  such  that 

«  C  N,  =  Eft  -  (r.  -}-  rt)  i\ 
or  that 

Eft  -  «  C  Nj 

ra+rt  ' 

the  electromotive-force  of  the  auxiliary  battery  be  just  so  great 
that,  after  subtracting  the  back  electromotive-force  generated 
(at  that  speed)  in  the  armature  by  the  permanent  part  of  the 
magnetism  alone,  the  remaining  volts  are  exactly  equal  to  the 
volts  lost  in  sending  the  given  current  through  the  resistance 

^  Some  elaborate  observations  upon  compound-wound  motors,  when  worked 
with  constant  potentials  and  constant  currents,  have  been  published  by  Dr. 
Frolich  in  the  Elektrotechnische  ZeUschrift  for  June  1885. 


Governing  Motors.  5  89 

in  the  armature  part  of  the  circuit.  There  are  two  obvious 
corollaries  to  this  problem  :  namely  (i)  that  a  series  coil  wound 
non-differentially  might  be  used  instead  of  permanent  mag- 
netism ;  (2)  that  fewer  accumulator  cells  might  be  used  if  the 
permanent  magnetism  is  zero. 

OTHER  METHODS  OF  GOVERNING  MOTORS. 

A  further  suggestion  for  governing  motors  is  due  to  Mr. 
Mordey  and  Mr.  C.  Watson.  They  wind  the  armature  with 
two  windings,  having  separate  commutators.  One  winding — 
the  main  one — is  the  ordinary  armature  circuit  of  the  motor, 
and  is  supplied  with  current  from  the  external  source,  causing 
the  armature  to  revolve.  The  other  winding,  which  may  be 
called  the  regulating  armature-winding,  is  small  in  amount, 
^hd  is  disposed  over,  or  side  by  side  with,  the  main  motor- 
winding.  This  additional  winding  is  not  connected  to  the 
mains  or  source  of  current,  but  to  the  field-winding  by  means 
of  a  special  commutator  or  collector  and  brushes.  It  will  be 
observed  that  this  additional  armature-winding,  revolving  in 
the  field,  constitutes  a  generator  of  current.  The  regulating 
action  is  as  follows : — When  a  tendency  to  increase  in  speed 
results  from  a  diminution  of  the  load,  the  additional  armature- 
winding  tends  to  increase  the  strength  of  the  field  by  supply- 
ing more  current  to  the  field-coils,  and  thus  raises  the  opposing 
electromotive-force  of  the  motor,  diminishes  the  amount  of 
current  received  from  the  mains,  and  so  reduces  the  speed  to 
its  normal  rate.  Again,  an  increase  of  the  load,  tending  to 
reduce  the  speed,  is  counteracted  by  a  lessening  of  the  mag- 
netising current  produced  by  the  additional  winding,  a  conse- 
quent lowering  of  the  opposing  electromotive-force  of  the 
motor,  and  an  increase  of  the  current  received  from  the  mains. 
This  method  has  given  very  good  results,  but  has  been 
rendered  unnecessary,  except  in  special  cases,  by  the  simpler 
plan  to  be  next  described.  It  will  be  seen  that  as  it  is  sum- 
mattve  it  does  not  require  so  great  an  expenditure  of  energy 
in  the  fields  as  a  differential  winding ;  nor  is  it  open  to  the 
objection  that  the  motor  may  start  in  the  wrong  direction. 
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On  the  other  hand,  it  has  the  drawback  of  requiring  an  addi- 
tional commutator. 

Still  more  important  is  the  discovery  by  Mr.  Mordey*  that 
if  a  pure  shunt  motor  is  constructed  upon  perfect  design — 
that  is  to  say,  having  very  small  resistance  of  armature  and 
very  large  resistance  of  shunt,  and  having  also  field-magnets 
which  are  very  powerful  relatively  to  the  armature,  and  an 
armature  properly  laminated  and  sectioned  so  as  to  reduce 
eddy-currents  and  self-induction  to  a  minimum — such  a  shunt 
dynamo  if  supplied  from  mains  at  a  constant  potential  will 
run  at  a  constant  speed,  whatever  the  load.*  The  following 
tests  showed  a  constancy  to  within  \\  per  cent,  for  all  loads 
within  working  limits. 


Potential  at 
TenninaU. 


68*4 
68'4 

68*4 
68*4 


Current 
(Ainpires). 


Horse-power 
at  Brake. 


Retolutkms 
Minute. 


126 

165-5 

180 


7-4 
10 '36 

X1-14 


1x25 
1120 

1115 
mo 


Torque 
(pound-feet). 


5- IS 
53 


With  a  lower  electromotive-force  the  same  motor  regulated 
almost  equally  well,  but  at  a  lower  speed  It  was  observed 
that,  especially  when  the  motor  was  giving  out  small  horse- 
power, that  the  speed  was  increased  by  weakening  the  field. 

Another  possible  mode  of  governing  constant-current 
motors  is  by  providing  a  variable  magnetic  shunt,  in  the  con- 
verse of  the  manner  suggested  by  Trotter  for  constant-current 
generators,  or  by  the  modification  of  that  method  suggested 
by  the  author  (p.  446).  Messrs.  Siemens  and  Halske  have 
patented,  as  an  approximately  governed  motor  for  constant- 
current  work,  a  shunt  motor  having  a  few  series  coils  wound 
so  as  to  add  to  the  magnetisation.  Mr.  C.  W.  Hill  pro- 
poses to  provide  armatures  with  special  connexions  for  chang- 
ing the  number  of  active  convolutions  whilst  the  machine  is 
running,  thereby  varying  the  counter  electromotive-force. 

*  See  Philosophical  MagcuUne^  January  1886. 

'  This  might  have  been  foreseen  from  the  equations  of  p.  585,  in  which  if 
r«  +  r«  =  o,  the  condition  of  regulation  will  give  S  =  a 
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Mechanical  Characteristics  of  Compound  Differential 

Motors. 

It  may  be  convenient  here  to  consider  the  graphic  repre- 
sentation of  the  regulations  between  speed  and  torque  in 
motors  provided  with  mixed  windings.* 

The  curves  for  constant-potential  supply  are  shown  in  Fig. 
366,  wherein  the  letters  S  and  Z  refer  to  series  windings  and 


Fig.  366 


Mechanical  Characteristics  at 
Constant  Potential. 


Mechanical  Characteristics 
WITH  Constant  Current. 


shunt  windings  respectively.  The  forms  of  the  curves  for  mixed 
windings  differ  somewhat  according  to  the  proportions  of  the 
two  sets  of  coils.  The  important  case  is  that  of  the  differential 
winding  marked  Z  —  S,  having  a  few  series  turns  to  correct  the 
droop  of  the  pure  shunt-winding ;  and  it  will  be  noted  that  up 
to  ascertain  limit  the  speed  is  nearly  constant,  but  that  there 
is  a  maximum  value  to  the  torque.     In  the  case  of  constant- 

»  The  author  is  indebted  to  Fr61ich*s  DU  DynamoelektriicJu  Maschine  for  the 
curves  of  motors  with  mixed  windings.  Similar  curves  have  been  deduced  by 
Rechniewski,  see  Sianca  de  la  Sociiti  de  Physique,  1885,  p.  197. 
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current  supply,  as  the  curves  of  Fig.  367  show,  the  only  winding 
which  gives  any  approximation  to  a  constant  speed  is  the 
differential  winding  with  large  shunt  and  small  series  coil. 
For,  as  in  the  case  of  the  constant-current  generator,  the  varia- 
tion of  the  magnetism  has  to  be  carried  through  an  enormous 
range,  defying  any  averaging  of  the  magnetic  permeability. 

An  elegant  graphic  method  of  treating  the  problem  of  self- 
govemment  of  motors  is  given  by  M.  Picou  in  La  Lumitre  EUctrique^ 
xxiii.  114,  1887. 
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CHAPTER  XXXII. 
Testing  Dynamos  and  Motors. 

Tests  to  be  applied  to  dynamos  are  of  two  kinds,  viz.  those 
which  relate  to  the  design  and  construction  of  the  machines, 
and  those  which  relate  to  their  performance.  Under  the 
former  are  included  tests  of  the  resistance  of  the  various  coils 
and  connexions,  and  of  the  insulation  of  the  working  parts. 
Under  the  latter  are  comprised  the  tests  of  efficiency  under 
various  loads,  and  of  electrical  output  or  activity  at  different 
speeds. 

Testing  Construction. 

The  resistance  of  the  various  parts  of  the  armature  coils, 
of  the  field-magnet  coils,  and  of  the  various  connexions,  may 
be  tested  in  the  ordinary  manner,  by  means  of  a  Wheatstone's 
bridge,  or  by  one  of  the  recognised  galvanometer  methods. 
The  only  point  of  difficulty  lies  in  measuring  such  small 
resistances  as  those  of  armatures  and  of  series  coils,  which 
are  often  very  small  fractions  of  an  ohm.  In  this  case  pro- 
bably the  best  method  of  proceeding  is  the  following.  By 
means  of  a  few  cells  of  accumulators  send  a  strong  current 
through  the  coil  or  armature  whose  resistance  is  to  be 
measured,  interposing  in  the  circuit  an  ampere-meter.  While 
this  current  is  passing,  measure,  by  means  of  a  sensitive  volt- 
meter, the  fall  of  potential  between  the  two  ends  of  the  coil. 
By  Ohm's  law,  the  number  of  volts  of  fall  of  potential  divided 
by  the  number  of  amperes  of  current  will  give  the  resistance 
in  ohms.  Additional  accuracy  may  be  secured  by  connecting 
in  the  circuit  a  strip  of  stout  German  silver,  as  recommended 
by  Lord  Rayleigh,  of  known  resistance,  and  comparing  the  fall 
of  potential  between  the  two  ends  of  the  strip  with  the  fall 
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of  potential  in  the  coil.    The  ratio  of  the  two  falls  of  potential 
will  equal  the  ratio  of  the  resistances. 

It  ought  on  no  account  to  be  forgotten  that  the  internal 
resistance  of  a  dynamo  when  warm  after  working  for  a  few 
hours  is  considerably  higher  than  when  it  is  cold.  Tests  of 
resistance  ought  therefore  to  be  made  both  before  and  after 
the  dynamo  has  been  running. 

The  insulation-resistance  of  the  various  parts  should  be 
tested  with  care,  and  should  be  repeated  at  intervals.  In 
particular,  measurements  should  be  made  of  the  insulation- 
resistance  between  the  terminals  of  the  machine  and  its  metal 
bed-plate,  and  between  the  segments  of  the  collector  and  the 
axle.  Nowhere  is  the  insulation  more  likely  to  deteriorate 
than  at  the  collector.  Occasionally  a  dynamo,  which  other- 
wise may  appear  to  be  in  good  condition,  will  mysteriously 
lose  its  power  of  furnishing  the  usual  current,  in  consequence 
of  invisible  short-circuiting  having  occurred  in  the  layers  of 
insulating  matter  between  the  segments  of  the  cbllector.  A 
film  of  charred  oil,  possibly  with  the  assistance  of  small  parti- 
cles of  metal  worn  off  the  brushes,  will  afford  a  ready  passage 
to  the  current,  which  will  thus  leak  away  instead  of  being 
delivered  in  full  strength  to  the  circuit  The  perfection  of 
the  magnetic  circuit  may  be  tested  in  two  ways.  If  the  design 
or  construction  of  the  magnetic  circuit  is  such  as  to  give  rise 
to  magnetic  leakage,  it  is  desirable  to  ascertain  the  proportion 
of  leakage.  The  actual  amount  of  magnetic  leakage  may  be 
measured  by  placing  exploring  coils  over  different  parts  of  the 
magnetic  circuit  in  the  manner  used  by  J.  and  E.  Hopkinson. 
They  passed  a  single  convolution  of  wire  around  the  magnet* 
frame  at  different  points,  and  joined  it  to  a  suitable  galvano- 
meter. The  throw  imparted  to  the  galvanometer  when  the 
current  in  the  magnetising  coil  was  suddenly  turned  off  or  on, 
is  a  measure  of  the  number  of  magnetic  lines  enclosed  by  the 
exploring  coil.  The  other  way  of  examining  the  perfection 
of  the  magnetic  circuit  is  to  join  up  a  known  suitable  resistance 
to  the  terminals  of  the  machine,  and  then  to  run  it  at  a  slow 
speed,  gradually  increasing  the  number  of  revolutions  until  it 
excites  itself.    (The  method  is  of  course  inapplicable  to  many 
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alternate-current  machines.)  The  least-speed  of  self-excitation 
is,  ceteris  paribuSy  a  measure  of  the  goodness  of  the  magnetic 
circuit     See  Appendix  XL 

Testing  Performance  and  Efficiency. 

The  testing  of  the  efficiency  and  working  capacity  of  a 
dynamo,  whether  working  as  generator  or  as  motor,  is  a 
more  serious  matter,  and  involves  both  electrical  and  dynamo- 
metrical  measuremen.ts. 

In  the  case  of  the  dynamo  generating  currents,  measure- 
ments must  be  made  {a)  of  the  horse-power  expended,  and 
{V)  of  the  energy  of  the  electric  currents  realised. 

In  the  case  of  the  motor  doing  work,  measurements  must 
be  made  (^)  of  the  electric  energy  consumed,  and  {b)  of  the 
mechanical  horse-power  realised. 

Measurement  of  Horse-power. 

There  are  four  general  methods  of  measuring  mechanical 
power : — 

{a.)  Indicator  Method. — By  taking  an  indicator  diagram 
from  the  steam-engine  which  supplies  the  power. 

{b.)  Brake  Method — By  absorbing  the  power  delivered 
by  the  machine,  at  a  friction  brake  such  as  that  of  Prony, 
Poncelet,  Appold,  Raffard,  or  Froude. 

{c.)  Dynamometer  Method, — By  measuring  in  a  transmission 
dynamometer  or  ergometer,  such  as  that  of  Morin,  von 
Hefner-Alteneck,  Ayrton  and  Perry,  or  of  F.  J.  Smith,  the 
actual  mechanical  power  of  the  shaft  or  belt. 

{d.)  Balance  Method. — By  balancing  the  dynamo  or  motor 
on  its  own  pivots  and  making  it  into  its  own  ergometer. 

To  these  must  now  be  added  a  fifth  method,  namely  : — 

{e.)  Electrical  Method, — By  making  the  motor  drive  the 
dynamo  which  supplies  it,  measuring  electrically  the  work 
given  out  in  the  one,  or  absorbed  by  the  other,  and  then 
measuring,  either  mechanically  or  electrically,  the  difference. 

{a.)  Indicator  Method, — The  operation  of  taking  an  indicator 
diagram  of  the  work  of  a  steam-engine  is  too  well  known  to 
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engineers  to  need  more  than  a  passing  reference.  This 
method  is,  however,  not  always  applicable,  for  in  many  cases 
the  steam-engine  has  to  drive  other  machinery,  and  heavy 
shafting  for  other  machinery.  In  such  cases  the  only  remedy 
is  to  take  two  sets  of  indicator  diagrams,  one  when  the 
dynamo  is  at  work,  the  other  when  the  dynamo  is  thrown  out 
of  gear,  the  difference  being  assumed  to  represent  the  horse- 
power absorbed  by  the  dynamo. 

(*.)  Brake  Method. — The  friction-brake  of  Prony  is  well 
known  to  engineers,  but  the  same  can  hardly  be  said  of  the 
more  recent  forms  of  friction  dynamometers.  Various  improve- 
ments have  been  introduced  in  detail  from  time  to  time  by 
Poncelet,  Appold,  and  Deprez.  In  Prony's  method  the  work 
is  measured  by  clamping  a  pair  of  wooden  jaws  round  a 
pulley  on  the  shaft ;  the  torque  on  the  jaws  being  measured 
directly  by  hanging  weights  on  a  projecting  arm  with  a  suffi- 
cient moment  to  prevent  rotation.  If  p  is  the  weight  which 
at  a  distance  /  from  the  centre  balances  the  tendency  to  turn, 
then  the  friction-force  /  multiplied  by  the  radius  r  of  the 
pulley  will  equal/  multiplied  by  /. 

This  may  be  written, 

Torque  =/r  =//. 
From  which  it  follows  that 

r 
If  n  be  the  number  of  revolutions  per  second,  then  2  irn 
is  the  number  of  radians  per  second,  or  in  other  words  the 
angular  velocity  for  which  we  use  the  symbol  w,  and  2  tt  «  r  is 
the  linear  velocity  v  at  the  circumference.  Now  the  work 
per  second,  or  "  activity,"  is  the  product  of  the  force  at  the 
circumference  into  the  velocity  at  the  circumference,  or 

X  Pl  J.t 

r 

If  /  is  measured  in  pounds'  weight,  and  /  in  feet,  then,  re- 
membering that  550  foot-pounds  per  second  go  to  one  horse- 
power, we  have 

2  TT  tip  I 

Horse-power  absorbed  = > 

*  550 
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or,  if/  is  expressed  in  grammes*  weight,  and  /  in  centimetres, 
it  must  be  divided  by  7*6  x  lo*  to  bring  it  to  horse-power. 

The  later  improvements  imported  into  the  Prony  brake 
are  of  great  importance.  Poncelet  added  a  rigid  rod  at  right 
angles  to  the  lever,  and  attached  the  weights  at  the  lower  end. 
Appold  substituted  for  the  wooden  jaws  a  steel  strap  giving  a 
more  equable  friction,  and  therefore  having  less  tendency  to 
vibration.  Raffard  ^  substituted  a  belt  differing  in  breadth, 
and  therefore  offering  a  variable  coefficient  of  friction,  accord- 
ing to  the  amount  wrapped  round  the  pulley.  Further 
modifications  of  this  kind  of  brake  dynamometer  have  been 
made  by  Professor  James  Thomson,  Professor  Unwin, 
M.  Carpentier,  and  by  Professors  Ayrton  and  Perry.  The 
friction  of  a  turbine  wheel  was  also  applied  as  a  dynamo- 
meter brake  by  the  late  W.  Froude. 

As  all  these  brake  dynamometers  measure  the  work  by 
destroying  it,  it  will  be  seen  that  though  they  are  admirably 
adapted  to  measure  the  work  furnished  by  a  motor,  they 
cannot,  except  indirectly,  be  applied  to  measure  the  work 
supplied  to  a  dynamo.  Some  experience  in  working  with  these 
machines  is  essential  if  reliable  results  are  to  be  obtained  ;  but 
with  the  more  modern  forms  of  instrument,  such  as  those  of 
Poncelet  and  Raffard,  the  results  are  very  good.  The  great 
secret  of  success  is  to  keep  the  friction  surfaces  well  lubricated 
with  an  abundant  supply  of  soap  and  water. 

(^.)  Dynamometer  Method. — The  Prony  brake  was  styled 
above  a  brake  dynamometer  ;  but  the  true  dynamometer  for 
measuring  transmitted  power  does  not  destroy  the  power 
which  it  measures.  Transmission  dynamometers  may  be 
divided  into  two  closely  allied  categories :  those  which  measure 
the  power  transmitted  along  a  belt,  and  those  which  measure 
power  transmitted  by  a  shaft. 

In  the  case  of  transmitting  power  by  a  belt,  the  actual 

*  For  further  accounts  of  these  instruments  the  reader  is  referred  to  Weisbach's 
Mechanics  of  Engineering  ;  Spons'  Dictionary  of  Engineerings  Article  **  Dynamo- 
meter "  ;  Smith's  Work-measuring  Machines  ;  a  series  of  articles  in  the  Electrician^ 
1885-4,  by  Mr.  Gisbert  Kapp ;  Proc,  Inst,  Mech,  Eng,^  1877,  p.  237  (Mr.  Froude) ; 
Rep,  Brit,  Assoc,^  1883  (Prof.  Unwin) ;  Journ,  Sj<.  Telegr.-Eng,  and  Electr,^ 
zlix.,  YoL  zii.  p.  346  (Profs.  Ayrton  and  Perry). 
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force  which  drives  is  the  difference  between  the  tension  *  or 
pull  in  the  two  parts  of  the  belt.  If  F  is  the  pull  in  the 
slack  part  of  the  belt  before  reaching  the  driven  pulley,  and 
F  the  pull  in  the  tight  part  of  the  belt  after  leaving  the  driven 
pulley,  then  F  —  F  represents  the  net  pull  at  the  circum- 
ference, and  (F  —  F')  X  r  is  the  torque  T,  or  turning  moment 
Then  if  «  is  the  number  of  revolutions  per  second,  the  angular 
velocity  a>  will  be  equal  to  2irn,  This  gives  us  as  the  work 
per  second,  or  activity, 

w  =  0)  T  =/v  s=  2  TT  « r  (F  —  F'). 

As  before,  if  F  is  expressed  in  pounds'  weight  and  r  in  feet, 
the  expression  must  be  divided  by  550  to  bring  to  horse- 
power :  or  must  be  divided  by  7*6  x  lo*  if  the  quantities  are 
expressed  in  grammes*  weight  and  centimetres. 

A  dynamometer  which  can  be  applied  to  a  driving  belt,  and 
actually  measures  the  difference  F  —  F  in  the  tight  and 
slack  parts  of  the  belt,  has  been  designed  by  von  Hefner- 
Alteneck,  and  is  commonly  known  as  Siemens's  dynamometer.' 
Other  forms  have  been  devised  by  Sir  F.  J.  Bramwell,  W.  P. 
Tatham,^  W.  Froude,  T.  A.  Edison,  and  others.  Nearly  all 
of  these  instruments  introduce  additional  pulleys  into  the 
transmitting  system,  causing  additional  friction. 

Much  more  satisfactory  are  those  transmission  dynamo- 
meters which  measure  the  power  transmitted  by  a  shaft.  In 
nearly  all  instruments  of  this  class  there  is  a  fixed  pulley 
keyed  to  the  shaft,  and  beside  it  a  loose  pulley  connected  with 
it  by  some  kind  of  spring  arrangement  so  set  that  the  elonga- 
tion or  bending  of  the  spring  measures  the  angular  advance 
of  the  one  pulley  relatively  to  the  other ;  this  angfular  advance  is 
proportional  to  the  transmitted  angular  force  or  torque.  To  this 

^  The  word  tension,  though  used  by  engineers  as  synonymous  with 
"puUing  foice,"  ought  not  to  be  so  used  ;  it  ought  to  be  confined  to  the  exact 
meaning  of  force  per  unit  of  area  of  cross-section. 

*  One  form  of  the  Siemens  dynamometer  is  described  by  Hopkinson,  Proc, 
Inst  Mech,  Eng.^  1 879.  A  more  modem  form  is  described  by  Schrbter, 
Bayerisches  Industrie-  und  Gewnbeblatty  1883. 

'  Jaurn,  Franklin  Institute^  Nov.  1886. 
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class  of  instrument  belongs  the  well-known  dynamometer  of 
Morin,   in  which  the  displacement    of  the  loose  pulley  is 
resisted  by  a  straight  bar  spring,  the  centre  of  which  is 
attached  to  the  driving  shaft     Modifications  of  the  Morin 
instrument  have  been  devised    by  Easton  and  Anderson, 
Heinrichs/  Ayrton  and  Perry,'  and  the  Rev.  F.  J.  Smith. 
The  dynamometer  of  Mr.  Smith  claims  special  notice  on 
account  of  its  completeness  and  accuracy.  In  this  instrument, 
a  sketch  of  which  is  given  in  Fig.  3689  there  are  as  before  two 
pulleys,  the  front  one  fixed  to  the  shaft,  the  hinder  one  running 
loose  upon  it     But  the  displacement  of  the  loose  pulley 
is  measured  in  a  different  manner  from  the  methods  of  the 
earlier  constructors.    The  loose  pulley  carries  a  bevel-wheel 
(not  shown)  which  gears  into  two  other  bevel-wheels,*  which  of 
necessity  move  in  proportion  to  the  angular  displacement. 
Each  of  these  two  bevel-wheels  is  furnished  with  a  shallow 
cylindrical  drum,  over  which  is  coiled  a  gut  or  steel  tape 
attached  to  a  cross-head.    The  shaft  is  of  forged  Whitworth 
steel,  tubular  at  its  ends  and  link-shaped  between.   The  cross- 
head  passing  through  the  link,  and  being  attached  to  a  spring, 
any  displacement  of  the   loose  pulley  will  cause  the  steel 
tapes  to  be  wound  up  on  the  drums,  and  will  extend  the 
spring.    A  light  rod  of  steel  passing  through  the  hinder  end 
of  the  link,  through  the  shaft,  actuates  the  pointer  of  a  dial, 
thus  enabling  the  transmitted  torque  to  be  read  off  directly. 
A  speed-counter  is  also  attached    Mr.  Smith  has  also  added 
to  this  machine  an  integrating  apparatus  which  traces  on  a 
drum  a  continuous  record  of  the  work  done ;  the  speed  of 
rotation  of  the  recording  drum,  having  a  known  ratio  to  the 
speed  of   driving,  and  the  displacement  of  the  recording 
pen,  whjch  writes  the  ordinates,  being  proportional  to  the 
torque.     The  position  of  the  spring,  coincident  with  the  axis 
of  the  dynamometer,  obviates  all  fear  of  error  arising  from 

*  See  Engineerings  May  2, 18S4,  and  Electrical  Review^  April  26, 18S4,  for  an 
excellent  account  of  a  series  of  tests  carried  out  with  great  care  and  ability 
for  Mr.  Heinrichs,  by  Messrs.  Alabaster,  Gatehouse  and  Co. 

■  Journ,  Soc,  Telegr.^Eng,  and  Elecir,,  voL  xii.  p.  163,  1883. 

*  Similar  devices  of  geared  cog-wheels  had  been  applied,  though  in  an 
entirely  different  way,  in  the  dynamometers  of  Hachette  and  of  White. 


.  Dynamo-electric  MctcHnery. 


Testing  Dynamos  and  Motors. 


60 1 


centrifugal  force.  Mr.  Smith  has  suggested  a  novel  method 
of  calibrating  the  readings  of  the  dynamometer,  which  appears 
to  have  some  advantages  over  the  common  method  of  hang- 
ing weights  to  the  loose  pulley.  It  is  as  follows  : — Let  the 
transmission  dynamometer  be  driven  by  some  steady  prime 
mover — a  water-wheel  is  probably  the  steadiest  of  all — and 
let  the  dynamometer  itself  drive  another  shaft  on  which  a 
Prony  brake  or  Appold  brake  is  applied.  Then  if  the  work 
done  against  friction  at  the  brake  is  measured,  and  the  speed 
is  known  also,  it  is  known  what  the  transmitted  torque  is. 
Every  transmission  dynamometer  ought  to  be  similarly 
calibrated.  Recently  Mr.  Smith  has  greatly  simplified  his 
dynamometer,  obviating  the  costly  slotting  of  the  shaft  and 
avoiding  the  use  of  the  bevel-wheels.  The  loose  pulley  is 
connected  to  the  shaft  by  a  strong  steel  spring  in  the  form  of 
a  long  enwrapping  spiral. 

{d,)  Balance  Method. — The  following  method  was  devised  by 
Mr.  Smith  when  testing  some  small  Trouv6  motors  at  the 
Paris  Exposition  of  1881.  With  small  motors  there  arises 
the  difficulty  that  the  ordinary  means  of  measuring  the  work 
they  perform  introduce  relatively  large  amounts  of  extraneous 
friction.  The  motor  to  be  tested  is  placed  with  its  armature 
spindle  between  centres,  or  on  friction  wheels,  and  the  weight 


Fig.  369. 
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of  the  field-magnets  and  frame  is  very  carefully  balanced 
with  counterpoise  weights.  In  Fig.  369,  B  D  represents  the 
field-magnets  and  frame  of  the  motor  duly  counterpoised,  and 
E  is  the  armature.    When  the  current  is  turned  on,  the 
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armature  tends  to  rotate  in  one  direction,  and  the  field- 
magnets  in  the  other ;  the  angular  reaction  being  of  course 
equal  to  the  angular  action.  If  the  reaction  which  tends 
to  drive  the  field-magnets  round,  be  balanced  by  appl)dng  a 
force  P  (for  example  that  of  a  spring  balance)  at  the  point  C 
of  the  frame  A  B  C  D,  then  the  moment  of  this  force  P  d 
measures  the  torque,  exactly  as  in  the  Prony  brake.  Hence 
it  will  be  seen  that  the  motor  has  become  its  own  dynamometer, 
the  magnetic  friction  between  the  armature  and  the  field- 
magnet  being  substituted  for  the  mechanical  friction  between 
the  pulley  and  the  jaws.  A  modification  of  the  balance 
method,  due  to  Hermann  Miiller,  consists  in  swinging  the 
dynamo  in  a  cradle,  pendulum  fashion,  from  the  driving  shaft, 
and  estimating  the  power  absorbed  by  the  displacement  from 
the  vertical  line. 

M.  Marcel  Deprez  and  Professor  C.  F.  Bracket^,  have 
proposed  to  apply  the  balance  method  to  dynamos  in  action. 
Professor  Brackett  places  the  dynamo  in  a  sort  of  cradle, 
balanced  on  centres  that  lie  in  the  axis  of  rotation,  and 
measures  the  angular  reaction-force  or  torque  between  the 
armature  and  field-magnets,  and  multiplying  this  by  the 
angular  velocity  2  tt  «,  obtains  the  value  of  the  power  trans- 
mitted to  the  armature.  It  may  seem  incredible  that  the 
invisible  magnetic  field  in  the  narrow  space  between  the 
armature  and  the  pole-pieces  should  exercise  a  powerful  drag 
like  the  drag  of  a  friction-brake,  but  it  is  nevertheless  true. 
This  mechanical  drag  exists  in  every  dynamo.  For  example, 
Messrs.  Crompton's  dynamo  described  on  p.  155  absorbed 
about  thirty  horse-power.  It  ran  at  lOOO  revolutions  per 
minute,  and  the  radius  of  the  armature  was  4  inches.  The 
circumferential  drag  was  therefore  about  equal  to  300  pounds* 
weight !  No  wonder  with  such  a  brake-power  acting  on  the 
armature,  the  "coils,"  consisting  of  drawn  copper  rods  of  0*3 
square  centimetre  section,  were  found,  after  the  first  run,  to 
be  raked  out  of  their  places  by  the  drag  of  the  magnetic  field 
upon  them.  This  undesirable  result  was  only  prevented 
from  recurring  by  the  insertion  of  boxwood  wedges  kept  in 
their  places  by  an  external  strap  of  thin  brass  wires. 
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All  these  several  dynamometric  methods  necessitate  the 
use  of  a  speed  indicator  to  count  the  number  of  revolutions 
«,  which  enters  as  a  factor  into  the  calculation  of  horse-power. 
Too  great  care  cannot  be  taken,  especially  in  testing  small 
machines,  that  no  unnecessary  friction  be  thereby  introduced. 
A  flexible  connexion,  such  as  a  piece  of  dentist's  spring, 
between  the  axle  of  the  machine  and  the  axle  of  the  counter 
appears  to  be  desirable.  The  number  of  revolutions  per 
second  n  being  known,  the  angular  velocity  o)  =  2  tt  «  can  be 
calculated.  This  only  requires  to  be  multiplied  by  the  torque 
T  =  F  r  to  give  the  activity  or  work-per-second  w.  And  if 
T  is  expressed  in  pound-feet,  then, 

TT  2irn¥r      wT 

Horse-power  = 


SSO  SSO 

{e.)  Electrical  Methods. — ^There  are  several  varieties  of  this 
modem  method  of  testing,  and  they  involve  the  use  of  two, 
or  in  some  cases  three  machines.  J.  and  E.  Hopkinson^ 
propose  to  use  two  similar  machines,  one  as  generator,  the 
other  as  motor,  connected  together  both  electrically  and 
mechanically.  The  power  given  out  by  the  former  machine, 
and  that  absorbed  by  the  latter  are  measured  electrically. 
The  motor  is  made  to  use  its  mechanical  power  to  aid  in 
driving  the  generator,  and  the  small  additional  power  required 
to  drive  the  generator  (supplied  by  a  steam-engine)  is  measured 
mechanically  by  a  dynamometer.  Modifications  of  this  method 
for  the  purpose  of  obviating  all  mechanical  measurements 
have  been  suggested  by  Lord  Rayleigh,*  Captain  Cardew,' 
M.  Menges,*  Mr.  Ravenshaw,*  and  Mr.  Swinburne.* 

All  these  methods  are  far  more  accurate  than  the  rough 
mechanical  methods  of  earlier  date,  and  each  has  its  ad- 

»  PML  ThiHS.,  1886,  ii.  p.  347.  See  also  EUcirician^  voL  xyi.  p.  347,  1886; 
and  Electrical  Review^  voL  zviii.  pp.  207  and  230,  1886. 

'  Electrical  Review^  voL  xviiL  p.  242,  1886. 

'  Ibid,^  vol  xix.  p.  464,  1886 ;  and  Electrician^  voL  xvii.  p.  410,  1886 :  and 
▼oL  xxi.  p.  275,  1887. 

^  Electrician^  vol.  xvL  p.  371,  1886. 

*  Electrical  RevieWy  vol.  xix.  pp.  424  and  437,  1886. 

'  IHd,^  vol.  xxi.  pp.  181  and  215,  1887. 
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vantages,  but  Hopkinson's  method  requires  two  similar 
machines,  and  Cardew's  requires  three  machines,  one  of  which 
must  be  powerful  enough  to  run  the  other  two.  In  Swinburne's 
method  the  loss  of  power  due  to  resistance  of  conductors  is 
calculated,  and  this  deducted  from  the  whole  loss  of  power  in 
the  machine  gives  the  "  stray  power "  made  up  of  losses  due 
to  eddy-currents,  friction,  and  magnetic  hysteresis,  which 
cannot  conveniently  be  separately  determined.  This  stray 
power  is  determined  by  using  the  machine  as  a  motor,  the 
field-magnets  being  separately  excited  so  that  the  armature 
has  the  same  magnetic  induction  as  at  full  load,  the  electro- 
motive-force applied  to  it  being  such  as  to  drive  it  at  its 
normal  speed.  Only  a  small  generating  dynamo  is  required 
to  furnish  the  current  for  this.  When  matters  are  so  arranged 
that  the  machine  to  be  tested  runs  at  its  normal  speed,  the 
power  used  in  driving  the  machine  (which  is  measured 
electrically  by  taking  readings  of  the  volts  on  the  armature 
and  the  ampdres  flowing  through  it,  and  multiplying  up,  thus 
giving  the  power  in  watts),  is  equal  to  the  stray  power  at  full 
load. 

For  detailed  accounts  of  tests  on  dynamos  the  student  is  referred  to  the 
following  sources: — Report  of  Committee  of  Franklin  Institution^  1878; 
Crystal  Palace  Exhibition  1882,  Report^  by  Lieut.  F.  J.  Sprague,  United 
States  Commissioner ;  also  see  the  Inaugural  Address  of  Prof.  W.  G. 
Adams  in  Journal  Soc,  Telegr.-Engin,  and  Electr.,  1884;  Thesis  of 
J.  W.  Howell  on  tests  made  at  Stevens  Institute,  reprinted  in  a  volume 
on  Incandescent  Electric  Lighting,  published  New  York,  1883,  by  Messrs. 
Van  Nostrand;  Official  Report  of  Munich  Electric  Exhibition^  1882;  also 
the  tests  made  by  Messrs.  Alabaster,  Gatehouse  and  Co.,  reported  in 
Engineering,  May  2,  1884,  and  Electrical  Review^  April  26,  1884;  also 
Report  of  Jurors y  Cincinnati  Industrial  Exposition  1883  ;  also  Prof.  W. 
G.  Adams'  Inaugural  Address,  Journal  of  Society  of  Telegraph-Engineers 
and  Electricians fWoL  xiv,  p.  4,  1885;  also  Reports  ofiElectrical  Eidii- 
bition  at  Philadelphia  1884,  pubhshed  in  Journal  of  the  Franklin 
Institution^  1885. 
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APPENDIX  I. 

Measurement  of  Coefficients  of  Self-induction  and  of 

Mutual  Induction. 

Since  the  appearance  of  the  last  edition  of  this  work  much  has 
been  done  in  tiie  way  of  devising  practical  methods  for  measuring  the 
coefficients  of  self-induction  and  of  mutual  induction. 

Coefficient  of  Mutual  Induction. 

When  there  are  two  circuits  in  proximity  so  that  the  magnetic 
lines  due  to  currents  in  either  circuit  thread  through  the  other  circuit, 
there  is  said  to  be  mutual  induction  between  the  two.  Any  variation 
of  the  current  in  the  one  induces  electromotive-force  in  the  other ; 
and  the  ratio  between  the  induced  electromotive-force  and  the  rate  of 
change  in  the  inducing  current  is  called  the  coefficient  of  mutual 
induction.     If  ii  be  the  current  in  the  first  circuit,  and  its  rate  of 

variation  be  -rry  and  if  Ej  be  the  electromotive-force  induced  there- 
at 

by  in  the  second  circuit,  then  the  relation  between  them  may  be 

stated  in  the  form 

where  M  stands  for  the  coefficient  of  mutual  induction.  It  will 
obviously  vary^with  the  configurations  of  the  two  circuits,  and  will  be 
increased  by  bringing  them  nearer  together,  or  by  increasing  the 
number  of  spirals  in  either  or  both  of  them,  and  also  by  providing 
a  medium  of  great  magnetic  permeability,  such  as  an  iron  core,  to 
more  effectually  convey  the  magnetic  lines  (due  to  the  current  in  the 
first  circuit)  through  the  convolutions  of  the  second  circuit  If  there 
is  iron  thus  acting  to  convey  the  magnetic  induction,  M  will  not  be 
constant,  but  will  vary  with  the  permeability  of  the  medium.  M  may 
only  be  considered  a  constant  when  iron  and  other  magnetic  media 
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are  absent.  Assuming  the  constancy  of  the  permeability,  then  M  is 
numerically  equal  to  the  number  of  magnetic  lines  of  the  first  circuit, 
multiplied  by  the  number  of  times  they  are  enclosed  by  the  second 
circuit,  under  the  condition  that  the  first  circuit  carries  unit  current 

The  most  convenient  method  of  measuring  the  coefilicient  of 
mutual  induction  is  that  due  to  Professor  G.  Carey-Foster,*  depending 
on  the  use  of  a  condenser  of  known  capacity.  Another  method, 
involving  the  use  of  earth-inductor  coils  of  known  area,  better 
adapted  for  the  measurements  of  large  coefficients  of  induction 
between  circuits  of  low  resistance,  has  been  proposed  by  Mr. 
Bosanquet'  The  reader  is  referred  to  the  original  papers  for  the 
details  of  the  methods. 

Coefficient  of  SdfAnductum. 

Since  the  magnetic  lines  due  to  a  current  in  a  circuit  thread 
through  the  convolutions  of  the  circuit  itself,  any  variation  in  the 
current  induces  an  electromotive-force  in  the  circuit  itself.  The  ratio 
between  this  self-induced  electromotive-force  and  the  rate  of  change 
in  the  current  which  causes  it,  is  called  the  coefficient  of  self-indue- 

tion.     If  the  rate  of  change  in  the  current  be  called  — .  and  if  E 

di     ' 

be  the  resulting  self-induced  electromotive-force,  then  the  relation 

between  them  may  be  stated  in  the  form 

-r  di     ^ 

where  L  stands  for  the  coefficient  of  self-induction.  For  a  given  form 
of  coil  it  is  proportional  to  the  square  of  the  number  of  convolutions. 
It  is  increased  by  introducing  an  iron  core ;  but  if  iron,  or  other 
magnetic  substance  whose  permeability  is  variable,  is  present,  L  will 
not  be  constant  If,  in  any  case,  the  permeability  be  assumed  to  be 
constant,  then  L  is  numerically  equal  to  the  number  of  magnetic 
lines  due  to  the  current,  multiplied  by  the  number  of  times  they  are 
enclosed  by  the  second  circuit,  under  the  condition  that  the  circuit 
carries  unit  current 

Several  practical  methods  of  measuring  coefficients  of  self-induc- 
tion have  lately  been  devised,  of  which  two  may  be  mentioned. 
Professors  Ayrton  and  Perry '  have  constructed  a  special  instrument, 

*  Phil,  Mag,  [5]  xxiii.  121,  1887  ;  see  9XsQ  Electrician^  xviii.  89,  104,  381,  1887. 

*  Phil  Mag'  [5]  xxiii.  412,  1887  ;  see  also  Electrician,  xviii.  381,  1887. 

»  Journal  Soc  Telegr,- Engineers  and  Electricians,  xvi.  292,  1887  ;  see  also 
Electrician,  xix.  17,  39,  58,  83,  1887.  The  newest  form  of  secohmmeter  is 
described  in  Electrician,  xxi.  75,  1888. 
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known  as  a  secohmmeter^  the  principle  of  which  consists  in  successively 
performing  a  cycle  of  operations  of  making  and  breaking  the  current 
in  the  circuit  in  question,  and  of  making  and  breaking  a  short  circuit 
of  a'galvanometer,  by  means  of  a  special  commutator  which  can  be 
worked  at  definite  speeds.  M.  Ledeboer*  has  devised  a  method 
depending  upon  the  introduction  into  the  circuit,  of  a  suspended- 
coil  galvanometer  and  of  resistances  such  as  will  just  render  it 
aperiodic.  M.  Ledeboer  has  also '  applied  a  rotating  commutator  in 
a  cumulative  method,  closely  resembling  that  of  A)rrton  and  Perry. 
A  most  important  series  of  generalisations  of  the  bridge  methods  of 
measuring  coefficients  of  self-  and  mutual  induction  has  been 
elaborated  by  Mr.  W.  K  Sumpner,'  who  has  also  still  more  recently 
investigated  *  the  variations  of  the  coefficients  of  mutual  and  self- 
induction. 
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On  the  Alleged  Magnetic  Lag. 

It  is  often  stated  on  high  authority  that  the  cause  of  the  lead  which 
must  be  given  to  the  brushes  of  a  dynamo  is  due  to  a  sluggishness  in 
the  demagnetisation  of  the  iron  core  of  the  armature.  The  pole 
induced  in  the  iron  core  when  the  armature  is  standing  still  is 
exactly  opposite  the  inducing  pole  of  the  field-magnet.  The  pole 
induced  in  the  core  as  it  rotates  when  the  dynamo  is  at  work  is  not 
inmiediately  opposite  the  field-magnet  pole,  but  is  observed  to  be  a 
little  in  advance,  apparently  dragged  round  by  the  rotation.  Those 
who  take  the  view — the  erroneous  view  as  I  shall  show — propounded 
above,  maintain  that  the  induced  pole  is  displaced  by  reason  of  a 
lag  in  the  magnetism  of  the  iron,  which  they  say  is  due  to  the  slow- 
ness with  which  the  iron  demagnetises. 

Now,  as  a  matter  of  fact,  the  sluggishness^which  is  well  known 
to  take  place  in  the  magnetising  and  demagnetising  of  an  ordinary 
electromagnet  (with  a  solid  iron  core)  is  not  due  to  any  slowness  in 
the  magnetism  itself,  but  to  the  fact  that  in  the  mass  of  the  iron  eddy- 
currents  are  set  up  whenever  the  magnetising  current  is  turned  off  or 

*  La  LumUre  Electrique^  xzi.  6,  1 886. 
'  Ibid,y  xziv.  152,  1887. 

'  Journal  Soc,   Telegr.'Engimert  and  Electricians^  zvi.   344,    1887;   and 
Electrician,  xix.  127,  &c.,  1887. 
«  Electrician,  xx.  713,  1888. 
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on ;  and  these  eddy-currents,  while  they  last,  oppose  the  change  in 
the  magnetisation.  If  the  iron  core  be  built  up  of  a  bundle  of  thin 
varnished  iron  wires,  so  that  no  such  eddy-currents  can  be  set  up, 
then  there  is  no  sluggishness  or  lag  in  the  magnetising  or  demagnet- 
ising. In  fact,  this  is  how  the  cores  are  constructed  for  induction 
coils  in  which  rapid  changes  in  the  magnetism  are  essential. 

Now,  for  the  sake  of  obviating  wasteful  eddy-currents,  the  arma- 
ture cores  of  all  dynamos  are  built  up  either  of  wires  or  thin  laminas 
of  iron.  If  there  are  no  eddy-currents  we  should  expect  no  lag.  The 
displacement  of  the  induced  pole  cannot,  then,  be  due  to  this  cause. 
Moreover,  it  is  well  known  that  iron  demagnetises  more  rapidly 
than  it  magnetises.  If  there  is  no  greater  delay  in  demagnetising 
than  in  magnetising,  the  explanation  given  of  an  alleged  lag  ceases 
to  have  any  meaning  in  its  application  to  the  displacement  in  the 
induced  pole. 

With  the  view  of  arriving  at  a  more  accurate  knowledge  of  this 
matter,  a  number  of  experiments,  some  of  which  will  be  briefly 
narrated,  have  been  made  from  time  to  time.  The  author  is  also 
indebted  to  Mr.  W.  M.  Mordey  for  a  set  of  most  valuable  notes 
on  the  movement  of  the  neutral  point,  which  are,  on  account  of  their 
importance,  printed,  with  Mr.  Mordey's  kind  permission,  enHre  in 
Appendix  III. 

The  author  took  a  short  iron  cylinder  and  placed  it  between  the 
poles  of  a  magnet.  The  intervening  magnetic  field  was  then  ex- 
amined by  means  of  iron  filings.  It  resembled  Fig.  50,  p.  79.  The 
cylinder  was  then  rotated  rapidly  by  a  multiplying  gear:  but  no 
change  in  the  lines  of  force,  nor  any  displacement  in  the  induced 
polarity  could  be  detected. 

It  is  of  significance  to  remark  that  in  dynamos  built,  as  some  have 
been,  without  iron  in  the  armature,  it  is  still  found  necessary,  when 
they  are  running  and  feeding  a  circuit,  to  give  a  forward  lead  to  the 
brushes.  It  is  certain  that  in  this  case  the  displacement  is  not  due 
to  magnetic  lag. 

Mr.  F.  M.  Newton  has  made  some  hitherto  unpublished  experi- 
ments on  one  of  his  dynamos.  The  field-magnets  were  separately 
excited  from  an  independent  source,  and  the  armature  was  driven 
round  at  a  moderate  speed.  A  piece  of  cardboard  having  a  hole  to 
admit  the  passage  of  the  axle,  was  placed  against  the  pole-pieces, 
covering  one  face  of  the  armature.  Iron  fihngs  were  then  sprinkled 
against  the  card,  and  arranged  themselves  along  the  lines  of  force. 
So  long  as  the]circuit^was  open,  the  pattern  delineated  by  the  filings 
resembled  Fig.  50,  p.  79,  the  field  being  quite  straight     But  when 


Movement  of  Neutral  Point.  609 

the  circuit  was  closed  so  that  a  current  traversed  the  armature  circuit, 
immediately  the  lines  of  filings  took  up  positions  resembling  Fig.  63, 
p.  95,  the  induced  poles  being  displaced  in  the  direction  of  the 
rotation.  There  could  be  no  clearer  proof  wanted  than  this  that  the 
lead  is  not  due  to  sluggishness  in  the  demagnetisation  of  the  iron, 
but  that  it  is  due  to  the  diagonal  direction  of  the  resultant  magnetisa- 
tion as  explained  on  p.  92. 

Lastly,  in  some  recent  experiments  of  Mr.  Willoughby  Smith' 
upon  the  induction  of  electromotive-force  in  disks  of  iron  and  copper 
set  to  rotate  between  the  poles  of  a  magnet,  it  was  found  that  whilst 
with  disks  of  copper  and  silver  there  was  a  considerable  lag,  the 
point  of  maximum  electromotive-force  being  considerably  in  advance 
of  the  position  opposite  the  inducing  poles,  there  was  with  an  iron 
disk  a  far  higher  electromotive-force  and  no  lag  at  all. 

Experiments  made  by  MM.  Bichat  and  Blondlot  {Comptes 
Rendus^  1882)  showed  that  the  magnetic  lag  if  it  existed  at  all  must 
be  less  than  0*000033  sec.  in  duration. 

It  would  be  useless  to  discuss  the  question  further. 


APPENDIX  III. 

Movement  of  Neutral  Point. 
Notes  by  Mr.  W.  M.  Mordsy. 

Experiments  with  a  Victoria  Dynamo, 

I.  Ran  at  a  steady  speed  of  iioo  revolutions  per  minute — this 
being  the  normal  speed  for  this  particular  machine.  Separately 
excited  the  fields.  Circuit  of  armature  open.  Placed  the  brushes  on 
collector  in  usual  way,  moving  them  till  total  absence  of  sparking 
indicated  that  they  were  in  the  neutral  position.  Found  that  this 
position  indicated  no  lead — ^as  far  as  it  was  possible  to  ascertain  with 
the  necessarily  rough  conditions.  Width  of  brush  and  of  "  neutral 
point "  made  it  impossible  to  be  sure  of  perfect  accuracy ;  but  as  far  as 
it  went  there  was  found  no  evidence  of  lead.    No  current  was  collected. 

The  exciting  current  was  now  varied — slowly,  quickly,  gradually, 
every  way,  between  4  and  13*7  ampferes — the  normal  exciting  current 
being  6*4  under  ordinary  working  conditions,  but  no  change  what- 

*  Willoughby  Smith,    Volta^  and  MagnetthEUetrie  Induction,     A   lecture 
delivered  at  the  Royal  Institution,  June  6th,  1884,  see  EUctrieal  Review^  xv.  p.  83. 
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ever  could  be  detected  in  the  position  of  neutral  point,  speed  kept 
steady  at  i  loo  revolutions  throughout 

The  experiments  were  repeated  with  small  brushes  and  a  volt- 
meter, always  with  same  results. 

2.  Brushes  as  in  (i).  Current  in  fields  (separately  excited)  steady 
at  6' 4  ampferes.  No  current  collected.  Speed  varied,  up  and  down, 
from  250  to  1300  revolutions  per  minute.  Could  find  nothing^to 
indicate  any  movement  of  neutral  point 

3.  The  brushes  were  then  moved  a  little,  first  forward,  then  back, 
so  that  they  were  just  off  the  neutral  points,  and  a  very  slight  sparking 
was  perceptible. 

Still  keeping  exciting  current  steady,  the  speed  was  varied  as 
above,  the  object  being  to  see  whether  the  alteration  of  speed  would 
bring  the  neutral  point  up  to^  or  take  it  further  away  from  the  brushes. 
No  alteration  occurred,  except  a  very  slight  increase  of  sparking  at 
higher  speeds,  caused  probably  not  by  an  alteration  in  the  position  of 
the  neutral  point,  but  by  the  increase  of  electromotive-force  and 
larger  current  as  the  brush  left  the  segments. 

Experiment  3  repeated  with  constant  speed  and  varying  field. 
Result  the  same. 

The  previous  notes  refer  to  the  case  of  an  armature  revolving  in 
a  magnetic  field,  but  without  the  generation  of  current. 

When  Current  is  being  Generated. 

5.  Experiment,  {a).  A  "  Victoria  "  machine  made  for  150  volts 
and  48  amperes  was  separately  excited  with  a  steady  current  in  the 
fields,  and  run  at  full  (normal)  speed  on  three  equal  groups  of  50  volt 
lamps,  the  groups  being  in  series. 

{b).  One  group  was  short-circuited,  and  the  speed  was  reduced  to 
get  the  same  current  and  100  volts  on  two  groups  of  lamps. 

(c).  Another  group  was  short-circuited,  and  speed  again  reduced 
till  the  machine  gave  50  volts  and  48  ampferes. 

The  position  of  the  brushes  was  the  same  in  all  three  cases,  and 
the  neutral  point  was  evidently  the  same  throughout 

Character  of  Spark, 

The  character  of  the  spark  at  the  commutator  of  a  Brush  machine 
affords,  to  a  practised  eye,  a  very  accurate  index  to  the  correctness  of 
the  position  of  the  brushes. 

In  this  machine    the   coils   which  are  traversing   the   neutral 
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point  are  out  of  circuit,  and  if  the  brushes  are  even  slightly  out 
of  the  proper  position  the  coils  which  traverse  the  neutral  position 
are  cut  out  of  circuit  a  little  too  soon,  or  too  late,  as  the  case  may 
be ;  and  this  causes  an  alteration  in  the  length  and  character  of  the 
spark. 

6.  Experiment:  An  ordinary  No.  7  (i6-light)  Brush  machine  was 
run  on  a  circuit  consisting  of  resistance  coils  of  suitable  size ;  the 
current  was  kept  constant  at  10  amperes  by  switching  in  resistance  as 
the  speed  rose ;  the  speed  was  gradually  increased  from  160  revolu- 
tions to  1400  revolutions  (the  normal  speed  being  800).  The 
difference  of  potential  at  the  terminals  rose  from  90  to  1000.  It  was 
found  that  no  change  whatever  was  required  in  the  position  of  the 
brushes,  and  that  consequently  the  alteration  of  speed  did  not  affect 
the  neutral  point. 

7.  When  a  Brush  machine  is  run  with  less  than  its  full  comple- 
ment of  lamps,  and  is  made  to  give  the  ordinary  current,  by  having 
its  speed  reduced,  the  position  of  the  brushes  is  always  the  same. 
This  is  the  case  even  with  a  40-light  machine,  throughout  its  whole 
working  range. 

The  foregoing  notes  are  of  simple  experiments  made  without 
any  special  apparatus  or  precautions,  the  object  being  to  find 
whether  there  is  any  pradical  movement  of  the  neutral  line 
produced  by  speed.  The  conclusions  to  which  they  appear  to  point 
are : — 

1.  When  no  current    is    being    generated,  neither  speed  nor 

strength  of  field  have  any  effect  on  the  position  of  the 
neutral  point,  which  is  the  same  (sensibly)  whether  the 
armature  is  at  rest  or  revolving. 

2.  When  the  strength  of   the  field,  and    the  current  in  the 

armature,  are  constant,  the  position  of  the  neutral  line  is 
likewise  constant,  speed  having  no  effect  on  it  This  is 
even  the  case  with  a  cast-iron  armature,  like  that  of  the 
Brush  machine. 

3.  The  eddy-currents  do  not  appear  to  have  the  effect  that  might 

have  been  expected. 
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APPENDIX  IV. 

On  the  Influence  or  Pole-pieces. 
There  exists  a  singular  dynamo  which  is  best  described  as  a  kind  ot 
perverted  Gramme  machine,  being,  in  fact,  a  doable  machine  with  two 
Gramme  rings,  each  of  which,  however,  has  only  one  pole-piece  to 
furnish  it  with  the  requisite  magnetic  field.  Its  inventor,  Mr,  Ball, 
calls  it  a  uni-polar  dynamo,  and  considers  it  a  great  improvement  to 
omit  one  of  the  pole-pieces  from  each  annature.  Quite  apart  from 
the  question  whether  this  particular  machine  may  or  may  not  be  well 
constructed  in  itself,  is  the  more  important  general  questioo  whether 
or  not  the  omission  of  one  pole-piece  or  polar  surface  adds  to  the 


Fig.  370. 


power  or  efiiciency  of  the  machine.  All  the  evidence  goes  the  other 
way.  The  omission  of  the  pole-piece — leavmg  not  even  a  polar  face 
to  concentrate  the  lines  of  magnetic  force — always  diminishes  the 
strength  of  the  magnetic  field,  and  increases  the  tendency  to  useless 
scattering  of  the  magnetism.  An  ordinary  s-pole  Gramme  dynamo 
tested  by  Mr,  C.  Lever,  gave  at  a  speed  of  1250  revolutions  per 
minute,  20  ampbres  at  150  volts,  i.  e.  3000  watts.  When  the  lower 
pole-piece  and  magnet  core  were  removed,  it  gave  at  the  same  speed 
and  with  the  same  resistances  only  14  amperes  at  90  volts,  i.  e.  1260 
watts. 

A  set  of  experiments  made  in  1884  by  Mr.  Mordey,  with 
a  Schuckert  dynamo,  are  still  more  conclusive.  Eight  different 
arrangements  of  poles  were  tried,  as  indicated  in  Fig.  370. 
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The  speed  was  maintained  constant  at  11 80  revolutions  per  minute. 
The  field-magnets  in  all  cases  were  separately  excited  by  a  current 
of  4' 73  amperes,  being  the  ordinary  working  field-current  of  that 
machine.  The  external  circuit  was  throughout  of  2 '  2  ohms  resist- 
ance.    The  eight  results  were  as  follow  : — 


Experiment. 

Potential  at 

Current 

Watts  in  External 

Terminals  (volts). 

(amperes). 

Circuit. 

a 

69-8 

31*22 

2179 

b 

54- 5 

24*8 

"55 

c 

46*6 

21*3 

994 

d 

463 

21*2 

982 

e 

22' 

ID* 

220 

/ 

21*7 

9.9 

215 

g 

1*4 

o*6 

o*9 

h 

0 

0 

0 

Experiment  d  corresponds  to  the  case  which  Ball  has  patented  as 
an  improvement,  the  ring  being  here  magnetised  at  one  side  only, 
the  south  pole-pieces  being  removed.  It  will  be  observed  that  the 
machine  thus  improved  gives  only  45  per  cent  of  its  former  output ! 

The  author  is  informed  by  Mr,  D.  E.  Laire  of  Cornell  University 
that  he  has  reversed  the  top  magnet  of  a  Ball  dynamo  so  as  to 
magnetise  one  armature  between  the  two  pole-pieces  instead  of  half- 
magnetising  two  armatures  with  one  pole-piece  each :  the  result 
being  that  the  dynamo  now  yielded  firom  the  one  aiinature  precisely 
as  high  an  electromotive-force  as  previously  had  been  got  from  the 
two  armatures  coupled  in  series.  Ball's  method  of  using  two  half- 
magnetised  armatures  therefore  needlessly  doubles  the  internal 
resistance  of  the  machine  besides  entailing  cost  of  construction  and 
trouble  of  attending  to  two  commutators  and  two  sets  of  brushes. 


APPENDIX  V. 

On  the  Influence  of  Projecting  Teeth  in  Ring- 
armatures. 

In  Chapter  IV.,  the  author  described  some  experiments  showing  that 
the  Pacinotti  form  of  ring-armature  with  teeth  possesses  decided 
advantages  over  the  Gramme  form  of  ring  without  teeth,  remarking 
that  in  those  experiments  he  had  assumed  the  cost  of  construction, 
the  liability  to  heat,  and  other  circumstances  of  a  practical  kind  to 
be  equal  in  the  two  cases. 
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In  Chapter  V.,  the  author  slhows  how  the  employment  of  arma- 
tiures  with  projecting  teeth  may  give  rise  to  wasteful  eddy-currents  in 
the  field-magnet  It  might  have  been  concluded  firom  this  that  toothed 
armatures  are  on  this  account  to  be  condenmed  for  practical  purposes. 

But  the  advantage  possessed  by  the  toothed  armatures  in  afford- 
ing excellent  paths  for  the  magnetic  lines  of  force,  and  thus  reducing 
the  magnetic  resistance  of  the  gap  between  armature-core  and  field- 
magnet,  is  one  not  lightly  to  be  thrown  away  ;  and  additional  informa- 
tion on  the  subject  confirms  the  original  opinion  of  the  general 
superiority  of  the  Pacinotti  construction. 

Mr.  Crompton  found,  in  experimenting  with  armatures  of  Burgin's 
kind  with  protruding  comers  of  iron  (p.  152),  and  with  armatures  of 
his  own  later  pattern  (p.  153),  that  the  Burgin  form  was  preferable 
when  the  field-magnets  were  relatively  weak ;  for  with  a  weak  field 
the  projecting  comers  of  iron  appeared  to  gather  up  and  concentrate 
the  magnetic  lines  of  force.  With  strong  field-magnets  he  found 
little  difference.  Mr.  Esson,  in  working  upon  the  "Phoenix" 
dynamo  (p.  161),  found  a  similar  result — ^namely,  that  with  an 
unsaturated  field  the  toothed  armature  gives  a  higher  electromotive- 
force  than  a  smooth  armature.  He  has  also  found  that  the  tendency 
of  the  projecting  teeth  to  generate  eddy-currents  may  be  to  some 
extent  overcome  by  making  the  teeth  numerous,  and  is  fully  overcome 
by  increasing  slightly  the  clearance  between  the  armature  and  the 
polar  surface.  The  gain  in  using  teeth  more  than  compensates  for 
any  loss  entailed  in  the  use  of  a  wider  air-gap ;  while,  at  the  same 
time,  ventilation  is  improved,  and  there  is  less  risk  of  damage  to  the 
coils.  The  presence  of  teeth  is  also  a  gain  from  the  point  of  view  of 
ventilation,  as  they  help  to  radiate  from  the  interior  of  the  coil  the 
heat  that  would  otherwise  be  confined. 

Lastly,  in  view  of  the  great  peripheral  drag  (p.  602)  exerted  by 
the  magnetic  field  on  the  coils  of  the  armature,  tending  to  drag  them 
round  on  the  core,  the  existence  of  iron  teeth  projecting  between  the 
coils  is  a  pure  gain ;  though,  of  course,  proper  precautions  must  be 
taken  to  prevent  any  short-circuiting  between  the  coils  and  core  by 
the  interposition  of  suitable  insulation  of  a  durable  kind. 

The  eflfect  of  the  teeth  in  concentrating  the  magnetism  of  the 
field-magnet  is  greater  when  the  latter  is  unsaturated  than  when  it  is 
well  saturated.  This  causes  the  characteristic  curve  to  be  more 
bent  than  it  would  otherwise  be,  and  renders  the  machine  a  little  less 
easy  to  "compound."  But  here  the  effect  only  differs  in  degree 
from  the  effect  produced  in  general  by  increasing  the  magnetic 
capacity  of  the  armature  in  any  dynamo.     It  has  been  objected  that, 
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if  the  space  occupied  by  protruding  teeth  was  filled  with  copper 
wires,  an  equal  electroinotive-force  would  be  generated.  Iron  is 
however  cheaper  than  copper.  Moreover,  as  fewer  turns  of  copper 
wire  are  required  in  the  armature,  the  internal  resistance  is  less,  and 
the  machine  is  of  itself  more  nearly  self-regulating. 


Fig.  371. 


APPENDIX  VI. 
Electric  Governors. 
The  subject  of  electric  govemore  for  steam  engines  was  briefly 
alluded  to  in  Chapter  VI.  No  centrifugal  governor  attached  to  the 
steam-engine  can  keep  the  speed  of  the  dynamo  truly  constant ;  for 
it  does  not  act  until  the  speed  has  become  either  a  little  greater  01 
a  little  less  than  the  normal  value.  Few  mechanical  governors  will 
keep  the  speed  within  5  per  cent,  of  its  proper  value,  under  sudden 
changes  of  load.  Hence  the  suggestion 
which  underlies  all  electrical  governors, 
that  the  admission  of  steam  from  the  boiler 
to  the  engine  should  be  controlled  by  the 
electric  current  itself,  the  speed  of  driving 
being  varied  according  to  the  demands 
of  the  circuit.  Numerous  suggestions  of 
a  more  or  less  practical  nature  have  been 
made  by  Lane-Fox,  Andrews,  Richardson, 
and  others.  The  three  forms  which  will 
here  be  described  are  those  which  are  in 
practical  use. 

Rkhardsotis  Governor. — ^This  governor 
is  used  to  maintain  dther  a  constant  current 
or  a  constant  potential  In  the  former 
case  its  coils  are  included  in  the  main 
circuit  and  are  of  thick  wire :  in  the  latter 
tiiey  are  arranged  as  a  shunt  to  the  mains 
and  are  of  fine  wire.  The  arrangements 
are  shown  in  Fig.  371. 

The  valve  which  admits  steam  to  the 
engine  is  a  double-beat  equiUbrium  valve  E ; 
its  stalk  passes  upwards  and  is  acted  upon 
by  a  plunger  F,  which  is  pressed  down 
Iqr  the  shorter  end  of  a  lever  L,  which 
is  in  turn  connected  with  a  long  vertical  spindle  having  a  weight 
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C  at  its  lower  end,  and  at  its  upper  end  carrying  the  iron  core 
B,  surrounded  by  the  solenoid  A.  A  spring  S  counterpoises  the 
slight  upward  pressure  of  the  steam  on  the  valve.  When  the  current 
passes  through  the  solenoid  A,  it  lifts  the  core  B  to  a  certain  height 
and  admits  to  the  engine  a  sufficient  quantity  of  steam  to  drive  the 
engine  at  the  speed  requisite  to  maintain  the  current  Should  the 
resistance  of  the  circuit  be  increased  by  the  introduction  of  additional 
lamps,  the  core  B  will  fall  a  little,  thereby  turning  on  more  steam, 
until  the  speed  has  risen  to  that  now  necessary.  For  additional 
safety  a  separate  electromagnet  a  is  added,  which  when  in  action 
holds  up  the  heavy  iron  block  b.  Should  the  circuit  from  any  cause 
be  broken,  the  block  b  instantly  descends  and  cuts  off  the  steam.  In 
some  experiments  made  at  Lincoln  in  1883  in  the  author's  presence 
on  a  Brush  i6-light  machine  fitted  with  a  Richardson's  governor,  the 
following  results  were  attained : — Seventeen  arc  lamps  being  alight, 
six  were  suddenly  switched  off:  in  four  seconds  the  speed  of  the 
engine  came  down  from  138  to  107,  and  the  current  which  was  10*2 
amp^es  had  returned  to  exactly  the  same  value.  Seventeen  lamps 
being  again  alight,  the  whole  were  short-circuited,  leaving  the  current 
running  only  through  the  governor  and  the  field-magnets  of  the 
dynamo.  The  engine  pulled  up  in  less  than  one  stroke,  and  in  four- 
teen seconds  the  speed  had  come  down  to  24,  the  engine  just 
crawling  round  at  a  speed  sufficient  to  keep  the  magnets  charged. 
In  another  experiment  the  circuit  of  the  whole  seventeen  lamps  was 
suddenly  broken,  the  engine  running  at  140.  In  fifty-five  seconds  it 
had  stopped,  the  steam  having  been  cut  off  in  less  than  a  quarter  of 
a  second.  No  centrifugal  governor  could  have  so  instantaneously 
shut  off  steam :  it  would  not  have  acted  until  the  engine  began  to 
race.  With  the  electric  governor  the  steam  was  cut  off  before  racing 
could  even  begin.  At  all  speeds  from  25  up  to  146  revolutions  per 
minute,  and  with  any  number  of  lamps  from  none  to  seventeen  alight, 
the  current  was  practically  kept  at  a  constant  value  in  a  most 
efficient  manner.  Another  of  these  governors  connected  with  an 
incandescent-light  system  working  at  92  volts  was  found  to  keep  the 
potential  correctly  to  within  i  per  cent,  even  though  the  number 
of  lamps  was  varied  from  gr  to  3r,  and  the  boiler-pressure  from  32 
to  55  lbs.  per  square  inch.  It  also  maintained  an  absolutely  constant 
potential  when  but  one  lamp  was  alight,  though  the  boiler-pressure 
was  purposely  varied  from  31  to  55  lbs.  per  sq.  inch. 

Willan^  Governor, — This  instrument  has  been  applied  with  great 
success  at  Victoria  Station  and  elsewhere.  In  common  with 
Richardson's  governor,  it  employs  the  attraction  exerted  by  a  solenoid 
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OD  an  iron  core  to  actuate  an  equilibrium  valve ;  but  the  action  is 
indirect,  the  solenoid  core  operating  on  the  small  valve  which  con- 
trols a  hydraulic  piston,  the  latter  in  turn  controlling  the  large  steam 
valve.    The  arrangement  is  shown  in  Fig.  373,  where  T  is  the  large 

Fig.  372. 
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piston  throttle- valve.  The  throttle-valve  spindle  passes  downwards 
and  is  connected  direct  to  the  piston  of  the  hydraulic  relay.  The 
solenoid  A  attracts  its  core  B  suspended  on  a  spring.  The  position 
of  B  determines  that  of  the  lever  X,  which  is  connected  at  one  point 
to  the  spindle  of  the  throttle-valve  and  at  another  to  that  of  the  small 
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controlling  valve.  If  the  potential  at  the  mains  falls,  less  current  flows 
round  A,  in  consequence  B  rises,  and  its  projecting  ear-piece  raises 
the  lever  X,  admitting  more  water  above  the  controlling  piston. 


Jamieson's  Govbrnos. 


which  consequently  sinks,  drawing  down  the  throttle-valve  with  great 
power  and  admitting  more  steam  to  the  driving  engine.  A  compara- 
tively smalt  solenoid,  actuated  by  but  o'3  amp^  of  current  and 
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absorbing  only  about  32  watts  of  power,  may  thus  bring  a  force  of 
many  pounds  to  bear  upon  the  steam  valve,  and  will  control  with  ease 
a  60  horse-power  engine. 

Jamiesoris  Governor.  —  This  consists  of  a  copper  disk  C  D 
(Fig.  373)  revolving  between  the  poles  of  a  small  electromagnet 
£  M,  and  actuating  a  throttle-valve,  T  V,  by  means  of  a  spring  and  a 
cone  gearing.  The  pulley  P  is  driven  by  a  band  from  the  dynamo 
shaft  Its  spindle  passes  loose  through  the  copper  disk,  to  which  its 
motion  is  communicated  through  the  spiral  spring  S  S.  The  disk  has 
projecting  at  one  side  a  screw  which  engages  in  a  sliding  sleeve 
having  two  friction-cones  F  C.  Between  these  is  a  third  friction-cone 
connected  with  the  throttle-valve :  the  latter  being  turned  whenever 
either  of  the  two  rotating  cones  is  pressed  against  the  third  cone.  The 
action  of  this  governor  is  as  follows.  Suppose  the  normal  number  of 
lamps  to  be  alight :  there  will  be  a  certain  current  flowing  through 
the  electromagnet  EM,  and  the  copper  disk  rotating  between  its 
poles  will  experience  a  certain  drag  owing  to  the  reaction  of  the 
eddy-currents  generated  in  it  This  drag  is  balanced  by  the  spiral 
spring,  which  is  therefore  under  a  certain  normal  strain.  Should  the 
number  of  lamps  on  the  circuit  be  diminished,  more  current  will  be 
thrown  round  the  electromagnet,  which  will  consequently  exercise  a 
greater  drag  upon  the  copper  disk.  The  effect  of  this  will  be  to  coil 
up  the  spiral  spring  and  to  bring  the  left-hand  driving  cone  into  con- 
tact with  the  large  horizontal  cone,  which  in  consequence  will  turn 
and  close  the  valve  sufficiently  to  reduce  the  flow  of  steam  to  such 
a  point  that  the  engine  will  drive  the  dynamo  more  slowly,  the 
dynamo  will  send  a  smaller  current  through  the  electromagnet,  the 
electromagnet  will  exercise  a  less  drag  on  the  disk,  the  spiral  spring 
will  uncoil,  and  the  friction-cones  will  fall  out  of  gear,  leaving  the 
throttle-valve  in  its  latest  position  until  some  frirther  change  is  needed. 

Elihu  Thomson's  Dynamometric  Governor* — ^This  is  a  dynamo- 
metric  governor,  which  alters  the  lead  of  the  brushes  in  correspond- 
ence with  any  change  which  may  occur  in  the  driving  force.  The 
belt  which  passes  from  the  driving  pulley  to  the  dynamo  is  under 
unequal  tension  in  its  two  parts,  the  difference  of  tension  between  the 
upper  and  lower  portions  being  greater  according  to  the  torque  on 
the  shaft  of  the  dynamo.  With  greater  tension,  there  will  be  a 
greater  upward  force  exerted  upon  a  small  tenting  pulley,  the  rise  of 
which  will  shift  the  brushes  forward.  No  information  as  to  the  prac- 
tical working  of  this  interesting  form  of  governor  is  yet  to  be  obtained. 
Goalden  and  Trotter^ s  Governor, — ^This  governor,  used  to  maintain 
a  constant  current,  is  a  mechanical  device,  driven  from  the  shaft  of 
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the  dynamo,  for  automatically  introducing  resistance  into  part  of  the 
exciting  circuit  The  mechanical  gear  is  controlled  by  the  core  of  a 
solenoid  introduced  into  the  circuit  It  is  figured  in  the  Electrical 
EevieWyYisL  289,  1886. 

Other  governors  have  been  devised  by  Statter  (see  p.  444), 
Menges,  and  others. 

Further  information  respecting  electric  governors  and  their  actual 
applications  in  various  installations  of  electric  lights  may  be  found  in 
the  following  papers  : — ^A.  Jamieson,  Electric  Lighting  for  Steam- 
shipSy  Proc.  Inst  Civil  Engineers,  vol.  Ixxix.,  Session  1884-5, 
part  i. ;  P.  W.  Willans,  The  Electric  Regulation  of  the  Speed  of  Steam 
Engines,  Troc  Inst  Civil  Engineers,  vol  IxxxL,  Session  1884-5, 
part  iii. 


APPENDIX    VII. 

Frolich's  Theory. 

Since  the  publication  of  the  original  edition  of  this  work,  several 
important  additions  have  been  made  to  the  theory  of  the  dynama 
Dr.  Frolich,  upon  whose  work  of  1881  the  theory  propounded  in 
1884  by  the  present  author,  and  now  revised  in  Chapter  XIX.,  was 
avowedly  based,  published  in  1886  a  volume  under  the  title  Die 
dynamoelektrische  Maschine,  giving  more  full  developments  to  his 
theoretical  work.  It  may  therefore  be  convenient  to  give  here  an 
abstract  of  Frolich's  theory,  as  well  as  a  risumi  of  his  more  recent 
studies. 

Frolich's  theory  is  based  upon  (i)  Faraday's  law  of  induction, 
(2)  Ohm's  law,  (3)  a  curve  expressing  certain  results  of  experiments 
made  with  a  series-wound  dynamo. 

The  electromotive-force  E  is  proportional  to  the  number  of 
revolutions  per  second  n  and  to  the  "  eflfective  magnetism  "  M  of  the 
machine ;  so  that 

E  =  M  «.  [i] 

By  the  "  effective  magnetism "  Frolich  understands  what  we  should 
term  "  the  number  of  magnetic  lines  of  force  cut  in  one  revolution," 
a  quantity  which  depends  on  the  construction  and  number  of  coils  of 
the  armature,  as  well  as  on  the  construction  and  degree  of  excitation 
of  the  field-magnet,  and  is  equal  to  our  CN  (p.  337). 
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By  Ohm's  law  the  current  /  is  equal  to  the  electromotive-force  £ 
divided  by  the  whole  resistance  in  the  circuit  R. 


E 
R^ 


whence 


I  = 


R  • 


\A 


But  since,  in  a  given  dynamo,  M  is  a  function  of  /  and  not 
directly  of  n  or  R,  if  we  divide  both  sides  of  this  equation  by  M,  we 
obtain  on  the  left  a  function  of  /  only,  and  on  the  right  /i/R.  The 
current  then  depends  only  on  the  ratio  between  the  speed  and  the 
resistance.  It  then  remains  for  experiment  to  determine  whether 
the  current  is  or  is  not  proportional  to  the  values  of  this  ratio. 
Accordingly  experiments  are  made  at  different  speeds  and  with 
different  resistances,  and  the  results  are  examined  by  plotting  out  as 
ordinates  the  values  of  1  and  as  abscissas  the  corresponding  values  of 
«/R.  The  curve  so  obtained — and  which  Frolich  names  as  the 
current-airve — ^is  depicted  in   Fig.  374.     It  will  be  seen  that  with 

Fig.  374. 


Frolich's  Current  Curve. 


small  values  of  «/R  the  current  is  inappreciable ;  but  that  when  «/R 
has  reached  a  certain  value  the  corresponding  values  of  i  increase 
regularly  from  that  point,  the  curve  consisting  of  an  oblique  line, 
which,  however,  does  not  pass  through  the  origin,  but,  if  prolonged 
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backwards,  crosses  the  verdcal  axis  at  a  point  marked  —  f  •  In  other 
words,  i  is  a  simple  linear  function  of  n/^  and  its  values  may  be 
represented  by  an  equation  of  the  form 

«  «  ^  ^  -  ^»  [3] 

where  c  and  d  are  constants,  the  nature  of  which  will  be  discussed 
later.  We  have  now  to  compare  equation  [2]  which  expresses  well- 
established  theory,  with  equation  [3]  which  merely  expresses  certain 

observed  facts.      They  both  contain  the  quantity  ~  and  may  be 

re-written  as  follows : 

/       n 
M  ■  R' 

d-\'  i      n 

—    _  • 

whence 

'  c     "  M 
and 

ci 


M  = 


d^i 


now  form  two  new  constants,  «  =  - ,  and  ^  =  -  ,  and  we  may  write 

c  c 

the  last  expression  as 

M  = 


This  equation,  giving  the  "effective  magnetism"  in  terms  of  the 
current  and  the  two  constants  a  and  b^  is  nothing  more  or  less  than 
the  equation  of  an  electromagnet  such  as  is  discussed  in  Chapter 
XIV.  It  comes  out  here,  however,  as  the  result  of  applying  the  laws 
of  Faraday  and  Ohm  to  the  observed  facts  of  a  series  dynamo.* 

*  This  is  true  for  the  series  dynamo  only,  not  for  shunt  dynamos  or  compound 
dynamos.  Further,  it  is  found  that  the  curves  taken  while  n  is  constant  and  R  is 
varied,  do  not  quite  agree  with  curves  taken  while  R  is  constant  and  n  is  varied. 

*  It  is  extremely  interesting  and  suggestive  to  see  how  Dr.  FroUch  arrived 
thus  at  the  equation  that  has  formed  the  basis  of  so  much  work  of  later  date.  It 
was  on  finding  that  so  simple  an  equation  for  the  magnetism  of  an  electromagnet 
was  adequate  to  express  the  facts  in  the  case  of  the  series-wound  dynamo,  that 
induced  the  author  of  this  book  to  apply  an  equation  of  the  same  form  to  build 
up  the  equations  of  the  shunt  dynamo  in  Chapter  XIX.  It  should  also  be  remarked 
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Frdlich  next  remarks  that  if  the  values  of  a  and  b  are  deduced 
from  experiments  made  on  different  machines,  tliey  are  different  in 
different  cases  because  into  each  of  them  the  number  and  size  of  coils 
in  the  armature  comes  in  as  an  element  M,  in  fact,  as  used  up  to 
this  point  by  Frolich,  corresponds  to  the  product  CN  as  those 
sjrmbols  are  used  in  Chapters  XV.  to  XXI.  of  this  book ;  and  Frolich's 
a  is  the  reciprocal  of  S  the  number  of  turns  of  wire  on  the  field- 
magnet,  and  his  ^  is  analogous  to  the  saturation-constant  ^.  It  may 
be  remarked  incidentally  that  the  reciprocal  of  b  is  numerically  the 
maximum  value  to  which  M  can  attain,  when  /  is  indefinitely 
increased,  and  his  ^  is  the  half-saturated  or  diacritical  current 

Frolich  now  makes  the  remark — with  which  the  author  of  this 
work  entirely  disagrees — that  it  is  better  to  express  the  effective 
magnetism  of  a  dynamo  as  a  relative,  and  not  as  an  absolute 
quantity :  and  he  therefore  proceeds  to  so  modify  the  formula  that 
the  maximum  magnetism  for  each  individual  machine  shall  be  called 
=  I  when  saturated.    Accordingly  we  write  ^  =  i,  and  the  expression 

may  then  be  still  further  modified  by  writing  w  for  -  ,  giving  us  : 

M=  -^-.  =  -?_  =  -^..  [4] 

a-\-t  I         \-\-mt  '-^■' 

*  a 
Here  m  is  the  number  of  turns  of  wire  on  the  field-magnet  (or  some 
power  of  that  number).  The  product  m  i  represents  die  number  of 
amp^e-tums.  If  values  are  assigned  to  m  1,  and  the  correspond- 
ing values  of  M  are  calculated  and  plotted  out,  we  get  the 
"  characteristic"  curve  of  that  electromagnet,  or,  as  Frolich  calls  it, 
the  "  curve  of  magnetism." 

Now  substitute  in  equation  [2]  the  value  of  M  as  expressed  in 
equation  [4],  and  we  get : 

'=/r-^.  [s] 


that  the  equations  for  the  series  dynamo  in  Chapter  XIX.  are  similarly  built  up  from 
the  law  of  the  electromagnet,  and  are  not  deduced  from  the  "  current-curve  " 
which  forms  the  starting-point  in  Frolich's  way  of  stating  his  theory.  He 
deduces  the  law  of  the  electromagnet  from  observations  on  the  dynamo.  I  have 
built  up  the  law  of  the  dynamo  from  the  law  of  the  electromagnet  Though  my 
method  is  more  logical,  Frolich's  is  the  original  one,  and  has  the  merit  not  only  of 
being  anterior,  but  of  being  anterior  in  a  field  where  others,  including  such  names 
as  Mascart,  Schwendler,  Herwig,  Meyer  and  Auerbach,  had  sought  in  vain  for  a 
feasible  solution.    The  utmost  credit  is  therefore  due  to  Dr.  Frolich. 
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which  is  the  equation  for  the  current  of  a  series  dynamo.  The  S3rmbol 
/stands  for  a  constant  "  the  introduction  of  which,"  says  Dr.  Frolich, 
"  is  necessitated  by  the  removal  of  constant  A"  * 

The  term  -  which  relates  to  the  power  of  the  field-magnet  coils 
tn 

to  magnetise,  acts  on  the  machine  in  such  a  way  as  to  cause  the 
current  to  be  less  than  it  would  otherwise  be  at  the  given  speed.  We 
see  also  that,  if  R  is  given  there  will  be  a  certain  minimum  speed 
below  which  the  machine  will  give  no  current.     For  this  reason 

Dr.  Frolich  gave  the  name  of  **the  dead  turns"  to  the  quantity  — 

m 

(A  better  name  would  have  been  "  dead  current,"  for  it  is  equal  to  i 

in  Fig.  374.) 

So  far  we  have  been  following  the  theory  as  propounded  by 
Dr.  Frolich  in  1 880-1.  That  which  follows  has  been  only  published 
so  recently  as  1885. 

Each  of  the  two  terms  in  the  right-hand  half  of  the  equation  [5] 
possesses  a  physical  meaning :  both  of  them  are  particular  values 

of  current.    The  first,  /  ^,  is  the  maximum  current  which  the  machine 

could  give  with  given  speed  n  and  resistance  R,  when  the  field-magnet 
was  saturated  to  magnetism  =  i.  This  may  be  seen  from  the 
"  current-curve,"  Fig.  374.  If  in  this  diagram  we  draw  a  line  through 
the  origin  parallel  to  the  "  current-curve,"  the  equation  of  that  line 
will  be 

I=/~ 

or  it  is  the  line  of  maximum  current  for  the  given  value  of  «/R.  The 
value  of  the  actual  current  for  any  given  value  of  «/R  is  obtained  by 
subtracting  from  the  corresponding  value  of  I  the  quantity  i*,  which 
has  the  value 

,'=1. 

Now,  as  will  be  seen  by  reference  to  equation  [4],  ^  or  —  is   that 

tn 

'  That  it  should  be  needful  to  reintroduce  the  constant  b  under  this  form  shows 
that  b  ought  not  to  have  been  removed — in  other  words,  that  Dr.  Frolich's  plan  of 
taking  relative  instead  of  actual  values  for  the  magnetism  is  a  mistake.  Farther, 
if  b  has  to  be  introduced  under  this  form  it  ought  to  be  multiplied  into  both  terms 
of  the  expression. 
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value  of  current  which  will  excite  the  field-magnet  to  the  degree 

Dr.  Frolich  then  asserts  that  a  sinular  division  into  two  terms  will 
occur  in  the  expressions  for  electromotive-force  and  for  potential  at 
terminals,  not  of  series-wound  dynamos  only,  but  also  of  shunt  and 
compound  dynamos :  and  he  formulates  this  rule  : — In  order  to  find 
the  value  of  any  electrical  quantity  (except  electric  energy)  for  a 
machine  of  given  winding,  consider  the  machine  under  two  different 
circumstances  (without  altering  the  given  speed  or  given  resistance)': 
I  sty  when  the  field-magnets  are  independently  excited  to  saturation 
(Ma  i) ;  and,  when  the  currents  in  the  field-magnet  coils  have 
such  values  as  will  evoke  half-magnetism  (M  =  ^) ;  calculate  the 
desired  electric  quantities  for  both  these  circumstances,  the  difference 
between  the  two  values  is  then  equal  to  the  real  value  which  was  to  be 
found. 

Following  out  this  principle.  Dr.  Frolich  gives  (March  1885),  but 
without  proofs,  the  following  resulting  expressions.  [The  notation 
has  been  here  adapted  to  agree  with  that  used  in  Chapters  XV.  to 
XXIL] 

Series  Dynamo,  Shunt  Dynamo, 

/.  -  /  _         /»  i  .  _        /»  J  R+i> 

. fn  I 


R  +  r,  ,  Z 

r« — ^ — +r, 

fn  I  r, 

'  ^      R  +  ^^  .  T>  "2  ^' 
ra — - — +R 


£ 


r« 


^_        fn  R  fn 


>  This  corresponds  partially  to  the  anterior  proposition  of  the  author  that  the 
saturation-coefficient  was  the  reciprocal  of  that  number  of  amp^re-tums  that  would 
saturate  the  field-magnet  to  the  "diacritical  point"  of  half-permeability;  a  pro* 
position  of  extreme  importance,  which  the  author  showed  to  be  applicable  to  all 
cases^of  dynamos,  series,  shunt,  and  compound  wound.  > 

2  S 
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Compound  Dynamo  (Short  Shunt).  Compound  Dynamo  {Long  Shumi). 

I  I 

/n  R 

I  as 


fn 

R  +  r« 

r.+  (R  +  r^^ 

z ,     s 

r.      R  +  r« 

R 

/» 

R  +  r. 

/     .  r»\/     .  r.\   . 

r.     Z  .       S 

-+-^K'-^)  >  G+ 


r  = 


Zi 


,+,..+..,(^+1)     |^+s(i  + 


Dr.  Frolich  regards  the  latter  formulae  for  compound  winding 
(the  sufficiency  of  which  he  has  proved  by  finding  them  to  agree 
exactly  with  the  results  of  observation  of  Siemens'  dynamos)  as 
marking  an  essential  step  forward.  They  are  undoubtedly  an 
advance  upon  the  approximate  equations  used  in  1884  by  the  author, 
which,  however,  led  the  author  to  entirely  correct  practical  deductions. 

Dr.  Frolich  was  led  by  his  theory  to  discover  a  method  of 
compound  winding  giving  "a  fsdrly  constant  current "  in  the  external 
circuit,  the  machme  being  wound  as  a  shunt  machine  with  a  few 
turns  of  series  coil  connected  so  as  to  be  traversed  by  the  current  in 
the  opposite  sense — ^a  differential  compound  winding. 

TTie  next  portion  of  Dr.  Frolich's  work  is  devoted  to  the  appli- 
cation of  the  Uieory  to  winding  machines  so  as  to  produce  a  constant 
potential  at  terminals.  He  points  out  that  in  both  kinds  of 
compound  winding,  the  potential  at  terminals  may  be  expressed  in 
the  form 

^  =  A  jr— : —    —  B 


R+a  R+/3 

A 

He  then  shows  that  if  /3  >  a  - ,  ^  will  be  a  maximum  with  small 

A 

values  of  R,  and  that  if  /3  <  a  —  i  ^  will  be  a  maximum  with  large 

values  of  R;    giving  the    conclusion  that  the   condition   of  self- 
regulation  is 

A 

For  the  further  deductions  the  reader  is  referred  to  the  EUktro- 
technische  Zdtschrift,  April  1885,  and  to  Dr.  Frolich's  book. 

Dr.  Frolich  next  considers  the  case  of  compound-wound  motors, 
and  shows  that  because  the  magnetism  is  not  proportional  to  the 
current,  machines  constructed  according  to  the  theory  of  Professors 
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Ayrton  and  Feny,  with  differential  windings,  will  not  realise  the 
condition  of  running  at  a  constant  speed  He  considers  that  for 
working  from  mains  supplied  at  a  constant  potential,  electric  motors 
should  be  shimt- wound  rather  than  differentially -wound;  and 
that  it  is  even  preferable  in  practice  to  add  a  few  turns  of  series 
winding  to  add  to  the  magnetism  given  by  the  shunt  coils,  though, 
according  to  him,  neither  of  these  will  give  a  really  constant  speed 

Finally  Frolich  returns  to  the  "  current-curve "  from  which  he 
started,  and  shows  that  if  the  residual  magnetism  of  the  core  be  taken 
into  accoimt  and  equation  [4]  is  written  as 

I  +»!« 

the  expression  for  /  which  results  when  this  new  value  is  introduced 
into  equation  [2],  gives,  when  plotted  out,  the  precise  form  of  the 
current  curve.  Dr.  Frolich's  treatment  of  the  subject  has  been 
criticised  by  Professors  Meyer  and  Auerbach,^  and  Professor  von 
Waltenhofen,*  to  whom  Dr.  Frolich  has  recently*  replied 
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This  theory,  published  in  Wiedemaniis  Annakn^  xx.  353-390,  1883 
(translated  in  Phil.  Mag,  [V.],  xvii.  50  and  119,  1884),  is  based  upon 
an  electrodynamic  method  of  treatment  Clausius  regards  the 
dynamo  as  consisting  essentially  of  two  circuits,  one  surrounding  the 
iron  of  the  field-magnet,  the  other  surrounding  the  iron  core  of  the 
armature  part  He  treats  the  magnetised  iron  as  though,  on 
Ampere's  theory,  it  consisted  of  innumerable  closed  electric  circuits. 
Suppose,  then,  that  currents  /,  f\,  i^  &c.,  are  flowing  in  a  system  of 
closed  circuits  x,  j^,  s^^  &c,  and  that  these  are  to  act  on  a  closed 
circuit  o-  in  which  imit  current  is  flowing.  Then  taking  ^/x  as  an 
element  of  any  one  of  these  many  circuits,  ^/o-  as  an  element  of  the 
circuit  0-,  and  {s  a)  as  the  angle  between  these  elements,  and  r 
their  distance  apart,  we  may  write  the  following  expression  for  the 

>  ElektroUchnische  ZiitsckHft^  viL  240, 1886. 

«  ZattehHftJur  Elektrotecknik,  1885,  549:  and  1886,  450;  see  also  EUktro- 
Uchmsehe  Zeitschri/t,  viu.  166  and  389,  1887. 

»  EUktroUchnisehe  Zeitschri/t^  viii.  l6l,  217,  and  394,  1887. 
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electrodynamic  potential,  on  the  circuit  o-,  of  the  given  current  system 

where  one  integration  is  taken  round  o-,  and  the  other  round  the 
whole  system  of  s  circuits.  Then  any  electromotive-force  induced  in 
circuit  o-  by  a  change  in  the  configuration  or  strength  of  currents  in 
the  system  may  be  written  as 

Now,  confining  our  attention  to  one  "section"  only  of  the 
rotating  circuit,  and  considering  that  the  mutual  potential  between  it 
and  the  s  system  varies  between  two  extreme  values  W  and  W, 
which  it  has  at  the  two  positions  where  it  passes  the  brushes,  and 
writing  for  the  time  of  one  rotation  t,  we  get  for  the  average  electro^ 
motive-force  in  any  one  section 

i.j,^,  =  J.(W'-W"). 

Taking  the  number  of  sections  from  brush  to  brush  as  1^  fr,  and 
multiplying  up,  we  get  as  the  average  total  electromotive-force  in  the 
moving  circuit 

El  =-(W'-W"), 

T 

or,  writing  v  for  the  number  of  revolutions  per  second  (the  reciprocal 
Ofr) 

Ei  =  »(W'-W")z/. 

Next  Clausius  considers  the  possible  electromotive-force  induced 
in  the  fixed  circuit  by  the  reaction  of  the  moving  circuit,  and  finds 
an  expression  for  the  electrodynamic  potential  between  the  former 
and  one  element  of  the  latter  carrying  current  /.  But  on  applying 
to  the  expressions  the  fact  that  in  each  section  the  current  j  is 
reversed  in  sign  at  each  half-revolution,  it  at  once  foDows  that  the 
average  electromotive-force  induced  in  the  fixed  circuit  is  zero. 
On  further  considering  the  mutual  reactions  between  the  separate 
sections  of  the  moving  circuit,  Clausius  considers  that  there  will 
result  a  residual  electromotive-force  proportional  to  the  current  and 
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to  the  speed,  and  to  a  certain  constant  denominated  by  the  symbol  p, 
depending  on  the  construction  of  the  machine,  and  which  will  be  of 
a  sign  opposing  the  main  electromotive-force ;  or 

This  makes  the  net  average  electromotive-force 

E  =  El  +  E,  =  «  (W'  -  W")  v  piv. 

The  work  per  second  done  by  this  electromotive-force  is  fomid  by 
multiplying  together  E  and  /; 

E;>  «(W'-W")/2'  -  pi^v. 

But  the  work  done  against  ponderomotive  forces  may  be  written 

T  =  «(W"-W')/z/; 
whence 

E;=  ^  T-  pi^v. 

Next  Clausius  takes  up  the  magnetic  question,  and  writing  the 
Frolich  equation  for  the  magnetic  moment  of  an  electromagnet  in  the 
form 

I  +ai 

he  proceeds  to  write  expressions  for  the  two  magnetising  forces  which 
act  on  the  armature  core,  namely 

CM 


l  +  yM 

for  the  force  due  to  the  field-magnet,  and 

CN 

i  +  yN 

for  the  force  at  right  angles  due  to  the  current  in  the  armature,  N 
being  proportional  to  1  and  to  another  constant  called  R  The 
resultant  magnetising  force  may  be  written 

where  fi  is  another  constant   This  makes  the  angle  of  lead  such  that 

cos  A-  M  .     ^  N 
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He  th^  resolves  the  magnetic  moment  P  into  two  components 

Pi  and  Pa,  the  former  parallel  to  the  magnetic  moment  of  the  fixed 

magnet,  and  the  latter  at  right  angles  to  it    Then  he  considers  the 

ponderomotive  force  which  the  fixed  magnet  exerts  upon  the  coils 

carrying  the  armature  currents,  and  the  work  per  second  done  by  this 

force  he  writes  as 

-AMNr, 

h  being  a  coefficient,  and  the  negative  sign  signifying  that  in  driving 
the  machine  the  work  has  in  reality  to  be  done  against  this  force. 
To  the  above  work  he  adds  that  done  by  the  ponderomotive  force 
due  to  the  magnetic  movement  of  the  iron  core,  or  rather  to  that 
component  of  it  named  Pi*  This  gives  as  the  work  performed  by  the 
ponderomotive  forces  in  unit  time 

T=  -AMNzz-KNPxZ^; 

where  K  is  another  constant. 

This  equation  when  compared  with  previous  expressions  gives 

El  =  AMNz/+KNPiZ/-pj22,; 

The  author  considers  that  this  equation  which  is  true  for  the  case 
where  the  armature  core  is  stationary,  would  be  true  if  the  rotation 
were  slow,  but  if  rotation  were  quick  would  require  to  be  modified; 
the  angle  which  the  magnetic  axis  of  the  armature  core  forms  with 
that  of  the  fixed  electromagnet  being  now  written  as 

where  c  is  a  small  constant ;  the  magnetic  moment  P  must  also  be 
changed  to 

P'  =  P  cos  C  Vy 

and  then  Pi  becomes 

The  effect  of  eddy-currents  in  the  iron  core  is  taken  into  account 
by  writing  for  their  magnetic  moment  the  product 


-nvj/W+W, 
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where  17  is  a  small  constant ;  giving  a  new  value  for  P 

where  D  is  a  new  constant,  corresponding  to  C,  for  this  case ;  then 
writing 

one  finally  gets  as  the  fundamental  equation 

At  this  point  Clausius  suddenly  changes  all  his  S3mibols,  sub* 
stituting  for  them  the  following  set : — 

the  substitution  of  which  leads  to  a  quadratic  equation,  the  positive 
root  of  which  is  taken.    Then  by  fiirther  writing 

« 

tt/  =  wit v\  andr  =  q  —/a  +/'*> 

the  equation  of  the  machine  finally  becomes 

/=  i(/tt/- tf-  b)^\i^{Jv/+a-bY  +  ^cw. 

The  new  symbols  relate,  however,  to  groups  of  quantities  rather 
than  to  definite  physical  entities,  and  the  simplicity  of  this  last 
expression  is  imreaL  It  is  impossible  to  attach  a  physical  significance 
to  the  terms  which  appear  in  the  equation.  Clausius  has,  however, 
attempted  to  apply  the  investigation  to  the  problem  of  electric  trans- 
mission of  power.  See  WUdemantis  Atmalm^  xxL  385,  1884.  Stem 
has  fiirther  developed  the  ideas  of  Clausius  in  the  EUktrotechnische 
ZdUchrift,  viL  14,  1886. 
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APPENDIX  IX, 

RtJCKER's  Theory. 

Professor  RCcker  employs  a  very  conveDient  generalised  diagram 
of  the  dynamo,  Fig.   375.     Three  points  AXY  are  joined  by 

three  straight  lines  representing  resistances, 
and  three  curves  representing  magnetis- 
ing coils.  XY  represents  the  armature  of 
the  machine,  the  current  flowing  from 
X  to  Y.  Y  is  the  positive  brush  or  terminal 
Either  Y A  or  AX  may  represent  the  ex- 
ternal resistance.  Let  the  difference  of 
potential  between  Y  and  A  be  called  Cy^  and 
that  between  A  and  X  e^  The  currents  m 
Ti  and  Pi  may  be  represented  by  i^  and  71; 
and  similarly  for  the  other  currents.  Let  the 
resistances  of  the  multiple  arcs  between  YA 
and  A  X  be  called  respectively  R'l  and  RV 
All  existing  forms  of  dynamo  can  then  be  represented  by  leaving 
put  some  of  the  conductors  of  this  generalised  system. 

For  example,  the  ordinary  series  machine  (with  the  notation  used 
in  Chapters  XV.  to  XXII.)  will  be  as  shown  in  Fig.  376.    Thereisan 


Generalised  Diagram 
OF  Dynamo. 


Fig.  376. 


Fig.  377. 


Fig.  378. 


Series  Machine. 


Compound  Machine. 
Short  Shunt. 


Compound  Machine. 
Long  Shunt. 


tidvantage  in  this  generalised  diagram  and  in  Riicker's  notation  in 
one  respect  The  shunt  in  the  compound  dynamo  may  be  either 
a  shunt  to  the  armature  alone  pai  Fig.  375  [r,  of  this  book],  or  it  may 
be  a  shunt  to  the  external  circuit  Pa  of  Fig.  375  [r/  of  Fig.  378,  the 
accent  being  used  here  to  distinguish  it  from  the  short  shunt].  If  it 
is  agreed  that  r,  of  Fig.  375  shall  always  represent  the  externsd  resist- 
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ance  [tx  being  in  any  practical  case  infinite),  then  pi  represents  the 
series  coils  [r.  of  this  work]  and  p^  the  long-shunt  coiL 

Adopting  Frolich's  equation  for  magnetism  (see  Appendix  VII. )i 
Riicker  then  writes : 

"  i  +  <r(jay-  +  Jiyi  +  ^ir«)' 

where  M  is  a  constant  of  the  machine  [  =  C  N  /  (S  0'  of  this  book], 
*•»  ^Vi  -^ft  the  numbers  of  turns  of  wire  in  the  respective  magnetising 
spirals,  and  o-  the  usual  saturation  constant  (see  p.  307).  The  pro- 
ducts J.  yai  &c.»  are  numbers  of  ampfere-tums  due  to  the  magnetising 
currents.  Were  there  initial  permanent  magnetism,  an  additional 
fictitious  term  s^  yo  might  be  added. 

The  reader  is  referred  to  Prof.  Riicker's  paper  for  the  steps  of 
the  argument  by  which  (neglecting  residual  magnetism  and  reactions 
of  armature)  be  arrives  at  the  following  expressions  for  potential  and 
current  in  one  of  the  two  kinds  of  compound  dynamo,  viz.  the  short 
shimt 

_£/ w  M  R  r, Rr«  \ 

' -  <r\R(r«+  r,)  +  rm\ra  +  r.)  +  r«r.  "  RZ  +  (Zr«+  Sr.)/ 

._!/ «Mr, r.  1, 

'-  «rlR(r.  +  r,)  +  r«(ra  +  r,)+r.r.      RZ+ (Zr«+ Sr.)/' 

Now  simplify  by  grouping  as  follows : — 

*      «rlr«(ra+r,)+rar.l'  ^  ~  r«(r«  +  r,)  +  r.r, 

Z  I 


Q. 

-«r(Zr«  +  Sr,)' 

P. 

Q. 

%-^' 

wei 

jet 

€   == 

P.             Qt 

Ai  +  JTj       B,  +  Xj 

Z  « 

Zrm  +  Sr/ 

*  ra-\'r, 

B.  =  ?!:"  + ^-Tf,  Jf«  =  R; 

Z 


A,  +  Jr,       B, +jr,* 

It  will  be  noted  that  x^  which  appears  in  the  expression  for 
potential  is  the  conductivity,  and  x^  which  appears  in  that  for  current 
is  the  resistance  of  the  external  circuit 
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The  equations  for  long-shunt  machines  are  similarly  treated  by 
Profl  Riicker,  their  symbols  grouped  and  generalised,  and  expressions 
of  similar  form  are  deduced. 

It  is  therefore  clear  that  we  may  represent  in  a  general  equation 
of  the  form 

*  =  P/(A  +  *)-Q/(B+:ip), 

either  the  current  or  the  potential  at  terminals  of  any  compound 
dynamo ;  the  quantities  A,  B,  P,  and  Q  being  independent  of  the 
variable  external  resistance,  and  x  being  either  the  resistance  or  else 
the  conductivity  (according  whether  we  are  expressing  current  or 
potential)  of  the  external  part  of  the  circuit 

The  constant  A  is  always  either  the  resistance  (or  else  the 
reciprocal  of  the  resistance)  that  the  machine  would  offer  when  at 
rest,  to  the  current  of  a  battery  placed  in  the  external  circuit  B  is 
also  either  a  resistance  or  the  reciprocal  of  one.  P  is  always  either 
a  current  or  an  electromotive-force,  and  is  proportional  to  the  speed 
and  to  the  maximum  magnetism  of  the  field-magnet  Q  is  also 
either  a  current  or  an  electromotive-force,  and  depends  upon  the 
currents  requisite  to  circtdate  in  the  magnetising  coils  in  order  to 
magnetise  them  to  the  [diacritical]  point  of  half-saturation. 

Starting  from  this  generalised  formula,  Riicker  then  investigates 
the  conditions  of  efficiency,  of  maximum  power,  and  of  self-regulation. 
It  is  impossible  to  give  an  abstract  of  the  mathematical  argument ; 
but  certain  results  may  be  stated. 

If  0  represent  potential  at  terminals,  then  P/Q>  or  <  i  accord- 
ing as  the  speed  is  greater  or  less  than  the  critical  speed  for  the 
resistance  of  the  circuit  when  R  =  o. 

If  0  represent  external  current,  then  P/Q  >  or  <  i  according 
as  the  speed  is  greater  or  less  than  the  critical  speed  when  R  =  oo. 

A  large  value  of  A  is  favourable  to  good  self-regulation. 

For  a  given  usual  value  of  R,  a  high  maximum  efficiency  is 
favourable  to  a  large  value  of  A  in  the  case  where  0  represents  e]  but 
is  favourable  to  a  small  value  of  A  where  fp  represents  /. 

Hence  it  is  more  difficult  to  combine  high  efficiency  of  a  machine 
with  an  approximately  constant  current  than  with  an  approximately 
constant  potential. 
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APPENDIX  X. 
On  the  Proper  Size  of  Armature  and  Field-magnet  Windings. 

Professors  Ayrton  and  Perry  have  recently  investigated^  the 
rule  for  the  best  thickness  of  the  conductors  on  armatures.  Using 
the  same  notation  as  in  the  rest  of  this  book,  their  argument  is  as 
follows : — ^The  power  developed  by  the  armature  may  be  written 

or  writing  a  for  the  number  of  amperes  per  square  centimetre  in  the 
cross-section  of  the  armature,  r  for  the  external  radius  of  armature 
core,  and  /  for  thickness  of  external  winding  on  armature^ 

C4  =  2a  X  2irr/; 

whence 

^icrn   N./o 


w  = 


lO* 


Now,  writing  p  as  the  resistance  of  the  armature  winding  per 
centimetre  cube  (including  copper  and  insulation),  the  watts  wasted 
per  cubic  centimetre  in  heating  will  be  =  pa*;  and  the  watts 
wasted  in  heating  the  external  conductors  on  the  armature  will  be 
=  2vrtl pa^l  where  /is  the  length  of  the  external  conductors  on 
the  armature.  Now  let  the  rise  of  temperature  above  that  of  the 
surrounding  air  be  called  9  (degrees  C),  and  let  z  stand  for  the  amount 
of  heat  (expressed  in  watts)  emitted  per  square  centimetre  of  surface, 
for  an  excess  of  temperature  of  1°  C.  above  the  surrounding  air. 
Then  the  watts  emitted  as  heat  from  the  whole  external  surface  of 
the  armature  will  be  =:  zOiirrl.  Equating  the  watts  generated  and 
the  watts  emitted  at  the  surface,  we  have 

2irrtlpa?  =  S62irrif 

fpa?  =  ze, 

/a'*=    —  • 
P 

Now  write  aj,  61,  te/„  and  Ni  as  the  highest  permissible  values  of 
a,  e,  w,  and  N  respectively.    And  write  ^  for  Vz$i/p.    It  appears 

>  See  their  paper  to  be  published  in  FAU,  Mag.  for  June  1888. 
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that  the  value  of  ^  in  the  best  modem  machines  is  about  288.    Now 
t  a-  q  Va     Inserting  this  value,  we  get 

Now  by  the  principle  of  the  magnetic  circuit,  p.  319,  we  have 

4irS//io 


N  = 


2(^+/)_j_2/v' 


As  A/x 

where  ^  is  the  clearance  between  the  surface  of  the  armature  windings 
and  the  curved  face  of  the  polar  surface  of  the  magnet,  A«  the 

effective  area  of  the  polar  surface,  and  2  ^  the  magnetic  resistance 

Aft 

of  the  iron  parts  of  the  magnetic  circuit.    Assume  that  N  is  worked 

up  to  its  highest  permissible  value  Ni,  then  we  may  write 

A +   ^  A 

This  expression  varies  in  value  when  the  value  given  to  /  is  varied, 
^d  it  can  be  shown  to  have  a  maximum  when  the  value  of  /  is  such 
that 

2f         2d     ,    ^    Iv 

—  = 1-  s  —  • 

As       A2  A  /A 

That  is  to  say,  the  permissible  continuous  output  of  the  machine  is 
a  maximum  when  the  thickness  of  the  winding  on  the  armature  is  such 
that  /Ae  magnetic  resistance  of  the  space  occupied  by  the  winding  on  the 
armature  is  equcU  to  the  resistance  of  the  rest  of  the  magnetic  circuit. 

Assuming  that  practically  the  whole  of  the  gap-space  between 
armature  core  and  pole-piece  is  filled  with  armature  winding,  the 
above  rule  amounts  to  saying  that,  given  the  construction  of  armature, 
the  dynamo  ought  to  be  worked  at  such  a  degree  of  excitation  that 
its  total  magnetic  resistance  is  run  up  to  be  twice  as  great  as  that  of 
the  gap-space  alone.  [This  is  indeed  no  other  than  the  diacritical 
stage  of  magnetisation,  the  permeability  in  gross  of  the  magnetic 
circuit — iron  and  air  together — being  at  this  point  reduced  to  half 
its  initial  value.] 

Modem  practice  points  to  the  following  proportions  in  ring 
armatures :  the  thickness  of  extemal  armature  winding  is  from  7  to  1 1 
per  cent,  of  the  diameter  of  the  iron  core ;  and  in  dmm  armatureSy 
from  9  to  13  per  cent 
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The  heating  of  field-magnet  coUs  has  been  discussed  by  Prof, 
George  Forbes,  who  has  given  the  following  rules.  If  e  be  the 
excess  of  temperature  above  that  of  the  surrounding  air,  and  s  the 
surface  of  the  coil,  then  the  watts  wasted  in  heat  that  are  dissipated 
from  the  surface  are  calculated  from  the  equation 

*ooi25  e  s  ^  w  =i  Pr  ^  ei  ^  e^/r. 

That  is  to  say,  a  square  centimetre,  warmed:  i®  C.  above  the  suiy 
rounding  air,  emits  heat  at  the  rate  of  about  ^^  of  a  watt  Hence 
it  follows  that  for  a  given  maximum  permissible  heating  of  0,'  degrees, 
and  a  given  maximum  permissible  waste  of  Wi  watts,  the  surface  to  be 
provided  must  be  at  least  such  that 

Wi 

s  =  800— -• 

If  r  be  the  resistance  (measured  hot)  of  the  coil,  the  Triavimnm 
permissible  current  h  is  given  by  the  equation 


/•00125 
'i  =  V 7 


X  es 


[N.B. — ^The  resistance  when  warmed  0  degrees  above  atmospheric 
temperature,  is  ascertained  by  multiplying  by  i  +  o  •  004  e  the  resist- 
ance  r  measured  at  atmospheric  temperature.] 

If  the  pennissible  rise  of  temperature  be  50  degrees  (C),  these 
formulas  become 

x(sq.  cms.)  =  16  Wi  =  16  ilr  =  16  fiii=  16^-J.r, 

/  ^  (sq.  cms.) 


(ohms  hot)  * 


,  _    ,        /s  (sq.  inches) 
^1-  '^^Vr  (ohms  hot)  ' 


(ohms  hot) 

For  coUs  to  be  connected  as  shunts,  the  formulae  giving  th^ 
iP^yjTniiTO  permissible  potential  at  terminals  of  coil  are ; 

^1  =  V^ooi25~o7r; 
or  if  6  be  taken  as  50  degrees  (C), 

^1  =  '^SVTr  if  J  is  in  sq.  centimetres, 
and 

<i  =  '^SVjrif  J  is  in  sq.  inches. 
To  reach  the  same  limiting  temperature  with  equal-sized  bobbins 
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wound  with  different-sized  wire,  the  cross-^tion  of  the  wire  must 
vary  as  the  current  it  is  to  carry ;  on  in  other  words,  the  current 
density  (ampbres  per  square  centimetre)  must  remain  constant 

To  raise  to  the  same  temperature  two  similarly  shaped  coils, 
differing  in  size  only,  and  having  the  gauge  of  the  wire  in  the  same 
ratio  (so  that  there  are  the  same  number  of  turns  on  the  large  coil  as 
on  the  small  one),  the  currents  must  be  such  that  the  squares  of  the 
currents  are  proportional  to  the  cubes  of  the  linear  dimensions. 

The  following  rules  are  usefiil  for  calctdating  the  windings  for 
machines  of  same  type,  but  of  varying  size. 

Similar  iron  cores,  similarly  wound  with  lengths  of  wire  pro- 
portional to  the  squares  of  their  linear  dimensions,  will  when  excited 
with  equal  currents,  produce  equal  magnetic  forces  at  points  similarly 
situated  with  respect  to  them.    (Sir  W.  Thomson,  PhU.  Trans.^  1856, 

p.  287.) 

Similar  machines  must  have  amp^re-tums  proportional  to  the 

linear  dimensions,  if  they  are  to  be  magnetised  up  to  an  equal  d^ree 

of  saturation.     (J.  &  E.  Hopkinson,  PhiL  Trans.^  1886,  p.  338.) 

If  two  machines  are  to  give  same  electromotive-force,  the  diameter 
of  the  wire  of  the  coils  must  vary  as  the  linear  dimensions. 

If,  in  altering  the  field-magnets  of  a  machine  of  any  given  capacity, 
the  lengths  of  the  several  portions  of  the  magnetic  circuit  remain  the 
same,  but  the  several  areas  are  altered,  then  the  wire  for  rewinding 
must  have  its  cross-sectional  area  altered  in  proportion  to  the 
periphery  of  the  section  of  the  cores. 

The  resistance  of  a  coil,  the  volume  of  which  is  known,  and 
which  is  wound  with  (round)  copper  wire  of  diameter  d  millimetres, 
enlarged  by  insulation  to  a  diameter  of  D  millimetres,  can  be  calcu- 
lated by  the  following  rule,  which  is  based  on  the  assumption  that 
the  partial  bedding  of  the  convolutions  allows  of  10  per  cent  more 
wires  being  got  in  than  would  be  the  case  if  they  were  exactly  wound 
in  square  order.  This  figure  can  only  be  approximate,  as  the  amount 
of  bedding  varies  somewhat  with  the  relative  thickness  and  phability 
of  the  coating  of  insulating  materials,  as  well  as  with  the  gauge  of  the 
wire.  If  V  be  the  volume  in  cubic  centimetres,  the  resistance  r  of  the 
coil  in  ohms  (cold)  will  be 

If  V  be  expressed  in  cubic  inches,  and  D  and  d  in  "mils" 
(i  "  mil"  =  '001  inch),  then  the  approximate  formula  becomes 

r=  960,700  j^. 
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APPENDIX  XI. 

On  the  Least-speed  of  Self-excitation. 

Allusion  was  made  on  pp.  405  and  411  to  the  fact  that  for  all 
series-wound  and  shunt-wound  machmes,  when  jomed  to  a  circuit 
of  given  resistance,  there  is  a  certain  limiting  speed  below  which 
they  refuse  to  excite  themselves.  This  least-speed  of  self-excitation 
(or^critical  speed)  depends,  as  was  pointed  out,  upon  the  resistance. 
It  has  not,  however,  been  noticed  hitherto  that  a  relation  exists 
between  this  least-speed  and  the  magnetic  properties  of  the  dynamo. 
This  relation  is  easily  established  in  the  case  of  a  series-wound 
machine. 

Writing  2  R  for  the  sum  of  all  the  electric  resistances  in  the 
circuit,  we  have  (in  C.G.S.  units) 

E  =  «CN, 


N      2R 


(0 


And  writing  2  p  for  the  sum  of  all  the  magnetic  resistances  of  the 
magnctio  circuit*  (p.  319),  we  have 

/        2p 


N       4irS ' 

Equating  (i)  and  (2),  we  have 

2p.2R  =  4ir«CS (3) 

The  right-hand  side  of  this  equation  must  be  multiplied  by  lo"*  if 
2  R  is  to  be  expressed  in  ohms.  It  will  be  obvious  that  if  «  is  main- 
tained constant,  the  equation  might  be  written 

2  p  •  2  R  =:  constant     ....    (3  ^) 
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No  assumption  has  been  made  about  the  law  of  magnetisation,  and 
the  truth  of  the  equation  is  independent  of  the  way  in  which  S  p 
depends  upon  N.  We  have  here  the  key  to  the  behaviour  of  the 
dynamo,  and  the  explanation  why  it  is  that  the  series-wound  machine, 
though  exciting  itself  up  "  at  a  compound-interest  rate,"  stops  short 
of  absolute  excitation.  As  its  field-magnets  get  more  and  more 
highly  magnetised,  the  magnetic  resistance  increases  (see  p.  295). 
Whatever  be  the  electric  resistance  thrown  into  the  circuit,  if  it 
excites  itself  at  all,  it  excites  itself  up  to  such  a  degree  of  magnetisa- 
tion that  the  product  of  magnetic  resistance  into  electric  resistance 
remains  constant 

The  two  factors  of  the  product  2  p  •  2  R  both  are  complex  quan- 
tities, containing  constant  as  well  as  variable  terms.  We  may 
write 

where  a  relates  to  the  magnetic  resistance  of  the  gap  between  the 
armature  core  and  the  polar  surface  of  the  field-magnets,  which  gap, 
filled  with  copper,  insulation,  and  air,  possesses,  so  far  as  is  known,  a 
constant  magnetic  resistance.  The  variable  part  ^  relates  to  the 
iron  portions  of  the  magnetic  circuit,  and  is  in  general  the  sum  of  a 
number  of  terms,  such  as  /-r  /*  A  (see  p.  319). 
Similarly  we  may  write 

where  a  relaties  to  the  constant  electric  resistances  (armature  coils, 

&c.)  of  the  circuit,  and  x  to  the  variable  part     Equation  (3)  then 

becomes 

(a  -j-  f )  (a  +  *)  =:  constant      ....     (4) 

Now,  at  starting,  when  the  magnetisation  of  the  iron  is  zero,  the 
magnetic  resistance  of  the  iron  part  of  the  circuit  is  small,  but  depends 
upon  its  prior  history.  Assuming  that  it  is  negligibly  small  rela- 
tively to  a,  then  there  will  be  a  maximum  value  of  x^  which  we  may 
call  Xiy  corresponding  to  f  =  ^,  which  will  be  the  critical  external 
resistance  of  the  machine  at  the  given  speed,  and  its  value : 

47r«CS  ,  ^ 

^»  = '^ ^ (5) 

If  any  greater  resistance  than  x^  is  inserted  in  the  circuit  the  machine 
will  refuse  to  excite  itself,  even  though  there  is  small  residual  mag- 
netisation present  So  far  as  there  is  feeble  magnetisation  present  the 
machine  will  act  as  a  feeble  magneto-electric  machine.    Suppose, 
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now,  jc  be  so  far  decreased  that  the  total  electric  resistance  is  reduced 
to  half  its  limiting  value — that  is  to  say,  \t\.x^ ^\xy^^\a\  then 
the  current,  and  the  magnetisation,  will  run  up  until  the  magnetic 
resistance  is  equal  to  double  its  initial  value,  or  ^  =  a.  The  per- 
meability of  the  magnetic  circuit,  taken  as  a  whole,  air  and  iron,  will 
have  been  halved.  It  may  be  remarked  in  passing  that  this  state  of 
things  corresponds  to  the  ''  diacritical  point "  first  investigated  by  the 
author  in  1884;  and,  if  the  Lamont-Frolich  formula  is  true,  this 
point  would  correspond  to  the  state  of  semi-saturation  of  the  mag- 
netism. Suppose,  now,  the  variable  part  of  the  electric  resistance  to 
be  reduced  to  zero :  in  other  words,  let  the  machine  be  short-circuited. 
Then  i  will  run  up  to  the  maximum  value  it  can  have  at  that  speed. 
Calling  this  value  f  2,  we  have 

It  is  also  clear  that  with  a  given  value  of  x  the  least-speed  of 
self-*excitation  n^  is  given  by  the  equation 

a{a^rx) 

This  throws  some  light  on  the  observed  fact  that  very  small 
machines  are  not  self-exciting  except  at  very  high  speeds.  The 
fixed  part  a  of  the  magnetic  resistance  varies  in  similar  machines 
of  difierent  size,  inversely  as  the  linear  dimensions ;  also  the  fixed 
part  a  of  the  electric  resistance  varies  inversely  as  the  linear  dimen- 
sions of  the  machine.  Hence  the  least-speed  of  self-excitation  in 
similar  machines  on  short-circuit  varies  inversely  as  the  square  of  the 
linear  dimensions. 

Another  important  point  is  that  the  least-speed  of  self-excitation 
of  a  machine  while  short-circuited  is  a  measure  of  the  goodness  of 
the  magnetic  circuit  of  the  machine ;  for  the  lower  a  is,  the  smaller 
will  the  critical  speed  be. 

For  a  shunt-wound  dynamo  the  equation  becomes 

(a  +  ^)(r..t-r..t-^)=s4,r«CZ,  .     ...     (8) 

where  R  is  the  variable  external  resistance  and  Z  the  number  of 
shunt  windings.  Excitation  does  not  take  place  at  a  given  speed  n 
unless  R  has  as  its  minin^nni  value 

R  = V::^! (9) 

4T«CZ-a(r.+r.) 

2  T 
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There  is  a  still  more  general  way  of  establishing  the  relation  (3). 
Every  dynamo  may  be  regarded  as  an  arrangement  of  two  circuits,  a 
primary  (or  field-magnet)  circuit  and  a  secondary  (or  induced,  or 
armature)  circuit,  between  which  there  is  a  coefficient  of  mutual 
induction  M  (see  pp.  489  and  605),  which  coefficient  is  caused  to 
vary  by  mechanically  altering  the  configuration  of  the  system.  If 
the  currents  in  the  two  circuits  be  called  respectively  ix  and  i^  then  the 
work  done  in  starting  or  stopping  either  current  in  the  presence  of 
the  other  is  equal  to  M  I'l  i%.  Now  in  each  revolution  of  the  armature 
the  half-current  is  twice  started  and  twice  stopped  in  each  of  the 
sections  of  the  armature  coil.  Hence  in  each  quarter-revolution  the 
work  to  be  mechanically  performed  is  M  i^  i% ;  or  if,  as  in  the  series 
machine,  the  current  in  the  two  circuits  is  the  same,  the  work  to  be 
done  is  Mi*.  Now  M  is  (see  p.  489)  equal  to  4irSiS,-T-Sp;  and 
Ss  is  (see  p.  339)  for  this  purpose  equal  to  ^  C  But  the  work  done 
by  the  machine  in  the  electric  circuit  during  a  quarter-revolution  is 
/  *  2  R  -T-  4  ^-  Equating  this  to  the  work  done  on  the  machine,  we 
get^  as  before, 

2p.2R  =  4ir«CS. 


APPENDIX  XII. 
The  Dynamo  in  Telegraphy. 


The  early  telegraph  of  Gauss  and  Weber,  of  1832,  was  carried  out 
by  means  of  a  magneto-electric  apparatus,  as  also  was  that  of 
Steinheil,  1837,  in  both  of  which  a  coil  was  moved  by  hand  in  a 
magnetic  field,  for  the  purpose  of  sending  signals.  After  this  many 
special  magneto-electric  telegraphic  instruments  were  made,  the  best 
known  of  which  are  those  of  Henley,  of  Wheatstone,  and  of  Siemens 
and  Halske. 

In  recent  years,  since  the  introduction  of  modem  t3rpes  of 
machine,  dynamos  have  been  used  in  telegraphy  to  replace  the 
batteries  at  central  stations,  a  single  dynamo  in  some  cases  being  sub- 
stituted for  some  thousands  of  battery  cells.  The  first  attempts  in 
this  direction  were  made  by  L.  Schwendler*  at  Calcutta  in  1879 
and  1880,  using  a  series-wound  Siemens'  dynamo.  Since  then 
dynamos  have  been  regularly  established  in  the  central  stations  of 

'  Zeitschrift  fiir  angcwandtc  Ehktricitdtslehre^  iii.  131. 
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the  Imperial  Telegraphs  in  Berlin,  and  of  the  Western  Union  Tele- 
graph Company  in  New  York.  In  the  former  was  employed  a  com- 
pound dynamo  giving  constant  potential  of  40  volts,  to.  which  later  a 
battery  of  twenty  accumulator  cells  was  added.  In  the  New  York 
station  five  dynamos  are  used.  One  of  these  is  for  separately 
exciting  the  field-magnets  of  the  other  four.  These  work  at  25  volts 
each,  and  are  joined  in  series  so  that  lines  can  be  fed,  according  to 
their  various  conditions,  at  25,  50,  75,  or  100  volts.  In  the  central 
postal  station  in  Paris  an  arrangement  due  to  M.  Picard^  is 
employed.  Two  ordinary  small  series-wound  Gramme  d3mamos 
(type  d'atdlier)  of  about  100  volts  each,  united  in  series,  send  their 
currents  into  a  long  resistance  wire,  the  middle-point  of  which  is 
joined  to  the  middle-point  between  the  two  dynamos  and  to  earth. 
Currents  can  be  taken  of  either  sign  and  of  any  desired  potential  up 
to  ifc  100  volts  by  connecting  the  lines  to  the  corresponding  point 
on  the  resistance  wire. 

The  most  recent  arrangement  adopted  by  the  Western  Union 
Telegraph  Company  in  its  New  York  station  is  described  in  the 
Electrical  Worlds  xL  pp.  67  and  79,  1888, 

>  La  LunUtre  EUctrique^  xxv.  301,  1887. 
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Combination  Methods  of  Windings  .. 

Commutator 

Insulation  of       ..         •• 
Potential  at         •• 


486,504 

lOI 

•*         •*         ••         *•         ^49 
..         .•  •*         ..  23»  3*^3 

•  .'  ..  ..  •.  1 2w 

•  •  ••  ..  4^/ 

•  •  *•  ••  ••  49^ 

a.  •.  ••  ••  1 30 

••         ••         ••         ••        57^ 

358,  368,  39i>  406,  4",  433,  443f 

447,466 
•*         ••         *•         ••  14*  3^'9 

•  •         •*         ••         ••         370 

i5i  320, 322,  408 

90,  358,  372,  443 

373,  392 
406,413 

566,  569 

112,281,449,588 

••         ..         •.         ••  20 

..12,52,55,155,311,325,487 

»•  ••  ••  ••   43, 22 1 

..  ..     121,  226,  285 

135 

•  •  ..  ••  ••      D,  ZI4 

33,  133,  326,  516 

44,  134,  259 

15,89,  102,627 


•• 


«• 


„ 
„ 


258 
116,  416,419,  580 

5,  37, 40,  59,  163, 181,  257,  562 

61, 151, 163, 185 
..  68,  233 


•• 
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Commutator,  Brush's    ..         ..         ..         ..         ..         ..  ..        230 

„  Hochhausen's 151 

„  Paterson  and  Cooper's  ..         ..         ..         .,         ..         163 

„  Hopkinson's 164 

„  Giilcher's 181 

„  Siemens's  ••         ..         ..         ..         ..  ..         185 

„  Edison- Hopkinson's     ..         ..         ..         ..  ..        203 

„  Immisch's  ..         ..         ••         ..         ..  ..        562 

„  Sparking  at         ..         ..       49,  53,  71,  75,  97,  245i  547, 610 

,»  for  Alternate  Machine  ••         ..         •.  ..  ..         237 

„  Deterioration  of ..         ..         ..  ..  ..  ..         248 

„  Thomson's  ••         ..         .•         ..         ..  .•        245 

„  Ventilation  of 61,  185, 245 

Compound  Winding     ..         ..    12,116,123,125,177,182,192,419,446 

„  n        Best  Method  of  126, 432 

Theory  of         117,  4I9»  427f  433f  439,  579,  625,  633 
Anglo-American  Company's  ..         ..  177, 432 

Brush's   ..         ..         ..  ..  ..     121,  177, 226 


M  it 


Crompton's  ..         ..          ..         ..          ..         123 

of  Motors  549,563,579,591 

„               ,)        Esson  on  ..                              ,.          ..         436 

„               „        Fr5lich  on  ..          ..                                ..         62$ 

Giilcher's ..          .,         182 

Riickeron  ..          ..          ..          ..          ..         633 

Schuckert's        123,169,435 

Siemens's  •.          ..          ..          ..          ..192,435 

Watson's  ..          ..          ..          ..          ..116,589 

Consequent  Poles          ..          ..  ..          ..          ..          ..          ..  54,327 

Constants  of  Dynamo    ..         ..  ..          ..          ..         ..    311,325,408 

Constant-current  Distribution  ..                116, 123, 129,  418,  438,  487 

„            „        Dynamos      ..  ..          ..          ..            90,97,248,438 

Constant-potential  Distribution  ..          ..   116,118,418,421,487,566 

„  „        Dynamos 89,118,177,398,417,432 

Construction,  Principles  of      ..  35,  47,  135,  331,  432,  488,  547,  548,  635 

Continuity  of  Currents  ,.          ..  ..          ..          ..         41,249,340,344 

Converters  {^see  Transformers). 

Copper,  Deposition  of  ..          ..  ..          ..          ..        281,284,286,287 

„        Quality  and  Quantity  of  ..          ..48,  135,  155,  158,  182,  203 

„        in  Armature,  Weight  of  ..         24,  155,  160,  182,  203,  227,  635 

Cores        47,  52,  i35,  ^72,  182,  203,  331,496,  561,  5^4 

Cost  of  Field-magnetism  ..          ..          ..          .,      50,452,454 

Couple  {see  Torque). 

Coupling  of  Dynamos   ..          ..  ..          ..          ..          ,,          .,         468 

Crompton,  R.  E.,  his  Armature  ..          ..          ..          ..      12,  152,  186 

„             „       on  Compound-winding     ..  ..          ..             116,  152 

Crompton-BUrgin  Dynamo      ..  ..          ..          ..          ..          ..  12,  151 
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Crompton-Kapp  {^ee  Crompton). 

Crompton- Swinburne  Drum  Armature         ••         ••         ..  207,209 

Cross-magnetising  Effect  of  Armatures        ••         ..         ..        37,90,545 

„  „  n     Expedients  against         92 

Cunynghame 3 

Current,  Constant,  Distribution  with..         ••  116,  123,  129,  418,  438,  487 
9,  „  Arrangements  for  97,116,249,400,438,445,487 

it  „  Motors  supplied  with      ..  ..  ..     531,  579}  586 

,«  „  Economy  of  ..  ..  ..  ..  249,531 

„        Critical,  of  Machine ..         ..         ..         ..         ..    384,393,582 

„        Diacritical,  of  Field-magnet  ..  307,  402,  415,  636,  641 

„        Alternations  of  ..         ..  32,  40,  256,  456,  463,  475,  487 

„        Continuity  of 41,  249,  340,  334 

M        Equations  of^  in  Series  Machines  ..         ..         ..    404,406,639 

>y  M  „    in  Shunt  „         410,413,641 

„  ^  „    in  Compound  „         . .  . .  . .        439 

„  „  „    Frolich's  „         ..  ..  ..  15,626 

u  ft         99    RUcker's  „         i5>633 

„        Unit  01  .•  ••  ..  ..  ..  ..  ••  ••  lo 

Current  Density  49,  135,  186, 635 

Currents,  Eddy 47,  56,  loi,  107,  135,  464,  548,  664,  608 

„        Foucault's  {seg  Eddy). 
„        Parasitical  {see  Eddy). 

Curves  of  Magnetism    ..       ■-, 294,300,321,324,403 

„      of  Torque  451,  5671  57© 

„     of  Potential  at  Collector         ..         ..       —69,  73,  176,  233,  444 
„      Characteristic  ..         ..  358,368,391,406,411,443,447,567 

„      Frolich's,  of  Current     ..         ..        621 

Cuttriss's  Motor 554 

D. 

Dal  Negro's  Motor 5, 13 

Davenport's  Motor       13 

Davidson's  Motor         513 

Davis,  on  Principle  of  Reversibility  ..         ..         ..         ..         ..  13 

Dead  Points  in  Motors  ..         ..         ..         ..         ..  553,  560 

Dead  Turns        101,380,405,411,624 

Definition  of  Dynamo-machine  ..         ••         ..         ..         ..  i 

Demagnetising  Action  of  Armature  ..  90,  91,  92,  186,  431,  443,  466, 

545,  588 
De  Meritens's  Dynamo  ..  ..  261, 481 

„  Motor    ..         ..         ..         ..         ..         ••         ..         555 

„  Transformers    ..         ..         ..         ..         ..         ..        485 

Deprez,  Marcel,  Brake 596,  602 

„  „        Characteristic  Curves        ..         ..  14, 369, 372,  377 

;,  „        Dynamo       ..         ••         ••         ••         ..         ••   55»  ^4^ 
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Deprez,  Marcel,  Experiments  on  Transmission  of  Power..         ••  13,  53$ 

,,  „        on  Field-magnets 55,  142, 144, 328 

„  „        Law  of  Similars       ••         ••         ••         ..  ..        364 

„  „        on  Self-Regulating  Combinations ..  12,  116,  1189123,433 

„  „        Section  Method  of  Governing     .^.         «.  129,578 

„  „        Motors  ...         553,576,578 

„  „        Transmission  by  Transformers     ••         ••         ••        486 

Derivation  {see  Shunt). 

Desroziers's  Machine    ••         ••         ••         ••         ••         ••         ..        220 

Diacritical  Point  {see  Saturation). 

Diameter  of  Commutation       ..         ..         ••  37,  46,  87,  96,  545, 609 

Difference  of  Potential  ..         ..         ..         •.         ..  117,354 

„  „        Constant         1 17,  277,  398, 4I7, 419, 42i,  487, 5^6 

„                 „               „         Combinations  for  ••    1 19, 278, 398 

Discharge  of  Magnetism         ..         ..         384,  394, 640 

Discoidal  Ring  Armatures  ..         ..         ..         ..         ..         ..         134 

Discontinuity  of  Currents  ..         ..         ••         ..          41, 249, 341, 349 

Disk  Armatures            ..  ..         ..         ..         •.         ..      44, 214, 265 

Disk  Dynamo,  Edison's  ..         ..         ..         ..         ..          ..        219 

„  „        Faraday's        ..         ..       ..         250 

„  „        Pacinotti's       ••         ..         ..         ..         216 

Dredge,  James   ••         ..  ..         ..         ..         ••         ..         ..           26 

Driving,  Proper  Means  for  ..  135,  146,  153,  156,  158,  210,  561, 602,  614 

Driving -horns     ..         ••  ..         ..         ..         ..        156, 210, 235, 561 

Drum  Armatures  42,  44,  45,  48,  188,  211,  263,  561 

Du  Moncel,  Count        ••  ..         ..          ..          ..         ••            3, 8, 565 

Dujardin's  Machine      ..  ..          ..          ..         ..          ..          ••       7,  12 

Dynamo,  Name  of        ,.  ..          ..         ..          ..          ..          ..       i,  10 

„         Definition  of  ..         ..         ..          ..          ..          ..             i 

„         Classification  of 33,44,110,133,325 

„         Organs  of      ..  ••        •  *.          ..          ..         ..          ..           36 

„         Alternate-current 256,456 

„         Open-coil      .,  .,         „         „         ,.         „         ..         214 

„         Electroplating         ..         279 

„         Non-polar     ••  ••         ..          ••          ..         ..          ..         254 

„         Unipolar       ••  ••         ..          ..          ••          ..          ..         250 

Dynamos  of  various  Inventors  :— 

Allan          . .         . .  . .  . .  . .  . .  . .  . .  44 

Allen  {see  Kapp). 

"  Alliance  "            , .  . .  . .  . .  . .  . .  . .  8,  265 

Andrews     . .          . .  . .  . .  . .  . .  . .  . .  182 

Ayrton  and  Perry  , ,  , .  . .  , .  . .  . .  . .  217 

£ain            ••          ..          ..  ••  •.  ••  ..  ..  240 

Ball  (Arago-disk)  . .          . .  . .  . .  • .  . .  . .  2l6 

,,    (Uni-pole-piece)         . .  •  •  . .  . .  . .  . .  612 

Blakey,  Emmott  and  Co.  . .  ...  ..  ••  ..  ••  327 
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BoUmann 220 

Breguet-Gramme        . «        145 

Brockie ,.       ..         ..  215 

Brown ,         . .  167 

Brush 284 

Burgin 151 

Cabanellas 210 

Cabella 149,  330 

Chamberlain  and  Hookham <         213 

Clark I3S 

Clark,  Muirhead  and  Co. 166 

Clarke 6 

Cooper  [see  Paterson). 

Crompton        12,152,157 

Crompton-Biirgin 151 

Crompton-Kapp         . .  152 

Crompton-Swinbnme 207 

DeMeritens 261 

Delafidd          253 

Deprez,  Marcel           142 

Desroziers        220 

Dujardin          6,  12 

Edison  (Drum  Armature) 12,194 

„      (Disk  Dynamo)         218 

Edison-Hopkinson 12,  199 

Eickemeyer 186 

Einstein  185 

Elmore 280 

Elphinstone* Vincent 12,  210,  218 

Elwell-Parker 163,  185,  260 

Ettingshausen,  von 6 

Faraday  5 

Fein «34»  33<^  331 

Fertanti  269 

Ferraris 251 

Fitzgerald         - 134 

Forbes 253>  330 

Foster  and  Andersen 166 

Fuller-Gramme  141 

Ganz  {see  Zipemowsky)  264,  330 

Garrett 251 

Goolden  and  Trotter 210,331,445 

Gordon . .         . .         . .         • .         . .         268 

Gramme  11,138 

„       (alternate) '.         ..259,260 

Giilcher. .         ..         ..         ..         ..         ..         ..         •.         ..  179 

Hall 163 

Hammerl         •  •         •  •  248 
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Hefoer-Alteneck,  von  11,188,215 

Heinrich  167 

Henley 7 

Hjorth 8 

Hochhausen 149 

Holmes,  F •       ..    7,8,115,265 

Holmes,  J.  H.,  and  Co 167 

Hopkinson  (see  Edison-Hopkinson). 

Hopkinson,  J.  and  £.. ,         . .         . .         . .         . .         . .         . .         164 

„  „    (alternate)        265, 276 

Hopkinson  and  Muirhead      . .         . .         . .         . .         . .         . .         216 

Houston  {see  Thomson-Honston). 

Immisch  . .         . .         . .         . .         . .         . .         . .         . .         331 

**  Iron-clad  " 185,  206,  330 

Jablochkoff      ..         44 

Jacob!    . .         . .         . .         . .         . .         . .         ,,         . .         . .  6 

Jehl  and  Rupp. .         . .         . .         . .         . .         . .         . .         . .  220 

Joel 163 

Jiirgensen         . .         . .         . .         . .  149, 328 

Kapp     ••         ..         ..         ..  .•         ..         ..         ..1 58, 262 

Kennedy  . .        183,  262,  263,  330 

Kingdon  . .         . .         . .         . .         . .         . .         . .         . .  276 

Lachauss^e  ..  ..  ..  ••  >•  ..  ..  ..          268 

i-<aciQ      ••  •■  •■  ••  ••  •■  ••  ..  ••    10,  115 

Lahmeyer  . .  . .  . .  . .  . .  . .  . .  . .          1S5 

Lane-Fox  . .  . .  . .  . .  . .  . .  . .  . .          215 

Langley  . .  . .  . .  . .  . .  . .  . .  . .          445 

Leipner. .  ..  ..  ..  ..  ..  ..  ..  ..  163,215 

X^CVCa    ••       ••       ••       ••       ••       ••       ••       ••        ••        aOv 

Lontin  ..         ..         ..         ..         ..         ..         ..  ..    46,263 

Lorenz  {see  Jiirgensen). 

McTighe  • .         . .         . .         . .         . .         . .  . .  163, 331 

Main      . .         •  •         . .         . .         > .         . .         . .         . .  276 

Malderen,  van . .         . .         . .         . .         . .         . .         . .  8 

"Manchester"  ..  ..  ..  ..  ..  ..  ..  164 

Mather  and  Hopkinson  . .         . .         . .         . .         . .         . .  164 

Matthews  .  ^         •  •         •  •         •  •         •  •         •  •         •  •  •  •  272 

Maxim 44*  ^49 

Mordey ..  172 

„     (alternate)         262,272 

Muirhead  {see  Clark). 

Muirhead  and  Hopkinson  (see  Hopkinson). 

Muller 171 

Newton 247 

Niaudet  . .         . .         • .         •  •         •  •         •  •         •  •         •  •  214 

NoUet 7»  265 
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Padnotti          lo^  13G 

..      (Diik)          II,  ai6 

P«ge 7 

Puis  and  Scott          213 

PatenoD  and  Cooper 158, 163 

Peny  («r  Ayrton  and  Peny). 

"  Phtnii"  {ta  Fatenoo  and  Cooper), 

Puui J 

Rafbrd-Gramme        143 

Rapieff 351,  VJi 

RaTcnihav  (nr  Goolden). 

Ritchie 6 

Robin 3JO 

Ruluukorff       ,.           tt5 

Riipp(AvJeh)). 

S*"?" 7.  330 

Saxton 6 

Sayen a» 

Scliorch  ..         .,         ,.         ..         ..         ..  ,.  47| 

Schnckert         153 

Sehueltert-Mordey      ..         ..     ■ lyi 

Schayler  ti^,  147 

Scott  (JM  Para). 

Slemau  (shuttle)         . .         ■ .         . .         , ,         . .         . .         . .  g 

„        (drum)  Igg 

(alternate) 264,168 

(ring) 185,187 


Speny 13s 

Staflbrd  and  Eavei 386,331 

S'«>1«T »i3,a63 

sutler 331.444 

StJSbra 6 


Swinbume        . .  . ,  . .         . ,  . .  ^Oj 

ThonuOD-Honiton 3t« 

Thomson,  Sir  'WiUiam  (whed-dTnamo) 319 

„  „  (alteniate) 269 

■""•T aii,445 

letter  {Mt  Goolden). 

VandePode 328 

Van  Malderen 365 

Varley 8,115,251 

"Victoria"  (jw Scbackcrt-Mofder). 

Vincent  (/cr  Elphiniton^. 

Voice         ..         ..         ,.         ,,         ,,         3E| 
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tKQZ 

Wallace- Farmer    ..         ••          ..          .«         ,,  .•          ••         214 

Watkins 6 

Wenstrom  ..          ..          ..          ••          .*.        .,  .•          ••         206 

Westinghouse  (see  Stanley). 

Weston      . ,         . .         . .         . .         .  %         . .  . .       II,  204,  280 

Wheatstone. .         ..          ..         •#          ..          ..  ..          ••6t7f*° 

Wilde         7f  8,  265,  267,  280 

Wodica      ..      .*.          ••          ••..      •«.       •#•  «\         ••         '7^ 

Woolrich    . .          .  •         . .          .  •          . .          .  •  .  •          . .     6,  279 

Zipemowisky  :*        264,330 

Dynamometer     ..         ..         ..         ..         ..         ..  ..    130, 595, 597 

Dynamometric  Governing       ..         ..         ..         .»         ••  I30>  577 

Dyne  (unit  of  force)      ..         ..         ..         .•         .«         ..         ..  17 


Economic  Coefficient 359,  368,  387, 453>  59S 

Economy  of  Transmission       ..         ..         ••         ..         ••    486^5339536 

„         Law  of  Maximum  ..         ••         ..         ••         ..  ..         527 

Eddy  Currents       47, 48, 56,  loi,  174, 201,  25 1, 263, 269, 493,  548, 604, 608 

,,  „        Heating  due  to  47,101,106,201,263 

Edison's  Dynamo         ..         ..         ••         ••         ..         ..      12,  194, 325 

„  „        Armature  of  ..         .•         ..         ..         ••         197 

„  „        Brushes  of    ••         ..         ••         ..         ..  ..  62,  198 

„  „        Field-magnets  of   ..  ..  ..         ..196, 325, 332 

„       Disk  Dynamo  ..  ..         ..         ..         ..  ..  12, 218 

„       Tuning-fork  Dynamo  ..  ..  ..         ..  ,.     11, 34 

„       Claim  for  Compound-winding       ..         ..         ..         ..         123 

Edison-Hopkinson  Dynamo    ..         ..         ..  ..        199, 323,  391,  575 

y,  „  n        Design  of        ..         ..         ••  ..         323 

„  „  „        Tests  on  203, 391 

Efficiency  of  Dynamo  ..         ..         ..         ..         „        359*368,387,595 

„  Transmission  of  Power..         .•         ..         ..    486,533,536 

„  „  „        Maximum     ..         ..         ..         527 

„  Edison^Hopkinson  Dynamo    ..         ..         ..  203, 391 

„  Heinrich's  Dynamo       ..         ..  ..  ..  ..         168 

„  Schuckert-Mordey  Dynamo     ..  ..  ..  ..         178 

„  Motors      ..         ..  ,.         ..  ..        518,560,561,563 

Eickemeyer,  R.,  Dynamo        ...,      ,., ,       ..  ..  .,  ..         186 

Einstein's  Dynamo       ..  ..  ..  ..  ..  ..  ..         1S5 

Electromagnets,  Formulae  for  ..  ..  ..  ..  ..    302,319,402 

„  First  used      ..  ..         .•  ..  ..  .,         7,9 

„  Construction  of     50,  142, 144, 172, 183, 192, 226,  432,442 

„  Cores  of         ,.  ..  ..  ,,  ,.      54,  183,  203 

„  Forms  of        ..  54,  142,  147,  156,  183,  199,  274,  325 

„  Rules  for  Winding   ..  57,  58,  226,  383,  432,  583,  586,  636 
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91 
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» 

9> 

19 
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Electromagnets,  Internal       •••         54»  i49»  i^5 

,,  Heating  of    ••         104,  192, 636 

„  Ventilation  of  ..         ..         ..         ..         ..         192 

,,  Curve  of  Saturation  of       ..         ..         ..    296, 300, 301 

Electro-metallurgy        .•         ..         ••         ..         ..         ..         ..     6,279 

Electromotive-force,  of  Dynamo        20,56,171,336,467 

and  Difference  of  Potential      ..         ..    117,  354,  375 

Average 337,  339 

Fluctuations  of    ..         ..         ..41,249,340,348,467 

Unit  of  (one  z/^//)  ..         ..         ..         ..  21 

Electro-plating,  Dynamos  for  ..         ..    6,  48,  112,  121,  191,  205,  227,  279 

Elmore's  Dynamos       ..         ..        -..         ..         ..         ..         ..  44,280 

Elphinstone,  Lord,  and  Vincent,  C.  W 12,  55,  210,  218,  313 

Elwell-Parker's  Dynamos       ..         ..         ••         ..  ..     163,  185, 260 

Energy,  Electric i»  I30>  360,  483,  517,  525,  567 

„      Expended  ..         ..         ..         ..         ..        5i7i  S^Si  567, 603 

„      Utilised  ..         ..         ..         ..         ..         ..         ••    515, 525, 603 

„      Transmission  of  ..         ..         ..         ••         ..      13, 544, 603 

Equations  of  Dynamo  ..         ..         336,  354,  367,  385,  401,  421,  458,  639 

„  „        Frolic's        -  ••  ..  ..       •-..  ••         620 

„  „        Riicker's  ..  ..  ..         ..  ..         632 

y,        of  Electromagnets  ••         302,317,402 

^       of  Motors     ••         520,566,581 

Esson,  W.  B.,  on  Separately-excited  Machines       ..         ..  359,  466 

„         „      on  Self-regulating  Machines  ..         ..         ..        436 

„  „      on  Teeth  of  Armature 

Ettingshausen's  Machine 
Ewing,  J.  A.,  on  Magnetisation 
Excitation  of  Field-magnets,  Methods  of 

„  Electromagnet,  Law  of  .. 

Exciter,  Separate,  use  of  Machine  as 
Extra^current      ..         ..         ••       '  .. 


••         ••  ••        014 

••          ..  ••            o 

.  •                •  •  • .              Zu' 

••         ••  ••        no 

..  302,  317,  402 

8,  111,256,267,275,459 

..  100,  106,  226 


P. 
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